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Introduction 


1.0  INTRODUCTION 

In  simple  terms,  a  total  maximum  daily  load  (TMDL)  is  a  plan  to  attain  and  maintain  water  quality 
standards  in  waters  that  are  not  currently  meeting  them.  The  waters  not  currently  meeting  water  quality 
standards  in  the  Lake  Helena  Watershed  have  been  identified  and  described  in  Volume  I  of  the  Water 
Quality  Restoration  Plan  and  Total  Maximum  Daily  Loads  for  the  Lake  Helena  Watershed  Planning  Area 
(EPA,  2004)  (incorporated  herein  by  reference  and  hereafter  referred  to  as  "Volume  I"). 

This  document  presents  a  plan  to  attain  and  maintain  water  quality  standards  in  all  of  those  waters 
considered  impaired  in  Volume  I.  This  document  (i.e.,  Volume  II)  has  been  written/structured  to  be  read 
and  reviewed  by  both  a  non-technical  audience  as  well  as  by  those  who  may  be  interested  in  the  technical 
details  and  regulatory  context.  The  main  body  of  Volume  II  includes:  a  summary  of  the  approach  and 
methods,  a  description  of  the  water  quality  problems,  a  presentation  of  water  quality  goals,  a  summary  of 
the  sources  of  the  water  quality  problems,  and  a  conceptual  plan  for  addressing  the  water  quality 
problems.  The  main  body  of  Volume  II  is  intended  to  provide  an  overview  at  the  watershed  scale. 


The  required  TMDL  elements  for  each  of  the  water 
body/pollutant  combinations  considered  impaired  in  Volume  I 
are  presented  in  a  separate  appendix  to  facilitate  easy  review 
for  regulators,  watershed  stakeholders  that  may  be  affected  by 
them,  and  those  interested  in  site-specific  water  quality 
restoration  recommendations  (Appendix  A).    Appendix  A  is 
presented  at  the  scale  of  the  individual  water  bodies  and  their 
associated  sub-watersheds. 

The  technical  details,  including  modeling  and  assessment 
methods,  technical  analyses,  and  results  are  also  provided  in 
appendices  which  have  been  referred  to  as  appropriate  in  the 
main  body  of  the  document. 


Document  Contents 

The  main  body  of  this  document 
presents  an  overview  at  the 
watershed  scale. 

The  TMDLs,  and  details  at  the  sub- 
watershed  scale,  are  presented  in 
Appendix  A. 

Supporting  technical  analyses  are 
presented  in  Appendix  B  through  I. 
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Approach 

This  plan  provides  a 
framework  for  water  quality 
restoration.  A  phased 
approach  is  proposed 
including  an  adaptive 
management  strategy. 


2.0  APPROACH/METHODS 

The  water  quality  issues  in  the  Lake  Helena  Watershed  are 

numerous,  technically  complex,  and  involve  a  large  number  of 

varied  stakeholders  ranging  from  federal  and  state  resource  agencies, 

to  county  and  local  governments,  industry,  the  agricultural 

community,  and  watershed  residents.  While  it  is  believed  that  the 

efforts  summarized  in  Volumes  I  and  II  have  advanced  our 

understanding  of  water  quality  problems  in  the  Lake  Helena 

watershed  considerably,  given  the  available  time  and  resources,  it  is 

not  possible  to  prescribe  a  definitive  plan  of  action  to  specifically 

address  all  of  the  issue  in  a  detailed  fashion  at  this  time.  Therefore, 

the  intent  of  this  plan  is  to  provide  a  framework  within  which  the 

most  significant  water  quality  problems  are  identified  and 

prioritized,  such  that  watershed  stakeholders  have  the  information 

they  need  to  begin  improving  water  quality  conditions.  It  is  also  envisioned  that  the  information 

presented  in  this  plan,  and  some  of  the  tools  that  have  been  prepared  in  support  of  developing  this  plan 

(e.g.,  water  quality  models),  will  provide  a  framework  within  which  to  make  informed  decisions  in  the 

future  in  consideration  of  water  quality. 

The  overall  approach  for  restoring  water  quality  in  the  lakes  and  streams  in  the  Lake  Helena  Watershed  is 
three-phased;  beginning  with  information  gathering  in  Phase  I,  plan  development  in  Phase  II,  and 
implementation  in  Phase  III.  A  summary  of  the  phased  approach  is  presented  in  Table  2-1. 

The  goals  of  Phase  I  were  to: 

1.  Develop  an  understanding  of  the  physical,  biological,  and  socioeconomic  characteristics  of  the 
Lake  Helena  Watershed  that  may  have  had,  or  are  having  an  influence  on  water  quality; 

2.  Verify  the  water  quality  impairment  status  of  all  water  bodies  that  have  appeared  on  Montana's 
303(d)  lists  and  develop  an  understanding  of  the  water  quality  impairments;  and 

3.  Determine  which  water  bodies  are  in  need  of  Total  Maximum  Daily  Loads. 

The  Lake  Helena  Volume  I  Report,  completed  in  December  2004,  summarized  the  results  of  Phase  I. 
Volume  I  was  made  available  to  the  public  in  February  2005  and  public  comment  has  helped  to  shape 
Phase  II.  A  summary  of  the  public  comments  received  on  Volume  I  and  agency  responses  are  presented 
in  Appendix  B.  It  should  be  noted  that  summaries  of  the  conclusions  reached  in  Volume  I  are  provided  in 
this  document  to  facilitate  reading  this  report.  For  detailed  information  on  the  determination  of  which 
water  bodies  are  considered  impaired  and  in  need  of  a  TMDL,  the  reader  is  referred  to  the  Volume  I 
document. 

The  purpose  of  Phase  II  was  to  identify  the  sources  of  the  water  quality  problems  described  in  Volume  I, 
establish  water  quality  goals  or  endpoints  that  will  define  attainment  of  water  quality  standards  in  the 
future,  and  to  develop  solutions  for  addressing  each  of  the  significant  sources  such  that  water  quality 
standards  can  be  attained  and  maintained  in  the  future.  The  required  TMDL  elements  (i.e.,  targets,  total 
maximum  daily  loads,  allocations,  and  margins  of  safety)  have  been  developed  in  Phase  II.  Phase 
II/Volume  II  presents  the  plan  to  attain  and  maintain  water  quality  standards. 
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The  purpose  of  Phase  III  will  be  to  conduct  the  necessary  follow-up  and/or  supplemental  studies  to 
address  uncertainties  identified  in  Phase  II  and  to  implement  the  necessary  actions  to  attain  and  maintain 
water  quality  standards.  It  is  important  to  note  that  TMDLs  are  not  self-implementing.  Neither  Section 
303(d)  of  the  Clean  Water  Act  nor  the  Montana  Water  Quality  Act  creates  any  implementing  authorities. 
TMDLs  are  only  implemented  through  other  programs  and  statutory  mechanisms.    Implementation  tools 

vary  and  may  include! 

•  National  Pollutant  Discharge  Elimination  System  (NPDES)  permits 

•  Other  Federal,  state,  local  laws  &  requirements  (enforceable  &  voluntary) 

•  Individual,  voluntary-based  actions 

A  conceptual  implementation  strategy  is  presented  in  Section  4.0  of  this  document.  However,  actual 
implementation  is  beyond  the  scope  of  Volume  II  and  will  rely  upon  a  combination  of  regulatory  and 
voluntary  means  that  will  ideally  be  lead  by  watershed  stakeholders. 


Adaptive  Management  will  be  a  key  component  of 
implementation.  Given  the  complexity  and  scale 
of  water  quality  issues  in  the  Lake  Helena 
Watershed,  it  will  not  be  possible  to  answer  every 
question  and  address  each  detail  in  this  document. 
Conclusions  reached  and  decisions 
made/documented  in  Volume  II  are  based  on  the 
best  information  and  data  currently  available.  As 
new  information  becomes  available  in  the  future 
and/or  conditions  change,  a  strategy  to  evaluate 
the  new  information,  react  to  it,  and  adjust 
components  of  the  plan  must  be  in  place.  Case- 
specific  adaptive  management  strategies  are 
presented  throughout  the  document  as  they  are 
needed.  Adaptive  management  is  also  discussed 
in  the  conceptual  implementation  strategy  (Section 
4). 


ADAPTIVE  MANAGEMENT 

r 
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Problem 

"^v 

> 

Adjust 

Establish 
Goals 

t 
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Develop 

Plans  to 

Achieve 

Goals 

t 

Monitor 

J 

Implement 

^ 

Table  2-1.    Phased  Approach. 

2003  -  2004 

2005 

2006^ 

Phase  1  -  Information  Gathering 

Phase  II  -  Planning 

Phase  III  -  Proposed  Implementation 

•  Developing  an  understanding  of 

•  Revised  some  of  the 

•  Implement  a  coordinated  effort  at  the 

the  water  quality  problems. 

conclusions  reached  in 

watershed  scale  to  reduce  pollutant 

•  Determined  which  water  bodies 

Volume  I  based  on  public 

loading  from  both  point  and  non-point 

needed  TMDLs. 

comments. 

sources. 

•  Solicited  public  comments. 

•  Identified  the  pollutant 

•  Conduct  follow-up  and/or 

•  Completed  Volume  1 

sources  and  relative 

supplemental  studies  to  address 

importance  of  each. 

uncertainties  identified  in  previous 

•  Established  water  quality 

phases. 

goals 

•  Revise,  adjust,  and  manage  adaptively 

•  Developed  a  pollutant  load 

as  appropriate  based  on  new 

reduction  plan  to  attain  the 

information. 

water  quality  goals. 

•  Completed  Volume  II 
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3.0  WATER  QUALITY  RESTORATION  IN  THE  LAKE  HELENA 
WATERSHED 

To  a  large  extent,  current  water  quality  in  the  Lake  Helena  Watershed  is  a  result  of  man's  activities  within 
the  watershed  over  the  last  100  to  150  years.  In  the  mid  1800s,  mining  activity  increased  due  to  the 
discovery  of  gold  and  other  minerals  in  the  mountains  around  the  Helena  valley.  At  the  same  time,  the 
earliest  miners  and  homesteaders  began  diverting  water  from  Prickly  Pear,  Tenmile,  and  Silver  Creeks  to 
irrigate  land  for  crops.  Combined,  hydrology  and  water  quality  experienced  a  period  of  rapid  change  due 
to  the  effects  of  irrigation,  mining,  and  mine  returns.  Today,  over  450  abandoned  and  operating  mines 
currently  exist  and  contribute  to  flow  and  water  quality  alterations  in  the  watershed  (MBMG,  2004). 

In  1907,  the  hydrology  of  the  Helena  Valley  was  further  altered  with  the  completion  of  Hauser  Dam  and 
Lake  Hauser  on  the  Missouri  River.  As  the  reservoir  filled,  the  low- lying  wetlands  of  Prickly  Pear  and 
Silver  Creeks  flooded  to  form  Lake  Helena.  In  1945,  an  earthen  causeway  and  control  mechanisms  were 
constructed  to  separate  Hauser  Reservoir  and  Lake  Helena,  allowing  the  two  to  be  regulated 
independently. 

Between  1940  and  1970,  intense  logging  occurred  in  the  Lake  Helena  Watershed,  primarily  in  the  western 
portions  of  the  watershed  along  the  continental  divide  where  the  most  marketable  timber  was  located. 
During  this  period,  a  network  of  roads  was  built  to  harvest  and  transport  the  timber.  Many  of  the  impacts 
to  streams  observed  today  (particularly  associated  with  stream  channel  morphology  and  sediment)  are 
remnants  from  these  activities  (Personal  Communications,  Carl  Davis,  Helena  National  Forest 
Archaeologist,  September  29,  2005). 

Population  growth  and  the  associated  infrastructure  have  also  permanently  altered  the  landscape  and  have 
played,  and  will  continue  to  play,  a  role  in  defining  water  quality  in  the  Lake  Helena  Watershed.  Since  the 
1950's,  population  growth  has  averaged  approximately  18  percent  per  decade. 

In  summary,  the  water  quality  conditions  and  water  quality  problems  that  exist  today  in  the  Lake  Helena 
Watershed  are  a  function  of  the  activities  that  have  occurred,  and  are  occurring  on  the  landscape.  Volume 
I  included  an  assessment  and  description  of  the  known  pollution  problems  based  on  the  currently 
available  data  and  separately  addressed  each  of  the  water  bodies  that  appeared  on  Montana's  1996  and 
2004  303(d)  lists.  Based  on  the  assessments  presented  in  Volume  I,  the  primary  pollutants  of  concern 
include  sediment,  nutrients,  metals,  and  temperature.  The  remainder  of  Section  3.0  presents  a  watershed 
scale  overview,  one  pollutant  at  a  time,  including  a  summary  of  the  sources  of  each  pollutant,  water 
quality  goals,  and  proposed  solutions  for  ultimately  attaining  and  maintaining  water  quality  standards. 
Water  body-by-water  body  discussions  and  the  associated  TMDL  elements  are  presented  in  Appendix  A. 
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3.1  Sediment 


The  Problem: 

Fish  and  aquatic  life  are  not  meeting  their  full  potential  in  many  streams  due  to 
excessive  levels  of  sediment  covering  fish  spawning  and  macroinvertebrate  habitat, 
filling  pools,  and  altering  stream  channel  morphology. 

Water  Bodies 
of  Concern: 

Clancy  Creek,  Corbin  Creek,  Jennie's  Fork,  Lump  Gulch,  Middle  Fork  Warm  Springs 
Creek,  North  Fork  Warm  Springs  Creek,  Warm  Springs  Creek,  Prickly  Pear  Creek, 
Sevenmile  Creek,  Skelly  Gulch,  Spring  Creek,  and  Tenmile  Creek. 

The  Source: 

Human-caused  erosion  primarily  from  dirt  roads,  agriculture,  timber  harvest, 
streambank  erosion,  abandoned  mines,  non-system  roads,  and  urban  areas. 

In-Stream 
Sediment 
Goals: 

Attain  and  maintain  the  applicable  sediment  water  quality  standards. 

The  Solution: 

Reduce  sediment  loading  from  each  of  the  significant  human-caused  sources. 

Technical  reports  prepared  in  support  of  the  sediment  overview  presented  in  this  section  of 
Volume  II  include: 

•  Appendix  A  -  Total  Maximum  Daily  Loads  (TMDL)  Summary 

•  Appendix  B  -  DEQ  and  EPA  Response  to  Public  Comments  Received  on  the  Volume  1 
Document  released  on  February  28,  2005 

•  Appendix  C-G WLF/BA THTUB  Modeling 

•  Appendix  D  -  Supplemental  Sediment  Assessment 

•  Appendix  H  -  Supplemental  Monitoring  and  Assessment  Strategy 
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3.1.1  The  Sediment  Problem  and  Water  Bodies  of  Concern 

The  surveyed  streams  in  the  Lake  Helena  Watershed  that  are  not  currently  meeting  Montana's  narrative 
sediment  standards  are  listed  below  and  shown  on  Figure  3-1 .  Volume  I  provides  details  regarding  the 
degree  of  impairment  and  how  the  impairments  are  manifested  in  each  of  the  water  bodies.  In  general, 
sediment  is  causing  a  loss  of  benthic  productivity  and  fish  habitat.  Additionally,  in  some  cases,  human- 
caused  sediment  loading  is  resulting  in  high  turbidity  in  streams  that  naturally  flow  relatively  clear. 


.  Clancy  Creek  (MT41I006_120) 

.  Corbin  Creek  (MT41I006_090) 

•  Jennie's  Fork  (MT41I006_2 10) 
.  Lump  Gulch  (MT41I006J  30) 

•  Middle  Fork  Warm  Springs  Creek  (MT41I006_100) 

•  North  Fork  Warm  Springs  Creek  (MT41I006_180) 

•  Prickly  Pear  Creek  (MT41 1006_060) 

•  Prickly  Pear  Creek  (MT41 1006_050) 

•  Prickly  Pear  Creek  (MT41 I006_040) 


.  Prickly  Pear  Creek  (MT41 1006_030) 

•  Prickly  Pear  Creek  (MT41 1006_020) 

•  Sevenmile  Creek  (MT41I0061 60) 
.  Skelly  Gulch  (MT41I006_220) 

.  Spring  Creek  (MT41I006_080) 

.  Tenmile  Creek  (MT41I006J42) 

.  Tenmile  Creek  (MT41I006J 43) 

.  Warm  Springs  Creek  (MT41I006J 10) 
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Figure  3-1.  Streams  in  the  Lake  Helena  watershed  impaired  by  sediment. 
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3.1.2  Sources  of  Sediment  in  the  Lake  Helena  Watershed 


In  general,  excessive  sediment  loading  from  a  variety  of 
human-caused  sources  is  the  cause  of  the  sediment 
impairment.  Potential  sources  of  sediment  considered  in  this 
analysis  included  paved  and  unpaved  roads,  agriculture, 
forest  harvest,  stream  bank  erosion,  storm  water,  mining, 
and  a  variety  of  natural  sources  (e.g.,  undisturbed  forest, 
undisturbed  grassland,  etc.).  The  estimated  loads  from  each 
of  these  sources  for  each  of  the  impaired  streams  are 
presented  in  Appendix  A.  Source  loads  were  estimated 
using  the  Generalized  Watershed  Loading  Function  model 
(GWLF)  (see  Appendix  C)  in  combination  with  the  use  of 
remote  sensing  techniques,  field  surveys,  streambank 
stability  studies,  and  site-specific  road  analyses  (see 
Appendix  D). 

When  considering  each  of  the  above  listed  stream  segments 
together,  dirt  roads,  agriculture,  timber  harvest,  streambank 
erosion,  abandoned  mines,  non-system  roads,  and  urban 
areas  contribute  15,  10,  10,  7,  3,  1,  and  1  percent  of  the  total 
sediment  load,  respectively  (Figure  3-2).  On  average, 
sediment  loading  is  approximately  47  percent  above  the 
naturally  occurring  level. 


Dirt  Roads 


Agriculture 


Timber 
Harvest 


Streambank 
Erosion 


Abandoned  itgr^ 


Mines 


Non-system 
Roads 


Urban  Areas 


^^_ 


3 
1 


0% 


5% 


10% 


15% 


20°, 


%  of  Total  Sediment  Load 


Figure  3-2.  Average  Sediment  Loads  in 
the  Lake  Helena  Watershed. 


The  relative  importance  of  individual  source  categories  (e.g.,  dirt  roads,  agriculture,  etc.)  varies 
dramatically  from  stream  to  stream  (see  Appendix  A).  For  example,  agricultural  sediment  loading  tends 
to  increase  in  importance  in  the  downstream  reaches  of  the  Lake  Helena  Watershed.  In  contrast,  the 
relative  importance  of  sediment  loading  from  dirt  roads,  forest  harvest  and  abandoned  mining  tends  to 
increase  towards  the  headwaters  region  of  the  watershed.  Human-caused  streambank  erosion  is  common 
throughout  the  watershed. 

3.1.3  in  Stream  Sediment  Goals 

The  ultimate  goal  of  this  water  quality  restoration  plan  and  associated  TMDLs  is  to  attain  and  maintain 
water  quality  standards.  Montana's  water  quality  standards  for  sediment  are  narrative  and,  therefore, 
must  be  interpreted  to  derive  measurable  water  quality  goals.  A  suite  of  measurable  sediment  indicators 
was  developed  and  described  in  Volume  I  to  facilitate  interpretation  of  the  narrative  sediment  standards. 
This  suite  of  indicators  was  selected  based  on  the  best  data  and  information  available  when  Volume  I  was 
completed.  Since  that  time,  EPA  and  Montana  DEQ  have  begun  to  develop  a  new  suite  of  biological 
indicators  that,  when  fully  developed,  may  make  the  biological  indicators  presented  in  Volume  I  obsolete. 
Also,  since  Volume  I  was  completed,  MDEQ  has  begun  to  develop  a  new  methodology  for 
interpreting/translating  the  narrative  sediment  criteria  (currently  in  conceptual  draft  form).  When  this 
methodology  is  completed,  the  sediment  approach  presented  in  Volume  I  may  also  be  obsolete. 

Since  the  success  of  this  plan  and  associated  TMDLs  will  be  formally  evaluated  five  years  after  it  is 
approved  (i.e.,  201 1  assuming  TMDL  approval  in  2006),  flexibility  must  be  provided  herein  with  the 
proposed  suite  of  indicators  selected  to  interpret  the  narrative  sediment  standards.    The  indicators 
presented  in  Table  3-1  are  proposed  as  end-point  water  quality  goals  (i.e.,  targets)  for  sediment,  in 
recognition  of  the  fact  that  they  may  need  to  be  changed  in  the  future  as  new  information  becomes 
available  and/or  MDEQ  implements  a  new  methodology  for  interpreting  the  narrative  sediment  standards. 
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The  suite  of  indicators  used  to  evaluate  compliance  with  Montana's  sediment  standards  in  the  future 
should  be  selected  based  on  the  best  data  and  information  available,  and/or  the  current  MDEQ 
methodology  available,  at  that  time. 
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3.1.4  The  Solution 

The  hypothesis  put  forth  in  this  plan  is  that  the  water 
quality  standards  (i.e.,  as  measured  by  the  indicators  and 
approach  presented  in  Section  3.1.3)  will  be  met  if  all 
reasonable  land,  soil,  and  water  conservation  practices  are 
employed  for  each  of  the  significant  sediment  sources 
(e.g.,  dirt  roads,  agriculture,  timber  harvest,  streambank 
erosion,  abandoned  mines,  non  system  roads,  and  urban 
areas).  Specific  sediment  load  reduction  goals  have  been 
proposed  for  each  of  these  sediment  sources  (see 
Appendix  A).  It  is  assumed  that  the  load  reduction  goals 
equate  to  the  application  of  all  reasonable  land  soil  and 
water  conservation  practices. 

The  proposed  load  reduction  goals  and  their  rationale,  for 
each  sediment  source,  are  presented  in  Table  3-2. 
Uncertainties  are  also  acknowledged  and  discussed. 
Monitoring  and  adaptive  management  strategies  to 
address  these  uncertainties  are  presented  in  Section  4.0. 
Sediment  TMDLs  are  presented  in  Appendix  A. 


All  Reasonable  Land,  Soil,  and 
Water  Conservation  Practices 

On  average,  sediment  loads  to  the 
impaired  streams  in  the  Lake  Helena 
Watershed  must  be  reduced  by 
approximately  47  percent  to  achieve 
"natural" sediment  loading  levels. 
However,  Montana's  water  quality 
standards  recognize  that  it  may  not 
be  possible  to  achieve  pre-human 
settlement,  pristine  water  quality 
conditions.  Montana  s  water  quality 
standards  define  "naturally 
occurring" conditions  as  those  where 
all  designated  beneficial  uses  are 
supported  and  all  "reasonable,  land, 
soil,  and  water  conservation 
practices" are  employed.  In  other 
words,  there  is  some  allowance  for 
human  activity  so  long  as  all 
designated  beneficial  uses  are 
supported. 
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Table  3-2.     Sediment  Load  Reduction  Approach  by  Source  Category. 


Source  Category 

Pollutant  Load  Reduction  Approach,  Rationale,  and 
Assumptions 

Uncertainty 

Current  Timber 
Harvest 

It  is  assumed  that  sediment  loading  from  currently 
harvested  areas  will  return  to  levels  similar  to  undisturbed 
forest  through  natural  recovery  and  application  of  BMPs. 
GWLF  was  used  to  estimate  the  load  reductions  associated 
with  re-growth  of  vegetation  in  the  harvested  areas. 

Because  private  harvest  data  were  not  available, 
the  assumption  was  made  that  harvesting  occurs 
at  a  continuous  rate  allowing  for  a  90-year 
harvest  cycle  (1/90  of  private  land  is  harvest  each 
year).  However,  it  is  more  likely  that  large  cuts 
occur  sporadically.  Therefore,  load  reductions  in 
any  individual  subwatershed  could  be  over  or 
under  estimated. 

Unpaved  Roads 

It  is  assumed  that  no  BMPs  are  currently  in  place.  It  is 
further  assumed  that  all  necessary  and  appropriate  BMPs 
will  be  employed  resulting  in  an  average  sediment  load 
reduction  of  60%  (See  Appendix  D). 

The  assumption  that  no  BMPs  are  currently  in 
place  may  not  be  valid.  Therefore,  the  estimated 
load  and  load  reduction  may  be  an  overestimate. 

Non-system 
roads 

Ideally  all  non-system  roads  should  be  closed  and 
reclaimed.  It  is  assumed  that  sediment  loads  from  this 
source  category  will  be  eliminated. 

It  may  not  be  practical  or  possible  to  reclaim  all 
non-system  roads  or  prevent  their  creation. 
Therefore,  this  load  reduction  may  be  an 
overestimate. 

Urban  Areas 

The  effectiveness  of  urban  storm  water  BMPs  has  been 
well  studied.  It  is  assumed  that  a  combination  of  BMPs  will 
be  employed  ranging  from  proper  use  of  lawn  fertilizers  to 
vegetated  buffer  strips  and  engineered  detention  facilities, 
etc.  Based  on  the  literature,  an  average  sediment  removal 
efficiency  of  80%  is  assumed  (Schueler,  1997;  Barnes  and 
Gerde,  1993) 

This  approach  assumes  that  BMPs  will  be  applied 
to  all  areas.  This  may  not  be  possible  or  practical 
given  constraints  associated  with  available  land 
area  and  existing  infrastructure.  The  estimated 
load  reductions  may  be  an  overestimate. 

Anthropogenic 

Streambank 

Erosion 

The  goal  for  this  source  category  is  to  reduce  all  human- 
caused  stream  bank  erosion  to  levels  expected  in 
undisturbed  or  reference  streams.  Reference  levels  have 
been  estimated  based  on  Bank  Erosion  Hazard  Index 
(BEHI)  scores  from  reference  streams  in  the  Beaverhead- 
Deerlodge  National  Forest  as  follows:  A  channels  =  21 .06, 
B  channels  =  20  49,  C  channels  =  20.32,  and  E  channels  = 
18.77  (Bengeyfield,  1999).  (See  Appendix  D) 

It  may  not  be  practical  or  possible  to  restore  all 
areas  of  human-caused  stream  bank  erosion  to 
reference  levels.  Therefore,  this  load  reduction 
may  be  an  overestimate. 

Abandoned 

Mines 

Based  on  comparison  of  pre  and  post-reclamation  loads 
from  mines,  reclamation  results  in  an  average  sediment 
load  reduction  of  79%  (See  Appendix  D). 

The  range  of  observed  sediment  reduction  from 
reclamation  at  five  mines  in  the  study  area  is  0  to 
100%.  Therefore,  load  reductions  could  be  over 
or  under  estimated. 

Agriculture 

Loading  estimates  for  this  source  category  assume  that  no 
BMPs  have  been  applied.  The  load  reduction  approach 
assumes  vegetative  buffers  will  be  employed  resulting  in  a 
60%  sediment  load  reduction  and  alternative  crop 
management  practices  will  minimize  the  area  of  bare  soil. 

The  assumption  that  no  BMPs  are  currently  in 
place  may  not  be  valid.  Therefore,  the  estimated 
load  and  load  reduction  may  be  an  overestimate. 

Helena  Valley 
Irrigation  System 

This  is  not  currently  a  source  of  sediment  to  any  of  the 
subject  streams.  However,  based  on  field  studies 
conducted  in  2005,  the  irrigation  system  appears  to  deliver 
a  significant  sediment  load  to  Lake  Helena  in  the  spring. 
This  source  category  should  be  considered  and  addressed 
as  part  of  the  phased  efforts  to  address  water  quality  issues 
in  Lake  Helena. 

NA 

Other  Sources 

A  variety  of  other  potential  sediment  sources  have  been 
considered  in  this  analysis,  but  were  not  determined  to  be 
significant  at  the  watershed  scale.  Where  other  sources, 
not  discussed  herein,  are  determined  to  be  important  at  the 
subwatershed  scale,  they  are  discussed  in  Appendix  A. 

Uncertainties  associated  with  proposed  load 
reduction  approaches  for  other  sources  that  may 
be  important  at  the  subwatershed  scale  are 
addressed  individually  in  Appendix  A. 

Natural 
Background 

No  load  reductions  are  proposed  from  source  categories 
considered  natural  (e.g.,  undisturbed  forest  lands, 
undisturbed  grasslands,  etc.). 

The  loads  from  these  sources  are  not  all  entirely 
natural.  There  is  likely  an  increment  of  loading 
caused  by  human-activities  that  could  be 
controlled. 
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3.2  Nutrients 


The  Problem: 

Excessive  nutrient  loading  is  resulting  in  nuisance  levels  of  algae  and  low 
dissolved  oxygen  in  streams,  thereby  impairing  the  recreation,  fish,  and 
aquatic  life  beneficial  uses.  Available  data  also  suggests  that  nutrients  may 
be  decreasing  water  clarity  and  increasing  the  incidence  of  algal  blooms  in 
Lake  Helena.  If  population  growth  in  the  watershed  continues  at  current 
rates  and  nutrient  loading  is  not  curbed,  water  quality  is  predicted  to 
deteriorate  further. 

Water  Bodies  of 
Concern: 

Prickly  Pear  Creek,  Sevenmile  Creek,  Spring  Creek,  Tenmile  Creek,  Lake 
Helena. 

The  Source: 

Nutrient  loading  from  non-point  and  point  sources. 

Nutrient  Goals: 

The  ultimate  goal  is  to  attain  full  beneficial  use  support  relative  to 
impairments  that  may  be  caused  by  nutrients.  While  sufficient  information  is 
available  to  determine  that  beneficial  uses  are  impaired  by  nutrients,  there  is 
not  sufficient  data  to  select  final  nutrient  threshold  values  for  the  lakes  and 
streams  in  the  Lake  Helena  Watershed  at  this  time.  As  a  result,  interim 
nutrient  goals  are  proposed  in  combination  with  an  adaptive  management 
strategy  to  revise  them  based  on  new  data. 

The  Solution: 

A  watershed-scale  strategy  which  takes  full  advantage  of  both  point  and 
non-point  source  controls  in  a  coordinated  fashion  is  essential  to  reduce 
nutrient  loads  to  the  maximum  extent  possible. 

Technical  reports  prepared  in  support  of  the  nutrient  overview  presented  in  this  section  of 
Volume  II  include: 

•  Appendix  A  -  Total  Maximum  Daily  Loads  (TMDL)  Summary 

•  Appendix  B  -  DEQ  and  EPA  Response  to  Public  Comments  Received  on  the  Volume  1 
Document  released  on  February  28,  2005 

•  Appendix  C-G WLF/BA THTUB  Modeling 

•  Appendix  E  -  Point  Sources 

•  Appendix  H  -  Supplemental  Monitoring  and  Assessment  Strategy 

•  Appendix  I  -  Phased  Wasteload  Allocation  Strategy 
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3.2.1  The  Nutrient  Problem  and  Water  Bodies  of  Concern 

Nutrients  are  essential  for  plant  and  animal  growth  and  nourishment,  but  an  overabundance  of  certain 
nutrients  in  water  can  cause  a  number  of  adverse  health  and  ecological  effects.  Eutrophication  is  a  process 
whereby  water  bodies,  such  as  lakes,  estuaries,  or  slow-moving  streams  receive  excess  nutrients  that 
stimulate  excessive  plant  growth  (algae,  periphyton  attached  algae,  and  nuisance  plants/weeds). 
Eutrophication  caused  by  excessive  nutrients  in  water  can  result  in  a  variety  of  water-quality  problems, 
including  fish  kills,  noxious  tastes  and  odors,  clogged  pipelines,  and  restricted  recreation. 

Based  on  the  results  presented  in  Volume  I,  nutrient  problems  currently  exist  in  the  water  bodies  listed 
below  and  shown  on  Figure  3-3. 

Prickly  Pear  Creek  (MT411006030) 
Prickly  Pear  Creek  (MT4 1 1006_020) 
Sevenmile  Creek  (MT41I006_160) 
Spring  Creek  (MT41I006080) 
Tenmile  Creek  (MT41I006J43) 
Lake  Helena  (MT41I007_010) 

In  general,  nuisance  levels  of  algae,  high  nutrient  concentrations,  and  low  dissolved  oxygen  have  been 
documented  in  these  water  bodies.  Volume  I  provides  details  regarding  the  degree  of  impairment  and  how 
the  impairments  are  manifested  in  each  of  the  water  bodies.  Additionally,  if  no  actions  are  taken  to  curb 
nutrient  loading  and  population  growth  continues  to  increase  at  current/projected  rates  within  the 
watershed,  total  nitrogen  (TN)  and  total  phosphorus  (TP)  loading  to  Lake  Helena  is  estimated  to  increase 
by  43  and  78  percent,  respectively,  in  the  foreseeable  future  (see  Appendix  C). 
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Figure  3-3.  Streams  in  the  Lake  Helena  watershed  impaired  by  nutrients. 
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3.2.2  Nutrient  Sources 

The  GWLF  model  was  used  to  estimate  the  relative  importance  of  nutrient  loading  from  each  of  the 
nutrient  source  categories  listed  in  Table  3-3  (see  Appendix  C  for  a  detailed  account  of  the  nutrient 
modeling  process  and  definition  of  source  categories).  Since  nothing  can  be  done  to  control  loading  from 
the  natural  sources  listed  in  Table  3-3,  they  are  not  discussed  further. 

Table  3-3.    Potential  nutrient  source  categories  considered  in  the  analysis. 


Category 

Source 

Point  Sources 

City  of  Helena  WWTP  (pre-  and  post  upgrades),  East  Helena  WWTP,  Evergreen  Nursing 
Facility,  Treasure  State,  Tenmile  and  Pleasant  Valley,  Mountain  View,  Fort  Harrison 

Anthropogenic 
Nonpoint  Sources 

Timber  Harvest,  Dirt  Roads,  Non-system  Roads,  Paved  Roads,  Active  mines  and  quarries, 
Abandoned  Mines,  Agriculture,  Urban  Areas  (includes  storm  water  -  permitted  and  non- 
permitted),  Anthropogenic  Streambank  Erosion,  Helena  Valley  Irrigation  System, 
Groundwater,  Septic  Systems 

Natural  Nonpoint 
Sources 

Forest,  Wetlands,  Shrubland,  Grassland,  Natural  Streambank  Erosion 

The  relative  importance  of  the  various  nitrogen  and  phosphorus  sources  in  the  Lake  Helena  Watershed  is 
shown  in  Figure  3-4  and  Figure  3-5.    The  estimates  of  source  loading  were  made  using  the  best  available 
data  and  tools,  but  it  is  recognized  that  there  is  considerable  uncertainty  inherent  within  a  source 
quantification  effort  such  as  this.  For  example,  only  one  weather  station  (at  the  Helena  Airport  in  the 
valley)  was  available  to  estimate  precipitation  throughout  the  entire  watershed  area.  Although  elevation 
effects  on  precipitation  and  temperature  were  accounted  for  on  a  subwatershed  scale,  the  weather  patterns 
are  more  variable  in  the  valley  compared  to  the  upper  elevations  and  therefore  stream  flow  is  under 
predicted  in  dry  years  and  over  predicted  in  wet  years.  Other  areas  of  uncertainty  include:  estimate  of 
timber  harvest  on  private  land,  fate  and  transport  of  wastewater  treatment  plant  nutrient  loads,  proportion 
of  failing  septic  systems,  and  soil  nutrient  concentrations.  Despite  this  uncertainty,  the  results  are 
believed  to  be  reasonable  and  appropriate  for  development  of  a  framework  TMDL  in  combination  with 
the  adaptive  management  strategy  provided  in  Section  3.2.3.1  . 
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Figure  3-4.  Total  nitrogen  (TN)  loading  by 

source  category  for  the  entire  Lake  Helena 

watershed. 
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Figure  3-5.  Total  phosphorus  (TP)  loading  by 

source  category  for  the  entire  Lake  Helena 

watershed. 


At  the  watershed  scale  (i.e.,  the  entire  Lake  Helena  Watershed),  septic  systems  (28  percent),  return  flows 
from  the  Helena  Valley  Irrigation  System  (17  percent),  municipal  wastewater  treatment  facilities  (11 
percent),  and  urban  areas  (6  percent)  comprise  the  most  significant  sources  of  total  nitrogen  (TN).  For 
total  phosphorus  (TP),  municipal  wastewater  treatment  facilities  (29  percent),  return  flows  from  the 
Helena  Valley  Irrigation  System  (15  percent),  agriculture  (14  percent),  dirt  roads  (5  percent),  and  urban 
areas  (4  percent)  comprise  the  most  significant  sources. 

The  individual  streams  considered  impaired  due  to  nutrients  (Spring  Creek,  Tenmile  Creek,  Sevenmile 
Creek,  and  Prickly  Pear  Creek)  are  all  within  the  Prickly  Pear  Creek  sub-watershed.  The  relative 
importance  of  the  various  nutrient  sources  within  the  Prickly  Pear  Creek  sub-watershed  is  shown  in 
Figures  3-6  and  3-7.  Discharges  of  both  TN  and  TP  from  municipal  wastewater  treatment  facilities  are 
far  more  important  at  the  scale  of  the  Prickly  Pear  Creek  sub-watershed  than  they  are  at  the  scale  of  the 
entire  Lake  Helena  Watershed.  For  example,  the  municipal  wastewater  treatment  facilities  are  the  largest 
contributors  of  both  TN  and  TP  to  Prickly  Pear  Creek  and  have  the  greatest  impact  in  the  most 
downstream  segment  (i.e.,  downstream  of  the  City  of  Helena  WWTP).  For  TN,  septic  systems,  urban 
areas,  and  agriculture  are  the  next  most  important  sources.  For  TP,  agriculture,  dirt  roads,  and  stream 
bank  erosion  are  the  next  most  significant  sources.  While  the  Helena  Valley  Irrigation  System  is  one  of 
the  most  significant  sources  of  both  TN  and  TP  to  Lake  Helena,  this  source  does  not  directly  discharge  to 
Prickly  Pear  Creek  and  therefore  is  not  an  important  source  at  the  sub-watershed  scale. 

The  relative  importance  of  the  various  TN  and  TP  sources  in  the  sub-watersheds  of  the  remaining  nutrient 
impaired  streams  is  discussed  in  Appendix  A. 
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Figure  3-6.  Total  nitrogen  loading  by 

source  category  for  the  Prickly  Pear  Creek 

sub-watershed. 
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Figure  3-7.  Total  phosphorous  loading  by 

source  category  for  the  Prickly  Pear  Creek 

sub-watershed. 
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3.2.3  Nutrient  Goals 

Similar  to  sediment,  Montana's  water  quality  standards  for  nutrients  are  narrative  and,  therefore,  must  be 
interpreted  to  derive  measurable  water  quality  goals.  A  suite  of  measurable  nutrient  indicators  was 
developed  and  described  in  Volume  I  to  facilitate  interpretation  of  the  narrative  nutrient  standards  for 
streams.  This  suite  of  indicators  was  selected  based  on  the  best  data  and  information  available  when 
Volume  I  was  completed.  As  a  parallel  but  separate  effort,  Montana  DEQ  has  been  working  on  the 
development  of  numeric  standards  for  nutrients  for  approximately  the  last  four  years  and  recently 
developed  draft  criteria.  A  comparison  between  the  various  potential  nutrient  criteria  is  presented  in  Table 
3-4.  Overall,  the  analysis  shows  that  the  values  are  all  relatively  similar. 


Table  3-4.    Potential  nutrient  criteria  for  the  Lake  Helena  watershed  streams. 


Parameter 

Values 

Proposed  in 

Volume  1  (year 

round) 

Draft  MDEQ  Summer  Values1 

Draft  MDEQ  Year-round 
Values 

75tn  Percentile 

90m 
Percentile 

75,n 
Percentile 

90,n 
Percentile 

Total  Nitrogen  (mg/l) 

0.34 

0.32 

0.33 

0.27 

0.33 

Total  Phosphorus  (mg/l) 

0.027 

0.01 

0.02 

0.02 

0.04 

Benthic  Chlorophyll  a 
(mg/m2) 

37 

23.36 

45.95 

22.97 

45.95 

The  values  in  these  columns  represent  statistical  summaries  of  nitrogen  and  phosphorus  concentrations  and  benthic  algal 
chlorophyll  a  densities  for  reference  streams  in  the  Middle  Rockies  ecoregion  (ICF,  2005). 


Both  sets  of  values  (those  presented  in  Volume  I  and  those  developed  by  MDEQ)  were  developed  using  a 
reference-based  approach  based  on  USEPA's  recommended  methodology.  USEPA,  in  their  Nutrient 
Criteria  Technical  Guidance  Manual  (USEPA,  2000),  suggests  that  the  75th  percentile  value  from  a  large 
reference  data  set  can  be  used  to  establish  criteria.  The  year-round  Volume  I  nutrient  targets  and  the 
MDEQ  75th  percentile  values  are  nearly  identical.  Given  that  they  were  derived  independently  from  one 
another  provides  additional  confidence  in  the  values.  However,  given  the  historic  landscape  scale 
changes  that  have  occurred  in  the  Lake  Helena  watershed  over  the  last  100  to  150  years  (see  Section  3.0), 
it  is  acknowledged  that  it  may  not  be  technically  or  economically  feasible  to  attain  these  nutrient  values. 
For  example,  the  TN  and  TP  loads  would  need  to  be  reduced  by  approximately  80  and  87  percent, 
respectively,  to  achieve  the  least  restrictive  values  presented  in  Table  3-4. 

Given  this  uncertainty,  final  nutrient  targets  are  not  presented  herein.  Rather,  interim  nutrient  targets  are 
proposed  for  the  streams  in  the  Lake  Helena  Watershed  in  combination  with  an  adaptive  management 
strategy  to  revise  them  in  the  future.  The  draft  MDEQ  90lh  year-round  percentile  values  presented  in 
Table  3-4  are  proposed  as  the  interim  targets.  It  is  felt  that  these  targets  are  based  on  the  best  available 
data  and  provide  the  best  means  by  which  to  ensure  protection  of  beneficial  uses  until  such  time  as  they 
can  be  revised  following  the  adaptive  management  strategy  presented  below. 

No  nutrient  concentration  targets  are  presented  for  Lake  Helena  at  this  time  due  to  limited  historic  water 
quality  data  and  an  incomplete  understanding  of  the  hydrologic  relationship  between  Lake  Helena  and 
Hauser  Reservoir  (see  Appendix  A  and  Appendix  B).  Interim  nutrient  loading  goals,  however,  are 
proposed  in  Section  3.2.4. 
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3.2.3.1  Adaptive  Management  Applied  to  the  Nutrient  Targets 


An  adaptive  management  strategy  is  proposed  to 
facilitate  revision  of  the  nutrient  threshold  values 
for  the  streams  in  the  Lake  Helena  watershed  and 
to  derive  threshold  values  for  Lake  Helena  (and 
possibly  Hauser  Reservoir).  This  strategy 
combines  and  coordinates  supplemental  study 
elements  with  regulatory  elements. 

3.2.3.2    Supplemental  Study 
Elements 

The  supplemental  study  elements  include  both 
additional  monitoring  and  modeling.  A  detailed 
monitoring  strategy  -  outlined  in  Appendix  H  - 
is  proposed  to: 

•  Better  characterize  current  water  quality 
conditions  in  Prickly  Pear  Creek,  Lake 
Helena  and  Hauser  Lake. 

•  Compile  sufficient  data  for  future  model 
calibration. 

•  Develop  an  understanding  of  the 
relationship  between  nutrient  loading  and 
stream/lake  response  (i.e.,  what  is  the 
threshold  above  which  beneficial  uses 
are  impaired). 

•  Develop  an  understanding  of  the 
hydrologic  connection  between  Lake 
Helena,  the  "Causeway  Arm"  of  Hauser 
Lake,  and  Hauser  Lake  in  general. 


Adaptive  Management  Strategy  for 
Nutrients 

The  adaptive  management  strategy  for  nutrients  has 
been  developed  to  refine  our  understanding  of  the 
relationship  between  nutrient  loading  and  impacts  to 
beneficial  uses  in  the  streams  and  lakes  in  the  Lake 
Helena  Watershed.  Once  the  supplemental  study 
elements  presented  in  Section  3.2.3.2  are 
completed,  sufficient  data  and  information  will  be 
available  to  determine  the  nutrient  threshold,  above 
which,  beneficial  uses  would  be  impacted  in  the 
streams  and  lakes  (the  science).  The  alternatives 
analysis/feasibility  study  to  be  conducted  by  the 
point  source  nutrient  dischargers  will  determine  the 
maximum  level  of  treatment  that  can  be  provided 
through  wastewater  treatment  and  the  associated 
costs  (technology  and  economics). 

At  the  same  time  the  above  elements  are  ongoing, 
Montana  has  begun  the  process  to  develop  and 
adopt  numeric  nutrient  standards  on  a  statewide 
basis.  Montana's  process  will  ultimately  unfold  as  a 
formal  rule  making  process  including  scientific, 
technologic,  and  economic  analyses,  public 
involvement/comment  and  adoption  by  the  Montana 
Board  of  Environmental  Review. 

At  the  scale  of  the  Lake  Helena  Watershed,  the 
"scientific"  and  "technological/economic"  information 
complied  through  the  supplemental  studies,  and 
alternatives  analysis  conducted  by  point  source 
dischargers  will  be  factored  into  the  State's  formal 
rule  making  process  to  adopt  numeric  standards  for 
nutrients  that  would  be  applicable  to  the  Lake 
Helena  Watershed. 


Once  the  numeric  standards  are  adopted,  the  interim 
targets  presented  in  this  document  will  be  revised  to 
reflect  them.  Further,  the  plans  for  reducing  both 
point  source  and  non-point  source  nutrient  loads  will 
also  be  revised  to  reflect  them. 


Additional  modeling  is  also  proposed  to  allow 

for  a  more  direct  understanding  of  the  link 

between  in-stream  nutrient  concentrations, 

environmental  variables,  and  biotic  response. 

The  current  GWLF  and  BATHTUB  models  are 

set  up  at  a  relatively  coarse  scale  to  provide 

information  at  the  annual  or  monthly  time  period 

(see  Appendix  C).  Daily  and/or  even  hourly 

simulations  are  required  to  observe  water  body 

response  to  nutrients.  The  LSPC  model  has  already  been  set  up  at  the  watershed  scale  to  address  metals 

issues  (see  Section  3.3  and  Appendix  F)  and  has  the  capability  of  simulating  finer  time  steps  and  algal 

response  in  streams,  assuming  sufficient  calibration  data  are  available.  For  example,  LSPC  could  be  used 

to  simulate  hourly  dissolved  oxygen  concentrations  to  determine  how  reduced  benthic  algae  would  lead  to 

higher  dissolved  oxygen  minimums.  With  this  in  mind,  it  is  recommended  that  future  activities  for  Lower 

Prickly  Pear  Creek  involve  additional  sampling  and  data  collection  to  allow  the  LSPC  model  to  evaluate 

nutrient  issues. 
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Adaptive  Management  Strategy  Strategy  for 
Nutrient  Goals 


EPA/MDEQ  propose  to  initiate  the  supplemental  study  elements  in  2006,  contingent  upon  availability  of 
funding  and  appropriate  resources. 

3.2.3.3  Regulatory  Elements 

There  are  two  primary  regulatory  mechanisms 
through  which  targets  and  TMDLs  may  be  modified 
in  the  future:  1)  Montana  Code  Annotated  75-5- 
703(9)(c)  provides  a  provision  for  revising  the 
TMDL  based  on  an  evaluation  conducted  by  MDEQ 
five  years  after  the  TMDL  is  completed  and 
approved,  and  2)  MDEQ  has  begun  the  initial  steps 
of  numeric  standards  development  for  nutrients. 
MDEQ  expects  to  start  the  formal  rule  making 
process  for  adoption  of  numeric  standards  within  the 
next  2  years.  Prior  to  the  start  of  formal  rulemaking, 
MDEQ  will  provide  opportunity  for  informal  public 
comment,  as  well  as  for  the  formal  public  comment 
prescribed  under  statute. 


The  current  "use  classification"  for  lower  Prickly  Pear  Creek  drives  the  final  adaptive  management 
element  relative  to  nutrients.  Prickly  Pear  Creek,  from  Highway  433  to  Lake  Helena  is  currently 
classified  as  an  "I"  stream.  Streams  classified  as  "I"  are  not  currently  supporting  all  of  their  designated 
uses,  but  ultimate  attainment  of  these  uses  is  the  goal  of  the  State  of  Montana.  The  ultimate  goal  for 
Prickly  Pear  Creek  is  to  attain  full  support  of  all  of  the  designated  uses  associated  with  the  underlying  use 
classification  for  the  remainder  of  the  stream  (i.e.,  B-l). 

It  is  envisioned  that  all  of  the  above  elements  will  provide  both  the  data  and  information  needed  to  revise 
the  proposed  nutrient  goals  (if  appropriate),  provide  a  regulatory  framework  within  which  the  revisions 
could  occur,  and  also  will  provide  for  public  participation. 

3.2.4  The  Solution 

The  solution  to  the  nutrient  problem  is  to  immediately  begin  reducing  nutrient  loads  from  all  sources 
(both  point  and  non-point).  The  necessary  nutrient  load  reductions  for  Prickly  Pear  Creek,  Tenmile 
Creek,  Sevenmile  Creek,  Spring  Creek,  and  Lake  Helena,  using  the  interim  targets,  are  shown  in  Table  3- 
5.  Since  no  concentration  targets  have  been  proposed  for  Lake  Helena  at  this  time,  it  is  assumed  that  the 
load  reductions  for  Prickly  Pear  Creek  (the  largest  tributary  to  Lake  Helena)  adequately  approximate  the 
necessary  load  reductions  for  Lake  Helena.  TMDLs  have  been  prepared  for  each  of  these  water  bodies 
and  the  source  specific  load  reductions  are  presented  in  Appendix  A. 

The  proposed  approach  acknowledges  that  it  may  be  necessary  to  revise  the  nutrient  concentration  values 
in  the  future  AND  provides  an  adaptive  management  strategy  to  revise  them.  It  is  also  acknowledged  that 
beneficial  uses  are  already  impaired  and  conditions  are  predicted  to  deteriorate  further  if  nothing  is  done 
to  begin  to  curb  nutrient  loading. 
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Table  3-5.    Current  nutrient  loads  and  necessary  reductions  in  the  Lake  Helena  watershed. 


Watershed 

Estimated  Total 

Nitrogen  Load 

(tons/yr) 

Reduction 

Required  to  meet 

0.33  mg/l  Total 

Nitrogen  Goal 

Estimated  Total 

Phosphorus  Load 

(tons/yr) 

Reduction 
Required  to  meet 

0.04  mg/l  Total 
Phosphorus  Goal 

Prickly  Pear  Creek 

181.72 

80 

34.04 

87 

Sevenmile  Creek 

15.40 

65 

2.33 

79 

Spring  Creek 

7.51 

75 

1.32 

83 

Tenmile  Creek 

56.73 

59 

7.11 

61 

Lake  Helena 

352.08 

801 

51.09 

871 

In  the  absence  of  appropriate  water  quality  targets  for  Lake  Helena,  the  load  reductions  for  Prickly  Pear  Creek  (the  largest  tributary 
watershed  to  Lake  Helena)  are  assumed  to  also  be  necessary  for  Lake  Helena. 


A  phased  approach,  focusing  on  both  non-point  and  point  sources  is  proposed.  As  shown  in  Figure  3-8, 
the  proposed  approach  has  been  coordinated,  in  time,  with  point  source  discharge  permit  renewals  and  the 
rule  making  process  for  adoption  of  numeric  standards  for  nutrients.  This  approach  combines  elements 
described  previously  in  the  main  document  and/or  in  various  appendices.  Table  3-6  provides  a  list  of 
each  of  the  basic  steps  of  the  approach,  a  brief  description,  and  references  to  detailed  descriptions  of  each 
of  the  activities. 
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Table  3-6.    Chronological  order  of  point  and  non-point  source  activities  to  reduce  nutrient  loading 

(dates  are  tentative). 


Year 

Implementation  Activity 

Description 

2C 

1 

06 

r 

Complete  and  approve  TMDLs  and 
establish  interim  nutrient  targets 

See  Section  3.2.3 

Implement  supplemental 
monitoring/modeling  study 

See  Section  3.2.3.1 

Implement  voluntary  non-point  source 
controls 

See  Appendix  A  for  source  specific  load 
reductions  and  Section  4.0 

Implement  voluntary  point  source 
monitoring 

See  Appendix  I 

Implement  voluntary  point  source 
optimization  and  feasibility  studies 

See  Appendix  I 

Implement  voluntary  Phase  I  point  source 
controls 

See  Appendix  I 

MDEQ  technical  analyses  in  support  of 
nutrient  standards  development 

See  Section  3.2.3.1 

2008 

Initiation  of  formal  rule  making  process  to 
adopt  numeric  nutrient  standards 

See  Section  3.2.3.1 

MBER  officially  adopts  numeric  nutrient 
standards 

See  Section  3.2.3.1 

1 
2C 

1 

r 

09 

r 

Revise  TMDL  and  targets  to  incorporate 
numeric  nutrient  standards 

Once  numeric  nutrient  standards  are 
officially  adopted,  the  nutrient  TMDLs  and 
targets  will  be  revised. 

MDEQ  renews  MPDES  permits  for  Helena 
and  East  Helena 

See  Appendix  I 

Implement  Phase  II  point  source  controls 
based  on  optimization  study  results 

See  Appendix  I 

2C 

1 

14 

r 

MDEQ  renews  MPDES  permits  for  Helena 
and  East  Helena 

See  Appendix  I 

Implement  Phase  III  point  source  controls 
based  on  numeric  nutrient  standards  and 
results  of  feasibility  study 

See  Appendix  I 
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3.3  Metals 


The  Problem: 

High  in-stream  concentrations  of  certain  metals  (e.g.,  arsenic,  cadmium,  copper,  lead, 
and  zinc)  exceed  levels  that  are  considered  protective  of  aquatic  life  and/or  human 
health.  Streambed-sediment  and  fish  tissue  metals  concentrations  are  also  elevated 
in  certain  parts  of  the  watershed. 

Water  Bodies 
of  Concern: 

Clancy  Creek,  Corbin  Creek,  Golconda  Creek,  Jennie's  Fork,  Lump  Gulch,  Middle 
Fork  Warm  Springs  Creek,  North  Fork  Warm  Springs  Creek,  Prickly  Pear  Creek, 
Tenmile  Creek,  and  Warm  Springs  Creek. 

The  Source: 

Mining  and  mine  drainage,  particularly  from  abandoned  mines,  are  considered  the 
primary  source  of  metals  within  the  watershed.  Metals  are  also  associated  with  the 
erosion  of  sediments  from  other  sources. 

In-Stream 

Metals 

Goals: 

Achieve  numeric  criteria  established  in  water  quality  standards. 

The  Solution: 

A  watershed  scale  strategy  that  incorporates  both  point  and  non-point  source 
reductions  to  achieve  water  quality  standards  in  all  waterbodies  in  the  Lake  Helena 
watershed. 

Technical  reports  prepared  in  support  of  the  metals  overview  presented  in  this  section  of 
Volume  II  include: 

•  Appendix  A  -  Total  Maximum  Daily  Loads  (TMDL)  Summary 

•  Appendix  E  -  Point  Sources 

•  Appendix  F  -  LSPC  Metals  Modeling 

•  Appendix  H  -  Supplemental  Monitoring  and  Assessment  Strategy 
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3.3.1  The  Metals  Problem  and  Water  Bodies  of  Concern 

Metals  are  naturally  occurring  in  streams  and  lakes,  originating  from  local  geology,  soils,  and 
groundwater.  Anthropogenic  sources,  such  as  industrial  point  sources,  mines,  mine  drainage,  soil  erosion 
(from  roads,  agriculture,  timber  harvest,  etc.),  air  deposition,  and  urban  and  road  runoff  can  increase 
metal  concentrations  in  streams  to  toxic  levels.  Numerous  studies  have  shown  that  metals,  often  at  very 
low  concentrations,  can  be  toxic  to  humans,  fish,  and  aquatic  life  health.  A  summary  of  the  toxic  effects 
of  six  metals  of  concern  -  arsenic,  cadmium,  copper,  lead,  mercury,  and  zinc  -  is  shown  below 
(summarized  from,  "Information  on  the  Toxic  Effects  of  Various  Chemicals  and  Groups  of  Chemicals," 
USEPA,  2005). 

•  Arsenic  -  Arsenic  is  a  carcinogen  (cancer-causing),  teratogen,  and  possible  mutagen  (causing 
mutations  in  genes/DNA)  in  mammals  (ATSDR  1993).  Cancer-causing  and  genetic  mutation- 
causing  effects  occur  in  aquatic  organisms,  with  those  effects  including  behavioral  impairments, 
growth  reduction,  appetite  loss,  and  metabolic  failure.  Aquatic  bottom  feeders  are  more 
susceptible  to  arsenic. 

•  Cadmium  -  Cadmium  is  highly  toxic  to  wildlife;  it  is  cancer-causing  and  teratogenic  and 
potentially  mutation-causing,  with  severe  sublethal  and  lethal  effects  at  low  environmental 
concentrations  (Eisler  1985a).  It  is  associated  with  increased  mortality,  and  it  affects  respiratory 
functions,  enzyme  levels,  muscle  contractions,  growth  reduction,  and  reproduction.  It 
bioaccumulates  at  all  trophic  levels,  accumulating  in  the  livers  and  kidneys  offish  (Sindayigaya, 
et  al.  1994;  Sadiq  1992).  Crustaceans  appear  to  be  more  sensitive  to  cadmium  than  fish  and 
mollusks  (Sadiq  1992). 

•  Copper  -  Copper  is  highly  toxic  in  aquatic  environments  and  has  effects  in  fish,  invertebrates, 
and  amphibians,  with  all  three  groups  equally  sensitive  to  chronic  toxicity  (USEPA  1993;  Home 
and  Dunson  1995).  Copper  will  bioconcentrate  in  many  different  organs  in  fish  and  mollusks 
(Owen  1981).  Single-cell  and  filamentous  algae  and  cyanobacteria  are  particularly  susceptible  to 
the  acute  effects,  which  include  reductions  in  photosynthesis  and  growth,  loss  of  photosynthetic 
pigments,  disruption  of  potassium  regulation,  and  mortality.  Sensitive  algae  may  be  affected  by 
free  copper  at  low  (parts  per  billion)  ppb  concentrations  in  freshwater.  There  is  a  moderate 
potential  for  bioaccumulation  in  plants  and  no  biomagnification. 

•  Lead  -  Lead  is  cancer-causing,  and  adversely  effects  reproduction,  liver  and  thyroid  function, 
and  disease  resistance  (Eisler  1988b).  The  main  potential  ecological  impacts  of  wetland 
contaminants  result  from  direct  exposure  of  algae,  benthic  invertebrates,  and  embryos  and 
fingerlings  of  freshwater  fish  and  amphibians  to  lead.  It  can  be  bioconcentrated  from  water,  but 
does  not  bioaccumulate  and  tends  to  decrease  with  increasing  trophic  levels  in  freshwater  habitats 
(Wong  et  al.  1978;  Eisler  1988b).  Fish  exposed  to  high  levels  of  lead  exhibit  a  wide-range  of 
effects  including  muscular  and  neurological  degeneration  and  destruction,  growth  inhibition, 
mortality,  reproductive  problems,  and  paralysis  (Eisler  1988b;  EPA  1976).  Lead  adversely  affects 
invertebrate  reproduction;  algal  growth  is  affected. 

•  Mercury  -  Mercury  is  a  mutagen  (mutation-causing),  teratogen,  and  carcinogen  (cancer- 
causing),  with  toxicity  and  environmental  effects  varying  with  the  form  of  mercury,  dose,  and 
route  of  ingestion,  and  with  the  exposed  organism's  species,  sex,  age,  and  general  condition 
(Eisler,  1987a,  Fimreite  1979).  There  is  a  high  potential  for  bioaccumulation  and 
biomagnification  with  mercury,  with  biomagnified  concentrations  reported  in  fish  up  to  100,000 
times  the  ambient  water  concentrations  (Eisler  1987a,  Callahan  et  al.  1979).  The  primary  targets 
of  acute  exposures  are  the  central  nervous  system  and  kidneys  in  fish,  birds  and  mammals.  There 
are  also  effects  on  reproduction,  growth,  behavior,  metabolism,  blood  chemistry,  osmoregulation, 
and  oxygen  exchange  at  relatively  low  concentrations  of  mercury  (Eisler  1987a).  Juveniles  are 
commonly  more  susceptible  than  adults. 
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•      Zinc  —  In  many  types  of  aquatic  plants  and  animals,  growth,  survival,  and  reproduction  can  all  be 
adversely  affected  by  elevated  zinc  levels  (Eisler  1993).  Zinc  is  toxic  to  plants  at  elevated  levels, 
causing  adverse  effects  on  growth,  survival,  and  reproduction  (Eisler  1993).  Terrestrial 
invertebrates  show  sensitivity  to  elevated  zinc  levels,  with  reduced  survival,  growth,  and 
reproduction.  Elevated  zinc  levels  can  cause  mortality,  pancreatic  degradation,  reduced  growth, 
and  decreased  weight  gain  in  birds  (Eisler  1993;  NAS  1980);  and  elevated  zinc  can  cause  a  wide 
range  of  problems  in  mammals  including:  cardiovascular,  developmental,  immunological,  liver 
and  kidney  problems,  neurological,  hematological  (blood  problems),  pancreatic,  and  reproductive 
(Eisler  1993;  Domingo  1994). 

To  protect  beneficial  uses  from  metals  toxicity,  Montana  DEQ  has  set  numeric  water  quality  standards  to 
protect  both  acute  and  chronic  exposure.  Based  on  the  analysis  presented  in  Volume  1,  metals  are 
currently  exceeding  the  Montana  DEQ  water  quality  standards  in  thirteen  stream  segments  and  one  lake 
in  the  Lake  Helena  watershed.  The  impaired  segments  include  Clancy  Creek,  Corbin  Creek,  Golconda 
Creek,  Jennie's  Fork,  Lake  Helena,  Lump  Gulch,  Middle  Fork  Warm  Springs  Creek,  North  Fork  Warm 
Springs  Creek,  Prickly  Pear  Creek,  Sevenmile  Creek,  Silver  Creek,  Spring  Creek,  Tenmile  Creek,  and 
Warm  Springs  Creek  (Figure  3-9).  Table  3-7  lists  the  metals  that  are  exceeding  standards  in  each 
waterbody. 


Table  3-7.    Streams  in  the  Lake  Helena  watershed  impaired  by  metals. 


Water  Body  Name 

Segment  ID 

Metals  of  Concern 

Clancy  Creek 

MT41I006J20 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

Corbin  Creek 

MT41I006_090 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

Golconda  Creek 

MT41 1006_070 

Cadmium  And  Lead 

Jennie's  Fork 

MT41I006_210 

Lead 

Lake  Helena 

MT41I007_010 

Arsenic  And  Lead 

Lump  Gulch 

MT41I006_130 

Cadmium,  Copper,  Lead,  And  Zinc 

Middle  Fork  Warm  Springs  Creek 

MT41I006J00 

Arsenic,  Cadmium,  Lead,  And  Zinc 

North  Fork  Warm  Springs  Creek 

MT41I006_180 

Arsenic,  Cadmium,  And  Zinc 

Prickly  Pear  Creek 

MT41I006_020 

Arsenic,  Cadmium,  And  Lead 

MT41I006_030 

Arsenic  And  Lead 

MT41I006_040 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

MT41I006_050 

Cadmium,  Lead,  And  Zinc 

MT41I006_060 

Lead 

Sevenmile  Creek 

MT41I006_160 

Copper,  Lead  And  Arsenic 

Silver  Creek 

MT41I006_150 

Arsenic  And  Mercury 

Spring  Creek 

MT41I006_080 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

Tenmile  Creek 

MT41I006_141 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

MT41I006_142 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

MT41I006J43 

Arsenic,  Cadmium,  Copper,  Lead,  And  Zinc 

Warm  Springs  Creek 

MT41I006J10 

Arsenic,  Cadmium,  Lead,  And  Zinc 
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Figure  3-9.  Streams  in  the  Lake  Helena  watershed  impaired  by  metals. 
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3.3.2  Metals  Sources 

The  LSPC  model  was  used  to  estimate  the  relative  importance  of  metals  loading  from  each  of  the  source 
categories  listed  in  Table  3-8  (see  Appendix  F  for  a  detailed  account  of  the  metals  modeling  process  and 
definition  of  source  categories). 

Table  3-8.    Potential  metals  source  categories  considered  in  the  analysis. 


Category 

Source 

Point  Sources 

MT  Tunnels  Mines 

ASARCO  Smelter 

Anthropogenic  Nonpoint  Sources 

Abandoned  Mines 

Anthropogenic  Streambank  Erosion 

Timber  Harvest 

Dirt  Roads 

Non-system  Roads 

Paved  Roads 

Active  mines  and  quarries 

Agriculture 

Urban  Areas 

Natural  Nonpoint  Sources 

Forest 

Wetlands 

Shrubland 

Grassland 

Nat.  Streambank  Erosion 

The  relative  importance  of  the  source  categories,  at  the  entire  Lake  Helena  watershed  scale,  is  shown  in 
Figures  3-10  to  3-14.  The  estimates  of  loading  from  each  source  category  were  made  using  the  best 
available  data  and  tools,  but  it  is  recognized  that  there  is  considerable  uncertainty  inherent  within  a  source 
quantification  effort  such  as  this.  Despite  this  uncertainty,  the  results  are  believed  to  be  reasonable  and 
appropriate  for  proceeding  with  development  of  a  framework  TMDL  in  combination  with  the  adaptive 
management  (see  Appendix  F). 

At  the  time  of  this  report,  insufficient  data  are  available  to  accurately  quantify  mercury  loads  in  Silver 
Creek,  Clancy  Creek,  Lump  Gulch,  Middle  Fork  Warm  Springs  Creek,  and  Tenmile  Creek.  There  is  also 
little  fish  and  aquatic  life  data  available  to  assess  the  potential  impacts  of  historic  mercury  loading  and 
bioaccumulation.  Additional  monitoring  is  recommended  (see  Appendix  H)  to  better  address  these  loads 
in  the  future,  at  which  time  the  mercury  TMDLs  will  be  completed. 
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Figure  3-10.  Estimated  sources  of  arsenic  in  the  entire  Lake  Helena  watershed. 
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Figure  3-11.  Estimated  sources  of  cadmium  in  the  entire  lake  Helena  watershed. 
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Figure  3-12.  Estimated  sources  of  copper  in  the  entire  lake  Helena  watershed. 
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Figure  3-13.  Estimated  sources  of  lead  in  the  entire  lake  Helena  watershed. 
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Figure  3-14.  Estimated  sources  of  zinc  in  the  entire  Lake  Helena  watershed. 


At  the  watershed  scale  (i.e.,  the  entire  Lake  Helena  Watershed),  abandoned  mines  are  the  most  significant 
source  of  all  metals.  Natural  sources  (e.g.,  forest  and  grassland  areas)  and  agriculture  are  the  next  most 
important  sources,  primarily  because  of  the  sediment-associated  metals  they  deliver  to  the  streams.  It 
should  also  be  noted  that  agriculture  is  estimated  to  be  a  significant  source  of  metals  at  the  watershed 
scale  (due  to  the  extensive  agricultural  areas  in  the  Lake  Helena  Valley),  but  not  at  the  headwater 
individual  stream  scale  where  most  metals  impairments  are  located. 

The  individual  streams  considered  impaired  due  to  metals  are  found  throughout  the  watershed.  Each  of 
the  three  largest  streams  (Prickly  Pear  Creek,  Tenmile  Creek,  and  Sevenmile  Creek)  is  impaired,  as  are 
various  tributaries.  Abandoned  mining  is  estimated  to  be  the  most  significant  source  of  metals  for  each 
listed  waterbody.  The  relative  importance  of  the  various  metals  sources  in  the  sub-watersheds  is 
discussed  in  Appendix  A. 

3.3.3  Metals  Goals 

Unlike  sediment  and  nutrients,  Montana's  water  quality  standards  for  metals  are  numeric  and,  therefore, 
can  be  directly  applied  as  water  quality  goals. 

The  Circular  WQB-7,  Montana  Numeric  Water  Quality  Standards  contains  numeric  water  quality 
standards  for  Montana's  surface  water  and  groundwater.  The  standards  in  Circular  WQB-7  are  set  at  the 
levels  necessary  to  protect  the  uses  of  the  waters.  They  are  based  on  the  best  available  scientific  evidence 
relating  the  concentration  of  pollutants  to  effects  on  aquatic  life  and  human  health.  These  numeric 
standards  are  used  as  TMDL  targets  for  metals. 

There  are  three  numeric  standards  for  each  metal:  acute  and  chronic  toxicity  aquatic  life  standards 
designed  to  protect  aquatic  life  uses,  and  the  human  health  standard,  designed  to  protect  drinking  water 
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uses'.  Table  3-9  shows  the  acute  and  chronic  aquatic  life  standards  and  the  human  health  standards 
applicable  to  the  metals  of  concern  in  the  Lake  Helena  watershed.  Both  the  acute  and  chronic  aquatic  life 
standards  for  cadmium,  copper,  lead,  and  zinc  are  hardness-dependent.  The  criteria  are  calculated  using 
the  formulas  can  be  found  in  the  Montana  DEQ  Circular  WQB-7.  An  average  hardness  for  each  impaired 
stream  segment  was  determined  from  the  observed  data  and  used  to  identify  the  appropriate  target  for 
TMDL  development.  The  average  hardness  and  resulting  numeric  target  are  presented  in  Appendix  A. 


Table  3-9.    Montana  numeric  surface  water  quality  standards  for  metals. 


Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic) 
(M9/L)b 

Human  Health 
(M9/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

1 .05  at  50  mg/L  hardnessc 

0.16  at  50  mg/L  hardness0 

5 

Copper  (TR) 

7.3  at  50  mg/L  hardness0 

5.2  at  50  mg/L  hardness0 

1,300 

Lead  (TR) 

82  at  100  mg/L  hardnessc 

3.2  at  100  mg/L  hardness0 

15 

Zinc  (TR) 

67  at  50  mg/L  hardnessc 

67  at  50  mg/L  hardness0 

2,000 

Note:  TR  =  total  recoverable. 

'Maximum  allowable  concentration. 

"No  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L)  (see  Montana  DEQ 

Circular  WQB-7  for  the  coefficients  to  calculate  the  standard). 

d  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006. 


3.3.4  The  Solution 

The  solution  to  the  metals  impairments  is  to  reduce  metals  loading  throughout  the  Lake  Helena 
watershed.  The  following  steps  were  taken  to  determine  the  load  reductions  necessary  to  meet  each 
component  of  the  metals  water  quality  standards: 

1)  Loads  from  NPDES  permitted-facilities  were  input  to  the  LSPC  model  at  their  allowable  limits 
(see  Appendix  F).  This  was  done  to  account  for  allowable  loads  (even  though  a  facility's  loads 
might  actually  be  significantly  less  than  their  allowable  load).  Note:  the  flows  for  these  facilities 
are  determined  within  the  model  as  precipitation  driven. 

2)  Reductions  of  sediment-adsorbed  metals  were  input  to  the  LSPC  model  for  each  appropriate 
source  category  to  account  for  the  reductions  resulting  from  the  sediment  TMDLs  (see  Section 
3.1).  The  reductions  were  assumed  to  be  the  same  for  sediment  and  sediment-adsorbed  metals. 

3)  Additional  reductions  were  made  to  the  abandoned  mining  source  category  until  all  three  numeric 
standards  for  each  metal  were  met.  Loads  were  reduced  until  no  predicted  daily  value  exceeded 
the  acute  aquatic  life  or  human  health  criteria  and  no  4-day  average  exceeded  the  chronic  aquatic 
life  criteria.  There  was  no  single  criterion  that  drove  all  the  reductions  (it  usually  depended  on 
the  metal,  and  the  hardness).  The  exception  was  arsenic,  for  which  the  human  health  criterion  was 
the  driving  factor. 


'  It  should  be  noted  that  recent  studies  have  indicated  some  metals  concentrations  vary  through  out  the  day  because  of  diel  pH  and 
alkalinity  changes  (USGS,  2003).  In  some  cases  the  variation  can  cross  the  standard  threshold  (both  ways)  for  a  metal.  Montana 
water  quality  standards  are  not  time  of  day  dependent. 
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4)    It  is  recognized  that  the  Montana  Tunnels  Mine  (NPDES  Permit  MT0028428)  rarely  (if  ever) 
discharges  to  Spring  Creek.  However,  the  TMDLs  presented  in  this  document  and  in  Appendix 
A  are  based  on  the  permitted  flows  and  pollutants  for  all  point  source  discharges.  The  Montana 
Tunnels  Mine  arsenic  permit  limit  (290  ug/L)  is  currently  29  times  larger  than  the  new  arsenic 
human  health  criterion  (10  ug/L).  To  meet  water  quality  standards  in  Spring  Creek,  the  permitted 
arsenic  load  was  reduced  by  60  percent. 

A  "top-down"  methodology  was  followed  to  develop  the  TMDL  allocations.  Impaired  headwaters  were 
analyzed  first,  because  their  impact  frequently  had  a  profound  effect  on  downstream  water  quality. 
Loading  contributions  were  reduced  from  the  applicable  sources  for  these  waterbodies  and  model  results 
from  the  selected  successful  scenarios  were  then  routed  through  downstream  waterbodies.  Therefore, 
when  TMDLs  were  developed  for  downstream  impaired  waterbodies,  upstream  contributions  represented 
conditions  meeting  water  quality  standards. 

TMDLs  for  each  of  the  metals-impaired  water  bodies  and  the  source  specific  load  reductions  are 
presented  in  Appendix  A.  A  summary  of  the  load  reductions  for  each  waterbody  is  presented  in  Table  3- 
10.  Figures  3-15  to  3-19  show  the  necessary  load  reductions  for  the  entire  Lake  Helena  watershed  broken 
down  by  source  category. 

The  reduction  for  most  sources  (e.g.,  anthropogenic  streambank  erosion,  timber  harvest)  is  based  on  the 
anticipated  reductions  resulting  from  the  sediment  TMDLs  (see  Section  3.1).  Additional  load  reductions 
that  are  necessary  from  abandoned  mines  range  from  70  to  90  percent  depending  on  the  stream  and  metal. 
It  is  not  yet  certain  whether  this  level  of  treatment  for  abandoned  mines  will  be  attainable  for  all  impaired 
streams.  Pre-  and  post-reclamation  monitoring  of  a  semi-passive  treatment  system  at  the  Lee  Mountain 
Mine  in  Upper  Tenmile  Creek  indicates  removal  efficiencies  as  high  as  90  percent  are  possible  (personal 
communication,  Mike  Bishop,  EPA  Superfund,  October  6,  2005).  However,  it  might  be  prohibitively 
expensive  or  practically  impossible  to  achieve  this  level  of  treatment  at  all  sites. 

In  some  cases  alternative  remedies  might  also  be  needed  in  addition  to  reducing  loads  from  abandoned 
mines.  For  example,  one  restoration  strategy  under  consideration  for  Upper  Tenmile  Creek  is  to  bypass 
water  through  the  City  of  Helena's  Rimini  diversion  into  Tenmile  Creek.  The  bypass  would  result  in  less 
water  being  diverted  by  the  city  for  water  supply  and  would  increase  the  minimum  flow,  essentially 
helping  to  dilute  metals  concentrations.  A  site-specific  WASP  modeling  analysis  of  Upper  Tenmile 
Creek  indicates  that  a  one  to  three  cubic  feet  per  second  increase  in  stream  flows  during  critical  low  flow 
conditions  greatly  increases  the  likelihood  that  water  quality  standards  could  be  met  (Caruso,  2004). 
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Table  3-10.  Current  metal  loads  and  necessary  load  reductions 

in  the  Lake  Helena  watershed. 

Segment 

Metal 

Existing  Load 
(Ibs/yr) 

Load  Reduction 
(%) 

Total  Allowable 
Load  (Ibs/yr) 

Clancy  Creek 

(MT41I006    120) 

Arsenic 

717.9 

61.1% 

279.3 

Cadmium 

340 

61  2% 

13.2 

Copper 

897.0 

42.3% 

517.6 

Lead 

339.0 

54.1% 

155.6 

Zinc 

20.038  9 

47.0% 

10,620.6 

Corbin  Creek 

(MT41I006  090) 

Arsenic 

48.4 

24.7% 

362 

Cadmium 

87.7 

96.8% 

2.8 

Copper 

1058.5 

89.2% 

114.6 

Lead 

97.4 

65.9% 

33.2 

Zinc 

58,393.2 

97.2% 

1,660.6 

Golconda  Creek 

(MT41I006JD70) 

Cadmium 

1.1 

40.9% 

0.7 

Lead 

27.2 

76.9% 

6.3 

Jennie's  Fork  (MT41I006_210) 

Lead 

15.5 

45  7% 

8.4 

Lake  Helena 

(MT41I007_010) 

Arsenic 

13,032.2 

60.8% 

5,104.2 

Lead 

8,134.6 

65.6% 

2,798.0 

Lump  Gulch 

(MT41I006_130) 

Cadmium 

43.9 

76.1% 

10.4 

Copper 

7459 

39.3% 

452.8 

Lead 

241.3 

43.9% 

1353 

Zinc 

26,599.2 

68.1% 

8,485.1 

Middle  Fork,  North  Fork,  Main 
Stem  Warm  Springs  Creek 

(MT41I006   100) 
(MT41I006J80) 

Arsenic 

472.8 

58.7% 

195.1 

Cadmium 

14.3 

61.9% 

5.4 

Lead 

102.5 

31.6% 

70.1 

Zinc 

7,076.0 

43.8% 

3,976.7 

Prickly  Pear  Creek 

(MT41I006  020) 
(MT41I006  030) 
(MT41I006  040) 
(MT41I006  050) 
(MT41I006_060) 

Arsenic 

9,497.9 

58.5% 

3,942.6 

Cadmium 

652.1 

73.8% 

171.2 

Copper 

14,200.1 

58.0% 

5,968.3 

Lead 

6,627.9 

68.6% 

2,081.8 

Zinc 

293,913.6 

59.6% 

118,623.5 

Sevenmile  Creek 

(MT41I006   160) 

Arsenic 

1,203.8 

51.9% 

578.7 

Copper 

1,565.8 

47.1% 

828.0 

Lead 

766.7 

63.0% 

283.8 

Silver  Creek  (MT41I006J50) 

Arsenic 

2,752.5 

64.6% 

974.4 

Spring  Creek 

(MT41I006  080) 

Arsenic 

671.2 

56.1% 

294.6 

Cadmium 

123.6 

87.1% 

15.9 

Copper 

1,860.7 

64.1% 

668.0 

Lead 

1,195.0 

81.6% 

219.8 

Zinc 

74,792.8 

80.7% 

14,401.0 

Tenmile  Creek 

(MT41I006   141) 
(MT41I006   142) 
(MT41I006   143) 

Arsenic 

5,566.8 

65.6% 

1,912.6 

Cadmium 

343.4 

80.3% 

67.6 

Copper 

7,247.7 

69.2% 

2,2324 

Lead 

3,438.4 

78.7% 

734.1 

Zinc 

96,844.7 

54.9% 

43,706.0 
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Figure  3-15.  Percent  Reductions  by  Source  Category  -  Arsenic 
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Figure  3-16.  Percent  Reductions  by  Source  Category  -  Cadmium 
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Figure  3-17.  Percent  Reductions  by  Source  Category  -  Copper 
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Figure  3-18.  Percent  Reductions  by  Source  Category  -  Lead 
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Figure  3-19.  Percent  Reductions  by  Source  Category  -  Zinc 
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3.4  Temperature 


The  Problem: 

Available  data  suggest  that  existing  temperatures  in  Prickly  Pear 
Creek  are  higher  than  natural  stream  temperatures.  Increased 
stream  temperatures  can  have  negative  effects  to  fish  and  aquatic 
life,  potentially  limiting  reproduction  and  feeding  habits,  and 
potentially  causing  shifts  in  fish  species  composition  from  cold- 
water  to  warm-water  fish. 

Water  Bodies  of  Concern: 

Prickly  Pear  Creek 

The  Source: 

Human-caused  riparian  degradation,  flow  alterations,  and  point 
source  dischargers. 

In-Stream  Temperature  Goals: 

Attain  and  maintain  the  state's  applicable  numeric  and  narrative 
temperature  water  quality  standards. 

The  Solution: 

Improve  riparian  vegetation  and  increase  stream  flows. 

Technical  reports  prepared  in  support  of  the  metals  overview  presented  in  this  section  of  Volume 
II  include: 

•  Appendix  A  -  Total  Maximum  Daily  Load  Summary 

•  Appendix  G  -  SSTEMP  Temperature  Modeling 

•  Appendix  H  -  Supplemental  Monitoring  and  Assessment  Strategy 

3.4.1  Temperature  Impairment  and  Water  Bodies  of  Concern 

Fish  and  aquatic  life  are  adapted  to  live  within  a  specific  range  of  stream  temperatures.  When  stream 
temperatures  are  increased,  fish  and  aquatic  life  begin  to  show  impairment,  ranging  from  reduced 
reproduction  to  altered  feeding  habits  (USEPA,  1976;  Coutant,  1977;  Cherry  et  al.,  1977;  Bell,  1986;  Lee 
and  Rinne,  1980).  Prolonged  periods  of  extremely  warm  temperatures  can  be  fatal.  Over  several  years, 
increased  stream  temperature  ultimately  leads  to  a  shift  from  primarily  coldwater  species  (i.e.,  salmonids) 
to  warmwater  fish  species. 

Based  on  the  results  presented  in  Volume  I,  temperature  problems  currently  exist  in  the  water  bodies 
listed  below  and  shown  in  Figure  3-20. 

•  Prickly  Pear  Creek  (MT41I006_040)  -  Confluence  with  Lump  Gulch  to  the  Wylie  Drive  Bridge 
(10.2  miles). 

•  Prickly  Pear  Creek  (MT41I006_030)  -  Wylie  Drive  to  Helena  Wastewater  Treatment  Plant 
discharge  (4.3  miles). 

•  Prickly  Pear  Creek  (MT4 1 1006_020)  -  Helena  Wastewater  Treatment  Plan  to  the  mouth  ( 5 . 9 
miles). 

Elevated  stream  temperatures  have  been  documented  in  these  water  bodies.  Volume  I  provides  details 
regarding  the  degree  of  impairment  and  how  the  impairments  are  manifested.  In  general,  impairments  are 
due  to  riparian  degradation  and  flow  alterations. 
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Figure  3-20.  Streams  in  the  Lake  Helena  watershed  impaired  by  temperature. 


Public  Review  Draft 


41 


Water  Quality  Restoration 


3.4.2  Sources  of  Temperature  Impairment  in  Prickly  Pear  Creek 

Anthropogenic  sources  of  temperature  change  in  Prickly  Pear  Creek  include  flow  alterations,  riparian 
degradation,  and  point  sources.  The  SSTEMP  model  was  used  to  estimate  the  impacts  from  each  of  these 
sources  during  a  critical  summer,  low  flow  event  (see  Appendix  G  for  details  regarding  sources  and  the 
SSTEMP  model).  In  segment  MT41I006_040,  riparian  degradation  increases  the  average  daily  stream 
temperature  by  0.90  degrees  Fahrenheit.  Flow  alterations  increase  the  stream  temperature  by  1 .8  degrees 
Fahrenheit,  and  point  sources  have  a  negligible  effect.  With  the  model  uncertainty,  anthropogenic 
sources  increase  the  average  daily  stream  temperature  in  segment  MT41I006040  by  2.7  ±  0.5  degrees 
Fahrenheit. 

Downstream  of  the  Wylie  Drive  Bridge,  Prickly  Pear  Creek  is  completely  dewatered  during  low  flow 
summer  months  (segment  MT41I006030).  Therefore,  the  SSTEMP  model  could  not  be  used.  Near  the 
Helena  WWTP  outfall,  flow  returns  to  Prickly  Pear  Creek  via  groundwater  recharge,  point  sources,  and 
irrigation  returns.  This  then  makes  up  the  majority  of  the  summer  flow  in  segment  MT41 1006020 
(Helena  WWTP  to  the  mouth).  Given  the  complications  associated  with  upstream  flow  alterations,  it  is 
not  possible  at  this  time  to  evaluate  the  affects  of  riparian  degradation  or  dewatering  on  temperature  in 
segment  MT41I006020.  However,  the  riparian  survey  suggests  that  current  conditions  (i.e.,  degraded 
riparian  vegetation)  are  most  likely  causing  some  level  of  temperature  impairment. 

3.4.3  In-Stream  Temperature  Goals 

The  ultimate  goal  of  this  plan  and  associated  TMDLs  is  to  attain  and  maintain  water  quality  standards. 
Montana's  water  quality  standards  for  temperature  are  numeric.  However,  the  definition  of  'naturally 
occurring'  water  temperature  within  the  state  standard  must  be  interpreted  to  derive  measurable  water 
quality  goals. 

Since  the  success  of  this  plan  and  associated  TMDLs  will  be  evaluated  five  years  after  it  is  approved  (i.e., 
201 1  assuming  approval  in  2006),  flexibility  must  be  provided  herein  for  the  interpretation  of  'naturally 
occurring'  water  temperature  in  Prickly  Pear  Creek.    The  water  quality  standards  and  indicators  presented 
in  Table  3-1 1  are  proposed  as  end-point  water  quality  goals  (i.e.,  targets)  for  temperature,  in  recognition 
of  the  fact  that  they  may  need  to  be  changed  in  the  future  as  new  information  becomes  available  and/or 
DEQ  implements  a  new  methodology  for  interpreting  'naturally  occurring'  water  temperature. 

The  suite  of  indicators  used  to  evaluate  compliance  with  Montana's  temperature  standards  in  the  future 
should  be  selected  based  on  the  best  data  and  information  available,  and/or  the  current  DEQ  methodology 
available,  at  that  time. 
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Table  3-11.  Proposed  temperature  water  quality  endpoints. 


Water  Quality  Indicator 

State  Water  Quality  Standard 

Water  Temperature:  A  change  in 
temperature  due  to  anthropogenic 
sources,  or  variation  from  a  reference 
condition. 

B-1  Class  Waters:  s  1°  F  when  water  temperature  is  <  67  °  F 

S  0.5°  F  when  water  temperature  is  >  67  °  F 
I  Class  Waters:  No  increase  in  naturally  occurring  water  temperature. 

Water  Quality  Indicator 

Rationale  for  Selection  of  this 
Indicator 

Proposed  Criteria 

Percent  Shade 

Shading  provided  by  riparian 
vegetation  is  a  significant  factor  for 
reducing  thermal  energy  input  to 
Prickly  Pear  Creek.  Riparian 
vegetation  can  also  influence 
channel  form  and  the  amount  of 
surface  area  exposed  to  solar 
heating. 

60  Percent 

Fish  Population  Metrics 

The  presence  of  cold-water  fish  can 
be  an  indication  of  the  temperature 
suitability  of  a  stream,  when  the 
waterbody  is  not  limited  by  other 
water  quality  or  habitat  constraints. 

MFISH  rating  of  "best"  or 
"substantial" 

Stream  Flow 

Because  water  has  a  high  specific 
heat  capacity,  larger  volumes  of 
water  are  subject  to  fewer 
fluctuations  in  temperature.  By 
increasing  flow,  the  stream  will  be 
more  resistant  to  temperature 
increases. 

Maintain  MFWP's  recommended 
year  round  aquatic  life  survival  flow 
targets:  8  to  22  cfs  for  Prickly  Pear 
Creek  from  the  headwaters  to  East 
Helena,  14  to  30  cfs  from  East 
Helena  to  Lake  Helena. 
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3.4.4  The  Solution 

The  solution  to  the  temperature  problem  in  Prickly  Pear  Creek  is  to  reduce  the  impacts  from 
anthropogenic  temperature  sources.  Using  the  temperature  targets,  the  necessary  temperature  reduction  in 
segment  MT41I006_040  (Lump  Gulch  to  Wylie  Drive  Bridge)  is  2.2  degrees  Fahrenheit.  To  meet  this 
target,  it  is  proposed  that  riparian  vegetation  should  be  restored  to  its  maximum  potential  along  all  of 
segment  MT4 1 1006_040.  This  would  result  in  a  0.9  degree  Fahrenheit  decrease  in  stream  temperature.  It 
is  also  recommended  that  flows  should  be  augmented  by  a  minimum  of  8.5  cubic  feet  per  second.  This 
would  result  in  a  1.3  degree  Fahrenheit  decrease  in  stream  temperature.  It  is  recognized  here  that  neither 
Montana  DEQ  nor  USEPA  has  authority  to  regulate  non-point  sources  (i.e.,  riparian  vegetation  or  flow). 
Therefore,  implementation  of  this  TMDL  will  be  voluntary,  with  watershed  stakeholders  ultimately 
deciding  the  restoration  strategy.  All  TMDL  elements  for  this  segment  are  included  in  Appendix  A. 

At  this  time,  temperature  TMDLs  could  not  be  calculated  for  Prickly  Pear  Creek  downstream  of  Wylie 
Drive.  During  critical  summer  low  flow  months,  the  stream  is  dry  between  the  Wylie  Drive  Bridge  and 
the  Helena  wastewater  treatment  plant  outfall  (segment  MT41I006_030)  due  to  flow  alterations.  Flows  in 
segment  MT41I006_020  primarily  consist  of  groundwater  recharge  and  irrigation  returns,  and  therefore 
currently  do  not  reflect  any  upstream  temperature  impairments  or  improvements.  Sources  in  both 
segments  MT41I006_030  and  MT41I006_020  will  be  reevaluated  after  implementation  of  the  TMDL  for 
segment  MT41I006_040,  and  TMDLs,  if  necessary,  will  be  calculated  at  that  time.  Additionally, 
temperature  monitoring  is  proposed  for  the  Helena  and  East  Helena  WWTP  outfalls  to  evaluate  the 
temperature  impacts  from  these  two  point  sources  (see  Appendix  H). 
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4.0  CONCEPTUAL  IMPLEMENTATION  STRATEGY 

The  Framework  Water  Quality  Restoration  Plan  and  TMDLs  established  a  starting  point  for  addressing  a 
host  of  water  quality  problems  and  pollution  sources  throughout  a  very  large  geographic  area.  The  plan 
identifies  the  desired  water  quality  endpoints,  and  quantifies  the  amount  of  pollutant  reductions,  by 
source,  that  will  be  required  to  restore  water  quality  and  beneficial  water  uses.  It  also  defines,  in  general 
terms,  a  diverse  assortment  of  restoration  actions  and  management  approaches.  We  acknowledge  that 
implementing  this  plan,  and  achieving  the  desired  water  quality  improvements,  will  not  be  easy. 

Permanent  solutions  to  the  many  and  varied  water  quality  issues  will  only  be  realized  through  teamwork, 
commitment,  and  ongoing  planning  by  public  entities  and  private  citizens.  The  proposed  phased  nature  of 
the  plan,  and  the  remaining  data  gaps  and  uncertainty,  will  require  a  mechanism  for  continued  oversight 
and  coordination,  and  a  monitoring  program  and  feedback  loop.  Ultimately,  the  success  of  the  Lake 
Helena  watershed  water  quality  restoration  plan  will  be  determined  by  the  local  community  and  their 
level  of  support  and  commitment  towards  continuing  the  implementation  process  over  the  coming 
decades. 

We  acknowledge  that  the  real  work  lies  ahead,  and  that  it  won't  happen  spontaneously.  Some  proposed 
action  items  for  ensuring  the  success  of  the  Lake  Helena  watershed  plan  are  described  in  the  following 
paragraphs. 

4.1  Public  Education  and  Outreach 

The  State  of  Montana  has  a  variety  of  groups  involved  in  watershed  restoration  work.  It  has  been  clearly 
experienced  and  documented  that  implementation  of  water  quality  restoration  activities  take  an  extensive 
amount  of  time  in  terms  of  educating  the  public  on  the  local  problems  and  to  develop  stakeholder  buy-in 
to  the  various  restoration  activities  that  need  to  occur.  The  need  for  public  education  and  outreach  is  the 
same  for  the  Lake  Helena  Planning  Area.  Until  a  higher  level  of  public  understanding  and  support  is 
achieved,  it  will  be  difficult  to  successfully  implement  this  plan. 

In  order  to  facilitate  transition  from  the  planning  steps  taken  by  the  State  and  Federal  agencies  in  Phase  II 
of  the  Lake  Helena  process  to  development  of  a  locally  driven  implementation  effort,  EPA  and  MDEQ 
propose  to  schedule  and  conduct  a  series  of  stakeholder  meetings  as  a  starting  point.  The  purpose  of  the 
meetings  would  be  to  review  the  technical  basis  for  the  plan  in  layman's  terms,  and  to  elicit  cooperation 
and  build  support  for  pursuing  the  next  steps.  Targeted  audiences  would  be  local  watershed  groups, 
relevant  local,  state,  and  federal  agencies,  conservation  districts,  municipalities,  landowners,  and  the 
general  public.  An  effort  will  also  be  made  to  identify  potential  stakeholders  that  may  have  been 
overlooked.  The  public  meetings  may  be  geographically  based  so  that  residents  of  each  sub-basin  (e.g., 
Prickly  Pear  Creek  watershed)  can  have  focused  discussions  on  their  primary  areas  of  interest.  The 
timeframe  for  conducting  these  meetings  is  proposed  to  run  from  January  through  May  2006. 

At  the  conclusion  of  these  meetings,  EPA  and  MDEQ  envision  a  strengthening  of  efforts  that  have  been 
conducted  to  date  and  the  establishment  of  a  key  set  of  stakeholders  willing  to  work  to  implement 
voluntary  point  source  and  non-point  source  activities.  MDEQ's  Watershed  Restoration  Implementation 
Section  would  be  available  to  provide  continued  assistance  to  the  local  participants  in  pursuing  these 
activities. 
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4.2  Coordinated  Watershed-Scale  Approach 

EPA  and  MDEQ  feel  strongly  that  a  comprehensive  watershed  based  approach  is  needed  to  successfully 
implement  the  Lake  Helena  watershed  plan.  The  basic  premise  for  a  watershed  approach  is  that  many 
water  quality  problems  are  best  solved  at  the  watershed  level  rather  than  at  the  individual  water  body  or 
point  source  discharger  level.  This  is  particularly  true  in  the  Lake  Helena  watershed  where  more 
localized  water  quality  impairments  in  the  Prickly  Pear,  Tenmile,  and  Silver  Creek  sub-basins  also 
contribute  to  downstream  problems  in  Lake  Helena,  and  quite  likely  Hauser  Reservoir  and  the  Missouri 
River.  By  simultaneously  addressing  all  pollution  sources  and  potential  future  sources  on  a  watershed- 
wide  basis,  we  can  set  the  stage  for  comprehensive,  equitable  and  lasting  solutions. 

This  plan  addresses  a  variety  of  water  quality  issues  associated  with  the  following  four  categories  of 
pollutants:  nutrients,  metals,  sediment,  and  temperature.  While  each  of  these  categories  have  been 
addressed  separately  in  the  main  body  of  this  document,  and  each  water  body/pollutant  combination  is 
addressed  separately  in  the  TMDLs  presented  in  Appendix  A,  it  is  recognized  that  there  is  a  great  deal  of 
commonality  in  the  solutions  that  may  be  applied  to  restore  water  quality.  For  example,  lack  of  riparian 
vegetation  reduces  the  amount  of  shade  and  thereby  increases  stream  temperatures.  The  solution  for 
reducing  stream  temperatures  is  to  restore  the  riparian  vegetation  community.  Since  healthy  riparian 
vegetation  communities  also  buffer  stream  banks  against  erosion  and  filter  sediments,  this  solution 
addresses  metals,  sediment,  and  nutrient  problems  as  well  as  temperature  problems.  As  another  example, 
since  metals  and  some  forms  of  nutrients  are  often  adsorbed  onto  sediment,  almost  all  of  the 
recommended  measures  to  reduce  sediment  loading  will  also  reduce  metals  and  nutrient  loading. 

Within  a  comprehensive  watershed  framework,  we  remain  open  to  using  the  major  sub-basins  as  a  focal 
point  for  implementation  of  various  restoration  activities.  For  example,  the  Upper  and  Lower  Tenmile 
Watershed  Groups,  and  the  newly  formed  Prickly  Pear  Watershed  Group,  may  be  in  the  best  position  to 
direct  implementation  activities  within  those  respective  sub-basins.  These  activities  could  include  weed 
control,  oversight  of  abandoned  mine  cleanup  activities,  stream  bank  stabilization  and  erosion  control 
measures,  application  of  agricultural  best  management  practices,  landowner  education  efforts,  and  others. 
However,  we  feel  that  some  sort  of  mechanism  will  be  required  to  coordinate  all  of  the  various  activities 
on  a  watershed  scale,  even  though  many  may  be  pursued  on  a  localized  level.  A  conceptual  framework  is 
discussed  in  the  next  section. 

4.3  INSTITUTIONAL  FRAMEWORK 


The  Lake  Helena  watershed  water  quality  restoration  plan  includes 
recommendations  for  numerous  point  and  non-point  source  pollution 
control  measures  involving  many  different  entities.  An  effective 
organizational  framework  is  needed  to  facilitate  planning,  funding, 
implementation,  and  coordination  of  individual  restoration  measures  as 
well  as  the  watershed-wide  plan  as  a  whole. 


There  are  11  unique 
sources  that  will  need 
to  be  addressed,  and 
24  watershed 
stakeholder 

groups/entities  that  will 
likely  need  to 
participate  to  effectively 
implement  this  plan. 


Since  neither  Section  303(d)  of  the  Clean  Water  Act  nor  the  Montana 
Water  Quality  Act  creates  any  implementing  authority  for  TMDLs, 
implementation  will  rely  on  a  combination  of  regulatory  and  non- 
regulatory  means  that  will  ideally  be  lead  by  watershed  stakeholders.  The  obvious  starting  point  for  the 
development  of  an  institutional  framework  to  implement  this  plan  would  be  those  stakeholders  who  have 
authority  over,  or  association  with,  the  most  significant  current  and  future  pollutant  sources.  Table  4-1 
provides  a  list  of  the  top  five  most  important  sources  for  each  of  the  pollutants  considered  in  this  analysis 
along  with  the  watershed  stakeholders.  All  told,  there  are  1 1  unique  sources  that  will  need  to  be 


46  Public  Review  Draft 


Implementation  Strategy 


addressed,  and  24  watershed  stakeholder  groups/entities  that  will  likely  need  to  participate  to  effectively 
implement  this  plan.  The  1 1  unique  sources  include:  municipal  wastewater  treatment  facilities,  septic 
systems,  the  Helena  Valley  Irrigation  System,  agriculture,  urban  areas,  dirt  roads,  timber  harvest, 
streambank  erosion,  abandoned  mines,  degraded  riparian  vegetation  (i.e.,  lack  of  shade),  and  dewatering. 
The  associated  watershed  stakeholders  that  will  need  to  part  of  the  solution  include  (in  no  particular  order 
of  importance): 


Watershed  Stakeholders 

MT.  Department  of  Environmental  Quality 

•  Water  Quality  Protection  Program 

•  TMDL  Program 

•  Subdivision  Review  Program 

•  Permitting  Program 

U.S.  Environmental  Protection  Agency 

•  Superfund  Program 

•  TMDL  Program 

•  Non-point  Source  Program 
City  of  Helena 

City  of  East  Helena 
Helena  Valley  Irrigation  District 
U.S.  Bureau  of  Reclamation 
U.S.  Bureau  of  Land  Management 
Lewis  &  Clark  County 

•  Board 

•  Commission 

•  Public  Works/Roads 

•  Water  Quality  Protection  District 

•  Conservation  District 
Jefferson  County 

•  Board 

•  Commission 

•  Public  Works/Roads 

•  Conservation  District 
Helena  National  Forest 

Natural  Resource  Conservation  Service 

MT  Dept.  of  Natural  Resources  and  Conservation 

Private  Landowners 


MDEQ  has  responsibility  for  overseeing  the  implementation  of  TMDLs  on  a  statewide  basis.  At  the  same 
time,  MDEQ  does  not  have  the  regulatory  or  statutory  authority  or  funding  mechanisms  to  implement  the 
many  and  varied  solutions  to  address  each  of  the  primary  sources  of  water  quality  degradation  in  the 
watershed.  This  will  have  to  be  conducted  at  the  local  level.  It  is  proposed  that  MDEQ  and  EPA  work 
with  the  watershed  stakeholders  to  establish  a  Lake  Helena  Watershed  Committee  that  would  oversee  and 
coordinate  the  implementation  of  the  Lake  Helena  water  quality  restoration  plan.  Representation  on  the 
committee  would  include  all  watershed  stakeholders,  including  local  watershed  groups,  municipal  and 
county  governments,  conservation  districts,  state  natural  resource  agencies,  the  federal  land  management 
agencies,  local  conservation  organizations,  various  businesses  and  industry,  and  citizens  at  large. 
Individual  work  groups  would  need  to  be  established  within  the  committee  to  focus  on  a  series  of  sub- 
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tasks  of  the  restoration  plan,  for  example  public  education,  point  source  controls,  non-point  source 
controls,  monitoring  and  data  gaps,  flow  enhancement,  and  others.  Another  tier  of  the  organizational 
structure  could  provide  implementation  oversight  for  activities  that  may  occur  within  each  of  the  three 
major  sub-basins.  A  separate  work  group  could  focus  on  securing  and  coordinating  overall  project 
funding. 

The  committee  would  create  a  work  plan  and  budget,  and  secure  commitments  from  participants  for 
various  implementation  measures.  These  could  take  the  form  of  activities  already  being  pursued  by  the 
separate  entities  represented  within  the  Lake  Helena  Watershed  Committee.  Some  examples  are  septic 
system  maintenance  education  by  Lewis  and  Clark  County,  erosion  control  projects  by  the  local 
watershed  groups,  forest  travel  management  planning  by  the  Helena  National  Forest,  planned 
infrastructure  improvements  by  the  City  of  Helena,  and  others.  Other  needed  measures  can  be  planned 
well  in  advance,  with  implementation  and  funding  details  worked  out  by  the  committee. 
Incentives  for  participation  in  the  Lake  Helena  Watershed  Committee  would  come  in  part  from  funding 
opportunities  that  are  available  for  TMDL  implementation  activities,  for  example  the  annual  EPA  Section 
319  grants.  Another  incentive  would  come  from  grant  leveraging  opportunities  where  one  funding  source 
could  be  used  as  a  matching  contribution  towards  another  grant.  A  third  incentive  relates  to  equitability 
issues,  where  the  work  and  responsibility  of  attaining  the  necessary  pollutant  reductions  is  shared  by 
multiple  parties.  Perhaps  the  greatest  benefit  to  participants  will  be  the  actual  water  quality  improvements 
that  can  only  be  realized  through  teamwork  and  a  unified  approach  to  watershed-wide  water  quality 
improvement. 

Collectively,  a  broad  base  of  stakeholders  operating  within  this  type  of  framework  could  optimize 
implementation  efforts  by  pooling  resources  and  expertise,  and  by  improving  communication  and 
coordination  among  all  parties. 
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4.4  Adaptive  Management 

Conclusions  and  recommendations  contained  in  the  Lake  Helena  restoration  plan  are  based  on  the  best 
information  and  data  that  are  currently  available.  Nonetheless,  we  acknowledge  that  uncertainties  or  data 
gaps  exist  with  regard  to  some  of  the  proposed  water  quality  targets,  TMDLs,  and  pollutant  allocations, 
especially  for  Lake  Helena.  Other  unknowns  are  present  as  well,  such  as  the  ability  of  the  proposed 
restoration  measures  to  completely  attain  the  needed  pollutant  reductions.  The  proposed  adaptive 
management  approach  will  allow  us  to  move  forward  with  water  quality  improvement  activities  at  the 
same  time  that  additional  data  gathering  occurs.  These  data  will  then  be  used  to  confirm  or  adjust  some 
of  the  plan's  technical  assumptions,  to  fill  remaining  data  limitations  (e.g.  Lake  Helena),  and  to  evaluate 
the  effectiveness  of  restoration  measures  on  an  individual  and  collective  basis. 

4.5  Measuring  Success 

Focused  monitoring  efforts  will  be  required  to  fulfill  three  primary  objectives: 

•  Obtain  additional  data  to  address  information  gaps  and  uncertainty  in  the  current  analysis  (data 
gaps  monitoring  and  assessment). 

•  Ensure  that  identified  management  actions  are  undertaken  (implementation  monitoring) 

•  Ensure  that  management  actions  are  having  the  desired  effect  (effectiveness  monitoring) 

Proposed  basic  elements  of  a  monitoring  strategy  to  meet  these  three  objectives  are  described  below,  with 
expanded  discussions  provided  in  Appendix  H  of  this  report.  During  the  implementation  phase,  a  more 
detailed  monitoring  and  analysis  plan  will  need  to  be  prepared. 

4.5.1  Data  Gaps  Monitoring 

Monitoring  to  fill  current  data  gaps  is  the  highest  priority  because  these  data  are  needed  to  move  forward 
with  specific  restoration  strategies.  For  example,  only  interim  nutrient  targets  have  been  established  for 
the  streams  in  the  Lake  Helena  watershed  due  to  uncertainty  associated  with  the  technical  or  economic 
feasibility  of  attaining  the  proposed  values.  Similarly,  no  nutrient  concentration  targets  are  presented  for 
Lake  Helena  due  to  limited  historic  and  recent  water  quality  data  and  an  incomplete  understanding  of  the 
hydrologic  relationship  between  Lake  Helena  and  Hauser  Reservoir.  A  lack  of  data  also  resulted  in  an 
incomplete  understanding  of  several  of  the  metals  impairments.  Additional  monitoring  is  therefore 
needed  to  address  these  data  gaps  and  will  consist  of  the  following: 

•  Watershed  hydrology  and  groundwater/surface  water  studies  to  better  understand  water 
management,  groundwater,  and  water  quality  interactions  within  the  Helena  Valley. 

•  An  in-stream  nutrient  target  setting  and  source  assessment  study  to  develop  a  better 
understanding  of  the  relationship  between  nutrient  concentrations  and  beneficial  use  impairment 
in  lower  Prickly  Pear  Creek,  including  the  compilation  of  sufficient  data  for  a  more  refined 
modeling  analysis. 

•  A  study  of  Lake  Helena  and  Hauser  Reservoir  nutrient  dynamics  to  better  assess  conditions 
within  these  two  waterbodies,  and  to  refine  the  nutrient  loading/lake  response  model. 

•  Metals  monitoring  in  segments  that  had  limited  data  to  ascertain  the  level  of  impairment  with 
confidence. 

•  Temperature  monitoring  to  better  understand  the  impact  from  point  source  discharges  and  flow 
alterations. 

•  A  study  to  collect  additional  data  for  model  calibration  and  refinement. 
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EPA  and  MDEQ  propose  to  take  the  lead  in  performing  these  activities  assuming  adequate  budgets  and 
resources.  Additional  details  are  provided  in  Appendix  H  of  this  report. 

4.5.2  Implementation  Monitoring 

The  purpose  of  implementation  monitoring  is  to  document  whether  or  not  management  practices  were 
applied  as  designed.  Objectives  of  an  implementation  monitoring  program  include: 

•  Measuring,  documenting,  and  reporting  the  watershed-wide  extent  of  BMP  implementation  and 
other  restoration  measures,  including  point  source  controls. 

•  Evaluating  the  general  effectiveness  of  BMPs  as  applied  operationally  in  the  field. 

•  Determining  the  need  and  direction  of  BMP  education  and  outreach  programs. 

Implementation  monitoring  consists  of  detailed  visual  monitoring  of  BMPs,  with  emphasis  placed  on 
determining  if  they  were  implemented  or  installed  in  accordance  with  approved  design  criteria.  This  type 
of  information  will  provide  the  Lake  Helena  Watershed  Committee  with  an  inventory  of  where  BMPs 
have  been  applied  and  their  effectiveness.  The  various  watershed  stakeholders  should  take  the  lead  in 
performing  the  implementation  monitoring  as  it  is  likely  to  vary  by  each  type  of  BMP.  For  example,  the 
USFS  has  the  most  expertise  in  assessing  forestry  BMPs  whereas  City  of  Helena  personnel  are  likely 
most  familiar  with  urban  storm  water  controls. 

4.5.3  Effectiveness  Monitoring 

Montana  Code  Annotated  75-5-703(9)(c)  provides  a  provision  requiring  that  MDEQ  evaluate  all  TMDLs 
five  years  after  they  have  been  completed  and  approved.  A  formal  review  of  the  Lake  Helena  TMDL  will 
therefore  occur  in  201 1/2012  and  will  use  the  water  quality  endpoints  identified  for  each  pollutant  (and/or 
the  endpoints  that  best  represent  interpretations  of  the  water  quality  standards  in  affect  at  that  time)  to 
assess  overall  progress  toward  meeting  water  quality  restoration  goals.  This  effort  will  include  a 
combination  of  water  quality  and  biological  monitoring  and  habitat  assessment  aimed  at  determining  the 
effectiveness  of  restoration  activities.  Although  this  assessment  can  be  made  based  on  data  collected  by 
MDEQ  only  in  year  five,  a  much  more  thorough  assessment  will  be  possible  if  additional  data  are 
collected  during  the  intervening  years.  Due  to  MDEQ  resource  constraints,  these  additional  data  would 
need  to  be  collected  by  watershed  stakeholders. 

Nutrient  effectiveness  monitoring  in  Prickly  Pear  Creek  should  consist  of  monthly  sampling  of  general 
water  quality  in  201 1,  as  well  as  targeted  collection  of  attached  algae  and  dissolved  oxygen  data  during 
the  critical  summer  months.  One  purpose  of  this  monitoring  is  to  assess  the  degree  to  which  the 
implemented  point  and  non-point  source  controls  have  reduced  ambient  nutrient  concentrations  compared 
to  the  available  historical  data.  Another  purpose  is  to  determine  whether  in-stream  nutrient  reductions 
have  lead  to  corresponding  decreases  in  algal  standing  crops  and  the  magnitude  of  dissolved  oxygen  sags. 
Nutrient  effectiveness  monitoring  should  also  be  conducted  in  Lake  Helena  and  Hauser  Reservoir  in  201 1 
using  the  nutrient/limnologic  parameters  that  were  previously  described  in  Section  2.3  above. 

Sediment  water  quality  endpoints  should  be  assessed  on  a  maximum  interval  of  five  years  in  order  to 
judge  the  degree  of  target  acquisition.  However,  biannual  data  collection  at  fixed  plots  is  more 
applicable,  and  should  be  conducted  following  the  implementation  of  restoration  activities,  with 
subsequent  data  collection  on  every  fifth  year.  Three  years  of  data  collection  every  five  years  will 
provide  a  basis  for  trend  analysis,  and  determination  of  the  level  of  benefits  associated  with  restoration 
activities.  The  exception  to  the  biannual  data  collection  strategy  is  suspended  sediment  sampling,  which 
should  occur  on  a  more  frequent  basis  (quarterly,  if  resources  can  support  this  level  of  intensity). 


Public  Review  Draft  51 


Public  Involvement 


Temperature  monitoring  of  Prickly  Pear  Creek  segments  should  be  conducted  seasonally  for  a  minimum 
of  three  years  following  the  implementation  of  control  measures.  Montana  DEQ  protocols  should  be  used 
for  all  sampling  events,  and  the  data  should  be  recorded  and  submitted  to  the  MDEQ.  The  effectiveness 
monitoring  strategy  for  temperature  should  include  in-stream  temperature  and  stream  flow  monitoring  and 
the  collection  of  weather  data  to  determine  representativeness  of  the  results.  Records  from  the  nearest 
NOAA  weather  station  should  be  used  to  monitor  local  weather  for  the  area  of  interest. 

Effectiveness  monitoring  for  metals  should  consist  of  sampling  the  metals  of  concern,  along  with 
hardness,  pH,  and  instantaneous  flow.  Monthly  sampling  in  201 1  is  recommended  at  the  mouth  of  every 
listed  segment  throughout  the  Lake  Helena  watershed.  Additional  sampling  during  runoff  events  (from 
snowmelt  and  summer  storms)  is  also  recommended.  The  data  will  be  evaluated  for  the  presence  and 
spatial  persistence  of  any  numeric  criteria  violations. 

4.5.4  Future  Sources 


Future  Sources 

Although  it  may  be  possible  to  attain 
water  quality  standards  by  addressing 
sources  that  exist  today,  it  will  not  be 
possible  to  maintain  water  quality 
standards  unless  decisions  about 
potential  future  sources  are  made  in 
consideration  of  water  quality. 


Much  of  this  document,  and  associated  TMDLs  in 

Appendix  A,  focuses  on  addressing  current  pollutant 

sources  in  an  effort  to  attain  water  quality  standards. 

It  will  be  equally  important  to  address  future 

pollutant  sources  to  maintain  water  quality 

standards.  For  example,  in  Section  3.2.1  it  was 

noted  that  TN  and  TP  loads  are  predicted  to  increase 

by  43  and  78  percent,  respectively,  in  the 

foreseeable  future  if  population  growth  continues  at 

current  rates.  Nutrient  loading  is  unequivocally 

linked  to  population  growth.  The  two  cannot  be 

separated.  According  to  EPA's  "Onsite  Wastewater 

Treatment  Systems  Manual"  (2002),  each  person 

contributes  4.8  to  13.7  pounds  of  nitrogen  and  0.8  to  1.6  pounds  of  phosphorus  per  year.  Municipal 

wastewater  and  septic  systems  are  currently  among  the  top  three  most  important  sources  of  TN  and  TP. 

Since  municipal  wastewater  treatment  and/or  septic  systems  are  the  conventional  means  for  controlling 

the  discharge  of  these  pollutants  from  domestic  wastewater,  these  two  sources  will  become  even  more 

important  nutrient  sources  in  the  future  as  the  population  increases.  Each  addition  to  the  population  within 

the  watershed  will  produce  an  incremental  increase  in  nutrient  loading.  Given  that  septic  systems  do  not 

effectively  control  TN  loading,  and  there  are  technical  and  economic  constraints  associated  with  attaining 

the  maximum  level  of  treatment  for  both  TN  and  TP  in  municipal  wastewater  treatment  facilities,  it  is 

inevitable  that  nutrient  loading  to  the  waters  in  the  Lake  Helena  Watershed  will  increase  in  the  future  as 

the  population  grows.  It  is  imperative,  therefore,  that  future  decisions  regarding  land  use  changes  be 

made  with  full  knowledge  and  understanding  of  future  water  quality  implications.  It  is  also  imperative 

that  cumulative  affects  are  considered  and  all  actions  are  evaluated  at  the  watershed  scale. 

Although  the  example  provided  above  focused  on  future  nutrient  sources,  the  same  concept  holds  true  for 
the  other  pollutants  considered  in  this  analysis  (e.g.,  future  forest  harvest,  future  unpaved  roads,  new 
mining  facilities,  etc.  may  all  result  in  increased  pollutant  loads). 

A  number  of  tools  have  been  prepared  to  support  the  technical  analyses  presented  in  this  document,  will 
be  prepared  in  the  future  as  part  of  future  phases  of  this  effort,  and/or  already  exist  that  could/should  be 
used  to  consider  the  water  quality  implications  associated  with  future  land  use  decisions.  For  example,  a 
watershed-scale  nutrient  loading  model  (GWLF)  has  been  developed  as  part  of  this  project  (see  Appendix 
C).  While  this  is  a  relatively  simplistic  tool,  it  has  been  useful  and  could  be  useful  in  the  future  to 
evaluate  the  water  quality  impacts  of  future  land  use  changes  before  decisions  are  made  at  the  state, 
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county  or  local  level  to  proceed  with  them.  Further,  as  briefly  described  in  Section  3.2.3.2  and  Appendix 
H,  a  more  detailed  model  will  be  developed  for  Prickly  Pear  Creek  that  would  allow  decision  makers  to 
specifically  simulate  future  land  use  changes  and  determine  what  the  water  quality  consequences  may  be. 
For  example,  this  modeling  tool  (or  other  similar  tool)  could  be  used  to  evaluate  the  net  affect  of 
extending  sewer  service  to  previously  un-sewered  areas.  A  question  that  could  be  answered  in  this 
hypothetical  example  might  be:  By  how  much,  if  at  all,  are  TP  and  TN  loads  reduced  to  Prickly  Pear 
Creek  and/or  Lake  Helena  by  extending  the  sewer  service  and  what  is  the  cost/benefit  ratio? 
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5.0  SUMMARY  OF  PUBLIC  INVOLVEMENT  ACTIVITIES 


5.1  Introduction 


EPA  and  Montana  DEQ  recognize  the  critical  importance  of 
public  and  stakeholder  involvement  in  the  Lake  Helena  water 
quality  restoration  planning  process.  The  agencies  are 
sensitive  to  the  fact  that  the  basin's  water  quality  problems 
stem  from  predominately  diffuse  (or  non-point)  pollution 
sources  whose  resolution  will  require  cooperative,  largely 
voluntary  approaches.  We  understand  that  landowners, 
agricultural  producers,  private  business  owners,  the  federal 
land  management  agencies,  and  other  government  and 
municipal  entities  cannot  be  expected  to  actively  participate  in 
the  water  quality  restoration  process  if  they  are  not  kept 
informed  as  the  plan  is  developed,  and  if  their  input  is  not 
solicited  and  valued.  In  recognition  of  these  needs,  staff  of  the 
Montana  EPA  office  and  Montana  DEQ,  together  with  Lake 
Helena  project  contractors  and  local  watershed  group 
coordinators,  have  made  a  concerted  effort  to  provide 
opportunities  for  public  dialogue  and  input  throughout  the 
Lake  Helena  water  quality  restoration  planning  process. 


It  should  be  noted  that  this 
document  is  a  public  review  draft 
that  is  currently  undergoing  review 
by  the  public.  It  is  expected,  and 
hoped,  that  numerous  public 
comments  will  be  received.   The 
final  version  of  this  document  will 
include  a  summary  of  all  comments 
received  and  may  be  revised  in 
response  to  public  comment.    This 
section  of  the  document 
summarizes  only  the  public 
involvement  activities  that  have 
occurred  to  date. 


The  following  is  a  summary  of  activities  conducted  between  2003  and  2005  to  keep  local  watershed 
residents  and  agency  representatives  informed  of  progress  in  developing  Volumes  I  and  II,  to  provide 
opportunities  for  input  and  dialogue,  and  to  address  coordination  issues. 

5.2  Local  Watershed  Group  Meetings  and  Workshops 

Project  staff  attended  regular  meetings  of  the  Upper  Tenmile  Watershed  Group,  the  Lower  Tenmile 
Watershed  Group  and,  more  recently,  the  Prickly  Pear  Watershed  Group  to  provide  updates  on  the  Lake 
Helena  project,  to  answer  questions  and  participate  in  discussions,  and  to  keep  appraised  of  activities  with 
potential  relevance  to  the  Lake  Helena  project. 

Staff  attended  Lower  Tenmile  Watershed  Group  meetings  on  January  15,  February  11,  March  18,  May 
20,  July  15,  October  16,  and  November  20,  2003;  on  February  19,  March  25,  and  April  15,  2004;  and  on 
February  17,  April  21,  and  September  15,  2005.  Focused  presentations  on  the  Lake  Helena  project  were 
given  at  the  meetings  on  January  15,  2003  and  February  17,  2005.  A  lapse  in  attendance  of  the  meetings 
in  mid-2004  was  due  to  a  temporary  slow  down  in  the  project  and  a  lack  of  reportable  items.  Lake 
Helena  project  staff  participated  in  volunteer  riparian  planting  activities  along  Tenmile  Creek  in  May 
2003  and  2004. 

Upper  Tenmile  Watershed  Group  meetings  were  attended  on  February  27,  March  27,  May  29,  July  31, 
and  September  25,  2003;  and  on  February  26  and  March  25,  2004.  A  focused  presentation  on  the  Lake 
Helena  project  was  given  at  the  meeting  on  February  27,  2003. 

A  Prickly  Pear  Watershed  Group  meeting  was  attended  on  May  3,  2005.  A  presentation  on  water  quality 
issues  in  the  Prickly  Pear  watershed  was  given  at  a  Prickly  Pear  Know  Your  Watershed  Workshop  on 
April  24,  2004.  This  workshop  set  the  stage  for  creation  of  the  Prickly  Pear  Watershed  Group. 
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5.3  Conservation  District  Meetings 

Lake  Helena  project  staff  attended  meetings  of  the  Lewis  and  Clark  County  Conservation  District  on 
March  13,  June  19  and  August  14,  2003;  on  January  8  and  October  14,  2004,  and  on  January  19  and 
March  10,  2005;  and  meetings  of  the  Jefferson  Valley  Conservation  District  on  February  18,  April  15, 
July  15,  October  21,  and  November  18,  2003  to  provide  updates  on  the  Lake  Helena  project  and  to 
answer  questions. 

5.4  Agency  Partnerships  and  Consultation 

Several  state  and  federal  agencies  have  been  closely  involved  as  cooperators  in  the  Lake  Helena  water 
quality  restoration  project.  Staff  of  the  Helena  National  Forest  Supervisor's  Office  assisted  extensively 
with  field  monitoring  and  assessment  activities  in  summer  2003,  and  have  continued  to  be  closely 
involved  with  design  of  pollution  source  assessment  approaches  and  water  quality  target  setting. 
Montana  Fish,  Wildlife  and  Parks  staff  assisted  with  the  project  through  the  provision  of  data,  and  by 
collecting  fish  tissue  from  area  streams  for  mercury  analysis.  A  host  of  local,  state  and  federal  agencies 
were  contacted  in  early  2003  as  part  of  an  extensive  data  gathering  effort  and  graciously  provided  access 
to  their  reference  libraries  and  data  pertaining  to  water  quality  and  land  management  activities  in  the  Lake 
Helena  watershed.  The  Lewis  and  Clark  County  Water  Quality  Protection  District  staff  person  who 
serves  as  coordinator  for  the  Lower  Tenmile  and  Prickly  Pear  Watershed  Groups  has  assisted  the  Lake 
Helena  project  team  in  the  gathering  of  data,  disseminating  information  to  the  public,  and  arranging 
meetings. 

The  Montana  Department  of  Transportation  convened  an  inter-agency  and  public  group  in  2003  to 
address  coordination  issues  associated  with  plans  to  pave  the  Marysville  Road.  Lake  Helena  project  staff 
participated  in  meetings  of  this  group  on  a  number  of  occasions  because  of  potential  relevance  to  the 
Silver  Creek  TMDLs  and  restoration  planning  process.  Meetings  of  the  Marysville  Road  Users'  Group 
were  attended  in  February,  March,  April,  August,  and  October  2003;  and  in  February  2004.  A  focused 
presentation  on  the  Lake  Helena  project  was  given  at  a  public  hearing  on  the  Marysville  Road 
reconstruction  plan  at  the  Trinity  School  (Canyon  Creek)  on  March  27,  2003. 

Lake  Helena  project  staff  attended  scoping  meetings  hosted  by  the  Bureau  of  Reclamation  on  March  17, 
2004  regarding  renewal  of  water  leases  for  the  Helena  Valley  Irrigation  District  and  City  of  Helena  from 
the  Canyon  Ferry/Helena  Valley  Regulating  Reservoir  distribution  system.  Lake  Helena  project  staff 
followed  up  the  meeting  by  submitting  written  comments  pertaining  to  the  Lake  Helena  water  quality 
restoration  plan  and  relationships  to  the  leasing  proposal. 

EPA  project  staff  attended  a  meeting  of  the  Lewis  and  Clark  County  Water  Quality  Protection  District 
board  of  directors  on  February  22,  2005  to  make  a  presentation  on  the  Lake  Helena  project,  to  answer 
questions,  and  to  discuss  local  coordination  issues.  These  discussions  were  continued  at  additional 
meetings  Helena  city  and  county  staff  in  April  and  October  2005. 

Project  staff  worked  closely  with  Helena  National  Forest  staff  on  sediment  source  assessment  activities 
and  allocations.  Additional  meetings  were  held  with  Lewis  and  Clark  County  Water  Quality  Protection 
District  and  planning  staff,  the  City  of  Helena  Public  Works  Department,  and  East  Helena  municipal 
government  regarding  municipal  wastewater,  urban  development  and  population  growth,  and  conceptual 
TMDL  implementation  strategies.. 
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Additional  meetings  focusing  on  metals  TMDL  coordination  issues  were  held  with  the  Bureau  of  Land 
Management,  MDEQ  Abandoned  Mine  Cleanup  Bureau,  and  the  EPA  Superfund  Program  and  their 
contractors. 

5.5  Lake  Helena  Technical  Advisory  Committee 

The  Lake  Helena  project  team  organized  and  convened  a  meeting  of  a  technical  advisory  committee  on 
May  15,  2003  to  create  a  sounding  board  for  technical  aspects  of  the  Lake  Helena  project.  The  first 
meeting  focused  on  data  gaps,  development  of  a  monitoring  plan,  and  selection  of  candidate  least- 
impaired  reference  streams  for  use  in  impairment  decisions.  A  second  meeting  of  the  group  was  held  on 
March  9,  2005  with  a  purpose  of  reviewing  progress  to  date  and  discussing  the  rationale  behind  the 
preliminary  water  quality  restoration  targets  for  sediment,  nutrients,  metals,  temperature,  and  salinity. 
The  committee  met  for  a  third  time  on  September  13,  2005  to  review  the  results  of  the  completed 
pollution  source  assessment  work,  and  to  discuss  the  TMDL  allocation  process.  The  technical  committee 
membership  includes  16  representatives  including  all  relevant  local,  state  and  federal  agencies,  as  well  as 
the  Lower  Tenmile  and  Upper  Tenmile  watershed  Group  facilitators. 

5.6  Lake  Helena  Policy  Advisory  Committee 

The  Lake  Helena  project  team  organized  and  convened  a  meeting  of  a  policy  advisory  committee  on 
March  10,  2004  to  begin  a  dialogue  pertaining  to  policy  planning  and  implementation  aspects  of  the  Lake 
Helena  project.  Project  staff  briefed  meeting  participants  on  the  progress  to  date,  including  development 
of  the  preliminary  water  quality  impairment  status  review,  results  of  a  preliminary  pollution  source 
assessment,  a  schedule  of  future  activities,  and  anticipated  population  growth  related  challenges.  A 
second  meeting  was  convened  on  September  15,  2005  with  a  purpose  of  discussing  allocation  strategies 
and  timeframes.  The  policy  advisory  committee  membership  includes  approximately  75  individuals 
representing  all  relevant  local,  state  and  federal  agencies,  municipal  and  county  government,  private 
businesses  and  industry,  the  local  watershed  groups,  and  interested  citizens. 

5.7  Public  Informational  Meetings 

A  general  public  informational  and  public  comment  meeting  on  the  Lake  Helena  project  was  conducted  at 
the  Montana  Association  of  Counties  office  building  in  Helena  on  March  15,  2005.  Notice  of  the  meeting 
location  and  time  were  published  in  the  Helena  Independent  Record  on  February  13,  2005,  on  the 
Montana  DEQ  website,  and  in  individual  letters  distributed  to  Lake  Helena  Technical  and  Policy 
Advisory  Committee  members. 

5.8  One-on-One  Contacts 

Lake  Helena  project  staff  have  made  numerous  individual  contacts  since  the  project  inception  to  gather 
information  and  advice,  to  inform,  and  to  elicit  cooperation.  Many  of  these  contacts  and  their  purpose  are 
summarized  in  Appendix  I. 
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5.9  Public  Notices 

A  public  notice  on  the  availability  of  Volume  I  and  notice  of  a  public  informational  meeting  on  the 
project  was  published  in  the  Helena  Independent  Record  on  February  13,  2005. 

5.10  Direct  Mailings 

An  electronic  copy  of  the  Volume  I  was  mailed  to  nearly  100  individuals  included  on  the  Lake  Helena 
Policy  and  Technical  Advisory  Committee  mailing  lists,  together  with  a  cover  letter  providing  invitations 
to  the  March  9,  2005  Technical  Advisory  Committee  meeting  and/or  the  March  15,  2005  public 
informational  meeting.  An  electronic  copy  of  the  draft  TMDL  document  will  also  be  distributed  to  this 
same  group  via  direct  mail. 

5.11  Library  Postings 

Bound  copies  of  Volume  I  were  placed  in  the  Lewis  and  Clark  County  Library  and  the  Montana  State 
Library  in  February  2005.  Availability  of  the  document  in  the  libraries  was  noticed  on  the  MDEQ 
website  and  in  the  February  13,  2005  Independent  Record  newspaper  public  notice. 
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Introduction 


1.0  INTRODUCTION 

The  TMDL  and  water  quality  restoration  planning  process  in  Montana  involves  several  steps. 
The  first  step  consists  of  characterizing  the  environment  in  which  the  water  bodies  exist  (this 
step  is  referred  to  as  "watershed  characterization").  This  is  followed  by  developing  a  thorough 
understanding  of  the  water  quality  problem  (what  pollutant  is  causing  the  impairment  and  how  is 
the  impairment  manifested  in  the  water  body  -  referred  to  in  this  report  as  "water  quality 
impairment  status")  and  establishing  water  quality  goals  ("targets").  Once  the  water  quality 
problem  has  been  defined,  the  next  step  is  to  identify  all  significant  sources  of  pollutants 
("source  assessment").  Then,  the  maximum  load  of  a  pollutant  (for  example,  sediment,  nutrients, 
or  metals)  that  a  water  body  is  able  to  assimilate  and  still  fully  support  its  designated  uses  is 
determined  (the  total  maximum  daily  load  or  TMDL).  Next,  the  pollutant  load  is  allocated 
among  all  sources  within  the  watershed,  including  natural  sources  (i.e.,  "allocation"),  and 
voluntary  (for  nonpoint  sources)  and  regulatory  control  (for  point  sources)  measures  are 
identified  for  attaining  the  source  allocations  (i.e.,  "restoration  strategy").  Last,  a  monitoring 
plan  and  associated  corrective  feedback  loop  are  established  to  ensure  that  the  control  measures 
are  effective  at  restoring  water  quality  and  all  designated  beneficial  water  uses. 

The  actual  Total  Maximum  Daily  Load  is  typically  expressed  as  follows: 

TMDL  =  LA  +  WLA  +  MOS 

Where 

LA      =  the  load  allocation,  or  the  allocation  to  non-point  sources 
WLA  =  the  waste  load  allocation,  or  the  allocation  to  point  sources 
MOS  =  the  margin  of  safety 

Appendix  A  presents  the  TMDLs  and  associated  allocations  and  margins  of  safety  for  all  of  the 
impaired  waters  in  the  Lake  Helena  TMDL  Planning  Area  (Table  1-1).  The  water  body /pollutant 
combinations  addressed  in  Appendix  A  are  listed  in  Table  1-2.  A  summary  is  presented  in 
Section  15. 


Table  1-1.  303(d)  Listed  Streams 

Clancy  Creek 

Corbin  Creek 

Golconda  Creek 

Granite  Creek  (Austin  Creek) 

Granite  Creek  (Sevenmile  Creek) 

Jackson  Creek 

Jennie's  Fork 

Lake  Helena 

Lump  Gulch 

Middle  Fork  Warm  Springs  Creek 

North  Fork  Warm  Springs  Creek 

Prickly  Pear  Creek 

Sevenmile  Creek 

Silver  Creek 

Skelly  Gulch 

Spring  Creek 

Tenmile  Creek 

Warm  Springs  Creek 
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Table  1-2.  Water  quality  status  of  suspected  impaired  water  bodies  and  required  TMDLs  in  the 

Lake  Helena  watershed. 


Water  Body 

Name  and 

Number 

Impairment  Causes3 

Impairment 
Statusb 

Action 

Clancy  Creek, 
MT41I006  120 

Siltation/Suspended 
Solids 

Impaired 

A  TMDL  is  presented  in  Section  2.0 

Nutrients 

Not  impaired 

No  TMDL  required. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  2.0. 

Corbin  Creek, 
MT41I006_090 

Suspended  Solids 

Impaired 

A  TMDL  is  presented  in  Section  3.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  3.0. 

Temperature 

Unknown 

A  TMDL  will  not  be  written  at  this  time. 

Salinity/TDS/Chloride 

Impaired  for  salinity 
andTDS.  Not 
impaired  for 
Chloride. 

A  TMDL  will  not  be  written.  Impairments  will  be 
addressed  by  the  metals  TMDLs  (Section  3.1 ). 

Golconda  Creek, 
MT41 I006_070 

Suspended  Solids/ 
Turbidity 

Not  impaired 

No  TMDL  required. 

Metals 

Impaired 

TMDLs  for  cadmium  and  lead  are  presented  in 
Section  4.0. 

Granite  Creek, 
MT41I006_179 

No  pollutants 

NA 

No  TMDL  required. 

Granite  Creek, 
MT41I006_230 

Metals 

Unknown 
(dewatered  stream) 

A  TMDL  will  not  be  written  at  this  time. 

Jackson  Creek, 
MT41I006J90 

Sediment 

Not  impaired 

No  TMDL  required. 

Jennie's  Fork, 
MT41I006_210 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  5.0. 

Metals 

Impaired 

A  TMDL  for  lead  is  presented  in  Section  5.0. 

Lake  Helena, 
MT41I007_010 

Suspended  Solids 

Unknown 

A  TMDL  will  not  be  written  at  this  time. 

Nutrients 

Impaired 

TMDLs  for  nitrogen  and  phosphorus  are 
presented  in  Section  6.0. 

Metals 

Impaired 

TMDLs  for  arsenic  and  lead  are  presented  in 
Section  6.0. 

Temperature 

Unknown 

A  TMDL  will  not  be  written  at  this  time. 

Lump  Gulch, 
MT41I006J30 

Suspended  Solids 

Impaired 

A  TMDL  is  presented  in  Section  7.0. 

Metals 

Impaired 

TMDLs  for  cadmium,  copper,  lead,  and  zinc  are 
presented  in  Section  7.0. 

Middle  Fork 
Warm  Springs 
Creek, 
MT41I006_100 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  14.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  lead,  and  zinc  are 
presented  in  Section  14.0. 

North  Fork  Warm 
Springs  Creek, 
MT41I006_180 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  14.0. 

Low  DO,  Organic 
Enrichment 

Not  impaired 

No  TMDL  required. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  and  zinc  are 
presented  in  Section  14.0. 

Prickly  Pear 

Creek, 

MT41lu06_060 

Suspended  Solids 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Metals 

Impaired 

A  TMDL  for  lead  is  presented  in  Section  8.0. 
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Table  1-2.  Water  quality  status  of  suspected  impaired  water  bodies  and  required  TMDLs  in  the 

Lake  Helena  watershed. 


Water  Body 

Name  and 

Number 

Impairment  Causes3 

Impairment 
Status" 

Action 

Prickly  Pear 

Creek, 

MT41I006_050 

Siltation/  Suspended 
Solids 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Metals 

Impaired 

TMDLs  for  cadmium,  lead,  and  zinc  are 
presented  in  Section  8.0. 

Prickly  Pear 

Creek, 

MT41I006J340 

Siltation/  Suspended 
Solids 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  8.0. 

Temperature0 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Prickly  Pear 

Creek, 

MT41 1006_030 

Siltation/  Suspended 
Solids 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Nutrients 

Impaired 

TMDLs  for  nitrogen  and  phosphorus  are 
presented  in  Section  8.0. 

Metals 

Impaired 

TMDLs  for  arsenic  and  lead  are  presented  in 
Section  8.0. 

Temperature 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Prickly  Pear 
Creek, 
MT41I006  020 

Siltation/  Suspended 
Solids 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Nutrients 

Impaired 

TMDLs  for  nitrogen  and  phosphorus  are 
presented  in  Section  8.0. 

Total  Ammonia 

Not  impaired 

No  TMDL  required. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  and  lead  are 
presented  in  Section  8.0. 

Temperature 

Impaired 

A  TMDL  is  presented  in  Section  8.0. 

Prickly  Pear 

Creek, 

MT41I006_010 

Metals 

Not  evaluated 

TMDL  needs  will  be  addressed  as  part  of  the 
Hauser  Reservoir  TMDL. 

Sevenmile  Creek, 
MT41I006  160 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  9.0. 

Nutrients 

Impaired 

TMDLs  for  nitrogen  and  phosphorus  are 
presented  in  Section  9.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  copper,  and  lead  are 
presented  in  Section  9.0. 

Silver  Creek, 
MT41I006J50 

Metals 

Impaired 

TMDL  for  arsenic  is  presented  in  Section  10.0. 

Priority  organics 

Not  impaired 

No  TMDL  required. 

Skelly  Gulch, 
MT41I006_220 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  1 1 .0. 

Metals 

Not  impaired 

No  TMDL  required. 

Spring  Creek, 
MT41I006  080 

Suspended  Solids 

Impaired 

A  TMDL  is  presented  in  Section  12.0. 

Nutrients 

Impaired 

TMDLs  for  nitrogen  and  phosphorus  are 
presented  in  Section  12.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  12.0. 

Tenmile  Creek, 
MT41I006_141 

Siltation 

Not  impaired 

No  TMDL  required. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  13.0. 

Tenmile  Creek. 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  13.0. 

Public  Review  Draft 


A-3 


Introduction 


Appendix  A 


Table  1-2.  Water  quality  status  of  suspected  impaired  water  bodies  and  required  TMDLs  in  the 

Lake  Helena  watershed. 


Water  Body 

Name  and 

Number 

Impairment  Causes3 

Impairment 
Status" 

Action 

MT41I006J42 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  13.0. 

Tenmile  Creek, 
MT41I006   143 

Siltation 

Impaired 

A  TMDL  is  presented  in  Section  13.0. 

Nutrients 

Impaired 

TMDLs  for  nitrogen  and  phosphorus  are 
presented  in  Section  13.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  copper,  lead,  and 
zinc  are  presented  in  Section  13.0. 

Warm  Springs 

Creek, 

MT41I006_110 

Suspended  Solids/ 
Siltation 

Impaired 

A  TMDL  is  presented  in  Section  14.0. 

Metals 

Impaired 

TMDLs  for  arsenic,  cadmium,  lead,  and  zinc  are 
presented  in  Section  14.0. 

a303(d)  listed  cause  of  impairment.  See  water  body-by-water  body  discussions  in  the  following  sections  and/or  Volume  I  for  details 

regarding  303(d)  listing  history. 

""Impairment  status  is  based  on  Volume  I. 

c  Impairment  causes  that  have  not  been  reflected  on  past  303(d)  lists  but  that  were  identified  during  this  review. 
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2.0  CLANCY  CREEK 

Clancy  Creek  from  the  headwaters  to  the  mouth  (Segment  MT41I006120,  1 1.6  miles)  was 
listed  as  impaired  on  the  Montana  1996  303(d)  list  because  of  siltation,  suspended  solids, 
nutrients,  and  metals.  Aquatic  life,  coldwater  fisheries,  and  drinking  water  beneficial  uses  were 
listed  as  impaired.  In  2002  and  2004,  aquatic  life,  fishery,  and  drinking  water  beneficial  uses 
were  listed  as  impaired  because  of  arsenic,  lead,  mercury,  metals,  and  siltation.  The  additional 
analyses  and  evaluations  described  in  Volume  I  found  that  sediment  (suspended  solids  and 
siltation),  arsenic,  cadmium,  copper,  lead,  and  zinc  are  currently  impairing  aquatic  life,  fishery, 
and  drinking  water  beneficial  uses  (see  Section  3.4.1.12  of  the  Volume  I  Report).  Nutrients  are 
not  impairing  beneficial  uses,  and  therefore  no  TMDLs  will  be  presented.  There  were 
insufficient  data  to  determine  if  mercury  is  impairing  beneficial  uses. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment  and  metals  (i.e., 
arsenic,  cadmium,  copper,  lead,  and  zinc)  are  presented  in  the  following  subsections.  Supporting 
information  for  the  following  TMDLs  can  also  be  found  in  Appendix  D,  E,  and  F. 

2.1  Metals 

The  available  water  chemistry  data  suggest  that  aquatic  life  and  fish  in  Clancy  Creek  are 
impaired  by  arsenic,  cadmium,  copper,  lead,  and  zinc.  The  following  sections  present  the 
required  TMDL  elements  for  these  pollutants. 

2.1.1  Sources  of  Metals  in  the  Clancy  Creek  Watershed 

Besides  anthropogenic  sediment-associated  metals  sources,  significant  contributors  of  metals  to 
the  stream  segment  are  the  historical  mining  activities  in  the  upper  watershed.  The  source 
assessment  showed  that,  among  the  303(d)-listed  segments  in  the  Lake  Helena  TPA,  placer  mine 
tailings  are  the  most  extensive  on  Clancy  Creek.  The  headwaters  of  the  watershed  fall  within  the 
Colorado  mining  district  while  the  rest  is  within  the  Clancy  mining  district.  The  MBMG 
Abandoned  and  Inactive  Mines  database  reports  mineral  location,  placer,  underground,  and 
surface-underground  mining  activities  in  the  watershed.  The  historical  mining  types  include 
placer,  lode,  and  mill.  In  the  past  these  mines  produced  manganese,  lead,  silver,  copper,  zinc, 
and  gold.  Three  mines  in  the  headwaters — Gregory,  Argentine,  and  Crawley  Camp — are  within 
the  Colorado  district  and  are  listed  in  the  State  of  Montana's  inventory  of  High  Priority 
Abandoned  Hardrock  Mine  Sites.  The  state's  inventory  shows  at  least  10  other  mines  in  the 
headwaters  area  of  this  watershed.  Modeled  sources  and  their  metals  loadings  to  Clancy  Creek 
are  presented  in  Figure  2-1  through  Figure  2-5.  The  loading  analyses  presented  in  this  section  are 
based  on  application  of  the  LSPC  model  (see  Appendix  F). 
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Abandoned  Mines 

Natural  Sources 

Ant.  Streambank  Erosion 

Timber  Harvest 

Dirt  Roads 

Non-system  Roads 

Urban  Areas 


0    50    100   150   200   250   300   350   400   450 

Load  (Ibs/yr) 

Figure  2-1.  Sources  of  arsenic  loadings  to  Clancy  Creek. 
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Figure  2-2.  Sources  of  cadmium  loadings  to  Clancy  Creek. 
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Figure  2-3.  Sources  of  copper  loadings  to  Clancy  Creek. 
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Figure  2-4.  Sources  of  lead  loadings  to  Clancy  Creek. 
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Figure  2-5.  Sources  of  zinc  loadings  to  Clancy  Creek. 
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2.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  TMDL  is  to  attain  and  maintain  the  applicable  Montana  numeric  metals 
standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc  are 
dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by  stream 
segment.  The  target  concentrations  for  metals  in  Clancy  Creek  are  presented  in  Table  2-1 . 


Table  2-1.  Montana  numeric  surface  water  quality  standards  for  metals  in  Clancy  Creek. 


Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic)  (ug/L)" 

Human  Health 
(M9/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

2.3  at  105.6  mg/L  hardness0 

0.3  at  105.6  mg/L  hardness0 

5 

Copper  (TR) 

14.6  at  105.6  mg/L  hardness0 

9.6  at  105.6  mg/L  hardness0 

1,300 

Lead  (TR) 

86.3  at  105.6  mg/L  hardness0 

3.3  at  105.6  mg/L  hardness0 

15 

Zinc  (TR) 

126.5  at  105.6  mg/L  hardness0 

126.5  at  105.6  mg/L  hardness0 

2,000 

Note:  TR  =  total  recoverable. 

aMaximum  allowable  concentration. 

"No  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

'The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

"  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006. 


2.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safely  are  presented  in  Table  2-2  through  Table  2-6. 
Based  on  the  results  of  the  source  assessment  (Section  2.1.1),  the  recommended  implementation 
strategy  to  address  the  metals  problem  in  Clancy  Creek  is  to  reduce  metals  loadings  from 
abandoned  mines,  along  with  the  implementation  of  the  sediment  TMDLs.  As  shown  in  Table  2- 
2  through  Table  2-6,  the  hypothesis  is  that  an  overall,  watershed  scale  metals  load  reduction  of 
61,  61,  42,  54,  and  47  percent  for  arsenic,  cadmium,  copper,  lead,  and  zinc,  respectively,  will 
result  in  achievement  of  the  applicable  water  quality  standards.  The  proposal  for  achieving  the 
load  reduction  is  to  reduce  loads  from  current  mining  sources  by  73,  77,  37,  70,  and  60  percent 
for  arsenic,  cadmium,  copper,  lead,  and  zinc,  respectively. 
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2.2  Sediment 

The  available  data  suggest  that  aquatic  life  and  fish  in  Clancy  Creek  are  impaired  by 
siltation/sediment.  The  following  sections  present  the  required  TMDL  elements  for  these 
pollutants.  The  loading  analyses  presented  in  this  section  are  based  on  application  of  the  GWLF 
model  (Appendix  C)  as  well  as  the  various  assessment  techniques  described  in  Appendix  D. 
While  it  is  believed  that  they  are  adequate  for  making  relative  comparisons,  they  should  not  be 
used  directly  as  quantity  estimates. 

2.2.1  Sources  of  Sediment  in  the  Clancy  Creek  Watershed 

As  shown  in  Figure  2-6,  the  primary  anthropogenic  sources  of  sediment  in  the  Clancy  Creek 
watershed,  in  order  of  importance,  are  streambank  erosion,  timber  harvest,  unpaved  roads,  urban 
development,  and  non-system  roads/trails.  Streambank  erosion  was  primarily  caused  by  riparian 
grazing,  stream  channelization  from  road  encroachment,  historic  mine  tailings  piles,  and  channel 
encisement.  Throughout  much  of  the  segment  length,  Clancy  Creek  Road  (unpaved)  is  directly 
adjacent  to  the  stream.  The  close  proximity  of  the  road  to  the  stream  prohibits  sufficient  riparian 
buffer  width  establishment  to  intercept  road  based  sediment.  Due  to  the  lack  of  buffer  width, 
removal  of  road  shoulder  vegetation  from  road  grading  activities,  and  the  inherent  erodibility  of 
the  granitic  geology,  road  sediment  is  readily  transported  to  Clancy  Creek.  Sediment  from 
silvicultural  activities  is  largely  confined  to  mining  claims  in  the  upper  watershed  where  riparian 
buffer  width  is  insufficient  to  intercept  all  related  eroded  sediment.  Urban  development  is 
confined  within  the  downstream  area  of  the  watershed  where  new  residential  construction  is 
occurring.  Non-system  roads  and  trails  were  observed  in  the  upper  watershed.  These  roads/trails 
are  a  problematic  sediment  source  because  no  run-off  mitigation  structures  have  been 
constructed,  and  they  are  typically  located  on  steep  topography,  frequently  near  watercourses. 


Wastewater  Treatment 

User  Created  Roads 

Urban  Areas 

Unpaved  Roads 

Timber  Harvest 
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Natural  Sources 
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Figure  2-6.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Clancy  Creek  Watershed. 
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2.2.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

2.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  2-7.  Based  on  the  results  of 
the  source  assessment  (Section  2.2.1),  the  recommended  implementation  strategy  to  address  the 
sediment  problem  in  Clancy  Creek  is  to  reduce  sediment  loading  from  the  primary  anthropogenic 
sediment  sources  -  streambank  erosion,  dirt  roads,  and  timber  harvest.  As  shown  in  Table  2-7, 
the  hypothesis  is  that  an  overall,  watershed  scale  sediment  load  reduction  of  40  percent  will 
result  in  achievement  of  the  applicable  water  quality  standards.  The  proposal  for  achieving  the 
load  reduction  is  to  reduce  loads  from  current  timber  harvest,  dirt  roads,  anthropogenic  bank 
erosion,  urban  areas,  and  non-system  roads  by  97,  60,  81,  80,  and  100  percent,  respectively. 
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3.0  CORBIN  CREEK 

Corbin  Creek  from  the  headwaters  to  the  mouth  (Segment  MT41I006090,  2.5  miles)  was  listed 
as  impaired  on  the  Montana  1996  303(d)  list  because  of  suspended  solids,  metals,  pH, 
salinity/total  dissolved  solids/chlorides,  and  other  inorganics.  Aquatic  life,  coldwater  fisheries, 
agriculture,  and  drinking  water  beneficial  uses  were  listed  as  impaired.  In  2002  and  2004, 
aquatic  life,  fishery,  agriculture,  industrial,  recreational,  and  drinking  water  beneficial  uses  were 
listed  as  impaired  because  of  metals,  pH,  suspended  solids,  and  thermal  modifications.  The 
additional  analyses  and  evaluations  described  in  Volume  I  found  that  sediment  (suspended 
solids),  arsenic,  cadmium,  copper,  lead,  zinc,  and  salinity/TDS  are  currently  impairing  aquatic 
life,  fishery,  and  drinking  water  beneficial  uses  (see  Section  3.4.1.7  of  the  Volume  I  Report). 
There  were  insufficient  credible  data  to  determine  if  thermal  modifications  are  impairing 
beneficial  uses.  Additional  monitoring  for  temperature  is  proposed  in  Appendix  H. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment,  metals  (i.e., 
arsenic,  cadmium,  copper,  lead,  and  zinc),  and  salinity/TDS  are  presented  in  the  following 
subsections.  Supporting  information  for  the  following  TMDLs  can  also  be  found  in  Appendix  D, 
E, and  F. 

3.1  Metals 

The  available  water  chemistry  data  suggest  that  aquatic  life  and  fish  in  Corbin  Creek  are 
impaired  by  arsenic,  cadmium,  copper,  lead,  and  zinc.  The  following  sections  present  the 
required  TMDL  elements  for  these  pollutants.  The  loading  analyses  presented  in  this  section  are 
based  on  application  of  the  LSPC  model  (see  Appendix  F). 

3.1.1  Sources  of  Metals  in  the  Corbin  Creek  Watershed 

Besides  anthropogenic  sediment-associated  metals  sources,  historical  hard  rock  mining  activities 
in  the  watershed  are  significant  contributors  of  metals  to  Corbin  Creek.  Most  of  the  drainage 
area  falls  within  the  Colorado  mining  district  of  Montana,  with  a  small  part  of  the  headwaters  in 
the  Clancy  district.  The  MBMG  Abandoned  and  Inactive  Mines  database  reports  mineral 
location,  surface,  surface-underground,  and  underground  mining  activities  in  the  watershed.  The 
historical  mining  types  include  placer  mining.  In  the  past,  these  mines  produced  copper,  silver, 
lead,  zinc,  and  gold.  Two  of  the  mines  in  the  basin  are  listed  in  the  State  of  Montana's  inventory 
of  High  Priority  Abandoned  Hardrock  Mine  Sites:  Bertha  and  Alta  mines  -  both  in  the  Colorado 
mining  district  portion  of  the  watershed.  As  was  mentioned,  recent  mine  reclamation  efforts 
have  taken  place  in  the  watershed.  In  2000,  approximately  1 54,000  cubic  yards  of  spoil  were 
removed  from  the  drainage.  Several  portals  and  a  deep  vertical  shaft  were  sealed.  A  repository 
approximately  of  eight  acres  in  size  was  constructed  on  a  ridge  adjacent  to  the  site  and  the  spoil 
was  encapsulated  in  an  impervious  liner  and  buried  to  eliminate  any  leaching  into  the  surface  or 
underground  water  systems.  The  entire  site  was  re-seeded  with  a  native  grass  mixture.  Modeled 
sources  and  their  metals  loadings  to  Corbin  Creek  are  presented  in  Figure  3-1  through  Figure  3- 
5. 
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Figure  3-1.  Sources  of  arsenic  loadings  to  Corbin  Creek. 
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Figure  3-2.  Sources  of  cadmium  loadings  to  Corbin  Creek. 
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Figure  3-3.  Sources  of  copper  loadings  to  Corbin  Creek 
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Figure  3-4.  Sources  of  lead  loadings  to  Corbin  Creek. 
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Figure  3-5.  Sources  of  zinc  loadings  to  Corbin  Creek. 
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3.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  metals  TMDLs  is  to  attain  and  maintain  the  applicable  Montana  numeric 
metals  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc 
are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by 
stream  segment.  The  target  concentrations  for  metals  in  Corbin  Creek  are  presented  in  Table  3- 

1. 


Table  3-1.  Montana  numeric  surface  water  quality  standards  for  metals  in 

Spring  Creek. 

Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic)  (ug/L)° 

Human  Health 
(ug/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

8.95  at  400  mg/L  hardness0 

0.75  at  400  mg/L  hardness0 

5 

Copper  (TR) 

51 .0  at  400  mg/L  hardness0 

29.8  at  400  mg/L  hardness0 

1,300 

Lead  (TR) 

468.3  at  400  mg/L  hardness0 

18.2  at  400  mg/L  hardness0 

15 

Zinc  (TR) 

392.6  at  400  mg/L  hardness0 

392.6  at  400  mg/L  hardness0 

2,000 

Note:  TR  =  total  recoverable. 

aMaximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

"  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006. 


3.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  1-1  through  Table  3-6. 
Based  on  the  results  of  the  source  assessment  (Section  3.1.1),  the  recommended  implementation 
strategy  to  address  the  metals  problem  in  Corbin  Creek  is  to  continue  to  reduce  metals  loadings 
from  historical  mining  sites  in  the  watershed,  along  with  the  implementation  of  the  sediment 
TMDLs.  As  shown  in  Table  1-1  through  Table  3-6,  the  hypothesis  is  that  an  overall,  watershed 
scale  metals  load  reduction  of  25,  97,  89,  66,  and  97  percent  for  arsenic,  cadmium,  copper,  lead, 
and  zinc,  respectively,  will  result  in  achievement  of  the  applicable  water  quality  standards.  The 
proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  historical  mining  sources  by  23, 
98,  92,  73,  and  99  percent  for  arsenic,  cadmium,  copper,  lead,  and  zinc,  respectively.  These 
loads  and  corresponding  load  reductions  represent  water  quality  conditions  based  on  based  on 
limited  water  quality  data  taken  on  the  summer  of  2003. 
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3.2  Salinity/Total  Dissolved  Solids 

As  discussed  in  Section  3.1,  beneficial  uses  in  Corbin  Creek  are  impaired  by  metals,  and  load 
reductions  are  necessary  to  meet  water  quality  standards.  The  Volume  I  report  also  found  that 
salinity/total  dissolved  solids  (TDS)  are  impairing  beneficial  uses  in  Corbin  Creek.  However, 
the  reason  for  the  salinity /TDS  impairment  appears  to  be  due  primarily  to  dissolved  metal 
concentrations.  Metals  are  usually  one  small  portion  of  the  total  dissolved  solids  in  a  stream. 
However,  high  metals  concentrations  (as  seen  in  Corbin  Creek)  also  result  in  elevated  total 
dissolved  solids  and  salinity.  The  metals  data  for  Corbin  Creek  show  that  trace  metals  make  up 
an  unusually  large  proportion  of  the  total  dissolved  solids  in  Corbin  Creek.  Arsenic,  cadmium, 
copper,  lead,  and  zinc  make  up  almost  2  percent  of  the  total  dissolved  solids  in  the  stream  -  three 
orders  of  magnitude  more  than  in  other  surveyed  streams  in  the  Lake  Helena  watershed  (see 
Volume  I  report).  Iron  (although  not  sampled)  is  also  most  likely  very  high  as  well,  because  red 
precipitates  were  noted  in  the  stream  during  sampling. 

This  evidence,  combined  with  the  lack  of  traditional  salinity/TDS  sources  (e.g.,  saline  seeps, 
irrigation  returns,  or  oil/gas  wells)  suggests  that  metals  concentrations  in  Corbin  Creek  are  the 
primary  cause  of  the  salinity/TDS  impairment.  As  such,  there  is  no  need  at  this  time  for  a 
salinity/TDS  TMDL,  as  the  salinity  impairment  should  be  addressed  with  the  metals  TMDLs 
(see  Section  3.1). 

3.3  Sediment 

The  available  data  suggest  that  aquatic  life  and  fish  in  Corbin  Creek  are  impaired  by 
siltation/sediment.  The  following  sections  present  the  required  TMDL  elements  for  these 
pollutants.  The  loading  analyses  presented  in  this  section  are  based  on  application  of  the  GWLF 
model  (Appendix  C)  as  well  as  the  various  assessment  techniques  described  in  Appendix  D. 
While  it  is  believed  that  the  resulting  load  estimates  are  adequate  for  making  relative 
comparisons,  they  should  not  be  used  directly  as  quantity  estimates. 

3.3.1  Sources  of  Sediment  in  the  Corbin  Creek  Watershed 

As  shown  in  Figure  3-1,  the  primary  anthropogenic  sources  of  sediment  in  the  Corbin  Creek 
watershed,  in  order  of  sediment  load  are:  unpaved  roads,  anthropogenic  streambank  erosion, 
abandoned  mines,  timber  harvest,  and  non-system  roads/trails. 

Throughout  much  of  its  segment  length,  Corbin  Creek  Road  (unpaved)  is  directly  adjacent  to  the 
stream.  The  close  proximity  of  the  road  to  the  stream  channel,  combined  with  a  lack  of  any 
significant  riparian  vegetation  in  the  lower  watershed  results  in  large  quantities  road  based 
sediment  being  delivered  to  the  stream.  Additionally,  a  large  portion  of  the  total  road  length  in 
the  watershed  is  steep  and  generates  significant  sediment  loads.  However,  between  the 
preliminary  source  assessment  in  2003  and  the  secondary  source  assessment  conducted  during 
the  summer  of  2005,  a  steep  "switch-back"  section  of  road  was  graveled,  helping  to  reduce 
erosion.  Nonetheless,  additional  lengths  of  steep,  un-graveled  road  grade  are  present  and 
continue  to  deliver  sediment  and  in  isolated  locations  in  the  upper  watershed  large  gullies  have 
developed. 
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Observed  streambank  erosion  throughout  this  segment  is  largely  the  result  of  riparian  grazing, 
stream  channelization  and  historic  mining  activity.  Abandoned  mines  contribute  16  percent  of 
the  total  Corbin  Creek  anthropogenic  sediment  load.  This  load  is  related  to  two  abandoned 
mines,  the  Blackjack  and  the  Bertha,  which  is  a  high  priority  mine  partially  reclaimed  by 
Montana  DEQ.  Model  results  indicate  Bertha  continues  to  produce  notable  sediment  quantities. 
Minimal  timber  harvest  activities  are  occurring  in  the  Corbin  watershed,  but  modeled  data 
suggest  that  active  sediment  delivery  is  occurring.  Sediment  from  silviculrural  activities  is 
largely  confined  to  mining  claims  in  the  central  watershed.  Non-system  roads/trails  were 
observed  in  the  central  and  upper  watershed,  these  are  mostly  related  to  historic  mining  activity. 
These  roads/trails  are  a  problematic  sediment  source  because  they  are  typically  located  in  steep 
topography  where  run-off  diversion  structures  were  not  constructed. 


Wastew  ater  Treatment 

User  Created  Roads 
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Unpaved  Roads 

Timber  Harvest 

Septic  Systems 

Paved  Roads 

Natural  Sources 

Irrigation 
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Figure  3-1.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Corbin  Creek  Watershed. 
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3.3.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

3.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  3-7.  Based  on  the  results  of 
the  source  assessment  (Section  3.3.1),  the  recommended  implementation  strategy  to  address  the 
siltation  problem  in  Corbin  Creek  is  to  reduce  sediment  loading  from  the  primary  anthropogenic 
sediment  sources  -  unpaved  roads,  anthropogenic  streambank  erosion,  abandoned  mines,  timber 
harvest,  and  non-system  roads.  As  shown  in  Table  3-7,  the  hypothesis  is  that  an  overall, 
watershed  scale  sediment  load  reduction  of  23  percent  will  result  in  achievement  of  the 
applicable  water  quality  standards.  The  proposal  for  achieving  the  load  reduction  is  to  reduce 
loads  from  current  unpaved  roads,  anthropogenic  streambank  erosion,  abandoned  mines,  timber 
harvest,  and  non-system  roads  by  60,  92,  79,  97,  and  100  percent,  respectively. 
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4.0  GOLCONDA  CREEK 

Golconda  Creek  from  the  headwaters  to  the  mouth  (Segment  MT41I006070,  3.7  miles)  was 
listed  as  impaired  on  the  Montana  1996  303(d)  list  because  of  metals,  suspended  solids, 
turbidity,  and  unknown  toxicity.  Aquatic  life,  coldwater  fisheries,  and  drinking  water  beneficial 
uses  were  listed  as  impaired.  In  2002  and  2004,  aquatic  life,  fishery,  and  drinking  water 
beneficial  uses  were  listed  as  impaired  because  of  metals.  The  additional  analyses  and 
evaluations  described  in  Volume  I  found  that  sediment  (suspended  solids  and  turbidity), 
cadmium  and  lead  are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial 
uses  (see  Section  3.4.1.6  of  the  Volume  I  Report). 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment  and  metals  (i.e., 
cadmium,  copper,  lead,  and  zinc)  are  presented  in  the  following  subsections.  Supporting 
information  for  the  following  TMDLs  can  also  be  found  in  Appendix  D,  E,  and  F. 

4.1  Metals 

The  limited  water  chemistry  data  suggest  that  Golconda  Creek  is  impaired  by  cadmium  and  lead. 
TMDLs  are  presented  in  the  following  sections  to  address  the  cadmium  and  lead  impairments. 
The  loading  analyses  presented  in  this  section  are  based  on  application  of  the  LSPC  model  (see 
Appendix  C). 

4.1.1  Sources  of  Metals  in  the  Golconda  Creek  Watershed 

Besides  anthropogenic  sediment-associated  metals  sources,  relevant  sources  of  metals  in  the 
stream  are  the  historical  mining  activities  in  the  watershed.  During  source  assessment  efforts, 
old  mining  areas  were  observed  in  tributary  drainages  to  the  west  of  the  main  stem  of  Golconda 
Creek,  and  significant  mining  disturbances  were  observed  on  private  lands  near  the  main  stem. 
The  entire  drainage  area  of  the  stream  falls  within  the  Alhambra  mining  district  of  Montana.  The 
MBMG  Abandoned  and  Inactive  Mines  database  reports  surface-underground,  prospect,  and 
underground  mining  activities  in  the  watershed.  The  historical  mining  types  include  lode 
mining.  In  the  past  these  mines  produced  copper,  silver,  lead,  gold,  and  zinc.  The  State  of 
Montana's  inventory  of  mine  sites  shows  three  mines  in  the  drainage:  Buckeye,  Golconda,  and 
Big  Chief.  The  last  of  these  three  is  closest  to  the  stream  and  once  produced  lead,  zinc,  gold,  and 
silver.  None  of  the  mines  in  the  basin  is  listed  in  the  State  of  Montana's  inventory  of  High 
Priority  Abandoned  Hardrock  Mine  Sites.  Modeled  sources  and  their  metals  loadings  to 
Golconda  Creek  are  presented  in  Figure  4-1  and  Figure  4-2. 
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Figure  4-1.  Sources  of  cadmium  loadings  to  Golconda  Creek. 
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Figure  4-2.  Sources  of  lead  loadings  to  Golconda  Creek. 
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4.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  metals  TMDLs  is  to  attain  and  maintain  the  applicable  Montana  numeric 
metals  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc 
are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by 
stream  segment.  The  target  concentrations  for  metals  in  the  Golconda  Creek  are  presented  in 
Table  4-1. 


Table  4-1.  Montana  numeric  surface  water  quality  standards  for  metals  in  Golconda  Creek. 

Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic)  (ug/L)D 

Human  Health 

(ug/L)a 

Cadmium  (TR) 

0.8  at  38.5  mg/L  hardness0 

0.1  at  38.5  mg/L  hardness0 

5 

Lead  (TR) 

23.9  at  38.5  mg/L  hardness0 

0.9  at  38.5  mg/L  hardness0 

15 

Note:  TR  =  total  recoverable. 

"Maximum  allowable  concentration. 

"No  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 


4.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  4-2  and  Table  4-3.  Based  on 
the  results  of  the  source  assessment  (Section  4.1.1),  the  recommended  implementation  strategy  to 
address  the  metals  problem  in  Golconda  Creek  is  to  reduce  metals  loadings  from  historical 
mining  sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs.  As 
shown  in  Table  4-2  and  Table  4-3,  the  hypothesis  is  that  an  overall,  watershed  scale  metals  load 
reduction  of  41  and  77  percent  for  cadmium  and  lead  respectively  will  result  in  achievement  of 
the  applicable  water  quality  standards.  Golconda  Creek  already  meets  applicable  water  quality 
standards  for  arsenic,  copper,  and  zinc.  The  proposal  for  achieving  the  load  reduction  is  to 
reduce  loads  from  historical  mining  sources  by  49  and  92  percent  for  cadmium  and  lead. 
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5.0  JENNIES  FORK  FROM  THE  HEADWATERS  TO  THE  MOUTH 

Jennie's  Fork  from  the  headwaters  to  the  mouth  (Segment  MT4 1 10062 1 0,  1.2  miles)  was  listed 
as  impaired  on  the  Montana  1996  303(d)  list  because  of  siltation  and  metals.  Aquatic  life, 
coldwater  fisheries,  and  drinking  water  beneficial  uses  were  listed  as  impaired.  In  2002  and 
2004,  there  were  insufficient  credible  data  to  evaluate  beneficial  uses.  The  additional  analyses 
and  evaluations  described  in  Volume  I  found  that  sediment  (siltation)  and  lead  are  currently 
impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see  Section  3.4.3.1  of  the 
Volume  I  Report). 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment  and  lead  are 
presented  in  the  following  subsections.  Supporting  information  for  the  following  TMDLs  can 
also  be  found  in  Appendix  D,  E,  and  F. 

5.1  Metals 

The  limited  water  column  samples  suggest  that  Jennie's  Fork  is  impaired  by  lead.  A  TMDL  is 
presented  in  the  following  sections  to  address  the  lead  impairment.  The  loading  analyses 
presented  in  this  section  are  based  on  application  of  the  LSPC  model  (see  Appendix  C). 

5.1.1  Sources  of  Metals  in  the  Jennie's  Fork  Watershed 

Besides  anthropogenic  sediment-associated  metals  sources,  significant  contributors  of  metals  to 
the  stream  segment  are  historical  hard  rock  mining  activities  in  the  upper  watershed.  The 
watershed  falls  within  the  Marysville  mining  district.  The  MBMG  Abandoned  and  Inactive 
Mines  database  reports  mineral  location  mining  activities  in  the  watershed.  The  historical 
mining  type  is  lode  mining.  In  the  past  these  mines  produced  gold,  silver,  and  lead.  One  mine  in 
the  watershed,  Bald  Mountain,  is  listed  in  the  State  of  Montana's  inventory  of  High  Priority 
Abandoned  Hardrock  Mine  Sites.  During  the  source  assessment  conducted  by  EPA  in  2003  as  a 
part  of  the  TMDL  project,  it  was  learned  that  Jennie's  Fork's  point  of  origin  is  a  mine  shaft  on 
Mount  Belmont.  The  state  has  conducted  significant  reclamation  work  at  this  location  and 
mining  was  active  at  this  particular  site  until  the  late  1990s.  Modeled  sources  and  their  lead 
loadings  to  Jennie's  Fork  are  presented  in  Figure  5-1. 
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Abandoned  Mines 

Natural  Sources 

Dirt  Roads 

Timber  Harvest 

Ant.  Streambank  Erosion 

Non-system  Roads 

Urban  Areas 


0  12  3  4  5  6  7 

Load  (Ibs/yr) 

Figure  5-1.  Sources  of  lead  loadings  to  Jennie's  Fork. 


10 


5.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  lead  TMDL  is  to  attain  and  maintain  the  applicable  Montana  numeric 
standard.  Montana  water  quality  metals  standards  for  lead  are  dependent  on  in-stream  ambient 
water  hardness  concentrations  and  can  therefore  vary  by  stream  segment.  The  target 
concentrations  for  metals  in  Jennie's  Fork  are  presented  in  Table  5-1. 


Table  5-1.  Montana  numeric  surface  water  quality  standards  for  metals  in  Jennie's  Fork. 

Parameter 

Aquatic  Life  (acute) 
(M9/Lf 

Aquatic  Life  (chronic)  (ug/L)b 

Human  Health 

(pg/L)a 

Lead  (TR) 

1 1 8.7  at  1 35.8  mg/L  hardnessc 

4.6  at  at  135.8  mg/L  hardness0 

15 

Note:  TR  =  total  recoverable. 

'Maximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

cThe  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 


5.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  5-2.  Based  on  the  results  of 
the  source  assessment  (Section  5.1.1),  the  recommended  implementation  strategy  to  address  the 
metals  problem  in  Jennie's  Fork  is  to  reduce  metals  loadings  from  historical  mining  sites  in  the 
watershed,  along  with  the  implementation  of  the  sediment  TMDLs.  As  shown  in  Table  5-2,  the 
hypothesis  is  that  an  overall,  watershed  scale  metals  load  reduction  of  46  percent  for  lead  will 
result  in  achievement  of  the  applicable  water  quality  standards.  Jennie's  Fork  already  meets 
applicable  water  quality  standards  for  arsenic,  cadmium,  copper  and  zinc.  The  proposal  for 
achieving  the  load  reduction  is  to  reduce  loads  from  mining  sources  by  57  percent  for  lead. 
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5.2  Sediment 

Based  on  the  weight  of  evidence,  cold-water  fishery  and  aquatic  life  beneficial  uses  in  Jennie's 
Fork  are  impaired  by  siltation  (see  Volume  I  Report).  A  TMDL  is  presented  in  the  following 
sections  to  address  the  siltation  impairment.  The  loading  analyses  presented  in  this  section  are 
based  on  application  of  the  GWLF  model  (Appendix  C)  as  well  as  the  various  assessment 
techniques  described  in  Appendix  D.  While  it  is  believed  that  the  resulting  load  estimates  are 
adequate  for  making  relative  comparisons,  they  should  not  be  used  directly  as  quantity  estimates. 

5.2.1  Sources  of  Sediment  in  the  Jennies  Fork  Watershed 

As  shown  in  Figure  5-2,  the  primary  anthropogenic  sources  of  sediment  in  the  Jennies  Fork 
watershed,  in  order  of  sediment  load  are  unpaved  roads,  timber  harvest,  non-system  roads,  and 
anthropogenic  streambank  erosion. 

The  Jennies  Fork  watershed  has  a  high  road  density  related  to  the  town  of  Marysville,  historic 
mining  activity  and  the  Great  Divide  ski  area  (all  unpaved  roads).  During  the  sediment  source 
assessment  significant  quantities  of  sediment  were  observed  entering  Jennies  Fork  from  the  ski 
area  parking  lot  during  spring  snowmelt  run-off  from  the  area's  ski  runs.  Timber  harvest 
activities  have  occurred  throughout  the  upper  watershed  on  mining  claims  and  for  the  creation  of 
ski  runs  at  Great  Divide.  Non-system  roads  are  associated  with  ski  area  and/or  historic  mining 
activities.  Anthropogenic  streambank  erosion  in  this  segment  is  largely  the  result  of  grazing 
impacts,  road  encroachment,  stream  channelization  and  historic  mining  activity. 


Wastewater  Treatment 

User  Created  Roads 

Urban  Areas 

Unpaved  Roads 

Timber  Harvest 

Septic  Systems 

Paved  Roads 

Natural  Sources 

Irrigation 
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Agriculture 
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Figure  5-2.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Jennies  Fork  Watershed. 
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5.2.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

5.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  5-3.  Based  on  the  results  of 
the  source  assessment  (Section  5.2.1),  the  recommended  implementation  strategy  to  address  the 
siltation  problem  in  Jennies  Fork  is  to  reduce  sediment  loading  from  the  primary  anthropogenic 
sediment  sources  -  unpaved  roads,  timber  harvest,  non-system  roads  anthropogenic  streambank 
erosion.  As  shown  in  Table  5-3,  the  hypothesis  is  that  an  overall,  watershed  scale  sediment  load 
reduction  of  27  percent  will  result  in  achievement  of  the  applicable  water  quality  standards.  The 
proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  current  unpaved  roads,  timber 
harvest,  non-system  roads,  and  anthropogenic  streambank  erosion  by  60,  97,  100,  and  44 
percent,  respectively. 
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Allocation 


Table  5-3.  TMDL,  Allocations,  and  Margin  of  Safety  for  Jennies  Fork  -  Siltation. 


Source 
Category 


Current 
Load 

(tons/yr) 


% 
Reduction 


Allocation 
(tons/yr) 


Rationale/  Assumptions 


Uncertainty 


Current  Timber 
Harvest 


17 


97 


0.5 


It  is  assumed  that  sediment  loading 
levels  from  currently  harvested 
areas  will  return  to  levels  similar  to 
undisturbed  full-growth  forest 
through  natural  recovery. 


Even  with  full  BMP 
implementation,  minor 
quantities  of  sediment 
may  be  delivered  in 
isolated  locations. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Unpaved  Roads 


136 


60 


54.4 


It  is  assumed  that  no  BMPs  are 
currently  in  place.   It  is  further 
assumed  that  all  necessary  and 
appropriate  BMPs  will  be  employed 
resulting  in  an  average  sediment 
load  reduction  of  60%  (See 
Appendix  D). 


The  assumption  that  no 
BMPs  are  currently  in 
place  may  not  be  valid. 
Therefore,  the 
estimated  load  and 
load  reduction  may  be 
an  overestimate. 


Non-system 
Roads 


13 


100 


All  non-system  roads  should  be 
closed  and  reclaimed. 


Load 
Allocation 


It  may  not  be  practical 
or  possible  to  reclaim 
all  non-system  roads. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Anthropogenic 

Streambank 

Erosion 


44 


1.7 


It  is  estimated  that  there  are  0.2 
miles  of  eroding  streambanks  (2  x 
channel  length)  in  the  watershed 
caused  by  a  variety  of  human 
activities.  It  is  assumed  that 
streambank  erosion  will  be  returned 
to  reference  levels  based  on  BEHI 
values. 


It  may  not  be  practical 
or  possible  to  restore 
all  areas  of  human- 
caused  stream  bank 
erosion  to  reference 
levels.  Therefore,  this 
load  reduction  may  be 
an  overestimate. 


Total  -  All 
Anthropogenic 
Nonpoint 
Sources 


Natural  Sources 


249 


249 


It  is  assumed  that  the  sediment 
loads  from  all  other  source 
categories  are  natural  in  origin 
and/or  negligible 


The  loads  from  these 
sources  are  not  all 
entirely  natural.  There 
is  likely  a  small 
(negligible)  increment 
of  loading  caused  by 
human-activities  that 
could  be  controlled. 


Wasteload 
Allocation 


Ail  Point 
Sources 


There  are  no  point  sources  of  sediment  in  the  Jennies  Fork  Watershed 


Margin  of 
Safety 


NA 


Conservative  assumptions  were  used  in  all  modeling 
exercises  and  modeled  data  extrapolation. 


Total1 


418 


27 


306 


The  total  maximum  daily  load  can  be  expressed  as  the  percent  reduction  or  the  total  allocation  presented  in  this  row. 
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6.0  LAKE  HELENA 

Lake  Helena  (Segment  MT41I007_010)  was  listed  as  impaired  because  of  metals,  nutrients, 
suspended  solids,  and  thermal  modifications  on  the  Montana  1996  303(d)  list.  Aquatic  life, 
coldwater  fisheries,  and  recreation  uses  were  the  listed  impaired  beneficial  uses.  On  subsequent 
303(d)  lists  (2000,  2002,  and  2004),  lead  and  arsenic  were  the  only  listed  causes  of  impairment, 
and  only  for  drinking  water  uses.  Reassessment  of  the  listed  pollutants  using  a  weight  of 
evidence  approach  found  that  metals  are  impairing  aquatic  life  and  fishery  beneficial  uses.  There 
was  insufficient  information  to  determine  if  suspended  solids  and  thermal  modifications  are 
impairing  beneficial  uses  (see  Volume  I  report).  Conceptual  restoration  strategies  and  the 
required  TMDL  elements  for  metals  are  presented  in  the  following  subsections. 

Available  data  also  suggests  that  nutrients  are  decreasing  water  clarity  and  increasing  the 
incidence  of  algal  blooms  in  Lake  Helena.  However,  insufficient  data  are  available  to  determine 
the  nutrient  concentration  threshold,  above  which  beneficial  uses  in  Lake  Helena  would  be 
impaired.  Given  that  model  simulations  indicate  that  nutrient  loading  in  the  Lake  Helena 
Watershed  is  increasing,  and  water  quality  conditions  are  predicted  to  deteriorate,  a  pro-active 
TMDL  is  presented  herein  for  nutrients  in  Lake  Helena.  As  described  below,  an  adaptive 
management  strategy  is  proposed  to  revise  the  Lake  Helena  nutrient  TMDL  in  the  future  based 
on  future  data  collection  efforts. 

6.1  Metals 

The  limited  water  chemistry  data  suggest  that  Lake  Helena  is  impaired  by  arsenic  and  lead. 
TMDLs  are  presented  in  the  following  sections  to  address  the  arsenic  and  lead  impairments.  The 
loading  analyses  presented  in  this  section  are  based  on  application  of  the  LSPC  model  (see 
Appendix  F). 

6.1.1  Sources  of  Metals  in  the  Lake  Helena  Watershed 

Waterborne  contaminants  originating  within  many  of  the  303(d)  listed  stream  drainages  are 
ultimately  transported  to  Lake  Helena.  Metals  sources  for  most  of  these  major  tributaries  are 
summarized  in  Chapters  2,  3,  4,  5,  7,  8,  9,  10,  11,  12,  13,  and  14  of  this  Appendix  (Appendix  A). 
Local  sediment  sources  also  contribute  to  an  increase  in  arsenic  loading  to  Lake  Helena.  In 
addition,  contaminated  bottom  sediment  is  a  potential  metals  source.  These  sources  are 
discussed  in  Appendix  F  (LSPC  modeling)  and  Appendix  C  of  the  Volume  I  Report.  Modeled 
sources  and  their  metals  loadings  to  Lake  Helena  are  presented  in  Figure  6-1  and  Figure  6-2. 

6.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  metals  TMDLs  is  to  attain  and  maintain  the  applicable  Montana  numeric 
metals  standards.  Montana  water  quality  metals  standards  for  lead  is  dependant  on  the  ambient 
water  hardness  and  can  therefore  vary  by  water  body.  The  target  concentrations  for  metals  in 
Lake  Helena  are  presented  in  Table  6-1. 
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Table  6-1.  Montana  numeric  surface  water  quality  standards  for  metals  in  Lake  Helena. 


Parameter 

Aquatic  Life  (acute) 

(ug/L)a 

Aquatic  Life  (chronic)  (ug/L)'' 

Human  Health 

(ug/Lf 

Arsenic  (TR) 

340 

150 

10d 

Lead  (TR) 

157.6  at  169.7  mg/L  hardness0 

6.1  at  169.7  mg/L  hardness0 

15 

Note:  TR  =  total  recoverable. 

aMaximum  allowable  concentration. 

""No  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

cThe  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

"  The  human  health  standard  for  arsenic  is  currently  1 8  ug/L.  but  will  change  to  1 0  ug/L  in  2006. 


Abandoned  Mines 

Natural  Sources 

Agriculture 

Dirt  Roads 

Ant.  Streambank  Erosion 

Timber  Harvest 

NPDES  Permitted 

Urban  Areas 

Quarries 

Non-system  Roads 


0         1000     2000     3000     4000     5000     6000     7000     8000     9000 

Load  (Ibs/yr) 

Figure  6-1.  Sources  of  arsenic  loadings  to  Lake  Helena. 
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Abandoned  Mines 

Natural  Sources 

Agriculture 

Dirt  Roads 

Ant.  Streambank  Erosion 

Timber  Hanest 

NPDES  Permitted 

Urban  Areas 

Quarries 

Non-system  Roads 


0  1000  2000  3000  4000  5000  6000 

Load  (Ibs/yr) 

Figure  6-2.  Sources  of  lead  loadings  to  Lake  Helena. 


6.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations,  and  margin  of  safety  are  presented  in  Table  1-1  and  Table  6-3.  Based 
on  the  results  of  the  source  assessment  (Section  6.1.1)  the  recommended  implementation  strategy 
to  address  the  metals  problem  in  Lake  Helena  is  to  reduce  metals  loadings  from  historical  mining 
sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs.  As  shown  in 
Table  1-1  and  Table  6-3,  the  hypothesis  is  that  an  overall,  watershed  scale  metals  load  reduction 
of  61  and  66  percent  for  arsenic  and  lead,  respectively,  will  result  in  achievement  of  the 
applicable  water  quality  standards.  Lake  Helena  already  meets  applicable  water  quality 
standards  for  cadmium,  copper,  and  zinc.  The  proposal  for  achieving  the  load  reduction  is  to 
reduce  loads  from  mining  sources  by  68  and  77  percent  for  arsenic  and  lead. 
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6.2  Nutrients 

6.2.1  Limiting  Nutrient 

Nitrogen  and  phosphorus  are  the  two  elements  most  commonly  limiting  algal  growth  in  lakes 
and  streams.  Some  indication  of  whether  nitrogen  or  phosphorus  is  growth  limiting  may  be 
obtained  by  determining  the  weight  ratio  of  the  appropriate  forms  of  nitrogen  and  phosphorus 
found  in  a  river  or  lake,  and  comparing  that  with  the  stoichiometric  ratio  required  for  growth. 
Where  the  ratio  of  nitrogen  to  phosphorus  is  greater  than  15:1,  phosphorus  is  more  likely  limiting 
than  nitrogen.  If  the  ratio  is  less  than  5:1,  nitrogen  is  more  likely  limiting  than  phosphorus.  If 
the  ratio  is  less  than  15  but  greater  than  5,  either  N  or  P  could  be  limiting,  or  an  N  and  P  co- 
limitation  could  be  present.  For  assessing  nutrient  limitations  in  streams,  the  N:P  ratios  are 
usually  computed  on  the  basis  of  the  soluble  inorganic  forms  of  N  and  P  (i.e.  TSIN:SRP).  For 
lakes,  nutrient  ratios  are  commonly  computed  on  the  basis  of  the  total  forms  of  N  and  P.  This  is 
because  nutrients  may  cycle  in  lakes  and  become  soluble  over  time  or  under  certain  physical  and 
chemical  conditions.  Total  N  and  total  P  relate  better  overall  to  seasonal  and  lake  wide 
productivity. 

It  is  important  to  know  which  nutrient  is  limiting  such  that  control  efforts  can  focus  on  the 
nutrient  most  likely  causing  the  beneficial  use  impairments. 

A  review  was  performed  of  the  available  nitrogen  and  phosphorus  data  for  Lake  Helena.  Four 
water  column  samples  collected  by  the  Montana  Department  of  Environmental  Quality  in  early 
August  2002  showed  an  average  total  N  to  total  P  ratio  of  9.6:1,  with  a  range  from  8.5  to  10.3. 
Four  samples  collected  by  Land  &  Water  Consulting  in  late  August  2003  showed  a  TN:TP  ratio 
of  2.7:1,  with  a  range  of  2.6  to  2.8.  Three  additional  samples  collected  by  Land  &  Water  during 
runoff  conditions  in  late  June  2003  showed  a  TN:TP  ratio  of  9.3:1  with  a  range  of  7.8  to  10.2.  A 
fourth  sample  collected  near  the  lake  inlet  produced  a  ratio  of  50.5:1  due  to  a  very  low  total  P 
measurement,  which  may  have  been  in  error. 

The  Lake  Helena  nutrient  ratio  data  presented  above  point  to  a  conclusion  that  algae  growth  in 
the  lake  is  either  nitrogen  limited  (August  2003),  or  N  and/or  P  limited  (August  2002,  June 
2003).  Based  on  these  total  nutrient  ratio  data,  it  can  be  concluded  that  the  lake  is  not 
overwhelmingly  phosphorus  limited.  Computing  the  N:P  ratios  using  the  soluble  inorganic 
nutrient  fractions  suggests  a  stronger  nitrogen  limitation  in  Lake  Helena,  rather  than  a  co-  or  P- 
limitation. 

In  the  absence  of  a  strong  case  for  either  N  or  P  limitation,  TMDLs  are  presented  below  for  both 
nitrogen  and  phosphorus. 
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6.2.2  Nitrogen 

6.2.2.1  Sources  of  Nitrogen  in  the  Lake  Helena  Watershed 

At  the  watershed  scale  (i.e.,  the  entire  Lake  Helena  Watershed),  septic  systems  (28  percent), 
return  flows  from  the  Helena  Valley  Irrigation  System  (17  percent),  municipal  wastewater 
treatment  facilities  ( 1 1  percent),  and  urban  areas  (9  percent)  comprise  the  most  significant 
sources  of  total  nitrogen  (TN)  (Figure  6-3).  Also,  in  localized  areas,  TN  loading  from 
agricultural  and  single  family  residential  sources  may  be  far  more  significant  than  this  source 
category  appears  to  be  at  the  watershed  scale. 

6.2.2.2  Water  Quality  Goals/Targets 


Insufficient  data  are  currently  available  to 
establish  TN  targets  for  Lake  Helena.  A 
strategy  to  establish  targets  in  the  future  is 
presented  in  Volume  II,  Section  3.2.3. 

6.2.2.3  Total  Maximum  Daily  Load,  Allocations, 
and  Margin  of  Safety 

Since  no  concentration  targets  have  been 
proposed  for  Lake  Helena,  it  is  assumed  that  the 
load  reductions  for  Prickly  Pear  Creek  (the 
largest  tributary  to  Lake  Helena)  adequately 
approximate  the  necessary  load  reductions.  A 
TN  load  reduction  of  80  percent  is  therefore 
proposed  as  an  interim  load  reduction  goal.  This 
will  be  revised  in  the  future  following  the 
strategy  presented  in  Volume  II,  Section  3.0. 


Septic  Systems 

Helena  Valley  frr.  System 

Wastew  ater  Treatment 

Agriculture 

Undisturbed  Grassland 

Urban  Areas 

Groundw  ater 

art  Roads 

Undisturbed  Forest 

Streambank  Erosion 

Tirrber  Harvest 

Raved  Roads 

Shrubland 

Nat.  Streambank  Erosion 

Non-system  Roads 

Abandoned  Mines 

Active  nines  and  quarries 


1         1        '        i 

■--.  1 

1 

\ 

1 

■■■-■    1 

1 

1 

\ 

□ 

za 

=] 

u 

i 

i 

i 

i 

0.00     0.05     0.10     0.15     0.20     0.25     0.30 
TN  Loading  -  Percent  of  Total 

Figure  6-3.  Percent  of  the  total  annual 

nitrogen  load  from  all  potentially  significant 

nitrogen  sources  in  the  entire  Lake  Helena 

Watershed. 


The  proposed  approach  acknowledges  that  it 
may  not  be  possible  to  attain  the  an  80  percent 
TN  load  reduction,  but  also  acknowledges  the 
fact  that  current  nutrient  levels  are  impairing 
beneficial  uses  and  water  quality  will  continue  to 
degrade  if  no  action  is  taken  to  reduce  loading. 
Therefore,  the  proposed  approach  seeks  the 
maximum  attainable  nitrogen  load  reductions  from  non-point  sources,  includes  a  phased 
wasteload  allocation  to  reduce  point  sources  loads,  and,  in  recognition  of  the  fact  that  it  a  TN 
concentration  target  has  not  yet  been  established,  presents  an  adaptive  management  strategy  for 
revising  the  target  and  load  allocations  in  the  future.  The  proposed  approach  is  embodied  in  the 
TMDL,  allocations  and  margin  of  safety  presented  in  Table  6-4.  The  phased  wasteload 
allocation  is  presented  in  Appendix  I  and  the  adaptive  management  strategy  is  presented  in 
Volume  II,  Section  3.0.  Finally,  a  summary  of  estimated  loads,  proposed  reductions,  and  post- 
reduction loads  for  all  sources  considered  in  the  TN  analysis  is  presented  in  Table  6-5. 
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Table  6-5.  Estimated  loads  and  load  reductions  for  all  sources 

of  TN  considered 

n  this  analysis. 

Source 
Category 

Source 

Estimated  TN 
Load  (tons/yr) 

Estimated 
Reductions  (%) 

Remaining  Load 
(tons/yr) 

Anthropogenic 

Nonpoint 

Sources 

Timber  Harvest 

7.60 

97% 

0.23 

Dirt  Roads 

11.47 

60% 

4.59 

Non-system  Roads 

0.88 

100% 

0.00 

Paved  Roads 

5.74 

30% 

4.02 

Active  mines  and  quarries 

0.38 

0% 

0.38 

Abandoned  Mines 

0.88 

71% 

0.25 

Agriculture 

33.17 

88% 

3.98 

Urban  Areas 

21.81 

30% 

15.27 

Anthropogenic  Streambank 
Erosion 

8.49 

85% 

1.27 

Helena  Valley  Irr.  System 

60.08 

50% 

30.04 

Septic  Systems 

100.29 

0% 

100.29 

Total  Anthropogenic  NPS 
Load 

250.78 

35% 

160.32 

Natural 

Nonpoint 

Sources 

Fullgrowth  Forest 

9.54 

0% 

9.54 

Wetlands 

0.14 

0% 

0.14 

Shrubland 

3.54 

0% 

3.54 

Grassland 

28.21 

0% 

28.21 

Nat.  Streambank  Erosion 

1.60 

0% 

1.60 

Groundwater 

18.02 

0% 

18.02 

Total  Natural  NPS  Load 

61.04 

0% 

61.04 

Anthropogenic 
Point  Sources 

City  of  Helena:  post-upgrades 

31.75 

92% 

2.54 

East  Helena:  post-upgrades 

6.53 

97% 

0.20 

Evergreen  Nursing  Home 

0.10 

0% 

0.10 

Treasure  State  Acres 
subdivision 

0.08 

0% 

0.08 

Tenmile  and  Pleasant  Valley 
subdivisions 

0.75 

0% 

0.75 

Mountain  View  law  enforcement 
academy 

0.15 

0% 

0.15 

Eastgate  Subdivision 

0.07 

0% 

0.07 

Leisure  Village  mobile  home 
park 

0.83 

0% 

0.83 

Total  Point  Source 

40.25 

88% 

4.71 

Total 

Totals 

352.07 

35% 

227.78 

Public  Review  Draft 


A-55 


Appendix  A 


Lake  Helena 


X)     0) 

3   -O 

tt  E 

c  *■= 

•S    „     Cri 
.    =     ^     2     © 


2  "2 


o   m  co 

-  gl 

c  -6  ra 

t  S  s 

o  2  5. 


a  e 


!2  to 
ra  E 


Q.  O 


en    y) 

^    c 
8-9 

S  c 


CTJ     C 


E  S 


£  o  oi 
a  E  ra 

—    o>    F 

Eai 

o.ES 
-o  >•  £ 

m  2   o 


B  41  J 

2  ra  *" 

<U    ,_    C 

£  o  .2 
^  «  o 

"5-3 


a   -  1 

|  °- ra 
o  S  -9 
g£  « 

M     OH 

ra   c  — 

*c  to"  2* 
-co 

?l| 

—     -  ra 


Us. 
ill 

c  a)  ,«  c 

fill 

—  *"  o  c  „; 
*    o  ■=  5   CO 

c>SEE 

?  =  isa 

v  f  q.  ts  a> 
£        to  $  c 

(D    (0    to    3    TO 

_   (D  r;   (0   ni 

I S  I  v  £ 

«    TO  ±;    £    >> 

o  o  «  2  J5 

«   c  o   3  r. 

cl  "f  § 

■°    C  •    »  3 

iilii 


■  ijgjS 

0)    O    CO   5   .c 

19   T3    2    «  H 
H    <U    0    o 

_  o  .*   Q.  jo 
«  c  -°  75  — 

g  5  SSt 


5§ 

s  = 

ra  *o 
E  E 


3  o 

E  ra 

c  c 

E  E 

x>  ^ 

4)  a) 

to  (0 


ra  o  ra 

jj  o  1 


o  >>- 

0)  ^  - 

lei 

C    to    CD 


«  o  J3 

T2  =  -5f 


u    =    - 

c  8  - 

^2 


S  <"  >  • 

III! 

2?  2  £  5 

to  c-c| 
n  (Do  U 

a>  a  *-  a 

c  c  a)  Z 
~  oj:  c 
E  <->  -  ro 

est  to" 

u  p  m  oi 

«^« 
E  o  °  >. 

1  ■  2l 

g  So- 


3    <fl 

o  £ 


E  E  -2 

€  a  i 


E  75   F 

g  e| 


u  E 

«     cz 


°  E 

T3    Ol 
0)  T3 

10     ^ 

ra  — ■ 
■°  ra  -6 

ra  ~  ra 

qSE 

z  2  « 

£  «  o 
E-a  5 
9  c  ^ 

^    O    O 


re 


1    Oi 


fl-6-S 

re    at    u 

ill 

u)  ra  ra 

QJ      O      O 


Si 


5 

CD     C 


«  CD 


■a  ^  5? 
«>  £  r» 

o  —  en 


?  o  co 

i  oi  E 

ill 


_.    O    O 


iz  >  — ;- 
—  to  u 

CO    c    c 
"Clc^g. 

CD    c  to 

iii 

ill 

m^  | 
c  3  "S 

to  a!  -a 

£  5  to 


O  ^i. 

E  o 
go-" 


to  c  2? 

CO    O    3 

=  c  2 
■  3  | 

i  s?  - 

5      O.    tf)    Q_ 

c  p  n> 
a>  nCD  > 

■o  E  6  ~ 
n  p  -g"S 

ra  i   ^  aj 

^    C    4)     ^ 

&"»£  s 

^    £   U   to 

£   "O     C   -5 

TO    >.  9   O 

3  o  ■£  co 
E  11*5 

J;     C     (U 

O    «  T3    5" 

(fl    a)  T3    C 

cfl  oi.ffl 


i  s 


■si  ■  o 

|   |  «£ 

•I  CD    & 

a)  E  fc  o 

^    O  3  £ 


E  ro 

TO    «  . 

2  —  w 

a  —  m 

n     .  3 

oi  «  ra 


R    o  £i 

2i> 


5   »   3 

»  u  « 
!|  „ 


is  s 

I     3 


CD  -C 
C    Q. 

E"5 

F  - 
5    TO 


c  a> 

°  E 

ra  -6 

E  a 


to    =  3^ 

Elt 
°  "o  T 

c    to   oi 

O    Q    C 

■o  2?"2 
a>  2  o 

"    0)    o 

mi    " 


>   o 


t  o  «-a 
]         F   to 


111! 


5  S  5  s 


!lfE 


sslg 

=    =    S 


5  s 


qj  IT) 

9»E 

>  X)   en 
X    to  T3 

==   3 

<1)    CD  — i 

£  S| 
Ego 


o 

b 

CO 

s 

■a 

e-i  = 


e£ 

So 


£  E 
E  ™ 


CL    E 

2  °- 


S  -  S  ■ 

°  «  2?  ra 

u  ra  ra  ™ 
^  >  -o  © 

Sils 
sigl 

-■g  1 E 

ra  ra  o  -= 
ra  o  u  s 

|  &£  ra 
w  ra  3  S 
5  c-g  « 

Ills 


1    CD    £ 


*S    CD    M 


OJ    Q.T3 

O  P  a 

CD    Q-4? 


O    D    IB 

«   (C   o 


in    E    (O 
~   p   8J 


fi-a 

W    (D 

8  « 

■o 

0) 

■o 

<D 

41 

C 
ffl 

F 

si 

C 
O 

E 

3 
T) 

b 

"2  T3 

ID 

Q-  £ 


■s-g 

c  _o 

£?T3 

ra  QJ 

II 

Da  f 
o.  o)  .2 

E     CD    O 

5*1 

<  o  S 


5- 


g-g* 

33I 


« 


2  oi 


ra   O 

5s 


s< 


Public  Review  Draft 


Appendix  A 


Lake  Helena 


Table  6-7.  Estimated  loads  and  load  reductions  for  all  sources 

Df  TP  considered  in  this  analysis. 

Source  Category 

Source 

Estimated  TP 
Load  (tons/yr) 

Estimated 
Reductions  (%) 

Remaining  Load 
(tons/yr) 

Anthropogenic 
Nonpoint  Sources 

Timber  Harvest 

1.62 

0.97 

0.05 

Dirt  Roads 

2.52 

0.6 

1.01 

Non-system  Roads 

0.19 

1 

0.00 

Paved  Roads 

0.57 

50 

0.29 

Active  mines  and  quarries 

0.08 

0 

0.08 

Abandoned  Mines 

0.19 

0.71 

0.06 

Agriculture 

7.22 

0.89 

0.79 

Urban  Areas 

2.18 

0.5 

1.09 

Anthropogenic  Streambank 
Erosion 

1.87 

0.85 

0.28 

Helena  Valley  Irr.  System 

7.61 

0.5 

3.80 

Septic  Systems 

0.86 

1 

0.00 

Total  Anthropogenic  NPS 

24.92 

0.69 

7.45 

Natural  Nonpoint 
Sources 

Fullgrowth  Forest 

2.10 

0 

2.10 

Wetlands 

0.03 

0 

0.03 

Shrubland 

0.77 

0 

0.77 

Grassland 

6.11 

0 

6.11 

Nat.  Streambank  Erosion 

0.35 

0 

0.35 

Groundwater 

1.86 

0 

1.86 

Total  Natural  NPS 

11.21 

0 

11.21 

Anthropogenic 
Point  Sources 

Wastewater  Treatment 

14.99 

0.98 

0.30 

City  of  Helena:  post-upgrades 

13.48 

0.98 

0.27 

East  Helena:  post-upgrades 

1.00 

0 

1.00 

Evergreen  Nursing  Home 

0.04 

0 

0.04 

Treasure  State  Acres 
subdivision 

0.12 

0 

0.12 

Tenmile  and  Pleasant  Valley 
subdivisions 

0.07 

0 

0.07 

Mountain  View  law 
enforcement  academy 

0.05 

0 

0.05 

Eastgate  Subdivision 

0.11 

0 

0.11 

Leisure  Village  mobile  home 
park 

0.08 

0 

0.08 

Total  Point  Source 

14.97 

0.86 

2.06 

Total 

51.13 

0.59 

20.72 
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7.0  LUMP  GULCH 

Lump  Gulch  from  the  headwaters  to  the  mouth  (Segment  MT41I006_130,  14.5  miles)  was  listed 
as  impaired  on  the  Montana  1996  303(d)  list  because  of  suspended  solids  and  metals.  Aquatic 
life,  coldwater  fisheries,  and  drinking  water  beneficial  uses  were  listed  as  impaired.  In  2002  and 
2004,  aquatic  life,  fishery,  and  drinking  water  beneficial  uses  were  listed  as  impaired  because  of 
cadmium,  copper,  lead,  mercury,  metals,  and  zinc.  The  additional  analyses  and  evaluations 
described  in  Volume  I  found  that  sediment  (suspended  solids),  cadmium,  copper,  lead,  and  zinc 
are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see  Section 
3.4.1.13  of  the  Volume  I  Report).  There  were  insufficient  data  to  determine  if  mercury  is 
impairing  beneficial  uses. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment  and  metals  (i.e., 
cadmium,  copper,  lead,  and  zinc)  are  presented  in  the  following  subsections.  Supporting 
information  for  the  following  TMDLs  can  also  be  found  in  Appendix  D,  E,  and  F. 

7.1  Metals 

The  recent  water  chemistry  data  suggest  that  Lump  Gulch  is  impaired  by  cadmium,  copper,  lead, 
and  zinc.  TMDLs  are  presented  in  the  following  sections  to  address  the  impairments.  The 
loading  analyses  presented  in  this  section  are  based  on  application  of  the  LSPC  model  (see 
Appendix  F). 

7.1.1  Sources  of  Metals  in  the  Lump  Gulch  Watershed 

Besides  anthropogenic  sediment-associated  metals  sources,  significant  contributors  of  metals  to 
the  stream  are  historical  mining  activities  in  the  upper  watershed.  The  headwaters  of  the 
watershed  fall  within  the  Clancy  mining  district.  The  MBMG  Abandoned  and  Inactive  Mines 
database  reports  mineral  location,  placer,  surface,  and  underground  mining  activities  in  the 
watershed.  The  historical  mining  types  include  placer,  lode,  and  mill.  In  the  past  these  mines 
produced  lead,  copper,  zinc,  silver,  gold,  and  uranium.  In  the  headwaters  area  there  are  over  10 
historical  hard  rock  mines,  including  4  sites  in  Frohner  Basin  and  the  Clancy  district —  Nellie 
Grant,  Frohner  (two  mines),  and  General  Grant — that  are  listed  in  the  State  of  Montana's 
inventory  of  High  Priority  Abandoned  Hardrock  Mine  Sites.  The  aerial  photography  assessment 
showed  the  drainage  to  be  disrupted  by  historical  mining  dams  at  the  Frohner  Meadows  Mine. 
The  Helena  National  Forest  documented  along  this  stretch  of  the  stream  included  road  sediment 
delivery  points,  mine  waste  rock  dumps,  a  mining  dam,  and  channel  incision.  Modeled  sources 
and  their  metals  loadings  to  Lump  Gulch  are  presented  in  Figure  7-1  through  Figure  7-4. 
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Figure  7-1 .  Sources  of  cadmium  loadings  to  Lump  Gulch. 
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Figure  7-2.  Sources  of  copper  loadings  to  Lump  Gulch. 
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Figure  7-3.  Sources  of  lead  loadings  to  Lump  Gulch. 
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Figure  7-4.  Sources  of  zinc  loadings  to  Lump  Gulch. 
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7.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  metals  TMDLs  is  to  attain  and  maintain  the  applicable  Montana  numeric 
standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc  are 
dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by  stream 
segment.  The  target  concentrations  for  metals  in  Lump  Gulch  are  presented  in  Table  7- 1 . 


Table  7-1.  Montana  numeric  surface  water  q 

uality  standards  for  metals  in 

Lump  Gulch. 

Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic)  (ug/L)B 

Human  Health 

(pg/L)a 

Cadmium  (TR) 

1.1  at  51.4  mg/L  hardness0 

0.2  at  51.4  mg/L  hardness0 

5 

Copper  (TR) 

7.4  at  51.4  mg/L  hardness0 

5.2  at  51.4  mg/L  hardness0 

1,300 

Lead  (TR) 

34.6  at  51.4  mg/L  hardness0 

1.3  at  51.4  mg/L  hardness0 

15 

Zinc(TR) 

68.6  at  51.4  mg/L  hardness0 

68.6  at  51 .4  mg/L  hardness0 

2.000 

Note:  TR  =  total  recoverable. 

"Maximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

d  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006. 


7.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  2-7  through  0.  Based  on  the 
results  of  the  source  assessment  (Section  7.1.1),  the  recommended  implementation  strategy  to 
address  the  metals  problem  in  Lump  Gulch  is  to  reduce  metals  loadings  from  historical  mining 
sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs.  As  shown  in 
Table  7-2  through  Table  7-5,  the  hypothesis  is  that  an  overall,  watershed  scale  metals  load 
reduction  of  76,  39,  44,  and  68  percent  for  cadmium,  copper,  lead,  and  zinc,  respectively,  will 
result  in  achievement  of  the  applicable  water  quality  standards.  Lump  Gulch  already  meets 
applicable  water  quality  standards  for  arsenic.  The  proposal  for  achieving  the  load  reduction  is 
to  reduce  loads  from  historical  mining  sources  by  92,  0,  35,  and  96  percent  for  cadmium,  copper, 
lead,  and  zinc,  respectively. 
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7.2  Sediment 

The  available  data  suggest  that  Warm  Springs  Creek  is  impaired  by  sediment  (See  Volume  I 
Report).  TMDLs  are  presented  in  the  following  sections  to  address  the  sediment  impairments. 
The  loading  analyses  presented  in  this  section  are  based  on  application  of  the  GWLF  model 
(Appendix  C)  as  well  as  the  various  assessment  techniques  described  in  Appendix  D.  While  it  is 
believed  that  the  resulting  load  estimates  are  adequate  for  making  relative  comparisons,  they 
should  not  be  used  directly  as  quantity  estimates. 

7.2.1  Sources  of  Sediment  in  the  Lump  Gulch  Watershed 

As  shown  in  Figure  7-5,  the  primary  anthropogenic  sources  of  sediment  in  the  Lump  Gulch 
watershed,  in  order  of  sediment  load  are:  timber  harvest,  unpaved  roads,  anthropogenic 
streambank  erosion,  urban  areas,  abandoned  mines,  and  non-system  roads/trails. 

Significant  timber  harvest  activities  have  occurred  in  the  Lump  Gulch  watershed  on  private  land, 
state  land  (DNRC  school  trust  land)  and  BLM  property.  Model  results  suggest  that  sediment 
related  to  silvicultural  activities  within  the  watershed  generate  the  greatest  quantity  of 
anthropogenically  induced  sediment.  In  the  upper  watershed,  much  of  the  timber  harvest  has 
occurred  on  mining  claims;  these  units  are  typically  harvested  using  a  clear-cut  silvicultural 
prescription.  Throughout  much  of  the  central  area  of  the  segment  length,  Lump  Gulch  Road  is 
directly  adjacent  to  the  stream.  The  erodible  parent  material,  the  high  road  usage,  close 
proximity  to  the  stream  channel,  and  a  narrow  riparian  buffer  throughout  much  of  the  upper 
watershed  results  in  large  quantities  road  based  sediment  being  delivered  to  the  stream. 
Residential  areas  populate  the  lower  third  of  the  watershed.  Modeled  sediment  load  from  this 
land  use  was  140  tons.  Observed  streambank  erosion  is  largely  the  result  of  riparian  grazing, 
road  encroachment,  stream  channelization  and  historic  mining  activity.  Three  abandoned  mines, 
Nellie  Grant,  Frohner,  and  Yama  Group  are  present  in  the  upper  watershed.  DEQ  reclaimed 
Nellie  Grant,  and  is  consequently  generating  minimal  sediment.  Frohner  and  Yama  remain  un- 
reclaimed and  continue  to  produce  sediment.  Non-system  roads/trails  were  observed  in  the 
central  and  upper  watershed.  These  roads/trails  are  mostly  related  to  historic  mining  activity  and 
public  land  areas,  and  are  a  problematic  sediment  source  because  run-off  mitigation  structures 
were  not  constructed,  and  they  are  typically  located  in  steep  topography,  frequently  near 
watercourses. 
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Wastewater  Treatment 
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Figure  7-5.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Lump  Gulch  Watershed. 
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7.2.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

7.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  7-6.  Based  on  the  results  of 
the  source  assessment  (Section  7.2),  the  recommended  implementation  strategy  to  address  the 
siltation  problem  in  Lump  Gulch  is  to  reduce  sediment  loading  from  the  primary  anthropogenic 
sediment  sources  -  timber  harvest,  unpaved  roads,  anthropogenic  streambank  erosion,  urban 
areas,  abandoned  mines,  and  non-system  roads.  As  shown  in  Table  7-6,  the  hypothesis  is  that  an 
overall,  watershed  scale  sediment  load  reduction  of  45  percent  will  result  in  achievement  of  the 
applicable  water  quality  standards.  The  proposal  for  achieving  the  load  reduction  is  to  reduce 
loads  from  current  timber  harvest,  unpaved  roads,  anthropogenic  streambank  erosion,  urban 
areas,  abandoned  mines,  and  non-system  roads  by  97,  60,  75,  80,  79,  and  100  percent 
respectively. 
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8.0  PRICKLY  PEAR  CREEK 

Six  segments  of  Prickly  Pear  Creek  have  appeared  on  various  Montana  303(d)  lists:  Prickly  Pear 
Creek  from  Headwaters  to  Spring  Creek  (MT41I006060),  Prickly  Pear  Creek  from  Spring 
Creek  to  Lump  Gulch  (MT41I006_050),  Prickly  Pear  Creek  from  Lump  Gulch  to  Wylie  Drive 
(MT41I006040),  Prickly  Pear  Creek  from  Wylie  Drive  to  Helena  Wastewater  Treatment  Plant 
Discharge  (MT41I006_030),  Prickly  Pear  Creek  from  Helena  WWTP  Discharge  Ditch  to  Lake 
Helena  (MT41I006020),  and  Prickly  Pear  Creek  from  Lake  Helena  to  Hauser  Reservoir 
(MT41I006_010).  Impaired  uses  and  causes  of  impairment  varied  by  segment  and  by  303(d)  list. 

Volume  I  presented  additional  data  and  analyses  for  the  303(d)  listed  segments  in  Prickly  Pear 
Creek.  Using  a  weight  of  evidence  approach,  the  impairment  status  of  each  segment  was 
updated.  Segment  MT4 1 10060 1 0  of  Prickly  Pear  Creek  was  not  evaluated  in  Volume  I  because 
it  is  located  downstream  of  Lake  Helena,  and  will  therefore  be  addressed  as  part  of  the  Hauser 
Lake  TMDL  Planning  Area. 

The  following  paragraphs  summarize  the  303(d)  listings  and  Volume  I  analyses  for  each  segment 
in  Prickly  Pear  Creek: 

•  Prickly  Pear  Creek  from  Headwaters  to  Spring  Creek  (MT41I006  060)  -  In  1996, 
the  cold-water  fishery  use  in  this  8.7-mile  headwater  segment  of  Prickly  Pear  Creek  was 
listed  as  threatened  due  to  suspended  solids  and  metals.  In  2002  and  2004,  aquatic  life, 
cold-water  fishery,  and  drinking  water  supply  beneficial  uses  were  listed  as  impaired 
because  of  metals.  The  additional  analyses  and  evaluations  described  in  Volume  I  found 
that  lead  and  sediment  (suspended  solids)  are  currently  impairing  aquatic  life,  fishery, 
and  drinking  water  beneficial  uses  (see  Section  3.4.1.1  of  the  Volume  I  Report). 

•  Prickly  Pear  Creek  from  Spring  Creek  to  Lump  Gulch  (MT4 11006  050)  -  In  1 996, 
aquatic  life  and  cold-water  fisheries  beneficial  uses  in  this  7-mile  segment  of  Prickly  Pear 
Creek  were  listed  as  impaired  because  of  suspended  solids  and  siltation.  In  2002  and 
2004,  aquatic  life,  cold-water  fishery,  and  drinking  water  supply  beneficial  uses  were 
listed  as  impaired  because  of  metals  and  siltation.  The  additional  analyses  and 
evaluations  described  in  Volume  I  found  that  cadmium,  lead,  zinc,  and  sediment 
(suspended  solids  and  siltation)  are  impairing  aquatic  life,  fishery,  and  drinking  water 
beneficial  uses  (see  Section  3.4.1.2  of  the  Volume  I  Report). 

•  Prickly  Pear  Creek  from  Lump  Gulch  to  Wylie  Drive  (MT4 11006  040)  -  In  1996,  the 
aquatic  life  and  cold-water  fishery  beneficial  uses  in  this  1 1-mile  segment  of  Prickly  Pear 
Creek  were  listed  as  impaired  because  of  metals.  In  2002  and  2004,  aquatic  life,  cold- 
water  fishery,  and  drinking  water  supply  beneficial  uses  were  listed  as  impaired  because 
of  metals  and  siltation.  The  additional  analyses  and  evaluations  described  in  Volume  I 
found  that  arsenic,  cadmium,  copper,  lead,  zinc,  and  sediment  (siltation)  are  impairing 
aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see  Section  3.4.1.3  of  the 
Volume  I  Report). 

•  Prickly  Pear  Creek  from  Wylie  Drive  to  Helena  Wastewater  Treatment  Plant 
Discharge  (MT41I006_030)  -  In  1996,  the  aquatic  life,  drinking  water,  and  cold-water 
fishery  beneficial  uses  in  this  6.1 -mile  segment  of  Prickly  Pear  Creek  were  listed  as 
impaired  because  of  siltation,  suspended  solids,  and  metals.  In  2002  and  2004,  aquatic 
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life,  cold-water  fishery,  and  drinking  water  supply  beneficial  uses  were  listed  as  impaired 
because  of  metals,  nutrients,  siltation,  and  thermal  modifications.  The  additional  analyses 
and  evaluations  described  in  Volume  I  found  that  arsenic,  lead,  nutrients,  sediment 
(siltation  and  suspended  solids),  and  thermal  modifications  are  impairing  aquatic  life, 
fishery,  and  drinking  water  beneficial  uses  (see  Section  3.4.1.4  of  the  Volume  I  Report). 
•     Prickly  Pear  Creek  from  Helena  VVWTP  Discharge  Ditch  to  Lake  Helena 

(MT41I006_020)  -  In  1996,  the  aquatic  life,  drinking  water,  and  cold-water  fishery 
beneficial  uses  in  this  9.1 -mile  segment  of  Prickly  Pear  Creek  were  listed  as  impaired 
because  of  siltation,  suspended  solids,  metals,  nutrients,  and  unionized  ammonia.  In 
2002  and  2004,  aquatic  life,  cold-water  fishery,  and  drinking  water  supply  beneficial  uses 
were  listed  as  impaired  because  of  siltation,  metals,  nutrients,  thermal  modifications,  and 
unionized  ammonia.  The  additional  analyses  and  evaluations  described  in  Volume  I 
found  that  arsenic,  cadmium,  lead,  nutrients,  sediment  (suspended  solids  and  siltation), 
and  thermal  modifications  are  impairing  aquatic  life,  fishery,  and  drinking  water 
beneficial  uses  (see  Section  3.4.1.5  of  the  Volume  I  Report).  Ammonia  is  not  impairing 
beneficial  uses,  and  therefore  no  TMDL  will  be  presented. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment,  nutrients, 
thermal  modifications,  and  metals  (i.e.,  arsenic,  cadmium,  copper,  lead,  and  zinc)  are  presented 
in  the  following  subsections.  Supporting  information  for  the  following  TMDLs  can  also  be 
found  in  Appendix  C,  D,  E,  F,  and  G. 

8.1  Metals 

Water  chemistry  data  suggest  that  Prickly  Pear  Creek  is  impaired  by  arsenic,  cadmium,  copper, 
lead,  and  zinc  (See  Volume  I  Report).  TMDLs  are  presented  in  the  following  sections  to  address 
the  metals  impairments. 

8.1.1  Sources  of  Metals  in  the  Prickly  Pear  Creek  Watershed 

The  following  discussion  will  incorporate  TMDL  development  for  Prickly  Pear  Creek  as  a 
single,  holistic  system  composed  of  the  five  303(d)  listed  segments.  The  metals  loads  shown  are 
cumulative  and  include  the  five  listed  Prickly  Pear  segments,  as  well  as  all  other  listed  tributary 
segments.  This  includes  Spring  Creek,  Clancy  Creek,  Corbin  Creek,  Golconda  Creek,  Jackson 
Creek,  Lump  Gulch,  North  Fork,  Middle  Fork,  and  main  Warm  Springs  Creek,  upper,  middle 
and  lower  Tenmile  Creek,  Skelly  Gulch,  and  Sevenmile  Creek.  The  loading  analyses  presented 
in  this  section  are  based  on  application  of  the  LSPC  model  (see  Appendix  F). 

Prickly  Pear  Creek  from  Headwaters  to  Spring  Creek  (MT41I006_060)  -  A  tributary  stream  and 
historical  mining  activities  in  the  immediate  drainage  area  comprise  the  most  significant  sources 
of  metals  to  this  stream  segment.  Golconda  Creek  flows  into  this  segment  and  is  a  significant 
contributor  of  metals.  Most  of  the  drainage  area  falls  within  the  Alhambra  mining  district, 
although  there  are  sections  of  Elkhorn  and  Colorado  mining  districts  in  the  basin.  The  Montana 
Bureau  of  Mines  and  Geology  (MBMG)  Abandoned  and  Inactive  Mines  database  shows  placer, 
mineral  prospect,  surface,  surface-underground,  and  underground  historical  mining  activities  in 
the  drainage  area  of  the  stream.  The  mining  types  listed  include  lode  and  placer.  In  the  past, 
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these  mines  produced  silver,  lead,  zinc,  manganese,  molybdenum,  and  gold.  None  of  the  mines 
in  the  drainage  area  of  this  segment  are  listed  in  the  State  of  Montana's  inventory  of  High 
Priority  Abandoned  Hardrock  Mine  Sites. 

Prickly  Pear  Creek  from  Spring  Creek  to  Lump  Gulch  (MT41I006_050)  -  Relevant  sources  of 
metals  to  the  stream  segment  are  upstream  sources  (MT41I006060),  tributary  streams,  and 
historical  mining  activities  in  the  immediate  drainage  area.  The  segment's  upstream  reach  and 
tributaries  (including  Spring  Creek,  Clancy  Creek,  and  Warm  Springs  Creek)  are  contributing 
metals  loads.  In  addition,  during  field  sampling  efforts,  spring  seeps  were  noted  entering  Prickly 
Pear  Creek  from  placer  tailings  piles  along  the  stream.  The  immediate  drainage  area  of  the  listed 
segment  falls  within  the  Alhambra  and  Clancy  mining  districts.  The  MBMG  Abandoned  and 
Inactive  Mines  database  reports  mineral  location,  surface,  surface-underground,  underground, 
and  other,  "unknown"  mining  activities  in  the  immediate  drainage  area  of  the  stream  segment. 
The  historical  mining  types  include  lode  and  placer.  In  the  past  these  mines  produced  gold, 
silver,  copper,  lead,  zinc,  and  uranium.  None  of  the  mines  in  the  immediate  drainage  area  of  this 
segment  are  listed  in  the  State  of  Montana's  inventory  of  High  Priority  Abandoned  Hardrock 
Mine  Sites. 

Prickly  Pear  Creek  from  Lump  Gulch  to  Wylie  Drive  (MT41I006_040)  -  Relevant  sources  of 
metals  in  the  stream  segment  are  upstream  sources,  tributary  streams,  and  historical  mining 
activities  in  the  immediate  drainage  area.  The  segment's  upstream  reach  (MT41I006050)  and 
the  tributary  Lump  Gulch  contribute  metals  loads.  The  immediate  drainage  area  falls  within  the 
Alhambra,  Clancy,  and  Montana  City  mining  districts.  The  MBMG  Abandoned  and  Inactive 
Mines  database  reports  mineral  location,  placer,  processing  plant,  prospect,  surface,  surface- 
underground,  and  other,  unknown  mining  activities  in  the  immediate  drainage  area  of  the  stream 
segment.  The  historical  mining  types  include  lode,  mill,  placer,  quarry,  and  smelter.  In  the  past 
these  mines  produced  gold,  silver,  copper,  and  lead.  None  of  the  mines  in  the  immediate 
drainage  area  of  this  segment  are  listed  in  the  State  of  Montana's  inventory  of  High  Priority 
Abandoned  Hardrock  Mine  Sites.  The  ASARCO  East  Helena  Lead  Smelter  is  located  in  this 
subwatershed  (NPDES  Permit  MT0030147)  and  is  permitted  to  discharge  arsenic,  cadmium, 
copper,  lead  and  zinc  to  the  stream.  Current  permit  limits  are  1.140  mg/L  for  arsenic,  0.1374 
mg/L  for  cadmium,  1.122  mg/L  for  copper,  0.239  mg/L  for  lead,  and  0.77  mg/L  for  zinc. 

Prickly  Pear  Creek  from  Wylie  Drive  to  Helena  Wastewater  Treatment  Plant  Discharge 
(MT41I006_030)  -  Upstream  reaches  comprise  the  primary  contributors  of  metals  to  this 
segment. 

Prickly  Pear  Creek  from  Helena  WWTP  Discharge  Ditch  to  Lake  Helena  (MT41I006_020)  - 
Upstream  reaches  comprise  the  primary  contributors  of  metals  to  this  segment. 

Modeled  sources  and  their  metals  loadings  to  Prickly  Pear  Creek  are  presented  in  Figure  8-1 
through  Figure  8-5. 
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Figure  8-1 .  Sources  of  arsenic  loadings  to  Prickly  Pear  Creek. 
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Figure  8-2.  Sources  of  cadmium  loadings  to  Prickly  Pear  Creek. 
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Figure  8-3.  Sources  of  copper  loadings  to  Prickly  Pear  Creek. 
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Figure  8-4.  Sources  of  lead  loadings  to  Prickly  Pear  Creek. 
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Figure  8-5.  Sources  of  zinc  loadings  to  Prickly  Pear  Creek. 
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8.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  metals  TMDL  is  to  attain  and  maintain  the  applicable  Montana  numeric 
metals  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc 
are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by 
stream  segment.  The  target  concentrations  for  metals  in  the  main  stem  segments  of  Prickly  Pear 
Creek  are  presented  in  Table  8-1. 


Table  8-1.  Montana  numeric  surface  water  quality  standards  for  metals  in  Prickly  Pear  Creek. 

Parameter 

Aquatic  Life  (acute) 

(ug/L)a 

Aquatic  Life  (chronic)  (pg/L)b 

Human  Health 
(H9/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

5.2  at  235.1  mg/L  hardness0 

0.5  at  235.1  mg/L  hardness0 

5 

Copper  (TR) 

31.0  at  235.1  mg/L  hardness0 

18.9  at  235.1  mg/L  hardness0 

1,300 

Lead  (TR) 

238.5  at  235.1  mg/L  hardness0 

9.2  at  235.1  mg/L  hardness0 

15 

Zinc  (TR) 

249.9  at  235.1  mg/L  hardness0 

249.9  at  235.1  mg/L  hardness0 

2,000 

8.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  8-2  through  Table  8-6. 
Based  on  the  results  of  the  source  assessment  (Section  8.1.1),  the  recommended  implementation 
strategy  to  address  the  metals  problem  in  Prickly  Pear  Creek  is  to  reduce  metals  loadings  from 
historical  mining  sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs. 
As  shown  in  Table  8-2  through  Table  8-6,  the  hypothesis  is  that  an  overall,  watershed  scale 
metals  load  reduction  of  59,  74,  58,  69,  and  60  percent  for  arsenic,  cadmium,  copper,  lead  and 
zinc,  respectively,  will  result  in  achievement  of  the  applicable  water  quality  standards.  The 
proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  mining  sources  by  67,  87,  76, 
83,  and  85  percent  for  arsenic,  cadmium,  copper,  lead  and  zinc  respectively. 
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8.2  Nutrients 

8.2.1  Limiting  Nutrients 

Nitrogen  and  phosphorus  are  the  two  elements  most  commonly  limiting  algal  growth  in  lakes 
and  streams.  Some  indication  of  whether  nitrogen  or  phosphorus  is  growth  limiting  may  be 
obtained  by  determining  the  weight  ratio  of  the  appropriate  forms  of  nitrogen  and  phosphorus 
found  in  a  river  or  lake,  and  comparing  that  with  the  stoichiometric  ratio  required  for  growth. 
Where  the  ratio  of  nitrogen  to  phosphorus  is  greater  than  15:1,  phosphorus  is  more  likely  limiting 
than  nitrogen.  If  the  ratio  is  less  than  5:1,  nitrogen  is  more  likely  limiting  than  phosphorus.  If 
the  ratio  is  less  than  1 5  but  greater  than  5,  it's  a  tossup  as  to  which  one  is  limiting,  i.e.  either  N  or 
P  could  be  limiting,  or  an  N  and  P  co-limitation  could  be  present.  For  assessing  nutrient 
limitations  in  streams,  the  N:P  ratios  are  usually  computed  on  the  basis  of  the  soluble  inorganic 
forms  of  N  and  P  (i.e.  TSIN:SRP).  For  lakes,  nutrient  ratios  are  commonly  computed  on  the 
basis  of  the  total  forms  of  N  and  P.  This  is  because  nutrients  may  cycle  in  lakes  and  become 
soluble  over  time  or  under  certain  physical  and  chemical  conditions.  Total  N  and  total  P  relate 
better  overall  to  seasonal  and  lake  wide  productivity. 

It  is  important  to  know  which  nutrient  is  limiting  such  that  control  efforts  can  focus  on  the 
nutrient  most  likely  causing  the  beneficial  use  impairments.  A  discussion  on  nutrient  limitation 
in  Prickly  Pear  Creek  and  Lake  Helena,  the  primary  receiving  water  body,  is  presented  below. 

8.2.1.1  Prickly  Pear  Creek 

Nutrient  data  for  two  distinct  reaches  of  lower  Prickly  Pear  Creek  were  reviewed.  It  has  been 
observed  that  in-stream  nutrient  concentrations  are  significantly  higher  below  the  City  of 
Helena's  municipal  wastewater  outfall  than  above  the  discharge,  although  other  nutrient  sources 
may  also  be  present  in  the  interim  segment  of  the  creek.  It  is  important  to  examine  nutrient 
ratios  above  and  below  these  source  inputs  because  it  may  influence  the  selection  of  appropriate 
control  measures. 

Soluble  N  to  P  ratios  in  Prickly  Pear  Creek  at  or  just  below  East  Helena  documented  during  2003 
ranged  from  1.1:1  to  5.4:1  and  averaged  3.4:1,  indicating  that  nitrogen  was  the  limiting  nutrient. 

Soluble  N  to  P  ratios  in  Prickly  Pear  Creek  below  York  Road  (above  Stansfield  Lake)  ranged 
from  70:1  to  85:1  during  monitoring  conducted  in  2003.  This  section  of  the  stream  is  dominated 
by  groundwater  discharge  during  the  summer  irrigation  season  and  is  not  typical  of  upstream  or 
downstream  sections  of  Prickly  Pear  Creek.  This  section  of  the  stream  was  strongly  phosphorus 
limited. 

Soluble  N  to  P  ratios  in  Prickly  Pear  Creek  above  Tenmile  Creek  (Sierra  Road  crossing)  ranged 
from  2.6  to  4.6  and  averaged  3.6:1  indicating  a  strong  nitrogen  limitation. 

The  soluble  N  to  soluble  P  ratios  were  similar  in  much  of  Prickly  Pear  Creek  from  East  Helena  to 
above  the  Tenmile  Creek  confluence,  with  the  exception  of  the  dewatered,  groundwater 
dominated  segment  just  below  York  Road.    Ratios  were  similar  even  though  the  in-stream 
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nutrient  concentrations  in  the  reach  below  the  City  of  Helena's  wastewater  outfall  were  an  order 
of  magnitude  higher  overall  than  in  reach  near  East  Helena. 

8.2.1.2  Lake  Helena 

A  review  was  performed  of  the  available  nitrogen  and  phosphorus  data  for  Lake  Helena.  Four 
water  column  samples  collected  by  the  Montana  Department  of  Environmental  Quality  in  early 
August  2002  showed  an  average  total  N  to  total  P  ratio  of  9.6:1,  with  a  range  from  8.5  to  10.3. 
Four  samples  collected  by  Land  &  Water  Consulting  in  late  August  2003  showed  a  TN:TP  ratio 
of  2.7:1,  with  a  range  of  2.6  to  2.8.  Three  additional  samples  collected  by  Land  &  Water  during 
runoff  conditions  in  late  June  2003  showed  a  TN:TP  ratio  of  9.3:1  with  a  range  of  7.8  to  10.2.  A 
fourth  sample  collected  near  the  lake  inlet  produced  a  ratio  of  50.5:1  due  to  a  very  low  total  P 
measurement,  which  may  have  been  in  error. 

The  Lake  Helena  nutrient  ratio  data  presented  above  point  to  a  conclusion  that  algae  growth  in 
the  lake  is  either  nitrogen  limited  (August  2003),  or  N  and/or  P  limited  (August  2002,  June 
2003).  Based  on  these  total  nutrient  ratio  data,  it  can  be  concluded  that  the  lake  is  not 
overwhelmingly  phosphorus  limited.  Computing  the  N:P  ratios  using  the  soluble  inorganic 
nutrient  fractions  suggests  a  stronger  nitrogen  limitation  in  Lake  Helena,  rather  than  a  co-  or  P- 
limitation. 

In  the  absence  of  a  strong  case  for  either  N  or  P  limitation,  TMDLs  are  presented  below  for  both 
nitrogen  and  phosphorus. 
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8.2.2  Nitrogen 

8.2.2.1  Sources  of  Nitrogen  in  the  Prickly  Pear  Creek  Watershed 

As  shown  in  Figure  8-6,  the  primary  anthropogenic  sources  of  nitrogen  in  the  Prickly  Pear  Creek 
watershed,  in  order  of  importance  include  municipal  wastewater  treatment  facilities  (21  percent), 
septic  systems  (20  percent),  urban  areas  (7  percent),  agriculture  (7  percent),  dirt  roads  (5 
percent),  anthropogenic  streambank  erosion  (4  percent),  and  timber  harvest  (4  percent). 
Although  dewatering  does  not  directly  contribute  a  nutrient  load  to  Prickly  Pear  Creek,  irrigation 
diversions  reduce  flows  downstream  of  the  City  of  East  Helena  significantly  most  summers.  This 
result  in  increased  in-stream  nutrient  concentrations  and,  by  increasing  stream  temperatures  (see 
Section  8.4),  may  exacerbate  the  symptoms  of  nutrient  loading  (e.g.,  algal  growth  and  depressed 
dissolved  oxygen  levels).  Also,  in  localized  areas,  nutrient  loading  from  agricultural 
(predominantly  grazing)  and  single  family  residential  sources  may  be  far  more  significant  that 
this  source  category  appears  to  be  at  the  watershed  scale. 
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Figure  8-6.  Percent  of  the  annual  TN  load  from  all  potentially  significant  nitrogen  sources  in  the 

Prickly  Pear  Creek  Watershed. 
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8.2.2.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  TN  in  Prickly  Pear  Creek  is  0.33  mg/L.  A  strategy 
to  revise  this  interim  target  in  the  future  is  presented  in  Volume  II,  Section  3.2.3. 

8.2.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  nitrogen  TMDL  is  to  attain  full  beneficial  use  support  in  Prickly  Pear  Creek.  In 
the  absence  of  better  data/information,  the  interim  target  presented  in  Section  8.2.2.2  is  assumed 
to  represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A  nitrogen 
load  reduction  of  80  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  and  point  source  loads  were  reduced  by  90  percent,  the  maximum 
attainable  nitrogen  load  reduction  for  the  Prickly  Pear  Creek  Watershed  is  estimated  to  be  only 
38  percent,  indicating  that  it  may  not  be  possible  to  attain  the  target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Prickly  Pear  Creek  will  continue  to  degrade  if  no  action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  TN  load  reductions  from  non-point 
sources,  includes  a  phased  wasteload  allocation  to  reduce  point  sources  loads,  and,  in  recognition 
of  the  fact  that  it  may  not  be  possible  to  attain  the  TN  target,  presents  an  adaptive  management 
strategy  for  revising  the  target  and  load  allocations  in  the  future.  The  proposed  approach  is 
embodied  in  the  TMDL,  allocations  and  margin  of  safely  presented  in  Table  1-1.  The  phased 
wasteload  allocation  is  presented  in  Appendix  I  and  the  adaptive  management  strategy  is 
presented  in  Volume  II,  Section  3.0. 
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8.2.3  Phosphorus 

8.2.3.1  Sources  of  Phosphorus  in  the  Prickly  Pear  Creek  Watershed 

As  shown  in  Figure  8-7,  the  primary  anthropogenic  sources  of  phosphorus  in  the  Prickly  Pear 
Creek  watershed,  in  order  of  importance,  are  municipal  wastewater  treatment  (42%),  agriculture 
(8%),  dirt  roads  (6%),  anthropogenic  streambank  erosion  (5%),  timber  harvest  (4%)  and  urban 
areas  (4%).  As  with  nitrogen,  dewatering  may  also  be  a  complicating  factor  for  phosphorus  and, 
in  localized  areas,  phosphorus  loading  from  agricultural  (predominantly  grazing)  and  single 
family  residential  sources  may  be  far  more  significant  that  this  source  category  appears  to  be  at 
the  watershed  scale. 
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Figure  8-7.  Percent  of  the  annual  TP  load  from  all  potentially  significant  phosphorus  sources  in 

the  Spring  Creek  Watershed. 


8.2.3.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  TP  in  Prickly  Pear  Creek  is  0.04  mg/L  (See 
Volume  I  Section  3.2.3).  A  strategy  to  revise  this  target,  if  deemed  appropriate,  is  presented  in 
Volume  I,  Section  3.2.3. 

8.2.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  phosphorus  TMDL  is  to  attain  full  beneficial  use  support  in  Prickly  Pear  Creek. 
In  the  absence  of  better  data/information,  the  interim  target  presented  in  Section  1.1.2.2  is 
assumed  to  represent  the  phosphorus  level  below  which  all  beneficial  uses  would  be  supported. 
A  phosphorus  load  reduction  of  87  percent  would  be  required  to  attain  this  target. 
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Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  and  point  source  loads  were  reduced  by  98  percent,  the  maximum 
attainable  phosphorus  load  reduction  for  the  Prickly  Pear  Creek  Watershed  is  estimated  to  be 
only  62  percent,  indicating  that  it  may  not  be  possible  to  attain  the  target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Prickly  Pear  Creek  will  continue  to  degrade  if  no  action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  phosphorus  load  reductions  from  non- 
point  sources,  includes  a  phased  wasteload  allocation  to  reduce  point  sources  loads,  and,  in 
recognition  of  the  fact  that  it  may  not  be  possible  to  attain  the  phosphorus  target,  presents  an 
adaptive  management  strategy  for  revising  the  target  and  load  allocations  in  the  future.  The 
proposed  approach  is  embodied  in  the  TMDL,  allocations  and  margin  of  safety  presented  in 
Table  1-1.  The  phased  wasteload  allocation  is  presented  in  Appendix  I  and  the  adaptive 
management  strategy  is  presented  in  Volume  II,  Section  3.0. 
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8.3  Sediment 

Based  on  the  results  summarized  in  Volume  I,  Prickly  Pear  Creek  is  impaired  due  to  excessive 
levels  of  sediment  from  the  headwaters  downstream  to  Lake  Helena.  The  following  sediment 
TMDL  addresses  all  five  water  quality  limited  segments  described  in  Section  1.0. 

8.3.1  Sources  of  Sediment  in  the  Prickly  Pear  Creek  Watershed 

As  shown  in  Figure  8-8  the  primary  anthropogenic  sources  of  sediment  in  the  Prickly  Pear  Creek 
watershed,  in  order  of  sediment  load  are  agricultural,  unpaved  roads,  anthropogenic  streambank 
erosion,  timber  harvest,  urban  areas,  non-system  roads,  abandoned  mines,  and  active  mines  and 
quarries.  The  loading  analyses  presented  in  this  section  are  based  on  application  of  the  GWLF 
model  (Appendix  C)  as  well  as  the  various  assessment  techniques  described  in  Appendix  D. 
While  it  is  believed  that  they  are  adequate  for  making  relative  comparisons,  they  should  not  be 
used  directly  as  quantity  estimates. 

Agriculture  was  the  single  greatest  sediment  source  within  the  greater  Prickly  Pear  Creek 
watershed,  representing  32  percent  of  the  total  anthropogenic  sediment  load.  As  a  land-use, 
agriculture  occurs  in  the  lower  elevation  areas  of  the  watershed  including  middle  and  lower 
Tenmile,  Sevenmile  and  Prickly  Pear  Creek  watersheds.  On  a  segment  scale,  two  central  Prickly 
Pear  segments,  Lump  Gulch  to  Wylie  Drive  (MT41I006040),  and  Wylie  Drive  to  Helena 
Wastewater  Treatment  Plant  Discharge  (MT41I006_030),  produced  the  greatest  quantities  of 
agriculture  related  sediment  in  the  entire  Prickly  Pear  watershed;  2,792  and  1,284  tons 
respectively.  Unpaved  roads  were  the  second  greatest  anthropogenic  sediment  source,  accounting 
for  23  percent  of  this  load.  Prickly  Pear  Creek  from  Lump  Gulch  to  Wylie  Drive 
(MT41I006040)  was  the  segment  that  produced  the  greatest  quantity  of  road  related  sediment, 
701  tons.  This  load  is  generated  from  high  road  densities  related  to  sub-division  development 
throughout  this  segment.  Segments  within  the  greater  Prickly  Pear  Creek  watershed  that 
generate  the  largest  streambank  erosion  sediment  loads  include  Clancy  Creek,  Sevenmile  Creek, 
and  Prickly  Pear  above  Lake  Helena  watersheds,  respectively.  Causes  of  streambank  erosion  in 
these  watersheds  are  riparian  grazing,  road  encroachment,  stream  channelization,  riparian 
vegetation  removal,  and  historic  mining  activity. 

Watersheds  that  produced  the  greatest  quantity  of  sediment  related  to  timber  harvest  were  Lump 
Gulch,  Prickly  Pear  Creek  above  Wylie  Drive,  upper  Tenmile  Creek,  and  Clancy  Creek, 
respectively.  All  of  which  produced  more  than  300  tons  of  sediment  per  year  from  silviculture 
activities.  Sediment  from  urban  areas  is  related  to  developed  areas  in  the  lower  watersheds 
throughout  the  Helena  Valley  and  the  central  Prickly  Pear  drainage.  Non-system  roads/trails 
occur  throughout  the  entire  watershed.  Densities  of  these  roads/trails  are  typically  greater  on 
public  lands  of  the  upper  areas  of  the  watershed.  A  total  of  thirty  abandoned  mines  were 
identified  to  be  capable  of  delivering  sediment  to  perennial  stream  channels  throughout  the 
greater  Prickly  Pear  Creek  watershed.  Five  of  these  mines  -  Alta,  Bertha,  Corbin  Flats,  Gregory, 
and  Nellie  Grant  -  have  been  reclaimed  by  Montana  DEQ.  All  of  the  mines  are  located  in  the 
upper  tributary  watersheds.  Sediment  from  active  mines  and  quarries  is  generated  in  lower 
Tenmile  and  Prickly  Pear  watersheds  and  is  related  to  gravel  pit  operations  and  the  like. 
Additionally,  the  Helena  Wastewater  Treatment  Plant,  the  largest  suspended  sediment  discharger 
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in  the  watershed,  generates  a  total  suspended  sediment  load  from  of  54  tons  per  year.  The 
meager  size  of  this  source  relative  to  the  previously  described  source  categories  warrants 
minimal  concern  or  attention. 


Wastewater  Treatment 

User  Created  Roads 

Urban  Areas 

Unpaved  Roads 

Timber  Harvest 

Septic  Systems 

Paved  Roads 

Natural  Sources    ■ 
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Irrigation 
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Agriculture    BB 
Active  mines  and  quarries     0 
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Load  (tons/yr) 

Figure  8-8.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Prickly  Pear  Creek  Watershed. 


8.3.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  sediment  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.3.3. 

8.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  8-9.  The  TMDL  is  presented 
at  the  scale  of  the  entire  Prickly  Pear  Creek  watershed.  Note  that  individual  sediment  TMDLs 
have  also  been  prepared  for  the  following  tributaries:  Clancy  Creek  (MT41I006_120),  Corbin 
Creek  (MT41I006_090),  Golconda  Creek  (MT41I006070),  Jackson  Creek  (MT41I006J90), 
Sevenmile  Creek  (MT41I006_160),  Jennie's  Fork  (MT41I006210),  Skelly  Gulch 
(MT41I006_220),  Lump  Gulch  (MT41I006_130),  Spring  Creek  (MT41I006_080),  Middle  Fork 
Warm  Springs  Creek  (MT41I006100),  Tenmile  Creek  (MT41I006J41),  North  Fork  Warm 
Springs  Creek  (MT41I006180),  Tenmile  Creek  (MT41I006142),  Tenmile  Creek 
(MT41I006_143),  and  Warm  Springs  Creek  (MT41I006J  10).  TMDLs  for  the  individual 
tributaries  are  presented  in  Appendix  A. 
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Based  on  the  results  of  the  source  assessment  (Section  8.3.1),  the  recommended  implementation 
strategy  to  address  the  siltation  problem  in  Prickly  Pear  Creek  is  to  reduce  sediment  loading  from 
the  primary  anthropogenic  sediment  sources  -  agricultural,  unpaved  roads,  anthropogenic 
streambank  erosion,  timber  harvest,  urban  areas,  non-system  roads,  abandoned  mines,  and  active 
mines  and  quarries.  As  shown  in  Table  8-9,  the  hypothesis  is  that  an  overall,  watershed  scale 
sediment  load  reduction  of  38  percent  will  result  in  achievement  of  the  applicable  water  quality 
standards.  The  proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  current 
agricultural,  unpaved  roads,  anthropogenic  streambank  erosion,  timber  harvest,  urban  areas,  non- 
system  roads,  and  abandoned  mines  by  60,  60,  85,  97,  80,  100,  and  79  percent,  respectively. 
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8.4  Temperature 

Measured  in-stream  temperatures,  riparian  assessments,  and  modeling  all  suggest  that  Prickly 
Pear  Creek  (from  where  to  where  including  what  segments)  is  impaired  by  temperature  (see 
Volume  I  Report).  TMDLs  are  presented  in  the  following  sections  to  address  the  temperature 
impairment  in  Prickly  Pear  Creek. 

8.4.1  Sources  of  Temperature  Impairment  in  the  Prickly  Pear  Creek 
Watershed 

Sources  of  temperature  impairment  were  identified  through  field  assessments,  aerial  surveys,  and 
MPDES  data.  There  are  three  key  sources  of  thermal  modifications  in  the  watershed  -  flow 
alterations,  riparian  degradation,  and  point  sources.  The  following  sections  summarize  each 
source  of  impairment.  More  detailed  descriptions  are  included  in  Appendix  G. 

8.4.1.1  Flow  Alterations 

Flow  alterations  indirectly  impact  stream  temperature  because  of  simple  energy  mechanics. 
When  there  is  less  water  in  the  stream,  the  water  is  easier  to  heat.  Flow  alterations  exist 
throughout  Prickly  Pear  Creek  in  the  form  of  irrigation  withdrawals,  industrial  withdrawals,  and 
dams.  These  flow  alterations  are  pervasive  throughout  the  lower  six  miles  of  the  stream  due  to 
intense  agriculture  and  industry  near  the  Helena  Valley.  Figure  8-9  shows  the  major  diversions 
and  dams  identified  during  the  Prickly  Pear  Creek  source  assessment.  Four  major  diversions 
were  identified  on  Prickly  Pear  Creek  between  the  confluence  with  Lump  Gulch  and  Lake 
Helena.  During  the  field  assessment,  it  was  noted  that  flows  were  almost  entirely  diverted  out  of 
Prickly  Pear  Creek,  with  almost  no  flow  occurring  in  the  segment  between  the  Wylie  Drive 
Bridge  and  the  confluence  with  the  Helena  WWTP  outfall.  Montana  Fish,  Wildlife,  and  Parks 
considers  this  segment  "chronically  dewatered"  during  most  years  (MFWP,  2005). 

Synoptic  flow  measurements,  USGS  gaging  station  records,  and  the  DNRC  water  rights  database 
were  used  to  construct  recent  summer  flows  and  diversions  along  Prickly  Pear  Creek  from  Lump 
Gulch  to  Lake  Helena.  The  creek  was  divided  into  five  segments  to  create  a  simple  summer  (i.e., 
critical  conditions)  flow  budget  based  on  data  measured  on  or  estimated  for  August  7,  2003.  The 
modeling  segments  are  described  in  Table  8-10,  and  Table  8-11  describes  the  flow  budget  for 
August  7,  2003. 

The  flow  budget  was  then  input  into  a  stream  temperature  model  (SSTEMP)  to  predict  the 
impact  of  flow  diversions  on  stream  temperatures.  Details  for  the  SSTEMP  modeling,  as  well  as 
the  flow  budget,  are  included  in  Appendix  G. 

The  SSTEMP  model  predicted  that  flow  alterations  in  Segments  1 ,  2,  and  3  cumulatively  raise 
the  stream  temperature  by  1.8  degrees  Fahrenheit  during  critical  low  flow  summer  months.  The 
impact  of  any  flow  alterations  located  downstream  of  Segment  3  could  not  be  evaluated  because 
Prickly  Pear  Creek  -  during  summer  low  flows  -  is  not  hydrologically  connected  due  to 
dewatering. 


Public  Review  Draft  A-99 


Prickly  Pear  Creek 


Appendix  A 


Table  8-10. 

Temperature  impaired  segments  of  Prickly  Pear  Creek  and  the  corresponding 
SSTEMP  modeling  segments. 

303(d) 
Segment 

Modeling 
Segment 

Location 

MT4 11006  040 

Segment  1a 

Confluence  with  Lump  Gulch  to  USGS  gage  #06061500  (3.5  miles). 

Segment  1b 

Confluence  with  Lump  Gulch  to  confluence  with  McClellan  Creek  (6.8 
miles). 

Segment  2 

Confluence  with  McClellan  Creek  to  ASARCO  Dam  (1 .7  miles). 

Segment  3 

ASARCO  Dam  to  Wylie  Drive  (1.7  miles). 

MT41I006_030 

Segment  4 

Wylie  Drive  to  Helena  Wastewater  Treatment  Plant  discharge  (4.3  miles) 

MT41I006J320 

Segment  5a 

Helena  Wastewater  Treatment  Plant  to  Sierra  Road  (2.7  miles). 

Segment  5b 

Helena  Wastewater  Treatment  Plan  to  the  mouth  (5.9  miles). 

Table  8-11. 

Summary 

of  major  summer  inflows  and  outflows  along  lower  Prickly  Pear  Creek. 

303(d) 
Segment 

Modeling 
Segment 

Flow  Gains 
(cfs) 

Flow  Losses 
(cfs) 

Flow  Budget 
(cfs) 

Flow  Sources/  Withdrawals 

MT41I006_040 

1 

1.4 

None 

+  1.4 

Tributary  Inflow  and  Groundwater 
Discharge 

2 

9.9 

9.9 

0.0 

Tributary  Inflow 
(Irrigation  Diversions) 

3 

None 

6.0 

-6.0 

(Irrigation  Diversions) 

MT41 1006_030 

4* 

1.5 

3.0 

-1.5 

Groundwater  Discharge 
(Irrigation  Diversions) 

MT41 1006_020 

5 

15.0 

None 

+15.0 

Groundwater  Discharge  and 
Irrigation  Return 

*  Segment  4  is  totally  dewatered,  but  flow  gains  from  groundwater  discharge  occur  near  the  end  of  the  reach.  Therefore,  flows 
between  Segments  3,  4, and  5  are  not  hydrologically  connected. 
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Figure  8-9.  General  overview  of  major  summer  inflows  and  outflows  along  lower  Prickly  Pear 

Creek. 
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8.4.1.2  Riparian  Degradation 

Among  other  things,  Stream  temperature  is  a  function  of  riparian  vegetation  -  more  riparian 
vegetation  generally  translates  into  more  stream  shade,  and  lower  stream  temperatures.  Riparian 
data  from  numerous  sources  were  evaluated  to  assess  the  riparian  condition  of  Prickly  Pear 
Creek.  Proper  Functioning  Condition  (PFC)  assessments  were  conducted  at  three  sites  along 
lower  Prickly  Pear  Creek  in  2003  (see  Figure  8-9).  The  most  upstream  site  ranked  as  functional, 
but  at  risk.  Segments  4  and  5  (downstream  most  segments)  ranked  as  non-functional,  indicating 
severe  riparian  degradation  along  these  segments. 

Quantitative  riparian  vegetation  data  were  obtained  for  the  SSTEMP  stream  temperature  model. 
Data  were  collected  at  1 1  sites  in  2005  and  included  topographic  altitude  (degrees),  distance  to 
vegetation,  angle  to  vegetation  top  (degrees),  vegetation  height  (ft),  vegetation  type,  vegetation 
crown  (ft),  vegetation  offset  (ft),  and  vegetation  density  (%).  The  measured  existing  data  are 
summarized  in  Figure  8-10,  and  assessment  locations  are  shown  in  Figure  8-9.  Detailed 
information  about  the  riparian  survey  is  included  in  Appendix  G. 

Natural  riparian  conditions  (i.e.,  the  maximum  potential  riparian  vegetation)  were  estimated 
based  on  the  measured  data,  comparable  reference  streams,  and  best  professional  judgment. 
Figure  8-1 1  summarizes  theoretical  maximum  potential  riparian  measurements  for  the  riparian 
field  inventory  sites  along  lower  Prickly  Pear  Creek.  Comparing  the  maximum  potential  and 
existing  riparian  conditions,  it  appears  that  current  riparian  vegetation  is  located  farther  from  the 
stream,  with  vegetation  having  less  height  and  density.  Also,  there  is  a  lack  of  mature 
cottonwood  trees  in  the  current  riparian  area. 

Both  the  natural  and  existing  riparian  conditions  were  input  into  the  SSTEMP  stream 
temperature  model  (see  Appendix  G).  Existing  and  natural  conditions  were  compared  to 
quantify  the  effect  of  riparian  degradation  on  stream  temperature  during  a  critical  low  flow 
summer  event  (as  measured  on  August  7,  2003).  The  SSTEMP  model  predicted  that  the 
cumulative  impact  of  riparian  degradation  to  existing  stream  temperatures  is  0.90  degrees 
Fahrenheit.  This  is  the  cumulative  impact  of  riparian  degradation  through  Segment  3  (Lump 
Gulch  to  the  Wylie  Drive  Bridge).  The  impact  of  any  flow  alterations  located  downstream  of 
Segment  3  could  not  be  evaluated  because  Prickly  Pear  Creek  -  during  summer  low  flows  -  is 
not  hydrologically  connected  because  of  dewatering  (see  Section  8.4.1.1). 
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Table  8-12.  Riparian  field  evaluation  sites  along  lower  Prickly  Pear  Creek. 
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8.4.1.3  Point  Sources 

There  are  five  entities  with  MPDES  permits  along  lower  Prickly  Pear  Creek  -  Ash  Grove 
Cement  Company  (MT0000451),  Air  Liquide  America  Corporation  (MT0000426),  ASARCO 
(MT0030147),  City  of  East  Helena  WWTP  (MT0022560),  and  City  of  Helena  WWTP 
(MT0000949).  An  analysis  of  discharge  and  temperature  data  suggests  that  Ash  Grove  Cement 
Company,  Air  Liquide  America  Corporation,  and  ASARCO  are  having  negligible  impacts  to 
temperature  in  Prickly  Pear  Creek.  This  is  mostly  due  to  the  fact  that  these  three  facilities  rarely 
(if  ever)  discharge  to  surface  water.  The  City  of  East  Helena  and  City  of  Helena  WWTP  outfalls 
may  be  having  larger  impacts  to  stream  temperature.  They  contribute  an  average  of  3.1  and  0.20 
MGD,  respectively,  and  the  Helena  WWTP  effluent  potentially  constitutes  the  majority  of  flow 
in  Segment  5  during  summer  months.  However,  neither  facility  monitors  effluent  temperature. 
Therefore,  potential  impacts  from  these  facilities  could  not  be  evaluated  at  this  time.  Additional 
effluent  monitoring  for  both  facilities  is  proposed  (see  the  Sampling  and  Analysis  Plan  in 
Appendix  H),  and  the  temperature  TMDLs  may  have  to  be  revised  when  the  new  monitoring 
data  are  assessed. 

8.4.1.4  Summary  of  Sources 

Stream  temperature  is  a  function  of  many  parameters  such  as  air  temperature,  humidity,  cloud 
cover,  riparian  vegetation,  point  sources,  and  stream  flow  or  volume.  Of  these,  riparian 
vegetation,  flow,  and  point  sources  are  the  sources  that  can  be  directly  influenced  and  controlled 
by  human  activity.  As  shown  in  Sections  8.4.1.1  and  8.4.1.2,  flow  alterations  and  riparian 
degradation  are  increasing  stream  temperatures  in  Prickly  Pear  Creek.  Point  sources  are  having 
minimal  impact.  The  cumulative  effect  of  all  three  sources  is  presented  below  in  Table  8-13. 
Combined,  stream  temperature  in  Prickly  Pear  Creek  through  Segment  3  is  2.7  ±  0.5  degrees 
Fahrenheit  greater  than  the  natural  stream  temperature.  The  cumulative  impact  of  stream 
temperature  from  Lump  Gulch  to  the  mouth  (Segments  1  through  5)  could  not  be  evaluated 
because  the  stream  is  completely  dewatered  in  Segment  4,  and  therefore  Prickly  Pear  Creek  is 
not  hydrologically  connected  from  the  upstream  to  the  downstream  segments.  Detailed 
information  about  SSTEMP  and  the  modeling  assumptions  can  be  found  in  Appendix  G. 


Table  8-13.  Sources  and  amount  of  thermal  modifications  in  Prickly  Pear  Creek 


303(d) 
Segment 

Modeling 
Segment 

Riparian 
Vegetation 

Flow  Alterations 

Point  Sources 

Total  Thermal 
Modification 

MT41I006_040 

1 

0.0  °F 

0.0  °F 

None 

0.0  °F 

2 

0.6  °F 

1.0  °F 

Insignificant 

1.6°F±0.5°F 

3 

0.9  °F 

1.8  °F 

None 

2.7  °F  ±  0.5  °F 

MT41I006_030 

42 

NA 

NA 

NA 

NA 

MT41I006_020 

53 

2.1  °F 

None 

None 

0.5°F±1.2°F 

Thermal  modifications  presented  here  are  cumulative  from  Lump  Gulch  through  the  end  of  the  evaluated  modeling  segment 
2  Reaches  4  is  dewatered  and  could  not  be  evaluated  with  the  SSTEMP  model. 

Reach  5  consists  of  groundwater  recharge  and  irrigation  returns,  and  flows  are  not  hydrologically  connected  to  upstream  segments 
during  critical  low  flow  summer  months. 
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8.5  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  plan  and  associated  TMDLs  is  to  attain  and  maintain  water  quality 
standards.  Montana's  water  quality  standards  for  temperature  are  numeric.  However,  the 
definition  of  'naturally  occurring'  water  temperature  within  the  state  standard  must  be  interpreted 
to  derive  measurable  water  quality  goals. 

Since  the  success  of  this  plan  and  associated  TMDLs  will  be  formally  evaluated  five  years  after 
it  is  approved  (i.e.,  201 1  assuming  approval  in  2006),  flexibility  must  be  provided  herein  for  the 
interpretation  of  'naturally  occurring'  water  temperature  in  Prickly  Pear  Creek.    The  water 
quality  standards  and  indicators  presented  in  Table  8-14  are  proposed  as  end-point  water  quality 
goals  (i.e.,  targets)  for  temperature,  in  recognition  of  the  fact  that  they  may  need  to  be  changed  in 
the  future  as  new  information  becomes  available  and/or  DEQ  implements  a  new  methodology 
for  interpreting  'naturally  occurring'  water  temperature. 

The  suite  of  indicators  used  to  evaluate  compliance  with  Montana's  temperature  standards  in  the 
future  should  be  selected  based  on  the  best  data  and  information  available,  and/or  the  current 
DEQ  methodology  available,  at  that  time. 


Table  8-14.  Proposed  Temperature  Water  Quality  Endpoints. 

Water  Quality  Indicator 

State  Water  Quality  Standard 

Water  Temperature:  A  change  in 
temperature  due  to  anthropogenic 
sources,  or  variation  from  a  reference 
condition. 

B-1  Class  Waters:  <  1°  F  when  water  temperature  is  <  67°  F 

<  0.5°  F  when  water  temperature  is  >  67  °  F 
I  Class  Waters:  No  increase  in  naturally  occurring  water  temperature. 

Water  Quality  Indicator 

Rationale  for  Selection  of  this 
Indicator 

Proposed  Criteria 

Percent  Shade 

Shading  provided  by  riparian 
vegetation  is  a  significant  factor  for 
reducing  thermal  energy  input  to 
Prickly  Pear  Creek.  Riparian 
vegetation  can  also  influence 
channel  form  and  the  amount  of 
surface  area  exposed  to  solar 
heating. 

60  Percent 

Fish  Population  Metrics 

The  presence  of  cold-water  fish  can 
be  an  indication  of  the  temperature 
suitability  of  a  stream,  when  the 
waterbody  is  not  limited  by  other 
water  quality  or  habitat  constraints. 

MFISH  rating  of  "best"  or 
"substantial" 

Stream  Flow 

Because  water  has  a  high  specific 
heat  capacity,  larger  volumes  of 
water  are  subject  to  fewer 
fluctuations  in  temperature.  By 
increasing  flow,  the  stream  will  be 
more  resistant  to  temperature 
increases. 

Maintain  MFWP's  recommended 
year  round  aquatic  life  survival  flow 
targets:  8  to  22  cfs  for  Prickly  Pear 
Creek  from  the  headwaters  to  East 
Helena,  14  to  30  cfs  from  East 
Helena  to  Lake  Helena. 
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8.6  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

8.6.1  Prickly  Pear  Creek  from  Lump  Gulch  to  the  Wylie  Drive  Bridge 

The  goal  of  the  temperature  TMDL  is  to  attain  full  beneficial  use  support  in  Prickly  Pear  Creek. 
The  TMDLs  presented  here  are  based  on  an  average,  drought,  summer  low  flow  condition, 
which  is  considered  the  critical  condition  for  evaluating  temperature  impairment.  Based  on  the 
SSTEMP  modeling  analysis,  the  natural  average  daily  temperature  at  the  end  of  Segment  3 
(Wylie  Drive  Bridge)  is  66.5  degrees  Fahrenheit.  Montana's  numeric  temperature  standards 
allow  for  a  one  degree  Fahrenheit  increase  from  the  natural  stream  temperature.  Therefore,  the 
temperature  target  for  Prickly  Pear  Creek  at  the  Wylie  Drive  Bridge  is  67.5  degrees.  A  0.5 
degree  margin  of  safely  was  then  applied  to  account  for  the  reported  uncertainties  in  the 
SSTEMP  model  (95  percent  confidence  interval),  making  the  target  temperature  67.0  degrees 
Fahrenheit. 

The  SSTEMP  model  and  measured  data  reported  that  the  existing  average  stream  temperature  at 
the  Wylie  Drive  Bridge  is  69.2  degrees  Fahrenheit.  This  is  a  result  of  riparian  degradation  (0.9 
°F),  flow  alterations  (1.8  °F),  and  natural  background  temperature  (66.5  °F).  Therefore,  a  2.2- 
degree  reduction  in  stream  temperature  is  needed  to  achieve  the  temperature  target  of  67.0 
degrees  Fahrenheit. 

Recognizing  that  flow  and  riparian  vegetation  are  correlated,  the  necessary  temperature  reduction 
can  be  achieved  through  several  possible  scenarios  where  flow  in  the  creek  is  augmented  (i.e., 
less  flow  alterations)  and/or  riparian  vegetation  is  restored.  Table  8-15  summarizes  the  most 
feasible  scenario  for  Prickly  Pear  Creek  (Lump  Gulch  to  the  Wylie  Drive  Bridge),  where  riparian 
vegetation  is  restored  to  the  maximum  potential  along  the  entire  10.2  mile  reach  of  Prickly  Pear 
Creek,  and  flows  are  augmented  by  a  minimum  amount  (8.5  cubic  feet  per  second)  to  achieve  the 
necessary  temperature  reduction  of  2.2  degrees  Fahrenheit.  Again,  this  is  simply  one  scenario  in 
which  it  is  possible  to  achieve  the  target. 

It  is  recognized  here  that  neither  Montana  DEQ  nor  USEPA  has  authority  to  regulate  non-point 
sources  (i.e.,  riparian  vegetation  or  flow).  Therefore,  implementation  of  this  TMDL  will  be 
voluntary,  with  watershed  stakeholders  ultimately  deciding  the  restoration  strategy. 
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Table  8-15.  Temperature  TMDL  for 

Prickly  Pear  Creek  from  Lump  Gulch  to  Wylie  Drive. 

Allocation 

Thermal  Source 

Current 
Temperature 

Temperature 
Reduction 

Allowable 
Temperature 

Rationale/Assumptions 

Load 
Allocation 

Riparian 
Degradation 

0.9  °F 

100% 

0.0  °F 

Ideally,  all  riparian  vegetation 
should  be  restored  to  the 
maximum  potential  to  increase 
shading  by  an  average  of  40% 

Flow  Alteration 

1.8  °F 

72% 

0.5°F 

Ideally,  stream  flows  should  meet 
minimum  requirements  set  forth 
by  MFWP.   However,  for  the 
purpose  of  this  TMDL  scenario, 
flows  were  augmented  by  8.5  cfs 
to  achieve  the  temperature 
reduction  of  2.2  °F 

Total  -  All 
Anthropogenic 
Nonpoint 
Sources 

2.7  °F 

81% 

0.5  °F 

^^^B 

Natural 
Background 

66.5  °F 

None 

66.5  °F 

Background  conditions  were 
modeled  as  having  the  maximum 
potential  riparian  vegetation,  and 
no  flow  diversions,  for  a  critical 
low  flow  summer  time  period. 

Waste 

Load 

Allocation 

All  Point 
Sources 

0.0°F 

None 

0.0  °F 

Point  source  loads  are  minimal 
when  compared  to  riparian 
vegetation  and  flow  alterations. 
Additional  monitoring  is  needed  to 
quantify  the  effect  of  the  Helena 
and  East  Helena  WWTP  outfalls. 

Margin  of 
Safety 

m 

ill 

0.5  °F 

The  95%  confidence  interval  for 
the  SSTEMP  model  was  +  0.5  °F. 
This  amount  was  subtracted  from 
the  calculated  allowable 
temperature  (67.5  °F)  to  derive 
the  temperature  target  of  67.0  °F. 

Total 

69.2  °F 

2.2  °F 

67.0  °F 

The  Allowable  Temperature  is  the 
natural  temp  (66.5  °F)  +  1  °F,  and 
minus  0.5  °F  to  account  for  the 
margin  of  safety. 

Values  presented  in  the  Table  are  average  daily  stream  temperatures  for  a  critical  summer  low  flow  time  period. 
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8.6.2  Prickly  Pear  Creek  from  the  Wylie  Drive  Bridge  to  the  Mouth 

Prickly  Pear  Creek  from  the  Wylie  Drive  Bridge  to  Lake  Helena  (modeling  segments  4  and  5) 
presents  a  unique  challenge  for  temperature  allocations.  Prickly  Pear  Creek  from  Wylie  Drive  to 
the  Helena  WWTP  outfall  (Segment  4)  has  a  section  that  is  completely  dewatered.  According  to 
model  results,  temperatures  within  the  dewatered  segment  may  be  5.4  degrees  F  greater  than 
average  natural  temperatures.  However  modeling  results  are  unreliable  because  the  segment 
could  not  be  properly  calibrated. 

The  segment  of  Prickly  Pear  Creek  downstream  of  the  completely  dewatered  reach  (Segment  5) 
presents  a  challenge  due  to  the  hydrologic  disconnection  of  surface  water.  Water  in  this  segment 
mostly  consists  of  groundwater  recharge  and  irrigation  returns,  and  cumulative  thermal 
modifications  from  upstream  do  not  currently  carry  over  into  Segment  5  during  critical  low  flow 
summer  periods.  Therefore,  when  analyzed  as  a  single  segment,  Prickly  Pear  Creek  from  the 
Helena  WWTP  outfall  to  the  mouth  is  not  exceeding  the  numeric  temperature  water  quality 
standard  for  a  B-l  stream.  The  daily  average  existing  temperature  during  critical  conditions  is 
only  0.5  degrees  F  greater  than  the  average  natural  temperature  during  the  same  time  period. 

Although  thermal  allocations  are  not  quantifiable  at  this  time,  Prickly  Pear  Creek  from  the  Wylie 
Drive  Bridge  to  Lake  Helena  is  still  considered  impaired  because  of  thermal  modifications. 
First,  riparian  areas  were  in  poor  condition  along  this  section  of  the  creek  (see  Section  8.4.1.2). 
This  condition  exceeds  the  target  defined  in  Section  8.5  -  i.e.,  no  significant  disturbance  of 
riparian  vegetation.  Second,  this  segment  does  not  achieve  the  flow  target  selected  by  MFWP  - 
i.e.,  maintain  a  flow  of  ranging  from  14  to  30  cfs  throughout  the  lower  segments  of  Prickly  Pear 
Creek.  And  third,  if  this  segment  was  hydrologically  connected  to  the  upstream  segments  of 
Prickly  Pear  Creek,  the  thermal  impairments  from  upstream  would  most  likely  carry  through  to 
the  mouth,  and  this  segment  would  be  impaired.  Voluntary  efforts  to  improve  the  riparian 
condition  and  in-stream  flows  along  this  portion  of  the  stream  should  be  pursued  in  an  attempt  to 
bring  the  stream  in  compliance  with  the  temperature  water  quality  targets,  and  with  Montana 
Fish,  Wildlife,  and  Parks  flow  recommendations.  Because  of  the  dewatering,  Prickly  Pear  Creek 
from  the  Wylie  Drive  Bridge  to  the  Helena  WWTP  outfall  is  also  considered  impaired  because 
of  flow  alterations.  Aquatic  life  and  fishery  beneficial  uses  are  impaired.  No  flow  TMDLs  will 
be  presented  at  this  time. 
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9.0  SEVENMILE  CREEK 

Sevenmile  Creek  from  the  headwaters  to  the  mouth  (Segment  MT41I006160,  7.8  miles)  was 
listed  as  impaired  on  the  Montana  1996  303(d)  list  because  of  siltation.  Coldwater  fisheries  were 
the  listed  impaired  beneficial  uses.  In  2002  and  2004,  aquatic  life  and  coldwater  fishery 
beneficial  uses  were  listed  as  impaired  because  of  metals,  nutrients,  and  siltation.  The  additional 
analyses  and  evaluations  described  in  Volume  I  found  that  nutrients,  sediment  (siltation),  copper, 
and  lead  are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see 
Section  3.4.2.5  of  the  Volume  I  Report). 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  nutrients,  sediment,  and 
metals  (i.e.,  copper  and  lead)  are  presented  in  the  following  subsections.  Supporting  information 
for  the  following  TMDLs  can  also  be  found  in  Appendix  C,  D,  E,  and  F. 

9.1  Metals 

The  available  water  chemistry  data  suggest  that  Sevenmile  Creek  is  impaired  due  to  arsenic, 
copper,  and  lead.  TMDLs  are  presented  in  the  following  sections  to  address  the  arsenic,  copper, 
and  lead  impairments.  The  loading  analyses  presented  in  this  section  are  based  on  application  of 
the  LSPC  model  (see  Appendix  F). 

9.1.1  Sources  of  Metals  in  the  Sevenmile  Creek  Watershed 

Historic  mining  activities  comprise  the  most  significant  source  of  metals  to  Sevenmile  Creek. 
Most  of  the  drainage  area  falls  within  the  Scratchgravel  Hills  and  Austin  mining  districts.  The 
MBMG  Abandoned  and  Inactive  Mines  database  reports  mineral  location,  placer,  surface, 
surface-underground,  underground,  and  other  unknown"  mining  activities  in  the  watershed.  The 
historical  mining  types  include  placer,  lode,  and  stockpile.  In  the  past  these  mines  produced 
gold,  iron,  lead,  silver,  copper,  manganese,  and  arsenic.  None  of  the  mines  in  the  immediate 
drainage  area  of  this  segment  are  listed  in  the  State  of  Montana's  inventory  of  High  Priority 
Abandoned  Hardrock  Mine  Sites.  The  Helena  National  Forest  documented  evidence  of  placer 
mining  and  one  mine  waste  rock  dump  within  the  stream  bankfull  width  in  Skelly  Gulch,  a 
tributary  of  Sevenmile  Creek,  during  the  source  assessment.  Modeled  sources  and  their  metals 
loadings  to  Sevenmile  Creek  are  presented  in  Figure  9-1  through  Figure  9-3. 
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Figure  9-1.  Sources  of  arsenic  loadings  to  Sevenmile  Creek. 
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Figure  9-2.  Sources  of  copper  loadings  to  Sevenmile  Creek. 
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Figure  9-3.  Sources  of  lead  loadings  to  Sevenmile  Creek. 
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9.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  these  metals  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
numeric  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc 
are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by 
stream  segment.  The  target  concentrations  for  metals  in  Sevenmile  Creek  are  presented  in  Table 
9-1. 


Table  9-1 .  Montana  numeric  surface  water  qua 

lity  standards  for  metals  in  Sevenmile  Creek. 

Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic)  (ug/L)b 

Human  Health 
(M9/L)a 

Arsenic  (TR) 

340 

150 

10d 

Copper  (TR) 

33.6  at  256.4  mg/L  hardness0 

20.4  at  256.4  mg/L  hardness0 

1,300 

Lead  (TR) 

266.2  at  256.4  mg/L  hardness0 

10.3  at  256.4  mg/L  hardness0 

15 

Note:  TR  =  total  recoverable 

'Maximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

"  The  human  health  standard  for  arsenic  is  currently  1 8  ug/L,  but  will  change  to  1 0  ug/L  in  2006. 


9.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  9-2  though  Table  9-4.  Based 
on  the  results  of  the  source  assessment  (Section  9.1.1),  the  recommended  implementation 
strategy  to  address  the  metals  problem  in  Sevenmile  Creek  is  to  reduce  metals  loadings  from 
historical  mining  sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs. 
As  shown  in  Table  9-2  though  Table  9-4,  the  hypothesis  is  that  an  overall,  watershed  scale 
metals  load  reduction  of  52,  47,  and  63  percent  for  arsenic,  copper,  and  lead,  respectively,  will 
result  in  achievement  of  the  applicable  water  quality  standards.  Sevenmile  Creek  already  meets 
applicable  water  quality  standards  for  cadmium  and  zinc.  The  proposal  for  achieving  the  load 
reduction  is  to  reduce  loads  from  mining  sources  58,  58,  and  75  percent  for  arsenic,  copper,  and 
lead,  respectively. 
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9.2  Nutrients 

The  weight  of  evidence  suggests  that  Sevenmile  Creek  (from  headwaters  to  mouth)  is  impaired 
by  nutrients  (see  Volume  I  Report).  TMDLs  are  presented  in  the  following  sections  to  address 
the  nutrient  impairment.  In  the  absence  of  a  strong  case  for  either  N  or  P  limitation  in  the 
ultimate  receiving  water  body  (i.e.,  Lake  Helena),  TMDLs  are  presented  below  for  both  TN  and 
TP. 

9.2.1  Nitrogen 

9.2.1.1  Sources  of  Nitrogen  in  the  Sevenmile  Creek  Watershed 

As  shown  in  Figure  9-4,  based  on  the  watershed  scale  modeling  analysis  (See  Appendix  C),  the 
primary  anthropogenic  sources  of  nitrogen  in  the  Sevenmile  Creek  watershed,  in  order  of 
importance,  are  septic  systems,  urban  areas,  anthropogenic  streambank  erosion,  dirt  roads,  and 
timber  harvest  activities.  Additionally,  Diffuse  sediment  and  possibly  nutrient  sources  from  rural 
housing  and  stream  dewatering  were  noted  in  the  2003  source  assessment  as  potential  sources  of 
nutrients  at  the  local  scale  (See  Volume  I). 


Natural 
Septic  Systems 
Urban  Areas 
Ant.  Streambank  Erosion 
Dirt  Roads 
Timber  Harvest 
Agriculture 
Non-system  Roads 
Paved  Roads   ) 
Wastew  ater  Treatment 
Helena  Valley  Irr.  System 
Active  mines  and  quarries 
Abandoned  Mines 


0%         5%        10%       15%       20%       25%       30%       35%       40%      45%       50% 

Total  N  (%  of  Load) 


Figure  9-4.  Percent  of  the  annual  TN  load  from  all  potentially  significant  sources  in  the  Sevenmile 

Creek  Watershed. 
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9.2.1.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  TN  in  Sevenmile  Creek  is  0.33  mg/L.  A  strategy  to 
revise  this  interim  target  in  the  future  is  presented  in  Volume  II,  Section  3.2.3. 

9.2.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations,  and  margin  of  safety  are  presented  in  Table  1-1.  Based  on  the  results  of 
the  source  assessment  (Section  9.2.1.1),  the  recommended  implementation  strategy  to  address 
the  nitrogen  problem  in  Sevenmile  Creek  is  to  reduce  sediment-associated  nitrogen  loading  from 
the  primary  anthropogenic  sediment  sources  -  anthropogenic  bank  erosion,  dirt  roads,  and  timber 
harvest.  Though  citizen  education  of  proper  septic  system  operation  and  maintenance  will  likely 
reduce  phosphorus  and  bacterial  loading  from  septic  systems,  the  reduction  in  nitrogen  loading  is 
insignificant  because  even  properly  functioning  septic  systems  have  poor  nitrogen  removal.  It  is 
not  likely  that  City  sewer  will  expand  to  this  subwatershed,  so  nitrogen  loads  from  septic  systems 
will  likely  not  be  reduced. 

As  shown  in  Table  1-1,  the  hypothesis  is  that  an  overall,  watershed  scale  nitrogen  load  reduction 
of  65  percent  will  result  in  achievement  of  the  applicable  water  quality  standards.  The  proposal 
for  achieving  the  load  reduction  is  to  reduce  sediment  loads  from  current  timber  harvest  by  97 
percent,  dirt  roads  by  60  percent,  non  system  roads  by  100  percent,  agriculture  55  percent,  urban 
areas  30  percent,  and  anthropogenic  bank  erosion  by  94  percent,  which  will  in  turn  decrease 
loading  of  sorbed  nitrogen.  In  combination,  these  reductions  are  predicted  to  reduce  the  total 
nitrogen  by  20  percent. 

The  goal  of  the  nitrogen  TMDL  is  to  attain  full  beneficial  use  support  in  Sevenmile  Creek.  In  the 
absence  of  better  data/information,  the  interim  target  presented  in  Section  9.2.1.2  is  assumed  to 
represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A  nitrogen  load 
reduction  of  58  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  the  maximum  attainable  nitrogen  load  reduction  for  the  Sevenmile 
Creek  Watershed  is  estimated  to  be  only  20  percent,  indicating  that  it  may  not  be  possible  to 
attain  the  target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Sevenmile  Creek  and  downstream  receiving  water  bodies  will  continue  to  degrade  if 
no  action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  TN  load  reductions  from  non-point 
sources,  and,  in  recognition  of  the  fact  that  it  may  not  be  possible  to  attain  the  TN  target,  presents 
an  adaptive  management  strategy  for  revising  the  target  and  load  allocations  in  the  future.  The 
proposed  approach  is  embodied  in  the  TMDL,  allocations  and  margin  of  safety  presented  in 
Table  9-5.  The  adaptive  management  strategy  is  presented  in  Volume  II,  Section  3.2.3.1. 
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9.2.2  Phosphorus 

9.2.2.1  Sources  of  Phosphorus  in  the  Sevenmile  Creek  Watershed 

As  shown  in  Figure  9-5,  based  on  the  watershed  scale  modeling  analysis  (See  Appendix  C),  the 
primary  anthropogenic  sources  of  phosphorus  in  the  Sevenmile  Creek  watershed,  in  order  of 
importance,  are  anthropogenic  streambank  erosion,  dirt  roads,  urban  areas,  timber  harvest,  and 
agriculture.  Additionally,  Mine  reclamation,  horse  pastures/riparian  grazing  and  streambank 
stability  problems  were  noted  as  potential  nutrient  sources  in  the  2003  source  assessment  as 
potential  sources  of  nutrients  at  the  local  scale  (See  Volume  I).    Dirt  roads  were  cited  as  a  major 
contributor  to  sediment  loading  in  streams.  Diffuse  sediment  and  possibly  nutrient  sources  from 
rural  housing  and  stream  dewatering  were  noted  in  the  2003  source  assessment  for  potential 
nutrient  sources. 


Natural 

Septic  Systems 

Urban  Areas 

Ant.  Streambank  Erosion 

Dirt  Roads 

Timber  Harvest 

Agriculture 

Non-system  Roads 
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Helena  Valley  Irr.  System 
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Figure  9-5.  Percent  of  the  annual  TP  load  from  all  potentially  significant  sources  in  the  Sevenmile 

Creek  Watershed. 
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9.2.2.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  TP  in  Spring  Creek  is  0.04  mg/L.  A  strategy  to 
revise  this  interim  target  in  the  future  is  presented  in  Volume  II,  Section  3.2.3. 

9.2.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  phosphorus  TMDL  is  to  attain  full  beneficial  use  support  in  Sevenmile  Creek.  In 
the  absence  of  better  data/information,  the  interim  target  presented  in  Section  9.2.2.2  is  assumed 
to  represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A  TP  load 
reduction  of  79  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  the  maximum  attainable  phosphorus  load  reduction  for  the  Spring  Creek 
Watershed  is  estimated  to  be  only  32  percent,  indicating  that  it  may  not  be  possible  to  attain  the 
target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Sevenmile  Creek  and  downstream  receiving  water  bodies  will  continue  to  degrade  if 
no  action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  TP  load  reductions  from  non-point 
sources,  and,  in  recognition  of  the  fact  that  it  may  not  be  possible  to  attain  the  TP  target,  presents 
an  adaptive  management  strategy  for  revising  the  target  and  load  allocations  in  the  future.  The 
proposed  approach  is  embodied  in  the  TMDL,  allocations  and  margin  of  safety  presented  in 
Table  9-6.  The  adaptive  management  strategy  is  presented  in  Volume  II,  Section  3.2.3.1. 
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9.3  Sediment 

The  weight  of  evidence  suggests  that  Sevenmile  Creek  (from  headwaters  to  mouth)  is  impaired 
by  sediment/siltation  (see  Volume  I  Report).  TMDLs  are  presented  in  the  following  sections  to 
address  the  sediment  impairment.  The  loading  analyses  presented  in  this  section  are  based  on 
application  of  the  GWLF  model  (Appendix  C)  as  well  as  the  various  assessment  techniques 
described  in  Appendix  D.  While  it  is  believed  that  the  resulting  load  estimates  are  adequate  for 
making  relative  comparisons,  they  should  not  be  used  directly  as  quantity  estimates. 

9.3.1  Sources  of  Sediment  in  the  Sevenmile  Creek  Watershed 

As  shown  in  Figure  9-6,  the  primary  anthropogenic  sources  of  sediment  in  the  Sevenmile  Creek 
watershed,  in  order  of  sediment  load  are,  anthropogenic  streambank  erosion,  unpaved  roads, 
timber  harvest,  agriculture,  non-system  roads/trails,  and  urban  areas. 

Anthropogenic  streambank  erosion  occurs  throughout  Sevenmile  Creek.  This  sediment  source  is 
largely  a  result  of  riparian  grazing  impacts,  animal  feedlot/confinement  areas,  road  and  railroad 
encroachment,  stream  channelization,  beaver  dam  removal  and  historic  mining  activity. 
Sediment  from  unpaved  roads  was  the  second  largest  anthropogenic  sediment  source  in  the 
segment.  Sediment  is  entering  at  road  crossings  along  the  main  stem  and  tributaries.  Timber 
harvest  activities  have  occurred  in  the  uplands  of  the  watershed  on  DNRC  and  BLM  lands. 
Watershed  modeling  shows  erosion  from  agricultural  activities  occurring  throughout  the  central 
and  lower  watershed.  Non-system  roads/trails  were  observed  in  the  uplands  of  the  Sevenmile 
Creek  watershed.  The  lack  of  drainage  structures  on  these  roads  can  lead  to  disproportionately 
large  volumes  of  sediment  being  generated  from  this  source. 
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Figure  9-6.  Total  annual  sediment  load  from  all  potentially  significant  sources  in  the  Sevenmile 

Creek  Watershed. 
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9.3.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

9.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  9-7.  Based  on  the  results  of 
the  source  assessment  (Section  9.3.1),  the  recommended  implementation  strategy  to  address  the 
siltation  problem  in  Sevenmile  Creek  is  to  reduce  sediment  loading  from  the  primary 
anthropogenic  sediment  sources  -  anthropogenic  streambank  erosion,  unpaved  roads,  timber 
harvest,  agriculture,  non-system  roads,  and  urban  areas.  As  shown  in  Table  9-7,  the  hypothesis 
is  that  an  overall,  watershed  scale  sediment  load  reduction  of  33  percent  will  result  in 
achievement  of  the  applicable  water  quality  standards.  The  proposal  for  achieving  the  load 
reduction  is  to  reduce  loads  from  current  anthropogenic  streambank  erosion,  unpaved  roads, 
timber  harvest,  agriculture,  non-system  roads,  and  urban  areas  by  97,  60,  97,  60,  100,  and  80 
percent,  respectively. 
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10.0  SILVER  CREEK 

Silver  Creek  from  the  headwaters  to  the  mouth  (Segment  MT41I006_150,  21.6  miles)  was  listed 
as  impaired  on  the  Montana  1996  303(d)  list  because  of  metals  and  priority  organics.  Aquatic 
life,  coldwater  fisheries,  and  drinking  water  beneficial  uses  were  listed  as  impaired.  In  2002  and 
2004,  aquatic  life,  coldwater  fisheries,  and  drinking  water  supply  beneficial  uses  were  listed  as 
impaired  because  of  metals  and  priority  organics.  The  additional  analyses  and  evaluations 
described  in  Volume  I  found  that  arsenic  is  currently  impairing  aquatic  life,  fishery,  and  drinking 
water  beneficial  uses  (see  Section  3.4.3.2  of  the  Volume  I  Report).  Priority  organics  are  not 
impairing  beneficial  uses,  and  therefore  no  TMDL  will  be  presented. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  arsenic  are  presented  in 
the  following  subsections.  Supporting  information  for  the  following  TMDLs  can  also  be  found 
in  Appendix  E  and  F. 

10.1  Metals 

The  water  chemistry  data  suggest  that  Silver  Creek  is  impaired  by  arsenic.  TMDLs  are  presented 
in  the  following  sections  to  address  the  arsenic  impairment.  The  loading  analyses  presented  in 
this  section  are  based  on  application  of  the  LSPC  model  (see  Appendix  F). 

10.1.1  Sources  of  Metals  in  the  Silver  Creek  Watershed 

Besides  sediment-associated  metals  sources,  significant  contributors  of  metals  to  the  stream 
segment  are  upstream  sources  and  historical  hard  rock  mining  activities  in  the  upper  watershed. 
Jennie's  Fork  is  a  tributary  and  contributes  to  the  metals  loads.  The  sub-watershed  falls  within 
the  Marysville,  Scratchgravel  Hills,  and  Austin  mining  districts.  The  MBMG  Abandoned  and 
Inactive  Mines  database  reports  mineral  location,  placer,  prospect,  surface,  surface-underground, 
and  underground  mining  activities  in  the  watershed.  The  historical  mining  types  include  lode, 
mill,  and  placer.  In  the  past  these  mines  produced  gold,  silver,  manganese,  lead,  iron,  copper, 
and  zinc.  Five  mine  sites  in  the  watershed  are  listed  in  the  State  of  Montana's  inventory  of  High 
Priority  Abandoned  Hardrock  Mine  Sites  and  fall  within  the  Marysville  district:  Goldsil  Mill 
Site,  Drumlummon  Mine/Mine  Site,  Argo  Mill  Site,  Drumlummon  Mine/Mill  Site,  and  Belmont. 
Modeled  sources  and  their  arsenic  loadings  to  Silver  Creek  are  presented  in  Figure  10-1. 
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Figure  10-1.  Sources  of  arsenic  loadings  to  Silver  Creek. 


10.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  TMDL  is  to  attain  and  maintain  the  applicable  Montana  numeric 
standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc  are 
dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by  stream 
segment.  The  target  concentrations  for  metals  in  Silver  Creek  are  presented  in  Table  10-1. 


Table  10-1.  Montana  numeric  surface  water  quality  standards  for  metals  in 

Silver  Creek. 

Parameter 

Aquatic  Life  (acute) 

(ug/L)a 

Aquatic  Life  (chronic)  (ug/L)B 

Human  Health 

(ug/L)c 

Arsenic  (TR) 

340 

150 

10d 

Note:  TR  =  total  recoverable. 

3Maximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

c  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006. 


10.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  2-7.  Based  on  the  results  of 
the  source  assessment  (Section  10.1.1),  the  recommended  implementation  strategy  to  address  the 
metals  problem  in  Silver  Creek  is  to  reduce  metals  loadings  from  historical  mining  sites  in  the 
watershed,  along  with  the  implementation  of  the  sediment  TMDLs.  As  shown  in  Table  2-7,  the 
hypothesis  is  that  an  overall,  watershed  scale  metals  load  reduction  of  65  percent  for  arsenic  will 
result  in  achievement  of  the  applicable  water  quality  standards.  Silver  Creek  already  meets 
applicable  water  quality  standards  for  cadmium,  copper,  lead,  and  zinc.  The  proposal  for 
achieving  the  load  reduction  is  to  reduce  loads  from  mining  sources  by  70  percent  for  arsenic. 
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11.0  SKELLY  GULCH 

Skelly  Gulch  from  the  headwaters  to  the  mouth  (Segment  MT4 1 1006_220,  7.7  miles)  was  listed 
as  impaired  on  the  Montana  1996  303(d)  list  because  of  siltation.  Aquatic  life  and  coldwater 
fisheries  were  the  listed  impaired  beneficial  uses.  In  2002  and  2004,  aquatic  life,  coldwater 
fisheries,  and  drinking  water  supply  beneficial  uses  were  listed  as  impaired  because  of  metals 
and  siltation.  The  additional  analyses  and  evaluations  described  in  Volume  I  found  that  sediment 
(siltation)  is  currently  impairing  aquatic  life  and  fishery  beneficial  uses  (see  Section  3.4.2.4  of 
the  Volume  I  Report).  There  were  insufficient  credible  data  to  determine  if  metals  are  impairing 
beneficial  uses,  and  no  TMDLs  are  presented  at  this  time.  Additional  monitoring  is  proposed  in 
Appendix  H. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment  are  presented  in 
the  following  subsections.  Supporting  information  for  the  following  TMDLs  can  also  be  found 
in  Appendix  D. 

11.1  Sediment 

The  weight  of  evidence  suggests  that  Skelly  Gulch  is  impaired  because  of  sediment  (siltation). 
TMDLs  are  presented  in  the  following  sections  to  address  the  siltation  impairment.  The  loading 
analyses  presented  in  this  section  are  based  on  application  of  the  GWLF  model  (Appendix  C)  as 
well  as  the  various  assessment  techniques  described  in  Appendix  D.  While  it  is  believed  that  the 
resulting  load  estimates  are  adequate  for  making  relative  comparisons,  they  should  not  be  used 
directly  as  quantity  estimates. 

11.1.1  Sources  of  Sediment  in  the  Skelly  Gulch  Watershed 

As  shown  in  Figure  1 1-1,  the  primary  anthropogenic  sources  of  sediment  in  the  Skelly  Gulch 
watershed,  in  order  of  sediment  load  are:  unpaved  roads,  timber  harvest,  anthropogenic 
streambank  erosion,  and  non-system  roads. 

Throughout  much  of  the  lower  portion  of  the  segment  length,  Skelly  Gulch  Road  (unpaved)  is 
adjacent  to  the  stream  with  minimal,  if  any,  riparian  buffer  width.  In  the  central  watershed,  the 
road  is  elevated  away  from  the  channel  and  likely  ceases  to  be,  or  is  a  reduced  sediment  source. 
However,  the  road  crosses  Skelly  Gulch  in  this  area  via  bridge  and  a  stream  ford.  Sediment  is 
undoubtedly  entering  at  the  stream  ford  location.  Upstream  of  this  crossing,  the  road  again  is 
elevated  away  from  the  channel  and  is  likely  not  contributing  sediment  between  this  area  and  the 
Helena  National  Forest  property  boundary.  Five  road  crossings  related  to  timber  harvest  units 
were  identified  as  sediment  sources  within  Helena  National  Forest  ownership.  Timber  harvest 
activities  have  occurred  in  the  upper  watershed  on  Helena  National  Forest  property.  Evidence  of 
historic  timber  harvest  was  observed  in  the  central  area  of  the  watershed.  Observed  streambank 
erosion  is  largely  the  result  of  riparian  grazing,  road  encroachment,  stream  channelization  and 
historic  mining  activity.  Non-system  roads/trails  were  observed  in  the  central  watershed.  These 
features  are  problematic  sediment  sources  because  they  lack  any  run-off  diversion  structures. 
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Figure  11-1.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Skelly  Gulch  Watershed. 
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11.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

11.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  11-1.  Based  on  the  results 
of  the  source  assessment  (Section  11.1.1),  the  recommended  implementation  strategy  to  address 
the  siltation  problem  in  Skelly  Gulch  is  to  reduce  sediment  loading  from  the  primary 
anthropogenic  sediment  sources  -  unpaved  roads,  timber  harvest,  anthropogenic  streambank 
erosion,  and  non-system  roads.  As  shown  in  Table  1 1-1,  the  hypothesis  is  that  an  overall, 
watershed  scale  sediment  load  reduction  of  22  percent  will  result  in  achievement  of  the 
applicable  water  quality  standards.  The  proposal  for  achieving  the  load  reduction  is  to  reduce 
loads  from  current  unpaved  roads,  timber  harvest,  and  non-system  roads  by  60,  97,  and  100 
percent,  respectively.  Modeled  streambank  erosion  sediment  load  currently  related  to 
anthropogenic  sources  is  essentially  the  same  value  as  that  modeled  for  reference  conditions 
(within  0.4  tons  which  is  well  within  the  margin  of  error  for  the  modeling  exercise).  Based  on 
the  near  reference  condition  of  the  anthropogenic  streambank  load,  no  reduction  in  this  source 
category  is  advised.  However,  all  efforts  should  be  made  to  eliminate  any  and  all  sources  of 
human  caused  streambank  erosion. 
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Table  11-1.  TMDL,  Allocations,  and 

Margin  of  Safety  for  Skelly  Gulch  -  Siltation. 

Current 

Source 

Load 

% 

Allocation 

Allocation 

Category 

(tons/yr) 

Reduction 

(tons/yr) 

Rationale/Assumptions 

Uncertainty 

Even  with  full  BMP 

Current  Timber 
Harvest 

183 

97 

5 

It  is  assumed  that  sediment 
loading  levels  from  currently 
harvested  areas  will  return  to 
levels  similar  to  undisturbed 

implementation, 
minor  quantities  of 
sediment  may  be 
delivered  in  isolated 
locations. 

Therefore,  this  load 
reduction  may  be  an 

full-growth  forest  through 
natural  recovery. 

overestimate. 

It  is  assumed  that  no  BMPs  are 

The  assumption  that 

currently  in  place.  It  is  further 

no  BMPs  are 

assumed  that  all  necessary 

currently  in  place 

Unpaved 

192 

60 

77 

and  appropriate  BMPs  will  be 

may  not  be  valid. 

Roads 

employed  resulting  in  an 
average  sediment  load 
reduction  of  60%  (See 
Appendix  D). 

Therefore,  the 
estimated  load  and 
load  reduction  may 
be  an  overestimate. 

It  may  not  be 

practical  or  possible 

Non-system 
Roads 

17 

100 

0 

All  non-system  roads  should  be 
closed  and  reclaimed. 

to  reclaim  all  non- 
system  roads. 
Therefore,  this  load 

Load 

reduction  may  be  an 

overestimate. 

It  is  estimated  that  there  are 

It  may  not  be 

1.0  miles  of  eroding 

practical  or  possible 

streambanks  (2  x  channel 

to  restore  all  areas 

Anthropogenic 

length)  in  the  watershed 

of  human-caused 

Streambank 

24 

0.0 

24 

caused  by  a  variety  of  human 

stream  bank  erosion 

Erosion 

activities.  It  is  assumed  that 
streambank  erosion  will  be 
returned  to  reference  levels 
based  on  BEHI  values. 

to  reference  levels. 
Therefore,  this  load 
reduction  may  be  an 
overestimate 

Total  -  All 

^^^^^^^^^^^^^ 

^^^^^^^^% 

Anthropogenic 

416 

76 

106 

^^^^^^^^^^^^^^ 

^I^^I^^P 

Nonpoint 

y/y/////////////////////y/////^ 

7///////////////////^ 

Sources 

;^^^^^^^^^^^^^w 

^^^^^^^^^^ 

The  loads  from 

these  sources  are 

not  all  entirely 

It  is  assumed  that  the  sediment 

natural.  There  is 

Natural 

991 

0 

991 

loads  from  all  other  source 

likely  a  small 

Sources 

categories  are  natural  in  origin 

(negligible) 

and/or  negligible. 

increment  of  loading 
caused  by  human- 
activities  that  could 
be  controlled. 

Wasteload 
Allocation 

All  Point 
Sources 

There  are  n 

3  point  source; 

» of  sediment  in  the  Skelly  Gulch  Watershed 

Margin  of 

i^^^^^ 

Conservative  assumptions  were  used  in  all  modeling 

Safety 

^^^^^^^^^ 

exercises,  and  measured  data  extrapolation. 

Total1 

y/y/////////////A 
V///////////////A 

1,407 

22 

1,097 

The  total  maximum  daily  load  can  be  expressed  as  the  percent  reduction  or  the  total  allocation  presented  in  this  row. 
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12.0  SPRING  CREEK 

Spring  Creek  from  Corbin  Creek  to  the  mouth  (Segment  MT41I006080,  1.7  miles)  was  listed  as 
impaired  on  the  Montana  1996  303(d)  list  because  of  suspended  solids,  nutrients,  metals,  and  pH. 
Aquatic  life,  coldwater  fisheries,  and  drinking  water  beneficial  uses  were  listed  as  impaired.  In 
2002,  aquatic  life,  coldwater  fisheries,  and  drinking  water  supply  beneficial  uses  were  listed  as 
impaired  because  of  metals.  Spring  Creek  did  not  appear  on  the  2004-303(d)  list  because  of 
insufficient  credible  data.  The  additional  analyses  and  evaluations  described  in  Volume  I  found 
that  arsenic,  cadmium,  copper,  lead,  zinc,  nutrients,  and  sediment  (suspended  solids)  are 
currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see  Section  3.4.1.8 
of  the  Volume  I  Report).  pH  is  not  impairing  beneficial  uses,  and  therefore  no  TMDL  will  be 
presented. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  nutrients,  sediment,  and 
metals  (i.e.,  arsenic,  cadmium,  copper,  lead,  and  zinc)  are  presented  in  the  following  subsections. 
Supporting  information  for  the  following  TMDLs  can  also  be  found  in  Appendix  C,  D,  E,  F,  and 
G. 

12.1  Metals 

The  available  metals  data  suggest  that  Spring  Creek  is  impaired  by  arsenic,  cadmium,  copper, 
lead,  and  zinc.  TMDLs  are  presented  in  the  following  sections  to  address  the  arsenic,  cadmium, 
copper,  lead,  and  zinc  impairments.  The  loading  analyses  presented  in  this  section  are  based  on 
application  of  the  LSPC  model  (see  Appendix  F). 

12.1.1  Sources  of  Metals  in  the  Spring  Creek  Watershed 

Besides  anthropogenic  sediment-associated  metals  sources,  relevant  sources  of  metals  to  Spring 
Creek  include  Corbin  Creek,  historical  mining  activities  in  the  immediate  drainage  area,  and 
possibly,  the  Montana  Tunnels  Mine  in  the  headwaters  of  the  watershed.  Flow  from  Corbin 
Creek  and  historical  mill  tailings  deposits  throughout  the  watershed  are  contributors  of  metals  to 
the  stream.  Most  of  the  drainage  area  falls  within  the  Colorado  mining  district,  although  there  is 
a  small  section  in  the  Clancy  mining  district.  The  MBMG  Abandoned  and  Inactive  Mines 
database  shows  mineral  location  and  underground  mining  activities  in  the  drainage  area  of  the 
stream.  The  historical  mining  types  include  lode,  placer,  and  mill.  In  the  past  these  mines 
produced  silver,  copper,  lead,  zinc,  gold,  and  uranium.  Within  the  basin,  the  Corbin  Flats  Mine 
is  listed  in  the  State  of  Montana's  inventory  of  High  Priority  Abandoned  Hardrock  Mine  Sites. 
Three  other  mines  in  the  Colorado  mining  district  and  upstream  of  the  listed  segment  are  also 
listed  in  State  of  Montana's  inventory  of  High  Priority  Abandoned  Hardrock  Mine  Sites: 
Washington,  Bluebird,  and  the  Wickes  Smelter. 

NPDES  Permit  MT0028428  Montana  Tunnels  Mine  is  permitted  to  disacharge  arsenic, 
cadmium,  copper,  lead  and  zinc  to  the  stream.  Current  permit  limits  are  290ug/L  for  arsenic, 
4ug/L  for  cadmium,  lOug/L  for  copper,  50  ug/L  for  lead,  and  120  ug/L  for  zinc.  The  permit  limit 
for  arsenic  is  29  times  greater  than  the  human  health  criteria  for  arsenic.  It  should  be  noted, 
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however  that  this  facility  recycles  all  the  water  used,  and  according  to  PCS,  no  discharge  has 
ever  been  observed  from  this  facility. 

Modeled  sources  and  their  metals  loadings  to  Spring  Creek  are  presented  in  Figure  12-1  through 
Figure  12-5. 
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Figure  12-1.  Sources  of  arsenic  loadings  to  Spring  Creek. 
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Figure  12-2.  Sources  of  cadmium  loadings  to  Spring  Creek. 
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Figure  12-3.  Sources  of  copper  loadings  to  Spring  Creek. 
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Figure  12-4.  Sources  of  lead  loadings  to  Spring  Creek. 
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Figure  12-5.  Sources  of  zinc  loadings  to  Spring  Creek. 
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12.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  theses  metals  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
numeric  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead,  and  zinc 
are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore  vary  by 
stream  segment.  The  target  concentrations  for  metals  in  Spring  Creek  are  presented  in  Table  12- 
1. 


Table  12-1.  Montana  numeric  surface  water  q 

uality  standards  for  metals  in 

Spring  Creek. 

Parameter 

Aquatic  Life  (acute) 

(pg/Lf 

Aquatic  Life  (chronic)  (ug/L)b 

Human  Health 

(ug/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

8.95  at  400  mg/L  hardness' 

0.75  at  400  mg/L  hardness0 

5 

Copper  (TR) 

51.0  at  400  mg/L  hardness0 

29.8  at  400  mg/L  hardness0 

1,300 

Lead  (TR) 

468.3  at  400  mg/L  hardness0 

18.2  at  400  mg/L  hardness0 

15 

Zinc  (TR) 

392.6  at  400  mg/L  hardness0 

392.6  at  400  mg/L  hardness0 

2,000 

Note:  TR  =  total  recoverable. 

"Maximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

d  The  human  health  standard  for  arsenic  is  currently  1 8  ug/L,  but  will  change  to  1 0  pg/L  in  2006. 


12.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  2-7  through  Table  12-6. 
Based  on  the  results  of  the  source  assessment  (Section  12.1.1),  the  recommended  implementation 
strategy  to  address  the  metals  problem  in  Spring  Creek  is  to  reduce  metals  loadings  from 
historical  mining  sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs. 
As  shown  in  Table  2-7  through  Table  12-6,  the  hypothesis  is  that  an  overall,  watershed  scale 
metals  load  reduction  of  56,  87,  64,  82,  and  81  percent  for  arsenic,  cadmium,  copper,  lead,  and 
zinc,  respectively,  will  result  in  achievement  of  the  applicable  water  quality  standards.  The 
proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  historical  mining  sources  by  62, 
94,  73,  90,  and  94  percent  for  arsenic,  cadmium,  copper,  lead,  and  zinc,  respectively.  A 
reduction  of  60  percent  in  permitted  arsenic  load  from  the  Montana  Tunnels  Mine  is  also 
recommended. 


Public  Review  Draft 


A-143 


Spring  Creek 


Appendix  A 


-a: 

a 
o 

u 
O 
G) 

*c 

Q. 
(0 

L. 

o 

>. 

n 

**- 

o 
_c 
'oi 
ra 
E 

■D 
C 
TO 

CO 

C 

o 
■^ 
ro 
u 
O 

ro 

_f 

Q 


.!  <S  oi 
JS  i=  ro 
°        P 


o  0)  ro 
a..c  a 
>-  *-  -Q 
°  c   >. 

.9  0  E 

2  Ir  .2 


ra   0 
o   c 


ro  \0  -^ 
P   to    co 

^    in  i; 


=  O  C 
ro  ~  .2 
0  o  o 


<u 


g 
o>  0 

Se- 


ra .2 


CO 


JK  .Q 

5  E 

to  £  — 

c/i  ro 

o  J>  o> 

,_  10  o 

"5  S  « 

0  3  -c 

1  ro  F  S 
ro  V  ■  ro 

^  ro  a)  -^= 

0  p  >   to 

.Q  5  01    0 


O  -1-    0! 

ra  m   £ 

eS£ 


a> 


"O     CO 
0)    c 

S2  o 

ra  = 

-o    Q. 

£  E  • 
«  3' 

ro"' 
j=  ro 
i_    o 
0)    o 

I? 


C    0) 
0)  .0 

c:   ^ 


■D    g 

ra  &■ 

Z.  E 


£  S  £■ 


E  3 
o  ro 


.2  a 

0)  .2 


ra  _  ro 
>  en  c 
c  0  .E 
°-  £  to 
en  ro  oj 
.2  -c   0 


6  o. 


°>  P 


0)  35 
°  £ 
_ro  ro 

Q.T3 
r-     ra 

—  ° 

c  £ 

P   ro  • 

E  E  ■£ 

3  ■=.  ro 

"   w  p 

0  0  — 

ro*  S 

CL  ~  S 

DDflc 

0  j)  ro 

C     0  0 

—  JZ  .O 
"I-  >, 

±=     .  ra 

c  2  E 

.2  ro  c 

a.  >  .2 

E»S 

3  -°  3 

isi  2  0) 

ro  c  i- 

5  ro  "S 

i=  E  o 


"O 

f-; 

\~ 

01 

a) 

T3 

E 

o 

T3 

c 
o 

CD 

n 

en 

O 

o 

ro 

"O 

CO 

■a 

13 

> 

CO    CD  i= 

a  .£  = 

C  "D  O 

cd  ro  cj 

—    O  <d 

cu  *_  -O 

c  <=  5 

„.   0)  P. 

£  P  ° 

ro  o)  ro 


.2   ro 
0)   E 


£"jz 


*  -6 
>>  ro 
.—  o 


,2>TJ 

~    0) 

£   E 


ro  .c  0 

fie  ro 

m  ro  t 

ro  g  <? 

3  O  S 

y  0  > 

<  jd  o 


3 

o 

O 

Q. 

E 

■o 

3 

ra 

Ul 

o 

(/) 

*— 

< 

E  -o 

CD    CD 

ro 

c 

%    fc 

o 

■^ 

S  « 

rr 

C  T3 

—     C 

cd  ro 

><-D 

CD     O 

.Is 
s » 
»  s 

J£   _03 

ro   0) 

f  = 

ro  £ 

-  £ 

T3  'S 
°     « 

E  2 

m   5!   co 
ro   E   0 

w    3    3 

„   0   ro 


M  .-  ^ 

i2  5   3     . 

03  55^^ 

E  s  0  a 

TJ  ro  -Q  o 

5Sfro 

p  ro  o  ro 

.5  -c  •"  c 

ra  fc  m  2 


ro  E  E   > 


o    ra    10 
g|| 

03  -  m 
to  TJ    -. 

Q_      0     0 

E  ro 


to 


m 

o 

c 

ro  0 
x:  .c 
—  t: 

0  *- 


to  cl 

10    o 


E  £  ?. 

3   — 


«  S  S-M 


c  o 

2  c 

I  .2 

T3  o 

0  3 

<n  -o 

0  0 

CO  "- 

ro  "o 

I  8 

ro  ^ 

c  ro 

ro  0 

.2  E 

en  en 

E  c 

11 

to  o 

£  Q. 

~  w 

T3  0 

0  t 

.2  o 


;=   ro   co  ■= 


E   <=  o 
0  ro  cd 


<  E 


D 

h 

r 

C1) 

0 

CO 

n 

a 

c 

n 

r 

QJ 

c 

CD     O) 

Eo 


ro   2 
a5  ro 

e  a 


ro  £ 
£   ro  ■ 

U  : 


E53 

S.| 

1  E 

t  ro 

II 

s-8 

ill 

0  C  co 
CL  en  >^ 
O  •«  == 

"IS 

<  =    cr 


13  o 

S?   en 

lo  .2 
ro   3 

CO   "3 

ro  c 
■o  2 
:=  ro 
CLi; 
CL  C 

ro   0 

CO     " 

Sou) 
W    0    § 


0 
o. 


O  J3 


0 

a 


o 

OI 

o 

0 

cc 

ro 
u 

E 
0 

to 

3 

10 

O 

c 

w 

o 

O  E 

1=  ro 

■S  0 

c  i= 

<  CO 


•c 

D 


_    §)W 

<£? 

I    o   o 

55  c 

o  c  o 

H  <  Z 


VI 

o 

o 

o 

3 

3 

o 

O 

w 

<n 

c 

ra 

w 

o 

3 

a. 

ra 

zz 

c 
o 
2 
ra 

ro  o 

53 


3 

C 

O 

O 

0 

ro 

o 

5< 


c' 0 
ro  *ro 


A-144 


Appendix  A 


Spring  Creek 


E 
a 

E 

■o 

TO 

o 
I 

CD 
CD 

i. 

O 

U) 

c 

a 
w 

Li 

o 

4- 

a) 

**- 

ro 
c/> 

O 

c 
re 


a  aj 

XI  CO 

'to  c  E 

to   O  =P 

o  -^  to 

O-  CO  <*> 


<D 


a  o   > 


£  ?£ 

°-  0)    >, 

cd  >  co 

-a  2  E 

o  °;c 


E    CO  TD 

„    O    0) 


O    10 

w  2:  ~ 

m     >     CO 

8  o  E 

™  s « 

=     r     « 
ra    CD    CD 

lis 

2     CD     r- 


CD    o 


CD 

o  c  n 

« •§  n 

5  2  E 

CO    cD  ^ 

to  £ 

o  -*  o 

o.  c  — 

r~  co  <-> 

O     CO 

■^=    CD  "D 

(j  £  ro 

ro   to  o 


U,   ■- 
C/)    £ 


c  c  -S 

p    E     CD 

=  x:  I- 


CD 

^  I  E 

H   >   o 

§-°-^ 

c  en  co 
o  g  o 
•o  "5  -. 


cd   co  x: 


II 


eI 


p  S  °  6 

•=    CO    <D    CD 
~    O  £  X) 

e°;>. 

O  X!    5    CO 


—   ^  co  — 
£  c  y  S 

t-    0    CD    > 


>. 

CO 

E 

CD  "O 
O    <0 

ro  o 
Q-T3 

f   S 

II 
Si 

co  S  ro 

«i«E 

Q_     <D     - 

O    <d"   > 

c  ir  o 
-  £  c 
™  cd  ro 

■    CD    CD 

OF  >, 

El  E 

3  ro  c 
«  >  o 

«*! 

O  -  -5 


E  = 


CD    S 

.E   E 
E  S 


E  E 


w  c 


CO     g> 

CO  := 


—    C 

co  ro 

3    E 

1- 

:>,  >» 

Et3 

=  CD 
C  CO 
CD    3 


CD    CO       • 


3    CD    o 

o  E  o 
">  o  D 

|s8 

St  ro 
*-  .*  x: 
co  i=  — 
•o  „  co 
ro  -  cd 
o  co  = 


»  o 

—  ->• 

=    CD 

1  » 
3  CO 
0-T3 

?s 

CO  CD 
>.  « 

—  CD 


CO 

g 

CO 

< 

E  "P 

&  F 

c 

g-ro 

n 

A  ° 

ro 

o  " 

=  -a 
—   c 

CO    CO 

>-T3 

CD    o 

*  t- 
f  o 

Sjs 

S  5 

_*  _cd 

a  <u 

f  £ 

ro  2 
£  « 

®  K  S 
ESJ 

S  "  > 

<o  E  = 

=  £  m 


c  ro  -n  c_ 

E    Pi    CD    S 

•c I  ro  -Q  o 

p    g    O    CO 
,E  -C  —    c 

n  t  m  £ 
loll 

nsJ 

ro  ■-  E  > 
=  o  £   ra 


Q_  CD  OJ 

S  E  ro 

CD  i  Q. 

o  s  P  . 


c   ^ 


c 

<D    t- 

jE§ 

=  T3    o 

>  OJ    =J 

>  CO  -o 

CO  0    CD 

Q_  CT  *" 

5  CO  "D 

m  cd  I 
«   ro   „ 


C    CO 

E 


m 

d) 

C 

r 

■i 

01 

l— 

E 

(0 

3 

r- 

Q.  O)  O) 

■2  ^ 

C    W    S 

co   £ 

£~-d 

CO    CD 

co    >*  r,  ^o 

co  o  2  °^ 

$     Q._  ° 

O    r  TJCD 
0    c    c  «_ 

c  cd  ro   o 


CD 


o2% 
£  ro  £ 

"5    C    CD 

S  '=    CO 
0    CD 

£   >,  o 
s  n  q 

O    3    if) 

T3    l    C 
CD    CD    CD 

g|l| 

1 1  si 

c  ^  £  m 
o  2  9  c 

?S»  8 

<  E  El 


E 
|c 

is 

ra  3 

°  ro 

co  <= 

ro  ?> 


o5  ro 

E    8    CD 

I  "5 1 

ro  2>   ra 
£  ro   oj 

I|5 
1=1 

§Sro 

ra   to  ■— 
CO  ^  .O) 

=  o  o 


is 

CD    = 

o-£ 

_    CD 

£f 

O  i5 


O    CD 


ra  c 
S  o 

CO  S3 

If 

Q.  CD 

o.  o 


u 


3     ffl     CO 

O  i5  2 

5    CDpJ 


c 

U    (A 
O  XI 


O 

o 

CD 


S  ro  " 

t  o  "> 

c5J^ 


in 


u  o 
i=  at 

°% 
to  « 


X) 

'  E 


o  o 
Z  CC 


0) 

E 


ro 
o 
cr 
■c 
5 


o 

"c 
o 

—    Dl 


<5 


25 
°  5 


C    (A 

o  o 

Z  CO 


2  3 

CO    o 
Z  CO 


o  o 

O-  3 

5  ° 

<  CO 


ro 
ro  o 

35 


8.5 


5< 


ro   ro 
S  co 


Public  Review  Draft 


A-145 


Spring  Creek 


Appendix  A 


& 

c 

CO 

r 

0) 

o 

C 
3 


Q) 
Q. 

a 

o 

o 

I 

0) 

ai 

bi 

o 

en 

c 


ta 

a; 

n 

F-S 

03 

o 

£    3 

en 

m 

aj 

>>  o 

o 

c 
eg 

ffl 

c 

(X 

E 

o   co 

co 

yi 

n 

c   o 

W     CJ  CO     >* 

Q_  '^=  Q)    ro 

0)  a)  ^ 

oJ  JD  JD  "O 

p   10  JO   a) 

3  Q 


a 


a 


TO 


O  —  §  0 

co  2  « 

o  c  X3  !5 

O  c  o  o 


E  - 

CO    CD 


O    CD 


en  c 
en  o 
o  -^= 
a.  ca 
._  0 
o   ft 


u  £ 

CO  — 
lr  F 
Q-  CD 


b 

_,    CD 


JD  CD 

_  Q.  F 

O  "  CO 

c  O    CD 

ra  m  -0 

2  -o   >, 

E  ro   ro 

=  2  E 


CD  ±= 

I  2 

■f  o 

o  ffl 

en  0 

CO  .F 


n  2  co 
ffl   <u  TS 


o  O  CO 
"^     CD    CD 

Ui^ 
~    C     >> 

C->    CO    CO 

2  -°    E 

°-E  c 

CD  CO  O 

.0  0  — 

—  i:  Q 

O  en  3 

>•    CD     w 

Sii 

^     O   .2 


-^      ffl 

&    -° 

F    ■  £■ 

<D  "D    CO 

en  c   E 

S-« 

3    S    ™ 

Q.£  cd 

§|1 

-r-  ro  ■.— 
U    Q. 

S3  °-e 

2  s  § 

V,  cno 
0  ffl  _ 
•>  w  en 
F.   w   0 

«c> 

■C  o  « 
^_  •—    CO 

CD    Q.-^ 

HIS 

-  «  c  n 

Em   E   c 
ro  —   E 

2   »   cm 

*~  S5  CD  CD 
■g    CO    t     CD 

g83- 

—  -a  cd  3 

c  c  £  >- 

cu  ro  ° 

2:  m  M  •- 

n  -  2  ffl 
=>  CO  p  > 
O  "□  r-    O 


ffl  m 

■°  XI 

si 

1.1 

CD    o 

_ro  -o 

Q.    ffl 

=  -o 
>,  co 
=  ° 

I  Tjj 

§  CO 
O  T3 

ffl  I 

£S 

m  s 

0  w 

C     CD 

■s  ffl 

I* 

C    ffl    CD 

•5   o   ra 

0.0   E 

1  » 1 


E  = 


J 

a 
u 

5 

c 

F 

(- 

ca 

ai 

>- 

Q) 

c/i 

a 

c 

w 

a; 

■o 

CD 

E'E 


CO    CO 


o  o 


F   c   E 

F    CJ   ±= 


CD  w 
jS    CD 

si 

—  ii 
~  <d 
=  > 

g  ° 

>.  > 

S  CD 
TO  ^ 


<  £ 


a. 

u 
O 

> 
ID 


TO 
1/) 

E 

O 

(A 
10 

c 

< 

0) 

n 

"5 

c 
o 

h 

§  E 


ffl   co 


CD    ID 

2  E 


E  -o 

CD    ID 
03    E 


^  ffl 

CO  w 

CD  o 

2  O 


ffl    1- 
f    § 

S    ID 

cz    c0 

Is 


n  ffl 
f  c 
ro  ffl 

-  ^ 
-o  ffl 

lis 

CO    E- 
III 


c/l 


aj 
"to 

-r,  ffl 
ffl      S 

to  ro 

ro  -f  . 

■9  >.' 

c  c  ' 

0    CD 

11 

n  £ 

ro  2 

sz  *— 

~  Ol 
T3  F 
ffl^ 

E  ro 

=>  o 

to  — 

w  w 

ro  co 

!2  cS 

=  E 


ro  £ 


1? 

o  2 

~  91  < 

E  =  ^ 

3  3  CD 

—  "*-  > 

ffl  "O  O 

*-  CD  U 

=  J2  CD 

& 


ra    CD 

a.  -c 


CD 

o  — 


5aSo» 


8- 


■5  ro 


"S  a 

3     > 
CO    3= 

2  f 

CO    0 


■O    CD-D 
C    >>  F 

ro  i5   co 

ro   E   0 
cn   0   £ 


f    g  0  — 

=   ._  cn  cn 

0   raCL  2   ro 

■     ro  5  «   0 

£  m  ro  E 


ro  t  .£■ 


co  « 
2E 
E  ? 


CD   *" 
Q-TD 

el 

3     S 
O     Q. 


"3    0 

ro  y 


"S  0  2 


o  -o 


o 
o' 


CD 

o 


ao 

CD 

o 

CN 

CD 

o 
o 


o 


2^> 

^   o   </> 


< 

z 


o    O 
CO    « 


0) 

c   ro 

nthropog 
treamba 
rosion 

o  o 

2  CC 

<  O  UJ 

b 


c 
0 

_     O) 

<     Q.C     CO 

1  2 'a  S 
3  "5  c  5 

o  c  o  o 

I-  <  Z  OT 


.!=  O 

0  O 

o-  E5 

5  ° 

<  to 


C 

o 

ro 
■°  a 

CO    o 

5t 


2  o 


g< 


o 

F     >. 

E?  0 

a  n 
S  to 


A-146 


Appendix  A 


Spring  Creek 


U) 

*c 

a. 
v> 

I. 
o 


re 
c/i 

»♦- 
o 

_c 

O) 

re 
E 

T3 

c 
re 

(/)' 

c 
o 


i  ~ 

ro  0 

o  o 

0  ^ 

O  0 


o  — 
~   en 

-  CO    0 


ffl    -    ° 


_  0 

-  0)  >, 

™  ro 

2  E 


*  cn    L> 
■o    3 

CO  TD 
O    CD 


O    w 

w  9?  ■£ 
m    >    CO 

S  ®  | 
10  £  s 

2  0  _ 
£  o  § 

>-  —  0 
O    C  -O 

O     Ss 
»BC1 

-9  2  E 
'w  a5  ^ 
w  £ 
o  -*  o 
q.  c  xa 

rr  co  u 
o-E-i 

™  i  2 
o   to 

■j=    CD  "D 

o  £z  ro 

ro   i/i  o 

Q.-C I    o) 

Si's 

111 

ro   ro  2 

c  E  0 

c   3  -c 

g  -i=  I- 


:=    CO 


Q.  O. 


T3 

c    cn  co 
o  c  o 

oo„o 

0    m    m   2 

US 

!;    C    l    fl) 

is  =2  = 

logs 

•=  ro  0  0 
Zl  o  £  n 
E  o  _  ^ 


O  T3 

•J=  C 

cn  ■  I 

~o  co 


3   ro 


S  CO  T3  C 
•S-D    C    CO 

c  g1—  0 
2  c  wra 
i-  0  cd  > 

d  ro°E. 


2  E  S 

co  ~  ro 

«  £  E 

"5  0  <° 


lie 


CO 

«! 

o    >■ 

Eio 

cn  3 

2    Cr 

'1 

0  * 
.E  E 

E  ra 
t  0 
0  i; 


E'E 


ro  ro 

a  E 


3  2  ° 
o  E  u 
m  0  0 


g-5  » 


m 

0) 

0 

— 

0) 

CD 

-C 

-C 

(J 

73 

J  ro 

0  .s 
-a  -s: 


8  o 
—  _>~ 

=  0 

>*  0 


cr-o 
0  <B 

CD  E 


I  ■ 

TD  CO 

—  x: 

ro  — 

3  c 

<  £ 


c  E 


S  2 


E2 


z  0  5 


2  s  "5     . 

r-    CO  -n    C 

E  2  0  8 

ill! 

2  Sis 

c   ro   o  ro 

.£  -c  *^  c 

I   ell 

1  III 

ill! 

co  £  E  s 
a  "S3  S 

=   o   2  ra 


>-.  <D 
3    t_) 


ro  *- 

(/)  "D 

Q_  0 

o 


o 

■o     2 

0       o 

Q.  CO  .2 

ill 

&M  2 

s  «  S 

0)     "' 


c 
0 

CO 


CO    ^> 


CD 
CD 

g 


CO    0 

£# 


E  £ 

3   — 


.,  0 

a.  S- 

i  ^  5  ro 

tn  0  0 

0  ro  t 

ro  c  oi 

■;=  ro  E 


0   _ 
.^   0 

cr  ro 

£    m 

ro  Qj 

g'gs 
!•=  g 

o   °   tn 

=!     >,— 
T3   .t=     C 

2   ro   «> 
cn    3-1 


&.E: 


S-c  9- 


ro  : 


!••=    cn 
)  3    2 

\  co  c  £3 


^    in    <U  -2 

«  ro  o  *- 

0  —  cn  2 
c  co  ez  cn 
O   y   O   c 

E  fcl  8 


i  -o  2 

!    0    c 


=  c 
ro  'ct 
E  o 
2  c 

is 

ro  2 

2  ro 

cn  c 

2  2 

0  ro 

E  cn 
0 

0  c 

2  o 

s  Si 

C   2   cn 

§     3     0 

«  s  c 

u,   cn   ^ 


O  Q 


c->    o 

e| 

gS  cn 

to  c 

ro  3 

cn  "CJ 

ro  c= 

■o  o 

:=  CO 
Q-i: 
Q.  C 
CO  0 
cn   g 

s  o 


O  £ 


o 
o 


c 
o 

S~    3 

T3 
0 


O 
O 

o 


5"S  > 


E 


si 

o  t 

^    CO 

■B  0 


CO 

o 
b 


in 

v 

o   K 

go 

<°L.S 
I    O    o 

«£  c 
o  c  o 
I-  <  z 


IA 

in 

0 

U 

u 

i- 

3 

3 

O 

O 

w 

V) 

c 

re 

o 

3 

n 

re 

Z 

< 

c 
o 

re 

re  o 

51 


II 

0)   ro 

IS 

ro  — 

5< 


S  03 


Public  Review  Draft 


A-147 


Spring  Creek 


Appendix  A 


o 

c 

N 

I 

jl 

a 

01 

L. 

o 

e 

Q. 
C/J 


01 

M- 

rs 
c/i 

4- 
O 

_c 

O) 

TO 

E 

■o 

c 

TO 
10 

c 
o 

ra 
o 
o 


a;  0 


S  0  „ 

o.  ro   co  ■ 
o.  o    Q) 

10  "  ™  -a 
S  S  -o  ro 
=   ,_   to  — 

SO  "O 

Q-  -o  ra  c 
5  S  =  .5 

mg% 

^    Q.  ™    0 

5   0££ 

«  5  "s  i5 

CD    O  -Q 

E  c  aj  P 

Z3  >. 

CO  CD 

CO  C 

m  C 


O 

o>~i2 

Q.  co  .5 

o.  co  ro 

ro   aj  .t 

.52   ro  £ 

P  =  ° 

I—  ro  o 


«)  «  g 

ro  3  ^ 

U  °  m 

o  3  2 

to  i=  Q3 

to  to  > 

ro  ro  o 


c 

2  £ 

=  £ 

ro  aj 

.1  |  0) 

ro  i=  ro 

°  F 

£  c| 

o.o  g 

«  S  s 

fi  b  o 

m  CI  r- 

o  0  ro 


°  1  >> 
ro   §   2 

ro  !r.o 
o.  o  -3 
0  <2  -2 
_  ro  0 

o  P  "- 
c       "a 

:  c  o 

>■  £  O 
ro   0  — 


en  : 


co 

s  «> 

c  o 

ro  c 

_  0 


CD    0   -O 


§S  ro 
to  *-    c 

flj    c    fc 

°i§ 

<d  e  '-s 

B  0   => 

^  r-  ro 

o  I- 
«  g.2 
o  i:  .c 

i-s  § 

a.  to  £ 

S  ro  £  a 

V   2   ro 

c  co  "^i^ 
>w  F      -to 

™  =-S  £ 

^t  >  S 

ss  o  a  o 


TD  w 

0  c 

en  o 

ro  3 

■S  to 


to   ro 

3  E 


2  tD  I-  . 


.c  ro 
i_  o 
0    CJ 

fI 
^  ro 

EiS 
o  ro 
.*=  "o 

-o  " 
ro  £ 
°  g, 

c  ra 
0  o 


x>  _ro 
ro   id 


CD    E  . 

D)  o  .£ 

c  „  to 

^    CO  CD 
"    CD 


CD 

CO    c 


(D  "O 
O    C 

_ro   ro 

Q.T3 

r-   ro 

—  ° 

I  a 

S   ro   „; 

e  e  a 

=i  ~  ro 
"we 
cd   cd  ■  ^ 

S  2  S 

1  £  o 

CD  £    c 

o  £  ro 

C    CD    CD 

—  .C  .O 

roH  >, 
S  .  ro 
c  S  E 
fine 

Q.  >     ° 

E«S 

D  ■"    D 

CO    2    CD 

CO    c    ■- 

2  ro  "S 
i=  E  o 


■£■       o 

tD    O)  ^~ 

a  £   c 

coo 
tu   ro   u 

=  .9.   CD 
ro  ^  -O 

o2s 

c  c  2 

„   0)    o 

£  p 
ro  cd  To 


CD  tD  U 
to  jt;  CO 
CD  =      i 


E  cd  E 
2  &  £ 

*-  SL   •** 


-^  -^ 

CD  — 
^     CD 


>s  CO 

g    O 


>--o 
—  0 

c  E 


D"   to 

0  ro 
ro  jc   oj 

S*  ro 

to  to  t 
^5'w 
ro  g  <P 
3  o  5 
o  0  > 
<  jn  o 


ro  ™ 
c  0 
<   E 


T3 
CO 

o 
E 

0 


=  "O 
CO    0 

>,E 


<D 

a> 

_> 

— 

ra 

^ 

> 

C 

T 

III 

(7) 

CD 

E  o  >. 

g  r  0 

"-    CO    > 

en  ~   Q 

c   E   u 

=  ■-    <B 

T3    CO    *- 

§i2  ro 
—  0  ^ 
to  >  B 

S  -  c 

0  °  _^ 
E   c   en 

"Sal 
IS  ££ 

c  5  0 

0  to  o 
E   ro  « 


to  2  -o 

_  CD  c 

~£- 
<b  ra   c 

or   fl) 
ra   a.  P 

"5- Sl, 

—     Q.   (U   o 
Q-   to   O 


0 

r- 

0 

f- 

0 

E 

0 

>.  ro 


_     CT 

c   ra 


OD 


£  ro 


0 


0 


CD 

0 

fc 
D 
CO 
CO 

ro 

0 

u 

c 

CD 

CO 

ID 

4- 

0 

g 

o 

ro  S  oS 

jr  co  _l 

T3  £-5 

0    CO  -O 

E  -c  0 

=1  5*-E 

to  S3     3 

to  c    — 

tO  0    .CO 

to    t  XI 


~.  P  o 

0  ro  ra  o 

0    to  zz    ^ 

1-   to  co  "a 

CO    0  0 

M    S  ~ 

3  =  ■-  o 

CO   to  =  — 

r.  ~  3    m 

<-  ir  >-  oi 


c    2    t= 

0^0 


0 

e 

0 

0  0 

> 

-h   n 

0  ra 

0 

ro  en 

F  2 

"O 

0 

0  ^ 

f*. 

t  0 

F 

to  T3 

■a  c 

Q3 

ro  co 

H  r 

O 

J2   ra 

"O 

•   - 

F-!= 

D. 

0  ro 

ro 

w 

.'_! 

0-T3 

^  «  E  5 
5  ro  £  g 

to-r-  —   t: 
=1  ^   5   u 


XJ    ^_ 


0) 

ro 

F- 

(O 

~ 

0J 

tn 

0 

ra 

<n 

0) 

— 

u 

ro   to 
to  "o 


c/1   2 
S   0 


O   X! 


to 


0     =■ 


o 


0 

Dl 
O 
D- 
O 

c 
ro 

JQ 

F 

c 

ra 

£ 

(0 

C 

P 

<  CO  LU 

E 


ro 
ro  o 

55 


D 


3 
o 
to 


3 

o 

CO 

c 
o 
a. 


§•2 

cu   ro 

1 0 

to  — 


A-148 


Appendix  A 


Spring  Creek 


12.2  Nutrients 

The  weight  of  evidence  suggests  that  Spring  Creek  is  impaired  because  of  nutrients.  TMDLs  are 
presented  in  the  following  sections  to  address  the  nutrient  impairments.  In  the  absence  of  a 
strong  case  for  either  N  or  P  limitation  in  the  ultimate  receiving  water  bodies  (i.e.,  Prickly  Pear 
Creek  and  Lake  Helena),  TMDLs  are  presented  below  for  both  nitrogen  and  phosphorus. 

12.2.1  Nitrogen 

12.2.2  Sources  of  Nitrogen  in  the  Spring  Creek  Watershed 

As  shown  in  Figure  12-6,  based  on  the  watershed  scale  modeling  analysis  (See  Appendix  C),  the 
primary  anthropogenic  sources  of  nitrogen  in  the  Spring  Creek  watershed,  in  order  of 
importance,  are  dirt  roads,  septic  systems,  timber  harvest,  abandoned  mines,  and  anthropogenic 
streambank  erosion.  Additionally,  Mine  reclamation,  horse  pastures/riparian  grazing  and 
streambank  stability  problems  were  noted  in  the  2003  source  assessment  as  potential  sources  of 
nutrients  at  the  local  scale  (See  Volume  I). 
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Figure  12-6.  Percent  of  the  total  annual  nitrogen  load  from  all  potentially  significant  nitrogen 

sources  in  the  Spring  Creek  Watershed. 
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12.2.2.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  TN  in  Spring  Creek  is  0.33  mg/L.  A  strategy  to 
revise  this  interim  target  in  the  future  is  presented  in  Volume  II,  Section  3.2.3. 

12.2.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  nitrogen  TMDL  is  to  attain  full  beneficial  use  support  in  Spring  Creek.  In  the 
absence  of  better  data/information,  the  interim  target  presented  in  Section  12.2.2.2  is  assumed  to 
represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A  nitrogen  load 
reduction  of  75  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  the  maximum  attainable  nitrogen  load  reduction  for  the  Spring  Creek 
Watershed  is  estimated  to  be  only  23  percent,  indicating  that  it  may  not  be  possible  to  attain  the 
target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Spring  Creek  and  downstream  receiving  water  bodies  will  continue  to  degrade  if  no 
action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  TN  load  reductions  from  non-point 
sources,  and,  in  recognition  of  the  fact  that  it  may  not  be  possible  to  attain  the  TN  target,  presents 
an  adaptive  management  strategy  for  revising  the  target  and  load  allocations  in  the  future.  The 
proposed  approach  is  embodied  in  the  TMDL,  allocations  and  margin  of  safety  presented  in 
Table  12-7.  The  adaptive  management  strategy  is  presented  in  Volume  II,  Section  3.2.3.1. 
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12.2.3  Phosphorus 

12.2.3.1  Sources  of  Phosphorus  in  the  Spring  Creek  Watershed 

As  shown  in  Figure  12-7,  based  on  the  watershed  scale  modeling  analysis  (See  Appendix  C),  the 
primary  anthropogenic  sources  of  phosphorus  in  the  Spring  Creek  watershed,  in  order  of 
importance,  are  dirt  roads,  timber  harvest,  abandoned  mines,  and  anthropogenic  streambank 
erosion.  Additionally,  mine  reclamation,  horse  pastures/riparian  grazing  and  streambank 
stability  problems  were  noted  in  the  2003  source  assessment  as  potential  sources  of  nutrients  at 
the  local  scale  (See  Volume  I). 

Natural 
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Figure  12-7.  Percent  of  the  total  annual  phosphorus  load  from  all  potentially  significant 
phosphorus  sources  in  the  Spring  Creek  Watershed. 


12.2.3.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  TP  in  Spring  Creek  is  0.04  mg/L.  A  strategy  to 
revise  this  interim  target  in  the  future  is  presented  in  Volume  II,  Section  3.2.3. 

12.2.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  phosphorus  TMDL  is  to  attain  full  beneficial  use  support  in  Spring  Creek.  In  the 
absence  of  better  data/information,  the  interim  target  presented  in  Section  12.2.3.2  is  assumed  to 
represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A  nitrogen  load 
reduction  of  83  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  the  maximum  attainable  phosphorus  load  reduction  for  the  Spring  Creek 
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Watershed  is  estimated  to  be  only  29  percent,  indicating  that  it  may  not  be  possible  to  attain  the 
target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Spring  Creek  and  downstream  receiving  water  bodies  will  continue  to  degrade  if  no 
action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  TP  load  reductions  from  non-point 
sources,  and,  in  recognition  of  the  fact  that  it  may  not  be  possible  to  attain  the  TP  target,  presents 
an  adaptive  management  strategy  for  revising  the  target  and  load  allocations  in  the  future.  The 
proposed  approach  is  embodied  in  the  TMDL,  allocations  and  margin  of  safety  presented  in 
Table  12-8.  The  adaptive  management  strategy  is  presented  in  Volume  II,  Section  3.2.3. 1 . 
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12.3  Sediment 

The  weight  of  evidence  suggests  that  Spring  Creek  is  impaired  because  of  siltation  (see  Volume  I 
Report).  TMDLs  are  presented  in  the  following  sections  to  address  the  sediment/siltation 
impairments.  The  loading  analyses  presented  in  this  section  are  based  on  application  of  the 
GWLF  model  (Appendix  C)  as  well  as  the  various  assessment  techniques  described  in  Appendix 
D.  While  it  is  believed  that  the  resulting  load  estimates  are  adequate  for  making  relative 
comparisons,  they  should  not  be  used  directly  as  quantity  estimates. 

12.3.1  Sources  of  Sediment  in  the  Spring  Creek  Watershed 

As  shown  in  Figure  12-8,  the  primary  anthropogenic  sources  of  sediment  in  the  Spring  Creek 
watershed,  in  order  of  sediment  load  are  unpaved  roads,  timber  harvest,  abandoned  mines, 
anthropogenic  streambank  erosion,  and  non-system  roads. 

Unpaved  roads  accounted  for  the  greatest  percentage  (43%)  of  anthropogenic  sediment 
production  in  Spring  Creek.  Road  crossings  throughout  watershed,  and  direct  road  tread 
drainage  in  the  central  watershed  are  contributing  to  road  related  sediment  impacts.  Timber 
harvest  has  occurred  in  the  upper  watershed,  some  of  which  was  related  to  post  fire  salvage 
activities.  Four  abandoned  mines  (Bluebird,  Corbin  Flats,  Washington,  and  Salvai)  within 
Spring  Creek  were  identified  as  being  capable  of  delivering  sediment  to  the  channel.  The 
occurrence  of  anthropogenic  streambank  erosion  is  isolated  throughout  Spring  Creek,  and  largely 
a  result  of  stream  channelization  and  historic  mining  activity.  Non-system  roads/trails  were 
observed  in  the  uplands  of  the  Spring  Creek  watershed.  The  lack  of  drainage  structures  on  these 
roads  can  lead  to  disproportionately  large  volumes  of  sediment  being  generated  from  this  source. 
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Figure  12-8.  Total  annual  sediment  load  from  all  potentially  significant  sources  in  the  Spring  Creek 

Watershed. 
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12.3.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

12.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  12-9.  Based  on  the  results 
of  the  source  assessment  (Section  12.3.1),  the  recommended  implementation  strategy  to  address 
the  sediment  problem  in  Spring  Creek  is  to  reduce  sediment  loading  from  the  primary 
anthropogenic  sediment  sources  -  unpaved  roads,  timber  harvest,  abandoned  mines, 
anthropogenic  streambank  erosion,  and  non-system  roads.  As  shown  in  Table  12-9,  the 
hypothesis  is  that  an  overall,  watershed  scale  sediment  load  reduction  of  30  percent  will  result  in 
achievement  of  the  applicable  water  quality  standards.  The  proposal  for  achieving  the  load 
reduction  is  to  reduce  loads  from  current  unpaved  roads,  timber  harvest,  abandoned  mines, 
anthropogenic  streambank  erosion,  and  non-system  roads  by  60,  97,  79,  99,  and  100  percent, 
respectively. 
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Table  12-9.  TMDL,  allocations,  and  margin  of  safety  for  Spring  Creek  -  siltation. 


Allocation 


Source 
Category 


Current 

Load 
(tons/yr) 


% 
Reduction 


Allocation 
(tons/yr) 


Rationale/Assumptions 


Uncertainty 


Load 
Allocation 


Current 
Timber 
Harvest 


326 


97 


10 


It  is  assumed  that  sediment 
loading  levels  from  currently 
harvested  areas  will  return  to 
levels  similar  to  undisturbed 
full-growth  forest  through 
natural  recovery. 


Even  with  full  BMP 
implementation,  minor 
quantities  of  sediment 
may  be  delivered  in 
isolated  locations. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Unpaved 
Roads 


454 


60 


182 


It  is  assumed  that  no  BMPs 
are  currently  in  place.  It  is 
further  assumed  that  all 
necessary  and  appropriate 
BMPs  will  be  employed 
resulting  in  an  average 
sediment  load  reduction  of 
60%  (See  Appendix  D). 


The  assumption  that  no 
BMPs  are  currently  in 
place  may  not  be  valid. 
Therefore,  the  estimated 
load  and  load  reduction 
may  be  an  overestimate. 


Non-system 
Roads 


40 


100 


All  non-system  roads  should 
be  closed  and  reclaimed. 


It  may  not  be  practical  or 
possible  to  reclaim  all 
non-system  roads. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Anthro- 
pogenic 
Streambank 
Erosion 


112 


99 


It  is  estimated  that  there  are 
4.4  miles  of  eroding 
streambanks  (2  x  channel 
length)  in  the  watershed 
caused  by  a  variety  of  human 
activities.  It  is  assumed  that 
streambank  erosion  will  be 
returned  to  reference  levels 
based  on  BEHI  values. 


It  may  not  be  practical  or 
possible  to  restore  all 
areas  of  human-caused 
stream  bank  erosion  to 
reference  levels. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Abandoned 
Mines 


121 


79 


25 


Based  on  comparison  of  pre 
and  post-reclamation  loads 
from  mines,  reclamation 
results  in  an  average 
sediment  load  reduction  of 
79%. 


The  range  of  observed 
sediment  reduction  from 
reclamation  at  five  mines 
in  the  study  area  is  0  to 
100%.  Therefore,  load 
reductions  could  be  over 
or  under  estimated. 


Total  -  All 
Anthropoge 
nic  Nonpoint 
Sources 


1,053 


80 


218 


Natural 
Sources 


1,719 


1,719 


It  is  assumed  that  the 
sediment  loads  from  all  other 
source  categories  are  natural 
in  origin  and/or  negligible. 


The  loads  from  these 
sources  are  not  all  entirely 
natural.  There  is  likely  a 
small  (negligible) 
increment  of  loading 
caused  by  human- 
activities  that  could  be 
controlled. 


Wasteload 
Allocation 


All  Point 
Sources 


There  are  no  point  sources  of  sediment  in  the  Spring  Creek  Watershed 


Margin  of 
Safety 


NA 


Conservative  assumptions  were  used  in  all  modeling 
exercises,  and  measured  data  extrapolation. 


Total1 


2,772 


30 


1,937 


The  total  maximum  daily  load  can  be  expressed  as  the  percent  reduction  or  the  total  allocation  presented  in  this  row 
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13.0  TENMILE  CREEK 

Three  segments  of  Tenmile  Creek  have  appeared  on  various  Montana  303(d)  lists:  Tenmile 
Creek  from  Headwaters  to  Helena  Public  Water  Supply  Intake  upstream  of  Rimini 
(MT41I006141),  Tenmile  Creek  from  Helena  Public  Water  Supply  Intake  upstream  of  Rimini 
to  Helena  Water  Treatment  Plant  (MT41I006142),  and  Tenmile  Creek  from  Helena  Water 
Treatment  Plant  to  the  Mouth  (MT41I006_143).  Impaired  uses  and  causes  of  impairment  varied 
by  segment  and  by  303(d)  list. 

Volume  I  of  the  Lake  Helena  Report  presented  additional  data  and  analyses  for  the  303(d)  listed 
segments  in  Tenmile  Creek.  Using  a  weight  of  evidence  approach,  the  impairment  status  of  each 
segment  was  updated. 

The  following  paragraphs  summarize  the  303(d)  listings  and  Volume  I  analyses  for  Tenmile 
Creek: 

•  Tenmile  Creek  from  Headwaters  to  Helena  Public  Water  Supply  Intake  upstream 
of  Rimini  (MT41I006_141)  -  In  1996,  the  coldwater  fishery  drinking  water,  and  aquatic 
life  beneficial  uses  in  the  6.0-mile  segment  of  Tenmile  Creek  were  listed  as  impaired 
because  of  siltation,  pH,  and  metals.  In  2002  and  2004,  aquatic  life,  coldwater  fishery, 
and  drinking  water  supply  beneficial  uses  were  listed  as  impaired  because  of  arsenic, 
cadmium,  copper,  lead,  mercury,  metals,  siltation,  and  zinc.  The  additional  analyses  and 
evaluations  described  in  Volume  I  found  that  arsenic,  cadmium,  copper,  lead,  and  zinc 
are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see 
Section  3.4.2.1  of  the  Volume  I  Report).  Siltation  and  pH  are  not  impairing  beneficial 
uses,  and  therefore  no  TMDLs  will  be  presented.  There  were  insufficient  data  to 
determine  if  mercury  is  impairing  beneficial  uses. 

•  Tenmile  Creek  from  Helena  Public  Water  Supply  Intake  upstream  of  Rimini  to 
Helena  Water  Treatment  Plant  (MT41I006142)  -  In  1996,  the  coldwater  fishery 
drinking  water,  and  aquatic  life  beneficial  uses  in  the  7.7-mile  segment  of  Tenmile  Creek 
were  listed  as  impaired  because  of  siltation,  pH,  and  metals.  In  2002  and  2004,  aquatic 
life,  coldwater  fishery,  and  drinking  water  supply  beneficial  uses  were  listed  as  impaired 
because  of  arsenic,  cadmium,  copper,  lead,  metals,  siltation,  and  zinc.  The  additional 
analyses  and  evaluations  described  in  Volume  I  found  that  arsenic,  cadmium,  copper, 
lead,  zinc,  and  sediment  are  currently  impairing  aquatic  life,  fishery,  and  drinking  water 
beneficial  uses  (see  Section  3.4.2.2  of  the  Volume  I  Report).  pH  is  not  impairing 
beneficial  uses,  and  therefore  no  TMDL  will  be  presented. 

•  Tenmile  Creek  from  Helena  Water  Treatment  Plant  to  the  Mouth  (MT41I006_143) 

-  In  1996,  the  coldwater  fishery  drinking  water,  and  aquatic  life  beneficial  uses  in  the 
15.9-mile  segment  of  Tenmile  Creek  were  listed  as  impaired  because  of  siltation,  pH,  and 
metals.  In  2002  and  2004,  aquatic  life,  coldwater  fishery,  and  drinking  water  supply 
beneficial  uses  were  listed  as  impaired  because  of  arsenic,  cadmium,  copper,  lead, 
mercury,  metals,  nutrients,  siltation,  zinc.  The  additional  analyses  and  evaluations 
described  in  Volume  I  found  that  arsenic,  cadmium,  copper,  lead,  zinc,  nutrients,  and 
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sediment  are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses 
(see  Section  3.4.2.3  of  the  Volume  I  Report).  pH  is  not  impairing  beneficial  uses,  and 
therefore  no  TMDLs  will  be  presented.  There  were  insufficient  data  to  determine  if 
mercury  is  impairing  beneficial  uses. 

Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  nutrients,  sediment,  and 
metals  (i.e.,  arsenic,  cadmium,  copper,  lead,  and  zinc)  are  presented  in  the  following  subsections. 
Supporting  information  for  the  following  TMDLs  can  also  be  found  in  Appendix  C,  D,  E,  and  F. 

13.1  Metals 

The  available  water  chemistry  data  suggest  that  Tenmile  Creek  is  impaired  by  arsenic,  cadmium, 
copper,  lead,  and  zinc  (See  Volume  I  Report).  TMDLs  are  presented  in  the  following  sections  to 
address  the  metals  impairments.  The  metals  TMDLs  are  presented  at  the  scale  of  the  entire 
Tenmile  Creek  watershed.  The  loading  analyses  presented  in  this  section  are  based  on 
application  of  the  LSPC  model  (see  Appendix  F). 

13.1.1  Sources  of  Metals  in  the  Tenmile  Creek  Watershed 

Tenmile  Creek  from  Headwaters  to  Helena  Public  Water  Supply  Intake  upstream  of  Rimini 
(MT41I006_J41)  -  Relevant  sources  of  metals  to  the  stream  segment  are  historical  hard  rock 
mining  activities  in  the  immediate  drainage  area.  The  drainage  area  of  this  segment  of  the 
stream  falls  within  the  Rimini  mining  district.  The  MBMG  Abandoned  and  Inactive  Mines 
database  shows  mineral  location,  placer,  surface,  surface-underground,  underground,  and  other 
unknown  mining  activities  in  the  drainage  area  of  the  stream.  The  historical  mining  types 
include  lode,  mill,  and  placer.  In  the  past  these  mines  produced  gold,  silver,  lead,  copper, 
manganese,  zinc,  and  arsenic.  Of  the  more  than  20  mines  present  in  the  headwaters  area,  12  are 
listed  in  the  State  of  Montana's  inventory  of  High  Priority  Abandoned  Hardrock  Mine  Sites: 
Valley  Forge/Susie,  Red  Water,  Red  Mountain,  Tenmile  Mine,  National  Extension,  Monte 
Cristo,  Se  Se  SI  3,  Queensbury,  Peerless  Jenny /King,  Monitor  Creek  Tailings,  Peter,  and 
Woodrow  Wilson.  The  Helena  National  Forest  documented  placer  tailings  and  historical  mining 
dams  during  the  source  assessment. 

Tenmile  Creek  from  Helena  Public  Water  Supply  Intake  upstream  of  Rimini  to  Helena  Water- 
Treatment  Plant  (MT41I006_142)  -  Relevant  sources  of  metals  in  this  stream  segment  include 
adjacent  abandoned  mines  and  pollutant  inputs  from  the  stream's  headwaters  area  (Tenmile 
Creek  141).  The  immediate  drainage  area  falls  within  the  Rimini  mining  district.  The  MBMG 
Abandoned  and  Inactive  Mines  database  reports  mineral  location,  underground,  and  other, 
"unknown"  mining  activities  in  the  drainage  area  of  the  stream.  The  historical  mining  types 
include  lode  and  placer.  In  the  past  these  mines  produced  gold,  silver,  lead,  and  zinc.  Four 
mines  are  listed  in  the  State  of  Montana's  inventory  of  High  Priority  Abandoned  Hardrock  Mine 
Sites:  Bear  Gulch,  Upper  Valley  Forge,  Beatrice,  and  Armstrong  Mine. 

Tenmile  Creek  from  Helena  Water  Treatment  Plant  to  the  Mouth  (hIT41I006_I43)  -  Relevant 
sources  of  metals  to  the  stream  segment  are  upstream  sources  and  historical  mining  activities  in 
the  immediate  drainage  area.  The  segment's  upstream  reach  (Tenmile  Creek  142)  also 


A-162  Public  Review  Draft 


Appendix  A 


Tenmile  Creek 


contributes  metals.  The  immediate  drainage  area  falls  within  the  Blue  Cloud,  Helena,  and 
Scratchgravel  Hills  mining  districts.  The  MBMG  Abandoned  and  Inactive  Mines  database 
reports  hot  springs,  mineral  location,  placer,  surface,  surface-underground,  underground,  and 
other  unknown  mining  activities  in  the  immediate  drainage  area  of  the  stream.  The  historical 
mining  types  include  lode,  mill,  and  placer.  In  the  past  these  mines  produced  gold,  silver, 
copper,  lead,  uranium,  arsenic,  and  zinc.  Six  mines  are  listed  in  the  State  of  Montana's  inventory 
of  High  Priority  Abandoned  Hardrock  Mine  Sites:  Franklin  (Scratchgravel),  Joslyn  Street 
Tailings  (Helena  district) ,  Lower  Tenmile  Mine  (Rimini),  Davis  Gulch  II  (Helena),  Spring  Hill 
Tailings  (Helena),  and  Lady  Luck  (Helena). 

Modeled  sources  and  their  metals  loadings  to  Tenmile  Creek  are  presented  in  Figure  13-1 
through  Figure  13-5.  The  Upper  Tenmile  Creek  Superfund  Mining  Area  and  all  other  abandoned 
hard  rock  mine  sites  in  the  Tenmile  Creek  watershed  are  included  within  the  source  category 
"Abandoned  Mines",  which  represents  the  most  significant  source  of  all  metals. 
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Figure  13-1.  Sources  of  arsenic  loadings  to  Tenmile  Creek. 
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Figure  1 3-2.  Sources  of  cadmium  loadings  to  Tenmile  Creek. 
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Figure  13-3.  Sources  of  copper  loadings  to  Tenmile  Creek. 
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Figure  13-4.  Sources  of  lead  loadings  to  Tenmile  Creek. 
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Figure  13-5.  Sources  of  zinc  loadings  to  Tenmile  Creek. 
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13.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  the  TMDLs  for  metals  is  to  attain  and  maintain  the  applicable  Montana 
numeric  metals  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead, 
and  zinc  are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore 
vary  by  stream  segment.  The  target  concentrations  for  metals  in  Tenmile  Creek  are  presented  in 
Table  13-1. 

Table  13-1.  Montana  numeric  surface  water  quality  standards  for  metals  in  Tenmile  Creek. 


Parameter 

Aquatic  Life  (acute) 

(ug/L)a 

Aquatic  Life  (chronic)  (ug/L)B 

Human  Health 
(M9/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

2.3  at  106.5  mg/L  hardness" 

0.3  at  106.5  mg/L  hardness0 

5 

Copper  (TR) 

14.7  at  106.5  mg/L  hardness0 

9.7  at  106.5  mg/L  hardness0 

1,300 

Lead  (TR) 

87.2  at  106.5  mg/L  hardness0 

3.4  at  106.5  mg/L  hardness0 

15 

Zinc  (TR) 

127.5  at  106.5  mg/L  hardness0 

127.5  at  106.5  mg/L  hardness0 

2,000 

Note:  TR  =  total  recoverable. 

"Maximum  allowable  concentration. 

bNo  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values. 

The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L). 

d  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006. 


13.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  2-7  through  Table  13-6. 
Based  on  the  results  of  the  source  assessment  (Section  13.1.1),  the  recommended  implementation 
strategy  to  address  the  metals  problem  in  Tenmile  Creek  is  to  reduce  metals  loadings  from 
historical  mining  sites  in  the  watershed,  along  with  the  implementation  of  the  sediment  TMDLs. 
As  shown  in  Table  2-7  through  Table  13-6,  the  hypothesis  is  that  an  overall,  watershed  scale 
metals  load  reduction  of  66,  80,  69,  79,  and  55  percent  for  arsenic,  cadmium,  copper,  lead,  and 
zinc,  respectively,  will  result  in  achievement  of  the  applicable  water  quality  standards.  The 
proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  mining  sources  by  72,  89,  84, 
89,  and  77  percent  for  arsenic,  cadmium,  copper,  lead,  and  zinc,  respectively. 

It  should  be  noted  that  EPA  developed  a  site-specific  WASP  modeling  analysis  of  Upper 
Tenmile  Creek  as  part  of  the  ongoing  Superfund  efforts.  This  model  was  subsequently  used  to 
identify  load  reductions  necessary  to  meet  water  quality  standards  under  steady-state  flow 
conditions  (Caruso,  2004).  The  LSPC  model  was  developed  to  complement  the  WASP  model 
for  three  primary  reasons:  (1)  to  evaluate  water  quality  standards  under  all  flow  conditions  (not 
just  low  flows);  (2)  to  evaluate  the  impact  of  upstream  Tenmile  Creek  reductions  on  conditions 
downstream  of  the  WASP  model  boundary;  and  (3)  to  provide  a  consistent  modeling  platform 
throughout  the  Lake  Helena  watershed.  The  findings  from  the  WASP-modeling  analysis  are 
similar  to  those  presented  here  (i.e.,  load  reductions  in  the  range  of  60  to  80  percent  are  required 
to  meet  all  water  quality  standards). 
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13.2  Nutrients 

The  weight-of-evidence  suggest  that  Tenmile  Creek  is  impaired  by  nutrients  (See  Volume  I 
Report).  TMDLs  are  presented  in  the  following  sections  to  address  the  nutrient  impairments. 
The  nutrient  TMDLs  are  presented  at  the  scale  of  the  entire  Tenmile  Creek  watershed  and  the 
loading  analyses  presented  in  this  section  are  based  on  application  of  the  GWLF  model  (see 
Appendix  C).  In  the  absence  of  a  strong  case  for  either  N  or  P  limitation  in  the  ultimate  receiving 
water  bodies  (i.e.,  Prickly  Pear  Creek  and  Lake  Helena),  TMDLs  are  presented  below  for  both 
nitrogen  and  phosphorus. 


13.2.1  Nitrogen 

13.2.1.1  Sources  of  Nitrogen  in  the  Tenmile  Creek  Watershed 

As  shown  in  Figure  13-6,  based  on  the  watershed  scale  modeling  analysis  (See  Appendix  C),  the 
primary  anthropogenic  sources  of  nitrogen  in  the  Tenmile  Creek  watershed,  in  order  of 
importance  include  septic  systems,  urban  areas,  agriculture,  anthropogenic  streambank  erosion, 
timber  harvest  and  paved  roads.  Additionally,  dewatering  has  affected  the  natural  hydrology  of 
the  stream  and  the  quality  of  aquatic  habitat.  Diffuse  sediment  and  possibly  nutrients  sources 
from  rural  housing  and  subdivisions  also  affect  the  stream. 
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Figure  13-6.  Percent  of  the  annual  TN  load  from  all  potentially  significant  sources  in  the  Tenmile 

Creek  Watershed. 
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13.2.1.2  Water  Quality  Goals/Targets 

The  proposed  interim  water  quality  target  for  total  nitrogen  in  Tenmile  Creek  is  0.33  mg/L.  A 
strategy  to  revise  this  interim  target  in  the  future  is  presented  in  Volume  II,  Section  3.2.3. 

13.2.1.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  nitrogen  TMDL  is  to  attain  full  beneficial  use  support  in  Tenmile  Creek.  In  the 
absence  of  better  data/information,  the  interim  target  presented  in  Section  13.2.1.2  is  assumed  to 
represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A  nitrogen  load 
reduction  of  59  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  the  maximum  attainable  nitrogen  load  reduction  for  the  Tenmile  Creek 
Watershed  is  estimated  to  be  only  22  percent,  indicating  that  it  may  not  be  possible  to  attain  the 
target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Tenmile  Creek  and  downstream  receiving  water  bodies  will  continue  to  degrade  if  no 
action  is  taken  to  reduce  loading. 


The  proposed  approach  seeks  the  maximum 
attainable  TN  load  reductions  from  non- 
point  sources,  and,  in  recognition  of  the  fact 
that  it  may  not  be  possible  to  attain  the  TN 
target,  presents  an  adaptive  management 
strategy  for  revising  the  target  and  load 
allocations  in  the  future.  The  proposed 
approach  is  embodied  in  the  TMDL, 
allocations  and  margin  of  safety  presented  in 
Table  13-7.  The  adaptive  management 
strategy  is  presented  in  Volume  II,  Section 
3.2.3.1 


Alternative  Load  Reduction  Strategies 

It  should  also  be  noted  that  alternative 
remedies  could  be  used  to  meet  the  in-stream 
nutrient  targets.  For  example,  one  restoration 
strategy  under  consideration  for  the  Upper 
Tenmile  Creek  metals  impairments  is  to  bypass 
water  through  the  City  of  Helena's  Rimini 
diversion  into  Tenmile  Creek.  The  bypass  would 
result  in  less  water  being  diverted  by  the  city 
for  water  supply  and  would  increase  the 
minimum  flow,  essentially  helping  to  dilute  both 
metals  and  nutrient  concentrations. 
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13.2.2  Phosphorus 

13.2.2.1  Sources  of  Phosphorus  in  the  Tenmile  Creek  Watershed 

As  shown  in  Figure  13-7,  the  primary  anthropogenic  sources  of  phosphorus  in  the  Tenmile  Creek 
watershed,  in  order  of  importance,  are  agriculture,  urban  areas,  dirt  roads,  anthropogenic 
streambank  erosion,  timber  harvest  and  paved  roads.  Additionally,  dewatering  has  affected  the 
natural  hydrology  of  the  stream  and  the  quality  of  aquatic  habitat.  Diffuse  sediment  and  possibly 
nutrients  sources  from  rural  housing  and  subdivisions  also  affect  the  stream. 
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Figure  13-7.  Percent  of  the  annual  TP  load  from  all  potentially  significant  sources  in  the  Spring 

Creek  Watershed. 
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13.2.2.2  Water  Quality  Goals/Targets 

The  proposed  water  quality  target  for  total  phosphorus  in  Tenmile  Creek  is  0.04  mg/L  (See 
Volume  I  Section  3.2.3).  A  strategy  to  revise  this  target,  if  deemed  appropriate,  is  presented  in 
Section  3.2.3  of  the  main  report. 

13.2.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  goal  of  the  phosphorus  TMDL  is  to  attain  full  beneficial  use  support  in  Tenmile  Creek.  In 
the  absence  of  better  data/information,  the  interim  target  presented  in  Section  13.2.2.2  is 
assumed  to  represent  the  nitrogen  level  below  which  all  beneficial  uses  would  be  supported.  A 
nitrogen  load  reduction  of  61  percent  would  be  required  to  attain  this  target. 

Based  on  a  modeling  analysis  where  it  was  conservatively  assumed  that  BMPs  would  be  applied 
to  all  non-point  sources,  the  maximum  attainable  TP  load  reduction  for  the  Tenmile  Creek 
Watershed  is  estimated  to  be  only  38  percent,  indicating  that  it  may  not  be  possible  to  attain  the 
target. 

The  proposed  approach,  therefore,  acknowledges  that  it  may  not  be  possible  to  attain  the  target, 
but  also  acknowledges  the  fact  that  current  nutrient  levels  are  impairing  beneficial  uses  and  water 
quality  in  Tenmile  Creek  and  downstream  receiving  water  bodies  will  continue  to  degrade  if  no 
action  is  taken  to  reduce  loading. 

The  proposed  approach  seeks  the  maximum  attainable  TP  load  reductions  from  non-point 
sources,  and,  in  recognition  of  the  fact  that  it  may  not  be  possible  to  attain  the  TP  target,  presents 
an  adaptive  management  strategy  for  revising  the  target  and  load  allocations  in  the  future.  The 
proposed  approach  is  embodied  in  the  TMDL,  allocations  and  margin  of  safety  presented  in 
Table  13-8.  The  adaptive  management  strategy  is  presented  in  Volume  II,  Section  3.2.3.1 
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13.3  Sediment 

Based  on  the  weight  of  evidence,  the  cold-water  fishery  and  aquatic  life  beneficial  uses  in 
Tenmile  Creek  are  impaired  by  siltation.  TMDLs  are  presented  in  the  following  sections  to 
address  the  sediment  impairments.  The  loading  analyses  presented  in  this  section  are  based  on 
application  of  the  GWLF  model  (Appendix  C)  as  well  as  the  various  assessment  techniques 
described  in  Appendix  D.  While  it  is  believed  that  the  resulting  load  estimates  are  adequate  for 
making  relative  comparisons,  they  should  not  be  used  directly  as  quantity  estimates. 

13.3.1  Sources  of  Sediment  in  the  Tenmile  Creek  Watershed 

As  shown  in  Figure  13-8,  the  primary  anthropogenic  sources  of  sediment  in  the  Tenmile  Creek 
watershed,  in  order  of  sediment  load  are  agricultural,  unpaved  roads,  anthropogenic  streambank 
erosion,  timber  harvest,  urban  areas,  non-system  roads/trails,  abandoned  mines,  and  active  mines 
and  quarries. 

Agriculture  was  the  single  greatest  sediment  source  within  the  greater  Tenmile  Creek  watershed, 
representing  30  percent  of  the  total  anthropogenic  sediment  load.  As  a  land-use,  agriculture 
occurs  in  the  lower  elevation  areas  of  the  watershed  including  middle  and  lower  Tenmile  Creek, 
and  Sevenmile  Creek  watersheds.  Unpaved  roads  were  the  second  greatest  anthropogenic 
sediment  source,  accounting  for  24  percent  of  this  load.  The  majority  of  the  road  sediment  was 
generated  in  high  road  density  watersheds  such  as  upper  and  lower  Tenmile  and  Sevenmile 
Creeks.  Segments  within  the  greater  Tenmile  watershed  that  generate  large  streambank  erosion 
sediment  load  include  middle  and  lower  Tenmile,  and  Sevenmile  watersheds.  Causes  of 
streambank  erosion  in  these  watersheds  are  riparian  grazing,  road  encroachment,  stream 
channelization,  riparian  vegetation  removal,  and  historic  mining  activity.  Most  of  the  sediment 
related  to  timber  harvest  activities  is  generated  in  upper  Tenmile  Creek,  with  lesser  quantities 
from  middle  Tenmile  and  Skelly  Gulch.  Sediment  from  urban  areas  is  largely  generated  within 
the  middle  and  lower  Tenmile  watersheds,  and  is  associated  with  the  rapid  development  of  the 
Helena  Valley.  Non-system  roads/trails  occur  throughout  the  greater  watershed,  but  have  higher 
densities  in  the  public  land  areas  of  the  upper  watershed.  Ten  abandoned  mines  (Armstrong, 
Beatrice,  Monitor  Creek,  National  Extension,  Peter,  Red  Mountain,  Red  Water,  Upper  Valley 
Forge,  Valley  Forge/Susie,  and  Woodrow  Wilson)  within  Warm  Spring  Creek  were  identified  as 
likely  delivering  sediment  to  a  channel  within  the  Tenmile  watershed.  All  of  the  mines  are 
located  within  the  upper  and  middle  Tenmile  Creek  watersheds.  None  of  the  mines  have  been 
formally  reclaimed  and  thus  continue  to  generate  sediment.  Sediment  from  active  mines  and 
quarries  is  solely  generated  in  lower  Tenmile  Creek  and  is  related  to  gravel  quarries  in  the 
western  Helena  Valley. 
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Figure  13-8.  Total  annual  sediment  load  from  all  potentially  significant  sources  in  the  Tenmile 

Creek  Watershed. 


13.3.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

13.3.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  1-1.  Based  on  the  results  of 
the  source  assessment  (Section  13.3.1),  the  recommended  implementation  strategy  to  address  the 
sediment  problem  in  Tenmile  Creek  is  to  reduce  sediment  loading  from  the  primary 
anthropogenic  sediment  sources  -  agricultural,  unpaved  roads,  anthropogenic  streambank 
erosion,  timber  harvest,  urban  areas,  non-system  roads,  abandoned  mines,  and  active  mines  and 
quarries.  As  shown  in  Table  13-9,  the  hypothesis  is  that  an  overall,  watershed  scale  sediment 
load  reduction  of  36  percent  will  result  in  achievement  of  the  applicable  water  quality  standards. 
The  proposal  for  achieving  the  load  reduction  is  to  reduce  loads  from  current  agricultural, 
unpaved  roads,  anthropogenic  streambank  erosion,  timber  harvest,  urban  areas,  non-system 
roads,  and  abandoned  mines  by  60,  60,  90,  97,  80,  100,  and  79  percent,  respectively. 
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Appendix  A Warm  Springs  Creek  Watershed 

14.0  WARM  SPRINGS  CREEK,  MIDDLE  FORK  WARM  SPRINGS 
CREEK,  AND  NORTH  FORK  WARM  SPRINGS  CREEK 

Three  segments  in  the  Warm  Springs  Creek  watershed  have  appeared  on  various  Montana  303(d) 
lists:  Middle  Fork  Warm  Springs  Creek  (MT41I006_100),  North  Fork  Warm  Springs  Creek 
(MT41I006180),  and  Warm  Springs  Creek  (MT41I006_1 10).  Impaired  uses  and  causes  of 
impairment  varied  by  segment  and  by  303(d)  list. 

Volume  I  of  the  Lake  Helena  Report  presented  additional  data  and  analyses  for  the  303(d)  listed 
segments  in  Warm  Springs  Creek.  Using  a  weight  of  evidence  approach,  the  impairment  status 
of  each  segment  was  updated. 

The  following  paragraphs  summarize  the  303(d)  listings  and  Volume  I  analyses  for  Warm 
Springs  Creek,  North  Fork  Warm  Springs  Creek,  and  Middle  Fork  Warm  Springs  Creek: 

•  Middle  Fork  Warm  Springs  Creek  from  the  headwaters  to  the  mouth 
(MT41I006_100)  -  In  1996,  the  cold-water  fishery  and  aquatic  life  beneficial  uses  in  the 
2.7-mile  segment  of  Middle  Fork  Warm  Springs  Creek  were  listed  as  partially  supported 
because  of  siltation  and  metals.  In  2002  and  2004,  aquatic  life,  cold-water  fishery,  and 
drinking  water  supply  beneficial  uses  were  listed  as  impaired  because  of  arsenic,  copper, 
mercury,  metals,  siltation,  and  zinc.  The  additional  analyses  and  evaluations  described  in 
Volume  I  found  that  arsenic,  cadmium,  lead,  zinc,  and  sediment  are  currently  impairing 
aquatic  life,  fishery,  and  drinking  water  beneficial  uses  (see  Section  3.4.1.9  of  the 
Volume  I  Report).  Copper  is  not  impairing  beneficial  uses,  and  therefore  no  TMDL  will 
be  presented.  There  were  insufficient  data  to  determine  if  mercury  is  impairing  beneficial 
uses. 

•  North  Fork  Warm  Springs  Creek  from  the  headwaters  to  the  mouth 
(MT41I006_180)  -  North  Fork  Warm  Springs  Creek  was  added  to  the  Montana  303(d) 
list  in  1998.  The  3.5-mile  segment  was  listed  as  partially  supporting  aquatic  life  and 
cold-water  fishery  beneficial  uses  because  of  siltation.  In  2002  and  2004,  aquatic  life, 
cold-water  fishery,  and  drinking  water  supply  beneficial  uses  were  listed  as  impaired 
because  of  arsenic,  metals,  organic  enrichment/low  DO,  and  siltation.  The  additional 
analyses  and  evaluations  described  in  Volume  I  found  that  arsenic,  cadmium,  zinc,  and 
sediment  are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses 
(see  Section  3.4.1.10  of  the  Volume  I  Report).  Nutrients  (i.e.,  organic  enrichment/low 
DO)  are  not  impairing  beneficial  uses,  and  therefore  no  TMDL  will  be  presented. 

•  Warm  Springs  Creek  from  the  headwaters  to  the  mouth  (MT41I006110)  -  In  1996, 
the  cold-water  fishery  and  aquatic  life  beneficial  uses  in  the  8.8-mile  segment  of  Warm 
Springs  Creek  were  listed  as  partially  supported  because  of  suspended  solids  and  metals. 
In  2002  and  2004,  aquatic  life  and  cold-water  fishery  beneficial  uses  were  listed  as 
impaired  because  of  siltation.  The  additional  analyses  and  evaluations  described  in 
Volume  I  found  that  arsenic,  cadmium,  lead,  zinc,  and  sediment  (suspended  solids  and 
siltation)  are  currently  impairing  aquatic  life,  fishery,  and  drinking  water  beneficial  uses 
(see  Section  3.4.1.11  of  the  Volume  I  Report). 
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Conceptual  restoration  strategies  and  the  required  TMDL  elements  for  sediment  and  metals  (i.e., 
arsenic,  cadmium,  copper,  lead,  and  zinc)  are  presented  in  the  following  subsections.  Supporting 
information  for  the  following  TMDLs  can  also  be  found  in  Appendix  D,  E,  and  F. 

14.1  Metals 

The  available  water  chemistry  data  suggest  that  Tenmile  Creek  is  impaired  by  arsenic,  cadmium, 
lead,  and  zinc  (See  Volume  I  Report).  TMDLs  are  presented  in  the  following  sections  to  address 
the  metals  impairments.  The  loading  analyses  presented  in  this  section  are  based  on  application 
of  the  LSPC  model  (see  Appendix  F). 

14.1.1  Sources  of  Metals  in  the  Warm  Springs  Creek  Watershed 

Middle  Fork  Warm  Springs  Creek  (MT41I006100)  -  Historical  hard  rock  mining  activities 
in  the  sub-watershed  comprise  the  most  significant  sources  of  metals  loading.  The  headwaters  of 
the  creek  fall  within  the  McClellan  mining  district  while  the  rest  is  within  the  Alhambra  mining 
district.  The  MBMG  Abandoned  and  Inactive  Mines  database  reports  surface,  underground, 
mineral  location,  and  prospect  mining  activities  in  the  watershed.  The  historical  mining  types 
include  placer,  lode,  and  mill.  In  the  past  these  mines  produced  gold,  silver,  lead,  and  copper. 
Two  of  the  mines  in  the  upstream  section  of  the  sub- watershed,  Middle  Fork  Warm  Springs 
(Alhambra  district)  and  Solar  Silver  (Warm  Springs  district),  are  listed  in  the  State  of  Montana's 
inventory  of  High  Priority  Abandoned  Hardrock  Mine  Sites  and  are  slated  for  cleanup.  The 
state's  inventory  shows  12  other  mines  in  this  watershed.  A  large  tailings  mine  dump,  observed 
in  the  middle  of  the  stream  during  source  assessment  visits  to  the  watershed,  prevented 
vegetation  growth  and  disrupted  the  natural  channel.  Water  in  upper  Middle  Fork  of  Warm 
Springs  Creek  had  a  metallic  sheen  that  might  have  been  associated  with  the  presence  of  metals 
ions. 

North  Fork  Warm  Springs  Creek  (MT41I006180)  -  Historical  mining  activities  in  the 
watershed  in  the  sub-watershed  comprise  the  most  significant  sources  of  metals  loading.  The 
majority  of  the  watershed  falls  within  the  Alhambra  mining  district.  The  MBMG  Abandoned 
and  Inactive  Mines  database  reports  underground  mining  activities  in  the  watershed.  The 
historical  mining  types  include  lode  mining.  In  the  past  these  mines  produced  gold,  silver,  lead, 
and  copper.  The  state's  inventory  of  mines  shows  two  hard  rock  mines  close  to  the  headwaters 
and  one  mine  close  to  the  mouth  of  the  stream.  None  of  the  mines  in  the  basin  are  listed  in  the 
State  of  Montana's  inventory  of  High  Priority  Abandoned  Hardrock  Mine  Sites. 

Warm  Springs  Creek  (MT41I006_110)  -  Relevant  sources  of  metals  in  this  stream  segment 
include  tributaries,  possible  natural  hot  springs,  and  historical  mining  activities  in  the  immediate 
drainage  area.  The  tributaries,  the  North  Fork  and  Middle  Fork  of  Warm  Springs,  are  significant 
contributors  of  metals.  The  immediate  drainage  area  of  this  stream  falls  within  the  Alhambra 
mining  district.  The  MBMG  Abandoned  and  Inactive  Mines  database  shows  hot  spring,  mineral 
location,  and  underground  mining  activities  in  the  drainage  area  of  the  stream.  The  historical 
mining  types  include  lode  and  placer  mining.  In  the  past  these  mines  produced  gold,  silver,  lead, 
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copper,  and  zinc.  The  Alhambra  Hot  Springs  Mine  is  listed  in  the  State  of  Montana's  inventory 
of  High  Priority  Abandoned  Hardrock  Mine  Sites. 

Modeled  sources  and  representing  metals  loadings  to  all  segments  of  Warm  Springs  Creek  are 
presented  in  Figure  14-1  through  Figure  14-4. 
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Natural  Sources 
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Figure  14-1.  Sources  of  arsenic  loadings  to  Warm  Springs  Creek. 
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Figure  14-2.  Sources  of  cadmium  loadings  to  Warm  Springs  Creek. 
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Figure  14-3.  Sources  of  lead  loadings  to  Warm  Springs  Creek. 
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Figure  14-4.  Sources  of  zinc  loadings  to  Warm  Springs  Creek. 
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14.1.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  these  TMDLs  for  metals  is  to  attain  and  maintain  the  applicable  Montana 
numeric  metals  standards.  Montana  water  quality  metals  standards  for  cadmium,  copper,  lead, 
and  zinc  are  dependant  on  in-stream  ambient  water  hardness  concentrations  and  can  therefore 
vary  by  stream  segment.  The  target  concentrations  for  metals  in  the  segments  of  Warm  Springs 
Creek  are  presented  in  Table  14-1. 


Table  14-1.  Montane 

numeric  surface  water  quality  standards  for  metals  in  Warm  Springs  Creek. 

Parameter 

Aquatic  Life  (acute) 
(M9/L)a 

Aquatic  Life  (chronic) 

(ug/L)b 

Human  Health 

(ug/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

1.3  at  61.2  mg/L  hardnessc 

0.2  at  61.2  mg/L  hardness0 

5 

Lead  (TR) 

43.2  at  61.2  mg/L  hardness0 

1 .7  at  61 .2  mg/L  hardness0 

15 

Zinc  (TR) 

79.7  at  61.2  mg/L  hardness0 

79.7  at  61 .2  mg/L  hardness0 

2,000 

14.1.3  Total  Maximum  Daily  Loads,  Allocations,  and  Margin  of  Safety 

The  TMDLs,  allocations  and  margin  of  safety  are  presented  in  Tables  14-2  through  14-5.  The 
TMDLs  are  presented  at  the  scale  of  the  entire  Warm  Springs  Creek  watershed  and  include  all 
tributaries.    Based  on  the  results  of  the  source  assessment  (Section  14.1.1),  the  recommended 
implementation  strategy  to  address  the  metals  problem  in  Warm  Springs  Creek  is  to  reduce 
metals  loadings  from  historical  mining  sites  in  the  watershed,  along  with  the  implementation  of 
the  sediment  TMDLs  (see  Section  1 .2)  to  reduce  sediment  attached  loading.  As  shown  in  Table 
14-2  through  Table  14-5,  the  hypothesis  is  that  an  overall,  watershed  scale  load  reduction  of  59, 
62,  32,  and  44  percent  for  arsenic,  cadmium,  lead,  and  zinc,  respectively,  will  result  in 
achievement  of  the  applicable  water  quality  standards.  Warm  Springs  Creek  already  meets 
applicable  water  quality  standards  for  copper.  The  proposal  for  achieving  the  load  reduction  is  to 
reduce  loads  from  historical  mining  by  65,  78,  39,  and  71  percent  for  arsenic,  cadmium,  lead,  and 
zinc,  respectively. 
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14.2  Sediment 

The  available  data  suggest  that  Warm  Springs  Creek  is  impaired  by  sediment  (See  Volume  I 
Report).  TMDLs  are  presented  in  the  following  sections  to  address  the  sediment  impairments. 
The  loading  analyses  presented  in  this  section  are  based  on  application  of  the  GWLF  model 
(Appendix  C)  as  well  as  the  various  assessment  techniques  described  in  Appendix  D.  While  it  is 
believed  that  the  resulting  load  estimates  are  adequate  for  making  relative  comparisons,  they 
should  not  be  used  directly  as  quantity  estimates. 

14.2.1  Sources  of  Sediment  in  the  Warm  Springs  Creek  Watershed 

As  shown  in  Figure  14-5,  the  primary  anthropogenic  sources  of  sediment  in  the  Warm  Springs 
Creek  watershed,  in  descending  order  of  magnitude  are  unpaved  roads,  abandoned  mines,  timber 
harvest,  anthropogenic  streambank  erosion,  and  non-system  roads. 

Unpaved  roads  account  for  the  greatest  percentage  (37  percent)  of  anthropogenic  sediment 
production  throughout  Warm  Springs  Creek.  Roads  cross,  and  are  adjacent  to  the  channel 
throughout  much  of  the  watershed,  particularly  in  the  North  and  Middle  Forks.  Six  abandoned 
mines  (Middle  Fork  Warm  Springs,  Solar  Silver,  Badger,  Newburgh/Flemming,  White  Pine, 
Warm  Springs  tailing  adit)  within  Warm  Spring  Creek  were  identified  as  being  capable  of 
delivering  sediment  to  a  channel  within  the  Warm  Springs  watershed.  With  exception  of  the 
Badger  mine,  all  of  the  mines  are  located  within  the  Middle  Fork  Warm  Springs.  The  majority 
of  this  sediment  is  related  to  erosion  from  tailings  piles  and  disturbed  areas.  None  of  these  mines 
have  been  formally  reclaimed,  but  isolated  areas  of  some  of  the  mines  are  becoming  vegetated. 
Most  of  the  timber  harvest  has  occurred  in  the  upper  watershed.  This  activity  has  largely 
occurred  on  steep  areas  of  private  land.  Anthropogenic  streambank  erosion  is  largely  confined  to 
the  main  stem  of  Warm  Springs  Creek.  Causes  of  this  sediment  source  include  riparian  grazing, 
road  encroachment,  stream  channelization,  riparian  vegetation  removal  and  historic  mining 
activity.  Non-system  roads/trails  were  present  throughout  the  uplands  of  the  Warm  Springs 
watershed.  The  occurrence  of  these  roads/trails  in  areas  of  steep  topography,  and  the  associated 
lack  of  drainage  structures  typically  leads  to  disproportionately  large  volumes  of  sediment 
generation  from  this  source. 
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Figure  14-5.  Total  annual  sediment  load  from  all  potentially  significant  sediment  sources  in  the 

Warm  Springs  Creek  Watershed. 


14.2.2  Water  Quality  Goals/Targets 

The  ultimate  goal  of  this  siltation  TMDL  is  to  attain  and  maintain  the  applicable  Montana 
narrative  sediment  standards.  The  sediment  endpoint  goals/targets  are  described  in  Volume  I, 
Section  3.1.3. 

14.2.3  Total  Maximum  Daily  Load,  Allocations,  and  Margin  of  Safety 

The  TMDL,  allocations  and  margin  of  safety  are  presented  in  Table  14-6.  The  TMDL  is 
presented  at  the  scale  of  the  entire  Warm  Springs  Creek  watershed  and  addresses  all  of  the 
tributaries.  Based  on  the  results  of  the  source  assessment  (Section  14.2.1),  the  recommended 
implementation  strategy  to  address  the  siltation  problem  in  Warm  Springs  Creek  is  to  reduce 
sediment  loading  from  the  primary  anthropogenic  sediment  sources  -  unpaved  roads,  abandoned 
mines,  timber  harvest,  anthropogenic  streambank  erosion,  and  non-system  roads.  As  shown  in 
Table  14-6,  the  hypothesis  is  that  an  overall,  watershed  scale  sediment  load  reduction  of  32 
percent  will  result  in  achievement  of  the  applicable  water  quality  standards.  The  proposal  for 
achieving  the  load  reduction  is  to  reduce  loads  from  current  unpaved  roads,  abandoned  mines, 
timber  harvest,  anthropogenic  streambank  erosion,  and  non-system  roads  by  60,  79,  97,  64,  and 
100  percent,  respectively. 
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Table  14-6.  TMDL,  Allocations,  and  Margin  of  Safety  for  Warm  Springs  Creek  -  Siltation. 


Allocation 


Source 
Category 


Current 

Load 
(tons/yr) 


% 
Reduction 


Allocation 
(tons/yr) 


Rationale/  Assumptions 


Uncertainty 


Current 
Timber 
Harvest 


154 


97 


It  is  assumed  that  sediment  loading 
levels  from  currently  harvested  areas 
will  return  to  levels  similar  to 
undisturbed  full-growth  forest  through 
natural  recovery. 


Even  with  full  BMP 
implementation,  minor 
quantities  of  sediment 
may  be  delivered  in 
isolated  locations. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Unpaved 
Roads 


237 


60 


95 


It  is  assumed  that  no  BMPs  are 
currently  in  place.   It  is  further 
assumed  that  all  necessary  and 
appropriate  BMPs  will  be  employed 
resulting  in  an  average  sediment  load 
reduction  of  60%  (See  Appendix  D). 


The  assumption  that  no 
BMPs  are  currently  in 
place  may  not  be  valid. 
Therefore,  the  estimated 
load  and  load  reduction 
may  be  an  overestimate. 


Non-system 
Roads 


17 


100 


All  non-system  roads  should  be 
closed  and  reclaimed. 


It  may  not  be  practical  or 
possible  to  reclaim  all 
non-system  roads. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Load 
Allocation 


Anthropogenic 

Streambank 

Erosion 


39 


64 


14 


It  is  estimated  that  there  are  0.9  miles 
of  eroding  streambanks  (2  x  channel 
length)  in  the  watershed  caused  by  a 
variety  of  human  activities.  It  is 
assumed  that  streambank  erosion  will 
be  returned  to  reference  levels  based 
on  BEHI  values. 


It  may  not  be  practical  or 
possible  to  restore  all 
areas  of  human-caused 
stream  bank  erosion  to 
reference  levels. 
Therefore,  this  load 
reduction  may  be  an 
overestimate. 


Abandoned 
Mines 


79 


39 


Based  on  comparison  of  pre  and 
post-reclamation  loads  from  mines, 
reclamation  results  in  an  average 
sediment  load  reduction  of  79%. 


The  range  of  observed 
sediment  reduction  from 
reclamation  at  five  mines 
in  the  study  area  is  0  to 
100%.  Therefore,  load 
reductions  could  be  over 
or  underestimated. 


Total -All 
Anthropogenic 
Nonpoint 
Sources 


Natural 
Sources 


854 


854 


It  is  assumed  that  the  sediment  loads 
from  all  other  source  categories  are 
natural  in  origin  and/or  negligible. 


The  loads  from  these 
sources  are  not  all 
entirely  natural.  There  is 
likely  a  small  (negligible) 
increment  of  loading 
caused  by  human- 
activities  that  could  be 
controlled. 


Wasteload 
Allocation 


All  Point 
Sources 


There  are  no  point  sources  of  sediment  in  the  Warm  Springs  Creek  Watershed 


Margin  of 
Safety 


NA 


Conservative  assumptions  were  used  in  all  modeling  exercises, 
and  measured  data  extrapolation. 


Total' 


1,489 


32 


1,007 


The  total  maximum  daily  load  can  be  expressed  as  the  percent  reduction  or  the  total  allocation  presented  in  this  row. 
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Appendix  A Summary 

15.0  SUMMARY  OF  TMDLS 

In  all,  131  303(d)  listed  waterbody-pollutant  combinations  were  evaluated  for  the  Lake  Helena 
TMDL  Planning  Area.  Of  these,  1 18  have  been  addressed:  63  through  the  completion  of 
TMDLs,  41  by  other  subwatershed-scale  TMDLs  (e.g.,  upper  reaches  of  Prickly  Pear  Creek 
addressed  by  a  single  Prickly  Pear  Creek  Watershed  TMDL),  and  14  by  providing 
documentation  that  water  quality  standards  are  currently  met  and  no  TMDL  is  necessary.  The 
remaining  13  have  not  been  addressed  due  to  lack  of  sufficient  data  to  determine  the  current 
impairment  status  or  insufficient  data  to  complete  the  necessary  TMDLs.  Table  15-1  provides  a 
review  of  all  of  the  303(d)  listed  waterbodies  described  above,  including  their  impairment  status, 
targets/goals,  TMDLs,  and  supporting  documentation. 
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Response  to  Comments 

The  formal  public  comment  period  on  the  Lake  Helena  Volume  I  document  extended 
from  February  28,  2004  to  March  30,  2005.  Two  individuals  submitted  formal  written 
comments.  In  addition,  several  people  voiced  concerns  and/or  raised  questions  at  the 
March  15,  2005  public  informational  meeting  in  Helena  on  the  Volume  I  report.  These 
formal  and  verbal  comments  and  questions  have  been  summarized  below.  Responses 
prepared  by  EPA  and  DEQ  follow  each  of  the  individual  comments.  The  original 
comment  letters  are  located  in  the  project  files  at  DEQ  and  may  be  reviewed  upon 
request. 

1.  Comment:  I  own  private  property  with  frontage  along  Sevenmile  Creek.  My 
property  includes  obvious  sediment  sources  to  the  stream  and  I'm  interested  in 
working  cooperatively  to  address  these  problems.  Who  should  I  contact? 

Response:  DEQ  and  EPA  staff  will  be  happy  to  meet  with  you  on  site  to  discuss 
management  alternatives  and  sources  of  assistance.  You  can  also  contact  the 
local  office  of  the  Natural  Resources  Conservation  Service  and  the  Lower 
Tenmile  Watershed  Group. 

2.  Comment:  How  much  consideration  is  given  within  the  TMDL  development 
process  to  natural  gaining  or  losing  reaches  of  streams,  particularly  with  regard  to 
how  these  factors  may  affect  pollutant  concentrations,  loads  and  allocations? 

Response:  Spatial  variations  in  streamflow,  whether  natural  or  man  caused,  are 
always  considered  when  TMDLs  are  established  because  of  their  influence  on 
pollutant  concentrations  and  loads.  TMDLs  must  provide  a  means  of  attaining 
and  maintaining  water  quality  standards  throughout  the  stream  segment  of 
concern  despite  variations  inflows  which  may  be  present. 

3.  Comment:  What  has  been  done  to  date  to  engage  Jefferson  County  officials  in 
the  Lake  Helena  watershed  restoration  planning  process? 

Response:  Jefferson  County  representatives  are  included  on  the  Lake  Helena 
project  technical  and  policy  advisory  committees,  including  the  country 
commissioners,  planning  director,  planning  and  zoning  office,  environmental 
health  office,  the  disaster  and  emergency  services  coordinator,  the  Jefferson 
County  weed  district,  and  the  Jefferson  Valley  Conservation  District.  In  addition, 
Lake  Helena  project  staff  has  frequently  attended  Jefferson  Valley  Conservation 
District  meetings  to  provide  updates  on  the  project  and  answer  questions. 

4.  Comment:  How  does  Montana's  303(d)  List  compare  to  those  compiled  for 
adjacent  states? 

Response:  In  general,  Montana  has  as  many  or  more  listed  streams  than  adjacent 
states  due  to  its  headwaters  location,  abundant  surface  water  resources,  protective 
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water  quality  standards,  and  rigorous  assessment  process.  A  comparison  of  all  the 
EPA  Region  VIII  states  showing  the  total  number  of  303(d)  listed  waters  and 
approximate  number  of  TMDLs  to  be  completed  on  an  annual  basis  (i.e., 
cumulative)  is  shown  below: 


2000 


1500 


1000 


500 


Colorado 
Montana 
N  Dakota 
S  Dakota 

Utah 
Wyoming 


2000     2002     2004     2006     2008     2010     2012 
2001     2003     2005     2007     2009     2011 

Year 

Comment:  How  are  water  use  support  determinations  made?  Do  the  same 
standards  and  expectations  apply  to  all  streams?  How  are  the  various  data 
interpreted  relative  to  water  quality  standards  attainment? 

Response:  Montana's  water  use  support  decisions  are  based  on  the  relevant  state 
water  quality  standards,  directives  contained  in  1 997  amendments  to  the  Montana 
Water  Quality  Act,  and  internal  agency  guidance  known  as  the  "Sufficient 
Credible  Data/Beneficial  Use  Support"  procedures.  This  process  is  described  in 
detail  on  the  Montana  DEQ  website  at: 
http://www.deq.state.mt.us/wqinfo/datamgmt/PDF/SufficientCredibleData.pdf 

Comment:  Please  provide  an  explanation  of  and  background  on  the  TMDL 
lawsuit  that  was  filed  in  1997. 

Response:  EPA  was  sued  by  the  Friends  of  the  Wild  Swan,  American  Wildlands, 
the  Montana  Environmental  Information  Center,  the  Ecology  Center  and  the 
Alliance  for  the  Wild  Rockies  in  1997  and  in  2002  over  the  efforts  of  Montana  to 
develop  a  list  of  waters  not  meeting  water  quality  standards  and  establishment  of 
TMDLs  for  those  impaired  water  bodies.  This  resulted  in  a  court  imposed 
schedule  requiring  the  completion  of  all  necessary  TMDLs  (based  on  the  1996 
303(d)  list)  by  May  5,  2007. 
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EPA  and  DEQ  successfully  convinced  the  groups  that  more  time  was  needed  to 
take  a  watershed-based  approach  to  development  of  TMDLs.  A  joint  Motion  to 
Amend  Judgment  was  filed  in  U.S.  District  Court  in  Missoula  on  November  18, 
2004  settling  these  two  lawsuits  related  to  the  State  of  Montana's  Total  Maximum 
Daily  Load  (TMDL)  program.  The  Montana  TMDL  schedule  has  been  extended 
until  December  2012. 

7.  Comment:  How  can  the  TMDL  water  quality  restoration  process  possibly  be 
successful  when  most  problems  result  from  non-point  source  pollution  and 
considering  that  the  Montana  approach  to  dealing  with  non-point  sources  is 
voluntary  cooperation? 

Response:  You  are  correct  that  the  majority  of  the  water  quality  problems 
represented  on  the  303(d)  list  stem  from  non-point  source  pollution.  On  a  stream 
or  lake  specific  basis,  the  problems  frequently  result  from  the  cumulative  effects 
of  many  individual  diffuse  sources  emanating  over  large  geographical  areas.  The 
individual  contributing  sources  may  be  relatively  unimportant,  but  collectively 
they  create  problems.  It  is  difficult  to  solve  these  kinds  of  problems  using 
regulatory  approaches  because  cause  and  effect  relationships  may  be  unclear  and 
supporting  data  are  oftentimes  limited.  Montana  has  learned  from  past  experience 
that  cooperative  approaches,  coupled  with  on-the-ground  monitoring  and  adaptive 
management,  is  the  only  practical  way  to  deal  with  non-point  source  pollution  on 
a  statewide  basis.  Local  watershed  groups  and  conservation  districts  that  build 
coalitions  and  engage  landowners  in  the  restoration  process  have  key  roles  in  this 
process. 

8.  Comment:  Can  we  anticipate  that  non-point  source  pollution  controls  will 
become  mandatory  (and  thereby  enforceable)  rather  than  voluntary  at  some  point 
in  the  future? 

Response:  In  our  opinion,  we  don't  anticipate  that  this  will  happen  in  the 
foreseeable  future.  The  voluntary  approach  seems  to  be  working  well  in  Montana 
and  the  voluntary  cooperative  components  of  TMDLs  are  being  implemented  with 
a  high  degree  of  success.  Successful  implementation  virtually  assures  that 
mandatory  approaches  won't  be  required.  An  exception  might  be  voluntary  non- 
point  source  controls  on  federal  lands.  Recent  lawsuits  have  resulted  in  court 
orders  blocking  development  activities  pending  completion  of  TMDLs  and 
associated  monitoring  plans  that  can  demonstrate  compliance. 

9.  Comment:  I  am  fearful  that  the  Lake  Helena  plan  cannot  be  effective  at  restoring 
water  quality  if  it's  primarily  a  voluntary,  cooperative  plan. 

Response:  See  response  to  comment  number  7  above. 


Public  Review  Draft  B-3 


Appendix  B 

10.  Comment:  Based  on  your  experiences  in  other  states,  how  frequently  do 
watershed  TMDLs  lead  to  local  ordinances  or  other  local  regulations  to  control 
various  source  categories? 

Response:  There  are  a  wide  variety  oflocal  measures  that  have  been  adopted  in 
other  states  to  address  water  quality  impairment  issues,  either  as  a  part  of  TMDLs 
or  other  initiatives.  Many  of  these  address  urban  growth  related  sources.  In 
Montana's  Clark  Fork  watershed,  local  ordinances  have  been  adopted  to  ban  the 
sale  of  high  phosphate  content  detergents  which  were  found  to  be  a  significant 
source  of  nutrient  loading  contributing  to  nuisance  algae  growth.  Local  building 
set-back  requirements  have  also  been  adopted  to  protect  lakes  such  as  Flathead 
Lake.  In  most  of  these  cases,  the  TMDLs  were  not  the  primary  incentive,  per  se, 
for  adopting  the  controls. 

11.  Comment:  Why  are  Montana  DEQ  TMDL  staff  people  not  present  at  tonight's 
meeting  if  they  are  charged  with  implementing  the  TMDL  program? 

Response:  Montana  DEQ  and  EPA  have  joint  responsibilities  and  a  cooperative 
plan  for  implementing  the  TMDL  provisions  of  the  Montana  Water  Quality  Act 
and  the  federal  Clean  Water  Act.  Each  agency  is  a  taking  a  lead  role  in 
completing  a  share  of  the  required  TMDLs,  while  both  agencies  must  approve  the 
final  plans.  EPA  has  assumed  a  lead  role  in  the  Lake  Helena  TMDL  development 
effort 

12.  Comment:  The  Lewis  and  Clark  Water  Quality  Protection  District  (WQPD)  is  a 
major  stakeholder  representing  Lewis  and  Clark  County  residents  and  two 
watershed  groups.  We  are  interested  in  having  an  opportunity  to  participate  more 
actively  in  the  planning  process.  As  this  document  has  been  finalized  and  no 
changes  are  being  made  based  on  the  comments  provided,  the  opportunity  for 
meaningful  input  is  minimized. 

Response:  The  steps  taken  by  EPA  and  DEQ  to  involve  watershed  stakeholders 
in  the  Lake  Helena  TMDL  process  are  summarized  in  Section  5.0  of  Volume  II. 
Also,  comments  received  on  Volume  I  and  throughout  the  process  have  resulted 
in  a  number  of  changes  that  are  now  reflected  in  the  Volume  II  document. 
Comments  have  resulted  in  an  expanded  source  assessment  effort  and 
reconsideration  of  the  draft  water  quality  targets.  For  example,  largely  in  response 
to  stakeholder  comments  on  Volume  I,  the  nutrient  targets  presented  in  Section 
3.2  of  Volume  II  are  considered  interim  targets  and  include  a  strategy  to  revise 
them  in  the  future  if  necessary. 

13.  Comment:  The  Volume  I  report  represents  a  tremendous  research  effort  and 
clearly  reflects  the  complexity  of  the  Lake  Helena  Watershed.  One  area  that  is 
not  adequately  covered  by  the  report  is  the  interaction  of  surface  water  and 
ground  water,  particularly  in  the  lower  basin  and  Helena  Valley.  It  has  been 
shown  that  the  principal  surface  and  groundwater  discharge  point  is  Lake  Helena. 
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At  the  same  time,  the  county  health  department  has  identified  approximately  5500 
homes  in  the  Helena  Valley  that  dispose  of  their  household  wastewater  to 
subsurface  treatment  systems  or  community  systems  that  discharge  to 
groundwater.  This  source  category  may  be  an  important  contributor  to  surface 
water  quality  impairments  and  given  a  countywide  growth  rate  of  17%  over  the 
last  decade,  we  can  only  expect  increases  in  pollutants  from  septic  systems  and 
non-point  sources  related  to  urban  and  suburban  development.  As  work 
progresses  on  the  restoration  plan  and  development  of  TMDLs  for  the  area,  we 
respectfully  request  a  more  in-depth  look  at  surface-groundwater  interactions  in 
the  Helena  Valley. 

Response:  We  acknowledge  the  paucity  of  data  and  information  pertaining  to 
groundwater-surface  water  interactions  in  the  Helena  Valley  and  share  your 
concerns  and  recommend  collecting  additional  data  to  address  this  issue(see 
Appendix  H). 

The  modeling  tools  that  have  been  developed  to  date  to  support  the  analysis  of 
nutrients  do,  in  fact,  allow  for  consideration  of  loading  from  septic  systems  and 
urban/suburban  development.  A  plan  to  enhance  these  modeling  tools  in  the 
future  is  proposed  in  Appendix  (the  monitoring  appendix).  Further,  it  is 
acknowledged  that  nutrient  loading  from  septic  systems  and  urban/suburban 
development  is  likely  going  to  increase  in  the  future.  A  plan  to  address  these 
future  sources  is  presented  in  Volume  II,  Section  4.5.4 

14.        Comment:  An  ecoregion-based  and  modeling  approach  drawing  from  reference 
conditions  in  other  water  bodies  was  used  to  establish  in-lake  nutrient 
concentration  targets  for  Lake  Helena.  This  may  not  be  appropriate  since  Lake 
Helena  is  man-made  and  shallow.  Water  quality  targets  based  on  so  called 
"natural"  lake  conditions  may  not  be  attainable  for  Lake  Helena  and  it  may  not  be 
possible  to  develop  a  practical  TMDL  to  meet  unattainable  water  quality  targets. 
Additionally,  the  report  acknowledges  that  Lake  Helena  does  not  continuously 
discharge  water  to  Hauser  Reservoir  but  may,  on  occasion,  receive  inflow  from 
Hauser  Reservoir  depending  on  the  respective  water  levels  of  the  two  reservoirs. 
This  interaction  most  certainly  affects  water  quality  in  Lake  Helena,  but  is  not 
discussed  in  Volume  I.  Setting  targets  without  consideration  of  this  fact  seems 
premature. 

Response:  We  agree  with  your  concern  about  the  appropriateness  of  the  Lake 
Helena  nutrient  targets  proposed  in  Volume  I.  As  a  result,  no  in-lake  nutrient 
targets  are  proposed  and  a  strategy  to  establish  targets  in  the  future  is  presented  in 
Volume  II,  Section  3.2.3.  However,  Volume  II  does  acknowledge  that  water 
quality  in  Lake  Helena  is  degrading  and  actions  are  necessary  to  reduce  nutrient 
loading.  Since  no  concentration  targets  have  been  proposed  for  Lake  Helena  at 
this  time,  on  an  interim  basis,  it  is  assumed  that  the  load  reductions  for  Prickly 
Pear  Creek  (the  largest  tributary  to  Lake  Helena)  adequately  approximate  the 
necessary  load  reductions  for  Lake  Helena. 
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15.  Comment:  The  water  quality  targets  for  nutrients,  sediment  and  water 
temperature  selected  for  Prickly  Pear  Creek  above  Tenmile  Creek  may  be 
inappropriate  and  unattainable  due  to  intensive  land  uses,  historical  disturbances, 
and  chronic  stream  dewatering. 

Response:  We  agree  relative  to  nutrients  and  have,  therefore,  presented  the 
nutrient  targets  in  Volume  II  as  "interim"  targets  in  association  with  an  adaptive 
management  strategy  to  revise  them  in  the  future,  as  appropriate.  Flexibility  is 
also  provided  in  Volume  II  to  revise  the  temperature  and  sediment  targets  in  the 
future  if  necessary. 

16.  Comment:  The  Volume  I  report  indicates  that  Sevenmile  Creek  is  impaired  for 
metals  and  in  need  of  TMDLs  for  copper  and  lead.  However,  in  the  narrative 
section  for  this  stream  on  page  158  under  metal  concentrations  it  is  stated,  "This 
evidence  suggests  this  segment  does  not  meet  the  human  health  criterion  for 
arsenic."  Therefore  we  believe  that  a  TMDL  for  arsenic  is  necessary  for 
Sevenmile  Creek. 

Response:  This  was  an  error  in  the  draft  Volume  I  report.  Copper,  lead  and 
arsenic  TMDLs  have  been  developed  for  Sevenmile  Creek  (see  Volume  II, 
Section  3.3  and  Appendix  A). 

17.  Comment:  In  reviewing  the  suspended  sediment  data  for  Sevenmile  Creek  that 
were  included  in  the  Volume  I  report,  the  extreme  amount  measured  during  the 
March  2003  flooding  event  seems  to  have  skewed  the  statistics  regarding  the 
suspended  sediment  concentrations.  We  are  not  suggesting  that  Sevenmile  Creek 
is  not  impaired  due  to  sediment,  but  limited  sampling  from  the  stream  during  one 
flooding  event  should  not  be  the  deciding  factor  in  those  decisions. 

Response:  We  acknowledge  that  the  suspended  sediment  data  were  skewed  due 
to  the  presence  of  extreme  values  associated  with  a  large  scale  flood  event. 
However,  the  sediment  impairment  determination  for  Sevenmile  Creek  was  based 
on  a  weight-of-evidence  approach  that  considered  other  data  types,  including 
channel  measurements,  inter-gravel  fine  sediment  concentrations, 
macroinvertebrate  and  periphyton  community  structure  variables,  fish 
populations,  and  a  sediment  source  survey.  All  of  the  available  data  supported  a 
conclusion  that  sediment  related  impairments  are  present  in  Sevenmile  Creek. 

18.  Comment:  Evaluation  of  lower  Tenmile  Creek  for  siltation  and  sediment 
problems  relied  on  channel  surveys  from  two  field  investigations  near  the 
confluence  with  Sevenmile  Creek  and  above  Green  Meadow  Drive.  These  sites 
are  located  within  a  mile  of  each  other  or  closer,  and  are  in  the  center  of  a  16-mile 
long  reach.  The  high  degree  of  variability  present  within  this  reach  raises 
questions  about  the  appropriateness  of  making  reach-long  determinations  based 
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on  limited  sampling  data.  This  comment  can  be  extended  to  many  other  stream 
segments  in  the  watershed  that  have  limited  sampling  and  field  data. 

Response:  Data  limitations  are  a  common  occurrence  in  Montana's  water  body 
assessment  process,  given  the  thousands  of  miles  of  streams  and  hundreds  of 
thousands  of  lake  acres.  For  this  reason,  many  waters  have  not  yet  been  assessed. 

DEQ  begins  the  stream  assessment  process  by  delineating  separate  reaches  or 
segments  along  a  stream.  These  are  based  on  a  number  of  considerations, 
including  stream  order/size,  adjacent  land  uses,  water  quality  classifications,  the 
level  of  water  quality,  and  the  presence  of  impairment  sources.  As  more  data 
become  available  over  time,  these  reach  delineations  are  refined  to  represent  more 
homogeneous  segments. 

In  the  case  of  Tenmile  Creek,  a  large  amount  of  water  quality  data  is  available  for 
the  stream  as  a  whole,  but  the  spatial  coverage  tends  to  be  somewhat  patchy.  To 
be  conservative  (i.e.,  protective  of  water  quality)  it  was  decided  to  consider  the 
stream  impaired  due  to  sediment. 

19.  Comment:  Reference  stream  data  from  other  areas  of  the  state  were  used  to 
establish  nutrient  concentrations  and  other  stream  criteria  for  Tenmile  Creek.  The 
use  of  these  reference  streams,  and  of  small  data  sets  in  general,  may  not  be 
appropriate.  While  we  may  hope  to  achieve  an  undisturbed  or  minimally  disturbed 
status  in  the  upper  reaches  of  Tenmile  Creek,  it  is  unlikely  that  the  Helena  Valley 
with  its  (increasing)  population  of  45,000  people  can  attain  such  goals. 

Response:  Attainment  of  water  quality  standards  and  full  support  of  designated 
beneficial  water  uses,  as  defined  in  the  Montana  water  quality  standards,  are  the 
end  goals  of  the  TMDL  process.  These  uses  include  coldwater  fisheries  and 
associated  aquatic  life,  waterfowl  and  fur  bearers,  body  contact  recreation, 
drinking  water,  and  agricultural  and  industrial  water  supply. 

It  is  clear  from  the  Volume  I  assessment  that  these  uses  are  not  presently  fully 
supported  in  Tenmile  Creek.  Population  growth  and  urban  impacts  are 
contributing  factors  that  will  need  to  be  addressed  in  the  restoration  plan.  We 
cannot  lower  our  water  quality  expectations  for  Tenmile  Creek  merely  because  of 
local  population  trends  and  land  use  intensity.  A  reclassification  of  the  water 
quality  standards  for  Tenmile  Creek  would  require  endorsement  by  DEQ,  EPA 
and  the  Montana  Board  of  Environmental  Review  and  is  not  being  proposed. 

20.  Comment:  Stormwater  runoff  from  numerous  subdivisions  and  two  incorporated 
towns  is  certainly  a  contributing  factor  to  surface  water  quality  in  the  Lake  Helena 
watershed  area  and  is  a  frequent  source  of  water  quality  complaints.  However, 
Volume  I  does  not  cite  any  stormwater  sampling  results  including  those  contained 
in  the  "Total  Maximum  Daily  Load  Development  (TMDL)  and  Assessment  of 


Public  Review  Draft  B-7 


Appendix  B 


Wetland  Treatment  of  Stormwater  Runoff  for  the  City  of  Helena,  Montana" 
(WQPD,  1999). 

Response:  We  concur  that  urban  stormwater  runoff  is  a  potentially  significant 
source  of  nutrients,  sediment,  metals  and  other  pollutants  in  the  Lake  Helena 
watershed.  The  relative  importance  of  this  source  category  in  each  of  the  water 
bodies  considered  in  Volume  II  is  presented  in  the  tables  in  Appendix  A. 

21.  Comment:  We  are  somewhat  fearful  of  the  program  that  appears  to  be 
developing.  While  the  science  behind  the  restoration  plan  is  important,  it  is  vital 
to  acknowledge  the  role  of  local  community.  EPA  addresses  this  in  nationally 
released  documents  and  on  their  website,  but  the  exclusion  of  public  input  during 
the  development  of  the  Lake  Helena  Volume  I  report  would  indicate  this  is  not  a 
priority  and  that  stakeholders  will  continue  to  see  the  creation  of  rules  and 
regulations  for  goals  that  are  most  likely  unattainable,  ineffective  and 
unaffordable. 

Response:  The  Lake  Helena  project  team  has  expended  a  considerable  amount  of 
effort  in  providing  opportunities  for  public  participation.  These  efforts  are 
described  in  Volume  II,  Section  5.0. 

22.  On  a  local  level,  we  are  bracing  for  compliance  with  complex  and  expensive 
programs  like  the  Phase  II  stormwater  requirements  and  the  Groundwater  Rule  for 
50  small  public  water  systems.  Implementation  of  these  programs  may  ultimately 
drive  some  small  water  systems  and  communities  to  the  brink  of  bankruptcy.  The 
local  municipalities  make  high-profde  "end-of-pipe"  targets  and  often  bear  the 
bulk  of  the  responsibility,  but  they  too  face  severe  fiscal  restraints.  These  are 
important  programs  and  our  resources  are  already  directed  at  dealing  with  them. 
To  add  a  new  and  potentially  unachievable  water  quality  program  based  on  the 
use  of  rather  small  data  sets  and  an  unproven  protocol  of  using  reference  reaches 
does  not  seem  prudent. 

Rather  than  investing  resources  in  setting  unreachable  targets  and  then  trying  to 
achieve  them,  we  propose  a  comprehensive,  long-term  watershed  management 
approach  that  balances  technologically  feasible  solutions  with  the  economics  of 
the  region.  We  would  propose  a  locally  driven  program  that  includes  all 
stakeholders,  with  the  goal  of  developing  sustainable  use  of  water  resources  for 
growing  communities. 

Response:  This  comment  is  addressed  in  Volume  II,  Section  4.0. 

23.  Comment:  As  you  proceed  with  Lake  Helena  planning  process,  we  urge  you  to 
support  funding  for  public  education,  which  is  critical  to  changing  behaviors  that 
cause  pollution  of  surface  and  groundwater.    We  strongly  support  the  investment 
of  resources  in  both  broad-based  and  targeted  education  programs  for  residents. 
Targeted  educational  programs  should  be  developed  for  the  development 
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community.  State  and  federal  support  must  be  provided  to  local  government  as  it 
struggles  with  increasingly  difficult  growth  and  planning  issues.  We  believe  that 
water  quality  protection  begins  with  the  way  we  use  our  land  rather  than  in  setting 
goals  that  try  to  mimic  conditions  that  exist  in  dissimilar  and  sometimes  pristine 
settings. 

Response:  We  wholeheartedly  agree  that  a  strong  public  educational  component 
and  adequate  implementation  funding  will  be  key  to  the  success  of  the  Lake 
Helena  water  quality  restoration  plan.  We  look  forward  to  working  closely  with 
the  local  watershed  groups  and  the  water  quality  protection  district,  and  all 
watershed  stakeholders,  to  develop  a  plan  that  is  both  implementable  and  effective 
at  restoring  and  maintaining  water  quality.  See  Volume  II,  Section  4.0. 


Public  Review  Draft  B-9 


APPENDIX  C 


Appendix  C  Introduction 


1.0  INTRODUCTION 

The  Lake  Helena  Volume  I  report  concluded  that  twenty  stream  reaches  in  the  Lake  Helena  Watershed 
are  impaired  for  sediment  and/or  nutrients  (Figure  1,  Table  1 ).  To  better  understand  the  impairments, 
sediments  and  nutrients  were  modeled  with  the  Generalized  Watershed  Loading  Functions  (GWLF) 
model  (Haith  et  al.,  1992).  The  primary  purpose  of  the  modeling  effort  was  to  determine  the  sediment 
and  nutrient  loads  from  each  significant  source  category  (e.g.,  point  sources,  roads,  septic  systems).  The 
model  was  secondarily  used  to  help  answer  the  following  questions: 

•  What  is  the  extent  to  which  sediment  and  nutrient  loads  in  the  watershed  have  been  affected  by 
anthropogenic  activities  (i.e.,  comparison  of  existing  and  natural  scenarios)? 

•  How  might  loads  change  in  the  future  with  increased  development  of  the  watershed  (i.e., 
comparison  of  existing  and  build  out  scenarios)? 

•  What  are  the  allowable  loads  at  various  ungaged  points  in  the  watershed? 

GWLF  simulates  runoff  and  stream  flow  by  a  water-balance  method,  based  on  measurements  of  daily 
precipitation  and  average  temperature.  The  complexity  of  GWLF  falls  between  that  of  detailed,  process- 
based  simulation  models  and  simple  export  coefficient  models  which  do  not  represent  temporal 
variability.  The  application  of  a  more  detailed  model  was  not  warranted  given  the  general  lack  of  water 
quality  data  with  which  it  could  be  calibrated  (refer  to  Volume  I).  The  GWLF  model  was  determined  to 
be  appropriate  because  it  simulates  the  important  processes  of  concern,  but  does  not  require  as  much  data 
for  calibration.  Loads  from  several  sources  (point  sources,  Helena  Valley  Irrigation  District,  abandoned 
mines,  streambank  erosion)  were  estimated  separately  and  added  to  the  GWLF  output  during  post 
processing. 

GWLF  input  parameters  were  assigned  based  on  available  monitoring  data,  default  parameters  suggested 
in  the  GWLF  User's  Manual  (Haith  et  al.,  1992),  and  local  resource  agency  recommendations.  Default 
values  were  used  for  many  parameters  due  to  a  lack  of  local  data  and  to  ensure  the  modeling  results  are 
consistent  with  previously  validated  studies. 

The  U.S.  Army  Corps  of  Engineers'  BATHTUB  model  was  selected  to  simulate  eutrophication  in  Lake 
Helena.  BATHTUB  predicts  eutrophication-related  water  quality  conditions  (e.g.,  phosphorus,  nitrogen, 
chlorophyll  a,  and  transparency)  using  empirical  relationships  previously  developed  and  tested  for 
reservoir  applications  (Walker,  1987).  Similar  to  GWLF,  BATHTUB  was  chosen  based  on  the  lack  of 
historic  water  quality  data  with  which  to  calibrate  a  more  detailed  model.  Simulated  watershed  loads 
from  GWLF  were  used  to  drive  the  BATHTUB  model  to  answer  the  following  questions: 

•  What  is  the  extent  to  which  sediment  and  nutrient  loads  in  the  watershed  have  been  affected  by 
anthropogenic  activities  (i.e.,  comparison  of  existing  and  natural  scenarios)? 

•  How  might  loads  change  in  the  future  with  increased  development  of  the  watershed  (i.e., 
comparison  of  existing  and  build  out  scenarios)? 

The  following  sections  discuss  the  setup,  calibration,  and  use  of  the  GWLF  and  BATHTUB  models. 
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Table  1.  Listed  Reaches  in  the  Lake  Helena  Watershed 

WBKEY 

Reach  Description 

Length 
(mile) 

Impairment 

MT41I006_180 

North  Fork  Warm  Springs  Creek,  Headwaters  to  mouth 

2.50 

Sediment 

MT41I006_210 

Jennies  Fork  from  headwaters  to  mouth 

1.41 

Sediment 

MT41I006_070 

Golconda  Creek,  Headwaters  to  the  mouth 

3.71 

Sediment 

MT41I006_060 

Prickly  Pear  Creek  from  headwaters  to  Spring  Cr 

8.65 

Sediment 

MT41I006_080 

Spring  Creek  from  Corbin  Cr  to  the  mouth 

1.66 

Sediment,  nutrients 

MT41I006_090 

Corbin  Creek  from  headwaters  to  the  mouth 

2.52 

Sediment 

MT41I006_100 

Middle  Fork  Warm  Springs  Creek,  Headwaters  to  mouth 

2.68 

Sediment 

MT41I006_050 

Prickly  Pear  Creek  from  Spring  Cr  to  Lump  Gulch 

7.01 

Sediment 

MT41I006J10 

Warm  Springs  Creek  from  the  Middle  Fork  to  the  mouth 

2.96 

Sediment 

MT41I006_120 

Clancy  Creek  from  headwaters  to  the  mouth 

11.56 

Sediment,  nutrients 

MT41I006_130 

Lump  Gulch  from  headwaters  to  the  mouth 

14.47 

Sediment 

MT41I006_141 

Tenmile  Creek,  headwaters  to  the  Helena  PWS  intake 
above  Rimini 

6.82 

Sediment 

MT41I006_040 

Prickly  Pear  Creek  from  Lump  Gulch  to  Montana  Highway 
433  Crossing 

10.43 

Sediment 

MT41I006J42 

Tenmile  Creek  From  the  Helena  PWS  intake  above  Rimini 
to  the  Helena  WT  plant. 

7.30 

Sediment 

MT41I006J43 

Tenmile  Creek  from  the  Helena  WT  plant  to  the  mouth 

15.45 

Sediment,  nutrients 

MT41I006_160 

Sevenmile  Creek  from  headwaters  to  the  mouth 

7.76 

Sediment,  nutrients 

MT41I006_020 

Prickly  Pear  Creek  from  Helena  WWTP  Discharge  Ditch  to 
Lake  Helena 

5.92 

Sediment,  nutrients 

MT41 1006_220 

Skelly  Gulch  tributary  of  Greenhorn  Cr-Sevenmile  Cr 
T10N  R5WSec2 

7.71 

Sediment 

MT41I006J330 

Prickly  Pear  Creek  from  Highway  433  Crossing  to  Helena 
WWTP  Discharge 

4.42 

Sediment,  nutrients 

MT41I006_190 

Jackson  Creek  from  headwaters  to  the  mouth 

3  24 

Sediment 
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2.0  GWLF  MODEL  DEVELOPMENT 

GWLF  provides  a  mechanistic,  but  simplified,  simulation  of  precipitation-driven  runoff  and  sediment 
delivery.  Solids  load,  runoff,  and  ground  water  seepage  are  used  to  estimate  particulate  and  dissolved- 
phase  pollutant  delivery  to  a  stream,  based  on  pollutant  concentrations  in  soil,  runoff,  and  ground  water. 
GWLF  simulates  runoff  and  stream  flow  by  a  water-balance  method,  based  on  measurements  of  daily 
precipitation  and  average  temperature.  Precipitation  is  partitioned  into  direct  runoff  and  infiltration  using 
a  form  of  the  Natural  Resources  Conservation  Service's  (NRCS)  Curve  Number  method  (SCS,  1986). 
The  Curve  Number  determines  the  amount  of  precipitation  that  runs  off  directly,  adjusted  for  antecedent 
soil  moisture  based  on  total  precipitation  in  the  preceding  5  days. 

Flow  in  streams  may  derive  from  surface  runoff  during  precipitation  events  or  from  ground  water 
pathways.  The  amount  of  water  available  to  the  shallow  ground  water  zone  is  strongly  affected  by 
evapotranspiration,  which  GWLF  estimates  from  available  moisture  in  the  unsaturated  zone,  potential 
evapotranspiration,  and  a  cover  coefficient.  Potential  evapotranspiration  is  estimated  from  a  relationship 
to  mean  daily  temperature  and  the  number  of  daylight  hours. 

The  user  of  the  GWLF  model  must  divide  land  uses  into  "rural"  and  "urban"  categories,  which 
determines  how  the  model  calculates  loading  of  sediment  and  nutrients.  For  the  purposes  of  modeling, 
"rural"  land  uses  are  those  with  predominantly  pervious  surfaces,  while  "urban"  land  uses  are  those  with 
predominantly  impervious  surfaces.  Monthly  sediment  delivery  from  each  "rural"  land  use  is  computed 
from  erosion  and  the  transport  capacity  of  runoff,  whereas  total  erosion  is  based  on  the  universal  soil  loss 
equation  (USLE)  (Wischmeier  and  Smith  1978),  with  a  modified  rainfall  erosivity  coefficient  that 
accounts  for  the  precipitation  energy  available  to  detach  soil  particles  (Haith  and  Merrill,  1987).  Thus, 
erosion  can  occur  when  there  is  precipitation,  but  no  surface  runoff  to  the  stream;  delivery  of  sediment, 
however,  depends  on  surface  runoff  volume.  Sediment  available  for  delivery  is  accumulated  over  a  year, 
although  excess  sediment  supply  is  not  assumed  to  carry  over  from  one  year  to  the  next.  Nutrient  loads 
from  rural  land  uses  may  be  dissolved  (in  runoff)  or  solid-phase  (attached  to  sediment  loading  as 
calculated  by  the  USLE). 

For  "urban"  land  uses,  soil  erosion  is  not  calculated,  and  delivery  of  nutrients  to  the  water  bodies  is  based 
on  an  exponential  accumulation  and  washoff  formulation.  All  nutrients  loaded  from  urban  land  uses  are 
assumed  to  move  in  association  with  solids. 

GWLF  requires  three  input  files  to  simulate  runoff  and  pollutant  loads  from  each  subwatershed.  The 
weather  file  contains  daily  values  of  precipitation  and  average  temperature.  The  nutrient  file  contains 
nitrogen  and  phosphorus  concentrations  of  groundwater  and  runoff  as  well  as  build-up  wash  off  rates 
from  urban  areas.  The  transport  file  contains  land  use  areas  and  parameters  for  estimating  runoff,  erosion, 
and  evapotranspiration.  This  section  of  the  report  describes  the  modeling  assumptions  used  to  develop 
these  three  files  for  existing  and  natural  conditions. 

2.1  Transport  Data 

Land  use  areas,  soil  erodibility  factors,  and  evapotranspiration  rates  were  developed  based  on  MRLC, 
STATSGO,  and  Agri-met  datasets,  respectively,  and  are  described  more  fully  below. 
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2.1.1  Subwatershed  Delineation 

The  first  step  in  developing  the  transport  files  was  to  delineate  subwatersheds  corresponding  to  the  listed 
segments  and  major  stream  confluences.  The  Lake  Helena  Watershed  was  delineated  into  twenty-two 
subwatersheds  based  on  a  30-meter  digital  elevation  model  of  the  watershed  and  the  National 
Hydrography  Dataset  stream  coverage  as  shown  in  Figure  2.  Watershed  area  and  mean  elevation  are 
listed  in  Table  2. 
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Figure  2.  Lake  Helena  DEM,  NHD  Stream  Coverage,  and  Subwatersheds 
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Table  2.  Drainage  Area  and  Mean  Elevation  of  the  Lake  Helena  Subwatersheds 

Subwatershed 

Watershed  Area  (ac) 

Mean  Elevation  (m) 

Corresponding 
Segment 

Clancy  Creek 

21,140 

1757.5 

MT41I006J20 

Corbin  Creek 

1,715 

1685.2 

MT41I006_090 

Golconda  Creek 

1,887 

1962.2 

MT41I006_070 

Jackson  Creek 

2,148 

1924.2 

MT41I006J90 

Jennies  Fork 

670 

1855.5 

MT41I006_210 

Overland  flow  to  Lake  Helena 

38,330 

1196.0 

Overland  flow 

Lump  Gulch 

27,762 

1722.3 

MT41I006_130 

Middle  Fork  Warm  Springs 

2,180 

1796.9 

MT41I006J00 

Middle  Tenmile  Creek 

24,701 

1730.0 

MT41I006_142 

North  Fork  Warm  Springs  Creek 

1,343 

1721.7 

MT41I006J80 

Prickly  Pear  above  Spring  Creek 

17,070 

1866.7 

MT41I006_060 

Prickly  Pear  above  Lake  Helena 

4,201 

1134.6 

MT41I006_020 

Prickly  Pear  above  Lump  Gulch 

16,275 

1581.2 

MT41I006J350 

Prickly  Pear  above  WWTP  outfall 

12,431 

1294.0 

MT41I006_030 

Prickly  Pear  above  Wylie  Drive 

47,176 

1554.9 

MT41I006_040 

Sevenmile  Creek 

24,883 

1527.6 

MT41I006J60 

Silver  Creek 

59,013 

1355.4 

MT41I006_150 

Skelly  Gulch 

7,834 

1700.6 

MT41I006_220 

Spring  Creek 

11,620 

1758.4 

MT41I006_080 

Tenmile  above  Prickly  Pear 

48,786 

1455.1 

MT41I006_143 

Upper  Tenmile  Creek 

14,106 

2068.3 

MT41I006J41 

Warm  Springs  Creek 

9,670 

1688.2 

MT41I006_110 

Total  Watershed  Area 

393,445 

na 

na 

2.1.2  Land  Use  in  the  Lake  Helena  Watershed 

Existing  land  use  and  land  cover  in  the  Lake  Helena  Watershed  were  determined  from  satellite  imagery, 
digital  aerial  photography,  and  geographic  information  system  (GIS)  layers.  Digital  land  use/land  cover 
data  were  obtained  from  the  National  Land  Cover  Dataset  (NLCD).  The  NLCD  is  a  consistent 
representation  of  land  cover  for  the  conterminous  United  States  generated  from  classified  30-meter 
resolution  Landsat  thematic  mapper  satellite  imagery  data.    The  NLCD  is  classified  into  urban, 
agricultural,  forested,  water,  and  transitional  land  cover  subclasses.  The  imagery  was  acquired  by  the 
Multi-Resolution  Land  Characterization  (MRLC)  Consortium,  a  partnership  of  federal  agencies  that 
produce  or  use  land  cover  data.  The  imagery  was  acquired  between  1991  and  1993. 

MRLC  data  and  corresponding  land  use  classifications  served  as  the  primary  basis  for  the  GWLF 
modeling  effort;  however  updates  to  the  original  data  and  refinements  of  land  use  categories  were  made  to 
reflect  current  conditions  in  the  Lake  Helena  watershed.  2004  high-resolution  color  orthophotos  of  the 
Helena  Valley  were  used  to  manually  classify  a  portion  of  the  watershed  using  the  land  use  definitions 
provided  by  the  MRLC  Consortium  data  description.  Road  areas  and  corresponding  road  surface 
materials  in  the  watershed  were  distinguished  based  on  GIS  data  layers  acquired  from  Lewis  and  Clark 
and  Jefferson  counties  and  the  Helena  National  Forest.  Additionally,  a  new  class  of  low-intensity 
residential  development  was  added  to  reflect  the  low-density  style  of  land  development  in  the  more  rural 
areas  of  the  Lake  Helena  Watershed.  Figure  3  shows  the  final  land  use  coverage  and  the  data  are 
summarized  in  Table  3. 
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Figure  3.  Land  Use  in  the  Lake  Helena  Watershed.  Area  highlighted  in  red  was  updated  based  on 

2004  aerial  photography. 
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Table  3.  Land  Use  Areas  for  the  Lake  Helena  Existing  Conditions  Modeling 


Land  Use 

Existing  (ac) 

Bare  Rock 

84 

LDRa 

9,067 

Quarries 

234 

Water 

2,875 

Transitional 

1,853 

Deciduous  Forest 

1,241 

Evergreen  Forest 

154,204 

Mixed  Forest 

36 

Shrubland 

37,014 

Grassland 

129,060 

Pasture/Hay 

14,892 

Small  Grains 

16,925 

Woody  Wetland 

1,270 

Herbaceous  Wetlands 

421 

Recent  Clear-cut 

522 

Clear-cut  Regrowth 

3,571 

Dirt  Roads 

3,326 

Fallow 

2,546 

Row  Crop 

2,093 

Non-system  Roads 

153 

LDRb 

2,950 

Commercial/lndustrial/Transportation 

6,203 

Urban/Recreational  Grasses 

1,001 

Secondary  Paved  Roads 

1,904 

Total  Watershed  Area 

393,445 

All  of  the  land  use  categories  used  for  the  modeling  are  standard  MRLC  classifications  except  for  two 
low-intensity  residential  classifications,  two  silviculture  classes,  and  three  road  classes,  as  described 
below. 

2.1.2.1.  Residential  Lands 

Low-intensity  development  was  classified  as  either  LDRa  or  LDRb  to  differentiate  between  the 
concentration  of  low  density  housing  in  and  around  the  municipalities  and  the  low-density  housing 
development  in  the  remainder  of  the  watershed.  LDRa  represents  developments  detected  during  the 
orthophoto  analysis  or  present  in  the  original  MRLC  data  set,  with  approximately  40  percent  impervious 
area  and  60  percent  lawn.  LDRb  was  created  by  buffering  the  remaining  residential  areas  outside  of  the 
LDRa  area  to  1.1 -acre  lots  (represented  by  structures  for  Lewis  and  Clark  County  and  wells  for  Jefferson 
County).  A  1 .1  acre  buffer  radius  was  chosen  based  on  the  median  value  of  developed  area  for  100 
randomly  selected  parcels  outside  of  the  LDRa  areas.  Based  on  the  analysis  of  the  100  random  parcels, 
LDRb  lots  were  assigned  40  percent  impervious  (house,  bam,  sheds),  24  percent  pasture  with  poor  ground 
cover  (animal  paddocks),  and  36  percent  lawn  in  good  condition. 
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2. 1.2.2.  Forest  Lands 

To  account  for  harvesting  activities  in  the  watershed,  forest  was  modeled  in  one  of  three  categories:  (1) 
clear-cut,  (2)  regrowth,  or  (3)  full  growth  condition.  Forestland  in  the  Lake  Helena  Watershed  is  owned 
by  private  land  owners,  the  Bureau  of  Reclamation,  Department  of  Natural  Resources,  Bureau  of  Land 
Management,  and  the  Helena  National  Forest  (Figure  4).  Databases  were  obtained  from  each  agency  to 
estimate  average  harvest  acreages  for  the  period  between  1996  and  2000  (Table  4).  The  public  agencies 
use  selective  cut  techniques  rather  than  clear  cutting  procedures,  so  harvest  acres  were  assumed  in  the 
regrowth  state  after  cutting.  Cutting  has  not  occurred  on  land  owned  by  the  Helena  National  Forest  since 
1 996.  No  data  were  obtained  from  the  Bureau  of  Reclamation  despite  numerous  requests.  Harvest  data 
on  private  lands  was  not  available,  so  a  continuous  90-yr  harvesting  cycle  (Stuart,  2004)  was  assumed 
(i.e.,  1.1  percent  of  private  forest  land  was  assumed  clear  cut  each  year).  To  estimate  the  area  of  regrowth 
on  private  lands,  we  assumed  a  5  year  regrowth  period  to  re-establish  full  growth  ground  cover.  The 
curve  numbers,  cover  factors,  and  nutrient  runoff  concentrations  of  these  silvicultural  land  uses  vary  from 
typical  forestland  as  described  in  Table  5,  Table  7,  and  Table  9. 
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4    US  Bureau  of  Reclamation 

US  Dept  of  Defense 
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Water  -  navigable  (state  Dept  of  Natural  Resources) 
*    Water  -  reserved/withdrawn  by  federal  agency 


Figure  4.  Land  Ownership  in  the  Lake  Helena  Watershed 
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Table  4.  Harvest  Data  by  Agency  in  the  Lake  Helena  Watershed  for  the  period  1996  to  2000. 

Agency 

Selective  Harvest  or  Regrowth  (ac) 

Clear  Cut  (ac) 

Bureau  of  Land  Management 

767 

0 

Bureau  of  Reclamation 

0 

0 

Helena  National  Forest 

0 

0 

Department  of  Natural  Resource  Conservation 

195 

0 

Private 

2,610 

522 

2.1.2.3.  Roads 

Road  areas  in  the  Lake  Helena  watershed  were  generated  from  current  GIS  data.  The  road  polylines  were 
converted  into  areas  based  on  average  widths  from  field  data  collected  in  2005.  Unpaved  roads  were 
buffered  to  a  total  width  of  22  feet,  and  paved  roads  were  buffered  to  a  total  width  of  26  feet.  Interstate 
15  and  Highway  12  accounted  for  a  total  width  of  52  feet. 

Non-system  roads  are  those  built  for  recreational  purposes  (dirt  bikes,  four  wheelers,  etc.)  and  are  not 
built  to  approved  specifications.  Road  slope  is  assumed  to  follow  the  land  gradient  rather  than 
incorporate  switch-backs.  Ditches  and  cross  drains  are  not  present.  In  the  Helena  National  Forest,  non- 
system  roads  were  estimated  to  comprise  an  additional  4.6  percent  of  the  area  of  unpaved  roads  (Stuart, 
2004).  This  value  was  extrapolated  to  the  entire  Lake  Helena  Watershed  where  unpaved  roads  are 
present. 

2. 1.2.4.  Land  Use  Curve  Numbers 

The  GWLF  model  uses  the  curve  number  method  to  estimate  runoff  from  each  land  use  area.  Land  uses 
with  higher  curve  numbers  are  assumed  to  have  more  surface  runoff  than  those  with  lower  curve 
numbers.  Table  5  lists  the  curve  numbers  by  soil  hydrologic  group  for  land  uses  in  the  Lake  Helena 
Watershed.  Area  weighted  curve  numbers  were  developed  for  each  subwatershed  and  land  use  based  on 
the  reported  NRCS  soil  hydrologic  groups.  Soil  hydrologic  groups  were  used  to  account  for  the  different 
infiltration  rates  of  different  soil  types  (e.g.,  higher  infiltration  for  sands  compared  to  clays). 
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Table  5.  SCS  Curve  Numbers  for  Land  Uses  in  the  Lake  Helena  Watershed 

Land  Use 

CNa 

CNb 

CNc 

CNd 

Bare  Rock 

98 

98 

98 

98 

LDRa 

63 

76 

84 

87 

Quarries 

76 

85 

89 

91 

Water 

100 

100 

100 

100 

Transitional 

77 

86 

91 

94 

Deciduous  Forest 

30 

55 

70 

77 

Evergreen  Forest 

36 

60 

73 

79 

Mixed  Forest 

33 

57 

72 

78 

Shrubland 

30 

48 

65 

73 

Grassland  -  Existing 

49 

69 

79 

84 

Grassland  -  Natural 

39 

61 

74 

80 

Pasture/Hay 

30 

58 

71 

78 

Small  Grains 

63 

75 

83 

87 

Woody  Wetland 

98 

98 

98 

98 

Herbaceous  Wetlands 

98 

98 

98 

98 

Recent  Clear-cut 

77 

86 

91 

94 

Clear-cut  Regrowth 

57 

73 

82 

87 

Dirt  Roads 

72 

82 

87 

89 

Fallow 

77 

86 

91 

94 

Row  Crop 

67 

78 

85 

89 

Non-system  Roads 

72 

82 

87 

89 

LDRb 

69 

39 

39 

39 

Commercial/lndustrial/Transportation 

89 

92 

94 

95 

Urban/Recreational  Grasses  -  fair 
condition 

49 

69 

79 

84 

Secondary  Paved  Roads 

98 

98 

98 

98 

2.1.3  USLE  Parameters 

GWLF  uses  the  Universal  Soil  Loss  Equation  (USLE)  to  estimate  soil  erosion  rates  based  on  rainfall 
intensity,  soil  erodibility,  slope  length,  gradient,  and  cover  and  management  factors.  Seasonal  rainfall 
erosivity  factors  were  developed  based  on  regional  values  available  from  the  GWLF  User's  Manual.  The 
NRCS  soils  database  (Figure  5)  was  used  to  estimate  the  average  land  slope  in  each  subwatershed  as  well 
as  area-weighted  soil  erodibility  factors  and  length-slope  factors  (Table  6). 
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Figure  5.  STATSGO  Soil  Types  in  the  Lake  Helena  Watershed 
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Slope  lengths  were  set  to  30  meters,  which  is  a  general  default  value  for  GWLF.  Length-slope  factors 
were  developed  using  the  revised  USLE  approach  (Schwab  et  al.,  1993),  which  is  preferred  by  the 
Montana  NRCS  (Tom  Pick,  Water  Quality  Specialist,  NRCS  Montana  State  Office,  personal 
communications,  August  9,  2005). 

Table  6.    Average  Land  Slopes,  Soil  Erodibility  Factors,  and  Length-Slope  Factors  by  Subwatershed 


Subwatershed 

Land  Slope  (%) 

K 

LS 

Clancy  Creek 

31.3 

0.154 

5  547 

Corbin  Creek 

27.6 

0.152 

4.855 

Golconda  Creek 

31.5 

0.133 

5.582 

Jackson  Creek 

44.6 

0.148 

7.866 

Jennies  Fork 

45.0 

0.134 

7.927 

Lake  Helena  overland  flow 

9.3 

0.279 

1.239 

Lump  Gulch 

29.3 

0.142 

5.170 

Middle  Fork  Warm  Springs 

31.0 

0.134 

5.494 

Middle  Tenmile  Creek 

33.3 

0.143 

5.914 

North  Fork  Warm  Springs  Creek 

26.9 

0.147 

4.721 

Prickly  Pear  above  Spring  Creek 

30.7 

0.140 

5.432 

Prickly  Pear  above  Lake  Helena 

1.0 

0.313 

0.145 

Prickly  Pear  above  Lump  Gulch 

21.1 

0.184 

3.596 

Prickly  Pear  above  WWTP  outfall 

13.9 

0.280 

2.152 

Prickly  Pear  above  Wylie  Drive 

236 

0.194 

4.080 

Sevenmile  Creek 

25.8 

0.186 

4.520 

Silver  Creek 

19.6 

0.214 

3.306 

Skelly  Gulch 

34.6 

0.165 

6.152 

Spring  Creek 

33.2 

0.176 

5.889 

Tenmile  above  Prickly  Pear 

21.9 

0.206 

3.750 

Upper  Tenmile  Creek 

37.5 

0.120 

6.663 

Warm  Springs  Creek 

275 

0.148 

4.840 

Most  of  the  subwatersheds  have  relatively  high  land  slopes  that  would  not  accommodate  properly 
designed  unpaved  roads.  An  average  of  the  land  slope  and  measured  road  slope  at  stream  crossings  was 
therefore  used  to  estimate  average  road  slopes.  Measured  slopes  at  stream  crossings  were  obtained  from  a 
stream-crossing  sediment  loading  analysis  performed  with  the  WEPP  model  as  a  part  of  the  TMDL  study 
(see  Appendix  D).  Non-system  roads  were  modeled  without  accounting  for  switch-back  reduction  of 
slope. 

Cover  factors  for  each  land  use  are  based  on  values  suggested  in  Agriculture  Handbook  537  (Wischmeier 
and  Smith,  1978)  and  are  summarized  in  Table  7.  Under  natural  conditions,  only  forest,  wetlands, 
shrubland,  grassland,  barerock,  and  water  are  simulated.  The  Upper  Yellowstone  River  Watershed  Land 
Cover  Assessment  report  (NRCS,  2003)  was  used  to  develop  modeling  parameters  for  these  land  uses 
under  natural  conditions.  The  report  states  that  in  this  relatively  undisturbed  watershed,  grassland  has  20 
percent  bare  ground  cover,  shrubland  has  1 0  percent  bare  ground  cover,  and  forest  has  1 0  percent  bare 
ground  cover.  Under  existing  conditions,  the  bare  ground  cover  was  assumed  30  percent  for  grassland 
and  20  percent  for  shrubland  to  reflect  higher  animal  densities  and  human  disturbance.  Cover  factors  for 
grassland  were  increased  from  0.013  to  0.0275  from  natural  to  existing  conditions;  cover  factors  for 
shrubland  were  increased  from  0.006  to  0.012.  The  percent  bare  ground  cover  in  full-growth  forest  was 
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not  assumed  to  increase  because  human  impacts  are  being  simulated  with  the  clear-cut  and  regrowth 
classifications. 

The  cover  factor  for  dirt  roads  is  based  on  a  literature  value  (Sun  and  McNulty,  1998). 


Table  7.  Cover  Factors  by  Land  Use  in  the  Lake  Helena  Watershed 

Land  Use 

Cover  Factor 

Bare  Rock 

0.0001 

LDRa 

0.0078 

Quarries 

1.0000 

Water 

0.0000 

Transitional 

0.0910 

Deciduous  Forest 

0.0030 

Evergreen  Forest 

0.0030 

Mixed  Forest 

0.0030 

Shrubland  -  Existing 

0.0120 

Shrubland  -  Natural 

0.0060 

Grassland  -  Existing 

0.0275 

Grassland  -  Natural 

0.0130 

Pasture/Hay 

0.0420 

Small  Grains 

0.3800 

Woody  Wetland 

0.0030 

Herbaceous  Wetlands 

0.0030 

Recent  Clear-cut 

0.4500 

Clear-cut  Regrowth 

0.1500 

Dirt  Roads 

0.7500 

Fallow 

1.0000 

Row  Crop 

0.5400 

Non-system  Roads 

0.7500 

LDRb 

0.0265 

Commercial/lndustrial/Transportation 

0.1000 

Urban/Recreational  Grasses 

0.0130 

Secondary  Paved  Roads 

0.2500 

The  USLE  equation  estimates  average  annual  erosion  rates.  Delivered  sediment  is  estimated  by  applying 
a  sediment  delivery  ratio  which  is  calculated  for  each  subwatershed  based  on  drainage  area  as  suggested 
in  Haith  et  al.  (1992)  and  summarized  in  Table  8.  Larger  watersheds  have  smaller  delivery  ratios. 
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Table  8.  Sediment  Delivery  Ratios  for  the  Lake  Helena  Subwatersheds 


Subwatershed 

Sediment  Delivery  Ratio 

Clancy  Creek 

0.1335 

Corbin  Creek 

0.2386 

Golconda  Creek 

0.2339 

Jackson  Creek 

0.2277 

Jennies  Fork 

0.2881 

Lake  Helena  overland  flow 

0.1134 

Lump  Gulch 

0.1241 

Middle  Fork  Warm  Springs 

0.2270 

Middle  Tenmile  Creek 

0.1281 

North  Fork  Warm  Springs  Creek 

0.2509 

Prickly  Pear  above  Spring  Creek 

0.1411 

Prickly  Pear  above  Lake  Helena 

0.1970 

Prickly  Pear  above  Lump  Gulch 

0.1428 

Prickly  Pear  above  WWTP  outfall 

0.1528 

Prickly  Pear  above  Wylie  Drive 

0.1067 

Sevenmile  Creek 

0.1278 

Silver  Creek 

0.0998 

Skelly  Gulch 

0.1708 

Spring  Creek 

0.1554 

Tenmile  above  Prickly  Pear 

0.1057 

Upper  Tenmile  Creek 

0.1481 

Warm  Springs  Creek 

0.1625 

2.1.4  Soil  Water  Capacity  and  River  Recession 

Water  stored  in  soil  may  evaporate,  be  transpired  by  plants,  or  percolate  to  ground  water  below  the 
rooting  zone.  The  amount  of  water  that  can  be  stored  in  soil  (the  soil  water  capacity)  varies  by  soil  type 
and  rooting  depth.  Based  on  soil  water  capacities  reported  in  the  STATSGO  database,  soil  types  present 
in  the  watershed,  and  GWLF  user's  manual  recommendations,  a  GWLF  soil  water  capacity  of  10  cm  was 
used. 

The  GWLF  model  has  three  subsurface  zones:  a  shallow  unsaturated  zone,  a  shallow  saturated  zone,  and  a 
deep  aquifer  zone.  Behavior  of  the  second  two  stores  is  controlled  by  a  ground  water  recession  and  a 
deep  seepage  coefficient.    The  recession  coefficient  was  set  to  0.01  per  day  and  the  deep  seepage 
coefficient  to  0,  based  on  several  calibration  runs  of  the  model. 

2.2  Weather  Data 

The  GWLF  model  uses  daily  estimates  of  precipitation  and  average  temperature  to  estimate  water  inputs 
to  the  system  as  well  as  potential  evapotranspiration  rates.  Weather  data  from  the  Helena  Regional 
Airport  (Coop  ID  244055;  elevation  1,167  m)  was  used  to  develop  a  20-year  input  file  from  January  1980 
through  December  2003. 

The  mean  elevation  of  each  subwatershed  was  used  to  account  for  elevation  effects  on  temperature  and 
precipitation  based  on  a  comparison  of  mean  annual  precipitation  and  temperature  at  Austin,  Montana 
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(Coop  ID  240375;  elevation  1 ,493  m).  For  each  meter  increase  in  elevation,  0.03  cm/yr  of  precipitation 
were  added  and  0.0038  °C  were  subtracted  from  the  daily  average  temperature. 

SNOTEL  data  were  not  adequate  to  develop  daily  weather  inputs  for  the  high  elevation  subwatersheds 
because  cumulative  precipitation  estimates  showed  losses  due  to  sublimation,  which  would  not  occur  over 
an  entire  modeling  subwatershed.  However,  annual  average  precipitation  at  the  Frohner  station  was  used 
to  validate  the  elevation  adjustments  cited  above.  In  general,  yearly  precipitation  at  Frohner  was  more 
stable  than  at  the  airport.  Even  though  elevation  effects  were  accounted  for,  dry  years  at  the  airport  (1994 
and  1995)  generally  result  in  an  underestimation  of  precipitation  in  the  high  elevation  subwatersheds  and 
an  over  prediction  in  extremely  wet  years  (1993)  (Figure  6). 
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Figure  6.  Comparison  of  Observed  and  Estimated  Precipitation  at  the  Frohner  SNOTEL  Station 


2.3  Nutrient  Data 

The  GWLF  model  simulates  nutrient  runoff  from  rural  land  uses  and  washoff  from  urban  land  uses.  In 
addition,  soil  is  assumed  to  carry  sorbed  nutrients;  groundwater  also  serves  as  a  component  of  the  total 
load. 

2.3.1  Soil  Nutrient  Concentrations 

Because  site-specific  data  were  not  available,  soil  nutrient  concentrations  are  based  on  spatial 
distributions  provided  in  the  GWLF  manual.  Both  the  soil  nitrogen  and  soil  phosphorus  concentrations 
were  set  to  the  lower  end  of  the  suggested  range  for  the  geographic  area  during  model  calibration  (Section 
2.5.2).  The  soil  nitrogen  concentration  is  estimated  to  be  2,000  mg/kg  and  the  soil  phosphorus 
concentration  is  estimated  to  be  440  mg/kg. 
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2.3.2  Runoff  Concentrations  from  Rural  Land  Uses 

Dissolved  nutrient  concentrations  in  runoff  from  each  land  use  were  set  to  GWLF  default  values  and  are 
summarized  in  Table  9.  Because  site-specific  data  were  not  available,  default  values  were  chosen  to 
estimate  relative  contributions  from  the  pollutant  sources.  Best  professional  judgment  was  used  to 
estimate  runoff  concentrations  from  dirt  roads. 


Table  9.  Nutrient  Runoff  Concentrations  for  Rural  Land  Uses  in 

the  Lake  Helena  Watershed 

Land  Use 

Nitrogen  (mg/L) 

Phosphorus  (mg/L) 

Bare  Rock 

0.01 

0001 

LDRa 

1  72 

0.094 

Quarries 

0.01 

0.001 

Water 

0.07 

0.012 

Transitional 

1.00 

0.100 

Deciduous  Forest 

0.07 

0.012 

Evergreen  Forest 

0.07 

0.012 

Mixed  Forest 

0.07 

0.012 

Shrubland 

0.70 

0.010 

Grassland 

0.60 

0.070 

Pasture/Hay 

3.00 

0.250 

Small  Grains 

1.80 

0.300 

Woody  Wetland 

0.07 

0.012 

Herbaceous  Wetlands 

0.07 

0.012 

Recent  Clear-cut 

2.60 

0.100 

Clear-cut  Regrowth 

1.30 

0.056 

Dirt  Roads 

0.10 

0.010 

Fallow 

2.60 

0.100 

Row  Crop 

2.90 

0.260 

Non-system  Roads 

0.10 

0.010 

LDRb 

2.01 

0.170 
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2.3.3  Buildup  Washoff  Rates  from  Urban  Land  Uses 

GWLF  simulates  nutrient  loads  from  developed  land  uses  through  a  buildup/washoff  formulation. 
Buildup  rates  for  nitrogen  and  phosphorus  are  based  on  weighted  averages  of  pervious  and  impervious 
default  values  suggested  in  the  GWLF  manual  (Table  10). 


Table  10.  Buildup  Washoff  Rates  for  Urban  Land  Uses 

in  the  Lake  Helena  Watershed 

Land  Use 

Nitrogen  (kg/ha-d) 

Phosphorus  (kg/ha-d) 

Commercial/Industrial/Transportation 

0.05 

0.005 

Urban/Recreational  Grasses 

0.012 

0.0016 

Secondary  Paved  Roads 

0.1 

0.01 

2.3.4  Groundwater  Nutrient  Concentrations 

Groundwater  nutrient  concentrations  were  based  on  baseflow  measurements  reported  in  the  GWLF 
manual  for  various  levels  of  forested  and  agriculturally  developed  watersheds.  Completely  forested 
watersheds  have  values  of  0.07  mg-N/L  and  0.012  mg-P/L.  Primarily  agricultural  watersheds  have  values 
of  0.71  mg-N/L  and  0.104  mg-P/L.  Intermediary  values  are  also  reported.  Values  for  each  subwatershed 
were  assigned  based  on  the  percent  forest  and  agricultural  land  use  in  the  watershed  (Table  11).  For  the 
natural  scenario,  all  subwatersheds  were  assumed  to  have  concentrations  reported  for  primarily  forested 
watersheds.  Groundwater  loads  from  the  Helena  Valley  Irrigation  District  were  modeled  separately  as 
discussed  in  Section  2.4.4. 
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Table  11.  Estimated  Groundwater  Nutrient  Concentrations  for  the  Lake  Helena  Subwatersheds 

Under  Existing  Conditions 

Subwatershed 

Groundwater  Nitrogen 
Concentration  (mg-N/L) 

Groundwater  Phosphorus 
Concentration  (mg-P/L) 

Clancy  Creek 

0.18 

0.015 

Corbin  Creek 

0.18 

0.015 

Golconda  Creek 

0.07 

0.012 

Jackson  Creek 

0.18 

0.015 

Jennies  Fork 

0.18 

0.015 

Lake  Helena  overland  flow 

0.83 

0.083 

Lump  Gulch 

0.18 

0.015 

Middle  Fork  Warm  Springs 

0.07 

0.015 

Middle  Tenmile  Creek 

0.07 

0.015 

North  Fork  Warm  Springs  Creek 

0.07 

0.015 

Prickly  Pear  above  Spring  Creek 

0.07 

0.015 

Prickly  Pear  above  Lake  Helena 

0.83 

0.083 

Prickly  Pear  above  Lump  Gulch 

0.18 

0.015 

Prickly  Pear  above  WWTP  outfall 

0.83 

0.083 

Prickly  Pear  above  Wylie  Drive 

0.18 

0.015 

Sevenmile  Creek 

0.18 

0.015 

Silver  Creek 

0.18 

0.015 

Skelly  Gulch 

0.18 

0.015 

Spring  Creek 

0.18 

0.015 

Tenmile  above  Prickly  Pear 

0.18 

0.015 

Upper  Tenmile  Creek 

0.07 

0.015 

Warm  Springs  Creek 

0.18 

0.015 

2.3.5  Septic  System  Loading  Data 

The  GWLF  model  requires  an  estimation  of  population  served  by  septic  systems  to  generate  septic  system 
nutrient  loading  rates.  Lewis  and  Clark  County  maintains  a  GIS  coverage  of  permitted  septic  systems  and 
reports  that  permitted  systems  are  approximately  63  percent  of  the  total  number  of  systems  in  the 
watershed  (LCCHD,  2002).  The  number  of  permitted  systems  within  Lewis  and  Clark  County  was  scaled 
up  accordingly  to  estimate  the  total  number  of  systems  in  each  subwatershed  for  the  existing  scenario. 

A  GIS  coverage  of  permitted  septic  systems  was  not  available  for  Jefferson  County.  However,  both 
Lewis  and  Clark  and  Jefferson  Counties  maintain  geographic  databases  of  wells  that  were  available  to  the 
project  team.  The  average  ratio  of  septic  systems  to  wells  in  Lewis  and  Clark  County  was  determined  to 
be  0.86  by  comparing  the  two  databases.  Based  on  the  assumption  that  most  houses  with  wells  will  also 
have  a  septic  system,  this  ratio  was  applied  to  the  number  of  wells  on  record  for  each  subwatershed  in 
Jefferson  County  to  estimate  the  total  number  of  septic  systems.  Figure  7  shows  the  permitted  septic 
systems  in  Lewis  &  Clark  County  and  the  wells  coverage  for  the  entire  watershed. 
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Figure  7.  Permitted  Septic  Systems  in  Lewis  &  Clark  County  and  Wells  Coverage  for  the  Watershed 
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To  convert  the  number  of  septic  systems  to  population  served,  an  average  household  size  of  2.5  people 
per  dwelling  was  used  based  on  Census  data.  GWLF  also  requires  an  estimate  of  the  number  of  normal 
and  failing  septic  systems.  This  information  was  requested  of  the  county  health  departments  but  was  not 
available.   It  was  therefore  assumed  that  7  percent  of  all  systems  were  failing  based  on  the  reported 
national  average  (USEPA,  2002b).  The  population  served  by  normal  and  failing  systems  is  summarized 
by  subwatershed  in  Table  12. 


Table  12.  Population  Served  by  Septic  Systems  in  the  Lake  Helena  Watershed 

Subwatershed 

Normally  Functioning 

Failing' 

Total 

Clancy  Creek 

88 

7 

94 

Corbin  Creek 

12 

1 

13 

Golconda  Creek 

4 

0 

4 

Jackson  Creek 

4 

0 

4 

Jennies  Fork 

20 

2 

21 

Lake  Helena  overland  flow 

4875 

367 

5,242 

Lump  Gulch 

245 

18 

264 

Middle  Fork  Warm  Springs 

0 

0 

- 

Middle  Tenmile  Creek 

207 

16 

222 

North  Fork  Warm  Springs  Creek 

2 

0 

2 

Prickly  Pear  above  Spring  Creek 

90 

7 

96 

Prickly  Pear  above  Lake  Helena 

513 

39 

552 

Prickly  Pear  above  Lump  Gulch 

474 

36 

510 

Prickly  Pear  above  WWTP  outfall 

447 

34 

480 

Prickly  Pear  above  Wylie  Drive 

1605 

121 

1,725 

Sevenmile  Creek 

517 

39 

556 

Silver  Creek 

8340 

628 

8,968 

Skelly  Gulch 

48 

4 

52 

Spring  Creek 

161 

12 

174 

Tenmile  above  Prickly  Pear 

3004 

226 

3,230 

Upper  Tenmile  Creek 

26 

2 

28 

Warm  Springs  Creek 

157 

12 

169 

Total 

20,839 

1,568 

22,407 

Assumed  7  percent  of  onsite  systems  are  failing  based  on  national  average  (USEPA,  2002b). 


Daily  per  capita  loading  rates  and  plant  uptake  rates  were  set  to  GWLF  default  values  and  are 
summarized  in  Table  13.  Using  the  default  parameters  suggested  by  the  manual  allows  for  an  estimation 
of  relative  pollutant  loading. 


Table  13.  Septic 

System  Loading  Rates  and  Plant  Uptake  Rates 

Parameter 

Nitrogen 

Phosphorus 

Loading  Rate  (g/capita/d) 

12 

1.5 

Plant  Uptake  Rate  (g/d) 

1.6 

0.4 
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2.3.6  Point  Sources 

There  are  nine  centralized  wastewater  treatment  systems  in  the  Lake  Helena  Watershed  (See  Appendix  E 
for  information  about  each  facility).  The  EPA  point  source  database  was  used  to  obtain  average  flows 
and  nutrient  loads  for  the  City  of  Helena,  City  of  East  Helena,  and  Evergreen  Nursing  facilities.  Loads 
from  the  smaller  systems  were  estimated  by  applying  suggested  nutrient  concentrations  reported  in  the 
1997  USEPA  publication,  Technical  Guidance  Manual  for  Developing  Total  Maximum  Daily  Loads. 
Book  2:  Streams  and  Rivers,  which  provides  total  nitrogen  and  total  phosphorus  concentrations  from 
several  studies  following  various  treatment  methods  (Table  14).  General  facility  information  was 
obtained  from  the  1998  Helena  Area  Wastewater  Treatment  Facility  Plan  (Damschen  &  Associates,  Inc., 
1998). 


Table  14. 

Typical  Nutrient  Concentrations  Reported  in  USEPA,  1997 

Nutrient 

Before  Sedimentation 

After  Sedimentation 

Stabilization  Pond 
Effluent 

Total  Nitrogen  (mg/L) 

35 

25 

12-17 

Total  Phosphorus  (mg/L) 

10 

8 

5 

Inorganic  Nitrogen  (mg/L) 

16 

8 

5 

Table  15  summarizes  the  average  flows  and  nutrient  loads  from  each  facility  for  the  existing  scenario. 
Loads  from  the  City  of  Helena  WWTP  are  presented  pre-  and  post-plant  upgrades,  which  occurred  in 
June  2001. 


Table  15.  Average  Flow  Rates  and  Annual  Nutrient  Loads  from  Centralized  Wastewater  Treatment 

Systems  in  the  Lake  Helena  Watershed 

Facility 

Flow  (MGD) 

TN  (t/yr) 

TP  (t/yr) 

City  of  Helena:  pre-upgrades 
City  of  Helena:  post-upgrades 

3.5 
3.5 

65.8 
28.8 

891 
12.23 

East  Helena:  pre-upgrades 

0096 

2.89 

0.475 

East  Helena:  post-upgrades 

0.096 

5.92 

091 

Evergreen  Nursing  Home 

0.007 

0.09 

0.034 

Eastgate  Subdivision 

0.15 

0.06 

0.104 

Treasure  State  Acres  subdivision 

0.10 

0.07 

0.111 

Tenmile  and  Pleasant  Valley  subdivisions 

0.09 

0.68 

0.068 

Leisure  Village  mobile  home  park 

0.10 

0.75 

0.075 

Mountain  View  law  enforcement  academy 

0.007 

0.14 

0.048 

Fort  Harrison,  national  guard,  VA  center  and  hospital 
pre-closure 

0.07 

0.31 

0.031 

Flow  volumes  and  nutrient  loads  from  the  City  of  Helena,  City  of  East  Helena,  Treasure  State  Acres, 
Tenmile/Pleasant  Valley,  and  Mountain  View  Academy  are  discharged  to  the  Prickly  Pear  Creek  above 
Lake  Helena  subwatershed.  The  Evergreen  Nursing  Home  discharges  to  the  Prickly  Pear  Creek  above 
Lump  Gulch  subwatershed.  East  Gate  Subdivision  and  Leisure  Village  discharge  to  the  Lake  Helena 
overland  flow  subwatershed.  Facility  locations  are  shown  in  Figure  8. 
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Figure  8.  Location  of  Centralized  Wastewater  Facilities  in  the  Lake  Helena  Watershed 
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2.4  Additional  Considerations 

The  Lake  Helena  Watershed  has  several  additional  considerations  that  were  accounted  for  in  post- 
processing steps  separate  from  the  GWLF  modeling.  Assumptions  regarding  stream  bank  erosion, 
drinking  water  plant  diversions,  abandoned  mines,  the  Helena  Valley  Irrigation  District,  the  City  of 
Helena  Stormwater  System,  and  the  existing  sewer  system  are  discussed  in  this  section. 

2.4.1  Stream  Bank  Erosion 

Streambank  erosion  is  an  inherent  part  of  channel  evolution  and  can  contribute  significant  quantities  of 
sediment  to  stream  systems  based  on  a  combination  of  climatic  and  physiographic  features.  However, 
anthropogenic  impacts,  such  as  grazing,  mining,  timber  harvest,  road  encroachment,  riparian  vegetation 
removal,  and/or  channel  alterations  can  result  in  elevated  rates  of  streambank  erosion.  The  intent  of  this 
analysis  was  to  provide  a  sediment  load  estimate  from  streambank  erosion  within  the  listed  watersheds. 
Modeled  sediment  load  was  allocated  into  two  source  categories:  anthropogenic  and  natural. 

Due  to  the  size  of  the  Lake  Helena  Watershed  and  the  large  number  of  listed  stream  miles,  a  coarse  filter 
approach  was  used  to  estimate  the  sediment  load  related  to  stream  bank  instability  (See  Appendix  D). 
Bank  Erosion  Hazard  Index  (BEHI)  assessments  were  conducted  on  intra-segment  reaches  to  assess 
streambank  erosion.  Results  from  sampled  reaches  were  averaged  and  extrapolated  to  the  full  perennial 
stream  length  within  a  listed  stream  segment's  watershed.  The  BEHI  assessments  were  based  on  a 
slightly  modified  version  of  the  Rosgen  (1996)  method  to  characterize  stream  bank  conditions  into 
numerical  indices  of  bank  erosion  potential. 

The  modified  BEHI  methodology  evaluated  a  stream  bank's  inherent  susceptibility  to  erosion  as  a 
function  of  six  factors,  including 

•  The  ratio  of  stream  bank  height  to  bankfull  stage. 

•  The  ratio  of  riparian  vegetation  rooting  depth  to  stream  bank  height. 

•  The  degree  of  rooting  density. 

•  The  composition  of  stream  bank  materials. 

•  Stream  bank  angle  (i.e.,  slope). 

•  Bank  surface  protection  afforded  by  debris  and  vegetation. 

To  determine  annual  sediment  load  from  eroding  stream  banks  in  each  BEHI  category,  bank  retreat  rates 
developed  by  Rosgen  (200 1 )  were  used  (Table  16).  The  rate  of  erosion  was  then  multiplied  by  the  area  of 
eroding  bank  (square  feet)  to  obtain  a  volume  of  sediment  per  year,  and  then  multiplied  by  the  sediment 
density  (average  bulk  densities  were  1.41  g/cm3  within  granitic  parent  material,  and  1.31  g/cm3  outside  of 
the  batholith,  U.S.  Forest  Service,  1998)  to  obtain  a  mass  of  sediment  per  year. 
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Table  16.  Bank  Retreat  Rates  Used  for  Banks  of  Varying  Severity  of  Erosion 

Bank  Erosion  Hazard  Condition 

Retreat  Rate  from  Rosgen  2001 
(ft/yr)  -  used  for  A  and  B  channels 

Retreat  Rate  from  Rosgen  2001 
(ft/yr)  -  used  for  C  channels 

Low 

0045 

0.09 

Moderate 

0.17 

0.34 

High 

0.46 

0.7 

Severe 

0.82 

1.2 

Note:  A,  B.  and  C  channels  refer  to  Rosgen  Stream  Types 


Total  sediment  load  from  eroding  streambanks  of  each  sediment-listed  stream  was  generated  by  averaging 
intra-segment  (reach)  sediment  loads,  and  applying  this  value  to  the  entire  perennial  segment  length.  For 
this  purpose,  each  listed  segment  was  divided  into  approximately  5  assessment  reaches  (actual  number  of 
reaches  varied  from  2  to  10)  based  on  homogeneity  of  land  use,  vegetation  and  geomorphic  character. 
Each  listed  reach  outside  the  Helena  National  Forest  boundary  was  visited,  and  BEH1  measurements  were 
conducted  where  eroding  streambanks  were  observed. 

In  the  reaches  where  bank  instability  was  determined  to  be  a  significant  source  of  sediment,  a 
representative  eroding  streambank  was  surveyed  using  the  BEHI  methodology;  the  surveyors  then 
extrapolated  this  bank  configuration/condition  for  an  identified  percentage  of  the  reach  (or  segment) 
length,  which  was  observed  through  aerial  photo  assessment  or  direct  visual  assessment. 

For  example,  if  the  BEHI  analysis  resulted  in  an  average  segment  sediment  load  of  0.02  tons/foot/year 
from  a  segment's  surveyed  eroding  streambank,  the  total  channel  length  is  3  miles,  and  the  condition  of 
the  surveyed  eroding  streambank  represented  20  percent  of  the  total  channel  length.  (This  20  percent 
example  relates  to  total  eroding  streambanks  from  river  right  and  river  left.)  The  0.02  tons/foot/year  is 
extrapolated  to  the  entire  eroding  perennial  streambank  length  of  the  segment;  i.e.,  20  percent  of  3  miles 
(15,840  ft.)  of  streambank  is  3,168  feet;  applying  the  unit  based  sediment  load  of  0.02  tons  (0.02  x  3168 
ft)  results  in  a  total  sediment  load  from  eroding  streambanks  from  this  theorized  segment  of  63.4  tons/yr. 
Additionally,  the  total  sediment  load  related  to  eroding  streambanks  was  allocated  between  naturally 
occurring  and  anthropogenically  induced.  This  allocation  was  determined  through  observations  during 
field  reconnaissance  and  by  aerial  photo  assessments.  Land  uses  adjacent  to,  or  in  some  cases  upstream 
from,  eroding  streambanks  were  surveyed.  The  majority  of  land  uses  found  to  contribute  to  eroding 
streambanks  included  channel  encroachment  or  sinuosity  reductions  related  to  transportation 
infrastructure,  which  includes  interstate  highways,  city/county  roads,  forest  roads,  and  rail-roads;  riparian 
vegetation  reduction  caused  by  grazing  in  or  near  the  riparian  zones;  and  historic  mining  activities.  Based 
on  these  assessment  results,  percentages  of  eroding  bank  lengths  were  generated  and  allocated  to  natural 
or  anthropogenic  sources  within  each  segment. 

Average  BEHI  ratings  for  all  sediment  listed  segments  varied  between  "moderate"  and  "high"  for  all  the 
listed  segments,  however  intra-segment  reach  BEHI  ratings  varied  between  "low"  and  "very  high".  Intra- 
segment  variability  was  a  product  of  heterogeneous  land  ownership  and  land  use.  BEHI  rating  and  reach 
location  were  well  correlated.  Segments  with  BEHI  ratings  of  "high"  were  largely  confined  to  higher 
order  stream  segments  lower  in  the  watershed.  Higher  ordered  segments  tend  to  have  finer  substrate,  and 
a  greater  intensity  of  land  use;  both,  of  which  result  in  increased  streambank  instability. 

Sediment  load  from  streambank  erosion  for  the  Lake  Helena  Watershed  was  estimated  to  be  6,162  metric 
tons/year.  Of  this  total,  4,815  tons/year  were  generated  within  the  Prickly  Pear  watershed,  and  the 
remaining  1,347  tons/year  were  generated  within  the  Tenmile/Sevenmile  watershed. 
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Streambank  erosion  was  allocated  between  natural  and  anthropogenic  sources  by  field  and  aerial 
assessment.  Of  the  total  sediment  load  (6,162  tons),  4,725  tons  (approximately  77  percent)  was  related  to 
anthropogenic  activities;  the  remaining  1,438  tons  (approximately  23  percent)  was  related  to  naturally 
occurring  streambank  erosion.  The  results  of  this  analysis  on  a  watershed  basis  are  summarized  below  in 
Table  17. 


Table  17.  Sediment  Loads  from  Eroding  Streambanks  by 

Source 

Reach  ID 

Anthropogenic 

Related  Eroding 

Banks  (%) 

Anthropogenic 

Sediment  Load 

(mt/yr) 

Natural  Sed 

Load 

(mt/yr) 

Total  Sed 
Load  (mt/yr) 

Prickly  Pear  above  Lake  Helena 

85% 

516.6 

91.2 

607.8 

Prickly  Pear  above  WWTP 

85% 

20.5 

3.6 

24.1 

Prickly  Pear  above  Lump  Gulch 

100% 

142.4 

0.0 

142.4 

Prickly  Pear  above  Spring  Creek 

55% 

1134.7 

928.4 

2,063.1 

Corbin  Creek 

90% 

24.9 

2.8 

27.7 

Spring  Creek 

95% 

76.8 

4.0 

80.8 

Clancy  Creek 

85% 

1193.1 

210.5 

1,403.6 

Warm  Springs  Creek 

60% 

35.1 

23.4 

58.5 

Lump  Gulch 

80% 

325.4 

81.3 

406.7 

Middle  Tenmile  Creek 

95% 

296.8 

15.6 

312.4 

Tenmile  above  Prickly  Pear 

95% 

281.7 

14.8 

296.5 

Skelly  Gulch 

45% 

21.6 

26.4 

47.9 

Sevenmile  Creek 

95% 

652.2 

34.3 

686.5 

Jennies  Fork 

70% 

2.7 

1.2 

3.9 

2.4.2  Upper  Tenmile  Creek  Diversions 

Drinking  water  for  the  City  of  Helena  is  processed  at  the  City  of  Helena  Tenmile  Water  Plant.  During  the 
summer  months,  the  plant  receives  supplemental  flows  from  the  Missouri  River  Water  Plant.  The  plant 
gets  the  majority  of  its  water  from  head  gates  on  Tenmile  Creek,  Beaver  Creek,  Minnehaha  Creek,  Moose 
Creek,  and  Walker  Creek,  which  are  all  located  in  the  Upper  Tenmile  subwatershed.  Daily  head  gate 
flows  were  provided  from  the  Tenmile  Plant  for  January  1990  through  June  2005.  Flows  and  associated 
nutrient  loads  were  subtracted  from  GWLF  results  on  a  monthly  basis  to  account  for  these  diversions. 

2.4.3  Abandoned  Mines 

Sediment  loads  associated  with  abandoned  mining  were  calculated  for  sites  throughout  the  Lake  Helena 
watershed.  Potential  sediment  source  locations  were  delineated  from  the  High  Priority  Abandoned 
Hardrock  Mine  Sites,  and  Abandoned  and  Inactive  Mines  of  Montana,  as  well  as  the  National 
Hydrography  Dataset  GIS  data  layers.  Potential  sediment  source  delineation  criteria  were  as  follows: 
mine  sites  within  300  feet  of  a  stream,  or  mines  within  1,000  feet  of  a  stream  in  areas  where  slopes  are 
greater  than  30  percent. 

This  GIS  exercise  generated  223  mines  deemed  to  be  potential  sediment  sources.  These  mines  were 
cross-referenced  with  Montana  Bureau  of  Mines  and  Geology  (MBMG)  reports,  and  the  Montana  State 
Bureau  of  Abandoned  Mines.  Available  MBMG  documents  reported  that  12  of  the  Abandoned-Inactive 
mines  were  probable  sediment  sources.  Additionally,  records  of  High  Priority  Abandoned  Hardrock 
Mine  Sites  from  the  Montana  State  Bureau  of  Abandoned  Mines  indicated  that  18  additional  mine  sites 
were  probable  sediment  sources.  Locations  of  sediment  producing  mines  are  shown  in  Figure  9.  The 
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MBMG  and  Bureau  of  Abandoned  Mine  reports  contained  CAD  drawings  of  the  mine  sites  with  areas 
and  volumes  of  tailings  and  waste  rock  piles. 

Area-based  sediment  loads  for  waste  rock  piles  were  obtained  from  a  report  produced  by  CDM,  for 
USEPA,  for  use  in  the  Upper  Tenmile  Creek  Mining  Area  Superfund  site.  CDM  used  RUSLE  version 
1 .06  to  generate  a  sediment  yield  of  27  tons/acre/year  from  nose  slopes,  and  16  tons/acre/year  from  side 
slopes  of  waste  rock  piles  in  loamy-sand  textured  soil.  Sediment  delivery  ratios  were  generated  based  on 
methodology  described  in  Guidelines  for  the  Use  of  the  Revised  Universal  Soil  Loss  Equation  (RUSLE) 
Version  1.06  on  Mined  Lands,  Construction  Sites,  and  Reclaimed  Lands  (Toy  and  Galetovic,  1999). 

Five  of  the  High  Priority  Abandoned  Mine  sites  were  reported  to  be  reclaimed.  The  level  of  reclamation, 
and  associated  reduction  in  sediment  production  was  assessed  at  each  of  the  five  sites.  Of  the  five  mine 
sites,  only  one  (Alta)  was  not  fully  vegetated  and  continued  to  generate  sediment.  Pre-  and  post- 
reclamation  sediment  loads  were  calculated  for  reclaimed  mine  scenarios. 

Table  1 8  and  Table  19  describe  the  sediment  loads  associated  with  each  mine  site  determined  to  be  a 
sediment  source.  Five  of  the  mines  (Gregory,  Alta,  Bertha,  Nellie  Grant,  and  Corbin  Flats)  have  been 
reclaimed  in  recent  years,  and  correspondingly  the  associated  sediment  yield  has  decreased.  The  total 
pre-reclamation  sediment  load  from  abandoned  mines  was  1,098  tons/year,  or  0.03  percent  of  the  total 
Lake  Helena  sediment  load;  total  post  reclamation  sediment  load  was  456  tons/yr,  or  0.01  percent  of  total 
Lake  Helena  sediment  load.  Watershed  wide,  reclamation  activities  reduced  abandoned  mine  related 
sediment  yield  by  642  ton/year,  or  59  percent. 

Sediment  and  nutrient  loads  were  added  to  the  affected  watershed  as  described  in  Table  20.  Nutrient 
loads  were  derived  by  applying  the  sediment  nutrient  concentrations  discussed  in  Section  2.3. 1 . 
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Figure  9.  Location  of  Sediment-Producing  Abandoned  Mines  in  the  Lake  Helena  Watershed 
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Table  18 

.  Sediment  Loads  from  Abandoned  Mine  Sites 

Mine 

Watershed 

Total 
Sediment 
Producing 
Area  (ft2) 

Pre- 

reclamation 

Sediment 

Load  (t/yr) 

Post- 
reclamation 
Sediment 
Load  (t/yr) 

Crawley  Camp 

Clancy  Creek 

No  data 

No  data 

No  data 

Gregory 

Clancy  Creek 

77,235 

32.8 

0.0 

Alta 

Corbin  Creek 

39,000 

16.1 

16.1 

Bertha 

Corbin  Creek 

12,510 

4.4 

0.06 

Black  Jack  Mine 

Corbin  Creek 

11,769 

4.6 

N/A 

Nellie  Grant 

Lump  Gulch 

5,040 

1.0 

0  01 

Frohner  Mine  And  Mill 

Lump  Gulch 

87,120 

44.1 

N/A 

Yama  Group  Mine 

Lump  Gulch 

33,750 

6.2 

N/A 

Middle  Fork  Warm  Springs 

Middle  Fk.  Warm  Springs 

27,300 

8.8 

N/A 

Solar  Silver 

Middle  Fk  Warm  Springs 

12,000 

4.9 

N/A 

Newburgh  Mine  /  Fleming  Mine 

Middle  Fk.  Warm  Springs 

205,921 

81  1 

N/A 

Warm  Springs  Tailings  Adit 

Middle  Fk.  Warm  Springs 

369,453 

98  7 

N/A 

White  Pine  Mine 

Middle  Fk.  Warm  Springs 

70,639 

31.9 

N/A 

Armstrong  Mine 

Middle  Tenmile  Creek 

46,475 

13.8 

N/A 

Beatrice 

Middle  Tenmile  Creek 

7,695 

2.3 

N/A 

Upper  Valley  Forge 

Middle  Tenmile  Creek 

7,590 

2.2 

N/A 

Copper  Gulch 

Prickly  Pear  above  Spring  Creek 

19,602 

3.9 

N/A 

Bluebird 

Spring  Creek 

8,7915 

47.0 

N/A 

Corbin  Flats 

Spring  Creek 

1,742,400 

587.9 

0.0 

Washington 

Spring  Creek 

61,440 

31.5 

N/A 

Salvai  /  Mt  Washington  Mine 

Spring  Creek 

32,065 

10.9 

N/A 

Monitor  Creek  Tailings 

Upper  Tenmile  Creek 

10,500 

5.3 

N/A 

National  Extension 

Upper  Tenmile  Creek 

12,000 

6.1 

N/A 

Peter 

Upper  Tenmile  Creek 

1,150 

0.6 

N/A 

Red  Mountain 

Upper  Tenmile  Creek 

15,675 

6.2 

N/A 

Red  Water 

Upper  Tenmile  Creek 

4,500 

2.3 

N/A 

Valley  Forge/Susie 

Upper  Tenmile  Creek 

26,700 

10.4 

N/A 

Woodrow  Wilson 

Upper  Tenmile  Creek 

600 

0.3 

N/A 

Badger 

Warm  Springs  Creek 

43,877 

19.7 

N/A 
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Table  19. 

Sediment  Loads  from  Abandoned  Mine  Sites  by  Sub-Watershed 

Sub-watershed 

Pre-reclamation  Delivered 
Sediment  Load  (t/yr) 

Post-reclamation 

Delivered  Sediment  Load 

(t/yr) 

Reduction  in  Sediment 

Load  from  reclamation 

activities  {%) 

Clancy  Creek 

32.8 

0.0 

100% 

Corbin  Creek 

25.1 

4.7 

81 .3% 

Spring  Creek 

677.4 

89.5 

86.8% 

Lump  Gulch 

51.3 

50.3 

1 .9% 

Middle  Fork  Warm 
Springs 

225.4 

N/A 

0.0% 

Warm  Springs  Creek 

19.7 

N/A 

0.0% 

Prickly  Pear  above 
Spring  Creek 

3.9 

N/A 

0.0% 

Silver  Creek 

12.5 

N/A 

0.0% 

Middle  Tenmile  Creek 

18.3 

N/A 

0.0% 

Upper  Tenmile  Creek 

31.2 

N/A 

0.0% 

Total 

1,098 

N/A 

0.0% 

Table  20.  Sediment  and  Nutrient  Loads  from  Abandoned  Mines  in  the  Lake  Helena  Watershed 


Subwatershed 

Delivered  Sediment 
Load  (t/yr) 

Total  Nitrogen  Load 
(t/yr) 

Total  Phosphorus 
Load  (t/yr) 

Corbin  Creek 

20.78 

0.06 

0.009 

Lump  Gulch 

50.29 

0.15 

0.022 

Middle  Fork  Warm  Springs 

151.27 

0.45 

0.067 

Middle  Tenmile  Creek 

18.30 

0.05 

0.008 

Prickly  Pear  above  Spring  Creek 

3.94 

0.01 

0.002 

Silver  Creek 

12.53 

0.04 

0.006 

Spring  Creek 

89.41 

0.27 

0.039 

Upper  Tenmile  Creek 

31.21 

0.09 

0.014 

Warm  Springs  Creek 

19.74 

0.06 

0.009 

2.4.4    Loads  from  the  Helena  Valley  Irrigation  District 

The  Helena  Valley  Irrigation  District  provides  approximately  350  cfs  of  water  pumped  from  the  Missouri 
River  to  the  Lake  Helena  Watershed  from  mid- April  through  September  each  year  (Jim  Foster,  Helena 
Valley  Irrigation  District,  personal  communications,  October  6,  2004).  A  water  balance  based  on  weir 
measurements  of  canal  and  drain  flows,  crop  water  use,  and  evaporation  from  the  open  conduits  was  used 
to  apportion  flows  into  groundwater  recharge  and  drain  overflow  fractions.  The  results  are  presented  in  0 
for  a  typical  water  year  (2003). 

Nutrient  loads  were  estimated  by  applying  appropriate  concentrations  to  each  source  of  flow  from  the 
irrigation  district.  Groundwater-recharge  nutrient  concentrations  were  based  on  suggested  GWLF  values 
for  primarily  agricultural  watersheds:  0.71  mg-N/L  and  0.104  mg-P/L.  The  nutrient  concentrations  in 
overflow  drains  were  estimated  by  averaging  values  observed  in  three  overflow  drains  during  the  summer 
of  2004  (0.71  mg-N/L  and  0.037  mg-P/L).  Resulting  loads  are  52  metric  tons  of  total  nitrogen  and  6.6 
metric  tons  of  total  phosphorus  for  2003. 
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Table  21.  Water  Balance  for  the  Helena  Valley  Irrigation  District  for  2003 

Month 

Groundwater 
Recharge  (cfs) 

Drain  Overflow 
(cfs) 

Evaporation  (cfs) 

Total  Flow  to  Lake 
Helena  (cfs) 

April 

25.0 

56.0 

0.25 

8075 

May 

36.5 

39.5 

0.39 

75.61 

June 

178.0 

41.0 

0.45 

218.55 

July 

200.3 

29.7 

0.63 

229.37 

August 

210.9 

51.1 

0.53 

261.47 

September 

129.7 

34.3 

0.31 

163.69 

Detailed  water  balance  data  were  not  available  for  the  other  modeling  years.  However,  the  Bureau  of 
Reclamation  provided  water  supply  records  for  the  years  1993  through  1996,  1999,  2000,  2001,  and  2003. 
A  regression  of  net  supply  and  annual  precipitation  allowed  for  an  estimation  of  net  supply  for  years  that 
records  are  not  available.  The  estimated  or  observed  net  supply  was  then  compared  with  that  of  2003  to 
scale  loads  and  flow  volumes  from  the  irrigation  district.  Table  22  shows  the  flows  and  loads  for  each 
modeling  year. 


Table  22.  Additional  Flow  Volumes  and  Loads  from  the  Helena  Valley  Irrigation  District 

Year 

Scale  Factor 

Flow  (MG) 

TN(t) 

TP(t) 

1993 

0.878 

17,160 

45.6 

5.78 

1994 

0.988 

19,311 

51.3 

6.51 

1995 

0.893 

17,459 

46.4 

5.88 

1996 

1.053 

20,572 

547 

6.93 

1997 

1.076 

21,039 

55.9 

7.09 

1998 

1.130 

22,092 

58.7 

7.45 

1999 

1.117 

21,834 

58.0 

7.36 

2000 

1.130 

22,082 

58.7 

7.44 

2001 

1.100 

21,505 

57.2 

7.25 

2002 

1.164 

22,755 

60.5 

7.67 

2003 

1.000 

19,546 

52.0 

6.59 

2.4.5    City  of  Helena  Stormwater  System 

The  City  of  Helena  is  permitted  as  a  Small  Municipal  Separate  Storm  Sewer  System  (MS4).  A  map  of 
the  stormwater  system  was  provided  by  the  City,  but  no  information  was  available  outside  of  the  City 
limits.  An  on  the  ground  investigation  of  city's  stormwater  routing  system  was  conducted  on  June  1, 
2005  by  members  of  the  TMDL  study  team  (See  Appendix  E).  It  was  discovered  that  once  stormwater 
leaves  the  city  boundary,  formal  routing  systems  are  discontinued.  Although  a  SWMM  model  of  the 
city's  stormwater  system  exists,  it  was  not  made  available  for  this  study.  Therefore  the  stormwater 
system  is  not  explicitly  accounted  for  in  the  GWLF  model  due  to  a  lack  of  information  concerning 
treatment  structures  or  transport  beyond  the  City  limits  (i.e.,  loads  from  the  City  are  made  using  GWLF 
but  are  assumed  to  be  delivered  within  the  appropriate  subwatersheds  rather  than  being  routed  elsewhere). 
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2.4.6  Sewer  System  Expansion 

The  City  of  Helena  provides  sewer  service  to  areas  in  the  Tenmile  and  Prickly  Pear  Creek  watersheds. 
The  City  of  East  Helena  also  provides  sewer  service  to  portions  of  the  Prickly  Pear  Creek  watershed  as 
well  as  the  overland  subwatershed.  The  existing  sewer  area  covers  approximately  15.8  square  miles.  The 
City  of  Helena  has  plans  to  annex  an  additional  5.3  square  miles  in  the  near  future  (Lewis  and  Clark 
County,  2004;  Carter-Burgess,  2003).  Additional  "transitional  areas  of  concern"  (15.9  sq.  mi.)  have  been 
identified  for  possible  annexation  at  a  later  date.  Transitional  areas  of  concern  are  areas  where  there  is  a 
fairly  high  density  of  subdivisions  on  septic  systems  but  no  current  plan  to  provide  sewer  service.  Figure 
10  shows  the  areas  currently  served  by  sewer,  initial  annexation,  and  the  transitional  areas  of  concern. 
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Figure  10.     Sewer  Service  and  Annexation  Zones  in  the  Lake  Helena  Watershed. 
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The  GWLF  model  was  used  to  estimate  the 
potential  impacts  of  annexation  to  total  nitrogen 
and  total  phosphorus  loading  in  each  watershed. 
Table  23  and  Table  24  show  the  simulated 
results.  The  planned  annexation  would  replace  a 
total  of  466  septic  systems  serving  approximately 
1,165  people  and  the  potential  annexation  of 
transitional  areas  of  concern  would  replace  an 
additional  3,718  septic  systems  serving 
approximately  9,295  people. 

The  predicted  net  impact  of  both  annexations  is  a 
small  decrease  in  nitrogen  loads  (-2.3%)  and  a 
significant  increase  in  phosphorus  loads  (38.4%). 
Note  that  these  values  are  based  on  the 
assumption  that  7  percent  of  septic  systems  in  the 
annexation  areas  are  currently  failing.  Due  to  the 
smaller  lot  sizes  in  the  City  limits,  the  failure  rate 
in  this  area  is  likely  higher,  and  annexation  may 
provide  more  reduction  than  assumed  here. 
Also,  estimated  increases  in  loading  from  the  City 
effluent  nutrient  concentrations  (7.7  mg-N/L  and  5 
treatment  options  become  available. 


City  of  Helena  Sewer  System  Expansion 

It  should  be  noted  that  this  analysis  of  sewer 
system  expansion  has  been  conducted  and 
presented  for  demonstration  purposes.  It  may 
not  reflect  details  about  specific  expansion 
projects  that  may  be  pursued  by  the  Cities  of 
Helena  or  East  Helena  as  well  as  the 
surrounding  communities.  However,  it  has 
been  presented  to  demonstrate  that  the 
resulting  water  quality  impacts  of  sewer  system 
expansion  may  not  be  as  expected,  intuitively 
(i.e.,  they  may  not  necessarily  result  in 
improved  water  quality).  Future  sewer  system 
expansion  projects  should  be  accompanied  by  a 
water  quality  impact  analysis  conducted  at  the 
watershed  scale,  such  that  the  overall  affects 
(positive  or  negative)  can  be  viewed  in  the 
proper  context. 


of  Helena  WWTP  are  based  on  current  average  plant 
0  mg-P/L),  which  may  improve  as  more  efficient 


Table  23.  Comparison  of  Cumulative  Nitrogen  Loading  Under  Two  Annexation  Scenarios 

Watershed 
Component 

Current 

Nitrogen  Load 

t/yr 

Nitrogen  Load 

After  Initial 
Annexation  t/yr 

Net  Percent 
Change 

Nitrogen  Load 

After  Both 

Annexations  t/yr 

Net  Percent 
Change 

Tenmile  Creek: 
Septic  Systems 

16.6 

15.0 

-9.7% 

14.4 

-13.2% 

Prickly  Pear 
Creek:  Septic 
Systems 

33.2 

31.3 

-5.7% 

30.0 

-9.7% 

Silver  Creek: 
Septic  Systems 

36.5 

36.5 

0.0% 

28.8 

-21.1% 

Overland  Flow: 
Septic  Systems 

21.3 

21.3 

0.0% 

15.2 

-28.6% 

WWTPs 

36.5 

38.1 

4.3% 

50.6 

38.5% 

Entire  Lake 
Helena 

Watershed:  Septic 
Systems  and 
WWTP 

127.5 

127.2 

-0.3% 

124.5 

-2.3% 
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Table  24.  Com 

parison  of  Cumulative  Phosphorus 

Loading  Under  Two  Annexation  Scenarios 

Watershed 
Component 

Current 

Phosphorus 

Load  t/yr 

Phosphorus 
Load  After  Initial 
Annexation  t/yr 

Net  Percent 
Change 

Phosphorus 
Load  After  Both 
Annexations  t/yr 

Net  Percent 
Change 

Tenmile  Creek: 
Septic  Systems 

0.14 

0.13 

-9.9% 

0  12 

-13.4% 

Prickly  Pear 
Creek:  Septic 
Systems 

0.29 

0.27 

-5.6% 

0.26 

-9.5% 

Silver  Creek: 
Septic  Systems 

0.31 

0.31 

0.0% 

0.24 

-21.3% 

Overland  Flow: 
Septic  Systems 

0.18 

0.18 

0.0% 

0.13 

-29.0% 

WWTPs 

13.60 

14.23 

4.6% 

19.27 

41.7% 

Entire  Lake 
Helena 

Watershed:  Septic 
Systems  and 
WWTP 

14.38 

14.99 

4.3% 

19.90 

38.4% 

2.5    GWLF  Calibration 

Calibration  refers  to  the  adjustment  or  fine-tuning  of  modeling  parameters  to  reproduce  observations. 
Hydrologic  calibration  precedes  water  quality  calibration  because  runoff  is  the  transport  mechanism  by 
which  nonpoint  pollution  occurs.  In  an  ideal  situation,  calibration  is  an  iterative  procedure  of  parameter 
evaluation  and  refinement  as  a  result  of  comparing  simulated  and  observed  values  of  interest  and  is  based 
on  several  years  of  simulation  to  evaluate  parameters  under  a  variety  of  climatic  conditions. 
Unfortunately,  limited  flow  and  water  quality  data  were  available  to  perform  this  sort  of  a  calibration  in 
the  Lake  Helena  watershed.  Instead,  default  values  were  used  for  most  modeling  parameters  with  limited 
adjustment  during  the  calibration  process.  A  comparison  of  the  simulated  and  observed  data  is  presented 
below  and  the  implications  of  the  limited  available  data  and  calibration  are  described  further  in  Section  0. 

2.5.1  Hydrologic  Calibration 

The  GWLF  model  predicts  flow  volumes  from  runoff  at  monthly  intervals.  Flows  from  the  Helena 
Valley  Irrigation  District  and  wastewater  treatment  plants  were  added  during  post-processing.  Simulated 
flows  were  compared  to  observed  flows  at  USGS  Gage  06061500  (Prickly  Pear  Creek  near  Clancy,  MT) 
during  model  calibration.  Daily  flows  reported  from  January  1980  through  September  2002  were 
summed  by  month  for  comparison  with  the  GWLF  simulation.  As  shown  in  Figure  1 1  the  period  from 
1980  to  2002  includes  years  with  low,  average,  and  high  annual  flows. 
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Figure  11.     Average  annual  flows  over  the  period  of  record  for  Prickly  Pear  Creek  near  Clancy  (USGS 

gage  06061500). 


Figure  12  compares  the  monthly  flow  volumes  observed  at  the  gage  to  GWLF  estimates  and  indicates  that 
the  model  matches  certain  months  better  than  others.  In  general  the  observed  monthly  flows  appear  to  be 
less  variable  than  the  simulated  monthly  flows.  This  might  be  related  to  the  use  of  only  one  weather 
station  to  represent  precipitation  throughout  the  watershed  (see  Section  2.2).  Monthly  flows  are  often 
over-estimated  when  high  precipitation  values  (e.g.,  greater  than  20  cm/month)  are  recorded  at  the  Helena 
airport  and  are  under-estimated  when  low  precipitation  values  are  recorded  (e.g.,  less  than  10  cm/month). 
Figure  12  also  indicates  that  the  model  reasonably  simulates  runoff  volumes  during  the  typically  wetter 
months  of  April  through  June.  For  example,  Figure  13  compares  the  monthly  flow  volumes  observed  at 
the  gage  to  GWLF  estimates  over  a  shorter  time  period  (January  1998  through  December  2000).  GWLF 
matches  the  volume  of  the  spring  snowmelt  period  fairly  well,  although  the  timing  is  slightly  late. 
Summer  and  fall  flows  are  slightly  over-estimated  in  1998  and  1999  and  under-estimated  in  2000, 
possibly  due  to  an  inadequate  representation  in  the  model  of  flow  withdrawals  and  other  anthropogenic 
impacts. 

Figure  14  displays  the  range  of  the  monthly  observed  and  simulated  flows  and  also  indicates  greater 
variability  in  the  simulated  flows  compared  to  the  observed  flows.  The  simulated  maximum  monthly 
flow  is  similar  to  the  observed,  although  the  minimum  is  considerably  less. 

Figure  15  compares  the  annual  simulated  and  observed  totals  for  the  period  1980  to  2002  and  indicates 
relatively  close  agreement  for  most  years.  The  error  in  total  stream  flow  for  this  period  is  32  percent  but 
only  20  percent  if  1993  is  excluded. 
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Figure  12.     Comparison  of  Simulated  and  Observed  Monthly  Flow  Volumes  at  USGS  Gage  06061500, 

along  with  monthly  precipitation  at  the  Helena  Airport. 
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Figure  13.     Comparison  of  Simulated  and  Observed  Monthly  Flow  Volumes  at  USGS  Gage  06061500 
for  the  period  January  1,  1998  through  December  31,  2000. 
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Figure  14.  Range  of  simulated  and  observed  monthly  flows  at  USGS  Gage  06061500  for  the 

period  1980  to  2002. 
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Figure  15.  Comparison  of  Simulated  and  Observed  Annual  Flow  Volumes  at  USGS  Gage 

06061500  for  the  period  1980  to  2002. 
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2.5.2  Nutrient  Calibration 

Two  USGS  gages  were  chosen  for  the  comparison  of  simulated  nutrient  loads  to  represent  the  two  major 
tributaries  to  Lake  Helena:  Tenmile  Creek  and  Prickly  Pear  Creek.  The  USGS  has  not  collected  more 
than  two  water  quality  samples  at  any  gage  along  Silver  Creek  with  which  to  develop  a  meaningful 
comparison.  Water  quality  data  collected  by  other  agencies  in  the  watershed  were  not  used  because 
instantaneous  flow  measurements  are  required  to  extrapolate  a  daily  load. 

The  USGS  Gage  along  Tenmile  Creek  (Gage  06063000)  is  located  in  the  "Tenmile  above  Prickly  Pear 
Creek"  GWLF  subwatershed.  The  drainage  area  to  the  USGS  gage  is  96.5  square  miles  whereas  the 
drainage  area  of  the  modeling  subwatershed  is  136.9  square  miles.  Very  limited  data  (8  sampling  events 
from  2002  and  2003)  were  available  for  comparison  to  simulated  loads  (Table  25).  The  average  annual 
simulated  load  at  the  outlet  of  the  modeling  subwatershed  was  converted  to  a  daily  load  and  scaled  down 
by  the  ratio  of  the  drainage  areas  to  estimate  the  simulated  load  at  the  gage.  The  minimum,  average,  and 
maximum  daily  observed  and  simulated  loads  are  shown  in  Figure  16  (for  total  nitrogen)  and  Figure  17 
(for  phosphorus).  In  both  cases  the  average  simulated  loads  are  greater  than  the  average  observed  loads. 
There  are  several  possible  reasons  for  the  difference  including  modeling  assumptions  used  to  simulate 
diversions  in  the  Upper  Tenmile  reaches  or  the  small  number  of  sampling  events  (eight)  used  to  generate 
the  comparison.     It  should  also  be  noted  that  the  simulated  loads  are  annual  average  loads  from  a  twenty 
year  model  run  converted  to  a  daily  load  (tons/day)  whereas  the  observed  USGS  loads  are  instantaneous 
loads  converted  to  the  same  daily  units.  The  observed  and  simulated  loads  are  therefore  not  directly 
comparable  and  the  observed  loads  might  be  biased  due  to  only  being  collected  during  one  season 
(typically  summer)  or  one  flow  condition  (typically  low  flows).  Both  2002  and  2003  were  relatively  dry 
years  and  therefore  it  is  reasonable  to  assume  that  long-term  daily  loading  rates  are  greater  than  those 
represented  by  the  limited  sampling  data. 


Table  25.  Stream  flow,  total  phosphorus,  and  total  nitrogen  at  USGS  gage 

Creek. 

6063000  on  Tenmile 

SITE.NO 

Date 

Flow  (cfs) 

Total  Phosphorus 
(mg/L) 

Total  Nitrogen 
(mg/L) 

6063000 

4/17/02 

8.8 

0.029 

0.434 

6063000 

5/28/02 

97.0 

0.043 

0.362 

6063000 

7/29/02 

1.1 

0.019 

0.352 

6063000 

10/9/02 

0.4 

0.009 

0.286 

6063000 

3/13/03 

1.0 

0.210 

1.058 

6063000 

5/27/03 

164.0 

0.059 

0.350 

6063000 

7/23/03 

0.5 

0.022 

0.668 

6063000 

12/4/03 

0.5 

0.008 

0.331 

Average 

34.2 

0.050 

0.480 
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Figure  16.     Comparison  of  Observed  and  Simulated  Daily  Total  Nitrogen  Load  at  USGS  Gage 
06063000  Along  Tenmile  Creek  (observed  loads  based  on  8  samples;  simulated  loads  based  on 

twenty-years  of  modeled  output). 
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Figure  17.     Comparison  of  Observed  and  Simulated  Daily  Total  Phosphorus  Load  at  USGS  Gage 
06063000  Along  Tenmile  Creek  (observed  loads  based  on  8  samples;  simulated  loads  based  on 

twenty-years  of  modeled  output). 
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USGS  Gage  06061500  was  chosen  to  represent  the  loads  for  Prickly  Pear  Creek  and  20  sampling  events 
were  available  for  the  comparison  (Table  26).  The  drainage  area  of  this  gage  is  192  square  miles,  and  it  is 
located  in  the  "Prickly  Pear  Creek  above  Wylie  Drive"  subwatershed.  Simulated  loads  for  this 
subwatershed  represent  a  drainage  area  of  250  square  miles  so  loads  were  scaled  down  for  comparison 
with  the  gage  data.  Figure  18  shows  the  comparison  of  daily  total  nitrogen  loads  from  observed 
instantaneous  loads  and  simulated  annual  average  loads.  Figure  19  shows  the  same  comparison  for  total 
phosphorus.  At  this  gage,  simulated  total  nitrogen  loads  and  simulated  total  phosphorus  loads  are  within 
the  range  observed  at  the  gage  with  average  simulated  loads  slightly  greater  than  the  observed  loads.  This 
could  be  due  to  model  limitations  or  could  be  due  to  potential  bias  in  the  observed  data  as  discussed 
above. 


Table  26.  Stream  flow,  total  phosphorus,  and  total  nitrogen  at  USGS  gage  6061500  on  Prickly  Pear 

Creek. 

SITE_NO 

Date 

Stream  flow  (cfs) 

Total  Phosphorus 
(mg/L) 

Total  Nitrogen 
(mg/L) 

6061500 

5/19/1999 

71 

0.075 

0.479 

6061500 

5/25/1999 

109 

0.132 

0.541 

6061500 

6/4/1999 

201 

0.128 

0.570 

6061500 

8/18/1999 

22 

0.024 

0.319 

6061500 

11/5/1999 

17 

0.013 

0.251 

6061500 

3/21/2000 

14 

0.014 

0.354 

6061500 

6/1/2000 

33 

0.040 

0.381 

6061500 

8/7/2000 

4.7 

0.015 

0.232 

6061500 

4/25/2001 

35 

0.039 

0.435 

6061500 

5/16/2001 

71 

0.041 

0.344 

6061500 

7/19/2001 

32 

0.021 

0.274 

6061500 

8/22/2001 

8 

0.008 

0.220 

6061500 

10/23/2001 

12 

0.006 

0.211 

6061500 

4/5/2002 

17 

0.015 

0.374 

6061500 

5/20/2002 

82 

0.124 

0.787 

6061500 

7/29/2002 

22 

0.013 

0.216 

6061500 

4/17/2003 

43 

0.024 

0.325 

6061500 

5/20/2003 

64 

0.025 

0.338 

6061500 

6/2/2003 

98 

0.045 

0.429 

6061500 

7/22/2003 

12 

0.017 

0.401 

Average 

48 

0.041 

0.374 
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Figure  18.     Comparison  of  Observed  and  Simulated  Daily  Total  Nitrogen  Load  at  USGS  Gage 
06061500  Along  Prickly  Pear  Creek  (observed  loads  based  on  20  samples;  simulated  loads  based 

on  twenty-years  of  modeled  output). 
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Figure  19.     Comparison  of  Observed  and  Simulated  Daily  Total  Phosphorus  Load  at  USGS  Gage 
06061500  Along  Prickly  Pear  Creek  (observed  loads  based  on  20  samples;  simulated  loads  based 

on  twenty-years  of  modeled  output). 


Public  Review  Draft 


C-45 


Appendix  C BATHTUB  Model  Setup 


3.0  BATHTUB  MODEL  SETUP 

The  ACOE  BATHTUB  model  (Walker,  1987)  was  set  up  to  simulate  nutrient  response  in  Lake  Helena 
based  on  input  from  the  GWLF  model  for  the  various  scenarios.  BATHTUB  performs  steady-state  water 
and  nutrient  balance  calculations  in  a  spatially  segmented  hydraulic  network,  which  accounts  for  pollutant 
transport  and  sedimentation.  Eutrophication-related  water  quality  conditions  (e.g.,  phosphorus,  nitrogen, 
chlorophyll  a,  and  transparency)  are  predicted  using  empirical  relationships  previously  developed  and 
tested  for  reservoir  applications  (Walker,  1987).  BATHTUB  was  determined  to  be  appropriate  because  it 
addresses  the  parameters  of  concern  and  has  been  used  previously  for  reservoir  TMDL  applications.  The 
use  of  more  sophisticated  lake  models  was  not  warranted  based  on  the  very  limited  water  quality  data 
with  which  they  could  be  calibrated. 

3.1  Lake  Morphology 

The  BATHTUB  model  requires  basic  lake  morphometric  data  (Table  27)  to  assess  residence  time,  net 
flow  rate,  and  potential  euphotic  depth.  Morphometric  data  are  based  on  data  provided  by  Montana  DEQ 
(Mike  Suplee,  Montana  DEQ,  personal  communications,  November  10,  2004).  Because  the  lake  is  fairly 
uniform  and  no  ponding  occurs  along  the  downstream  reaches  of  the  tributaries,  segmentation  is  not 
required. 


Table  27.  Lake  Helena  Morphology 

Lake  Volume  (106m3) 

13.45 

Average  Depth  (m) 

1.6 

Surface  area  (km2) 

8.41 

3.2  Atmospheric  Deposition  to  Lake  Helena 

Atmospheric  deposition  can  contribute  a  significant  proportion  of  nitrogen  loads  directly  to  a  lake  surface, 
particularly  when  the  ratio  of  watershed  area  to  lake  surface  area  is  low.  The  Lake  Helena  watershed  to 
lake  area  ratio  is  relatively  high  (192)  so  atmospheric  deposition  is  not  likely  a  major  source  of  nutrient 
loading. 

Total  wet  and  dry  nitrogen  deposition  rates  to  the  lake  surface  (1.5  kg/ha)  were  based  on  CASTNET 
monitoring  at  Glacier  National  Park  (GLR468)  for  1997.  Phosphorus  deposition  rates  (primarily  from 
wind  blown  dust)  are  generalized  estimates  (0.1  kg/ha). 

3.3  Inorganic  Nutrient  Fractions 

BATHTUB  requires  an  estimate  of  inorganic  nutrient  fractions  for  all  loads  to  the  lake.  The  inorganic 
nutrient  fractions  for  the  watershed  loads  were  approximated  from  the  ratios  of  dissolved  nutrient  load  to 
total  nutrient  load  predicted  by  GWLF  for  each  year.  Atmospheric  and  groundwater  recharge  loads  from 
the  irrigation  system  were  assumed  100  percent  inorganic;  loads  in  the  irrigation  system  drains  were 
assumed  25  percent  inorganic  due  to  algal  synthesis.  Table  28  summarizes  the  inorganic  fractions  of 
nutrient  loads  to  Lake  Helena  for  each  modeling  year. 
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Table  28.  Inorganic  Nutrient  Fractions  to  Lake  Helena 


Year 

Fraction  Inorganic  Nitrogen 

Fraction  Inorganic  Phosphorus 

1993 

0.58 

0.37 

1994 

0.83 

0  70 

1995 

0.77 

0.61 

1996 

0.68 

0.51 

1997 

0.65 

0.45 

1998 

0.56 

0.36 

1999 

0.63 

0.43 

2000 

0.69 

0.52 

2001 

0.55 

0.39 

2002 

0.48 

0.38 

2003 

0.63 

0.53 

3.4  Light  Penetration  in  Lake  Helena 

The  BATHTUB  model  requires  average  Secchi  depth  to  determine  the  nonalgal  turbidity  in  the  lake. 
Eight  separate  Secchi  depth  readings  were  collected  in  Lake  Helena  by  Montana  Fish  Wildlife  and  Parks 
personnel  during  the  summer  of  2003.  The  readings  ranged  from  0.15  meters  to  1.07  meters.  Because 
data  are  only  available  for  2003,  the  average  value  of  0.41  meters  was  applied  to  all  modeling  years. 

3.5  BATHTUB  Calibration 

The  BATHTUB  model  for  Lake  Helena  is  currently  not  calibrated  because  of  the  limited  water  quality 
data  available  (one  sampling  event  in  2002  and  two  events  in  2003).  The  proposed  water  quality 
sampling  plan  for  Lake  Helena  (Appendix  H)  will  provide  the  necessary  data  to  better  understand  nutrient 
response.     However,  to  ensure  the  BATHTUB  results  are  reasonable,  the  model  output  for  the  existing 
scenario  was  compared  to  the  conditions  observed  in  Lake  Helena  in  2002  and  2003,  which  are 
represented  by  DEQ  data  collected  on  8/9/2002  and  EPA  data  collected  on  6/26/2003  and  8/29/2003. 

The  BATHTUB  model  offers  the  user  several  choices  for  nutrient  sedimentation  models,  which  determine 
the  predicted  in-lake  concentrations  from  loading  rates  and  residence  time.  Since  insufficient  historic 
lake  water  quality  data  are  available  to  calibrate  the  model,  the  nutrient  and  chlorophyll  a  calibration 
factors  were  left  at  the  default  values  of  1 .0. 

Table  29  and  Table  30  shows  the  yearly,  predicted  total  nitrogen  and  total  phosphorus  concentrations  in 
Lake  Helena  under  the  existing  scenario  with  a  comparison  to  water  quality  observations  collected  in 
2002  and  2003.  The  simulated  total  nitrogen  average  for  2002  is  very  close  to  the  average  observed 
concentration;  the  simulated  average  for  2003  is  higher  than  the  observed  2003  average.  The  simulated 
total  phosphorus  concentration  for  2002  is  very  close  to  the  average  observed  concentration;  the  simulated 
average  for  2003  is  less  than  the  observed  2003  average. 

Table  31  shows  the  yearly,  predicted  chlorophyll  a  concentrations  in  Lake  Helena  under  the  existing 
scenario  with  a  comparison  to  water  quality  observations  collected  in  2002  and  2003.  The  BATHTUB 
model  predicts  an  average  chlorophyll  a  concentration  of  53  ug/L,  which  is  almost  the  same  as  the 
average  of  all  samples  collected  in  both  2002  and  2003  (52  (ig/L).  However,  there  is  a  greater  variation  in 
the  observed  data  compared  to  the  simulated  concentrations.    Thus,  the  model  may  be  accurately 
depicting  general  eutrophication  of  the  lake,  rather  than  day-to-day  variation  detected  by  limited  sampling 
data. 
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Table  29.  Comparison  of  Observed  and  Simulated  Total  Nitrogen  Concentrations  (mg-N/L)  in  Lake 

Helena 

Year 

Simulated  Total 

Nitrogen 
Concentration 

Average  Observed 
Total  Nitrogen 
Concentration 

Minimum  Observed 
Total  Nitrogen 
Concentration 

Maximum  Observed 
Total  Nitrogen 
Concentration 

1993 

0.94 

NA 

NA 

NA 

1994 

1.42 

NA 

NA 

NA 

1995 

2.14 

NA 

NA 

NA 

1996 

1.89 

NA 

NA 

NA 

1997 

2.09 

NA 

NA 

NA 

1998 

1.69 

NA 

NA 

NA 

1999 

1.79 

NA 

NA 

NA 

2000 

2.03 

NA 

NA 

NA 

2001 

1.62 

NA 

NA 

NA 

2002 

1.53 

1.48 

1.37 

1.56 

2003 

1.49 

0.82 

0.65 

0.99 

NA:  No  nutrient  water  quality  data  were  collected  in  Lake  Helena  from  1993  through  2001. 


Table  30.  Comparison  of  Observed  and  Simulated  Total  Phosphorus  Concentrations  (mg-P/L)  in 

Lake  Helena 


Year 

Simulated  Total 

Phosphorus 

Concentration 

Average  Observed 

Total  Phosphorus 

Concentration 

Minimum  Observed 

Total  Phosphorus 

Concentration 

Maximum  Observed 

Total  Phosphorus 

Concentration 

1993 

0.102 

NA 

NA 

NA 

1994 

0.128 

NA 

NA 

NA 

1995 

0.172 

NA 

NA 

NA 

1996 

0.157 

NA 

NA 

NA 

1997 

0.171 

NA 

NA 

NA 

1998 

0.146 

NA 

NA 

NA 

1999 

0.151 

NA 

NA 

NA 

2000 

0.166 

NA 

NA 

NA 

2001 

0.153 

NA 

NA 

NA 

2002 

0.158 

0.155 

0.14 

0.174 

2003 

0.157 

0.226 

0.19 

0.377 

Public  Review  Draft 


C-49 


BATHTUB  Model  Setup 


Appendix  C 


Table  31.  Comparison  of  Observed  and  Simulated  Chlorophyll  a  Concentrations  (ug-N/L)  in  Lake 

Helena 


Year 

Simulated 
Chlorophyll  a 
Concentration 

Average 

Observed 

Chlorophyll  a 

Concentration 

Minimum 

Observed 

Chlorophyll  a 

Concentration 

Maximum 

Observed 

Chlorophyll  a 

Concentration 

1993 

27.0 

NA 

NA 

NA 

1994 

47.9 

NA 

NA 

NA 

1995 

73.2 

NA 

NA 

NA 

1996 

64.2 

NA 

NA 

NA 

1997 

70.9 

NA 

NA 

NA 

1998 

56.1 

NA 

NA 

NA 

1999 

60.2 

NA 

NA 

NA 

2000 

68.9 

NA 

NA 

NA 

2001 

56.0 

NA 

NA 

NA 

2002 

61.3 

89 

57 

114 

2003 

45.4 

14 

5 

26 

Average  for  2002  and  2003 

53 

52 

31 

70 
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4.0  APPLICATION  OF  THE  GWLF/BATHTUB  MODELS 

This  section  of  the  document  discusses  the  various  applications  of  the  GWLF  and  BATHTUB  models  in 
support  of  TMDL  development  in  the  Lake  Helena  watershed. 

4.1  Required  Nutrient  Reductions  for  Each  TMDL  Watershed 

Nutrient  TMDLs  are  required  for  four  stream  segments  in  the  Lake  Helena  Watershed,  representing 
Prickly  Pear  Creek,  Sevenmile  Creek,  Tenmile  Cree,  and  Spring  Creek.  The  TMDLs  are  based  on 
meeting  the  proposed  interim  water  quality  targets  of  0.33  mg-N/L  and  0.04  mg-P/L.  As  discussed  in  the 
main  TMDL  document,  it  is  felt  that  these  targets  are  based  on  the  best  available  data  and  provide  the  best 
means  by  which  to  ensure  protection  of  beneficial  uses  until  such  time  as  they  can  be  revised  following  an 
adaptive  management  approach. 

The  load  reductions  needed  to  achieve  the  TMDL  target  concentrations  are  determined  by  comparing 
current  loads  to  allowable  loads.  For  example,  if  the  current  load  in  a  segment  is  10  tons/year  and  the 
allowable  load  is  4  tons/year,  a  60  percent  reduction  in  loads  is  needed.  Unfortunately,  the  current  load  is 
unknown  in  all  segments  due  to  a  lack  of  water  quality  and/or  flow  data.  The  allowable  load  is  also 
unknown  in  those  segments  without  flow  data.  Simulated  nutrient  loads  are  therefore  used  to  estimate  the 
required  reductions  with  some  refinement  based  on  available  water  quality  and  flow  data.  The  necessary 
reductions  should  be  revised  in  the  future  following  additional  sampling  as  described  in  Appendix  H. 
This  section  summarizes  the  methods  used  to  calculate  the  required  loading  reduction  for  each  of  the 
segments. 

4.1.1  Prickly  Pear  Creek 

The  most  downstream  USGS  Gage  on  Prickly  Pear  Creek  (Number  06061500)  has  continuous  flow 
monitoring  and  was  used  to  estimate  allowable  nutrient  loads.  Daily  flows  recorded  at  this  gage  were 
scaled  up  by  the  ratio  of  the  drainage  areas  of  the  listed  segment  and  the  gage  (464/192)  and  added  to  the 
average  daily  flows  released  by  wastewater  treatment  facilities.  Total  daily  flows  were  then  used  with  the 
nutrient  water  quality  targets  to  estimate  allowable  loads  at  the  mouth  of  Prickly  Pear  Creek.  The  average 
allowable  loads  were  33.7  t/yr  total  nitrogen  and  4.1  t/yr  total  phosphorus. 

Average,  yearly  simulated  loads  from  the  GWLF  model  (using  weather  data  from  1993  through  2003) 
were  167.0  t/yr  and  32. 1  t/yr  for  nitrogen  and  phosphorus,  respectively.  Based  on  a  comparison  of  the 
simulated  and  allowable  loads,  reductions  of  80  percent  total  nitrogen  and  87  percent  total  phosphorus  are 
required  to  reduce  loads  to  the  allowable  levels. 

Very  limited  data  are  available  from  one  water  quality  station  (M09PKPRC02)  located  in  this  segment  of 
Prickly  Pear  Creek  (Table  32).  The  average  observed  total  nitrogen  concentration  at  this  site  is  2.03  mg- 
N/L,  which  would  require  an  84  percent  reduction  to  meet  the  water  quality  target  of  0.33  mg-N/L.  The 
average  observed  total  phosphorus  concentration  is  0.56  mg-P/L,  which  would  require  a  93  percent 
reduction  to  meet  the  water  quality  target  of  0.04  mg-P/L. 
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Table  32.  Observed  nutrient  date 

in  Prickly  Pear  Creek  segment  MT41I006  020. 

Sampling  Site  ID 

Location 

Date 

TP  (mg/L) 

TN  (mg/L) 

M09PKPRC02 

Prickly  Pear  Creek 
above  Tenmile  Ck 

7/17/2003 

0.797 

2.660 

8/12/2003 

0.522 

1.940 

7/27/2004 

0.736 

2.600 

8/27/2004 

0.458 

1.900 

9/9/2004 

0.492 

1.690 

9/24/2004 

0.345 

1.370 

Average 

0.558 

2.027 

For  this  listed  segment,  the  reductions  based  on  simulated  loads  are  slightly  lower  than  those  estimated 
from  observed  water  quality  data.  Because  such  limited  observed  water  quality  are  available,  the  average 
annual  simulated  loads  will  be  used  to  set  the  reductions  of  80  percent  total  nitrogen  and  87  percent  total 
phosphorus. 

To  verify  the  accuracy  of  using  an  average  annual  allowable  load  to  set  the  targets  rather  than  the  results 
from  each  modeling  year,  the  gage  data  on  Prickly  Pear  Creek  were  used  to  estimate  allowable  loads  for 
each  modeling  year.  These  loads  were  then  compared  to  the  simulated  yearly  loads  to  calculate  a 
reduction  for  each  year  (Table  33).  The  average  reductions  over  the  modeling  period  are  79  percent  for 
total  nitrogen  and  87  percent  for  total  phosphorus,  which  are  almost  identical  to  the  reductions  estimated 
from  the  average  of  the  allowable  and  simulated  loads.  This  comparison  shows  that  loads  simulated 
during  extreme  wet  and  dry  years  are  not  biasing  the  proposed  reductions. 

Table  33.  Comparison  of  Annual  and  Average  Annual  Nutrient  Load  Reductions 


Modeling 
Year 

Allowable  Load 

Simulated  Load 

Required  Reduction  (%) 

TN(t) 

TP(t) 

TN(t) 

TP(t) 

TN 

TP 

1993 

44.0 

5.33 

291.0 

52.29 

85% 

90% 

1994 

34.1 

4.13 

110.9 

20.66 

69% 

80% 

1995 

44.0 

5.33 

106.4 

21.08 

59% 

75% 

1996 

34.1 

4.14 

136.8 

26.10 

75% 

84% 

1997 

40.4 

4.90 

145.2 

29.23 

72% 

83% 

1998 

31.9 

3.86 

200.9 

39.12 

84% 

90% 

1999 

25.6 

3.11 

163.0 

31.89 

84% 

90% 

2000 

11.6 

1.41 

130.9 

25.22 

91% 

94% 

2001 

16.3 

1.98 

189.3 

36.94 

91% 

95% 

2002 

Incomplete  flow  data 

226.3 

42.56 

Target  loads  co 
calculated  due  t 
flow  data 

jld  not  be 

o  incomplete 

2003 

No  flow  data  available 

149.4 

28.14 

Average1 

33.7 

4.1 

168.2 

32.11 

80 

87 

Average  of  redi 

ctions  calculated  for  each  year 

79 

87 

'The  average  allowable  loads  are  for  all  years  with  complete  flow  data  (1980  through  2001),  not  just  the  modeling  years  presented 
in  the  table. 
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4.1.2  Tenmile  Creek 

Tenmile  Creek  is  listed  for  nutrient  impairment  from  the  Helena  water  treatment  plant  to  the  mouth  at 
Prickly  Pear  Creek.  There  is  a  USGS  flow  gage  located  in  the  most  downstream  segment  (06063000),  but 
only  summer  flows  have  been  measured  during  a  few  sampling  years.  The  average  observed  flow  (36.6 
cfs)  was  scaled  up  by  drainage  area  (188/96.5)  to  estimate  the  average  flow  rate  at  the  outlet  of  the 
subwatershed.  Water  quality  targets  were  then  applied  to  estimate  an  allowable  nutrient  load  from  this 
segment  of  Tenmile  Creek. 

The  average  estimated  allowable  total  nitrogen  and  total  phosphorus  loads  are  21.0  and  2.6  t/yr, 
respectively.  Average  simulated  total  nitrogen  load  is  51.5  t/yr,  which  would  require  a  59  percent 
reduction.  Average  simulated  total  phosphorus  load  is  6.46  t/yr,  which  would  require  a  61  percent 
reduction. 

Several  water  quality  stations  are  located  in  this  subwatershed  with  observed  nutrient  concentration  data 
(Table  34).  Water  quality  decreases  below  the  confluence  with  Sevenmile  Creek  though  it  is  impaired 
along  the  entire  segment  length.  Average  conditions  throughout  the  segment  result  in  estimated 
reductions  of  46  for  nitrogen  and  49  percent  for  phosphorus. 

In  this  segment,  reductions  based  on  simulated  loads  are  slightly  greater  than  reductions  based  on  the 
water  quality  observations.  To  remain  consistent  with  the  other  segments,  reductions  will  be  based  on 
simulated  loads  and  are  59  percent  for  total  nitrogen  and  61  percent  for  total  phosphorus.  It  is 
acknowledged  that  this  is  possibly  an  over-estimate  and  contributes  toward  the  TMDL's  margin  of  safety 
(i.e.,  13  and  12  percent  forTN  and  TP,  respectively). 
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Table  34. Observed  nutrient  data 

in  Tenmile  Creek 

segment  MT41I006 

143. 

Sampling  Site  ID 

Location 

Date 

Total  Phosphorus 
(mg/L) 

Total  Nitrogen 
(mg/L) 

6063000 

Tenmile  Creek  near  Helena 

6/5/1997 

0.030 

8/28/1997 

0.020 

10/9/1997 

0.020 

4/17/2002 

0.029 

0.434 

5/28/2002 

0.043 

0.362 

7/29/2002 

0.019 

0.352 

10/9/2002 

0.009 

0.286 

3/13/2003 

0.210 

1.058 

5/27/2003 

0.059 

0.350 

7/23/2003 

0.022 

0.668 

12/4/2003 

0.008 

0.331 

6064100 

Tenmile  Creek  at  Green 
Meadow  Drive 

6/5/1997 

0.050 

8/28/1997 

0.030 

10/9/1997 

0.010 

4/17/2002 

0.031 

0.438 

5/28/2002 

0.060 

0.442 

7/29/2002 

0.037 

0.263 

10/9/2002 

0.021 

0.202 

3/13/2003 

1.490 

4.896 

5/27/2003 

0.105 

0.480 

7/24/2003 

0.047 

0.332 

12/4/2003 

0.019 

0.303 

6064150 

Tenmile  Creek  above  Prickly 
Pear  Creek 

6/5/1997 

0  060 

8/28/1997 

0  040 

10/9/1997 

0.030 

463438112091801 

Tenmile  Creek  below 
Colorado  Gulch 

6/4/1997 

0.030 

8/28/1997 

0.030 

10/9/1997 

0.030 

4/17/2002 

0.032 

0.434 

5/28/2002 

0.040 

0  310 

7/29/2002 

0.027 

0  193 

10/9/2002 

0.013 

0  332 

3/13/2003 

0.220 

1.069 

5/27/2003 

0.052 

0.452 

7/23/2003 

0.019 

0.399 

12/4/2003 

0.016 

0.440 

M09TENMC01 

Tenmile  Creek  downstream  of 
Green  Meadow  Golf  Course 

7/30/2001 

0.029 

0.410 

M09TENMC02 

Tenmile  Creek  upstream 
Green  Meadow  Drive 

7/31/2001 

0.048 

0.610 

M09TENMC03 

Tenmile  Creek  3/4  mile 
upstream  of  Rimini 

7/31/2001 

0.005 

0.710 

Average 

0.079 

0.613 
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4.1.3  Sevenmile  Creek 

Sevenmile  Creek  is  listed  for  nutrients  from  its  headwaters  to  the  mouth  at  Tenmile  Creek.  There  is  no 
USGS  flow  gage  on  this  stream  with  which  to  estimate  allowable  nutrient  loads.  Simulated  flows  in  year 
2003  are  used  to  estimate  the  allowable  load  because  the  simulated  concentrations  that  year  are  within  the 
range  of  observed  values.  Thus,  the  relationship  between  flow  and  load  is  believed  accurate.  The 
simulated  average  total  nitrogen  concentration  is  1.98  mg-N/L  while  observed  values  range  from  0.33  to 
5.16  with  an  average  of  1.58  mg-N/L.  Average  simulated  total  phosphorus  in  2003  is  0.28  mg-P/L. 
Observed  values  range  from  0.03  to  1.61  with  an  average  of  0.44  mg-P/L. 

The  allowable  loads  estimated  from  simulated  flows  in  2003  and  the  water  quality  targets  are  1 .99  t/y  of 
nitrogen  and  0.24  t/yr  of  phosphorus.  The  average  simulated  nitrogen  load  over  the  modeling  period  is 
14.0  t/y,  which  would  require  a  reduction  of  86  percent.  The  average  simulated  phosphorus  load  over  the 
modeling  period  is  2.1  t/y,  which  would  require  a  reduction  of  89  percent. 

Water  quality  sampling  with  nutrient  observations  occurred  at  three  locations  (M09SVNMC01, 
M09SVNMC02,  USGS  4637471 12033801)  from  1997  to  2003  with  a  total  of  13  sampling  events  for 
phosphorus  and  10  for  nitrogen  (Table  35).  The  average  observed  total  nitrogen  concentration  is  0.93 
mg-N/L,  which  would  require  a  65  percent  reduction  to  meet  the  water  quality  target.  The  average  total 
phosphorus  concentration  is  0.19  mg-P/L,  which  requires  a  79  percent  reduction  to  meet  the  water  quality 
target. 

In  this  segment,  the  simulated  loads  require  a  slightly  higher  reduction  than  observed  water  quality  data. 
However,  the  allowable  loads  are  based  on  simulated  flow  volumes  and  there  is  no  available  flow  data 
from  this  creek  to  verify  the  flow  results.  The  load  reductions  required  in  the  receiving  stream  (Tenmile 
Creek)  were  approximately  60  percent  for  both  total  nitrogen  and  total  phosphorus.  These  reductions  are 
similar  to  those  indicated  by  the  water  quality  observations  in  Sevenmile  Creek.  Therefore,  for 
Sevenmile  Creek,  the  water  quality  observations  will  be  used  to  set  the  reductions:  65  percent  for  total 
nitrogen  and  79  for  total  phosphorus. 


Table  35.  Observed  nutrient  data  in  Sevenmile  Creek  segment  MT41I006  160. 

Sampling 
Site  ID 

Location 

Date 

Total  Phosphorus 

(mg/L) 

Total  Nitrogen 
(mg/L) 

4637471120 
33801 

Sevenmile  Creek  at  Mouth 

6/5/97 

0.150 

8/28/97 

0.080 

10/9/97 

0.070 

4/17/02 

0.038 

0.462 

5/28/02 

0.065 

0.373 

7/29/02 

0.049 

0.243 

10/9/02 

0.046 

0.264 

3/13/03 

1.610 

5.163 

5/27/03 

0.053 

0.336 

7/24/03 

0.068 

0.382 

12/4/03 

0.030 

0.442 

M09SVNMC 
01 

Sevenmile  Creek  upstream  of  Green  Meadow 
Drive 

7/30/01 

0.163 

1.210 

M09SVNMC 
02 

Sevenmile  Creek  upstream  of  bridge,  150  feet 
north  of  railroad  tracks 

7/31/01 

0.054 

0.410 

Average 

0.190 

0.929 
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4.1.4  Spring  Creek 

Spring  Creek  is  listed  for  nutrients  from  Corbin  Creek  to  the  mouth  at  Prickly  Pear  Creek.  There  is  no 
USGS  flow  gage  on  this  stream  with  which  to  estimate  allowable  nutrient  loads.  Simulated  flows  in  year 
2003  are  used  to  estimate  the  allowable  load  because  the  simulated  concentrations  that  year  are  within  the 
range  of  values  observed  during  2003.  The  simulated  average  total  nitrogen  concentration  in  2003  is  1.03 
mg-N/L  while  observed  values  range  from  0.37  to  1.05  with  an  average  of  0.71  mg-N/L.  Average 
simulated  total  phosphorus  in  2003  is  0.17  mg-P/L.  Observed  values  range  from  0.04  to  0.21  with  an 
average  of  0.13  mg-P/L. 


Table  36.  Observed  nutrient  data  in  Spring  Creek  segment  MT41 1006080 


Sampling  Site 
ID 

Location 

Date 

Total  Phosphorus 
(mg/L) 

Total  Nitrogen 
(mg/L) 

M09SPRGC01 

Spring  Creek  near  Jefferson  City 

7/14/2003 

0.039 

0.370 

8/11/2003 

0.205 

1.050 

7/27/2004 

0.050 

0.240 

8/27/2004 

0.010 

0.280 

9/9/2004 

0.009 

0.110 

9/24/2004 

0.007 

0.200 

Average 

0.053 

0.375 

Reductions  based  on  simulated  loads  are  75  percent  for  total  nitrogen  and  83  percent  for  total  phosphorus. 
Reductions  based  on  observed  2003  concentrations  are  54  percent  for  total  nitrogen  and  69  percent  for 
total  phosphorus.    Reductions  based  on  the  average  of  all  concentrations  are  12  percent  for  total  nitrogen 
and  25  percent  for  total  phosphorus.    The  TMDL  is  based  on  the  reductions  estimated  by  the  simulated 
loads  based  on  the  limited  water  quality  data.  It  is  acknowledged  that  this  is  possibly  an  over-estimate 
and  contributes  toward  the  TMDL's  margin  of  safety.  Table  37  summarizes  the  proposed  load  reductions 
for  each  subwatershed. 
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Table  37.  Cumulative  Nutrient  Load  Reductions  for  Listed  Segments  in  the  Lake  Helena  Watershed 
as  determined  using  observed  concentrations  and  simulated  loads  (Proposed  load  reductions 

shown  in  bold). 


Reductions  Based  on  Observed 
Concentrations 

Reductions  Based 

on  Simulated 

Loads 

Reach  Description 

# 
Samples 

TN 

TP 

TN 

TP 

Notes 

Spring  Creek 

6 

54 

69 

75 

83 

Reductions  based  on 
simulated  loads  due  to 
limited  water  quality 
data. 

Tenmile  Creek 

39A 

46 

49 

59 

61 

Reductions  based  on 
simulated  loads  to 
remain  consistent  with 
the  other  segments. 

Sevenmile  Creek 

13s 

65 

79 

86 

89 

Reductions  based  on 
observed  concentrations 
due  to  limited  available 
flow  data  and  to  be 
consistent  with  Tenmile 
reductions. 

Prickly  Pear  Creek 

6 

84 

93 

80 

87 

Reductions  based  on 
simulated  loads  due  to 
limited  water  quality 
data. 

39  samples  for  TP  and  27  for  TN. 
B1 3  samples  for  TP  and  10forTN. 


Public  Review  Draft 


C-57 


Model  Application 


Appendix  C 


4.2  Natural  Scenario 

To  provide  a  starting  point  for  evaluating  the  magnitude  of  potential  nutrient  impairments,  the  GWLF 
model  was  also  used  to  estimate  nutrient  loading  in  the  Lake  Helena  watershed  under  "natural" 
conditions.  It  should  be  noted  that  the  results  from  this  scenario  have  not  been  used  to  derive  nutrient 
concentration  targets  or  load  reductions.  This  scenario  has  been  developed  and  evaluated  for 
informational  purposes.  The  existing  scenario  includes  current  land  use  conditions,  wastewater  treatment 
plant  operations,  septic  systems,  and  the  Helena  Valley  Irrigation  District.  The  natural  scenario  models 
the  watershed  in  its  pre-disturbed  condition.  Septic  systems,  point  sources,  and  the  irrigation  system  are 
removed  from  the  loading  and  all  urban,  agricultural,  and  silvicultural  land  uses  are  converted 
proportionally  back  to  evergreen  forest,  shrubland,  or  grassland.  Table  38  summarizes  the  land  use  areas 
for  the  two  modeling  scenarios. 


Table  38.   Land  Use  Areas  for  the 

Lake  Helena  Existing 

Conditions  Modeling 

Land  Use 

Existing  (ac) 

Natural  (ac) 

Bare  Rock 

84 

84 

LDRa 

9,067 

- 

Quarries 

234 

- 

Water 

2,875 

2,875 

Transitional 

1,853 

- 

Deciduous  Forest 

1,241 

1,454 

Evergreen  Forest 

154,204 

171,484 

Mixed  Forest 

36 

36 

Shrubland 

37,014 

46,787 

Grassland 

129,060 

169,037 

Pasture/Hay 

14,892 

- 

Small  Grains 

16,925 

- 

Woody  Wetland 

1,270 

1,270 

Herbaceous  Wetlands 

421 

421 

Recent  Clear-cut 

522 

- 

Clear-cut  Regrowth 

3,571 

- 

Dirt  Roads 

3,326 

- 

Fallow 

2,546 

- 

Row  Crop 

2,093 

- 

Non-system  Roads 

153 

- 

LDRb 

2,950 

- 

Commercial/lndustrial/Transportation 

6,203 

- 

Urban/Recreational  Grasses 

1,001 

- 

Secondary  Paved  Roads 

1,904 

- 

Total  Watershed  Area 

393,445 

393,445 
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Under  natural  conditions,  grassland  areas  are  assumed  to  have  lower  animal  densities  compared  to 
grassland  under  existing  conditions,  which  is  often  used  for  organized  grazing.  Soil  compaction  is 
therefore  expected  to  be  lower  under  natural  conditions.  Curve  numbers  for  natural  grassland  area 
correspond  to  good  condition,  while  under  existing  conditions,  the  curve  numbers  correspond  to  fair 
conditions. 

Table  39  through  Table  41  summarize  the  predicted  increases  in  sediment,  nitrogen,  and  phosphorus  loads 
that  have  occurred  from  the  natural  condition  to  the  existing  condition.  Very  significant  increases  are 
projected  to  have  occurred  for  all  three  pollutants  in  almost  every  subwatershed. 


Table  39.  Change  in  Annual  Sediment  Load  from  Existing  to  Natural  Conditions  in  Lake  Helena 

Modeling  Subwatersheds 

Subwatershed 

Current  Average  Annual 
Sediment  Load  (mt) 

Natural  Average  Annual 
Sediment  Load  (mt) 

Percent  Increase 

Clancy  Creek 

3,774 

1,427 

164.5% 

Corbin  Creek 

432 

155 

179.2% 

Golconda  Creek 

228 

116 

95.8% 

Jackson  Creek 

701 

328 

114.0% 

Jennies  Fork 

378 

121 

212.9% 

Lake  Helena  Overland 
Flow 

5,614 

326 

1620.4% 

Lump  Gulch 

2,953 

1,013 

191.4% 

Middle  Fk.  Warm  Springs 

365 

119 

207.2% 

Middle  Tenmile  Creek 

2,238 

926 

141.6% 

N.  Fk.  Warm  Springs 
Creek 

168 

75 

123.9% 

Prickly  Pear  above  Spring 
Creek 

1,929 

977 

97.4% 

Prickly  Pear  above  Lake 
Helena 

765 

150 

411.4% 

Prickly  Pear  above  Lump 
Gulch 

1,495 

565 

164.5% 

Prickly  Pear  above  WWTP 
outfall 

1,829 

318 

474.4% 

Prickly  Pear  above  Wylie 
Drive 

6,239 

1,328 

369.9% 

Sevenmile  Creek 

2,874 

967 

197.3% 

Silver  Creek 

6,525 

1,183 

451.3% 

Skelly  Gulch 

1,277 

561 

127.5% 

Spring  Creek 

2,083 

739 

181.9% 

Tenmile  above  Prickly 
Pear 

3,861 

1,161 

232.6% 

Upper  Tenmile  Creek 

1,522 

659 

130.8% 

Warm  Springs  Creek 

818 

396 

106.4% 

Total  Watershed  Load 

48,067 

13,611 

253.2% 
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Table  40. Change  in  Annual  Nitrogen  Load  from 

Modeling  Su 


Existing  to  Natural  Conditions  in  Lake  Helena 
bwatersheds 


Subwatershed 

Current  Average  Annual 
Nitrogen  Load  (mt) 

Natural  Average  Annual 
Nitrogen  Load  (mt) 

Percent  Increase 

Clancy  Creek 

9.6 

3.5 

179.0% 

Corbin  Creek 

1.0 

0.4 

191.5% 

Golconda  Creek 

0.6 

0.3 

97.7% 

Jackson  Creek 

1.7 

0.8 

121.5% 

Jennies  Fork 

1.0 

0.3 

265.9% 

Lake  Helena  Overland 
Flow 

35.9 

0.9 

4030.3% 

Lump  Gulch 

9.0 

2.6 

242.1% 

Middle  Fk.  Warm  Springs 

0.8 

0.3 

170.7% 

Middle  Tenmile  Creek 

6.7 

2.4 

181.0% 

N.  Fk.  Warm  Springs 
Creek 

0.4 

0.2 

109.2% 

Prickly  Pear  above  Spring 
Creek 

5.5 

2.5 

118.9% 

Prickly  Pear  above  Lake 
Helena 

39.9 

0.3 

12762.8% 

Prickly  Pear  above  Lump 
Gulch 

6.8 

1.4 

378.4% 

Prickly  Pear  above  WWTP 
outfall 

9.5 

0.7 

1250.5% 

Prickly  Pear  above  Wylie 
Drive 

23.3 

3.3 

599.6% 

Sevenmile  Creek 

10.5 

2.3 

355.7% 

Silver  Creek 

59.9 

2.9 

1979.9% 

Skelly  Gulch 

3.5 

1.3 

167.0% 

Spring  Creek 

5.8 

1.8 

224.1% 

Tenmile  above  Prickly 
Pear 

26.9 

2.8 

860.0% 

Upper  Tenmile  Creek 

3.9 

2.0 

98.8% 

Warm  Springs  Creek 

2.9 

1.0 

191.4% 

To  Lake  Helena  from 
Irrigation  System 

54.5 

0 

N/A 

Total  Watershed  Load 

319.4 

33  8 

845.4% 
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Table  41.      Change  in  Annual  Phosphorus  Load  from  Existing  to  Natural  Conditions  in  Lake  Helena 

Modeling  Subwatersheds 


Subwatershed 

Current  Average  Annual 
Phosphorus  Load  (mt) 

Natural  Average  Annual 
Phosphorus  Load  (mt) 

Percent  Increase 

Clancy  Creek 

1.81 

0.73 

148.1% 

Corbin  Creek 

0.20 

0.08 

164.6% 

Golconda  Creek 

0.12 

0.06 

85.4% 

Jackson  Creek 

0.33 

0.16 

105.6% 

Jennies  Fork 

0.18 

0.06 

209.4% 

Lake  Helena  Overland 
Flow 

3.08 

0.17 

1728.3% 

Lump  Gulch 

1.48 

0.55 

169.4% 

Middle  Fk.  Warm  Springs 

0.17 

0.06 

180.6% 

Middle  Tenmile  Creek 

1.18 

0.50 

136.5% 

N.  Fk.  Warm  Springs 
Creek 

0.08 

0.04 

111.0% 

Prickly  Pear  above  Spring 
Creek 

1.03 

0.52 

97.1% 

Prickly  Pear  above  Lake 
Helena 

13.79 

0.07 

20320.0% 

Prickly  Pear  above  Lump 

Gulch 

0.85 

0.29 

189.0% 

Prickly  Pear  above  WWTP 
outfall 

1.20 

0.15 

697.1% 

Prickly  Pear  above  Wylie 
Drive 

3.14 

0.70 

351.8% 

Sevenmile  Creek 

1.50 

0.48 

208.3% 

Silver  Creek 

4.12 

0.60 

586.4% 

Skelly  Gulch 

0.63 

0.28 

124.3% 

Spring  Creek 

1.00 

0.38 

165.6% 

Tenmile  above  Prickly 
Pear 

2.36 

0.59 

300.6% 

Upper  Tenmile  Creek 

0.79 

0.40 

99.3% 

Warm  Springs  Creek 

0.44 

021 

111.1% 

To  Lake  Helena  from 
Irrigation  System 

6.90 

0 

N/A 

Total  Watershed  Load 

46.4 

7.1 

555.9% 
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4.3  Reduced  Scenario 

To  determine  the  potential  load  reductions  that  may  be  achievable  in  the  Lake  Helena  Watershed,  a 
"reduced"  scenario  was  run  in  GWLF.  The  following  load  reductions  were  assumed  for  the  reduced 
scenario: 

•  Dirt  Roads:  BMPs  will  remove  60  percent  of  sediment  as  well  as  sediment-associated  nutrients. 

•  Urban  areas:  BMPs  will  remove  80  percent  sediment,  50  percent  TP,  and  30  percent  TN  based  on 
typical  ranges  available  in  the  literature  (e.g.,  CWP,  2000). 

•  Abandoned  Mines:  BMPs  will  remove  79  percent  of  sediment  as  well  as  sediment-associated 
nutrients  based  on  an  evaluation  of  reclaimed  mines  in  the  Lake  Helena  watershed. 

•  Stream  Bank  Erosion:  Anthropogenic  loads  have  been  reduced  to  reference  conditions 

•  Non-system  roads  are  assumed  closed  and  reclaimed,  loads  are  zero 

•  All  septic  systems  are  simulated  as  performing  normally  (i.e.,  no  failing  septic  systems). 
Normally  functions  systems  are  assumed  to  discharge  no  phosphorus  but  nitrogen  loads  are  only 
reduced  due  to  plant  uptake. 

•  Agriculture:  Under  existing  conditions,  agriculture  is  simulated  with  no  BMPs.  Under  the 
reduced  scenario,  small  grains  are  assumed  in  a  wheat-grass  rotation  rather  than  a  wheat-fallow 
rotation.  For  row  crops,  residuals  are  left  on  the  field;  disk  turning  in  the  spring  replaces  turn 
plowing  in  the  fall.  All  fallow  fields  are  assumed  planted  with  alfalfa.  Buffer  strips  are  assumed 
to  remove  an  additional  60  percent  of  sediment  and  50  percent  of  nitrogen  and  phosphorus  based 
on  typical  ranges  available  in  the  literature  (e.g.,  Dillaha  et  al.,  1989). 

•  Timber  harvest  land  uses  (recent  clear  cut  and  clear  cut  regrowth)  are  simulated  as  full-growth 
forest 

•  No  reductions  are  currently  modeled  for  point  sources 

•  Nutrient  loads  from  the  Helena  Valley  Irrigation  District  are  assumed  reduced  by  50  percent 
based  on  best  professional  judgment. 

In  general,  most  of  the  load  reductions  proposed  above  are  conservative  (i.e.,  on  the  high  end  of  the  range 
of  potential  values)  and  assume  that  BMPs  will  be  applied  to  each  individual  source  (e.g.,  all  of  the  dirt 
roads)  within  each  of  the  broader  source  categories  (e.g.,  dirt  roads).  These  load  reductions  are  also 
assumed  to  equate  to  application  of  "all  reasonable  land,  soil,  and  water  conservation  practices".  It  is 
acknowledged  that  achieving  the  proposed  level  of  reductions  may  not  be  possible,  but  in  the  absence  of 
site-specific  data  for  each  individual  source  this  approach  provides  the  only  means  to  estimate  the 
maximum  load  reductions  that  may  be  technologically  achievable/feasible. 

The  results  of  the  reduced  scenario  are  presented  in  Appendix  A  by  TMDL  subwatershed. 
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4.4  Simplistic  Build-out  Scenario 

Since  the  1950's,  population  growth  in  the  Lake  Helena  Watershed  has  averaged  approximately  18 
percent  per  decade.  According  to  EPA's  "Onsite  Wastewater  Treatment  Systems  Manual"  (2002b),  each 
person  contributes  4.8  to  13.7  pounds  of  nitrogen  and  0.8  and  1.6  pounds  of  phosphorus  per  year.  As  a 
result,  there  is  a  direct  link  between  population  growth/development  and  increased  nutrient  loading. 
While  the  extent  to  which  population  growth  might  lead  to  increased  nutrient  loading  is  dependant  upon 
how  and  where  domestic  wastewater  is  treated  and  how  and  where  the  resulting  development  occurs, 
some  incremental  increase  in  nutrient  loading  is  inevitable  with  a  population  increase. 

A  simplistic  "build-out"  scenario  has  been  developed  and  modeled  to  demonstrate  the  extent  to  which 
nutrient  loading  might  increase  in  the  future.  This  scenario  assumes  that  population  growth  will  occur 
such  that  the  municipal  wastewater  discharge  facilities  in  the  Cities  of  Helena  and  East  Helena  attain  their 
design  flow  capacity,  and  the  level  of  treatment  at  each  of  these  facilities  remains  as  it  is  today.  Helena 
and  East  Helena  are  currently  at  approximately  50  percent  and  47  percent  of  their  design  flow  capacity, 
respectively.  This  scenario  assumes  100  percent.  This  scenario  further  assumes  that  all  of  the  parcels 
currently  platted  and  shown  on  the  2004  cadastral  data  base  (i.e.,  a  database  of  all  legally  defined  pieces 
of  land)  will  be  developed. 

The  modified  MRLC  land  use  classification  layers  were  used  to  select  private  parcels  that  are  currently 
not  classified  as  a  residential  category,  the  commercial/industrial/transportation  category,  or  an  active 
mine  or  quarry.  4,534  parcels  were  selected  as  a  result  of  this  analysis. 

For  this  scenario,  it  was  assumed  that  only  one  lot  per  parcel  would  be  developed.  This  resulted  in  adding 
an  additional  4,534  septic  systems  to  the  entire  watershed.  Because  approximately  80  percent  of  the 
parcels  are  larger  than  2  acres,  this  scenario  is  likely  an  underestimate  of  the  number  of  lots  that  may 
actually  be  developed  and  the  loading  that  may  occur  under  full  buildout. 

The  assumptions  for  the  low  intensity  residential  category,  LDRb,  were  chosen  to  add  1.1  acres  of  new 
development  for  each  of  the  4,534  parcels,  resulting  in  4,987  acres  of  new  development  in  the  Lake 
Helena  Watershed.  The  majority  of  the  current  land  use  categories  converted  were  grasslands  (50 
percent),  evergreen  forest  (30  percent),  and  shrubland  (15  percent).  To  reflect  additional  road  areas 
associated  with  the  projected  development,  the  current  ratios  of  LDRb  to  unpaved  roads  were  analyzed. 
This  ratio  was  used  as  a  multiplier  to  increase  the  unpaved  road  areas  in  each  subwatershed  proportionally 
to  the  new  area  of  LDRb  development.  For  those  areas  where  the  ratio  resulted  in  a  0  percent  increase  in 
road  area,  a  15  percent  increase  in  current  road  area  was  estimated  based  on  similar  subwatersheds 
(headwater  subwatersheds).  For  those  areas  where  the  ratio  resulted  in  more  than  a  100  percent  increase 
in  road  area,  a  100  percent  increase  in  current  road  area  was  calculated. 

It  is  acknowledged  that  this  scenario  represents  a  simplistic  view  of  the  future.  However,  the  purpose  of 
this  scenario  is  to  demonstrate  what  might  happen  in  the  future  when  the  two  largest  wastewater  discharge 
facilities  attain  their  design  capacity  and  much  of  the  developable  land  in  the  watershed  is  developed. 

0  through  Table  44  compare  the  sediment,  nitrogen,  and  phosphorus  loading  under  the  existing  and  build- 
out  scenarios.  The  subwatersheds  with  the  greatest  projected  increases  in  nutrient  loadings  are  Corbin 
Creek,  Prickly  Pear  Creek,  Middle  Fork.  Warm  Springs  Creek,  and  Upper  Tenmile  Creek.  At  the 
watershed  scale  there  is  a  small  net  increase  in  sediment  loading  and  fairly  significant  increases  in 
nitrogen  and  phosphorus  loading. 
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Table  42.  Change  in  Annual  Sediment  Load  from  Existing  to  Buildout  Conditions  in  Lake  Helena 

Modeling  Subwatersheds 


Subwatershed 

Current  Average  Annual 
Sediment  Load  (mt) 

Buildout  Average  Annual 
Sediment  Load  (mt) 

Percent  Increase 

Clancy  Creek 

3,774 

3,776 

0.1% 

Corbin  Creek 

432 

418 

-3.3% 

Golconda  Creek 

228 

237 

3.9% 

Jackson  Creek 

701 

706 

0.7% 

Jennies  Fork 

378 

421 

1 1 .2% 

Lake  Helena  Overland 
Flow 

5,614 

5,720 

1 .9% 

Lump  Gulch 

2,953 

2,995 

1 .4% 

Middle  Fk.  Warm  Springs 

365 

366 

0.1% 

Middle  Tenmile  Creek 

2,238 

2,325 

3.9% 

N.  Fk.  Warm  Springs 
Creek 

168 

174 

3.8% 

Prickly  Pear  above  Spring 
Creek 

1,929 

1,971 

2.2% 

Prickly  Pear  above  Lake 
Helena 

765 

767 

0.3% 

Prickly  Pear  above  Lump 
Gulch 

1,495 

1,657 

10.8% 

Prickly  Pear  above  WWTP 
outfall 

1,829 

1,894 

3.5% 

Prickly  Pear  above  Wylie 
Drive 

6,239 

6,445 

3.3% 

Sevenmile  Creek 

2,874 

3,119 

8.6% 

Silver  Creek 

6,525 

7,030 

7.7% 

Skelly  Gulch 

1,277 

1,415 

10.8% 

Spring  Creek 

2,083 

2,098 

0.7% 

Tenmile  above  Prickly 
Pear 

3,861 

4,113 

6.5% 

Upper  Tenmile  Creek 

1,522 

1,590 

4.5% 

Warm  Springs  Creek 

818 

936 

14.4% 

To  Lake  Helena  from 
Irrigation  System 

Total  Watershed  Load 

48,067 

50,171 

4.4% 

Note:  The  negative  percent  increase  in  Corbin  Creek  is  due  to  conversion  of  land  uses  with  low  vegetative  cover  to  urban  land  uses, 
which  are  assumed  to  have  established  lawns. 
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Table  43.  Change  in  Annual  Nitrogen  Load  from  Existing  to  Buildout  Conditions  in  Lake  Helena 

Modeling  Subwatersheds 


Subwatershed 

Current  Average  Annual 
Nitrogen  Load  (mt) 

Buildout  Average  Annual 
Nitrogen  Load  (mt) 

Percent  Increase 

Clancy  Creek 

9.6 

14.7 

53.1% 

Corbin  Creek 

1.0 

3.2 

207.7% 

Golconda  Creek 

0.6 

1.0 

72.7% 

Jackson  Creek 

1.7 

1.8 

9.8% 

Jennies  Fork 

1.0 

1.7 

75.6% 

Lake  Helena  Overland 
Flow 

35.9 

40.4 

12.5% 

Lump  Gulch 

9.0 

14.6 

61.3% 

Middle  Fk.  Warm  Springs 

0.8 

1.7 

117.1% 

Middle  Tenmile  Creek 

6.7 

8.0 

19.7% 

N.  Fk.  Warm  Springs 
Creek 

0.4 

0.6 

53.5% 

Prickly  Pear  above  Spring 
Creek 

5.5 

9.5 

72.3% 

Prickly  Pear  above  Lake 
Helena 

39.9 

90.1 

125.8% 

Prickly  Pear  above  Lump 
Gulch 

6.8 

13.4 

98.7% 

Prickly  Pear  above  WWTP 
outfall 

9.5 

12.9 

36.2% 

Prickly  Pear  above  Wylie 
Drive 

23.3 

35.5 

52.3% 

Sevenmile  Creek 

10.5 

14.6 

39.0% 

Silver  Creek 

59.9 

71.4 

19.3% 

Skelly  Gulch 

3.5 

6.3 

77.8% 

Spring  Creek 

5.8 

11.4 

97.2% 

Tenmile  above  Prickly 
Pear 

26.9 

35.0 

30.3% 

Upper  Tenmile  Creek 

3.9 

7.9 

104.0% 

Warm  Springs  Creek 

2.9 

5.1 

76.6% 

To  Lake  Helena  from 
Irrigation  System 

54.5 

54.5 

0.0% 

Total  Watershed  Load 

319 

455 

42.6% 
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Table  44.  Change  in  Annual  Phosphorus  Load  from  Existing  to  Buildout  Conditions  in  Lake  Helena 


Modeling  Su 

bwatersheds 

Subwatershed 

Current  Average  Annual 
Phosphorus  Load  (mt) 

Buildout  Average  Annual 
Phosphorus  Load  (mt) 

Percent  Increase 

Clancy  Creek 

1.81 

2.06 

13.8% 

Corbin  Creek 

0.20 

0.29 

44.0% 

Golconda  Creek 

0.12 

0.15 

25.3% 

Jackson  Creek 

0.33 

0.34 

3.1% 

Jennies  Fork 

0  18 

0.23 

30.1% 

Lake  Helena  Overland 
Flow 

3.08 

3.20 

4.1% 

Lump  Gulch 

1.48 

1.75 

18.4% 

Middle  Fk.  Warm  Springs 

0.17 

0.23 

31.9% 

Middle  Tenmile  Creek 

1.18 

1.26 

7.0% 

N.  Fk.  Warm  Springs 
Creek 

0.08 

0.09 

15.6% 

Prickly  Pear  above  Spring 
Creek 

1.03 

1.28 

24.3% 

Prickly  Pear  above  Lake 
Helena 

13.79 

45.40 

229.2% 

Prickly  Pear  above  Lump 
Gulch 

0.85 

1.24 

45.7% 

Prickly  Pear  above  WWTP 
outfall 

1.20 

1.33 

10.4% 

Prickly  Pear  above  Wylie 
Drive 

3.14 

3.69 

17.4% 

Sevenmile  Creek 

1.50 

1.75 

16.7% 

Silver  Creek 

4.12 

4.74 

15.1% 

Skelly  Gulch 

0.63 

0.81 

28.9% 

Spring  Creek 

1.00 

1.28 

28.0% 

Tenmile  above  Prickly 
Pear 

2.36 

2.74 

15.9% 

Upper  Tenmile  Creek 

0.79 

1.07 

34.5% 

Warm  Springs  Creek 

0.44 

0.59 

34.5% 

To  Lake  Helena  from 
Irrigation  System 

6.90 

6.90 

0.0% 

Total  Watershed  Load 

46 

82 

77.7% 
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4.5  Lake  Helena  Response  to  Scenarios 

The  BATHTUB  model  was  used  to  simulate  the  potential  impacts  of  the  natural,  reduced,  and  buildout 
scenarios  on  Lake  Helena.  The  results  are  summarized  in  Table  45.  Model  results  indicate  that  lake 
water  quality  is  significantly  worse  today,  under  the  existing  condition,  compared  to  the  natural  condition, 
and  is  projected  to  deteriorate  further  under  the  simplistic  full  build-out  scenario.  The  results  of  the 
reduced  scenario  indicate  slightly  improved  conditions  compared  to  the  existing  condition. 


Table  45.  Comparison  of  Simulated  Average  Total  Nitrogen,  Total  Phosphorus,  and  Chlorophyll  a 
Concentrations  in  Lake  Helena  Under  Four  Modeling  Scenarios 


Parameter 

Natural 

Existing 

Reduced 

Buildout 

Total  Nitrogen  (mg-N/L) 

0.41 

1.67 

1.51 

2.00 

Total  Phosphorus  (mg-P/L) 

0.115 

0.149 

0.136 

0.263 

Chlorophyll  a  (ng/L) 

12.11 

56.3 

51.3 

72.8 
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5.0  UNCERTAINTY  OF  THE  GWLF/BATHTUB  MODELING 

There  were  several  goals  of  the  Lake  Helena  nutrient  and  sediment  modeling  effort: 

•  To  determine  the  relative  significance  of  each  of  the  sediment  and  nutrient  source  categories 
within  each  TMDL  subwatershed. 

•  To  determine  how  sediment  and  nutrient  loads  in  the  watershed  have  been  affected  by 
anthropogenic  activities  (i.e.,  comparison  of  existing  and  natural  scenarios)  and  the  resulting 
impact  to  Lake  Helena. 

•  To  determine  how  loads  might  change  in  the  future  with  increased  development  of  the  watershed 
and  the  resulting  impact  to  Lake  Helena. 

•  To  determine  allowable  and  existing  loads  at  various  points  in  the  watershed  that  lack  observed 
flow  and/or  water  quality  data. 

Relatively  simple  models  were  chose  to  accomplish  these  goals  because  of  the  lack  of  data  with  which  to 
calibrate  more  complex  models.  The  models  were  set  up  using  the  best  available  data  and  output  was 
compared  to  the  limited  observed  data.  Output  from  the  models  was  also  reviewed  by  the  project  team  to 
ensure  that  it  was  reasonable  compared  to  local  knowledge  of  the  watershed.  Errors  in  the  model  output 
are  present  and  expected,  and  are  primarily  governed  by  errors  and  uncertainty  with  the  following  model 
inputs: 

•  Only  one  weather  station  was  available  to  represent  an  area  of  greater  than  600  square  miles  with 
extreme  variations  in  elevation. 

•  Limited  information  was  available  on  the  timing  or  location  of  water  withdrawals  and  other 
anthropogenic  impacts  to  flows. 

•  No  information  was  available  on  the  extent  of  timber  harvest  on  private  land.  We  assumed  that 
harvesting  occurs  at  a  continuous  rate  allowing  for  a  90-year  harvest  cycle  (1/90  of  private  land  is 
harvested  each  year).  However,  it  is  more  likely  that  large  cuts  occur  sporadically. 

•  Only  limited  data  were  available  on  the  extent  of  failing  septic  systems  in  the  watershed.  We 
assumed  that  7  percent  of  the  systems  were  failing  but  this  is  likely  an  under-estimate  in  certain 
parts  of  the  watershed  and  an  over-estimate  in  others. 

•  Applying  constant  monthly  loads  from  the  Helena  Valley  Irrigation  District,  point  sources,  and 
septic  systems  may  oversimplify  the  loading  from  these  sources,  which  may  explain  the  relatively 
constant  chlorophyll  a  predictions  for  the  lake  across  all  modeling  years. 

•  There  is  a  general  lack  of  understanding  about  the  interaction  between  surface  water  and 
groundwater  in  the  Helena  Valley. 

Despite  these  limitations,  the  GWLF  and  BATHTUB  models  are  believed  to  be  useful  tools  to  help 
further  the  understanding  of  water  quality  in  the  Lake  Helena  watershed.  They  were  used,  in 
combination  with  all  other  available  information,  to  identify  those  waterbodies  that  are  impaired  and 
to  develop  all  necessary  TMDLs.  The  limitations  of  the  models  were  taken  into  consideration  during 
their  application  as  follows: 

•  The  primary  purpose  of  the  GWLF  modeling  effort  was  to  determine  the  relative  difference  in 
sediment  and  nutrient  loads  from  each  significant  source  category  (e.g.,  point  sources,  roads, 
septic  systems).    These  loads  are  most  sensitive  to  annual  flow  volumes,  which  are  largely  driven 
by  the  runoff  that  occurs  during  the  wettest  months.  GWLF  performs  reasonably  well  at 
matching  annual  flows  as  well  as  spring  snowmelt  volumes  (refer  to  Section  2.5.1).  Default 
values  were  used  for  most  of  the  loading  parameters  (e.g.,  runoff  concentrations,  soil  nutrient 
concentrations)  due  to  a  lack  of  local  data  and  to  ensure  the  modeling  results  are  consistent  with 
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previously  validated  studies.  The  relative  difference  between  the  various  source  categories  is 
therefore  believed  reasonable,  even  though  the  magnitude  of  the  loads  might  be  in  error. 

•  Another  purpose  of  the  modeling  effort  was  to  evaluate  the  extent  to  which  sediment  and  nutrient 
loads  in  the  watershed  have  been  affected  or  might  be  affected  by  anthropogenic  activities.  This 
was  done  by  comparing  the  results  of  the  existing  scenario  to  artificial  "natural"  and  "build  out" 
scenarios.    The  results  of  the  GWLF/BATHTUB  model  under  natural  conditions  are  considered 
reasonable  because  transport  parameters  for  undisturbed  land  uses  are  well  established.  The 
results  of  the  GWLF/BATHTUB  model  for  the  build-out  scenario  likely  have  a  high  degree  of 
uncertainty  due  to  the  simplifying  assumptions  that  were  made.  However,  the  results  are  believed 
to  provide  a  reasonable  estimate  of  the  potential  increase  in  loads. 

•  The  GWLF  model  was  also  used  to  estimate  the  nutrient  load  reductions  required  to  meet  the 
proposed  interim  water  quality  targets.  Accurate  estimates  of  these  reductions  require  the  model 
to  correctly  simulate  both  existing  flows  (to  calculate  the  allowable  loads  in  streams  without  flow 
data)  and  existing  loads.  It  is  acknowledged  that  there  is  a  fair  amount  of  uncertainty  in  these 
values  due  to  the  limitations  identified  above.  The  reductions  simulated  by  the  model  were 
therefore  tempered  by  a  comparison  to  the  available  data;  however,  the  available  data  are  also 
limited  (i.e.,  few  samples,  little  seasonal  variability).  The  proposed  reductions  should  therefore 
be  viewed  as  preliminary  goals  to  be  refined  during  an  adaptive  management  process. 

•  Finally,  the  modeled  loads  presented  in  Appendix  A  have  purposefully  been  rounded  to  a 
minimum  of  significant  figures  so  that  the  loads  do  not  appear  to  be  more  accurate  than  they  are. 
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1.0  INTRODUCTION 

Twenty  stream  segments  in  the  Lake  Helena  Watershed  have  been  placed  on  Montana's  303(d)  list  for 
suspected  water  quality  impairments  due  to  sediment.  Data  analyzed  for  the  Volume  1  report  indicated 
that  sediment  TMDL  development  was  necessary  for  17  of  the  20  listed  segments  (Table  1-1).  The 
Generalized  Watershed  Loading  Function  (GWLF)  model  was  chosen  to  simulate  sediment  and  nutrient 
loads  from  large-scale  land  uses  in  the  Lake  Helena  watershed.  Additional  and/or  complimentary 
sediment  assessment  methodologies  were  implemented  to  account  for  site-specific  and  in-stream 
sediment  sources  that  GWLF  was  unable  to  account  for  during  the  modeling  process.  These  included: 

•  Remote  sensing  using  GIS  and  air  photos.  These  assessments  were  complimentary  to  the  GWLF 
analysis,  which  was  conducted  at  a  sub-watershed  scale.  The  results  from  the  remote  sensing 
analysis  allowed  for  the  identification  and  delineation  of  specific  source  areas  to  facilitate  future 
restoration  efforts,  and  were  also  used  as  a  means  to  validate  the  GWLF  generated  results. 

•  Stream  bank  erosion  assessments.  GWLF  did  not  account  for  sediment  loading  from  stream  bank 
erosion.  Therefore,  the  results  of  this  assessment  were  added  to  the  sediment  loads  generated  by 
GWLF  to  develop  the  total  sediment  loading  for  each  assessment  unit. 

•  Analysis  of  sediment  loading  from  abandoned  mines.  GWLF  did  not  account  for  sediment 
loading  from  abandoned  mines.  Therefore,  the  results  of  this  assessment  were  added  to  the 
sediment  loads  generated  by  GWLF  to  develop  the  total  sediment  loading  for  each  assessment 
unit  where  abandoned  mines  constituted  a  potential  sediment  source. 

•  Culvert  failure  analysis.  The  results  from  this  analysis  have  not  been  incorporated  into  the  total 
sediment  loads  estimated  for  each  assessment  unit.  Potential  culvert  failures  represent  a  potential 
future  source  of  sediment.  These  results  have  been  incorporated  into  the  allocation  component  of 
the  TMDL  process  presented  in  Appendix  A  of  Volume  II. 

•  WEPP: Road  modeling  analysis.  The  decision  to  implement  this  modeling  exercise  was  related  to 
scale  issues  associated  with  the  GWLF  model.  GWLF  functions  at  a  watershed  or  sub  watershed 
scale,  but  the  input  parameters  lack  the  detail  to  model  site-specific  road  related  sediment  loading. 
In  order  to  assist  in  the  identification  of  road  sediment  source  areas,  site  specific  road  data  was 
collected  and  modeled  using  WEPP:Road.  The  results  will  be  used  to  guide  future  restoration 
activities  and  have  been  compared  to  the  results  generated  by  GWLF  for  validation  purposes  and 
as  one  means  to  assess  potential  uncertainty. 

This  report  summarizes  the  additional  sediment  assessment  methodologies,  assumptions  and  results  for 
the  sediment-listed  watersheds. 
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Table  1-1.    Water  Quality  Status  of  Suspected  Sediment  Impaired  Water  Bodies  and  Required 

TMDLs  in  the  Lake  Helena  Watershed. 


Water  Body  Name 
and  Number 

Suspected 
Impairment  Causes 

Conclusions 

Proposed  Action 

Clancy  Creek,  MT41I006J20 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Corbin  Creek,  MT41I006_090 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Golconda  Creek,  MT41I006_070 

Sediment 

Not  impaired 

A  TMDL  will  not  be  written. 

Jackson  Creek,  MT41I006_190 

Sediment 

Not  impaired 

A  TMDL  will  not  be  written. 

Jennie's  Fork,  MT41I006_210 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Lump  Gulch,  MT41I006_130 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Middle  Fork  Warm  Springs 
Creek,  MT41I006J  00 

Sediment 

Impaired 

A  TMDL  will  be  written. 

North  Fork  Warm  Springs  Creek, 
MT41I006J80 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Prickly  Pear  Creek, 
MT41 1006_060 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Prickly  Pear  Creek, 
MT41I006__050 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Prickly  Pear  Creek, 
MT41I006_040 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Prickly  Pear  Creek, 
MT41I006_030 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Prickly  Pear  Creek, 
MT41I006_020 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Sevenmile  Creek, 
MT41I006J60 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Skelly  Gulch,  MT41I006_220 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Spring  Creek,  MT41I006_080 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Tenmile  Creek,  MT41I006_141 

Sediment 

Not  impaired 

A  TMDL  will  not  be  written. 

Tenmile  Creek,  MT41I006_142 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Tenmile  Creek,  MT41I006_143 

Sediment 

Impaired 

A  TMDL  will  be  written. 

Warm  Springs  Creek, 
MT41I006_110 

Sediment 

Impaired 

A  TMDL  will  be  written. 
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2.0  SEDIMENT  SOURCES  -  REMOTE  QUANTIFICATION 

Remote  sediment  source  quantification  for  the  303(d)  sediment  impaired  streams  was  conducted  with  a 
GIS  using  digital  orthophotos  and  topographic  maps.  Source  assessment  of  streams  within  the  Helena 
area  was  conducted  on  1-foot  resolution,  true  color  orthophotos  taken  in  2004.  Many  of  the  headwater 
streams  were  assessed  on  1 -meter  resolution,  black  and  white  orthophotos  taken  between  1995  and  1998. 
GIS  layers  for  roads,  railways,  mines,  and  the  GPS  positions  of  the  2003  and  2005  field  source 
assessments  were  also  incorporated  to  aid  the  analysis. 

The  303(d)  sediment  impaired  streams  were  broken  into  reaches  on  the  basis  of  land  ownership, 
topography,  and  land  use.  The  17  sediment  impaired  stream  segments  were  broken  into  a  total  of  93 
reaches  (Figure  2-1).  For  each  stream  reach,  observations  were  recorded  for  the  following  variables: 
reach  length,  length  of  reach  with  road  encroachment  (left  and  right  banks),  valley  length,  length  of  reach 
with  rip-rap  (left  and  right  banks),  valley  slope,  jetties,  channel  sinuosity,  dikes,  channel  slope,  percent  of 
reach  affected  by  mining,  bankfull  width,  and  land  use. 

Qualitative  information  was  also  recorded  for  observations  such  as  degree  of  channelization,  number  of 
road  crossings,  and  overall  channel  condition.  Measurements  were  made  in  a  GIS  using  the  measure  tool. 
Stream  length  was  measured  along  the  center  of  the  channel,  while  stream  sinuosity  was  derived  from  the 
center  channel  length  divided  by  the  valley  length.  Channel  slope  was  derived  from  the  valley  slope 
divided  by  the  stream  sinuosity.  Elevation  ranges  for  slope  measures  were  taken  from  the  USGS 
1 :24,000  digital  topographic  maps.  Road  encroachment  measured  the  length  of  stream  reach  where  a 
road  or  railway  was  located  adjacent  to  the  stream  (within  100  feet),  and  was  either  altering  the  natural 
stream  course  and/or  restricting  access  to  the  floodplain.  A  GIS  calculation  was  performed  that  tabulated 
the  length  of  roads  and  railways  within  100  feet  of  each  reach.  Percent  of  each  reach  affected  by  mining, 
so  as  to  disrupt  the  channel  course,  was  either  directly  measured  or  estimated  based  on  field  knowledge  of 
the  streams  and  the  location  of  mines.  Other  characteristics,  such  as  rip-rap,  jetties,  dikes,  and  land  use 
were  inferred  from  the  photos,  and  are  representative  of  features  that  were  visible  at  the  scale  of  the 
photo.  GPS  positions  from  the  2003  and  2005  field  source  assessments  were  used  to  help  tabulate  rip-rap, 
jetties,  and  dikes. 

An  historical  analysis  of  channel  alterations  was  conducted  for  a  portion  of  Prickly  Pear  Creek,  from  just 
above  the  confluence  with  Beavertown  Creek  to  Montana  City.  This  area  corresponded  with  portions  of 
segments  MT41I006060  and  MT41I006_040,  and  all  of  segment  MT41I006_050.  Stereo-pair,  black 
and  white  aerial  photos  taken  in  1956  at  a  scale  of  1:12,000  were  obtained  from  the  Montana  Department 
of  Transportation.  The  photographs  represented  channel  condition  before  the  construction  of  Interstate 
15.  The  historical  photographs  were  analyzed  and  compared  to  metrics  from  recent  photographs.  Photo 
measurements  were  made  using  a  digitizing  planimeter.  In  order  to  compare  channel  metrics  to  those 
measured  from  the  orthophotos,  the  historical  measurements  were  normalized  using  the  ratio  between  the 
valley  lengths  of  the  1956  photos  and  the  recent  orthophotos. 
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Figure  2-1.  Source  Assessment  Reach  Breaks  of  the  Lake  Helena  303(d)  Sediment  Impaired 

Streams 
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2.1  Sediment  from  Streambank  Instability 

Streambank  erosion  is  an  inherent  part  of  channel  evolution  and  can  contribute  significant  quantities  of 
sediment  to  stream  system  sediment  loads  based  on  a  combination  of  climatic  and  physiographic  features. 
However,  anthropogenic  impacts,  such  as  grazing,  mining,  timber  harvest,  road  encroachment,  riparian 
vegetation  removal,  and/or  channel  alterations  can  result  in  elevated  rates  of  streambank  erosion.  The 
intent  of  this  analysis  was  to  provide  an  estimate  of  sediment  loads  from  streambank  erosion  within  the 
listed  watersheds.  Modeled  sediment  load  was  allocated  into  two  source  categories:  anthropogenic  or 
natural. 

Due  to  the  size  of  the  Lake  Helena  TPA  and  the  large  number  of  listed  stream  miles,  a  coarse  filter 
approach  was  used  to  estimate  the  sediment  load  related  to  stream  bank  instability.  Bank  Erosion  Hazard 
Index  (BEHI)  assessments  were  conducted  on  eroding  streambanks  within  representative  intra-segment 
reaches.  Eroding  streambanks  were  surveyed  by  Land  &  Water/PBS&J  personnel  during  the  preliminary 
source  assessment  in  August,  2003,  and  March,  2005  during  the  sediment  source  assessment.  Results 
from  sampled  reaches  were  averaged  and  extrapolated  to  the  full  perennial  stream  length  within  a  listed 
stream  segment's  watershed.  The  BEHI  assessments  were  based  on  a  slightly  modified  version  of  the 
Rosgen  (1996)  method  to  characterize  stream  bank  conditions  into  numerical  indices  of  bank  erosion 
potential. 

The  modified  BEHI  methodology  evaluated  a  stream  bank's  inherent  susceptibility  to  erosion  as  a 
function  of  six  factors,  including: 

1 .  The  ratio  of  stream  bank  height  to  bankfull  stage. 

2.  The  ratio  of  riparian  vegetation  rooting  depth  to  stream  bank  height. 

3.  The  degree  of  rooting  density. 

4.  The  composition  of  stream  bank  materials. 

5.  Stream  bank  angle  (i.e.,  slope). 

6.  Bank  surface  protection  afforded  by  debris  and  vegetation. 

To  determine  annual  sediment  load  from  eroding  stream  banks  in  each  BEHI  category,  bank  retreat  rates 
developed  by  Rosgen  (2001)  were  utilized  (Table  2-1).  The  rate  of  erosion  was  then  multiplied  by  the 
area  of  eroding  bank  (square  feet)  to  obtain  a  volume  of  sediment  per  year,  and  then  multiplied  by  the 
sediment  density  (average  bulk  densities  were  1.41  g/cm3  within  granitic  parent  material,  and  1.31  g/cm3 
outside  of  the  batholith,  USDA,  1998)  to  obtain  a  mass  of  sediment  per  year. 


Table  2-1.    Bank  Retreat  Rates  Used  for  Banks  of  Varying  Severity  of  Erosion 

Bank  Erosion  Hazard 
Condition 

Retreat  Rate  from  Rosgen  2001 

(ft/yr)  -  used  for  A  and  B 

channels 

Retreat  Rate  from  Rosgen  2001 
(ft/yr)  -  used  for  C  channels 

Low 

0.045 

0.09 

Moderate 

0.17 

0.34 

High 

0.46 

0.7 

Severe 

0.82 
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Total  sediment  load  from  eroding  streambanks  of  each  sediment-listed  stream  was  generated  by  averaging 
intra-segment  (reach)  sediment  loads  (on  a  percentage  stream  length  basis),  and  applying  this  value  to  the 
entire  perennial  stream  length  within  the  segment.  For  this  purpose,  each  listed  segment  was  divided  into 
approximately  5  assessment  reaches  (actual  number  reaches  varied  from  2  to  10)  based  on  homogeneity 
of  land  use,  vegetation  and  geomorphic  character.  Each  listed  reach  outside  the  Helena  National  Forest 
boundary  was  visited,  and  BEHI  measurements  were  conducted  where  eroding  streambanks  were 
observed.  Representative  eroding  streambanks  were  surveyed  using  the  BEHI  methodology.  The  survey 
results  were  extrapolated  to  an  identified  percentage  of  the  reach  (or  segment)  length.  Total  extrapolated 
eroding,  and  non-eroding,  streambank  lengths  were  calculated  through  direct  observation  during  the 
source  assessment,  and/or  through  the  aerial  photo  assessment. 

For  example,  if  the  BEHI  analysis  resulted  in  an  average  segment  sediment  load  of  0.02  tons/foot/year 
from  a  segment's  surveyed  eroding  streambank;  the  total  channel  length  is  3  miles,  and  the  condition  of 
the  surveyed  eroding  streambank  represented  20%  of  the  total  channel  length.  (This  20%  example  relates 
to  total  eroding  streambanks  from  river  right  and  river  left.)  The  0.02  tons/ foot/year  is  extrapolated  to  the 
entire  eroding  perennial  streambank  length  of  the  segment;  i.e.,  20%  of  3  miles  (15,840  ft.)  of  streambank 
is  3168  feet;  applying  the  unit  based  sediment  load  of  0.02  tons  (0.02  x  3168  ft)  results  in  a  total  sediment 
load  from  eroding  streambanks  from  this  theorized  segment  of  63.4  tons/yr. 

Additionally,  the  total  sediment  load  related  to  eroding  streambanks  was  divided  between  naturally 
occurring  erosion,  and  that  which  appeared  to  be  anthropogenically  induced.  This  allocation  was 
determined  through  observations  made  during  field  reconnaissance  and  by  aerial  photo  assessments. 
Land  uses  adjacent  to,  or  in  some  cases  upstream  from,  eroding  streambanks  were  surveyed.  The 
majority  of  land  uses  found  to  contribute  to  eroding  streambanks  included  channel  encroachment  or 
sinuosity  reductions  related  to  transportation  infrastructure,  which  includes  interstate  highways, 
city/county  roads,  forest  roads,  and  rail-roads;  riparian  vegetation  reduction  caused  by  grazing  in  or  near 
the  riparian  zones;  and  historic  mining  activities.  Based  on  these  assessment  results,  percentages  of 
eroding  bank  lengths  were  generated  and  allocated  to  natural  or  anthropogenic  sources  within  each 
segment. 

The  watershed  scale  estimates  of  streambank  erosion  are  based  on  extrapolation  from  field  surveys 
conducted  on  representative  listed  stream  segment  reaches.  The  extrapolation  methodology  likely 
overestimates  the  total  amount  of  streambank  erosion.  Additionally,  due  to  constraints  posed  by  physical 
infrastructure,  and  access  conflicts,  it  may  not  be  practical  or  possible  to  restore  all  areas  of  human-caused 
streambank  erosion  to  reference  levels.  Therefore,  this  load  reduction  is  likely  an  overestimate. 

2.2  Reference  Streambank  Erosion 

Reference  level  sediment  loads  were  developed  as  target  values  for  anthropogenically  related  streambank 
erosion  sediment  loads.  Reference  BEHI  values,  stratified  by  Rosgen  (1996)  stream  type  were  developed 
from  the  Beaverhead-Deerlodge  National  Forest  field  measurement  database,  which  is  composed  of 
survey  data  collected  across  the  Beaverhead-Deerlodge  National  Forest. 

The  Beaverhead-Deerlodge  has  systematically  conducted  stream  reach  surveys  of  representative  reaches 
throughout  southwest  Montana  since  1991.  This  survey  data  has  been  synthesized  in  a  single  database. 
Numerous  habitat,  hydraulic  and  morphometric  parameters  (including  BEHI)  were  collected  at  each 
survey  site.  Data  collection  is  based  on  the  Rosgen  (1996)  stream  classification  system.  Though  the 
majority  of  surveyed  stream  reaches  were  impacted  by  a  variety  of  anthropogenic  influences,  a  database 
of  reference  conditions,  stratified  by  Rosgen  stream  type,  was  distilled  from  the  overall  database.  These 
reference  database  values  were  used  to  establish  the  reference  BEHI  conditions  for  the  Lake  Helena 
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TMDL  analysis  area.  Reference  BEHI  scores  are  as  follows:  A  channels  =  21.06,  B  channels  =  20.49,  C 
channels  =  20.32,  and  E  channels  =  18.77  (Bengeyfield,  1999). 

Modeled  reference  sediment  loads  used  the  same  BEHI  sediment  load  model  that  was  used  to  model  the 
existing  condition  scenario  (section  1.2.1  above).  Reference  BEHI  values  were  incorporated  into  the 
model  with  a  reduced  length  of  eroding  streambank  in  order  to  calculate  reference  sediment  yield. 
Reference  BEHI  values  for  segments  composed  of  multiple  stream  types  were  generated  by  averaging  the 
BEHI  values  of  the  relevant  stream  types.  Based  on  the  construction  of  the  model,  changing  these  two 
parameters  resulted  in  the  generation  of  the  reference  sediment  load  from  eroding  streambanks. 

Reference  values  and  the  portion  of  the  total  load  considered  "natural"  are  not  analogous  and  therefore  the 
values  of  the  two  sediment  load  categories  vary.  Calculated  reference  sediment  load  values  will  be  used 
as  targets  for  sediment  load  reduction  from  anthropogenically  related  eroding  streambanks.  Reference  is 
defined  as  conditions  that  would  be  found  in  the  absence  of  any  anthropogenic  activity  within  the 
watershed.  Natural  is  defined  as  existing  streambank  erosion  with  no  directly  attributable  source  land- 
use.  Due  to  the  nature  of  the  channel  alteration/modification  assessment,  an  inherent  margin  of  error  is 
introduced  into  this  survey.  Additionally,  using  reference  values  as  reduction  targets  may  overestimate 
sediment  load  reduction  due  potential  lack  of  access,  or  constraints  posed  by  physical  infrastaicture. 
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3.0  ABANDONED  MINE  RELATED  SEDIMENT 

Sediment  loads  associated  with  abandoned  mining  were  calculated  for  sites  throughout  the  Lake  Helena 
watershed.  Potential  sediment  source  locations  were  delineated  from  the  High  Priority  Abandoned 
Hardrock  Mine  Sites,  and  Abandoned  and  Inactive  Mines  of  Montana,  as  well  as  the  National 
Hydrography  Dataset  GIS  data  layers.  Potential  sediment  source  delineation  criteria  were  as  follows: 
mine  sites  within  300  feet  of  stream,  or  mines  within  1000  feet  of  stream  in  areas  where  slopes  are  greater 
than  30  percent. 

This  GIS  exercise  generated  223  mines  deemed  to  be  potential  sediment  sources.  These  mines  were 
cross-referenced  with  Montana  Bureau  of  Mines  and  Geology  (MBMG)  reports,  and  the  Montana  State 
Bureau  of  Abandoned  Mines.  Available  MBMG  documents  reported  that  12  of  the  Abandoned-Inactive 
mines  were  probable  sediment  sources.  Additionally,  records  of  High  Priority  Abandoned  Hardrock 
Mine  Sites  from  the  Montana  State  Bureau  of  Abandoned  Mines  indicated  that  eighteen  ( 1 8)  additional 
mine  sites  were  probable  sediment  sources.  The  MBMG  and  Bureau  of  Abandoned  Mine  reports 
contained  CAD  drawings  of  the  mine  sites  with  areas  and  volumes  of  tailings  and  waste  rock  piles. 

Area  based  sediment  loads  for  waste  rock  piles  were  obtained  from  a  report  produced  by  CDM,  for 
USEPA,  for  use  in  the  Upper  Tenmile  Creek  Mining  Area  Superfund  site.  CDM  used  RUSLE  version 
1.06  to  generate  sediment  yield  of  27  tons/acre/year  from  nose  slopes,  and  16  tons/acre/year  from  side 
slopes  of  waste  rock  piles  in  loamy-sand  textured  soil.  Sediment  delivery  ratios  were  generated  based  on 
methodology  described  in  Guidelines  for  the  Use  of  the  Revised  Universal  Soil  Loss  Equation  (RUSLE) 
Version  1.06  on  Mined  Lands,  Construction  Sites,  and  Reclaimed  Lands  (Toy  and  Galetovic,  1999). 
Five  of  the  High  Priority  Abandoned  Mine  sites  were  reported  to  be  reclaimed.  The  level  of  reclamation, 
and  associated  reduction  in  sediment  production  was  field-assessed  in  the  summer  of  2005  at  each  of  the 
five  sites.  Of  the  five  mine  sites,  only  one  (Alta)  was  not  fully  vegetated  and  continued  to  generate 
sediment.  Pre-  and  post-reclamation  sediment  loads  were  calculated  for  reclaimed  mine  scenarios. 
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4.0  POTENTIAL  SEDIMENT  LOADING  RISK  FROM  CULVERT  FAILURE 

Culvert  failure  is  typically  a  result  of  run-off  or  stream  flow  ponding  behind  the  culvert  inlet.  Ponding 
may  result  from  debris  obstructing  run-off/stream  flow  conveyance,  or  the  installation  of  an  undersized 
culvert.  Historically,  most  culverts  were  sized  to  convey  a  twenty-five  (25)  year  discharge  event  (B. 
Stuart,  personal  communication).  This  return  interval  has  been  determined  to  be  inadequately  short,  and 
has  resulted  in  numerous  undersized  culverts  on  the  landscape.  Culverts  currently  being  installed  are 
typically  sized  to  convey  at  least  a  100-year  discharge  event.  The  large  numbers  of  undersized  culverts 
on  the  landscape  have  resulted  in  an  increased  probability  of  sediment  loading  from  culvert  fill  material 
during  catastrophic  culvert  failure.  Surveys  indicate  that  many  of  the  culverts  within  the  Lake  Helena 
TPA  are  undersized  (B.  Stuart,  personal  communication)  and  at  increased  risk  of  failure. 

A  culvert  hazard  analysis  was  conducted  by  the  Helena  National  Forest  in  the  Poorman  Creek  watershed 
in  1996.  Poorman  Creek  is  not  within  the  Lake  Helena  TPA;  however,  the  similarity  in  age  of  the  forest 
road  infrastructure  justifies  the  extrapolation  of  analysis  results  to  forest  roads  within  the  Lake  Helena 
TPA  (B.  Stuart,  personal  communication).  Culverts  dimensions  were  surveyed  and  risk  of  failure  was 
qualitatively  rated  as  high,  moderate,  or  low.  On  a  percentage  basis,  the  Poorman  Creek  culvert  hazard 
analysis  reported:  high  risk  of  culvert  failure  =  45%,  moderate  risk  of  culvert  failure  =  30%,  low  risk  of 
culvert  failure  =  25%.  The  corresponding  percentages  were  extrapolated  and  applied  to  the  Lake  Helena 
TPA. 

4.1  Additional  Roads  Assessment  Using  WEPP:Road 

An  alternative  road  sediment  analysis  was  conducted  in  addition  to  the  GWLF  modeling.  This  secondary 
modeling  effort  utilized  the  WEPP:Road  module  developed  by  the  Rocky  Mountain  Research  Station, 
USFS.  The  decision  to  implement  this  modeling  exercise  was  related  to  scale  issues  associated  with  the 
GWLF  model.  GWLF  is  well-suited  for  estimating  sediment  loads  at  the  watershed  scale,  but  the  input 
parameters  lack  the  detail  to  model  site  specific  road  related  sediment  loading.  In  order  to  assist  in  the 
identification  of  road  sediment  source  areas,  site  specific  road  data  was  collected  and  modeled  using 
WEPP:Road. 

A  stratified  random  sample  was  conducted  in  each  sediment  listed  watershed.  All  stream-road  crossings 
within  each  listed  watershed  were  identified,  and  assigned  a  unique  numeric  identifier  through  GIS. 
(Only  roads  available  on  the  most  recent  GIS  roads  layer  were  used,  it  is  likely  that  roads  are  present  on 
the  landscape  that  were  not  captured  by  the  GIS  roads  layer.)  Random  numbers  were  assigned  to  each 
road  crossing,  and  then  ranked  in  ascending  order.  The  sampling  protocol  required  that  1 0%  of  all  road 
crossings  within  each  sediment  listed  watershed  would  be  visited  and  surveyed.  The  requisite  number  of 
crossings  were  surveyed  in  each  watershed  by  Land  &  Water/PBS&J  personnel  during  the  spring  of  2005. 

WEPP  uses  the  RockClime  climate  generator  to  model  weather  events  over  a  thirty  year  period.  A  single 
RockClime  climate  station  was  developed  and  used  for  the  entire  sampling  area.  This  station  was 
"located"  at  5415  feet  and  "received"  14.3  inches  of  precipitation  annually.  The  analysis  area  was 
divided  into  two  soil  types,  sandy  loam  and  loam.  The  soil  type  used  to  model  an  individual  watershed 
was  based  on  that  watershed's  underlying  geology.  Sandy  loam  soils  were  used  for  watersheds  in  granitic 
geologies,  and  loam  soils  were  used  in  watersheds  in  the  northern  Lake  Helena  watershed,  outside  of  the 
batholith. 
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5.0  SEDIMENT  MODELING  RESULTS 

This  section  summarizes  the  results  of  the  additional  sediment  source  assessment  modules. 

5.1  Remote  sediment  source  quantification 

The  remote  sediment  source  quantification  of  current  stream  conditions  for  the  sediment  impaired  streams 
represents  a  refinement  to  the  measurements  and  observations  assembled  for  the  original  Preliminary 
Source  Assessment  (Appendix  C),  of  the  Volume  I-  Watershed  Characterization  and  Water  Quality 
Status  Review  (2004).  The  results  of  this  current  remote  survey  were  used  in  conjunction  with  field  work 
conducted  in  the  summer  of  2003  and  the  spring  of  2005  to  generate  sediment  loads  and  to  estimate  the 
degree  of  channel  alterations.  In  many  instances  channel  alterations,  such  as  length  of  rip-rap,  are 
underestimated  due  to  lack  of  visibility  on  the  orthophotos.  See  Tables  5-1  to  5-3  for  the  results  of  the 
aerial  sediment  source  assessment. 

The  historical  analysis  of  channel  alterations  along  Upper  Prickly  Pear  Creek  was  conducted  to 
differentiate  the  effects  of  channel  alterations  due  to  historical  placer  mining  from  the  construction  of 
Interstate  15.  The  most  notable  channel  change  for  this  portion  of  Prickly  Pear  Creek  was  the 
replacement  of  channel  encroachment  from  placer  tailing  piles  to  encroachment  from  the  interstate  and 
secondary  roads  (Table  5-4).  On  average,  segments  MT41I006_060  and  MT41I006_050  had  a  loss  of 
sinuosity  at  9%  and  8%  respectively.  This  loss  of  sinuosity  coincided  with  an  average  increase  in  channel 
slope  of  8%  and  4%  for  the  corresponding  reaches.  The  surveyed  portions  of  segments  MT4 1 1006_060, 
MT41I006_050,  and  MT41I006_040  had  an  average  gain  in  bankfull  width  of  59%,  34%,  and  13%, 
respectively.  The  portion  of  segment  MT41I006_060  surveyed  had  an  overall  loss  of  encroachment  for 
both  the  left  and  right  banks  due  to  the  removal  of  tailings  piles  and  relocation  of  the  channel.  But  both 
segment  MT41I006_050  and  the  portion  of  MT4 1 1006_040  surveyed  had  an  overall  increase  in  left  and 
right  bank  encroachment  due  to  the  interstate  and  secondary  road  development.  As  an  example,  one  reach 
of  segment  MT41I006_050  went  from  4  road  crossings  in  1956  to  12  in  1995.  Although  channel  pattern 
may  never  recover  to  undisturbed  conditions,  the  riparian  vegetation  appears  to  have  rebounded  in  many 
of  the  reaches  surveyed.  See  Tables  5-5  to  5-7  for  the  results  of  the  historical  aerial  assessment. 


Public  Review  Draft  D-13 


Modeling  Results 


Appendix  D 


Table  5-1.    Summary  of  Channel  Changes  on  Upper  Prickly  Pear  Creek  since  1956 

303(d)  Segment 

Reach  ID 

Sinuosity 
A 

Channel 
Slope  A 

Bankfull 
Width  A 

Left  Bank 
Encroachment 

A* 

Right  Bank 
Encroachment 

A* 

MT41I006  060 

60  R5 

-9% 

NC 

64% 

0% 

-100% 

MT41I006  060 

60  R6 

-9% 

8% 

53% 

-83% 

-85% 

MT41I006  060 

Average 

-9% 

8% 

59% 

-42% 

-92% 

MT41I006  050 

50  R1 

-9% 

10% 

96% 

-100% 

-2% 

MT41I006  050 

50  R2 

-25% 

22% 

3% 

-26% 

-57% 

MT41I006  050 

50  R3 

NC 

NC 

43% 

75% 

21% 

MT41I006  050 

50  R4 

-8% 

0% 

30% 

1080% 

67% 

MT41I006  050 

50  R5 

10% 

-17% 

25% 

217% 

43% 

MT41I006  050 

50  R6 

NC 

NC 

9% 

-72% 

-42% 

MT41I006  050 

Average 

-8% 

4% 

34% 

195% 

5% 

MT41I006  040 

40  R1 

NC 

NC 

49% 

-50% 

-48% 

MT41I006  040 

40  R2 

NC 

NC 

-22% 

34% 

131% 

MT41I006  040 

40  R3 

NC 

NC 

12% 

100% 

100% 

MT41I006  040 

Average 

NC 

NC 

13% 

28% 

61% 

NC  =  No  Change 

'Measures  for  the  specified  reaches  on  recent  photos  were  made  for  all  forms  of  encroachment,  not  just  roads  (i.e.  placer  tailings 

piles) 
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Figure  5-1.         Locations  of  the  2003  and  2005  Field  Survey  Source  Assessment  Sites 
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5.2  Sediment  from  Streambank  Instability 

As  discussed  in  Section  1.2,  stream  bank  erosion  was  determined  to  be  a  potentially  significant  source  of 
sediment  throughout  the  Lake  Helena  TPA.  Average  BEHI  ratings  for  all  sediment  listed  segments  varied 
between  "moderate"  and  "high"  for  all  the  listed  segments,  however  intra-segment  reach  BEHI  ratings 
varied  between  "low"  and  "very  high"  (Table  5-8).  Intra-segment  variability  was  a  product  of 
heterogeneous  land  ownership  and  land  use.  BEHI  rating  and  reach  location  were  well  correlated. 
Segments  with  BEHI  ratings  of  "high"  were  largely  confined  to  higher  order  stream  segments  lower  in  the 
watershed.  Higher  ordered  segments  tend  to  have  finer  substrate,  and  a  greater  intensity  of  land  use;  both, 
of  which  result  in  increased  streambank  instability. 

Sediment  load  from  streambank  erosion  for  the  Lake  Helena  TPA  was  estimated  to  be  6162.1  metric 
tons/year.  Of  this  total,  4815  tons/year  were  generated  within  the  Prickly  Pear  watershed,  and  the 
remaining  1347  tons/year  were  generated  within  the  Tenmile/Sevenmile  watershed. 

Estimated  Streambank  erosion  sediment  loads  were  divided  between  natural  and  anthropogenic  causes 
based  on  field  and  aerial  assessment.  Of  the  total  sediment  load  (6162.1  tons),  4725  tons,  or 
approximately  77%  was  related  to  anthropogenic  activities,  the  remaining  1438  tons,  or  approximately 
23%  was  related  to  naturally  occurring  streambank  erosion.  The  results  of  this  analysis  on  a  watershed 
basis  are  summarized  below  in  Table  5-8. 


Table  5-8.    Sediment  Loads  from  Erodi 

rig  Streambanks  by  Source 

Reach  ID 

Reach 

Anthropogenic 

Related  Eroding 

Banks               (%) 

Anthropogenic 

Sediment  Load 

(mt/yr) 

Natural 

Sediment 

Load  (mt/yr) 

Total  Existing 

Sediment 
Load  (mt/yr) 

Reference 

Sediment 

Load  (mt/yr) 

PP20 

85% 

5166 

91.2 

607.8 

49.3 

PP30 

85% 

20.5 

3.6 

24.1 

2.1 

PP50 

100% 

142.4 

0.0 

142.4 

4.0 

PP60 

55% 

1134.7 

928.4 

2063.1 

782 

Corbin 

90% 

24.9 

2.8 

27.7 

2.0 

Spring 

95% 

76.8 

4.0 

80.8 

0.7 

Clancy 

85% 

1193.1 

210.5 

1403.6 

221.4 

Warm  Sprs 

60% 

35.1 

23.4 

58.5 

12.7 

Lump 

80% 

325.4 

81.3 

406.7 

81.3 

Mid-Tenmile 

95% 

296.8 

15.6 

312.4 

57.3 

Lower  Tenmile 

95% 

281.7 

14.8 

296.5 

27.0 

Skelly 

45% 

21.6 

26.4 

47.9 

22.0 

Sevenmile 

95% 

652.2 

34.3 

686.5 

17.5 

Jennies  Fork 

70% 

2.7 

1.2 

3.9 

1.5 
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Reference  condition  eroding  streambank  quantities  were  calculated  based  on  data  collected  from 
reference  stream  segments,  described  in  Section  1 .2.2  above.  The  load  reduction  target  value  for 
anthropogenic  streambank  erosion  is  the  segment  reference  level  sediment  load  (Table  5-9). 
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5.3  Abandoned  Mine  Related  Sediment 

GWLF  does  not  have  the  capability  to  model  sediment  load  associated  with  abandoned  mines. 
Consequently  abandoned  mines  were  modeled  with  an  alternative  methodology,  developed  by  CDM  for 
USEPA  for  use  in  the  Upper  Tenmile  Creek  Superfund  area.  Tables  below  describe  the  sediment  loads 
associated  with  each  mine  site  determined  to  be  a  sediment  source  (Table  5-10),  and  on  a  watershed  basis 
(Table  5-1 1).  Five  of  the  mines  (Gregory,  Alta,  Bertha,  Nellie  Grant,  and  Corbin  Flats)  have  been 
reclaimed  in  recent  years,  and  correspondingly  the  associated  sediment  yield  has  decreased  (Table  5-10, 
and  5-11).  Reduction  of  mine  specific  sediment  production  was  calculated  by  measuring  the  area  of  un- 
vegetated  polygons  (with  laser  rangefinder  and/or  measuring  wheel),  and  applying  an  appropriate 
sediment  delivery  ratio  to  these  areas,  within  the  total  mine  site  area.  This  un-vegetated  area  was 
subtracted  from  the  total  mine  site  area  in  order  to  calculate  the  total  vegetated  area,  which  are  no  longer 
generating  detectable  quantities  of  sediment.  The  difference  in  the  pre-  and  post-reclamation  vegetated 
area  and  sediment  delivery  ratio  resulted  in  the  post-reclamation  sediment  load  reduction. 

The  total  pre-reclamation  sediment  load  from  abandoned  mines  was  1097.8  tons/year,  or  0.03%  of  the 
total  Lake  Helena  sediment  load;  total  post  reclamation  sediment  load  was  455.5  tons/yr,  or  0.01%  of 
total  Lake  Helena  sediment  load.  Watershed  wide,  reclamation  activities  reduced  abandoned  mine  related 
sediment  yield  by  642.3  ton/year,  or  59%  of  pre-reclamation  total  sediment  load.  Based  on  data  collected 
from  the  five  reclaimed  abandoned  mine  sites,  the  average  decrease  in  percent  sediment  reduction  from 
pre-  to  post-reclamation  per  mine  was  79%.  Consequently,  the  abandoned  mines  sediment  reduction 
target  was  set  at  79%  of  existing  sediment  load. 
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Table  5-10. 

Sediment  Loads  by  Abandoned  Mine  Site 

Mine 

Watershed 

Total 
Sediment 
Producing 
Area  (ft2) 

Pre- 

reclamation 

Sediment 

Load  (t/yr) 

Post- 
reclamation 
Sediment 
Load  (t/yr) 

CRAWLEY  CAMP 

Clancy  Creek 

No  data 

GREGORY 

Clancy  Creek 

77235 

32.8 

0.0 

ALTA 

Corbin  Creek 

39000 

16.1 

16.1 

BERTHA 

Corbin  Creek 

12510 

4.4 

0.06 

BLACK  JACK  MINE 

Corbin  Creek 

11768.75 

4.6 

N/A 

NELLIE  GRANT 

Lump  Gulch 

5040 

1.0 

0.01 

FROHNER  MINE  AND  MILL 

Lump  Gulch 

87120 

44.1 

N/A 

YAMA  GROUP  MINE 

Lump  Gulch 

33750 

6.2 

N/A 

MIDDLE  FORK  WARM  SPRINGS 

Middle  Fk.  Warm  Springs 

27300 

8.8 

N/A 

SOLAR  SILVER 

Middle  Fk.  Warm  Springs 

12000 

4.9 

N/A 

NEWBURGH  MINE  /  FLEMING  MINE 

Middle  Fk.  Warm  Springs 

205920.7 

81.1 

N/A 

WARM  SPRINGS  TAILINGS  ADIT 

Middle  Fk.  Warm  Springs 

369453.2 

98.7 

N/A 

WHITE  PINE  MINE 

Middle  Fk.  Warm  Springs 

70638.6 

31.9 

N/A 

ARMSTRONG  MINE 

Middle  Tenmile  Creek 

46475 

13.8 

N/A 

BEATRICE 

Middle  Tenmile  Creek 

7695 

2.3 

N/A 

UPPER  VALLEY  FORGE 

Middle  Tenmile  Creek 

7590 

2.2 

N/A 

COPPER  GULCH 

Prickly  Pear  above  Spring  Creek 

19602 

3.9 

N/A 

BLUEBIRD 

Spring  Creek 

87914.98 

47.0 

N/A 

CORBIN  FLATS 

Spring  Creek 

1742400 

587.9 

0.0 

WASHINGTON 

Spring  Creek 

61440 

31.5 

N/A 

SALVAI  /  MT  WASHINGTON  MINE 

Spring  Creek 

32065.3 

10.9 

N/A 

MONITOR  CREEK  TAILINGS 

Upper  Tenmile  Creek 

10500 

5.3 

N/A 

NATIONAL  EXTENSION 

Upper  Tenmile  Creek 

12000 

6.1 

N/A 

PETER 

Upper  Tenmile  Creek 

1150 

0.6 

N/A 

RED  MOUNTAIN 

Upper  Tenmile  Creek 

15675 

6.2 

N/A 

RED  WATER 

Upper  Tenmile  Creek 

4500 

2.3 

N/A 

VALLEY  FORGE/SUSIE 

Upper  Tenmile  Creek 

26700 

10.4 

N/A 

WOODROW  WILSON 

Upper  Tenmile  Creek 

600 

0.3 

N/A 

BADGER 

Warm  Springs  Creek 

43877.5 

19.7 

N/A 
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Table  5-11.  Sediment  Loads  from  Abandoned  Mine  Sites  by  Sub-Watershed 

Sub-watershed 

Pre-reclamation 

Delivered  Sediment 

Load  (t/yr) 

Post-reclamation  Delivered 
Sediment  Load  (t/yr) 

Reduction  in  Sediment  Load 
from  reclamation  activities 

(%) 

Clancy  Creek 

32.8 

0.0 

100% 

Corbin  Creek 

25.1 

4.7 

81.3% 

Spring  Creek 

677.4 

89.5 

86.8% 

Lump  Gulch 

51.3 

50.3 

1 .9% 

Middle  Fork  Warm 
Springs 

225.4 

N/A 

0.0% 

Warm  Springs  Creek 

19.7 

N/A 

0.0% 

Prickly  Pear  above 
Spring  Creek 

3.9 

N/A 

0.0% 

Silver  Creek 

12.5 

N/A 

0.0% 

Middle  Tenmile 
Creek 

18.3 

N/A 

0.0% 

Upper  Tenmile 
Creek 

31.2 

N/A 

0.0% 

Total 

1097.8 

N/A 

0.0% 
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5.4  Potential  Sediment  Loading  Risk  from  Culvert  Failure 

Culvert  survey  data  within  the  Lake  Helena  TPA  was  unavailable.  Sediment  loading  related  to  potential 
culvert  failure  was  based  on  a  culvert  hazard  analysis  conducted  by  Helena  National  Forest  personnel 
within  the  Poorman  Creek  watershed.  The  average  culvert  fill  volume  associated  with  culvert  failure  was 
842.6  ft.3/per  culvert  (calculated  from  reported  culvert  fill  dimensions).  Based  on  a  dry  material  density 
of  125  lbm/ft3,  the  resultant  average  sediment  load  would  be  52.7  tons  per  culvert  failure. 

In  order  to  generate  potential  sediment  loading  from  culvert  failure  within  the  Lake  Helena  TPA,  all 
paved  roads  were  assumed  to  utilize  bridges  for  stream  crossings,  and  all  gravel/native  surfaced  roads 
were  assumed  to  utilize  culverts  for  road-stream  crossings,  and  thus  the  focus  of  culvert  failure.  The 
results  from  this  analysis  are  displayed  on  a  listed  segment  basis  in  Table  2.12,  below.  Total  potential 
sediment  load  from  within  the  Lake  Helena  TPA  was  18,642  tons.  Watersheds  with  the  greatest  potential 
for  sediment  contributions  were  those  with  large  numbers  of  graveled  road  stream  crossings,  which 
typically  were  located  on  county  and  Forest  Service  roads  in  more  rural  parts  of  the  watersheds. 

Available  data  suggest  that  approximately  45%  of  the  culverts  within  the  Lake  Helena  watershed  are  at  a 
high  risk  of  failure  due  to  inappropriate  culvert  sizing.  Sediment  from  culvert  failure  was  not  factored 
into  the  TMDL  load  allocation  because  it  is  a  theoretical  load.  However,  with  the  proper  meteorological 
event  this  load  could  become  a  reality.  It  is  presented  in  this  appendix  for  reference  purposes,  and  the 
hope  that  road  related  BMP  upgrades  will  include  culvert  replacement  and  enlargement. 
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Table  5-12.  Estimates  of  Sediment  Loads  from  Culvert  Failure 


Watershed 

Watershed 
Size  (mi2) 

Miles  of 
Roads 

Road 
Density 
(mi/mi2) 

Road 

Erosion 

Sediment 

Load 

(metric 

tons/year) 

Number  of 

Stream 
Crossings1 

Potential 

Culvert  Failure 

Sediment  Load 

(metric  tons) 

Prickly  Pear 
MT411006_020 

6.6 

29.3 

4.5 

3.3 

14 

47.8 

Prickly  Pear 
MT411006_030 

19.4 

150.3 

7.7 

84.8 

108 

47.8 

Prickly  Pear 
MT411006_040 

73.7 

226.6 

3.1 

776.4 

291 

1672.0 

Prickly  Pear 
MT411006_050 

25.4 

63.8 

2.5 

237.9 

81 

1242.1 

Prickly  Pear 
MT411006JD60 

26.7 

50.0 

1.9 

432.3 

61 

1003.2 

Corbin  Creek 
MT411006_090 

2.7 

8.1 

3.0 

87.5 

12 

286.6 

Spring  Creek 
MT411006_080 

18.2 

55.9 

3.1 

453.6 

69 

2102.0 

Clancy  Creek 
MT411006_120 

33.0 

53.5 

1.6 

418.9 

79 

571.8 

North  Fork  Warm 

Springs 
MT411006J80 

2.1 

5.7 

2.7 

82.7 

5 

47.8 

Middle  Fork  Warm 

Springs 

MT411006_100 

3.4 

2.5 

0.7 

48.7 

5 

238.9 

Warm  Springs 
MT411006_110 

15.1 

21.5 

1.4 

214.3 

52 

1003.2 

Lump  Gulch 
MT411006_130 

43.4 

106.4 

2.5 

852.2 

124 

2197.5 

Middle  Tenmile 
MT411006J42 

38.6 

58.2 

1.5 

438.8 

78 

1767.6 

Lower  Tenmile 
MT411006_143 

76.2 

253.0 

3.3 

327.7 

244 

668.8 

Skelly  Gulch 
MT411006_220 

38.9 

21.4 

1.8 

248.4 

29 

525.5 

Sevenmile  Creek 
MT411006_160 

38.9 

79.1 

2.0 

318.8 

133 

1194.3 

Jennies  Fork 
MT41 10066  210 

"T= .          

1.0 

7.1 

3.6 

244.6 

11 

477.7 

Based  on  GIS  road  and  stream  layers.  Some  crossings  that  appear  on  GIS  layers  may  not  actually  exist  on  the  ground 
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5.5  WEPP:Road,  Additional  Roads  Assessment 

Results  from  the  WEPP:Road  road  sediment  modeling  analysis  were  highly  variable.  This  result  was  not 
unexpected  due  to  the  variety  of  road  configurations  surveyed  during  the  data  collection  phase.  The 
majority  of  the  modeled  road  sediment  was  related  to  a  minority  of  unpaved  road  segments.  This  was 
confirmed  during  source  assessment  data  collection,  as  a  few  isolated  road  segments  produced  the 
majority  of  the  sediment.  The  combination  of  field  source  assessment  and  site  specific  modeling  will 
assist  with  restoration  priority  development,  as  well  as  load  reduction  related  to  restoration/BMP 
implementation. 

Total  sediment  load  modeled  by  WEPP:Road  was  225.5  metric  tons,  the  majority  of  this  sediment  is 
related  to  three  watersheds,  upper  Tenmile  (70.4  mt),  Sevenmile  (54.9  mt),  and  Prickly  Pear  40  (25.5  mt). 
Direct  model  comparisons  between  GWLF  road  output  and  WEPP:Road  would  be  inappropriate  due  to 
differences  in  model  scale  and  function.  The  WEPP  generated  data  will  only  be  used  to  set  restoration 
priorities. 
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6.0  CONCLUSIONS 

The  results  of  the  supplemental  sediment  source  assessment  modules  will  serve  as  a  tool  for  setting 
restoration  priorities  within  the  Lake  Helena  watershed  and  have,  in  some  cases,  provided  a  means  for 
validating  results  produced  by  GWLF.  Efforts  were  made  to  reduce  the  uncertainty  associated  with  the 
generated  sediment  loads  via  field  verification,  consultation  with  watershed  experts,  and  implementation 
of  established  models  and  methodologies.  However,  given  the  size  of  the  watershed  and  extent  of 
sediment  impairments,  some  level  of  uncertainty  is  unavoidable.  It  is  anticipated  that  additional  source 
assessment  will  likely  be  necessary  prior  to  implementing  future  restoration  activities.  The  GPS  locations 
and  photographs  of  field  survey  sites  will  be  on  file  with  the  Montana  Department  of  Environmental 
Quality,  and  represent  areas  within  the  watershed  with  documented  erosion  problems. 
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1.0     Point  Sources 

There  are  eight  permitted  point  sources  and  seven  permitted  stormwater  discharges  in  the  Lake  Helena 
watershed  (Figure  1).  There  are  also  six  small  facilities  that  are  not  required  to  have  Montana  Pollutant 
Discharge  Elimination  System  (MPDES)  permits.  The  following  sections  summarize  each  facility's  flow, 
and  permitted  nutrient  and  metals  data.  Furthermore,  the  receiving  waterbody,  and  any  other  information 
that  might  be  relative  to  the  Lake  Helena  TMDL  Planning  Area  are  discussed.  Information  was  obtained 
from  EPA's  online  Permit  Compliance  System  Database  (PCS),  from  Montana  DEQ  paper  records,  from 
the  1998  Helena  Area  Wastewater  Treatment  Facility  Plan  (Damschen  &  Associates,  Inc.),  and  from 
personal  communications  with  Montana  DEQ  staff. 
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Figure  1.     Location  of  point  sources  in  the  Lake  Helena  watershed. 
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1.1  MPDES  Permits 

The  following  sections  summarize  the  MPDES  permitted  point  sources  in  the  Lake  Helena  watershed. 

1.1.1  Evergreen  Nursing  Facility  (MT0023566) 

The  Evergreen  Nursing  Facility  is  located  in  Clancy,  Montana  in  the  Prickly  Pear  Creek  subwatershed. 
The  facility  operates  a  secondary  treatment  activated  sludge  wastewater  system  with  a  design  flow  of 
15,000  GPD.  Under  Montana  DEQ  Permit  #MT0023566  (issued  for  December  1995  to  November  2000), 
the  facility  has  a  permitted  discharge  of  15,000  GPD,  and  does  not  currently  have  permit  limits  for  any 
species  of  nitrogen  or  phosphorus.  Thirty-four  occupants  along  with  all  support  staff  for  the  Evergreen 
Nursing  facility  are  served  by  this  system.  Discharge  from  the  facility  enters  a  small  cooling  pond  ( 1  -5 
hour  retention  time)  before  finally  discharging  to  Prickly  Pear  Creek  (Jim  Llyod,  Personal 
Communications,  September  27,  2005).  Water  from  the  facility's  geothermal  heating  system  is  also 
routed  through  the  retention  pond.  The  average  observed  flow  rate  from  January  1998  to  April  2005  was 
6,876  GPD,  with  an  average  TN  concentration  of  1 1.9  mg/L,  an  average  TP  concentration  of  2.9  mg/L, 
and  an  average  NO1NO3  concentration  of  8.4  mg/L. 

1 .1 .2  City  of  Helena  WWTP  (MT0022641 ) 

The  City  of  Helena  wastewater  treatment  facility  is  located  in  the  northeast  section  of  Helena,  Montana  in 
the  Prickly  Pear  Creek  subwatershed.  Prior  to  2001,  the  facility  operated  a  secondary  treatment  biotower 
system.  In  June  of  2001,  an  advanced  secondary  treatment  wastewater  system  with  nitrification/ 
denitrification  went  online.  Under  Montana  DEQ  Permit  #MT0022641  (issued  for  December  1996  to 
October  2001),  the  facility  has  a  permitted  discharge  of  6.2  MGD,  and  permitted  ammonia  limits  that  vary 
per  month  (see  Montana  DEQ  Circular  WQB7).  No  other  nutrient  parameters  have  permit  limits.  At  the 
time  of  the  permit  application,  the  system  served  approximately  30,000  people  from  the  City  of  Helena 
and  surrounding  areas,  encompassing  an  area  of  15.8  square  miles.  With  30,000  people,  the  system  is 
running  at  half  capacity  (assuming  100  GPD  per  person).     The  City  of  Helena  currently  has  plans  to 
annex  an  additional  5.3  square  miles  in  the  Tenmile  Creek  and  the  Prickly  Pear  Creek  subwatersheds  (see 
Figure  2).  Transitional  areas  of  concern  (15.9  sq.  mi.)  have  also  been  identified  for  possible  annexation  at 
a  later  date. 

Discharge  from  the  Helena  treatment  plant  enters  an  unnamed  irrigation  ditch  that  originates  near  the 
facility,  and  eventually  flows  into  Prickly  Pear  Creek.  However,  during  the  irrigation  season  (April- 
October),  irrigators  withdraw  water  from  the  ditch,  and  surface  water  flows  from  the  plant  rarely  reach 
Prickly  Pear  Creek.  Solid  waste  is  either  composted,  land  applied,  or  stored  in  a  landfill.  The  average 
observed  flow  rate  from  June  2001  to  July  2005  was  3.1  MGD,  with  an  average  TN  concentration  of  7.9 
mg/L,  an  average  TP  concentration  of  4.9  mg/L,  and  an  average  NO7NO3  concentration  of  5.2  mg/L. 


Public  Review  Draft  E-3 


Point  Sources 


Appendix  E 


l-IHD  Lakes 
,   NHD  Streams 
Major  Roads 
/\/  Interstate 
/\/\J.S.  Route 
.'-,  -'  Secondary 

Roads 
Existing  Sewered  Areas  and  Zones  of  Annexation 
2]  Existing  Sewered  Areas 

]  Annex  Zone 
B]  Transitional  Zone 


N 


2  Miles 


Figure  2.     Area  served  by  the  city  of  Helena  and  East  Helena  wastewater  treatment  systems. 
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1 .1 .3  City  of  East  Helena  WWTP  (MT0022560) 

The  City  of  East  Helena  wastewater  treatment  facility  is  located  approximately  0.5  miles  north  of  the  city 
in  the  Prickly  Pear  Creek  subwatershed.  Prior  to  2003,  the  facility  operated  three  partially  mixed  ponds 
with  a  designed  retention  time  of  30-days.  In  2003,  the  plant  was  renovated  and  now  operates  an 
advanced  secondary  treatment  activated  sludge  system  with  nitrification.  Under  Montana  DEQ  Permit 
#MT0022560  (issued  for  April  1997  to  March  2002),  the  facility  has  a  permitted  discharge  of  0.43  MGD, 
permitted  TP  load  of  20  lbs/day,  and  a  permitted  TN  load  of  80  lbs/day.  At  the  time  of  the  permit 
application,  the  system  served  approximately  1,673  people  from  East  Helena  and  the  surrounding  area 
(excluding  the  Eastgate  Subdivision),  encompassing  an  area  of  approximately  one  square  mile  (see  Figure 
2).  With  1,673  people,  the  system  is  running  at  39  percent  of  capacity  (assuming  100  GPD  per  person). 

Discharge  from  the  East  Helena  treatment  plant  enters  an  unnamed  ditch  that  discharges  into  Prickly  Pear 
Creek.  The  average  observed  flow  rate  from  January  2003  to  July  2005  was  0.20  MGD,  with  an  average 
TN  concentration  of  23.2  mg/L,  an  average  TP  concentration  of  3.6  mg/L,  and  an  average  NO2NO3 
concentration  of  14.3  mg/L.  Ammonia  concentrations  were  non-detectable  for  most  sampling  events  (less 
than  0.1  mg/L).  Prior  to  the  plant  upgrade,  ammonia  concentrations  were  much  higher  (average  of  4.1 
mg/L)  and  N02N03  concentrations  much  lower  (average  of  1 .0  mg/L).  The  current  values  reflect  the 
facility's  new  nitrification  system,  which  converts  ammonia  to  nitrate  and  nitrite. 

1 .1 .4  ASARCO  (East  Helena  Lead  Smelter)  (MT0030147) 

The  ASARCO  wastewater  treatment  facility  is  located  in  the  City  of  East  Helena,  Montana  in  the  Prickly 
Pear  Creek  subwatershed.  Due  to  the  history  of  plant  operations  and  upgrades,  wastewater  flows  and 
quality  have  dramatically  changed  over  the  years.    This  analysis  focuses  on  the  operation  of  the 
ASARCO  facility  from  April  2001  (when  the  plant  stopped  full  operations)  through  the  present 
(September  2005). 

Currently,  the  ASARCO  facility  operates  a  three-phase  high-density  sludge  (HDS)  wastewater  treatment 
system.  Under  Montana  DEQ  Permit  #MT0030147  (issued  for  November  1996  to  September  2001),  the 
facility  has  a  permitted  discharge  of  158,400  GPD,  and  a  load  based  permit  for  various  metals.  Permitted 
metals  loads  include  arsenic  (2.55  lbs/day),  cadmium  (0.2061  lbs/day),  copper  (2.354  lbs/day),  lead 
(0.515  lbs/day),  and  zinc  (1.88  lbs/day).  No  species  of  nitrogen  or  phosphorus  have  permit  limits.  Since 
the  plant  is  not  currently  operational,  the  wastewater  facility  currently  only  treats  water  from  remediation 
wells  and  onsite  general  water  use  (bathrooms,  sinks,  etc.).    Water  from  these  sources  is  stored  in  large 
tanks,  and  then  is  processed  by  the  treatment  plant  when  needed.  Therefore,  discharge  from  the  facility 
only  occurs  several  times  per  month  (Jim  Llyod,  Personal  Communications,  September  27,  2005). 

The  ASARCO  facility  has  a  4.6  CFS  water  right  for  Prickly  Pear  Creek  dating  back  to  1862,  which  it  uses 
to  fill  two  ponds  located  on  the  property.  Discharge  from  treatment  plant  then  enters  the  unnamed 
downstream  (lower)  pond,  which  has  approximately  a  10-day  retention  time.  The  pond  is  directly 
connected  to  Prickly  Pear  Creek.  The  average  observed  flow  rate  from  April  2001  to  August  2005 
(during  months  having  flow)  was  33,535  GPD,  with  19  months  having  no  discharge.  No  TN  or  NO2NO3 
data  have  been  collected  at  the  facility.  TP  concentrations  averaged  0.08  mg/L,  and  total  ammonia 
nitrogen  averaged  1 .2  mg/L. 
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1 .1 .5  Golden  Estates  Subdivision  (MTX0001 35) 

The  Golden  Estates  Subdivision  is  located  approximately  0.3  miles  north  of  the  City  of  Helena  in  the 
Prickly  Pear  Creek  subvvatershed.  The  subdivision  operates  a  pressure  dosed  subsurface  drainfield  with  a 
design  flow  of  12,600  GPD.  Under  Montana  DEQ  Permit  #MTX000135  (issued  for  September  2002  to 
September  2007),  the  facility  has  a  permitted  discharge  of  12,600  GPD,  and  has  load  based  permit  limits 
for  total  nitrogen  and  total  phosphorus  (2.42  and  1.11  pounds  per  day,  respectively).  At  full  build  out,  42 
homes  in  the  Golden  Estates  Subdivision  are  served  by  this  facility  (approximately  101  people). 
Discharge  from  the  facility  enters  the  drainfield  and  groundwater.  The  average  observed  flow  rate  from 
March  2004  to  June  2005  was  6,289  GPD,  with  an  average  TN  concentration  of  28.1  mg/L,  and  an 
average  TP  concentration  of  6.8  mg/L.  No  nitrate-nitrite  or  ammonia  data  were  available. 

1 .1 .6  Ash  Grove  Cement  Company  (MT0000451 ) 

The  Ash  Grove  Cement  Company  is  located  Montana  City,  Montana  in  the  Prickly  Pear  Creek 
subwatershed.  The  facility  operates  two  sedimentation  ponds  that  are  used  to  dispose  of  process  water 
(Montana  DEQ  Permit  #MT000045 1).  The  permit  was  issued  for  March  1996  to  October  2000.  The 
facility  has  no  permit  limits  for  flow  or  nutrients.  Water  generally  infiltrates  into  the  groundwater,  and 
any  overflows  from  the  sedimentation  basins  flow  into  Prickly  Pear  Creek.  In  91  months  of  sampling 
(January  1998  to  July  2005),  there  were  no  discharge  events  from  the  ponds. 

1 .1 .7  Air  Liquide  (MT0000426) 

The  Air  Liquide  Facility  is  located  in  East  Helena,  Montana  in  the  Prickly  Pear  Creek  subwatershed.  The 
facility  discharges  non-contact  cooling  water  (Montana  DEQ  Permit  #  MT0000426)  into  Prickly  Pear 
Creek.  The  permit  was  issued  for  December  2003  to  January  2009.  The  facility  has  no  permit  limits  for 
flow,  metals,  or  nutrients.  Water  is  discharged  into  a  drainage  ditch  that  flows  into  Prickly  Pear  Creek. 
Average  discharge  from  the  facility  between  March  2004  and  June  2005  was  20,808  GPD,  and  the  facility 
is  not  required  to  monitor  nutrient  concentrations  in  the  industrial  effluent. 

1.1.8  Montana  Tunnels  Mine  (MT0028428) 

The  Montana  Tunnels  Mine  is  an  open  pit  gold  mine  located  approximately  7  miles  southwest  of 
Jefferson  City,  Montana  in  the  Spring  Creek,  Clancy  Creek,  and  Corbin  Creek  subwatersheds.  The 
Montana  DEQ  Permit  (MT0028428)  covers  an  area  of  2,1 16  acres,  although  only  1,146.4  acres  are 
permitted  for  disturbance  (MDEQ,  2002).  In  2002,  an  environmental  assessment  was  approved  by 
Montana  DEQ  to  allow  Montana  Tunnels,  Inc.  to  expand  the  mining  operation  by  17.2  acres.  The 
Montana  Tunnels  Mine  produced  33,743  ounces  of  gold  in  2004,  and  also  had  payable  production  of 
970,751  ounces  of  silver,  10,064,265  pounds  of  lead  and  26,222,805  pounds  of  zinc  (Apollo  Gold,  2005). 

According  to  Montana  DEQ,  mill  process  water  and  storm  water  runoff  are  contained  in  a  closed  loop 
system  that  recycles  water  for  the  mill  operations  (Personal  Communications,  Jim  Lloyd,  November  22, 
2005).  The  closed  system  is  comprised  of  a  sedimentation  basin  in  the  Pen  Yan  Creek  watershed,  the 
mill,  the  mine,  and  the  tailings  impoundment.  No  surface  water  discharges  have  been  recorded  in  the 
Montana  DEQ  permit  records  (1987-2005). 

Permit  limits  for  the  Montana  Tunnels  Mine  are  0.29  mg/L  for  arsenic,  0.004  mg/L  for  cadmium,  0.01 
mg/L  for  copper,  0.05  mg/L  for  lead,  and  0.12  mg/L  for  zinc.  It  should  be  noted  that  the  current  arsenic 
permit  limit  is  0.28  mg/L  greater  than  revised  Montana  DEQ  human  health  arsenic  standard  of  0.01  mg/L. 
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1.2  Stormwater  Permits 

The  following  sections  summarize  the  stormwater  permits  in  the  Lake  Helena  watershed. 

1.2.1  ASARCO  (MTR000072) 

ASARCO  has  a  stormwater  permit  (MTR000072)  that  was  issued  for  January  2002  through  September 
2006.  Stormwater  from  the  facility  is  routed  into  a  sedimentation  basin  that  is  designed  to  accommodate 
a  50-year  storm  event.  When  needed,  discharge  from  the  basin  flows  into  the  hay  fields  adjacent  to  the 
facility.  However,  no  discharge  has  been  recorded  from  the  basin. 

1 .2.2  Helena  Regional  Airport  (MTR000271 ),  National  Guard  (MTR000428), 
and  UPS  (MTR000334) 

The  Helena  Regional  Airport  is  located  in  the  northeast  section  of  Helena,  Montana  in  the  Prickly  Pear 
Creek  subwatershed.  The  facility  has  a  permit  (Montana  DEQ  Permit  #MTR000271)  to  discharge 
stormwater  into  multiple  ponds  that  eventually  drain  to  Prickly  Pear  Creek,  the  Helena  Irrigation  Canal, 
the  City  of  Helena  sewer  system,  and  groundwater.  The  permit  was  issued  for  January  2002  through 
September  2006.  The  Helena  Airport  stormwater  drainage  system  is  complex  in  that  it  receives  water 
from  a  large  area  including  portions  of  East  Helena,  Interstate  15,  and  the  upper  east  section  of  Helena 
(From  Saddle  Mountain  to  the  Airport).  Furthermore,  there  are  multiple  ponds  draining  to  multiple 
waters,  which  make  tracking  and  monitoring  difficult.  Between  June  2002  and  June  2005,  there  were  no 
reported  discharge  events  from  the  detention  ponds.  Both  the  Army  National  Guard  (Montana  DEQ 
Permit  #MTR000428)  and  the  United  Parcel  Service  (Montana  DEQ  Permit  #MTR000334)  facilities  are 
located  at  or  near  the  Helena  Airport,  and  essentially  share  the  same  stormwater  runoff  system. 

1 .2.3  Montana  Rail  Link  (MTR000361) 

Montana  Rail  Link  is  located  in  central  Helena,  Montana  in  the  Prickly  Pear  Creek  subwatershed.  The 
facility  has  a  permit  (Montana  DEQ  Permit  #MTR000361)  to  discharge  stormwater  into  the  City  of 
Helena  storm  sewer  via  several  storm  drains,  ditches,  and  vaults.  The  permit  was  issued  for  January  2002 
through  September  2006,  and  addresses  runoff  from  34  acres  of  the  Montana  Rail  Link  Facility.  Between 
June  2002  and  June  2005,  there  were  five  reporting  periods  (one  reporting  period  equals  6  months)  with 
runoff  events,  and  the  average  flow  was  20,000  GPD.    Two  reporting  events  had  no  flow.  No  nutrient 
data  were  available  for  the  runoff  events. 

1.2.4  Pacific  Steel  and  Recycling  (MTR000430) 

Pacific  Steel  and  Recycling  has  a  permit  (Montana  DEQ  Permit  #MTR000430)  to  discharge  stormwater 
into  an  onsite  detention  pond  designed  to  contain  a  25  year  storm  event.  The  pond  then  discharges  into 
the  City  of  Helena  Storm  Sewer,  which  flows  to  Tenmile  Creek.  The  permit  was  issued  for  October  2001 
through  September  2006,  and  addresses  runoff  from  the  recycling  yard.  The  facility  is  not  required  by 
Montana  DEQ  to  monitor  stormwater  runoff. 
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1.2.5      Ash  Grove  Cement  Company  (MTR300113) 

The  Ash  Grove  Cement  Company  is  located  Montana  City,  Montana  in  the  Prickly  Pear  Creek 
subwatershed.  The  facility  operates  two  sedimentation  ponds  that  are  used  to  dispose  of  onsite 
stormwater  (Montana  DEQ  Permit  #MTR3001 13)  and  process  water  (see  Section  1.1.6).  The  permit  was 
issued  for  March  1996  to  October  2000.  The  facility  has  no  permit  limits  for  flow  or  nutrients.  Water 
generally  infiltrates  into  the  groundwater,  and  any  overflows  from  the  sedimentation  basins  flow  into 
Prickly  Pear  Creek.  In  91  months  of  sampling  (January  1998  to  July  2005),  there  were  no  discharge 
events  from  the  ponds. 


1 .2.6  Air  Liquide  (MTR000006) 

The  Air  Liquide  Facility  is  located  in  East  Helena,  Montana  in  the  Prickly  Pear  Creek  subwatershed.  The 
facility  discharges  onsite  stormwater  (Montana  DEQ  Permit  #MTR000006)  into  Prickly  Pear  Creek.  The 
permit  was  issued  for  December  2003  to  January  2009.  The  facility  has  no  permit  limits  for  flow  or 
nutrients.  Water  is  discharged  into  a  drainage  ditch  that  flows  into  Prickly  Pear  Creek,  and  no  monitoring 
data  were  available  for  stormwater  runoff. 

1 .2.7  Lewis  and  Clark  County  Landfill  (MTR000363) 

The  Lewis  and  Clark  County  Landfill  is  located  approximately  two  miles  southeast  of  Lake  Helena  in  the 
subwatershed  draining  directly  to  Lake  Helena.  The  facility  has  a  permit  (Montana  DEQ  Permit 
#MTR000363)  to  discharge  stormwater  into  a  ditch  draining  to  Lake  Helena.  The  permit  was  issued  for 
April  2002  through  September  2006.  In  1999,  the  facility  renovated  the  south  drainage  ditch  and  created 
a  detention  pond  with  150,000  square  feet  of  capacity  capable  of  containing  a  50-year  storm  event. 
Stormwater  infiltrates  into  the  groundwater  through  this  system.  Between  June  2002  and  December 
2004,  there  were  no  reported  discharge  events  from  the  detention  pond. 
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1.3  Non-Permitted  Discharges 

The  following  sections  summarize  the  non-permitted  point  sources  in  the  Lake  Helena  watershed. 

1.3.1  Eastgate  Subdivision  (No  DEQ  Permit) 

The  Eastgate  Subdivision  Homeowners  Association  is  located  approximately  one  mile  northeast  of  the 
city  of  East  Helena  in  the  subwatershed  draining  directly  to  the  Helena  Valley  irrigation  system,  and 
ultimately  Lake  Helena.  The  subdivision  currently  operates  a  wastewater  treatment  system  consisting  of 
two  mechanically  aerated  ponds  that  are  designed  to  treat  0.15  MGD.  Montana  DEQ  does  not  require  a 
permit  from  this  facility.  Final  effluent  is  disposed  via  irrigation  to  cropland,  and  this  system  is  currently 
in  compliance  and  meeting  design  specifications.  The  concentrations  reported  for  total  nitrogen  and  total 
phosphorus  after  stabilization  are  of  14.5  mg-N/L  and  5  mg-P/L.  No  groundwater  monitoring  data  are 
available. 

1 .3.2  Treasure  State  Acres  Subdivision  (No  DEQ  Permit) 

The  Treasure  State  Acres  Subdivision  is  located  approximately  1.5  miles  north  of  the  city  of  Helena 
(Helena  Valley)  in  the  Prickly  Pear  Creek  subwatershed.  There  is  currently  a  wastewater  treatment 
system  consisting  of  two  storage  ponds  treating  0.1  MGD.  Montana  DEQ  does  not  require  a  permit  from 
this  facility.  There  is  currently  insufficient  pond  storage  capacity  for  the  population  served  by  the  ponds. 
Therefore,  full  treatment  is  unlikely.  Effluent  is  applied  to  cropland.  However,  there  is  insufficient  pond 
storage  capacity  for  the  population  served,  so  full  treatment  is  unlikely. 

1.3.3  Tenmile  and  Pleasant  Valley  Subdivisions  (No  DEQ  Permit) 

The  Tenmile  and  Pleasant  Valley  subdivisions  are  located  approximately  1.5  miles  north  of  the  City  of 
Helena  (Helena  Valley)  in  the  Prickly  Pear  Creek  subwatershed,  and  just  north  of  the  Treasure  State 
Acres  subdivision.  Tenmile  and  Pleasant  Valley  are  served  by  a  0.09  MGD  wastewater  treatment  system 
consisting  of  four  ponds  designed  for  total  retention  with  disposal  via  evaporation.  Montana  DEQ  does 
not  require  a  permit  from  this  facility.  Though  current  wastewater  flows  should  fill  all  four  ponds,  only 
one  pond  currently  fills.  Water  balance  calculations  performed  by  the  authors  of  the  Facility  Plan 
conclude  that  excessive  seepage  is  occurring  from  the  ponds.  Because  of  this,  Montana  DEQ  is  currently 
pursuing  enforcement  action  against  the  subdivision  (Jim  Llyod,  Personal  Communications,  September 
27,  2005).  It  is  assumed  that  25  percent  of  the  flow  is  discharged  to  the  subsurface  with  concentrations 
typical  of  "stabilization  pond  effluent"  and  that  75  percent  of  the  effluent  is  discharged  to  the  subsurface 
at  "after  sedimentation"  concentrations. 

1.3.4  Leisure  Village  Mobile  Home  Park  (No  DEQ  Permit) 

The  Leisure  Village  Mobile  Home  Park  is  located  approximately  1.5  miles  northeast  of  the  city  of  Helena 
in  the  Helena  Valley,  and  it  is  located  in  the  subwatershed  draining  directly  to  Lake  Helena.  Four 
treatment/storage  ponds  receiving  0.1  MGD  serve  the  Leisure  Village  Mobile  Home  Park.  Montana  DEQ 
does  not  require  a  permit  from  this  facility.  Only  one  pond  currently  fills,  but  waste  flows  are  sufficient 
to  fill  all  four  ponds.  It  is  assumed  that  25  percent  of  the  flow  is  discharged  to  the  subsurface  with 
concentrations  typical  of  "stabilization  pond  effluent"  and  that  75  percent  of  the  effluent  is  discharged  to 
the  subsurface  at  "after  sedimentation"  concentrations. 
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1.3.5  Mountain  View  Academy  (No  DEQ  Permit) 

The  Mountain  View  Law  Enforcement  Academy  is  located  approximately  3.5  miles  north  of  the  city  of 
Helena  in  the  subwatershed  draining  directly  to  Lake  Helena.  The  academy  currently  possesses  two 
small,  facultative  treatment  ponds  that  treat  0.007  MGD.  Montana  DEQ  does  not  require  a  permit  from 
this  facility.  Effluent  discharge  occurs  by  evaporation,  seepage,  and  direct  discharge  to  Prickly  Pear 
Creek.  There  is  no  evidence  that  the  system  is  not  operating  as  designed,  so  it  is  assumed  that  100%  of 
the  flow  discharges  to  Prickly  Pear  Creek  with  stabilization  pond  effluent  values.  No  surface  area 
information  or  actual  flow  measurements  are  available  to  account  for  evaporative  losses. 

1.3.6  Fort  Harrison  (No  DEQ  Permit) 

The  Fort  Harrison  treatment  ponds  are  located  approximately  1.8  miles  northeast  of  the  city  of  Helena  in 
the  Sevenmile  Creek  subwatershed.  Prior  to  2004,  The  Fort  Harrison  facility  treated  wastewater  from 
Fort  Harrison,  the  National  Guard,  and  the  VA  Center/Hospital.  At  the  time,  Montana  DEQ  did  not 
require  a  permit  from  this  facility.  Currently,  the  facility  is  closed.  Prior  to  2004,  two  5-acre  facultative 
treatment  ponds  received  0.07  MGD  of  wastewater. 

1.4  City  of  Helena  MS4  Stormwater  Permit  (MTR040003) 

For  areas  with  a  population  below  50,000,  the  federal  Phase  II  Stormwater  regulations  require  states  to 
establish  designation  criteria  for  use  in  designating  which  small  MS4s  must  develop  storm  water 
management  programs.  The  State  of  Montana  has  decided  that  the  City  of  Helena  falls  under  the 
regulations  of  the  small  MS4  program,  and  therefore  requires  a  stormwater  permit.  Montana  DEQ 
received  the  draft  MS4  permit  (#MTR040003)  in  March  2003.  However,  the  permit  is  not  yet  in  effect 
because  of  litigation  between  the  City  of  Helena  and  the  State  of  Montana.  Currently,  there  are  no  permit 
limits  for  the  city  stormwater  system. 

On  June  1,  2005,  USEPA  and  PBS&J  employees  toured  the  stormwater  system  with  personnel  from  the 
Helena  Utility  Maintenance  Department.  The  purpose  of  the  field  assessment  was  to  observe  flows  and 
outfalls  throughout  the  city  to  better  understand  the  Helena  stormwater  system.  June  1,  2004  was  one  of 
the  wettest  days  in  2004,  and  Helena  received  almost  1.5  inches  of  rain  on  this  day.  The  tour  was 
conducted  after  more  than  0.75  inches  of  rain  had  fallen.  The  following  paragraphs  summarize  the 
observed  flows  and  outfalls  from  the  tour. 

The  first  sites  visited  were  the  main  outfall  locations  of  the  Airport  and  Bull  Run  basins  (numbers  1  to  3, 
see  Figure  3).  Water  from  both  of  these  basins  is  ultimately  discharged  to  the  Prickly  Pear  subwatershed 
upstream  of  the  Helena  WWTP.  The  majority  of  stormwater  runoff  from  the  Bull  Run  basin  is  routed 
through  the  Airport  settling  ponds.  The  settling  ponds  appeared  to  retain  quite  a  bit  of  flow,  as  very  little 
water  was  seen  exiting  the  Airport  outfall  locations  (numbers  1  and  2  on  Figure  3).  The  runoff  from  the 
two  outlet  locations  viewed  will  ultimately  discharge  to  groundwater  and  Prickly  Pear  Creek 

Site  3  on  Figure  3  is  actually  the  outfall  location  of  stormwater  mixed  from  the  Airport  and  Bull  Run 
basins  and  the  Davis  Gulch  Basin.  Water  was  seen  ponding  here  behind  the  Helena  Valley  Irrigation 
Canal  (HVIDC).  Jim  Wilbur  of  the  Lewis  and  Clark  County  Water  Quality  Protection  District  reported 
that  on  occasion  this  runoff  will  discharge  to  the  Helena  Valley  Irrigation  District  Canal  (HVIDC). 

Site  4  on  Figure  3  is  the  outfall  location  of  stormwater  from  the  Davis  Gulch  Basin.  Stormwater  is  routed 
through  a  series  of  ponds,  with  very  short  retention  times.  Near  the  city  boundary  (Custer  Avenue),  the 
outfall  flow  from  the  "K-Mart  ponds"  is  split  and  approximately  half  flows  under  the  1-15  and  along 
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Custer  Avenue  to  outfall  location  3,  while  the  remainder  flows  north  along  1-15  and  illegally  discharges  to 
the  HVIDC.  Ken  Olsen  of  the  Helena  Valley  Irrigation  District  reported  that  the  City  is  aware  of  this 
situation  and  has  been  asked  to  address  this  matter.  Some  stormflow  along  Montana  Avenue  from  the 
Last  Chance  Gulch  Basin  was  seen  ponding  in  fields  on  the  north  side  of  Custer  Avenue.  Based  on 
patterns  visible  on  the  aerial  photos,  it  is  likely  that  this  flow  is  eventually  routed  to  discharge  to  the  same 
location  as  the  Davis  Gulch  Basin  on  the  HVIDC  at  1-15. 

Site  5  on  Figure  3  is  the  major  outfall  location  of  stormwater  from  the  Last  Chance  Gulch  Basin. 
Stormwater  south  of  this  area  is  routed  to  Nature  Park,  an  old  placer  mining  site  that  now  has  a  ravine  that 
carries  flow.  Within  less  than  a  quarter  of  a  mile  at  Cole  Avenue,  the  surface  flow  discharges  to 
groundwater. 

Site  6  on  Figure  3  is  the  major  outfall  location  of  stormwater  from  the  West  Basin.  Stormwater  in  this 
basin  is  routed  through  a  series  of  wetlands,  with  very  short  retention  times.  The  wetlands  outfall  flows  to 
Crystal  Spring  Creek,  a  natural  spring  that  empties  to  Tenmile  Creek.  According  the  Jim  Wilbur,  the 
Crystal  Spring  area  was  once  a  large  wetland.  The  County  Fairgrounds,  as  well  as  the  Dunbar 
subdivision  and  the  developing  Crystal  Springs  Subdivision  are  built  on  the  historical  wetland  area. 
Crystal  Spring  drains  flow  from  the  Fairgrounds  trough  a  series  of  pipes,  including  one  from  the  duck 
pond.  The  Dunbar  subdivision  is  one  of  the  areas  in  the  valley  that  has  been  reported  as  having 
groundwater  contamination  from  nitrates.  The  lots  are  too  small  to  relocate  wells  and  septic  systems,  so 
the  city  is  planning  to  annex  the  subdivision  to  city  water  and  sewer.  The  new  Crystal  Springs 
Subdivision  has  a  200-foot  setback  requirement  from  Crystal  Spring.  The  Water  Quality  Protection 
district  is  trying  to  find  landowners  downstream  of  the  Crystal  Springs  Subdivision  who  are  willing  to 
restore  some  wetland  area  along  the  spring. 

In  October  of  1999,  the  Lewis  and  Clark  County  Water  Quality  Protection  District  submitted  a  TMDL 
mini-grant  report  on  the  assessment  of  wetland  treatment  of  stormwater  runoff  for  the  City  of  Helena. 
Included  in  the  report  are  surface  and  groundwater  samples  collected  in  the  Crystal  Spring  Area  pre- 
runoff  and  during  storm  events. 
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1.0  INTRODUCTION 

The  Lake  Helena  Volume  I  report  concluded  that  multiple  segments  in  the  Lake  Helena 
watershed  are  impaired  because  of  metals  (i.e.,  arsenic,  cadmium,  copper,  lead,  and/or  zinc),  and 
therefore  require  total  maximum  daily  loads  (TMDLs)  (see  Table  1-1  and  Figure  1-1).  The 
TMDL  process  identifies  the  maximum  load  of  a  pollutant  (i.e.,  metals)  a  waterbody  is  able  to 
assimilate  and  fully  support  its  designated  uses,  allocates  portions  of  the  maximum  load  to  all 
sources,  identifies  the  necessary  controls  that  may  be  implemented  voluntarily  or  through 
regulatory  means,  and  describes  a  monitoring  plan  and  associated  corrective  feedback  loop  to 
insure  that  uses  are  fully  supported.  Modeling  is  often  used  during  the  development  of  TMDLs 
to  help  with  one  or  more  of  these  tasks. 

The  purpose  of  this  appendix  is  to  explain  the  TMDL  modeling  approach  and  results  for  metals 
in  the  Lake  Helena  watershed.    Metals  modeling  was  conducted  to  help  answer  the  following 
key  questions: 

•  What  is  the  extent  to  which  current  flow  and  in-stream  metals  concentrations  have  been 
affected  by  anthropogenic  activities? 

•  What  are  the  expected  flow  and  metals  conditions  during  periods  for  which  no  observed 
data  are  available? 

•  What  are  the  existing  metals  loads  from  each  subwatershed? 

•  What  are  the  existing  metals  loads  from  each  source  category  (i.e.,  point  sources, 
abandoned  mines,  natural  background)? 

•  What  are  allowable  metals  loads  from  each  subwatershed  and  source  category  that  will 
result  in  the  attainment  of  water  quality  standards? 

•  What  are  the  potential  benefits  of  various  control  options? 

The  remainder  of  this  document  describes  the  model  selection  and  calibration  results.    TMDLs 
for  each  impaired  segment  are  then  presented  in  the  main  Volume  II  document  and  in  Appendix 
A. 
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Table  1  -1 .    Waterbodies  in  the  Lake  Helena  watershed  that  are  impaired  because  of  arsenic, 

cadmium,  copper,  lead,  and/or  zinc1. 

Segment 

Waterbody  ID 

Cause  of  Impairment 

Arsenic 

Cadmium 

Copper 

Lead 

Zinc 

Clancy  Creek  from  Headwaters  to  the  Mouth 

MT41I006_120 

X 

X 

X 

X 

X 

Corbin  Creek  from  Headwaters  to  the  Mouth 

MT41I006_090 

X 

X 

X 

X 

X 

Golconda  Creek,  Headwaters  to  the  Mouth 

MT41I006_070 

X 

X 

Jennies  Fork  from  Headwaters  to  Mouth 

MT41I006_210 

X 

Lake  Helena 

MT41I007_010 

X 

X 

Lump  Gulch  from  Headwaters  to  the  Mouth 

MT41I006_130 

X 

X 

X 

X 

Middle  Fork  Warm  Springs  Creek,  Headwaters 
to  Mouth 

MT41I006_100 

X 

X 

X 

X 

North  Fork  Warm  Springs  Creek,  Headwaters  to 
Mouth 

MT41I006_180 

X 

X 

X 

Prickly  Pear  Creek  from  Headwaters  to  Spring 
Creek 

MT41IOu6_060 

X 

Prickly  Pear  Creek  from  Highway  433  Crossing 
to  Helena  Waste  Water  Treatment  Plant 
Discharge 

MT41 1006_030 

X 

X 

Prickly  Pear  Creek  from  Lump  Gulch  to  Montana 
Highway  433  Crossing 

MT41I006_040 

X 

X 

X 

X 

X 

Prickly  Pear  Creek  from  Spring  Creek  to  Lump 
Gulch 

MT41I006_050 

X 

X 

X 

Prickly  Pear  Creek  from  the  Helena  Waste 
Water  Treatment  Plant  Discharge  Ditch  to  Lake 
Helena 

MT41I006_020 

X 

X 

X 

Sevenmile  Creek  from  Headwaters  to  the  Mouth 

MT41I006_160 

X 

X 

X 

Silver  Creek  from  Headwaters  to  the  Mouth 

MT41I006_150 

X 

Spring  Creek  from  Corbin  Creek  to  the  Mouth 

MT41 1006_080 

X 

X 

X 

X 

X 

Tenmile  Creek  from  the  Helena  Public  Water 
Supply  Intake  Above  Rimini  to  the  Helena 
Waste  Water  Treatment  Plant. 

MT41I006J42 

X 

X 

X 

X 

X 

Tenmile  Creek  from  the  Helena  Wt  Plant  to  the 
Mouth 

MT41I006J43 

X 

X 

X 

X 

X 

Tenmile  Creek,  Headwaters  to  the  Helena 
Public  Water  Supply  Intake  Above  Rimini 

MT41I006J41 

X 

X 

X 

X 

X 

Warm  Springs  Creek  from  the  Middle  Fork  to  the 

Mouth 

i_ ... 

MT41I006_110 

X 

X 

X 

X 

This  table  includes  waterbodies  that  are  impaired  by  metals,  as  determined  by  the  Lake  Helena  Volume  I  Report.  See  Volume  I 
a  discussion  of  the  303(d)  listings  and  updated  metals  assessments  for  all  waterbodies  in  the  Lake  Helena  watershed. 
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Figure  1-1.  Metals  impaired  segments  in  the  Lake  Helena  watershed. 
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2.0  MODEL  SELECTION 

A  watershed  model  is  essentially  a  series  of  algorithms  applied  to  watershed  characteristics  and 
meteorological  data  to  simulate  naturally  occurring  land-based  processes  over  an  extended 
period  of  time,  including  hydrology  and  pollutant  transport.  Many  watershed  models  are  also 
capable  of  simulating  in-stream  processes  using  the  land-based  and  subsurface  calculations  as 
input.  Once  a  model  has  been  adequately  set  up  and  calibrated  for  a  watershed  it  can  be  used  to 
quantify  the  existing  loading  of  pollutants  from  subwatersheds  or  from  land  use  categories  and 
also  can  be  used  to  assess  the  impacts  of  a  variety  of  "what  if  scenarios.  The  following  criteria 
were  considered  and  addressed  in  selecting  an  appropriate  watershed  model  for  the  Lake  Helena 
TMDL  Planning  Area: 

•  Technical  Criteria 

•  Regulatory  Criteria 

2.1  Technical  Criteria 

The  following  technical  factors  were  critical  to  selecting  an  appropriate  watershed  model  for 
metals: 

•  The  model  should  be  able  to  address  the  pollutants  of  concern  (e.g.,  arsenic,  cadmium, 
copper,  lead,  and  zinc). 

•  The  model  should  be  able  to  address  a  watershed  with  primarily  rural  land  uses. 

•  The  model  should  be  appropriate  for  simulating  large  watersheds. 

•  The  model  should  provide  adequate  time-step  estimation  of  flow  and  not  over-simplify 
storm  events  to  provide  accurate  representation  of  rainfall  events/snowmelt  and  resulting 
peak  runoff. 

•  The  model  should  be  capable  of  simulating  various  pollutant  transport  mechanisms  (e.g., 
groundwater  contributions,  sheet  flow,  etc.). 

•  The  model  should  include  an  acceptable  snowmelt  routine. 

•  The  model  should  be  flexible  enough  to  accommodate  issues  such  as  the  arid  nature  of 
the  watershed  and  the  extensive  amount  of  irrigation  activities. 

2.2  Regulatory  Criteria 

Regulatory  criteria  were  also  a  key  consideration  in  selecting  an  appropriate  watershed  model.  A 
streams  assimilative  capacity  is  determined  through  adherence  to  numeric  water  quality 
standards.  Table  2-1  summarizes  the  metals  water  quality  standards  applicable  to  the  Lake 
Helena  watershed.  These  tables  indicate  that  the  arsenic,  cadmium,  copper,  lead,  and  zinc 
standards  are  applied  as  both  chronic  (4-day  average)  and  maximum  "not-to-exceed"  values. 
The  selected  model  therefore  needed  to  be  able  to  provide  output  that  can  be  directly  compared 
to  these  standards.  For  example,  some  models  only  provide  annual  or  monthly  output  and  would 
therefore  be  inadequate  for  assessing  compliance  with  the  component  of  Montana's  standard  that 
is  expressed  as  an  instantaneous  maximum. 
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Table  2-1 .    Montana  numeric  surface  water  quality  standards  for  metals  used  to  develop  the 

Lake  Helena  TMDLs. 


Parameter 

Aquatic  Life  (acute) 

(ug/L)a 

Aquatic  Life  (chronic) 

<ug/L)b 

Human  Health 

(wg/L)a 

Arsenic  (TR) 

340 

150 

10d 

Cadmium  (TR) 

1 .05  at  50  mg/L  hardnessc 

0.16  at  50  mg/L  hardness0 

5 

Copper  (TR) 

7.3  at  50  mg/L  hardness0 

5.2  at  50  mg/L  hardness0 

1,300 

Lead  (TR) 

82  at  100  mg/L  hardness0 

3.2  at  100  mg/L  hardness0 

15 

Zinc  (TR) 

67  at  50  mg/L  hardness0 

67  at  50  mg/L  hardness0 

2,000 

Note:  TR  =  total  recoverable 

aMaximum  allowable  concentration 

"No  4-day  (96-hour)  or  longer  period  average  concentration  may  exceed  these  values 

'The  standard  is  dependent  on  the  hardness  of  the  water,  measured  as  the  concentration  of  CaC03  (mg/L)  (see  the  Montana  DEQ 

Circular  WQB-7  for  the  equations  for  calculating  standards). 

*  The  human  health  standard  for  arsenic  is  currently  18  ug/L,  but  will  change  to  10  ug/L  in  2006 


2.3  Loading  Simulation  Program  C++  (LSPC)  Model 

Based  on  the  considerations  described  in  Sections  2.1  and  2.2,  the  Loading  Simulation  Program 
C++  (LSPC)  was  selected  for  modeling  metals  in  the  Lake  Helena  watershed.  LSPC  is 
essentially  a  re-coded  C++  version  of  the  Hydrologic  Simulation  Program  Fortran  (HSPF) 
model.  LSPC  integrates  a  geographical  information  system  (GIS),  comprehensive  data  storage 
and  management  capabilities,  the  original  HSPF  algorithms,  and  a  data  analysis/post-processing 
system  into  a  convenient  PC-based  windows  interface.  LSPC's  algorithms  are  identical  to  a 
subset  of  those  in  the  HSPF  model.  LSPC  is  currently  maintained  by  the  EPA  Office  of 
Research  and  Development  in  Athens,  Georgia.  A  brief  overview  of  the  HSPF  model  is 
provided  below  and  a  detailed  discussion  of  HSPF  simulated  processes  and  model  parameters  is 
available  in  the  HSPF  User's  Manual  (Bicknell  et  al.  1996). 

HSPF  is  a  comprehensive  watershed  and  receiving  water  quality  modeling  framework  that  was 
originally  developed  in  the  mid-1970's.    During  the  past  several  years  it  has  been  used  to 
develop  hundreds  of  USEPA-approved  TMDLs  and  it  is  generally  considered  the  most  advanced 
hydrologic  and  watershed  loading  model  available.  The  hydrologic  portion  of  HSPF  is  based  on 
the  Stanford  Watershed  Model  (Crawford  and  Linsley,  1966),  which  was  one  of  the  pioneering 
watershed  models  developed  in  the  1960's.  The  HSPF  framework  is  developed  in  a  modular 
fashion  with  many  different  components  that  can  be  assembled  in  different  ways,  depending  on 
the  objectives  of  the  individual  project.  The  model  includes  three  major  modules: 

•  PERLND  for  simulating  watershed  processes  on  pervious  land  areas 

•  IMPLND  for  simulating  processes  on  impervious  land  areas 

•  RCHRES  for  simulating  processes  in  streams  and  vertically  mixed  lakes. 

All  three  of  these  modules  include  many  submodules  that  calculate  the  various  hydrologic  and 
water  quality  processes  in  the  watershed.  Many  options  are  available  for  both  simplified  and 
complex  process  formulations.  Spatially,  the  watershed  is  divided  into  a  series  of  subbasins 
representing  the  drainage  areas  that  contribute  to  each  of  the  stream  reaches.  These  subbasins  are 
then  further  subdivided  into  segments  representing  different  land  uses.  For  the  developed  areas, 
the  land  use  segments  are  further  divided  into  the  pervious  (PERLND)  and  impervious 
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(IMPLND)  fractions.  The  stream  network  (RCHRES)  links  the  surface  runoff  and  groundwater 
flow  contributions  from  each  of  the  land  segments  and  subbasins  and  routes  them  through  the 
waterbodies  using  storage  routing  techniques.  The  stream  model  includes  precipitation  and 
evaporation  from  the  water  surfaces,  as  well  as  flow  contributions  from  the  watershed, 
tributaries,  and  upstream  stream  reaches.  Flow  withdrawals  can  also  be  accommodated.  The 
stream  network  is  constructed  to  represent  all  of  the  major  tributary  streams,  as  well  as  different 
portions  of  stream  reaches  where  significant  changes  in  water  quality  occur. 

Like  the  watershed  components,  several  options  are  available  for  simulating  water  quality  in  the 
receiving  waters.  The  simpler  options  consider  transport  through  the  waterways  and  represent  all 
transformations  and  removal  processes  using  simple  first-order  decay  approaches.  This  method  is 
appropriate  for  the  pollutants  of  concern  (i.e.,  arsenic,  cadmium,  copper,  lead,  and  zinc)  using 
decay  to  represent  the  net  loss  due  to  all  processes  such  as  settling  and  adsorption.  The 
framework  is  flexible  and  allows  different  combinations  of  constituents  to  be  modeled  depending 
on  data  availability  and  the  objectives  of  the  study. 

Advantages  to  choosing  LSPC  for  this  application  include: 

•  Simulates  all  of  the  necessary  constituents  and  applies  to  rural  watersheds 

•  A  comprehensive  modeling  framework  using  the  proposed  LSPC  approach  facilitates 
development  of  TMDLs  not  only  for  this  project,  but  also  for  potential  future  projects  to 
address  other  impairments  throughout  the  basin  (e.g.,  nutrients) 

•  The  time-variable  nature  of  the  modeling  enables  a  straightforward  evaluation  of  the 
cause-effect  relationship  between  source  contributions  and  waterbody  response  and  direct 
comparison  to  relevant  water  quality  criteria. 

•  The  proposed  modeling  tools  are  free  and  publicly  available.  This  is  advantageous  for 
distributing  the  model  to  interested  stakeholders  and  amongst  government  agencies. 

•  The  model  simulates  both  surface  and  subsurface  impacts  to  flow  and  water  quality. 

•  LSPC  provides  storage  of  all  geographic,  modeling,  and  point  source  permit  data  in  a 
Microsoft  Access  database  and  text  file  formats  to  provide  for  efficient  manipulation  of 
data 

•  LSPC  presents  no  inherent  limitations  regarding  the  size  and  number  of  watersheds  and 
streams  that  can  be  modeled. 

•  LSPC  provides  post-processing  and  analytical  tools  designed  specifically  to  support 
TMDL  development  and  reporting  requirements 

The  setup  and  calibration  of  the  Lake  Helena  LSPC  watershed  model  are  described  in  Sections 
3.0  and  4.0,  respectively. 
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3.0  MODEL  CONFIGURATION 

Configuration  of  the  LSPC  model  involved  five  major  components:  watershed  subdivision, 
stream  representation,  meteorological  data,  land  use  representation,  and  hydrologic  and  pollutant 
representation.  These  components  provide  the  basis  for  the  model's  ability  to  estimate  flow  and 
pollutant  loadings  and  are  described  in  greater  detail  below. 

3.1  Watershed  Subdivision 

LSPC  calculates  watershed  processes  based  on  user  defined,  hydrologically  connected 
sub  watersheds.  Subwatersheds  were  delineated  in  the  Lake  Helena  TMDL  Planning  Area  to 
meet  the  goals  of  the  project.  Output  was  desired  at  the  mouth  of  each  303(d)  listed  segment. 
Therefore,  subwatersheds  were  first  delineated  to  those  segments.  Subwatersheds  were  next 
delineated  to  flow  and  water  quality  gages  to  facilitate  model  calibration.  Finally,  subwatersheds 
were  delineated  to  areas  of  concern,  such  as  political  boundaries  or  areas  with  significant 
sources.  Using  this  method,  22  subwatersheds  were  defined  for  the  Lake  Helena  watershed 
(Figure  3-1).  Table  3-1  summarizes  basic  characteristics  of  each  watershed  (subwatershed  area, 
mean  elevation,  and  corresponding  303(d)  segment  ID). 


Table  3-1.    Drainage  Area  and  Mean  Elevation  of  the  Lake  Helena  Subwatersheds 


Subwatershed 

Watershed  Area  (ac) 

Mean  Elevation  (m) 

Corresponding 
Waterbody  Key 

Clancy  Creek 

21,140 

1757.5 

MT41I006_120 

Corbin  Creek 

1,715 

1685.2 

MT41I006_090 

Golconda  Creek 

1,887 

1962.2 

MT41I006_070 

Jackson  Creek 

2,148 

1924.2 

MT41I006J90 

Jennies  Fork 

670 

1855.5 

MT41I006_210 

Overland  flow  to  Lake  Helena 

36,834 

1196.0 

Overland  flow 

Lump  Gulch 

27,762 

1722.3 

MT41I006_130 

Middle  Fork  Warm  Springs 

2,180 

1796.9 

MT41I006_100 

Middle  Tenmile  Creek 

24,701 

1730.0 

MT41I006_142 

North  Fork  Warm  Springs  Creek 

1,343 

1721.7 

MT41I006_180 

Prickly  Pear  above  Spring  Creek 

17,070 

1866.7 

MT41I006_060 

Prickly  Pear  above  Lake  Helena 

4,201 

1134.6 

MT41I006_020 

Prickly  Pear  above  Lump  Gulch 

16,275 

1581.2 

MT41I006_050 

Prickly  Pear  above  WWTP  outfall 

12,431 

1294.0 

MT41I006_030 

Prickly  Pear  above  Wylie  Drive 

47,176 

1554.9 

MT41I006_040 

Sevenmile  Creek 

24,883 

1527.6 

MT41I006_160 

Silver  Creek 

59,013 

1355.4 

MT41I006_150 

Skelly  Gulch 

7,834 

1700.6 

MT41I006_220 

Spring  Creek 

11,620 

1758.4 

MT41I006_080 

Tenmile  above  Prickly  Pear 

48,786 

1455.1 

MT41I006  143 

Upper  Tenmile  Creek 

14,106 

2068.3 

MT41I006J41 

Warm  Springs  Creek 

9,670 

1688.2 

MT41I006J10 

Total  Watershed  Area 

393,445 

NA 

NA 
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~  Cities 
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Figure  3-1.  Lake  Helena  subwatershed  delineation. 
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3.2  Stream  Representation 

Each  delineated  subwatershed  in  the  LSPC  model  (see  Section  3.1)  was  conceptually  represented 
with  a  single  stream  assumed  to  be  a  completely  mixed,  one-dimensional  segment  with  a 
constant  cross-section,  as  defined  in  Figure  3-2.  The  National  Hydrography  Dataset  (NHD) 
stream  reach  network  was  used  to  determine  the  representative  stream  length  for  each 
subwatershed  (Table  3-2).  NHD  data  were  obtained  from  the  Montana  Natural  Resources 
Information  System  (NRJS)  website  (http://nris.state.mt.us/). 

Once  the  representative  reach  was  identified,  reach  slopes  were  calculated  based  on  the  30-meter 
National  Elevation  Dataset  for  Montana  (Montana  State  Library,  2002).  Reach  slope  was 
calculated  with  the  formula  shown  below.  Stream  lengths  were  obtained  from  the  NHD  dataset. 

(UpstreamElevation  -  DownstreamElevatiori) 
Re  achLength 

Channel  dimensions  for  a  number  of  segments  were  available  from  field  surveys.  Assuming 
representative  trapezoidal  geometry  for  all  streams,  mean  stream  depth  and  channel  width  were 
estimated  using  regression  curves  that  relate  upstream  drainage  area  to  stream  dimensions 
(Rosgen,  1 996),  and  these  estimates  were  compared  with  stream  surveys  at  selected  locations 
(Table  3-2).  Rating  curves  consisted  of  a  representative  depth-outflow-volume-surface  area 
relationship.  Estimated  Manning's  roughness  coefficients  of  0.035  were  applied  to  each 
representative  stream  reach  based  on  typical  literature  values  for  natural  streams. 
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Figure  3-2.  Stream  channel  representation  in  the  LSPC  model. 
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3.3  Land  Use 

LSPC  requires  a  basis  for  distributing  hydrologic  and  pollutant  loading  parameters.  This  is 
necessary  to  appropriately  represent  hydrologic  variability  throughout  the  watershed,  which  is 
influenced  by  land  surface  and  subsurface  characteristics.  It  is  also  necessary  to  represent 
variability  in  pollutant  loading,  which  is  highly  related  to  land  practices.  Land  use  typically 
represents  the  primary  unit  for  computing  both  water  quantity  and  quality.  In  addition  to  the 
need  for  land  use  data  in  computing  water  quantity  and  quality,  nonpoint  source  management 
decisions  are  also  frequently  based  on  land  use  related  activity  at  the  subwatershed  level. 
Therefore,  it  is  important  to  have  a  detailed  land  use  representation  with  classifications  that  are 
meaningful  for  load  allocation  and  load  reduction.  The  following  sections  describe  the  source 
and  rationale  for  the  land  use  data  used  in  the  modeling  effort. 

3.3.1  MRLC  Land  Use  Data 

Existing  land  use  and  land  cover  in  the  Lake  Helena  watershed  were  determined  from  the  Multi- 
resolution  Land  Consortium  (MRLC)  data  and  aerial  photography.  The  MRLC  data  were 
derived  from  30-meter  resolution  satellite  imagery  obtained  during  the  early  1990s.  The  satellite 
images  were  classified  and  rectified  by  the  consortium,  and  downloaded  for  this  project  from  the 
Montana  NRIS  website.  For  the  purpose  of  this  analysis,  the  MRLC  data  were  modified  to 
reflect  more  current  conditions  in  the  Lake  Helena  watershed.  Refer  to  Appendix  C  for  detailed 
explanation  of  the  creation  of  the  modified  MRLC  land  use  coverage  developed  for  all  the  Lake 
Helena  watershed  modeling  exercises  supporting  TMDL  development. 

Figure  3-3  shows  the  modified  land  use  data  used  in  the  LSPC  modeling  analysis.  Undisturbed 
areas  include  full-growth  forest,  grassland,  shrubland,  and  wetlands.  Timber  harvest  includes 
recent  clear-cut  and  regrowth  areas.  Dirt  roads  are  unpaved  roads  built  to  legal  specification. 
Illegal  or  non-system  roads  are  those  used  for  recreational  purposes,  such  as  dirt  bikes,  four 
wheelers,  etc.,  and  are  assumed  to  be  constructed  without  safety  or  environmental  constraints. 
Quarries  include  only  the  portion  of  the  site  that  does  not  drain  to  an  internal  storage  pit. 
Agriculture  includes  row  crops,  small  grains,  fallow  land,  and  pasture.  Urban  areas  include 
residential,  commercial,  industrial,  and  major  highways. 
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Table  3-3.    Land  use  in  the  Lake  Helena 

watershed. 

Land  Use 

Existing  (ac) 

Natural  (ac) 

Bare  Rock 

84 

84 

Low  Density  Residential3 

9,067 

- 

Quarries 

234 

- 

Water 

2,875 

2,875 

Transitional 

1,853 

- 

Deciduous  Forest 

1,241 

1,454 

Evergreen  Forest 

154,204^ 

171,484 

Mixed  Forest 

36 

36 

Shrubland 

37,014 

46,787 

Grassland 

129,060 

169,034 

Pasture/Hay 

14,892 

- 

Small  Grains 

16,925 

- 

Woody  Wetland 

1,270 

1,270 

Herbaceous  Wetlands 

421 

421 

Recent  Clear-cut 

522 

- 

Clear-cut  Regrowth 

3,571 

- 

Dirt  Roads 

3,326 

- 

Fallow 

2,546 

- 

Row  Crop 

2,093 

- 

Non-system  Roads 

153 

- 

Low  Density  Residential13 

2,950 

- 

Commercial/lndustrial/Transportation 

6,203 

- 

Urban/Recreational  Grasses 

1,001 

- 

Secondary  Paved  Roads 

1,904 

- 

Total  Watershed  Area 

393,445 

393,445 

Represents  developments  detected  during  the  orthophoto  analysis  or  present  in  the  original  MRLC 
data  set,  with  approximately  40  percent  impervious  area  and  60  percent  lawn. 
"Low  density  residential  areas  having  40  percent  impervious  (house,  barn,  sheds),  24  percent  pasture 
with  poor  ground  cover  (animal  paddocks),  and  36  percent  lawn  in  good  condition. 
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Figure  3-3.  Modified  MRLC  land  use  coverage. 
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3.3.2  Mining  Land  Use 

Specific  data  regarding  the  location  and  extent  of  disturbance  from  historical  mining  activities 
was  not  available  from  the  MRLC  land  use  coverage.  These  land-based  sources  were  identified 
during  the  preliminary  source  assessment  as  critical  sources  that  had  to  be  addressed  in  the 
model.  A  GIS  coverage  including  polygon  outlines  of  priority  abandoned  hard  rock  mine  sites 
inventoried  by  the  Montana  Department  of  Environmental  Quality,  Mine  Waste  Cleanup  Bureau 
(1997)  was  used  to  determine  the  location  and  areas  of  disturbance  of  priority  abandoned  mines. 
In  addition,  the  location  of  other  inactive  and  abandoned  mine  sites  was  obtained  from  a  GIS 
coverage  published  by  the  Montana  State  Library  from  data  generated  from  the  Abandoned 
Mines  Bureau  database  in  January  of  1992.  Because  this  coverage  only  shows  the  location  of 
these  mines,  an  area  equal  to  the  smallest  priority  mine  was  applied  to  each  of  the  other  mines  to 
obtain  an  area  for  the  model.  Figure  3-4  shows  the  location  of  the  modeled  abandoned  mines. 
Finally,  two  abandoned  mine  lands  categories  -  Priority  and  Other  -  were  added  to  the  modeled 
land  uses. 
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Figure  3-4.  Abandoned  mines  in  the  Lake  Helena  watershed. 
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3.3.3  Final  Land  Uses  for  LSPC 

For  modeling  purposes,  MRLC  land  use  classes  having  similar  characteristics  (i.e.,  infiltration 
rates,  pollutant  loads,  etc.)  were  grouped  together.  The  basis  for  the  groupings  was  obtained 
from  the  MRLC  land  use  definitions  and  best  professional  judgment.  The  final  land  use 
groupings  provided  the  basis  for  estimating  and  distributing  metals  loads.  Final  land  use 
categories  included  agriculture,  shrubland,  other  abandoned  mines,  wetlands,  priority  abandoned 
mines,  paved  roads,  dirt  roads,  permitted  mines,  non-system  roads,  quarries,  full  growth  forest, 
timber  harvest,  grassland,  and  urban  areas  (Table  3-4). 


Table  3-4.    LCPS  modeled  land  uses. 


Land  Use  ID 

LSPC  Land  Use  Class 

Acres 

1 

Forest 

154.159 

2 

Grassland 

131,525 

3 

Shrubland 

37.015 

4 

Agriculture 

36,456 

5 

Urban  Areas 

21,074 

6 

Paved  Roads 

1,904 

7 

Timber  Harvest 

4,093 

8 

Dirt  Roads 

3,326 

9 

Illegal  Roads 

153 

10 

Wetlands 

1,691 

11 

Priority  AML 

1,272 

12 

Other  AML 

201 

13 

Permitted  Mines 

394 

14 

Quarries 

182 
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3.4  Point  Sources 

Two  facilities  in  the  Lake  Helena  watershed  currently  have  NPDES  permits  for  metals  - 
Montana  Tunnels  Mine  (#MT0028428)  and  ASARCO  (#MT0030147).  Detailed  information 
about  these  point  sources  can  be  found  in  Appendix  E  (Point  Sources).  The  point  sources  were 
incorporated  in  the  land  use  table  as  precipitation-driven  permitted  dischargers.  The  land 
infiltration  properties  were  increased  to  represent  settling  ponds  used  to  store  site  runoff. 
Modeled  metals  concentrations  from  these  permitted  facilities  were  set  at  permit  limits.  Permit 
limits  for  the  Montana  Tunnels  facility  are  0.29  mg/L  for  arsenic,  0.004  mg/L  for  cadmium,  0.01 
mg/L  for  copper,  0.05  mg/L  for  lead,  and  0.12  mg/L  for  zinc.  ASARCO's  permit  limits  are 
1.140  mg/L  for  arsenic,  0.1374  mg/L  for  cadmium,  1.122  mg/L  for  copper,  0.239  mg/L  for  lead, 
and  0.77  mg/L  for  zinc.  Table  3-5  shows  the  facility  level  information  for  these  two  point 
sources. 


Table  3-5.    Facility  Level  Information  for  Point  Sources  of  Metals  modeled  with  LSPC. 

NPDES  ID 

MT0030147 

MT0028428 

Facility  Name 

ASARCO  INC.  (EAST  HELENA) 

MONTANA  TUNNELS  MINING,  INC 

Permit  Type 

STANDARD 

STANDARD 

Facility  Type 

INDUSTRIAL 

INDUSTRIAL 

SIC  Description 

PRMRY  SMELT/NONFERROUS 
METALS 

METAL  ORES,  NEC 

County  Name 

LEWIS  AND  CLARK 

JEFFERSON 

Receiving  Water 

PRICKLY  PEAR  CREEK 

PEN  YAN  CREEK 

Latitude 

+46  35  040 

+46  21  260 

Longitude 

-111  55  110 

-112  06  450 
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3.5  Soils 

The  hydrologic  soil  group  classification  is  a  means  for  grouping  soils  by  similar  infiltration  and 
runoff  characteristics  during  periods  of  prolonged  wetting  (NRCS,  2001).  Typically,  clay  soils 
that  are  poorly  drained  have  the  worst  infiltration  rates  (D  soils),  while  sandy  soils  that  are  well 
drained  have  the  best  infiltration  rates  (A  soils).  Hydrologic  group  data  for  the  Lake  Helena 
watershed  were  obtained  from  the  State  Soil  Geographic  (STATSGO)  database.  The  data  were 
summarized  based  on  the  major  hydrologic  group  in  the  surface  layers  of  the  map  unit  (see 
Figure  3-5).  Soils  in  the  Lake  Helena  watershed  are  primarily  classified  as  B  and  C,  having 
moderate  to  slow  infiltration  rates  when  saturated.  These  hydrologic  groups  served  as  a  starting 
point  for  the  designation  of  infiltration  and  groundwater  flow  parameters  during  the  LSPC  setup. 
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Figure  3-5.  Distribution  of  hydrologic  soil  groups. 
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3.6  Meteorological  Data 

Hydrologic  processes  are  time  varying  and  depend  on  changes  in  environmental  conditions  such 
as  precipitation,  temperature,  and  wind  speed.  As  a  result,  meteorological  data  are  a  critical 
component  of  watershed  models. 

Meteorological  conditions  are  the  driving  force  for  non-point  source  transport  processes  in 
watershed  modeling.  Generally,  the  finer  the  spatial  and  temporal  resolution  available  for 
meteorology,  the  more  representative  the  simulation  of  associated  watershed  processes  will  be. 
At  a  minimum,  precipitation  and  potential  evapotranspiration  are  required  as  forcing  functions 
for  most  watershed  models.  For  the  Lake  Helena  watershed,  where  the  snowfall/snowmelt 
process  is  the  most  significant  factor  in  watershed-wide  hydrology,  additional  data  were  required 
for  snow  simulation.  These  data  are  temperature,  dew  point  temperature,  wind  speed,  and  solar 
radiation.  Upon  reviewing  the  available  weather  data,  it  was  concluded  that  there  was  only  one 
adequate  weather  gage  for  the  Lake  Helena  watershed  -  Helena  Regional  Airport  Gage  #244055. 

Weather  data  from  the  Helena  Regional  Airport  (elevation  1,167m)  was  used  to  develop  a  24- 
year  input  file  with  hourly  time-series  of  data  from  January  1980  through  December  2003.  An 
hourly  time  step  for  weather  data  was  required  to  properly  reflect  diurnal  temperature  changes 
(and  the  resulting  influence  on  whether  precipitation  was  modeled  as  rainfall  or  snow)  and 
provide  adequate  resolution  for  rainfall/runoff  intensity  to  drive  erosion  and  water  quality 
processes  during  storms  or  snowmelt  events.  Figure  3-6  and  Figure  3-7  show  average  maximum 
and  minimum  daily  temperatures  and  average  daily  precipitation  at  this  location. 

The  mean  elevation  of  each  subwatershed  was  used  to  account  for  elevation  effects  on 
temperature  and  precipitation  based  on  a  comparison  of  mean  annual  precipitation  and 
temperature  at  Austin,  Montana  (Coop  ID  240375;  elevation  1,493  m).  For  each  meter  increase 
in  elevation,  0.03  cm/yr  of  precipitation  were  added  and  0.0038  °C  were  subtracted  from  the 
daily  average  temperature.  SNOTEL  data  were  not  adequate  to  develop  daily  weather  inputs  for 
the  high  elevation  subwatersheds,  but  annual  average  precipitation  at  the  Frohner  station  was 
used  to  validate  the  elevation  adjustments  cited  above.  In  general,  yearly  precipitation  at  Frohner 
was  more  stable  than  at  the  airport.  Even  though  elevation  effects  were  accounted  for,  dry  years 
at  the  airport  generally  result  in  an  underestimation  of  precipitation  in  the  high  elevation 
subwatersheds  and  an  over  prediction  in  extremely  wet  years. 

The  Helena  Regional  Airport  weather  gage  is  located  in  the  Helena  Valley,  and  it  is  recognized 
here  that  this  gage  does  not  necessarily  represent  weather  conditions  throughout  the  entire  620 
square  mile  watershed.  This  is  particularly  true  in  the  high  elevation  regions  of  the  watershed, 
where  precipitation  may  be  more  than  twice  the  precipitation  in  the  Helena  Valley.  The  lack  of 
weather  stations  is  believed  to  be  the  largest  source  of  error  in  the  LSPC  model. 
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Figure  3-6.  Average  maximum  and  minimum  temperatures  at  the  Helena  Regional  Airport 

weather  station. 
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Figure  3-7.  Average  precipitation  at  the  Helena  Regional  Airport  weather  station. 
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4.0  MODEL  CALIBRATION 

The  model  hydrology  and  water  quality  calibration  process  is  described  in  this  section. 
Background  information  on  the  locations  of  available  flow  and  water  quality  data  and  the  time 
periods  of  calibration  are  first  presented,  followed  by  a  description  of  how  key  parameters  were 
modified. 

4.1  Hydrologic  Calibration 

Hydrologic  calibration  was  performed  after  the  initial  model  setup.  Calibration  refers  to  the 
adjustment  or  fine-tuning  of  modeling  parameters  to  reproduce  observations.  For  LSPC, 
calibration  is  an  iterative  procedure  of  parameter  evaluation  and  refinement  as  a  result  of 
comparing  simulated  and  observed  values  of  interest.  It  is  required  for  parameters  that  cannot  be 
deterministically  and  uniquely  evaluated  from  topographic,  climatic,  physical,  and  chemical 
characteristics  of  the  watershed  and  compounds  of  interest.  Calibration  is  based  on  several  years 
of  simulation  to  evaluate  parameters  under  a  variety  of  climatic  conditions.  The  calibration 
procedure  results  in  parameter  values  that  produce  the  best  overall  agreement  between  simulated 
and  observed  flows  throughout  the  calibration  period. 

4.1.1  Hydrologic  Calibration  Methodology 

The  hydrologic  calibration  process  involved  a  comparison  of  observed  data  to  modeled  in-stream 
flow  and  an  adjustment  of  key  parameters.  Calibration  gages  were  selected  based  on  (1)  long 
term  period  of  record,  (2)  recent  data,  and  (3)  location  within  the  Lake  Helena  watershed.  Only 
one  calibration  gage  was  used  for  the  Lake  Helena  watershed  model  -  USGS  gage  06061500 
(Prickly  Pear  Creek  near  Clancy,  Montana).  The  Tenmile  Creek  gage  (06063000)  was  then  used 
to  validate  the  results  from  the  Prickly  Pear  Creek  calibration. 

Modeling  parameters  were  varied  within  generally  accepted  bounds  and  in  accordance  with 
observed  temporal  trends  and  soil  and  land  cover  characteristics  (see  Section  4. 1 .2).  An  attempt 
was  made  to  remain  within  the  guidelines  for  parameter  values  set  out  in  BASINS  Technical 
Note  6  (USEPA,  2000). 

Graphical  results  of  model  performance  and  error  statistics  were  evaluated  following  each 
hydrologic  simulation.  Model  parameters  were  adjusted  following  iterations  to  improve  model 
performance.  The  parameters  that  were  adjusted  include  those  that  account  for  the  partitioning 
of  surface  versus  subsurface  flow,  infiltration  rate,  surface  and  subsurface  storage, 
evapotranspiration,  and  surface  runoff.  The  full  set  of  hydrologic  parameters  is  available  upon 
request  from  the  Montana  Department  of  Environmental  Quality  (see  Section  5.0).  A  discussion 
of  the  key  parameters  and  how  they  were  adjusted  is  presented  below  in  Section  4.1.2. 
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Figure  4-1.  Location  of  hydrology  and  water  quality  calibration  gages. 
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4.1.2  Hydrologic  Calibration  Parameters 

The  model  performance  is  sensitive  to  the  specification  of  the  water-holding  capacity  of  the  soil 
profile  (expressed  through  the  nominal  lower-zone  storage,  LZSN)  and  the  infiltration  rate  index 
(INFILT),  which  together  control  the  partitioning  of  water  between  surface  and  subsurface  flow. 
The  calibrated  LZSN  value  was  set  at  6  inches.  INFILT  in  HSPF  is  an  index  of  infiltration  rate 
and  is  not  directly  interpretable  from  measured  field  infiltration  rates.  BASINS  Technical  Note  6 
recommends  values  in  the  range  of  0.1  to  0.4  inches  per  hour  for  B  soils,  0.05  to  0.1  inches  per 
hour  for  C  soils,  and  0.01  to  0.05  inches  per  hour  for  D  soils  (USEPA,  2000).  Values  were  re- 
optimized  by  starting  from  the  center  of  the  recommended  ranges  and  modifying  the  value  for 
each  soil  class  proportionately.  Final  calibrated  values  ranged  from  0.15  to  0.30  inches  per  hour. 

Key  parameters  for  the  subsurface  flow  response  include  the  ground  water  recession  coefficient 
(AGWRC),  and  the  interflow  inflow  and  recession  parameters  (INTFW  and  IRC).  AGWRC  was 
set  by  optimizing  model  performance  for  baseflow  recession.  A  final  value  of  0.999  (unitless) 
was  determined  for  the  Lake  Helena  watershed.  Interflow  recession  should  be  fairly  high  in  this 
landscape,  and  the  interflow  recession  parameter  was  calibrated  at  0.60  (unitless).  Interflow  was 
also  calibrated  at  0.60  (unitless). 

Deep  aquifer  infiltration  (DEEPFR)  represents  the  fraction  of  infiltrating  water  that  percolates  to 
deep  aquifers  and  is  therefore  "lost"  water  removed  from  the  system.  Within  this  watershed, 
DEEPFR  was  calibrated  at  0.01  (unitless),  suggesting  that  little  water  is  lost  from  the  system. 

Monthly  variability  in  hydrologic  response  was  specified  by  setting  monthly  values  the  lower 
zone  evapotranspiration  parameter  based  on  monthly  weather  conditions.  Values  specified  are 
consistent  with  the  range  recommended  in  BASINS  Technical  Note  6  (0.1  to  0.9  unitless) 
(USEPA,  2000). 

The  parameters  discussed  above  were  the  most  sensitive  in  the  hydrologic  calibration,  meaning 
that  small  changes  had  the  largest  effect  on  watershed  hydrology.  Other  parameters,  and  their 
final  calibrated  values,  are  available  upon  request  from  the  Montana  Department  of 
Environmental  Quality  (see  Section  5.0). 

Figure  4-2  is  a  schematic  of  how  the  snow  process  is  simulated  in  LSPC.  LSPC  uses  the  Energy 
Balance  method  to  simulate  snowmelt  contributions  from  the  land  surface  derived  from  the  fall, 
accumulation,  and  melting  of  snow  (COE,  1956;  Anderson  Crawford,  1964;  Anderson,  1968). 
The  LSPC  SNOW  module  uses  information  on  atmospheric  conditions  to  determine  whether 
precipitation  falls  as  rain  or  snow,  how  long  the  snowpack  remains,  and  when  snowpack  melting 
occurs.  Heat  is  transferred  into  or  out  of  the  snowpack  through  net  radiation  heat,  convection  of 
sensible  heat  from  the  air,  latent  heat  transfer  by  moist  air  condensation  on  the  snowpack,  from 
rain,  and  through  conduction  from  the  ground  beneath  the  snowpack.  Melting  occurs  when  the 
liquid  portion  of  the  snowpack  exceeds  its  holding  capacity  and  melted  snow  is  added  to  the 
hydrologic  cycle. 
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Figure  4-2.   Snow  simulation  schematic. 


Table  4-1  below  summarizes  the  snow  parameters  and  adjusted  ranges  for  the  Lake  Helena 
watershed.    Key  calibration  parameters  for  the  winter  snow  simulation  were  revised  from 
defaults  during  optimization  and  included  the  snow  catch  factor  (SNO WCF,  ratio  that  accounts 
for  under-catch  of  snow  in  standard  precipitation  gages),  the  field  adjustment  parameter  for  heat 
accumulation  in  the  snow  pack  (CCF  ACT),  the  maximum  rate  of  snow  melt  by  ground  heating 
(MGMELT),  and  the  difference  between  the  mean  elevation  of  a  subwatershed  and  the  gage 
elevation  (ELDAT,  to  correct  for  temperature  changes  between  the  gage  elevation  and 
subwatershed  elevation). 
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Table  4-1 .    Summary  of  snow  module  calibration. 

Parameter 

Description 

Status 

Default 

Calibrated 

ICEFG 

Ice  simulation  switch,  1  =  on  or  0  =  off 

Turned  on 

1 

1 

FOREST 

Forest  land  for  winter  transpiration  (fraction) 

By  land  use 

N/A 

0.1  -0.8 

LAT 

Latitude  of  land  segment  (degrees) 

From  GIS 

N/A 

From  GIS 

MELEV 

Mean  elevation  of  land  segment  (ft) 

From  GIS 

N/A 

From  GIS 

ELDAT 

Difference  between  MELEV  and  gage  elevation  (ft) 

From  GIS 

N/A 

From  GIS 

SHADE 

Land  shaded  from  solar  radiation  (fraction) 

By  land  use 

N/A 

0.1  -0.9 

SNOWCF 

Precipitation  snow  catch  efficiency  (multiplier) 

By  location 

1.1  -1.5 

1.35 

COVIND 

Water  equivalent  for  complete  land  coverage  (in) 

Constant 

1.0-3.0 

2.0 

RDCSN 

Density  of  new  snow  relative  to  water  (in/in) 

Constant 

0.1  -0.2 

0.15 

TSNOW 

Air  temperature  for  snowfall  (degrees  F) 

By  location 

31  -33 

32.0 

SNOEVP 

Snowpack  sublimation  coefficient  (unitless) 

Constant 

0.1  -0.15 

0.15 

CCFACT 

Condensation/convection  coefficient  (unitless) 

By  location 

1.0-2.0 

2.0 

MWATER 

Maximum  water  content  of  snow  (in/in) 

Constant 

0.01  -0.05 

0.01 

MGMELT 

Maximum  ground  snowmelt  rate  (in/day) 

Constant 

0.01  -0.03 

0.01 
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4.1.3  Evaluation  of  Hydrologic  Calibration 

Hydrologic  calibrations  were  evaluated  by  using  a  time  series  comparison  of  daily,  monthly, 
seasonal,  and  annual  values;  storm  events,  low  flows  and  high  flows.  Composite  comparisons 
(e.g.,  average  monthly  values  over  the  period  of  record)  were  also  made.  All  of  these 
comparisons  must  be  evaluated  for  a  proper  calibration  of  hydrologic  parameters. 

4.1.3.1  Graphical  Comparisons 

Graphical  comparisons  are  extremely  useful  forjudging  the  results  of  model  calibration  because 
time-variable  plots  of  observed  versus  modeled  flow  provide  insight  into  the  model's 
representation  of  storm  hydrographs,  baseflow  recession,  time  distributions,  and  other  pertinent 
factors  often  overlooked  by  statistical  comparisons.  Graphical  comparisons  consisted  of  time 
series  plots  of  observed  and  simulated  values  for  flows,  observed  versus  simulated  scatter  plots 
with  a  45°  linear  regression  line  displayed,  and  observed  versus  simulated  seasonal  flows. 

Figure  4-3  shows  the  observed  data  and  graphical  calibration  model  results  for  station  06061500 
(Prickly  Pear  Creek  near  Clancy,  Montana).  The  first  plot  (upper  left)  shows  monthly-average 
simulated  flow  versus  monthly  average  observed  flow.  The  closer  the  data  comes  to  the  45° 
angle  line,  the  better  the  two  data  sets  match.  The  plot  suggests  that  some  months  are  well 
correlated,  and  others  are  not.  The  plot  does  not  provide  information  about  which  months  are 
well  or  poorly  calibrated.  The  second  plot  (upper  right)  shows  the  water  balance  between  the 
observed  and  simulated  monthly  flows.  In  this  plot,  the  50  percent  line  indicates  that  the 
observed  and  modeled  flows  are  equal.  As  shown  in  the  graph,  the  water  balance  varies  from 
month  to  month,  but  generally  varies  about  the  50  percent  line.  This  suggests  that  as  a  whole  (all 
months),  monthly  flows  are  well  calibrated.  The  third  graph  (middle  center)  shows  a  time  series 
of  average  modeled  and  observed  flow.  Average  flows  are  well  correlated  during  the  baseflow 
months  (October  through  March).  However,  it  appears  that  snowmelt  is  less  calibrated.  The 
initial  simulated  snowmelt,  occurring  in  April  of  each  year,  is  well  correlated  with  the  observed 
snowmelt.  Later  in  the  season  (July  and  August),  snowmelt  is  still  occurring  in  the  modeled 
flows,  but  not  in  the  observed  flows.  The  fourth  plot  (bottom  center)  verifies  this.  The  fourth 
plot  also  suggests  that  there  are  errors  with  the  storm  event  simulation.  This  is  expected  because 
of  the  limited  weather  data,  and  lack  of  high  elevation  weather  stations. 
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Figure  4-3.  Observed  versus  modeled  flows  at  USGS  gage  06061500  -  Prickly  Pear  Creek  near 

Clancy  MT. 
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Figure  4-4  shows  the  yearly  composite  calibration  analysis  for  USGS  gage  06061500  (Prickly 
Pear  Creek  near  Clancy,  Montana),  which  represents  seasonal  hydrologic  patterns.  All  data 
within  the  time  period  is  collapsed  into  a  representative-year  profile.  Average  flows,  as  well  as 
monthly  medians,  and  percentile  ranges  are  used  to  evaluate  the  general  tendency  of  the  model  to 
represent  the  observed  seasonal  variability. 

The  first  plot  (upper  left)  shows  the  correlation  between  yearly  average  observed  and  modeled 
flows.  Years  with  less  flow  (i.e.,  less  snowpack)  are  most  similar,  having  a  strong  correlation. 
As  average  yearly  flows  increase,  the  correlation  between  simulated  and  observed  average  yearly 
flows  decreases.  This  is  mostly  because  of  the  errors  in  the  snowmelt  simulation,  as  described  in 
the  previous  paragraphs.  The  snowmelt  issues  are  further  exemplified  in  the  second  plot  (upper 
right).  Total  yearly  flow  appears  to  be  similar  between  the  observed  and  simulated  data.  The 
observed  data  shows  that  the  majority  of  snowmelt  occurs  in  April,  May,  and  June,  while  the 
simulated  data  suggests  that  snowmelt  occurs  primarily  in  May  through  August  -  a  longer  time 
period,  and  later  in  the  year.  The  third  plot  (middle  center)  confirms  this  analysis.  The  model  is 
well  calibrated  from  October  through  April. 
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Figure  4-4.  Composite  analysis  of  observed  versus  modeled  flow  at  USGS  gage  06061500 

Prickly  Pear  Creek  near  Clancy  MT. 
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4.1.3.2  Statistical  Evaluation 

Error  statistics  for  USGS  gage  06061500  (Prickly  Pear  Creek  near  Clancy,  Montana)  were 
calculated  and  compared  to  criteria  recommended  for  HSPF.  Errors  are  determined  by 
comparing  simulated  flow  values  to  observed  flow  values  for  various  time  periods  (e.g.,  for  the 
highest  flow  periods)  using  the  following  equation: 

_    ,         _  SimulatedValue  -  ObservedValue     .  „.. 

Re  lativetiTor  = x  1 00 

ObservedValue 

One  goal  of  the  calibration  process  is  to  reduce  the  relative  error  to  less  than  the  recommended 
criteria  for  as  many  flow  categories  as  possible.  The  following  recommended  criteria  (i.e., 
accepted  level  of  error  between  modeled  and  observed  flows)  were  used: 

Error  in  total  volume:  ±10% 
Error  in  50%  lowest  flows:  ±10% 
Error  in  10%  highest  flows:  ±15% 
Seasonal  volume  error  -  Summer:  ±30% 
Seasonal  volume  error  -  Fall:  ±30% 
Seasonal  volume  error  -  Winter:  ±30% 
Seasonal  volume  error  -  Spring:  ±30% 
Error  in  storm  volumes:  ±20% 

Error  in  summer  storm  volumes:  ±50% 

These  error  statistics  were  chosen  to  insure  that  the  hydrologic  calibration  was  adequate  for  the 
entire  period  evaluated,  for  all  seasons,  and  for  all  flow  events. 

Table  4-2  shows  the  error  statistics  for  USGS  gage  06061 500.  Modeled  flows  from  1980  to 
1994  were  compared  to  the  observed  flows  during  the  same  time  period.  The  total  volume  of 
water  was  well  correlated,  with  the  simulated  volume  only  having  8.57  percent  more  water  than 
observed.  Simulated  low  flows  (50lh  percentile  and  lower)  were  17.40  percent  higher  than 
observed  flows.  This  is  expected,  as  irrigation,  diversions,  and  dams  regulate  much  of  the  low 
flow  events  in  the  Lake  Helena  watershed,  and  there  were  limited  data  to  properly  simulate  these 
conditions.  Additional  detailed  data  about  diversions  and  dams  would  improve  this  error. 
During  high  flow  events  (highest  10  percent  of  flows),  modeled  flows  were  5.80  percent  lower 
than  observed  flows.  As  shown  by  the  graphs,  this  is  primarily  due  to  the  limited  weather  station 
coverage,  and  the  resulting  storm  event  errors.  This  is  verified  by  the  storm  event  statistics. 
Simulated  storm  volumes  were  89.73  percent  less  than  measured,  and  summer  storm  volumes 
were  59.34  percent  less  than  measured. 

Seasonal  statistics  revealed  that  the  hydrologic  calibration  was  good  for  the  winter  and  fall 
(October  through  March),  when  base  flows  and  lack  of  diversions  help  to  insure  a  well-calibrated 
model.  Summer  flows  were  highly  over  predicted  (45.78  percent  more  than  observed),  again 
because  the  simulated  snowmelt  was  delayed  (see  Section  4.1 .3.1).  For  the  same  reason,  the 
spring  error  statistic  indicated  that  simulated  volumes  were  less  than  observed. 
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Table  4-2.    Error  statistics  for  observed  versus  modeled  flows  at  USGS  gage  06061500 

Prickly  Pear  Creek  near  Clancy  MT. 


LSPC  Simulated  Flow 

Observed  Flow  Gage 

REACH  OUTFLOW  FROM  SUBBASIN  202 

14-Year  Analysis  Period:   10/1/1980  -  9/30/1994 

Flow  volumes  are  normalized,  with  total  observed  as  100 

USGS  06061500  Prickly  Pear  Creek  near  Clancy  MT 

Jefferson  County.  Montana 

Hydrologic  Unit  Code  10030101 

Latitude  46°31'09",  Longitude  111056'45"  NAD27 

Drainage  area  192.00  square  miles 

Total  Simulated  In-stream  Flow 

109.37 

Total  Observed  In-stream  Flow 

100.00 

Total  of  simulated  highest  10%  flows: 

33.34 

Total  of  Observed  highest  10%  flows: 

35.28 

Total  of  Simulated  lowest  50%  flows: 

26.44 

Total  of  Observed  Lowest  50%  flows: 

21.83 

Simulated  Summer  Flow  Volume  (months  7-9): 

39.68 

Observed  Summer  Flow  Volume  (7-9): 

21.52 

Simulated  Fall  Flow  Volume  (months  10-12): 

17.05 

Observed  Fall  Flow  Volume  (10-12): 

15.57 

Simulated  Winter  Flow  Volume  (months  1-3): 

14.60 

Observed  Winter  Flow  Volume  (1-3): 

14.01 

Simulated  Spring  Flow  Volume  (months  4-6): 

38.05 

Observed  Spring  Flow  Volume  (4-6): 

48.90 

Total  Simulated  Storm  Volume: 

2.47 

Total  Observed  Storm  Volume: 

4.68 

Simulated  Summer  Storm  Volume  (7-9) 

0.73 

Observed  Summer  Storm  Volume  (7-9): 

1.16 

Errors  (Simulated-Observed) 

Error  Statistics 

Recommended  Criteria 

1 

Error  in  total  volume: 

8.57 

10 

Error  in  50%  lowest  flows: 

1740 

10 

Error  in  10%  highest  flows: 

-5.80 

15 

Seasonal  volume  error  -  Summer: 

45.78 

30 

Seasonal  volume  error  -  Fall: 

8  66 

30 

Seasonal  volume  error  -  Winter: 

3.99 

30 

Seasonal  volume  error  -  Spring: 

-28.52 

30 

Error  in  storm  volumes: 

-89.73 

20 

Error  in  summer  storm  volumes: 

-59.34 

50 
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4.1.3.3  Hydrologic  Calibration  Summary 

Overall,  the  hydrologic  calibration  for  Prickly  Pear  Creek  (USGS  gage  06061500)  is  adequate 
for  the  goals  of  this  project.  At  a  yearly  scale,  water  volume  is  well  calibrated,  and  well  suited 
for  calculating  yearly  loads.  October  through  March  are  also  well  calibrated  for  flow,  and  could 
be  used  to  calculate  monthly  loads.  Months  typically  associated  with  high  flows  resulting  from 
snowmelt  are  not  as  well  calibrated  at  the  monthly  scale.  Snowmelt  and  storm  event  errors 
prevent  management  decisions  based  on  daily  or  weekly  loads.  At  the  yearly  scale,  the  model  is 
appropriate  for  evaluating  the  extent  and  location  of  pollutant  loads  and  sources.  The  model  is 
also  appropriate  for  assigning  TMDLs  (calculated  at  a  yearly  scale)  to  pollutant  sources. 
Additional  model  uncertainties  and  uses  are  discussed  in  Section  4.3. 
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4.2  Water  Quality  Calibration 

After  hydrology  was  sufficiently  calibrated,  water  quality  calibration  was  performed.  The  water 
quality  calibration  consisted  of  running  the  watershed  model,  comparing  water  quality  output  to 
available  water  quality  observation  data,  and  adjusting  pollutant  loading  and  in-stream  water 
quality  parameters  within  a  reasonable  range.  Figure  4-5  shows  the  114  stations  that  were 
analyzed  during  the  water  quality  calibration  process.  Recent  data  (1997-2003)  were  used  for 
the  calibration  process  to  insure  that  current  conditions  were  simulated.  Most  of  the  data  was 
collected  by  USGS,  USEPA,  and  Montana  DEQ.  In-stream  water  quality  data  from  other 
sources  was  limited  to  a  few  segments. 

The  objective  was  to  best  simulate  low  flow,  mean  flow,  and  storm  peaks  at  water  quality 
monitoring  stations  representative  of  different  regions  of  the  basin  (and  different  land  uses,  in 
particular).  Modeling  parameters  were  varied  within  generally  accepted  bounds  and  in 
accordance  with  observed  temporal  trends  and  soil  and  land  cover  characteristics.  An  attempt 
was  made  to  remain  within  the  guidelines  for  parameter  values  set  out  in  BASINS  Technical 
Note  6  (USEPA,  2000). 

Graphical  results  of  model  performance  were  evaluated  following  each  water  quality  simulation. 
Model  parameters  were  adjusted  following  iterations  to  improve  model  performance.  The  full 
set  of  water  quality  parameters  are  included  in  Section  5.0  and  a  discussion  of  the  key  parameters 
and  how  they  were  adjusted  is  presented  below  in  Section  4.2. 1 . 
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Figure  4-5.  Location  of  water  quality  monitoring  stations  in  the  Lake  Helena  watershed. 
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4.2.1  Water  Quality  Calibration  Parameters 


In  this  modeling  exercise,  the  results  of  the  GWLF  sediment  model  (see  Appendix  C)  were 
replicated  with  LSPC  for  the  different  land  use  categories  modeled.  Once  the  sediment  loads 
were  matched,  a  distribution  parameter,  IQ,  along  with  the  average  concentration  of  each  metal 
in  bottom  sediments  (Table  4-3)  were  applied  as  "potency  factors"  to  estimate  sediment-related 
metals  loading  by  land  use.  All  sediment  was  assumed  to  have  the  same  concentration  of  metals. 

Table  4-3.    Distribution  Parameter  and  Average  metals  sediment  concentration. 


Metal 

Distribution  Parameter, 
Kd (L/kg) 

Average  concentration  in 
sediment  (ug/g) 

Arsenic 

1  x105 

28.61 

Cadmium 

1  x105 

1.61 

Copper 

3x105 

200.93 

Lead 

2x105 

39.95 

Zinc 

1  x105 

158.66 

Once  the  link  between  sediment  sources  and  metals  was  established,  additional  pathways  of 
metals  loading  were  modeled  from  abandoned  mine  lands.  This  was  done  using  the  GQUAL 
parameters  of  the  PERLND  module  of  LSPC.  The  objective  was  to  model  additional  source 
loading  from  the  mines  that  occurs  almost  constantly  (i.e.  not-sediment  related  loads)  and  would 
correspond  to  metals  in  dissolved  form,  (e.g.  seeps  and  adit  discharges). 

LSPC's  PERLND  module  simulates  water  quality  processes  that  occur  on  pervious  land 
surfaces.  The  module  simulates  the  movement  of  water  and  constituents  in  overland  flow, 
interflow,  and  groundwater  flow.  Important  calibration  parameters  included  the  pollutant 
concentration  adjustment  associated  with  interflow  (IOQC)  and  the  pollutant  concentration 
adjustment  associated  with  groundwater  flow  (AOQC).  All  other  land  uses  were  assumed  to  add 
metals  to  the  stream  channels  only  through  the  sediment  loading,  so  the  IOQC  and  AOQC  values 
for  all  the  other  land  uses  were  set  to  zero.  During  calibration,  the  parameter  values  of  IOQC 
and  AOQC  for  abandoned  mines  were  adjusted  so  that  the  modeled  stream  concentrations  during 
baseflow  would  closely  match  the  observed  baseflow  concentration  of  metals  in  the  streams. 
The  parameter  that  most  influenced  the  calibration  was  that  of  AOQC.  Finally,  permitted  mines 
were  modeled  with  their  permitted  concentrations  at  all  times. 

Table  4-4  presents  the  average  calibrated  IOQC  and  AOQC  parameter  values  for  the  metals  of 
concern. 


Table  4-4.    Average  IOQC  and  AOQC  Parameter  Values  for  Abandoned  Mines. 


Metal 

IOQC  (mg/L) 

AOQC  (mg/L) 

As 

7.155 

7.526 

Cd 

0.134 

0.183 

Cu 

1.844 

3.286 

Pb 

1.797 

2.838 

Zn 

19.753 

43.948 
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4.2.2  Evaluation  of  the  Water  Quality  Calibration 

Results  of  the  water  quality  calibration  at  selected  gages  are  shown  in  Figure  4-6  through  Figure 
4-25  and  are  discussed  below. 

Measured  metals  data  (arsenic,  cadmium,  copper,  lead,  and  zinc)  indicate  that  metals 
concentrations  are  relatively  constant  during  base  flow  events  at  all  stations.  Concentrations 
appear  to  vary  mostly  in  response  to  storm  events,  with  summer  storm  events  producing  the 
highest  recorded  metals  concentrations.  The  calibration  plots  indicate  that  metals  concentrations 
during  baseflow  events  were  well  simulated  with  the  LSPC  model. 

High  metals  concentrations  appear  to  be  correlated  with  high  flows,  and  specifically  from  intense 
storm  events  producing  overland  runoff.  The  result  is  a  "first  flush"  of  metals  with  the  storm 
event,  producing  short  but  intense  concentrations  spikes.  As  described  in  Section  4.1,  it  was 
difficult  to  model  storm  events  and  snowmelt  because  of  the  lack  of  weather  gages,  particularly 
at  higher  elevations.  This  resulted  in  a  poor  hydrologic  match  during  some  time  periods. 
However,  the  total  water  volume  was  well  correlated  at  the  flow  calibration  gage  in  Prickly  Pear 
Creek  (8.57  percent  error  statistic)  (see  Table  4-2).  The  result  of  over  and  under  predicting  storm 
events  and  snowmelt  over  a  long  period  of  time  is  that  the  total  volume  of  water  is  well 
calibrated.  The  same  phenomenon  appears  to  be  true  with  the  water  quality  data. 


F-40  Public  Review  Draft 


Appendix  F 


Model  Calibration 


Modeled:  As  (ug/L) 

Aq  Life,  Acute:  As  (ug/L) 

Aq  Life,  Chronic:  As  (ug/L) 


Measured:  As  (ug/L) 
Human  Health:  As  (ug/L) 
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Figure  4-6.  WQ  Calibration  Plots  -  SWS  501,  TEN  MILE  CREEK,  headwaters  to  the  Helena  PWS 

intake  above  Rimini  -  Arsenic. 
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Modeled:  Cd  (ug/L) 

Aq  Life,  Acute:  Cd  (ug/L) 

Aq  Life,  Chronic:  Cd  (ug/L) 


Measured:  Cd  (ug/L) 
Human  Health:  Cd  (ug/L) 
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7.  WQ  Calibration  Plots  -  SWS  501,  TENMILE  CREEK,  headwaters  to  the  Helena  PWS 
intake  above  Rimini  -  Cadmium. 
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Aq  Life,  Acute:  Cu  (ug/L)                      Human  Health:  Cu  (ug/L) 
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Figure  4-8.  WQ  Calibration  Plots  -  SWS  501,  TENMILE  CREEK,  headwaters  to  the  Helena  PWS 

intake  above  Rimini  -  Copper. 


Modeled:  Pb  (ug/L) 

Aq  Life,  Acute:  Pb  (ug/L) 

Aq  Life,  Chronic:  Pb  (ug/L) 


Measured:  Pb  (ug/L) 
Human  Health:  Pb  (ug/L) 
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Figure  4-9.  WQ  Calibration  Plots  -  SWS  501,  TENMILE  CREEK,  headwaters  to  the  Helena  PWS 

intake  above  Rimini  -  Lead. 
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Modeled:  Zn  (ug/L) 

Aq  Life,  Acute:  Zn  (ug/L) 

Aq  Life,  Chronic:  Zn  (ug/L) 


Measured:  Zn  (ug/L) 
Human  Health:  Zn  (ug/L) 
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Figure  4-10.  WQ  Calibration  Plots  -  SWS  501,  TENMILE  CREEK,  headwaters  to  the 

Helena  PWS  intake  above  Rimini  -Zinc. 
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Modeled:  As  (ug/L) 

Aq  Life,  Acute:  As  (ug/L) 

Aq  Life,  Chronic:  As  (ug/L) 


o       Measured:  As  (ug/L) 

Human  Health:  As  (ug/L) 
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4-1 1 .  WQ  Calibration  Plots  -  SWS  304,  MIDDLE  FK  WARM  SPRINGS  CREEK, 

Headwaters  to  mouth  (Warm  Springs  Cr  -  Prickly  Pear  Cr)  -  Arsenic. 
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Modeled:  Cd  (ug/L) 

Aq  Life,  Acute:  Cd  (ug/L) 

Aq  Life,  Chronic:  Cd  (ug/L) 
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4-12.  WQ  Calibration  Plots  -  SWS  304,  MIDDLE  FK  WARM  SPRINGS  CREEK, 

Headwaters  to  mouth  (Warm  Springs  Cr  -  Prickly  Pear  Cr)  -  Cadmium. 
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Modeled:  Cu  (ug/L) 

Aq  Life,  Acute:  Cu  (ug/L) 

Aq  Life,  Chronic:  Cu  (ug/L) 


o      Measured:  Cu  (ug/L) 
Human  Health:  Cu  (ug/L) 
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Figure  4-13.  WQ  Calibration  Plots  -  SWS  304,  MIDDLE  FK  WARM  SPRINGS  CREEK, 

Headwaters  to  mouth  (Warm  Springs  Cr  -  Prickly  Pear  Cr)  -  Copper. 
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Measured:  Pb  (ug/L) 
Human  Health:  Pb  (ug/L) 
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Figure  4-14.  WQ  Calibration  Plots  -  SWS  304,  MIDDLE  FK  WARM  SPRINGS  CREEK, 

Headwaters  to  mouth  (Warm  Springs  Cr  -  Prickly  Pear  Cr)  -  Lead. 
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4-15.  WQ  Calibration  Plots  -  SWS  304,  MIDDLE  FK  WARM  SPRINGS  CREEK, 

Headwaters  to  mouth  (Warm  Springs  Cr  -  Prickly  Pear  Cr)  -  Zinc. 
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Modeled:  As  (ug/L) 

Aq  Life,  Acute:  As  (ug/L) 

Aq  Life,  Chronic:  As  (ug/L) 


a      Measured:  As  (ug/L) 
Human  Health:  As  (ug/L) 
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Figure  4-1 6.  WQ  Calibration  Plots  -  303,  WARM  SPRINGS  CREEK  from  the  Middle  Fork 

to  the  mouth  (Prickly  Pear  Cr)  -  Arsenic. 
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Modeled:  Cd  (ug/L) 

Aq  Life,  Acute:  Cd  (ug/L) 

Aq  Life,  Chronic:  Cd  (ug/L) 


Measured:  Cd  (ug/L) 
Human  Health:  Cd  (ug/L) 
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17.  WQ  Calibration  Plots  -  303,  WARM  SPRINGS  CREEK  from  the  Middle  Fork 

to  the  mouth  (Prickly  Pear  Cr)  -  Cadmium. 
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Modeled:  Cu  (ug/L) 
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Measured:  Cu  (ug/L) 
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Figure  4-18.  WQ  Calibration  Plots  -  303,  WARM  SPRINGS  CREEK  from  the  Middle  Fork 

to  the  mouth  (Prickly  Pear  Cr)  -  Copper. 
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4-19.  WQ  Calibration  Plots  -  303,  WARM  SPRINGS  CREEK  from  the  Middle  Fork 

to  the  mouth  (Prickly  Pear  Cr)  -  Lead. 
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Figure  4-20.  WQ  Calibration  Plots  -  303,  WARM  SPRINGS  CREEK  from  the  Middle  Fork 

to  the  mouth  (Prickly  Pear  Cr)  -  Zinc. 
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Modeled:  As  (ug/L) 

Aq  Life,  Acute:  As  (ug/L) 

Aq  Life,  Chronic:  As  (ug/L) 


o       Measured:  As  (ug/L) 
Human  Health:  As  (ug/L) 
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Figure  4-21 .  WQ  Calibration  Plots  -  SWS  302,  CLANCY  CREEK  from  headwaters  to  the 

mouth  (Prickly  Pear  Cr)  -  Arsenic. 
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Figure  4-22.  WQ  Calibration  Plots  -  SWS  302,  CLANCY  CREEK  from  headwaters  to  the 

mouth  (Prickly  Pear  Cr)  -  Cadmium. 


\ 

- 

- 

• 

ill 

U  ■ 

•1 

L 

e 
• 
11., 

I 

+1 — 

rir.-i;.*:. 

7,7**" 

Ml t,!,        1 

F-50 


Public  Review  Draft 


Appendix  F 


Model  Calibration 


3 


Modeled:  Cu  (ug/L) 
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Measured:  Cu  (ug/L) 
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Figure  4-23.  WQ  Calibration  Plots  -  SWS  302,  CLANCY  CREEK  from  headwaters  to  the 

mouth  (Prickly  Pear  Cr)  -  Copper. 
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Figure  4-24. 
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WQ  Calibration  Plots  -  SWS  302,  CLANCY  CREEK  from  headwaters  to  the 
mouth  (Prickly  Pear  Cr)  -  Lead. 
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Modeled:  Zn  (ug/L) 
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o      Measured:  Zn  (ug/L) 
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Figure  4-25.  WQ  Calibration  Plots  -  SWS  302,  CLANCY  CREEK  from  headwaters  to  the 

mouth  (Prickly  Pear  Cr)  -  Zinc. 
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4.3  Model  Uncertainty  and  Use 

As  described  in  Section  1 .0,  modeling  was  conducted  to  help  answer  the  following  key 
questions: 

•  What  is  the  extent  to  which  current  flow  and  in-stream  metals  concentrations  have  been 
affected  by  anthropogenic  activities? 

•  What  are  the  expected  flow  and  metals  conditions  during  periods  for  which  no  observed 
data  are  available? 

•  What  are  the  existing  metals  loads  from  each  subwatershed? 

•  What  are  the  existing  metals  loads  from  each  source  category  (i.e.,  point  sources, 
abandoned  mines,  natural  background)? 

•  What  are  allowable  metals  loads  from  each  subwatershed  and  source  category  that  will 
result  in  the  attainment  of  water  quality  standards? 

•  What  are  the  potential  benefits  of  various  control  options? 

Based  on  the  calibration  results,  the  model  is  better  suited  to  answer  some  of  these  questions  than 
others.  The  following  first  presents  an  evaluation  of  the  model's  ability  to  address  each  of  the 
above  listed  questions,  followed  by  a  summary  of  the  potential  sources  of  model  error. 

4.3.1  Model  Limitations  and  Use 

1.  What  is  the  extent  to  which  current  flow  and  in-stream  metals  concentrations  have  been 
affected  by  anthropogenic  activities? 

In  the  absence  of  synoptic  monitoring  data  from  each  of  the  potential  sources  of  metals  (e.g., 
various  natural  sources,  mining,  agriculture,  etc.),  modeling  provides  the  only  means  by  which  to 
determine  the  relative  contribution  of  metals  loading  from  anthropogenic  versus  natural  sources 
of  metals. 

All  of  the  potential  sources  of  error  described  in  Section  4.3.2  introduce  error  into  these  results. 
However,  when  combined  with  best  professional  judgement  it  is  felt  that  the  results  provide  a 
reasonable  approximation  of  the  relative  importance  of  annual  metals  loading  from  the  various 
source  categories.  While  the  actual  calculated  loads  should  be  used  with  caution,  the  percent 
load  reductions  reported  in  Appendix  A,  provide  a  reasonable  starting  point  from  which  to  begin 
implementing  measures  to  attain  water  quality  standards. 

2.  What  are  the  expected  flow  and  metals  conditions  during  periods  for  which  no  observed 
data  are  available? 

Based  on  the  calibration  results,  it  appears  that  the  model  is  capable  of  producing  reasonable 
results  on  an  annual  or  long-term  basis.  However,  in  the  absence  of  additional  calibration  data, 
the  results  should  not  be  used  for  smaller  time  scales  (e.g.,  daily,  storm  event,  or  monthly). 
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What  are  the  existing  metals  loads  from  each  subvvatershed? 

Given  limited  data,  hydrologic  calibration  was  based  on  one  site  on  Prickly  Pear  Creek  (USGS 
gage  06061500)  near  Clancy  (i.e.,  in  the  middle  of  the  Lake  Helena  Watershed).  The  total 
volume  of  water  was  well  correlated,  with  the  simulated  volume  only  having  8.57  percent  more 
water  than  observed.  On  an  annual  basis,  it  can  be  assumed  that  the  results  from  subwatersheds 
upstream  of  the  USGS  gage  on  Prickly  Pear  Creek  near  Clancy  are  similar. 

In  the  absence  of  actual  monitoring  data,  the  model  results  provide  the  only  means  to  estimate 
subwatershed  scale  metals  loading.  It  is  felt  that  the  results  provide  a  reasonable  first 
approximation  of  metals  loads  from  each  subwatershed.  Additional  long-term  monitoring  would 
be  necessary  to  verify  and/or  fine-tune  the  results. 

4.  What  are  the  existing  metals  loads  from  each  source  category  (i.e.,  point  sources, 
abandoned  mines,  natural  background)? 

See  Number  1,  above. 

5.  WTiat  are  allowable  metals  loads  from  each  subwatershed  and  source  category  that  will 
result  in  the  attainment  of  water  quality  standards? 

In  and  of  itself,  answering  this  question  is  straight  forward  and  not  subject  to  its  own  set  of 
errors.  The  allowable  loads  are  calculated  by  multiplying  the  water  quality  standard 
(concentration)  by  flow  to  obtain  a  load.  However,  the  results  are  subject  to  the  errors  associated 
with  the  prediction  of  existing  subwatershed  and/or  source  category  flows  and  loads.  The  model 
limitations  associated  with  this  are  described  above  under  Numbers  1  and  3. 

In  spite  of  the  limitations,  this  method  provides  the  only  means  for  estimating  allowable  loads 
and/or  necessary  load  reductions  by  subwatershed  or  source  category  in  the  absence  of 
monitoring  data. 

6.  What  are  the  potential  benefits  of  various  control  options? 

The  potential  benefits  of  various  control  options  were  assessed  as  a  post-processing  step.  The 
uncertainties  associated  with  the  estimation  of  load  reductions  that  may  be  achievable  are 
described  in  the  TMDL  tables  presented  in  Appendix  A.  In  general,  the  estimated  achievable 
load  reductions  are  likely  over  estimates. 
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4.3.2  Potential  Sources  of  Model  Error 

Weather  Data 

Weather  gages  are  most  likely  the  largest  source  of  model  error.  The  Helena  Airport  had  the 
only  weather  gage  available  for  the  modeling  analysis,  and  it  was  responsible  to  generating 
precipitation  data  for  620  square  miles.  The  lack  of  weather  gages  significantly  increases  model 
error  in  terms  of  amount  and  timing  of  water  flowing  through  the  system.  Lack  of  weather  gages 
particularly  increases  model  error  during  storm  events  (timing  and  volume  of  water). 

Flow  Alterations 

Flow  alterations  (diversions,  storage,  releases)  are  pervasive  throughout  the  watershed,  and  can 
be  a  source  of  error  in  the  model.  The  location  of  the  flow  alteration,  as  well  as  the  volume  and 
timing  of  flow,  is  required  to  accurately  model  stream  flows  and  water  quality.  The  best 
available  information  was  used  to  account  for  all  flow  alterations;  however,  it  is  acknowledged 
here  that  many  diversions,  ponds,  reservoirs,  and  returns  may  not  be  accurately  represented  in 
the  model.  Reservoirs,  and  reservoir  storage,  timing,  and  release,  also  had  limited  data. 
Combined,  these  uncertainties  affect  model  output  in  several  ways.  Primarily,  the  timing  and 
amount  of  stream  flows  may  have  errors,  particularly  during  the  irrigation  season  (April- 
September)  when  diversions  and  reservoirs  are  most  active.  Flow  alterations,  by  nature,  have  a 
more  pronounced  effect  on  stream  flow  and  water  quality  during  low  flows,  when  a  larger 
percentage  of  water  in  the  river  is  diverted.  This  translates  into  greater  model  uncertainties 
during  low  flow  periods,  and  particularly  during  critical  low  flow  summer  periods. 

Point  Source  Discharge  Data 

Point  source  discharges  have  the  potential  to  affect  flow  and  water  quality  in  a  stream.  The 
LSPC  model  can  account  for  these  sources  by  using  time-series  inputs  of  flow  and 
concentrations.  However,  most  point  sources  only  report  data  on  a  monthly  basis  (or  less),  and 
data  was  extrapolated  to  provide  daily  model  input.  In  other  cases,  very  little  information  was 
available  about  the  point  sources,  and  best  professional  judgment  was  used  to  estimate  flow, 
timing,  water  quality,  and/or  outfall  location.  Point  source  uncertainties  have  the  greatest 
potential  to  affect  model  output  during  low  flow  events,  when  point  sources  make  up  a  larger 
percentage  of  the  load. 

Land  Use  Data 

Each  LSPC/HSPF  model  is  driven  by  the  basic  physiographic  characteristics  that  make  up  a 
watershed  -  land  use,  soils,  slopes,  and  geology  (see  Section  3.2).  Therefore,  physiographic  data 
must  be  accurate  and  complete  for  each  subwatershed.  Potential  errors  were  introduced  into  the 
model  because  several  of  these  physiographic  characteristics  were  simplified  to  facilitate 
modeling  (see  Section  3.2).  Also,  physiographic  characteristics  change  over  time,  and  may  or 
may  not  be  represented  by  the  available  data  and  the  chosen  calibration  period.  However,  this 
process  most  likely  does  not  introduce  much  modeling  error  when  compared  to  the  other 
potential  sources  or  error. 
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Due  to  the  large  watershed  sizes  and  model  limitations,  large  areas  of  land  were  lumped  together 
as  modeling  subwatersheds.  This  process,  inherent  with  all  LSPC/HSPF  models,  potentially 
creates  errors  due  to  the  simplification  of  watershed  characteristics.  However,  this  process  most 
likely  introduces  little  modeling  error  when  compared  to  the  other  potential  sources  or  error. 

Insufficient  Hydrology  Calibration  Data 

Hydrology  calibration  data  were  one  source  of  model  error.  Only  one  flow  gage  met  the  LSPC 
calibration  criteria  -  Prickly  Pear  Creek  near  Clancy,  Montana.  Other  gages  had  too  little  data, 
not  enough  recent  data,  and/or  were  located  downstream  of  major  flow  diversions.  Model 
calibration  parameters  (such  as  infiltration,  lower  zone  evaporation,  etc.)  were  calibrated  to  flows 
at  the  Prickly  Pear  Creek  gage,  and  every  subwatershed  was  then  modeled  using  these 
parameters.  This  assumes  that  surface  and  subsurface  hydrology  throughout  the  entire  Lake 
Helena  watershed  is  similar  to  that  occurring  upstream  of  the  Prickly  Pear  Creek  station. 
However,  the  Prickly  Pear  Creek  gage  is  not  necessarily  representative  of  hydrology  throughout 
the  entire  watershed.  In  particular,  this  gage  does  not  capture  the  change  in  hydrology  as  streams 
flow  into  the  Helena  Valley.  This  gage  is  also  not  representative  of  flows  in  small,  high  altitude 
subwatersheds  (such  as  Golconda  Creek  or  Corbin  Creek).  The  result  of  the  lack  of  flow  gages 
is  that  varying  flow  errors  are  introduced  throughout  the  Lake  Helena  watershed.  The  errors  are 
not  quantifiable,  simply  because  there  are  no  other  flow  gages  with  which  to  validate  the 
hydrologic  calibration.  A  plan  to  address  this  data  deficiency  is  presented  in  Appendix  H. 

Insufficient  Water  Quality  Calibration  Data 

While  there  were  over  100  stations  with  water  quality  data  in  the  Lake  Helena  watershed,  most 
had  few  recent  metals  data.    Stations  with  the  most  data  were  used  to  calibrate  water  quality  (see 
Section  4.2.2).  The  available  data  generally  consisted  of  discrete  grab  samples  collected  over  a 
period  of  several  years.  This  type  of  data  provides  a  poor  means  for  calibrating  a  model.  As  a 
result,  there  was  insufficient  data  to  calibrate  to  all  potential  watershed  conditions,  such  as  storm 
events,  low  flows,  high  flows,  and  spring  snowmelt.  A  plan  to  address  this  data  deficiency  is 
presented  in  Appendix  H. 

4.3.3  Model  Use 

Taking  into  account  the  known  uncertainties,  the  model  is  best  used  to: 

•  Calculate  and  allocate  yearly  metals  loads. 

•  Run  scenarios  to  evaluate  the  likely  relative  impact  of  various  alternative  model  inputs  at 
the  watershed  scale. 

Due  to  model  uncertainties,  the  model  should  not  be  used  to  predict  the  flow  and/or 
concentrations  at  a  specific  point  in  the  watershed  on  a  specific  day.  Rather,  the  model  is  best 
suited  for  evaluating  long-term  trends  (yearly  or  greater),  or  long-term  patterns  of  exceedances. 
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5.0  LSPC  INPUT  PARAMETERS 

The  final  LSPC  input  file  contains  255  pages  of  code  and  includes  all  data  necessary  for  running 
the  LSPC  model.  The  most  sensitive  parameters  (such  as  infiltration  or  groundwater 
concentrations)  are  discussed  in  Sections  3.0  and  4.0  of  this  document.  An  input  file  and 
database  containing  all  information  used  to  run  the  LSPC  model  is  available  upon  request  from 
the  Montana  Department  of  Environmental  Quality. 
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1.0  INTRODUCTION 

The  Lake  Helena  Volume  I  report  concluded  that  Prickly  Pear  Creek  from  the  confluence  of 
Lump  Gulch  to  the  mouth  is  impaired  because  of  thermal  modifications  (i.e.,  increased 
temperature).  To  better  understand  the  impairment,  temperature  in  Prickly  Pear  Creek  was 
modeled  with  the  USGS  Stream  Segment  Temperature  Model  Version  2.0  (SSTEMP) 
(Bartholow,  2002).  SSTEMP  is  a  simplified,  steady-state  model  capable  of  predicting  the 
change  in  temperature  along  a  stream  reach.  The  model  simulates  the  various  natural  heat  flux 
processes  found  in  a  stream  such  as  convection,  conduction,  and  long  and  short  wave  radiation. 
Some  of  the  various  user  inputs  to  the  model  are  shown  below. 

•  Hydrology:  segment  inflow,  segment  outflow,  inflow  temperature 

•  Channel  Geometry:  segment  length,  upstream  and  downstream  elevation,  wetted  width 
and  depth,  Manning's  "n" 

•  Meteorology:  segment  latitude,  average  daily  air  temperature,  relative  humidity,  wind 
speed,  ground  temperature,  thermal  gradient,  possible  sun  (percentage),  percentage  of 
shade,  time  of  the  year 


The  model  predicts  mean,  minimum,  and  maximum  stream  temperatures  at  a  specified  reach 
outflow  under  steady-state  conditions.  It  also  assumes  that  conditions  along  the  reach  -  such  as 
air  temperature,  shade,  and  channel  shape  -  do  not  change.  "The  theoretical  basis  for  the  model 
is  strongest  for  the  mean  daily  temperature"  (Bartholow,  2002  p.  13).  Therefore,  mean 
temperature  values  were  given  the  most  consideration. 

The  goal  of  the  SSTEMP  modeling  was  to  create  realistic  temperature  models  under  current 
conditions,  to  evaluate  current  condition  modeling  results  against  naturally  occurring 
temperature,  and  to  ascertain  the  relative  benefits  of  restoration  measures,  such  as  enhancing 
riparian  vegetation  along  Prickly  Pear  Creek.  The  following  sections  discuss  the  setup, 
calibration,  and  use  of  the  SSTEMP  model. 
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Figure  G-1.  Segments  of  Prickly  Pear  Creek  that  are  temperature  impaired. 
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2.0  MODEL  SETUP  AND  CALIBRATION 

SSTEMP  is  a  steady  state  model,  and  assumes  that  stream  segments  have  similar  characteristics 
throughout  the  modeled  reach.  However,  the  impaired  portion  of  Prickly  Pear  Creek  is  not 
homogenous.  Characteristics  (such  as  shade,  flow,  gradient,  etc.)  vary  throughout.  Therefore, 
Prickly  Pear  Creek  was  modeled  as  several  smaller  segments  to  account  for  changes  in  the  reach 
characteristics.  Also,  to  calibrate  the  model,  segments  were  delineated  to  flow  and  water  quality 
gages.  In  the  end,  seven  segments  were  used  to  calibrate  and  model  temperature  in  Prickly  Pear 
Creek.  (Table  G-l;  Figure  G-l). 


Table  G-1.  Temperature  impaired  segments  of  Prickly  Pear  Creek  and  the  corresponding  SSTEMP 

modeling  segments. 


303(d) 
Segment 

Modeling 
Segment 

Location 

MT41I006  040 

Segment  1a 

Confluence  with  Lump  Gulch  to  USGS  gage  #06061500  (3.5  miles). 

Segment  1b 

Confluence  with  Lump  Gulch  to  confluence  with  McClellan  Creek  (6.8 
miles). 

Segment  2 

Confluence  with  McClellan  Creek  to  ASARCO  Dam  (1 .7  miles). 

Segment  3 

ASARCO  Dam  to  Wylie  Drive  (1.7  miles). 

MT41I006JD30 

Segment  4 

Wylie  Drive  to  Helena  Wastewater  Treatment  Plant  discharge  (4.3  miles) 

MT41I006  020 

Segment  5a 

Helena  Wastewater  Treatment  Plant  to  Sierra  Road  (2.7  miles). 

Segment  5b 

Helena  Wastewater  Treatment  Plan  to  the  mouth  (5.9  miles). 

2.1  Calibration  Inputs 

After  the  modeling  segments  were  defined,  the  model  was  calibrated  to  measured  conditions  in 
Prickly  Pear  Creek  occurring  on  August  7,  2003.  This  date  was  chosen  because  there  were 
sufficient  calibration  data  (i.e.,  segment  inflow,  segment  outflow,  air  temperature,  segment 
inflow  temperature,  etc.)  collected  on  or  near  this  date.  Also,  conditions  at  that  time  were 
representative  of  critical  summer  conditions. 

SSTEMP  input  parameters  were  assigned  based  on  available  monitoring  data  for  this  date  and 
default  parameters  suggested  in  the  SSTEMP  User's  Manual  (Bartholow  2002).  Input  values  are 
shown  in  Table  G-2  and  Table  G-3.  The  following  sections  then  describe  the  rationale  for  each 
input  value. 
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2.1.1  Flow  and  Temperature  Inputs 

Values  for  inflow,  inflow  temperature,  and  segment  outflow  were  obtained  from  data  collected  in 
the  field.  Data  for  each  modeled  segment  are  summarized  below. 

2. 7. 7. 7  Segment  1a  and  1b 

Flow  measurements  during  the  summer  of  2003  showed  that  an  average  of  0.85  cfs  was  gained 
between  Lump  Gulch  and  the  USGS  gage  station  near  Clancy,  Montana  (Segment  la).  Because 
temperature  data  were  not  available  for  the  selected  model  date  at  the  USGS  gage,  statistical 
summaries  of  the  synoptic  sampling  data  from  the  USGS  gage  were  used  to  generate  a  realistic 
mean  temperature  for  comparison  to  model  results  (USGS  NWIS  2004).  Consideration  was 
given  to  the  effects  of  drought  on  the  stream's  temperature,  which  resulted  in  using  a  higher 
average  output  temperature  value  for  model  calibration.  The  value  for  inflow  water  temperature 
was  back  calculated  to  achieve  the  expected  average  output  temperature  at  the  USGS  gage.  A  53 
°F  accretion  value  was  used  in  the  model.  The  accretion  value  represents  one  standard  deviation 
above  the  mean  of  all  USGS  synoptic  well  data  for  the  Lake  Helena  Watershed  from  1980  to 
1995  (USGS  NWIS  2004).  The  value  was  raised  by  one  standard  deviation  to  reflect  the  effects 
of  drought. 

A  second  model  was  then  run  from  Lump  Gulch  to  McCellan  Creek  (Segment  lb)  using  input 
from  the  first  model.  A  total  gain  of  1 .35  cfs  of  flow  was  modeled  as  occurring  to  account  for 
observed  gains  at  the  USGS  gage  station  and  an  additional  0.5  cfs.     Once  again  a  53  °F 
accretion  value  was  used  in  the  model. 

No  significant  diversions  were  identified  in  the  field  or  from  the  DNRC  water  rights  database, 
and  streamflow  did  not  appear  to  be  problematic  during  the  summer  water  quality  monitoring  or 
during  the  field  source  assessment. 

2.1.1.2  Segment  2 

Prickly  Pear  Creek  from  McClellan  Creek  to  the  ASARCO  dam  (Segment  2)  was  broken  into  a 
separate  model  due  to  the  large  inflow  received  from  McClellan  Creek.  A  flow  input  of  9  cfs 
from  McClellan  Creek  to  Prickly  Pear  Creek  was  modeled.  Flow  was  then  withdrawn  from  the 
segment  because  of  visible  irrigation  diversions  and  records  of  DNRC  identified  water  rights 
along  the  creek.  Nine  cubic  feet  per  second  of  flow  was  withdrawn.  Significant  irrigation 
diversions  were  identified  along  the  lower  portion  of  this  segment  of  Prickly  Pear  Creek,  and 
were  visible  on  the  aerial  photographs  above  the  ASARCO  holding  ponds.  Investigation  into  the 
DNRC  water  rights  database  and  communication  with  the  ASARCO  environmental  manager 
revealed  that  the  upper  holding  pond  on  the  creek  serves  as  a  reservoir  for  diverting  flow. 
Segment  flow  losses  were  deduced  from  average  summer  synoptic  streamflow  values  measured 
on  the  creek  just  downstream  of  this  segment  in  the  summer  of  2003.  Streamflow  was  always 
present  in  this  segment  of  the  creek  during  the  2003  water  quality  monitoring  and  the  field 
source  assessment. 
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The  temperature  mixing  equation  was  used  to  arrive  at  the  model  inflow  temperature  by  using 
the  mean  model  output  temperature  from  the  upstream  segment  and  a  drought  elevated 
temperature  value  for  McClellan  Creek  (Bartholow  2002).  The  drought  elevated  temperature 
value  for  McClellan  Creek  was  taken  by  proportionally  raising  the  mean  synoptic  July  and 
August  temperature  observed  at  the  USGS  McClellan  Creek  gage  station  by  3.95  °F.  3.95  °F 
represents  the  increase  in  temperature  observed  in  the  upper-most  modeled  segment  of  Prickly 
Pear  Creek  for  August  7,  2003  over  the  non-drought  mean  temperature  observed  at  the  USGS 
gage  station.  Once  again  a  53  °  F  accretion  value  was  used  in  the  model. 

2.1.1.3  Segment  3 

Flow  input  and  temperature  values  were  taken  from  the  output  model  for  the  upstream  segment 
(outflow  from  Segment  2)  to  input  into  Segment  3  (ASARCO  Dam  to  Wylie  Drive).  The 
segment  was  modeled  as  loosing  6  cfs.  A  loss  of  6  cfs  would  equate  to  an  output  flow  of  3  cfs, 
which  is  the  flow  value  observed  during  the  August  7,  2003  diel  oxygen  and  temperature  survey. 
The  6  cfs  flow  loss  also  comparable  to  the  flow  loss  observed  during  a  mid-August  2003  summer 
water  quality  monitoring  event  between  the  site  below  the  ASARCO  dam  and  the  site  at  Wylie 
Drive.  Once  again  a  53  °  F  accretion  value  was  used  in  the  model.  Streamflow  was  always 
present  in  the  creek  during  the  2003  summer  water  quality  monitoring  and  the  field  source 
assessment;  however  elevated  temperatures  were  noticeable  and  flows  were  limited  at  the  end  of 
this  segment.  A  significant  irrigation  diversion  above  Wylie  Drive  was  identified  during  the 
field  source  assessment  and  was  also  visible  on  the  aerial  photographs  along  this  segment  of 
Prickly  Pear  Creek. 

2.1.1.4  Segment  4 

For  Segment  4  (Wylie  Drive  to  the  Helena  WWTP  outfall),  flow  and  temperature  input  values 
were  taken  from  the  output  model  for  the  upstream  segment  (outflow  from  Segment  3). 
Generally  the  stream  is  dry  in  about  one  half  mile  of  this  5  mile  segment  during  the  summer 
irrigation  season.  A  significant  irrigation  diversion  was  visible  on  the  aerial  photographs  just 
downstream  of  Wylie  Drive.  Much  of  the  flow  gained  in  the  lower  portion  of  this  reach  is 
assumed  to  be  groundwater  discharge,  as  water  temperatures  were  noticeably  cooler  in  the  lower 
portion  of  this  segment  versus  the  upper  portion  of  the  segment.  Flow  data  measured  at  the  end 
of  segment  4  showed  that  an  average  of  1.5  cubic  feet  per  second  of  inflow  was  gained  near  the 
end  of  the  reach  due  to  groundwater  recharge  and  irrigation  returns. 

2.1.1.5  Segment  5a  and  5b 

During  the  summer,  this  segment  of  Prickly  Pear  Creek  is  not  hydrologically  connected  by 
surface  water  to  the  upper  portion  of  the  creek,  due  to  the  dewatering  that  occurs  in  the  upstream 
segment.  Recent  summer  flow  gains  for  this  segment  were  calculated  from  the  2003  synoptic 
streamflow  measurements,  and  from  observations  made  during  the  2003  diel  dissolved  oxygen 
and  temperature  survey.  No  significant  diversions  were  identified  in  the  field  or  from  the  DNRC 
water  rights  database,  but  return  flow  ditches  and  a  few  spring  creeks  were  visible  on  the  aerial 
photographs.  Synoptic  sampling  data  indicate  that  this  segment  of  Prickly  Pear  Creek  is  a  flow 
gaining  reach.  Streamflow  was  always  present  in  the  creek  during  the  water  quality  monitoring 
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and  the  field  source  assessment;  however  elevated  summer  temperatures  were  noticeable  at 
Sierra  Road. 

The  SSTEMP  model  was  first  run  on  a  3  mile  sub-reach  of  the  segment  extending  from  the 
Helena  wastewater  treatment  plant  discharge  (WWTP)  to  Sierra  Road  (Segment  5a)  in  order  to 
check  model  output  values  against  field  measured  values.  A  second  model  was  then  run  for  the 
entire  6.8-mile  length  of  the  segment  (Segment  5b).  Multiple  sources  of  inflow  are  present 
within  this  segment  including  the  City  of  Helena  WWTP,  tile  drainage  and  surplus  irrigation 
water  discharges  associated  with  the  Helena  Valley  Irrigation  District  operations,  and  ground 
water  discharge.  Discharges  from  the  WWTP  and  irrigation  drains  tend  to  be  highly  variable  due 
to  seasonal  land  application  of  the  wastewater  and  sporadic  irrigation  water  demands.  Flow 
measurements  during  the  summers  of  2003  and  2004  showed  that  an  average  of  15  cfs  was 
gained  between  the  site  above  Stansfield  Lake  (near  the  beginning  of  segment  MT41I006020 
and  just  below  York  Road)  and  the  sampling  site  at  Sierra  Road.  However,  observations  on 
August  7th,  2003  indicated  that  less  than  half  of  this  gain  was  occurring.  Therefore  model  input 
values  for  inflows  and  inflow  water  temperature  were  taken  from  observed  flows  and  measured 
average  temperature  at  the  August  7th,  2003  diel  monitoring  site  above  Stansfield  Lake.  For  the 
second  model,  a  gain  of  1 5  cfs  was  estimated  to  occur  along  the  entire  segment.  To  account  for 
warmer  inflows  from  irrigation  influenced  waters  an  accretion  value  of  55°  F  was  used  in  the 
model  for  the  entire  segment. 

2.1.2  Meteorology  Inputs 

Detailed  weather  data  for  August  7th,  2003  were  acquired  for  the  Helena  Regional  Airport  from 
the  Weather  Underground  website  (2004).  Air  temperature  and  relative  humidity  values  were 
corrected  for  elevation  differences  between  the  weather  station  and  average  values  for  the  stream 
segments  (Bartholow,  2002).  The  default  values  were  used  for  ground  temperature,  thermal 
gradient,  possible  sun,  dust  coefficient,  and  ground  reflectivity  values. 

2.1.3  Channel  Geometry  Inputs 

Topographic  maps  and  GIS  layers  were  used  to  calculate  elevation,  aspect,  and  stream  length  for 
segments  MT41I006_040,  MT41I006_030  and  MT41I006_020.  Photo  coverage  for  almost  all 
of  the  modeled  segments  was  available  from  2004  High  Resolution  Color  Orthophotos  of  the 
Helena  area  (1  foot  resolution).  The  level  of  detail  provided  by  the  2004  Orthophotos  lead  to  an 
increase  in  stream  segment  lengths  over  the  2004  SSTEMP  modeling  inputs. 

The  Width's  A  and  B  term  represent  the  wetted  width  to  discharge  relationship,  where  W  = 
A*QB  (W  =  known  width,  A=  untransformed  y-intercept  of  the  relationship  between  the  natural 
log  of  width  versus  the  natural  log  of  discharge,  Q  =  known  discharge,  and  B  =  power 
relationship)  (Bartholow,  2002).  The  Width's  A  and  B  term  were  calculated  from  USGS  gage 
station  measurements  and  from  2003  and  2004  channel  cross-sectional  measurements  taken 
during  the  summer  sampling  events  (Figure  G-2  to  Figure  G-4);  Wayne  Berkas,  personal 
communication).  Because  the  relationship  tends  to  break  down  at  low  flow  levels,  only  two  of 
three  flow  measurement  runs  were  used  for  Prickly  Pear  Creek  at  Wylie  Drive  (one  high  and  one 
low  flow).  Manning's  n  was  selected  based  on  the  stream  segments'  geomorphic  characteristics 
(Barnes  1967,  Rosgen  1994). 
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Figure  G-2.  Width  to  flow  relationship  for  MT41 I006_040  based  on  data  from  the  USGS  gage  station 

below  Clancy  (06061500). 
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Figure  G-4.  Width  to  flow  relationship  for  MT41I006_020  based  data  from  the  sample  site  at  Sierra  Road. 
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2.1.4  Optional  Shading  Variable  Inputs 

Shading  variables  were  calculated  based  on  site-specific  field  data  collected  during  the  2005 
field  source  assessment.  Point  specific  field  data  were  adjusted  to  account  for  the  average, 
modeled  segment  reach  characteristics.  Adjustments  were  made  based  on  field  observations  and 
evaluation  of  the  2004  High  Resolution  Color  Orthophotos.  The  following  sections  describe  the 
riparian  condition  present  along  each  modeled  reach  of  Prickly  Pear  Creek. 

2.7.4.7  Segment  1 

Along  this  segment  of  Prickly  Pear  Creek,  riparian  vegetation  density  is  variable,  but  overall 
fairly  dense  and  in  good  condition.  The  dominant  riparian  vegetation  consists  primarily  of 
willows  with  areas  of  Cottonwood  overstory.  The  width  of  the  riparian  buffer  generally 
corresponds  with  the  distance  from  roads,  as  much  of  this  segment  is  channelized.  However, 
enough  time  has  passed  since  road  building  that  the  riparian  community  has  recovered  to  what  is 
generally  full  potential  along  the  banks  of  this  reach. 

2.1.4.2  Segment  2 

Along  this  segment  of  Prickly  Pear  Creek,  riparian  vegetation  density  is  variable,  with  conditions 
progressing  from  good  to  poor.  The  dominant  riparian  vegetation  consists  primarily  of  willows 
with  areas  of  cottonwood  overstory.  In  the  upper  portion  of  the  segment  the  width  of  the  riparian 
buffer  is  limited  by  confining  valley  conditions  as  well  as  railway  and  highway  encroachment.  A 
Proper  Functioning  Condition  (PFC)  Assessment  was  conducted  near  the  beginning  of  this 
segment  in  2003.  The  field  crew  rated  this  site  as  "Functional  -  at  risk"  (FAR).  A  key  reason 
for  the  FAR  rating  was  the  presence  of  vigorous  riparian  vegetation.  A  significant  loss  of 
riparian  vegetation  occurs  from  the  confluence  with  Holmes  Gulch  to  the  end  of  this  segment 
and  is  attributed  to  extensive  channel  alterations  associated  with  historic  placer  mining,  current 
agricultural  operations  (irrigation  diversions,  cropping  and  possibly  grazing),  and  the  ASARCO 
facility. 

2.1.4.3  Segment  3 

Along  this  segment  of  Prickly  Pear  Creek,  riparian  vegetation  density  is  variable,  but  overall 
fairly  dense  and  in  good  condition.  The  dominant  riparian  vegetation  consists  primarily  of 
willows  with  cottonwoods  becoming  more  prominent  near  the  town  of  East  Helena.  For  most  of 
the  segment,  the  width  of  the  riparian  buffer  is  limited  by  development  adjacent  to  the  stream  for 
the  ASARCO  facility  and  the  town  of  East  Helena.  However,  enough  time  has  passed  since 
development  that  the  riparian  community  has  recovered  to  what  is  almost  full  potential  along  the 
banks  of  this  reach,  save  for  a  section  along  the  ASARCO  slag  pile. 
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2.1.4.4  Segment  4 

Along  this  segment  of  Prickly  Pear  Creek  riparian  vegetation  density  is  sparse,  and  is  overall  in 
poor  condition.  Where  present,  the  dominant  riparian  vegetation  consists  of  decadent 
cottonwoods  with  willow  understory.  Grasses  are  more  prevalent  than  woody  vegetation 
species.  Loss  of  riparian  vegetation  occurs  from  channel  alterations  associated  with  current 
agricultural  practices  (irrigation  diversions,  cropping,  and  grazing),  housing  development,  and 
the  Helena  Sand  and  Gravel  Pit  operation.  Two  Proper  Functioning  Condition  (PFC) 
assessments  were  conducted  along  this  segment  in  2003.  At  both  sites,  the  field  team  gave  the 
stream  a  rating  of  "non-functional"  (NF).  A  limited  riparian  zone  and  lack  of  diverse  riparian 
vegetation  were  some  of  the  reasons  for  the  NF  ratings.  At  the  time  of  the  survey,  succulent 
vegetation  was  growing  in  the  dewatered  portion  of  this  segment.  There  are  upstream  portions  of 
this  segment  that  have  experienced  a  near  total  removal  of  riparian  vegetation,  but  riparian 
conditions  improve  slightly  near  the  end  of  the  segment. 

2.1.4.5  Segment  5 

Along  this  segment  of  Prickly  Pear  Creek  riparian  vegetation  density  is  sparse,  and  is  overall  in 
poor  condition.  Where  present,  the  dominant  riparian  vegetation  consists  of  decadent 
cottonwoods  with  willow  understory.  In  many  areas,  grasses  are  more  prevalent  than  woody 
vegetation  species.  Loss  of  riparian  vegetation  occurs  from  channel  alterations  associated  with 
housing  development  and  current  agricultural  practices:  cropping  and  grazing.  A  Proper 
Functioning  Condition  (PFC)  assessment  was  conducted  along  this  segment  in  2003,  near  Sierra 
Road.  The  field  crew  rated  this  site  as  "non-functional"  (NF),  noting  a  lack  of  diverse  or 
stabilizing  riparian  vegetation  as  some  of  the  reasons  for  the  NF  rating.  Riparian  conditions  tend 
to  improve  somewhat  near  the  end  of  the  segment. 
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2.2  Calibration  Results 

Summary  results  of  the  SSTEMP  calibration  for  August  7,  2003  (critical  low  flow  condition)  are 
presented  in  Table  G-4.  The  difference  between  measured  and  calibrated  values  varied  for  each 
segment,  and  ranged  from  -6.1  to  6.7  °  F  (0  to  10  percent  difference).  Results  of  the  individual 
segment  calibrations  are  further  discussed  below. 


Table  G-4.  Results  of  the  SSTEMP  Calibration. 

Segment 

Parameter 

Calibrated 

Water 

Temperature 

Difference  from 

Measured  Water 

Temperature 

Percent 
Difference 

1a  -  Confluence  with  Lump  Gulch  to 
USGS  gage  #06061500 

Mean 

64.0°  F 

+0.4°  F 

1 

Maximum 

72.6°  F 

-4.4°  F 

6 

Minimum 

55.3°  F 

+1.7°F 

3 

1b  -  Confluence  with  Lump  Gulch  to 
confluence  with  McClellan  Creek 

Mean 

65.7°  F 

+2.1  °F 

3 

Maximum 

72.6°  F 

-4.4°  F 

6 

Minimum 

58.8°  F 

+5.2°  F 

9 

2  -  Confluence  with  McClellan 
Creek  to  ASARCO  Dam 

Mean 

67.2°  F 

+0.7°  F 

1 

Maximum 

77.4°  F 

+6.7°  F 

9 

Minimum 

57.0°  F 

-5.8°  F 

10 

3  -  ASARCO  Dam  to  Wylie  Drive 

Mean 

69.2  °F 

+0.4°  F 

1 

Maximum 

74.3°  F 

-0.7°  F 

1 

Minimum 

64.1  °  F 

+0.7°  F 

1 

4  -  Wylie  Drive  to  Helena 
Wastewater  Treatment  Plant 
discharge1 

Mean 

NA 

NA 

NA 

Maximum 

NA 

NA 

NA 

Minimum 

NA 

NA 

NA 

5a  -  Helena  Wastewater  Treatment 
Plant  to  Sierra  Road 

Mean 

65.0°  F 

0.0°  F 

0 

Maximum 

78.4°  F 

+3.4°  F 

5 

Minimum 

55.4°  F 

-6.1  °F 

10 

5b  -  Helena  Wastewater  Treatment 
Plan  to  the  mouth 

Mean 

66.3°  F 

+1.3°  F 

2 

Maximum 

76.0°  F 

+2.3°  F 

3 

Minimum 

56.6°  F 

-2.4°  F 

4 

Input  and  output  flows  in  Segment  4  are  not  hydrologically  connected  due  to  dewatering.  The  segment  could  not  be  properly 
calibrated. 
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2.2.1  Segment  1  Calibration  Summary 

The  calibration  model  output  for  Segment  la  (confluence  with  Lump  Gulch  to  USGS  gage 
06061500)  was  compared  to  July  and  August  synoptic  data  collected  at  the  USGS  gage  on 
Prickly  Pear  Creek  near  Clancy  Creek  (Table  G-5).  The  calibration  model  produced  mean 
temperature  results  within  1  percent  of  the  average  synoptic  value  measured  during  the  drought 
years  of  2000  to  2002  in  July  and  August.  The  modeled  mean  value  of  64.0°  F  is  0.4°  F  more 
than  the  average  synoptic  value.  This  is  a  reasonable  outcome  given  that  the  measured 
temperatures  were  recorded  synoptically,  and  that  the  effect  of  a  prolonged  drought  appears  to 
have  naturally  elevated  water  temperatures. 

The  calibration  model  for  Segment  lb  (Lump  Gulch  to  McClellan  Creek)  produced  mean 
temperature  results  within  3  percent  of  the  average  synoptic  value  measured  during  the  drought 
years  of  2000  to  2002  in  July  and  August.  The  modeled  mean  value  of  65.7°  F  is  2.1  °  F  more 
than  the  average  synoptic  value.  This  is  a  reasonable  outcome  given  that  the  measured 
temperatures  were  recorded  near  the  middle  of  the  segment,  and  that  little  flow  is  gained  in  this 
reach  between  the  USGS  gage  station  and  McClellan  Creek. 


Table  G-5.  August  stream  temperatures  in  Prickly  Pear  Creek  downstream  of  Clancy  Creek  (USGS 

Gage  #06061500). 


Statistics 

August  Values  (1983-1999) 

August  Drought  Values  (2000-2002) 

Mean 

60.0  °F 

63.6°  F 

Median 

58.1  °F 

63.1  °F 

Standard  Deviation 

6.0  °F 

8.3°F 

Minimum 

50.0  °  F 

53.6°  F 

Maximum 

69.8  °F 

77.0°  F 

Samples 

15 

10 
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2.2.2  Segment  2  Calibration  Summary 

The  calibration  model  output  for  Segment  2  (McClellan  Creek  to  the  ASARCO  Dam)  was 
compared  to  August  synoptic  data  collected  for  the  EPA  Superfund  program  upstream  of  the 
ASARCO  dam  (Table  G-6).  The  calibration  model  produced  mean  temperature  results  within  1 
percent  of  the  average  August  synoptic  value  measured  for  the  EPA  Superfund  program  above 
the  ASARCO  dam.  The  modeled  mean  value  of  67.2°  F  is  0.7°  F  more  than  the  average 
synoptic  value.  This  is  a  reasonable  outcome  given  that  the  measured  temperatures  were 
recorded  synoptically,  and  that  the  effect  of  a  prolonged  drought  appears  to  have  naturally 
elevated  water  temperatures. 


Table  G-6.  August  stream  temperatures  in  Prickly  Pear  Creek  upstream  of  the  ASARCO  Dam. 


Statistics 

August  1994  and  1995 

Mean 

66.5  °  F 

Median 

66.2  °  F 

Standard  Deviation 

2.7  °F 

Minimum 

62.8  °  F 

Maximum 

70.7  °F 

Samples 

9 

2.2.3  Segment  3  Calibration  Summary 

The  calibration  model  output  for  Segment  3  (ASARCO  Dam  to  Wylie  Drive)  was  compared  to 
thermograph  data  collected  on  August  7th,  2003  below  the  ASARCO  dam  (Table  G-7).  The 
calibration  model  produced  mean  temperature  results  within  1  percent  of  the  average  value 
collected  by  a  thermograph  on  August  7th,  2003  below  the  ASARCO  dam.  The  modeled  mean 
value  of  69.2°  F  is  0.4°  F  more  than  the  average  thermograph  value.  This  is  a  reasonable 
outcome  given  that  the  measured  temperatures  were  recorded  near  the  beginning  of  the  segment, 
before  any  major  flow  losses  occur. 

Table  G-7.  August  7,  2003  diel  stream  temperatures  in  Prickly  Pear  Creek  downstream  of  the  ASARCO 

Dam. 


Statistics 

August  7,  2003  Values 

Mean 

68.8°  F 

Median 

68.1  °F 

Standard  Deviation 

3.9°  F 

Minimum 

63.4°  F 

Maximum 

75.0°  F 

Samples 

51 
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2.2.4  Segment  4  Calibration  Summary 

Segment  4  of  Prickly  Pear  Creek  could  not  be  calibrated  because  of  flow  alterations  near  the 
Wylie  Drive  Bridge.  Flows  and  temperatures  measured  at  the  end  of  Segment  4  (near  the  Helena 
WWTP  outfall)  represented  groundwater  recharge  and  irrigation  returns,  and  not  upstream  flow. 

2.2.5  Segment  5  Calibration  Summary 

The  calibration  model  output  for  Segment  5a  (treatment  plant  outfall  to  Sierra  Road)  was 
compared  to  diel  temperature  data  collected  at  Sierra  Road  (Table  G-8).  The  calibration  model 
produced  mean  temperature  results  equivalent  to  the  average  value  measured  during  the  August 
7th  diel  survey.  The  modeled  mean  value  of  65.0°  F  is  equal  to  the  average  survey  value. 


The  calibration  model  for  Segment  5b  (treatment  plant  outfall  to  Lake  Helena)  produced  mean 
temperature  results  within  2  percent  of  the  average  value  measured  during  the  August  7th  diel 
survey.  The  modeled  value  of  66.3°  F  is  1.3  °  F  more  than  the  average  survey  value.  This  is  a 
reasonable  outcome  given  that  the  measured  temperature  was  recorded  midway  along  the 
segment  before  more  than  half  of  the  inflow  from  groundwater  or  irrigation  returns  was  gained. 

Table  G-8.  August  7,  2003  diel  stream  temperatures  in  Prickly  Pear  Creek  near  Sierra  Road. 


Statistics 

August  7,  2003  Stream  Temperatures 

Mean 

65.0°  F 

Median 

63.9°  F 

Standard  Deviation 

5.5°  F 

Minimum 

59.0  °F 

Maximum 

73.8°  F 

Samples 

13 
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3.0  MODEL  SCENARIOS 

Once  calibrated,  the  SSTEMP  model  was  used  to  model  natural  conditions  in  Prickly  Pear  Creek 
(i.e.,  no  anthropogenic  sources),  and  compare  the  modeled  natural  conditions  to  the  modeled 
existing  conditions.  Also,  SSTEMP  was  used  to  assess  various  restoration  strategies  (i.e., 
increased  shading,  increased  flows)  to  determine  how  to  best  remediate  the  temperature 
impairments.  The  following  sections  summarize  the  results  of  the  two  modeling  scenarios  - 
natural  conditions  and  restoration  strategies.  Complete  model  output,  including  a  sensitivity 
analysis,  is  included  in  Section  5.0. 

3.1  Comparison  to  Natural  Conditions 

Current  conditions  were  modeled  in  Prickly  Pear  Creek  using  the  input  data  discussed  in  Section 
2.1.  This  represents  a  critical  summer,  low  flow  period  that  is  likely  to  have  the  most  impact 
from  anthropogenic  sources.  Natural  conditions  were  approximated  based  on  field  surveys  of 
flow  and  habitat  alterations,  point  source  data,  and  best  professional  judgment.  The  natural 
model  flow  input  values,  which  assumed  no  flow  loss  from  the  major  diversions,  are  within  the 
aquatic  life  survival  flows  suggested  by  MFWP  for  Prickly  Pear  Creek  (MFWP  1989).  In  all 
likelihood,  these  "natural"  flow  values  represent  a  conservative  estimate  of  in-stream  flows,  as 
the  available  flow  data  are  not  adequate  to  determine  exact  flow  losses  attributed  to  irrigation 
diversions  or  flow  gains  attributed  to  groundwater  discharge.  A  water  budget  study  for  Prickly 
Pear  Creek  is  proposed  for  the  TMDL  effectiveness  monitoring  which  could  be  used  to  identify 
if  in-stream  flows  could  be  increased  by  irrigation  water  management  without  affecting  water 
rights  (see  Appendix  H).  In  order  to  estimate  natural  riparian  vegetation  conditions  along  lower 
Prickly  Pear  Creek,  the  riparian  vegetation  was  augmented  using  best  professional  judgment  for 
most  of  lower  Prickly  Pear  Creek  with  consideration  given  to  the  full  potential  of  the 
predominant  types  of  woody  vegetation  observed  in  the  field.  A  summary  of  the  natural 
conditions  in  each  segment  is  provided  below.  The  naturally  occurring  values  used  for  each 
segment  are  shown  in  Table  G-9  and  G-10. 

•  Segment  1  (Lump  Gulch  to  McClellan  Creek)  -  The  field  survey  suggested  that  Prickly 
Pear  Creek  from  Lump  Gulch  to  McClellan  Creek  (Segment  1)  was  already  in  a  natural 
condition,  and  did  not  require  any  adjustments  to  the  model  input  parameters. 

•  Segment  2  (McClellan  Creek  to  the  ASARCO  Dam)  -  To  achieve  natural  conditions  in 
Segment  2,  flow  losses  were  restored,  and  riparian  density  was  enhanced  along  the  entire 
reach. 

•  Segment  3  (ASARCO  Dam  to  Wylie  Drive)  -  Natural  conditions  in  Segment  3  were 
approximated  by  using  the  "natural"  flow  and  temperature  outputs  from  Segment  2,  and 
by  augmenting  riparian  vegetation  along  the  entire  reach. 

•  Segment  4  (Wylie  Drive  to  the  Helena  WWTP  Outfall)  -  Natural  conditions  in  Segment  4 
were  approximated  by  using  the  "natural"  flow  and  temperature  outputs  from  Segment  3, 
and  by  augmenting  riparian  vegetation  along  the  entire  reach. 

•  Segment  5  (Helena  WWTP  Outfall  to  the  Mouth)  -  Natural  conditions  in  Segment  5  were 
approximated  by  using  the  "natural"  flow  and  temperature  outputs  from  Segment  4,  and 
by  augmenting  riparian  vegetation  along  the  entire  reach. 
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Modeled  natural  conditions  in  Prickly  Pear  Creek  were  then  compared  to  the  modeled  existing 
conditions  (Table  G-l  1).  Anthropogenic  sources  present  from  McClellan  Creek  to  the  Wylie 
Drive  Bridge  increase  the  daily  average  stream  temperatures  anywhere  from  0.5  °F  to  2.7  °F. 
When  model  uncertainties  are  accounted  for,  worst-case  scenarios  reveal  that  temperatures  may 
be  as  much  as  3.2  degrees  Fahrenheit  greater  than  natural  conditions.  Natural  stream 
temperatures  from  the  Wylie  Drive  Bridge  to  the  mouth  could  not  be  compared  to  existing 
temperatures  because  the  stream  is  currently  dewatered,  and  segments  are  not  hydrologically 
connected  during  summer  low  flow  months. 


Table  G-11.  Modeled  current  versus  natural  daily  average  stream  temperatures  in  Prickly  Pear  Creek  for 

a  critical  summer  low  flow  event. 

303(d) 
Segment 

Modeling 
Segment 

Avg  Modeled 

Temperature 

-  Natural 

Avg  Modeled 

Temperature  - 

Existing 

Difference 
(Natural- 
Existing) 

Percent 
Difference 

Changes 

Needed  To 

Achieve  Natural 

Conditions 

MT41I006_040 

Segment  1 
-  Lump 
Gulch  to 
McClellan 
Creek 

65.7°  F 

65.7  °F 

0.0  °F 

0.0% 

None. 

Segment  2 
-  McClellan 
Creek  to 
ASARCO 
Dam 

65.6°  F 

67.2  °F 

-1.6°  F 

2.2% 

Increase 
vegetation 
density  with  no 
loss  of  flow  and 
gain  0.9  cfs. 

Segment  3 
- ASARCO 
Dam  to 
Wylie  Drive 

66.5°  F 

69.2  °  F 

-2.7°  F 

3.8% 

Increase 
vegetation 
density  with 
inflow  from 
restoration  in 
upstream 
segment. 

MT41I006_030 

Segment  4 

-Wylie 

Drive  to 

Helena 

WWTP 

Outfall 

67.7°  F 

Dewatered  - 

Could  Not  Be 

Calibrated/ 

Evaluated 

NA 

NA 

Increase 
vegetation 
density  with 
inflow  from 
restoration  in 
upstream 
segment.  No  loss 
of  flow  and  gain 
1.5  cfs. 

MT41I006_020 
'  i  .,_.  ._. ..' 

Segment  5 
-  Helena 
WWTP 
Outfall  to 
Mouth 

65.8°  F1 

Dewatered  - 

Could  Not  Be 

Calibrated/ 

Evaluated 

NA 

NA 

Increase 
vegetation 
density  with 
inflow  from 
restoration  in 
upstream 
segment.  Gain 
15  cfs. 

Natural  stream  temperature  decreases  from  Segment  4  to  5  because  of  cold-water  groundwater  inputs 
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3.2  Restoration  Strategy 

An  overall  decrease  of  2.2  °F  in  water  temperature  is  needed  in  Prickly  Pear  Creek  from 
McClellan  Creek  to  Wylie  Drive.  A  TMDL  restoration  strategy  was  modeled  for  Prickly  Pear 
Creek  from  Lump  Gulch  to  Wylie  Drive  (303(d)  listed  segment  MT41I006_040).  The 
restoration  strategy  involves  a  combination  of  maintaining  some  in-stream  flows  and  enhancing 
the  riparian  vegetation  along  this  section  of  Prickly  Pear  Creek.  No  more  than  10  percent  of  the 
in-stream  flow  was  diverted  within  a  reach  and  shading  provided  by  enhancements  to  riparian 
vegetation  was  increased  by  an  average  of  40  percent.  The  final  result  is  an  average  overall  2.2 
°F  decrease  in  stream  temperature  (Table  G-12).  A  summary  of  this  restoration  strategy  for  each 
segment  is  provided  below.  The  restoration  values  used  for  each  segment  are  shown  in  Tables 
G-12  and  G-13,  and  are  summarized  below. 

•  Segment  1  (Lump  Gulch  to  McClellan  Creek)  -  The  field  survey  suggested  that  Prickly 
Pear  Creek  from  Lump  Gulch  to  McClellan  Creek  (Segment  1)  was  already  in  a  natural 
condition,  and  did  not  require  any  adjustments  to  the  model  input  parameters. 

•  Segment  2  (McClellan  Creek  to  the  ASARCO  Dam)  -  Only  2.3  cfs  of  flow  was  diverted, 
and  riparian  density  was  enhanced  along  the  entire  reach. 

•  Segment  3  (ASARCO  Dam  to  Wylie  Drive)  -  Flow  and  temperature  outputs  from  Segment 
2  were  used  as  model  inputs,  only  1.5  cfs  of  flow  was  diverted,  and  riparian  density  was 
enhanced  along  the  entire  reach. 


Table  G-12.  Modeled  current  average  daily  stream  temperatures  in  Prickly  Pear  Creek  versus  potential 
TMDL  restoration  for  a  critical  summer  low  flow  event. 


303(d) 
Segment 

Modeling 
Segment 

Average 

Modeled 

Temperature 

-  Restoration 

Average 

Modeled 

Temperature 

-  Existing 

Difference 
(Restoration- 
Existing) 

Percent 
Difference 

Changes 

Needed  To 

Achieve 

Natural 

Conditions 

MT41 1006_040 

Segment  1 
-  Lump 
Gulch  to 
McClellan 
Creek 

65.7  °F 

65.7  °F 

0.0  °F 

0.0% 

None. 

MT41 I006JD40 

Segment  2 

McClellan 
Creek  to 
ASARCO 
Dam 

66.1  °F 

67.2  °  F 

-1.1  °F 

1.5% 

Increase 
vegetation 
density  with  a 
loss  of  only  2.3 
cfs. 

MT41I006_040 

Segment  3 

ASARCO 
Dam  to 
Wylie 
Drive 

67.0°  F 

69.2  °  F 

-2.2  °F 

3.1% 

Increase 
vegetation 
density  with  a 
loss  of  only  1.5 
cfs.  Inflow  from 
restoration  in 
upstream 
segment. 

MT41I006_030 

MT41I006_020 
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Table  G-13.  SSTEMP  input  variables  for  the  TMDL  restoration  strategy  for  Prickly  Pear  Creek  from  Lump 

Gulch  to  Wylie  Drive. 


Input  Parameter 

Segment  1 

Segment  2 

Segment  3 

Segment  Inflow  (cfs) 

8.55 

18.9 

17.5 

Segment  Outflow  (cfs) 

9.9 

17.5 

16.0 

Inflow  Temperature  (°F) 

55.0 

64.3 

66.1 

Accretion  Temperature  (°F) 

53.0 

53.0 

53.0 

Latitude  (degrees) 

46.55 

46.57 

46.59 

Dam  at  Head  of  Segment 

Not  checked 

Not  checked 

Checked 

Segment  Length 

7.40 

2.28 

1.56 

Upstream  Elevation  (ft) 

4195 

3975 

3900 

Downstream  Elevation  (ft) 

3975 

3900 

3838 

Width's  A  Term  (s/ft2) 

16.7 

17.0 

15 

B  Term 

0.099 

0.10 

0.11 

Manning's  n 

0.034 

0.032 

0.035 

Air  Temperature  (°  F) 

77.28 

77.81 

78.06 

Maximum  Air  Temperature  (°  F) 

Not  checked 

Not  checked 

Not  checked 

Relative  Humidity  (%) 

34.0 

33.4 

33.2 

Wind  Speed  (mph) 

7.1 

7.1 

7.1 

Ground  Temperature  (°  F) 

55 

55 

55 

Thermal  Gradient  (j/m2/s/C) 

1.65 

1.65 

1.65 

Possible  Sun  (%) 

90 

90 

90 

Dust  Coefficient 

5 

5 

5 

Ground  Reflectivity  (%) 

25 

25 

25 

Table  G-14.  SSTEMP  shading  variables  for  the  TMDL  restoration  strategy 

Lump  Gulch  to  Wylie  Drive. 

for  Prickly 

'  Pear  Creek  from 

Parameter 

Segment  1 

Segment  2 

Segment  3 

Segment  Azimuth  (degrees) 

45 

0 

-22.5 

Topographic  Altitude  (degrees) 

West 

East 

West 

East 

West 

East 

12 

10 

12 

10 

13 

10 

Vegetation  Height    (ft) 

15 

25 

15 

15   ■ 

10 

20 

Vegetation  Crown  (ft) 

10 

15 

10 

15 

10 

15 

Vegetation  Offset  (ft) 

2 

1 

2 

3 

2 

2 

Vegetation  Density  (%) 

60 

65 

55 

50 

50 

60 
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5.0  SSTEMP  MODELING  OUTPUT 


Segment  la,  Prickly  Pear  Segment  MT41I006040,  from  Lump  Gulch  to  the  USGS  Gage 


Current  conditions  (Calibration/Natural) 


'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 
"English" 
'English" 
'English" 
'English" 
'English" 
'English" 
'English" 


"Segment  Inflow  (cfs)", 
"Inflow  Temperature  (°F)", 
"Segment  Outflow  (cfs)", 
"Accretion  Temp.  (°F)", 
"Latitude  (degrees)", 
"Segment  Length  (mi)", 
"Upstream  Elevation  (ft)", 
"Downstream  Elevation  (ft)", 
"Width's  A  Term  (s/ft2)", 


"8.550" 
"55.000" 
"9.400" 
"53.000" 
"46.510" 
"3.750" 
"4195.00" 

"4067.00" 
"16.700" 


"  B  Term  where  W  =  A*Q**B",        "0.098" 
"Manning's  n",  "0.036" 

"Air  Temperature  (°F)",  "77.280" 

"Relative  Humidity  (%)",  "34.000" 

"Wind  Speed  (mph)",  "7.100" 

"Ground  Temperature  (°F)",  "55.000" 

"Thermal  gradient  (j/m7s/C)",      "  1 .650" 
"Possible  Sun  (%)",  "90.000" 

"Dust  Coefficient",  "5.000" 

"Ground  Reflectivity  (%)",  "25.000" 

"Solar  Radiation  (Langleys/d)",     "632.105" 
"Total  Shade  (%)",  "42.265" 

"Segment  Azimuth  (degrees)",        "45.000" 
'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "6.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "  1 .000" 

'English",  "Vegetation  Density  (%)",  "50.000" 

'East  Side  Variables" 


'English", 
'English", 
'English", 
'English", 
'English", 
'English", 


"Segment  Azimuth  (degrees)",        "15.000" 
"Topographic  Altitude  (degrees)",  "25.000" 


"Vegetation  Height  (ft)", 
"Vegetation  Crown  (ft)", 
"Vegetation  Offset  (ft)", 
"  Maximum  Air  Temp  (°F)", 
'Dam  at  Head  of  Segment", "Unchecked" 
Maximum  Air  Temp  (°F)", "Unchecked" 
'Solar  Radiation", "Disabled" 
'Total  Shade","Disabled" 
'Month/day","08/07" 

"Predicted  Mean  (°F)  =  63.95" 
"Estimated  Maximum  (°F)  =  72.61" 


"15.000" 

"1.000" 

"55.000" 

"82.226" 
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"Approximate  Minimum  (°F)  =  55.29" 
"Mean  Equilibrium  (°F)  =  68.88" 
"Maximum  Equilibrium  (°F)  =  76.44" 
"Minimum  Equilibrium  (°F)  =  61.32" 

Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  63.95°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 


Segment  Inflow  (cfs) 

-0.17      +0.20** 

Inflow  Temperature  (°F) 

_]    "71            _|_1    01    ************** 

Segment  Outflow  (cfs) 

+0.59      -0.62  ***** 

Accretion  Temp.  (°F) 

-0.26      +0.26  ** 

Width's  A  Term  (s/ft2) 

-0.63      +0.67  ***** 

B  Term  where  W  =  A*Q** 

B          -0.15      +0.14* 

Manning's  n                       +0.00      +0.00 

Air  Temperature  (°F) 

-3  86      +3  46  ****************************** 

Relative  Humidity  (%) 

-0.60      +0.60  ***** 

Wind  Speed  (mph) 

+0.07      -0.08  * 

Ground  Temperature  (°F) 

-0.20      +0.20  ** 

Thermal  gradient  (j/m2/s/C) 

+0.02      -0.02 

Possible  Sun  (%) 

-0.22      +0.30  ** 

Dust  Coefficient  +0.02      -0.02 

Ground  Reflectivity  (%)  -0.02      +0.02 

Segment  Azimuth  (degrees)  +0.03      -0.02 

West  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 
Vegetation  Height  (ft)  +0.03      -0.03 

Vegetation  Crown  (ft)  +0.03      -0.03 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.08      -0.08  * 

East  Side: 

Topographic  Altitude  (degrees)     +0.01       0.00 
Vegetation  Height  (ft)  +0.04      -0.06 

Vegetation  Crown  (ft)  +0.05      -0.06 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.30      -0.30  ** 

Segment  lb,  Prickly  Pear  Segment  MT41I006040,  from  Lump  Gulch  to  McClellan  Creek 

Current  conditions  (Calibration/Natural) 

"English",  "Segment  Inflow  (cfs)",  "8.550" 

"English",  "Inflow  Temperature  (°F)",  "55.000" 

"English",  "Segment  Outflow  (cfs)",  "9.900" 

"English",  "Accretion  Temp.  (°F)",  "53.000" 

"English",  "Latitude  (degrees)",  "46.550" 

"English",  "Segment  Length  (mi)",  "7.400" 

"English",  "Upstream  Elevation  (ft)",  "4195.00" 
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"English",  "Downstream  Elevation  (ft)",        "3975.00" 

"English",  "Width's  A  Term  (s/ft2)",  "  1 6.700" 

"English",  "  B  Term  where  W  =  A*Q**B",        "0.099" 

"English",  "Manning's  n",  "0.034" 

"English",  "Air  Temperature  (°F)",  "77.280" 

"English",  "Relative  Humidity  (%)",  "34.000" 

"English",  "Wind  Speed  (mph)",  "7.100" 

"English",  "Ground  Temperature  (°F)",  "55.000" 

"English",  "Thermal  gradient  (j/m2/s/C)",      "1.650" 

"English",  "Possible  Sun  (%)",  "90.000" 

"English",  "Dust  Coefficient",  "5.000" 

"English",  "Ground  Reflectivity  (%)",  "25.000" 

"English",  "Solar  Radiation  (Langleys/d)",     "631.836" 

"English",  "Total  Shade  (%)",  "51.103" 

"English",  "Segment  Azimuth  (degrees)",        "45.000" 

"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "12.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "2.000" 

"English",  "Vegetation  Density  (%)",  "60.000" 

"East  Side  Variables" 

"English",  "Segment  Azimuth  (degrees)",        "10.000" 

"English",  "Topographic  Altitude  (degrees)",  "25.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "1.000" 

"English",  "Vegetation  Offset  (ft)",  "65.000" 

"English",  "  Maximum  Air  Temp  (°F)",  "82.227" 

"Dam  at  Head  of  Segment", "Unchecked" 
"  Maximum  Air  Temp  (°F)","Unchecked" 
"Solar  Radiation","Disabled" 
"Total  Shade","Disabled" 
"Month/day","08/07" 

"Predicted  Mean  (°F)  =  65.70" 

"Estimated  Maximum  (°F)  =  72.59" 

"Approximate  Minimum  (°F)  =  58.81" 

"Mean  Equilibrium  (°F)  =  67.75" 

"Maximum  Equilibrium  (°F)  =  74.64" 

"Minimum  Equilibrium  (°F)  =  60.87" 

Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  65.70°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 

Segment  Inflow  (cfs)  -0.26      +0.27** 
Inflow  Temperature  (°F)  -0.57      +0.61**** 

Segment  Outflow  (cfs)  +0.51      .0.57**** 

Accretion  Temp.  (°F)  -0.29      +0.29  ** 

Width's  A  Term  (s/ft2)  -0.53      +0.55  *** 
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B  Term  where  W  =  A*Q**B         -0.13 
Manning's  n  +0.00      +0.00 


+0.11 


Air  Temperature  (°F) 
Relative  Humidity  (%) 
Wind  Speed  (mph) 
Ground  Temperature  (°F) 
Thermal  gradient  (j/m2/s/C) 
Possible  Sun  (%) 
Dust  Coefficient 
Ground  Reflectivity  (%) 


Segment  Azimuth  (degrees) 

West  Side: 

Topographic  Altitude  (degrees)     +0.01 


-4  7R      +4  45  ****************************** 
_q  74      +0.75  ***** 
+0.18      -0.19* 
-0.25      +0.25  ** 
+0.04      -0.04 
-0.23      +0.32  ** 
+0.02      -0.02 
-0.02      +0.02 
+0.03      -0.03 


-0.01 


+0.04      -0.06 
+0.04      -0.04 
-0.02      +0.01 
+0.12      -0.12* 


Vegetation  Height  (ft) 

Vegetation  Crown  (ft) 

Vegetation  Offset  (ft) 

Vegetation  Density  (%) 

East  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 

Vegetation  Height  (ft)  +0.06      -0.10* 

Vegetation  Crown  (ft)  +0.06      -0.09  * 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.45      -0.45*** 

Segment  2,  Prickly  Pear  Segment  MT41 1006  040,  from  McClellan  Creek  to  the  ASARCO 
Dam 

Current  conditions 


"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 


'Segment  Inflow  (cfs)", 
'Inflow  Temperature  (°F)", 
'Segment  Outflow  (cfs)", 
'Accretion  Temp.  (°F)", 
'Latitude  (degrees)", 
'Segment  Length  (mi)", 
'Upstream  Elevation  (ft)", 


"18.900" 
"64.300" 
"9.000" 
"53.000" 
"46.570" 
"2.280" 
"3975.00" 


'Downstream  Elevation  (ft)",        "3900.00" 
'Width's  A  Term  (s/ft2)",  "17.000" 

'  B  Term  where  W  =  A*Q**B",        "0.100" 
•Manning's  n",  "0.032" 

'Air  Temperature  (°F)",  "77.810" 

'Relative  Humidity  (%)",  "33.400" 

'Wind  Speed  (mph)",  "7.100" 

'Ground  Temperature  (°F)",  "55.000" 

'Thermal  gradient  (j/m2/s/C)",      "  1 .650" 
'Possible  Sun  (%)",  "90.000" 

'Dust  Coefficient",  "5.000" 

'Ground  Reflectivity  (%)",  "25.000" 

'Solar  Radiation  (Langleys/d)",     "63 1 .479" 
'Total  Shade  (%)",  "24.452" 

'Segment  Azimuth  (degrees)",        "0.000" 
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"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "12.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "3.000" 

"English",  "Vegetation  Density  (%)",  "40.000" 

"East  Side  Variables" 

"English",  "Segment  Azimuth  (degrees)",        "6.000" 

"English",  "Topographic  Altitude  (degrees)",  "  1 5.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "5.000" 

"English",  "Vegetation  Offset  (ft)",  "35.000" 

"English",  "  Maximum  Air  Temp  (°F)",  "82.774" 

"Dam  at  Head  of  Segment","Unchecked" 

"  Maximum  Air  Temp  (°F)","Unchecked" 

"Solar  Radiation","Disabled" 

"Total  Shade","Disabled" 

"Month/day","08/07" 

"Predicted  Mean  (°F)  =  67.18" 

"Estimated  Maximum  (°F)  =  77.40" 

"Approximate  Minimum  (°F)  =  56.95" 

"Mean  Equilibrium  (°F)  =  71.34" 

"Maximum  Equilibrium  (°F)  =  80.05" 

"Minimum  Equilibrium  (°F)  =  62.62" 

Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  67.18°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 


Segment  Inflow  (cfs) 

+0.09      -0.10* 

Inflow  Temperature  (°F) 

1    Q]             _|_/1    AQ    ****************************** 

Segment  Outflow  (cfs) 

+0.08      -0.09  * 

Accretion  Temp.  (°F) 

+0.00      +0.00 

Width's  A  Term  (s/ft2) 

-0.27      +0.28  ** 

B  Term  where  W  =  A*Q**B          -0.07      +0.07  * 

Manning's  n                        +0.00      +0.00 

Air  Temperature  (°F) 

-2  23      +1  97  ***************** 

Relative  Humidity  (%) 

-0.35      +0.35  *** 

Wind  Speed  (mph) 

+0.11      -0.11* 

Ground  Temperature  (°F) 

-0.11      +0.11* 

Thermal  gradient  (j/m2/s/C) 

+0.02      -0.02 

Possible  Sun  (%) 

-0.16      +0.22  ** 

Dust  Coefficient 

+0.01      -0.01 

Ground  Reflectivity  (%) 

-0.01      +0.01 

Segment  Azimuth  (degrees) 

+0.00      +0.00 

West  Side: 

Topographic  Altitude  (degrees)     +0.01      -0.01 
Vegetation  Height  (ft)  +0.02      -0.03 

Vegetation  Crown  (ft)  +0.02      -0.02 
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Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.06      -0.06 
East  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 

Vegetation  Height  (ft)  +0.02      -0.02 

Vegetation  Crown  (ft)  +0.02      -0.02 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.06      -0.06 

Natural  conditions 

'English",  "Segment  Inflow  (cfs)",  "18.900" 

'English",  "Inflow  Temperature  (°F)",  "64.300" 

'English",  "Segment  Outflow  (cfs)",  "19.800" 

'English",  "Accretion  Temp.  (°F)",  "53.000" 

'English",  "Latitude  (degrees)",  "46.570" 

'English",  "Segment  Length  (mi)",  "2.280" 

'English",  "Upstream  Elevation  (ft)",  "3975.00" 

'English",  "Downstream  Elevation  (ft)",        "3900.00" 

'English",  "Width's  A  Term  (s/ft2)",  "  1 7.000" 

'English",  "  B  Term  where  W  =  A*Q**B",        "0.100" 

'English",  "Manning's  n",  "0.032" 

'English",  "Air  Temperature  (°F)",  "77.810" 

'English",  "Relative  Humidity  (%)",  "33.400" 

'English",  "Wind  Speed  (mph)",  "7.100" 

'English",  "Ground  Temperature  (°F)",  "55.000" 

'English",  "Thermal  gradient  (j/m7s/C)",      "1.650" 

'English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "63 1 .479" 

'English",  "Total  Shade  (%)",  "35.681" 

'English",  "Segment  Azimuth  (degrees)",        "0.000" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "12.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "2.000" 

'English",  "Vegetation  Density  (%)",  "55.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "15.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "3.000" 

'English",  "Vegetation  Offset  (ft)",  "50.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "82.774" 

'Dam  at  Head  of  Segment", "Unchecked" 
'  Maximum  Air  Temp  (°F)", "Unchecked" 
'Solar  Radiation", "Disabled" 
'Total  Shade","Disabled" 
'Month/day","08/07" 
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"Predicted  Mean  (°F)  =  65.62" 
"Estimated  Maximum  (°F)  =  73.70" 
"Approximate  Minimum  (°F)  =  57.55" 
"Mean  Equilibrium  (°F)  =  70.00" 
"Maximum  Equilibrium  (°F)  =  77.97" 
"Minimum  Equilibrium  (°F)  =  62.03" 

Restoration  1.  Increase  vegetation  density 

'English",  "Segment  Inflow  (cfs)",  "18.900" 

'English",  "Inflow  Temperature  (°F)",  "64.300" 

'English",  "Segment  Outflow  (cfs)",  "9.000" 

'English",  "Accretion  Temp.  (°F)",  "53.000" 

'English",  "Latitude  (degrees)",  "46.570" 

'English",  "Segment  Length  (mi)",  "2.280" 

'English",  "Upstream  Elevation  (ft)",  "3975.00" 

'English",  "Downstream  Elevation  (ft)",        "3900.00" 

'English",  "Width's  A  Term  (s/ft2)",  "  1 7.000" 

'English",  "  B  Term  where  W  =  A*Q**B",        "0.100" 

'English",  "Manning's  n",  "0.032" 

'English",  "Air  Temperature  (°F)",  "77.810" 

'English",  "Relative  Humidity  (%)",  "33.400" 

'English",  "Wind  Speed  (mph)",  "7.100" 

'English",  "Ground  Temperature  (°F)",  "55.000" 

'English",  "Thermal  gradient  Q'/mVs/C)",      "1.650" 

'English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "631.479" 

'English",  "Total  Shade  (%)",  "36.283" 

'English",  "Segment  Azimuth  (degrees)",        "0.000" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "12.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "2.000" 

'English",  "Vegetation  Density  (%)",  "55.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "15.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "3.000" 

'English",  "Vegetation  Offset  (ft)",  "50.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "82.774" 

'Dam  at  Head  of  Segment", "Unchecked" 
'  Maximum  Air  Temp  (°F)","Unchecked" 
'Solar  Radiation","Disabled" 
'Total  Shade","Disabled" 
'Month/day","08/07" 

"Predicted  Mean  (°F)  =  66.57" 

"Estimated  Maximum  (°F)  =  75.47" 
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"Approximate  Minimum  (°F)  =  57.67" 
"Mean  Equilibrium  (°F)  =  69.93" 
"Maximum  Equilibrium  (°F)  =  77.86" 
"Minimum  Equilibrium  (°F)  =  62.00" 

Restoration  2.  No  loss  of  outflow  and  gain  0.9cfs 


"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 


"Segment  Inflow  (cfs)", 
"Inflow  Temperature  (°F)", 
"Segment  Outflow  (cfs)", 
"Accretion  Temp.  (°F)", 
"Latitude  (degrees)", 
"Segment  Length  (mi)", 
"Upstream  Elevation  (ft)", 
"Downstream  Elevation  (ft)", 
"Width's  A  Term  (s/ft2)", 


"18.900" 
"64.300" 
"19.800" 
"53.000" 
"46.570" 
"2.280" 
"3975.00" 

"3900.00" 
"17.000" 


"  B  Term  where  W  =  A*Q**B",        "0.100" 
"Manning's  n",  "0.032" 

"Air  Temperature  (°F)",  "77.810" 

"Relative  Humidity  (%)",  "33.400" 

"Wind  Speed  (mph)",  "7.100" 

"Ground  Temperature  (°F)",  "55.000" 

"Thermal  gradient  (j/m7s/C)",      "  1 .650" 
"Possible  Sun  (%)",  "90.000" 

"Dust  Coefficient",  "5.000" 

"Ground  Reflectivity  (%)",  "25.000" 

"Solar  Radiation  (Langleys/d)",     "63 1 .479" 
"Total  Shade  (%)",  "24.013" 

"Segment  Azimuth  (degrees)",        "0.000" 
"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "12.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "3.000" 

"English",  "Vegetation  Density  (%)",  "40.000" 

"East  Side  Variables" 
"English",  "Segment  Azimuth  (degrees)" 


"English", 
"English", 
"English", 
"English", 
"English", 


"6.000" 

"Topographic  Altitude  (degrees)",  "15.000" 

"15.000" 
"5.000" 
"35.000" 
"82.774" 


"Vegetation  Height  (ft)", 
"Vegetation  Crown  (ft)", 
"Vegetation  Offset  (ft)", 
"  Maximum  Air  Temp  (°F)", 
"Dam  at  Head  of  Segment", "Unchecked" 
"  Maximum  Air  Temp  (°F)", "Unchecked" 
"Solar  Radiation","Disabled" 
"Total  Shade","Disabled" 
"Month/day","08/07" 

"Predicted  Mean  (°F)  =  66.08" 
"Estimated  Maximum  (°F)  =  75.39" 
"Approximate  Minimum  (°F)  =  56.78" 
"Mean  Equilibrium  (°F)  =  71.39" 
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"Maximum  Equilibrium  (°F)  =  80.13" 
"Minimum  Equilibrium  (°F)  =  62.65" 

Restoration  3.  TMDL  Restoration  Strategy 

'English",  "Segment  Inflow  (cfs)",  "18.900" 

'English",  "Inflow  Temperature  (°F)",  "64.300" 

'English",  "Segment  Outflow  (cfs)",  "17.500" 

'English",  "Accretion  Temp.  (°F)",  "53.000" 

'English",  "Latitude  (degrees)",  "46.570" 

'English",  "Segment  Length  (mi)",  "2.280" 

'English",  "Upstream  Elevation  (ft)",  "3975.00" 

'English",  "Downstream  Elevation  (ft)",        "3900.00" 

'English",  "Width's  A  Term  (s/ft2)",  "  1 7.000" 

'English",  "  B  Term  where  W  =  A*Q**B",        "0.100" 

'English",  "Manning's  n",  "0.032" 

'English",  "Air  Temperature  (°F)",  "77.810" 

'English",  "Relative  Humidity  (%)",  "33.400" 

'English",  "Wind  Speed  (mph)",  "7.100" 

'English",  "Ground  Temperature  (°F)",  "55.000" 

"English",  "Thermal  gradient  (j/m7s/C)",      "1.650" 

■English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "631.479" 

'English",  "Total  Shade  (%)",  "35.804" 

'English",  "Segment  Azimuth  (degrees)",        "0.000" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "12.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "2.000" 

'English",  "Vegetation  Density  (%)",  "55.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "15.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "3.000" 

'English",  "Vegetation  Offset  (ft)",  "50.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "82.774" 

'Dam  at  Head  of  Segment", "Unchecked" 
'  Maximum  Air  Temp  (°F)","Unchecked" 
Solar  Radiation", "Disabled" 
Total  Shade'V'Disabled" 
'Month/day","08/07" 

"Predicted  Mean  (°F)  =  66.13" 

"Estimated  Maximum  (°F)  =  74.26" 

"Approximate  Minimum  (°F)  =  58.00" 

"Mean  Equilibrium  (°F)  =  69.99" 

"Maximum  Equilibrium  (°F)  =  77.95" 

"Minimum  Equilibrium  (°F)  =  62.02" 
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Segment  3,  Prickly  Pear  Segment  MT4 11006  040,  from  the  ASARCO  Dam  to  Wyle  Drive 

Current  conditions 

English",  "Segment  Inflow  (cfs)",  "9.000" 

English",  "Inflow  Temperature  (°F)",  "67.180" 

English",  "Segment  Outflow  (cfs)",  "3.000" 

English",  "Accretion  Temp.  (°F)",  "53.000" 

English",  "Latitude  (degrees)",  "46.590" 

English",  "Segment  Length  (mi)",  "1.560" 

English",  "Upstream  Elevation  (ft)",  "3900.00" 

English",  "Downstream  Elevation  (ft)",        "3838.00" 

English",  "Width's  A  Term  (s/ft2)",  "15.000" 

English",  "  B  Term  where  W  =  A*Q**B",        "0.110" 

English",  "Manning's  n",  "0.035" 

English",  "Air  Temperature  (°F)",  "78.060" 

English",  "Relative  Humidity  (%)",  "33.200" 

English",  "Wind  Speed  (mph)",  "7.100" 

English",  "Ground  Temperature  (°F)",  "55.000" 

English",  "Thermal  gradient  0'/m2/s/C)",      "1.650" 

English",  "Possible  Sun  (%)",  "90.000" 

English",  "Dust  Coefficient",  "5.000" 

English",  "Ground  Reflectivity  (%)",  "25.000" 

English",  "Solar  Radiation  (Langleys/d)",     "63 1.181" 

English",  "Total  Shade  (%)",  "27.525" 

English",  "Segment  Azimuth  (degrees)",        "-22.500" 

West  Side  Variables" 

English",  "Topographic  Altitude  (degrees)",  "13.000" 

English",  "Vegetation  Height  (ft)",  "10.000" 

English",  "Vegetation  Crown  (ft)",  "10.000" 

English",  "Vegetation  Offset  (ft)",  "2.000" 

English",  "Vegetation  Density  (%)",  "30.000" 

East  Side  Variables" 

English",  "Segment  Azimuth  (degrees)",        "6.000" 

English",  "Topographic  Altitude  (degrees)",  "20.000" 

English",  "Vegetation  Height  (ft)",  "15.000" 

English",  "Vegetation  Crown  (ft)",  "4.000" 

English",  "Vegetation  Offset  (ft)",  "50.000" 

English",  "  Maximum  Air  Temp  (°F)",  "83.03 1 " 

Dam  at  Head  of  Segment","Checked" 
Maximum  Air  Temp  (°F)", "Unchecked" 
Solar  Radiation","Disabled" 
Total  Shade","Disabled" 
Month/day","08/07" 

"Predicted  Mean  (°F)  =  69.18" 

"Estimated  Maximum  (°F)  =  74.26" 

"Approximate  Minimum  (°F)  =  64. 11" 

"Mean  Equilibrium  (°F)  =  71.01" 

"Maximum  Equilibrium  (°F)  =  79.52" 

"Minimum  Equilibrium  (°F)  =  62.50" 
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Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  69.18°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 


Segment  Inflow  (cfs) 

+0.05      -0.06  * 

Inflow  Temperature  (CF) 

T      1   C                 (T     TO     ****************************** 

Segment  Outflow  (cfs) 

+0.05      -0.05 

Accretion  Temp.  (°F) 

+0.00      +0.00 

Width's  A  Term  (s/ft2) 

-0.21      +0.21  ** 

B  Term  where  W  =  A*Q 

**B          -0.04      +0.04 

Manning's  n 

+0.00      +0.00 

Air  Temperature  (°F) 

-2  79      +2  4R  ************************* 

Relative  Humidity  (%) 

-0.43      +0.43  **** 

Wind  Speed  (mph) 

+0.19      -0.19** 

Ground  Temperature  (°F) 

-0.14      +0.14* 

Thermal  gradient  (j/m7s/C)        +0.03      -0.03 

Possible  Sun  (%) 

-0.19      +0.27** 

Dust  Coefficient 

+0.02      -0.02 

Ground  Reflectivity  (%) 

-0.02      +0.02 

Segment  Azimuth  (degrees)  -0.02      +0.02 
West  Side: 

Topographic  Altitude  (degrees)     +0.01      -0.01 

Vegetation  Height  (ft)  +0.03      -0.03 

Vegetation  Crown  (ft)  +0.02      -0.02 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.07      -0.07  * 
East  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 

Vegetation  Height  (ft)  +0.02      -0.02 

Vegetation  Crown  (ft)  +0.03      -0.03 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.10      -0.10* 

Natural  conditions 

"English",  "Segment  Inflow  (cfs)",  "19.800" 

"English",  "Inflow  Temperature  (°F)",  "65.620" 

"English",  "Segment  Outflow  (cfs)",  "19.800" 

"English",  "Accretion  Temp.  (°F)",  "53.000" 

"English",  "Latitude  (degrees)",  "46.590" 

"English",  "Segment  Length  (mi)",  "1.560" 

"English",  "Upstream  Elevation  (ft)",  "3900.00" 

"English",  "Downstream  Elevation  (ft)",        "3838.00" 

"English",  "Width's  A  Term  (s/ft2)",  "  1 5.000" 

"English",  "  B  Term  where  W  =  A*Q**B",        "0.110" 

"English",  "Manning's  n",  "0.035" 

"English",  "Air  Temperature  (°F)",  "78.060" 

"English",  "Relative  Humidity  (%)",  "33.200" 

"English",  "Wind  Speed  (mph)",  "7.100" 
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'English",  "Ground  Temperature  (°F)",  "55.000" 

'English",  "Thermal  gradient  (j/m2/s/C)",      "  1 .650" 

'English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "631.181" 

'English",  "Total  Shade  (%)",  "36.587" 

'English",  "Segment  Azimuth  (degrees)",        "-22.500" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "13.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "2.000" 

'English",  "Vegetation  Density  (%)",  "50.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "20.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "2.000" 

'English",  "Vegetation  Offset  (ft)",  "60.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "83.03 1 " 

'Dam  at  Head  of  Segment","Checked" 
'  Maximum  Air  Temp  (°F)","Unchecked" 
'Solar  Radiation","Disabled" 
Total  Shade", "Disabled" 
Month/day","08/07" 

"Predicted  Mean  (°F)  =  66.52" 

"Estimated  Maximum  (°F)  =  68.60" 

"Approximate  Minimum  (°F)  =  64.45" 

"Mean  Equilibrium  (°F)  =  70.10" 

"Maximum  Equilibrium  (°F)  =  77.97" 

"Minimum  Equilibrium  (°F)  =  62.22" 


Restoration  4.  Increase  vegetation  density,  with  inflow  from  restoration  1  in  upstream  segment 


"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 


"Segment  Inflow  (cfs)", 
"Inflow  Temperature  (°F)", 
"Segment  Outflow  (cfs)", 
"Accretion  Temp.  (°F)", 
"Latitude  (degrees)", 
"Segment  Length  (mi)", 
"Upstream  Elevation  (ft)", 
"Downstream  Elevation  (ft)", 
"Width's  A  Term  (s/ft2)", 


"9.000" 
"66.570" 
"3.000" 
"53.000" 
"46.590" 
"1.560" 
"3900.00" 

"3838.00" 
"15.000" 

"0.110" 


"  B  Term  where  W  =  A*Q**B", 
"Manning's  n",  "0.035" 

"Air  Temperature  (°F)",  "78.060" 

"Relative  Humidity  (%)",  "33.200" 

"Wind  Speed  (mph)",  "7.100" 

"Ground  Temperature  (°F)",  "55.000 

"Thermal  gradient  (j/m7s/C)",      "  1 .650" 
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"English", 
"English", 
"English", 
"English", 
"English", 


"English",  "Possible  Sun  (%)",  "90.000" 

"Dust  Coefficient",  "5.000" 

"Ground  Reflectivity  (%)",  "25.000" 

"Solar  Radiation  (Langleys/d)",     "63 1.181" 
"Total  Shade  (%)",  "39.130" 

"Segment  Azimuth  (degrees)",        "-22.500" 
"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "13.000" 

"English",  "Vegetation  Height  (ft)",  "10.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "2.000" 

"English",  "Vegetation  Density  (%)",  "50.000" 

"East  Side  Variables" 


"English", 
"English", 
"English", 
"English", 
"English", 
"English", 


"Segment  Azimuth  (degrees)",        "10.000" 
"Topographic  Altitude  (degrees)",  "20.000" 


"Vegetation  Height  (ft)", 
"Vegetation  Crown  (ft)", 
"Vegetation  Offset  (ft)", 
"  Maximum  Air  Temp  (°F)", 
"Dam  at  Head  of  Segment","Checked" 
"  Maximum  Air  Temp  (°F)","Unchecked" 
"Solar  Radiation", "Disabled" 
"Total  Shade","Disabled" 
"Month/day","08/07" 

"Predicted  Mean  (°F)  =  68.14" 
"Estimated  Maximum  (°F)  =  72.56" 
"Approximate  Minimum  (°F)  =  63.72" 
"Mean  Equilibrium  (°F)  =  69.62" 
"Maximum  Equilibrium  (°F)  =  77.34" 
"Minimum  Equilibrium  (°F)  =  61.90" 


"15.000" 
"2.000" 
"60.000" 
"83.031" 


Restoration  5.  Inflow  from  restoration  2  in  upstream  segment 


"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 
"English", 


'Segment  Inflow  (cfs)", 
'Inflow  Temperature  (°F)", 
'Segment  Outflow  (cfs)", 
'Accretion  Temp.  (°F)", 
'Latitude  (degrees)", 
'Segment  Length  (mi)", 
'Upstream  Elevation  (ft)", 
'Downstream  Elevation  (ft)", 
'Width's  A  Term  (s/ft2)", 


"19.800" 
"66.080" 
"19.800" 
"53.000" 
"46.590" 
"1.560" 
"3900.00" 

"3838.00" 
"15.000" 

"0.110" 


'  B  Term  where  W  =  A*Q**B", 
'Manning's  n",  "0.035" 

Air  Temperature  (°F)",  "78.060" 

'Relative  Humidity  (%)",  "33.200" 

'Wind  Speed  (mph)",  "7.100" 

'Ground  Temperature  (°F)",  "55.000" 

'Thermal  gradient  (j/m2/s/C)",      "1 .650" 
'Possible  Sun  (%)",  "90.000" 

'Dust  Coefficient",  "5.000" 
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"English",  "Ground  Reflectivity  (%)",  "25.000" 

"English",  "Solar  Radiation  (Langleys/d)",     "63 1.181" 

"English",  "Total  Shade  (%)",  "25.777" 

"English",  "Segment  Azimuth  (degrees)",        "-22.500" 

"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "13.000" 

"English",  "Vegetation  Height  (ft)",  "10.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "2.000" 

"English",  "Vegetation  Density  (%)",  "30.000" 

"East  Side  Variables" 

"English",  "Segment  Azimuth  (degrees)",        "6.000" 

"English",  "Topographic  Altitude  (degrees)",  "20.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "4.000" 

"English",  "Vegetation  Offset  (ft)",  "50.000" 

"English",  "  Maximum  Air  Temp  (°F)",  "83.03 1 " 

"Dam  at  Head  of  Segment","Checked" 
"  Maximum  Air  Temp  (°F)", "Unchecked" 
"Solar  Radiation","Disabled" 
"Total  Shade","Disabled" 
"Month/day","08/07" 

"Predicted  Mean  (°F)  =  67.17" 

"Estimated  Maximum  (°F)  =  69.56" 

"Approximate  Minimum  (°F)  =  64.78" 

"Mean  Equilibrium  (°F)  =  71.38" 

"Maximum  Equilibrium  (°F)  =  79.97" 

"Minimum  Equilibrium  (°F)  =  62.79" 

Restoration  6.  TMDL  Restoration  Strategy  with  inflow  from  restoration  3  in  upstream  segment 

"English",  "Segment  Inflow  (cfs)",  "17.500" 

"English",  "Inflow  Temperature  (°F)",  "66.130" 

"English",  "Segment  Outflow  (cfs)",  "16.000" 

"English",  "Accretion  Temp.  (°F)",  "53.000" 

"English",  "Latitude  (degrees)",  "46.590" 

"English",  "Segment  Length  (mi)",  "1.560" 

"English",  "Upstream  Elevation  (ft)",  "3900.00" 

"English",  "Downstream  Elevation  (ft)",        "3838.00" 

"English",  "Width's  A  Term  (s/ft2)",  "15.000" 

"English",  "  B  Term  where  W  =  A*Q**B",        "0.110" 

"English",  "Manning's  n",  "0.035" 

"English",  "Air  Temperature  (°F)",  "78.060" 

"English",  "Relative  Humidity  (%)",  "33.200" 

"English",  "Wind  Speed  (mph)",  "7.100" 

"English",  "Ground  Temperature  (°F)",  "55.000" 

"English",  "Thermal  gradient  (j/m2/s/C)",      "1.650" 

"English",  "Possible  Sun  (%)",  "90.000" 

"English",  "Dust  Coefficient",  "5.000" 

"English",  "Ground  Reflectivity  (%)",  "25.000" 

"English",  "Solar  Radiation  (Langleys/d)",     "631.181" 
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"English",  "Total  Shade  (%)",  "36.972" 

"English",  "Segment  Azimuth  (degrees)",        "-22.500" 

"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "13.000" 

"English",  "Vegetation  Height  (ft)",  "10.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "2.000" 

"English",  "Vegetation  Density  (%)",  "50.000" 

"East  Side  Variables" 

"English",  "Segment  Azimuth  (degrees)",        "10.000" 

"English",  "Topographic  Altitude  (degrees)",  "20.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "2.000" 

"English",  "Vegetation  Offset  (ft)",  "60.000" 

"English",  "  Maximum  Air  Temp  (°F)",  "83.03 1 " 

"Dam  at  Head  of  Segment","Checked" 
"  Maximum  Air  Temp  (°F)","Unchecked" 
"Solar  Radiation","Disabled" 
"Total  Shade'V'Disabled" 
"Month/day", "08/07" 

"Predicted  Mean  (°F)  =  67.03" 

"Estimated  Maximum  (°F)  =  69.35" 

"Approximate  Minimum  (°F)  =  64.71" 

"Mean  Equilibrium  (°F)  =  70.02" 

"Maximum  Equilibrium  (°F)  =  77.87" 

"Minimum  Equilibrium  (°F)  =  62.16" 

Segment  4,  Prickly  Pear  Segment  MT41I006  030 
Current  conditions 


"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 
"English" 


"Segment  Inflow  (cfs)", 
"Inflow  Temperature  (°F)", 
"Segment  Outflow  (cfs)", 
"Accretion  Temp.  (CF)", 
"Latitude  (degrees)", 
"Segment  Length  (mi)", 
"Upstream  Elevation  (ft)", 
"Downstream  Elevation  (ft)", 
"Width's  A  Term  (s/ft2)", 


"3.000" 
"69.180" 
"1.500" 
"53.000" 
"46.620" 
"5.250" 
"3838.00" 

"3708.00" 
"14.400" 

"0.110" 


"  B  Term  where  W  =  A*Q**B", 
"Manning's  n",  "0.036" 

"Air  Temperature  (°F)",  "78.400" 

"Relative  Humidity  (%)",  "32.800" 

"Wind  Speed  (mph)",  "7.100" 

"Ground  Temperature  (°F)",  "55.000" 

"Thermal  gradient  (j7m2/s/C)",      "  1 .650" 
"Possible  Sun  (%)",  "90.000" 

"Dust  Coefficient",  "5.000" 

"Ground  Reflectivity  (%)",  "25.000" 

"Solar  Radiation  (Langleys/d)",     "630.897" 
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"English",  "Total  Shade  (%)",  "9.481" 

"English",  "Segment  Azimuth  (degrees)",        "-45.000" 

"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "6.000" 

"English",  "Vegetation  Height  (ft)",  "15.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "5.000" 

"English",  "Vegetation  Density  (%)",  "15.000" 

"East  Side  Variables" 

"English",  "Segment  Azimuth  (degrees)",        "6.000" 

"English",  "Topographic  Altitude  (degrees)",  "10.000" 

"English",  "Vegetation  Height  (ft)",  "10.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "30.000" 

"English",  "  Maximum  Air  Temp  (°F)",  "83.382" 

"Dam  at  Head  of  Segment", "Unchecked" 
"  Maximum  Air  Temp  (°F)","Unchecked" 
"Solar  Radiation","Disabled" 
"Total  Shade","Disabled" 
"Month/day","08/07" 

"Predicted  Mean  (°F)  =  73.06" 

"Estimated  Maximum  (°F)  =  82.67" 

"Approximate  Minimum  (°F)  =  63.46" 

"Mean  Equilibrium  (°F)  =  73.08" 

"Maximum  Equilibrium  (°F)  =  82.68" 

"Minimum  Equilibrium  (°F)  =  63.47" 

Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  73.06°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 


Segment  Inflow  (cfs)  0.00      +0.01 

Inflow  Temperature  (°F)  -0.02      +0.02 

Segment  Outflow  (cfs)  +0.00      +0.00 

Accretion  Temp.  (°F)  +0.00      +0.00 

Width's  A  Term  (s/ft2)  -0.05      +0.07 

B  Term  where  W  =  A*Q**B  -0.01      +0.01 

Manning's  n  +0.00      +0.00 

Relative  Humidity  (%)  -0.77      +0.79  ***** 

Wind  Speed  (mph)  +0.50      -0.54  *** 

Ground  Temperature  (°F)  -0.24      +0.25** 

Thermal  gradient  (j/nv7s/C)        +0.08      -0.08  * 
Possible  Sun  (%)  -0.42      +0.59  **** 

Dust  Coefficient  +0.03      -0.03 

Ground  Reflectivity  (%)  -0.04      +0.04 

Segment  Azimuth  (degrees)  -0.02      +0.02 

West  Side: 
Topographic  Altitude  (degrees)     +0.00       0.00 
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Vegetation  Height  (ft)  +0.04      -0.04 

Vegetation  Crown  (ft)  +0.03      -0.03 

Vegetation  Offset  (ft)  -0.03      +0.03 

Vegetation  Density  (%)  +0.07      -0.07 
East  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 

Vegetation  Height  (ft)  +0.03      -0.03 

Vegetation  Crown  (ft)  +0.02      -0.01 

Vegetation  Offset  (ft)  -0.02      +0.03 

Vegetation  Density  (%)  +0.03      -0.03 

Natural  conditions 

'English",  "Segment  Inflow  (cfs)",  "19.800" 

'English",  "Inflow  Temperature  (°F)",  "66.520" 

'English",  "Segment  Outflow  (cfs)",  "21.300" 

'English",  "Accretion  Temp.  (°F)",  "53.000" 

'English",  "Latitude  (degrees)",  "46.620" 

'English",  "Segment  Length  (mi)",  "5.250" 

'English",  "Upstream  Elevation  (ft)",  "3838.00" 

'English",  "Downstream  Elevation  (ft)",        "3708.00" 

'English",  "Width's  A  Term  (s/ft2)",  "14.400" 

'English",  "  B  Term  where  W  =  A*Q**B",        "0.110" 

'English",  "Manning's  n",  "0.035" 

'English",  "Air  Temperature  (°F)",  "78.400" 

'English",  "Relative  Humidity  (%)",  "32.800" 

'English",  "Wind  Speed  (mph)",  "7.100" 

'English",  "Ground  Temperature  (°F)",  "55.000" 

'English",  "Thermal  gradient  (j/m7s/C)",      "1.650" 

'English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "630.897" 

'English",  "Total  Shade  (%)",  "36.419" 

'English",  "Segment  Azimuth  (degrees)",        "-45.000" 
'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "15.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "2.000" 

'English",  "Vegetation  Density  (%)",  "55.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "10.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "2.000" 

'English",  "Vegetation  Offset  (ft)",  "65.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "83.382" 

'Dam  at  Head  of  Segment", "Unchecked" 
'  Maximum  Air  Temp  (°F)","Unchecked" 
'Solar  Radiation","Disabled" 
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"Total  Shade", "Disabled" 
"Month/day","08/07" 

"Predicted  Mean  (°F)  =  67.65" 

"Estimated  Maximum  (°F)  =  74.36" 

"Approximate  Minimum  (°F)  =  60.93" 

"Mean  Equilibrium  (°F)  =  70.12" 

"Maximum  Equilibrium  (°F)  =  78.00" 

"Minimum  Equilibrium  (°F)  =  62.23" 

Restoration  7.  Increase  vegetation  density  with  inflow  from  restoration  4  in  segment  MT411006  040 

English",  "Segment  Inflow  (cfs)",  "3.000" 

English",  "Inflow  Temperature  (°F)",  "68.140" 

English",  "Segment  Outflow  (cfs)",  "1.500" 

English",  "Accretion  Temp.  (°F)",  "53.000" 

English",  "Latitude  (degrees)",  "46.620" 

English",  "Segment  Length  (mi)",  "5.250" 

English",  "Upstream  Elevation  (ft)",  "3838.00" 

English",  "Downstream  Elevation  (ft)",        "3708.00" 

English",  "Width's  A  Term  (s/ft2)",  "14.400" 

English",  "  B  Term  where  W  =  A*Q**B",        "0.110" 

English",  "Manning's  n",  "0.036" 

English",  "Air  Temperature  (°F)",  "78.400" 

English",  "Relative  Humidity  (%)",  "32.800" 

English",  "Wind  Speed  (mph)",  "7.100" 

English",  "Ground  Temperature  (°F)",  "55.000" 

English",  "Thermal  gradient  (j/m7s/C)",      "1.650" 

English",  "Possible  Sun  (%)",  "90.000" 

English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "630.897" 

'English",  "Total  Shade  (%)",  "41.961" 

'English",  "Segment  Azimuth  (degrees)",        "-45.000" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "15.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "2.000" 

'English",  "Vegetation  Density  (%)",  "55.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "10.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "2.000" 

'English",  "Vegetation  Offset  (ft)",  "65.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "83.382" 

'Dam  at  Head  of  Segment","Unchecked" 
'  Maximum  Air  Temp  (°F)", "Unchecked" 
'Solar  Radiation", "Disabled" 
'Total  Shade","Disabled" 
'Month/day","08/07" 
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"Predicted  Mean  (°F)  =  69.26" 
"Estimated  Maximum  (°F)  =  76.77" 
"Approximate  Minimum  (°F)  =  61.75" 
"Mean  Equilibrium  (°F)  =  69.27" 
"Maximum  Equilibrium  (°F)  =  76.79" 
"Minimum  Equilibrium  (°F)  =  61.75" 

Restoration  8.  Inflow  from  restoration  5  in  seement  MT41I006  040 

'English",  "Segment  Inflow  (cfs)",  "19.800" 

'English",  "Inflow  Temperature  (°F)",  "67.170" 

'English",  "Segment  Outflow  (cfs)",  "21.300" 

'English",  "Accretion  Temp.  (°F)",  "53.000" 

'English",  "Latitude  (degrees)",  "46.620" 

'English",  "Segment  Length  (mi)",  "5.250" 

'English",  "Upstream  Elevation  (ft)",  "3838.00" 

'English",  "Downstream  Elevation  (ft)",        "3708.00" 

'English",  "Width's  A  Term  (s/ft2)",  "14.400" 

'English",  "  B  Term  where  W  =  A*Q**B",        "0.110" 

English",  "Manning's  n",  "0.036" 

'English",  "Air  Temperature  (°F)",  "78.400" 

'English",  "Relative  Humidity  (%)",  "32.800" 

'English",  "Wind  Speed  (mph)",  "7.100" 

'English",  "Ground  Temperature  (°F)",  "55.000" 

'English",  "Thermal  gradient  0'/m2/s/C)",      "1.650" 

'English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "630.897" 

'English",  "Total  Shade  (%)",  "8.194" 

'English",  "Segment  Azimuth  (degrees)",        "-45.000" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "6.000" 

'English",  "Vegetation  Height  (ft)",  "15.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "5.000" 

'English",  "Vegetation  Density  (%)",  "15.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "6.000" 

'English",  "Topographic  Altitude  (degrees)",  "10.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "30.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "83.382" 

'Dam  at  Head  of  Segment", "Unchecked" 
'  Maximum  Air  Temp  (°F)", "Unchecked" 
'Solar  Radiation","Disabled" 
'Total  Shade","Disabled" 
'Month/day","08/07" 

"Predicted  Mean  (°F)  =  69.71" 

"Estimated  Maximum  (°F)  =  78.64" 
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"Approximate  Minimum  (°F)  =  60.79" 
"Mean  Equilibrium  (°F)  =  73.39" 
"Maximum  Equilibrium  (°F)  =  83.03" 
"Minimum  Equilibrium  (°F)  =  63.75" 

Segment  5a,  Prickly  Pear  Segment  MT41I006  020  to  Sierra  Road 

Current  conditions 

English",  "Segment  Inflow  (cfs)",  "  1 .500" 

English",  "Inflow  Temperature  (°F)",  "59.700" 

English",  "Segment  Outflow  (cfs)",  "7.500" 

English",  "Accretion  Temp.  (°F)",  "53.000" 

English",  "Latitude  (degrees)",  "46.650" 

English",  "Segment  Length  (mi)",  "3.030" 

English",  "Upstream  Elevation  (ft)",  "3708.00" 

English",  "Downstream  Elevation  (ft)",        "3677.00" 

English",  "Width's  A  Term  (s/ft2)",  "14.800" 

English",  "  B  Term  where  W  =  A*Q**B",        "0.150" 

English",  "Manning's  n",  "0.035" 

English",  "Air  Temperature  (°F)",  "78.740" 

English",  "Relative  Humidity  (%)",  "32.400" 

English",  "Wind  Speed  (mph)",  "7.100" 

English",  "Ground  Temperature  (°F)",  "55.000" 

English",  "Thermal  gradient  (j/m2/s/C)",      "1.650" 

English",  "Possible  Sun  (%)",  "90.000" 

English",  "Dust  Coefficient",  "5.000" 

English",  "Ground  Reflectivity  (%)",  "25.000" 

English",  "Solar  Radiation  (Langleys/d)",     "630.649" 

English",  "Total  Shade  (%)",  "5.819" 

English",  "Segment  Azimuth  (degrees)",        "40.000" 

West  Side  Variables" 

English",  "Topographic  Altitude  (degrees)",  "6.000" 

English",  "Vegetation  Height  (ft)",  "5.000" 

English",  "Vegetation  Crown  (ft)",  "15.000" 

English",  "Vegetation  Offset  (ft)",  "5.000" 

English",  "Vegetation  Density  (%)",  "20.000" 

East  Side  Variables" 

English",  "Segment  Azimuth  (degrees)",        "4.000" 

English",  "Topographic  Altitude  (degrees)",  "10.000" 

English",  "Vegetation  Height  (ft)",  "10.000" 

English",  "Vegetation  Crown  (ft)",  "5.000" 

English",  "Vegetation  Offset  (ft)",  "10.000" 

English",  "  Maximum  Air  Temp  (°F)",  "83.734" 

Dam  at  Head  of  Segment", "Unchecked" 
Maximum  Air  Temp  (°F)", "Unchecked" 
Solar  Radiation", "Disabled" 
Total  Shade", "Disabled" 
Month/day","08/07" 

"Predicted  Mean  (°F)  =  65.04" 

"Estimated  Maximum  (°F)  =  77.18" 
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"Approximate  Minimum  (°F)  =  52.91" 
"Mean  Equilibrium  (°F)  =  73.56" 
"Maximum  Equilibrium  (°F)  =  83.35" 
"Minimum  Equilibrium  (°F)  =  63.77" 

Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  65.04°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 


Segment  Inflow  (cfs)  -0.11      +0.11* 

Inflow  Temperature  (°F)  -0. 12      +0. 14  * 

Segment  Outflow  (cfs)  +0.52      -0.58  ***** 

Width's  A  Term  (s/ft2)  -0.52      +0.58  ***** 

B  Term  where  W  =  A*Q**B         -0.12      +0.12* 
Manning's  n  +0.00      +0.00 

Relative  Humidity  (%)  -0.53      +0.54  ***** 

Wind  Speed  (mph)  +0.14      -0.15* 

Ground  Temperature  (°F)  -0.17      +0.17* 

Thermal  gradient  (j/mVs/C)       +0.03      -0.03 
Possible  Sun  (%)  -0.30      +0.42  **** 

Dust  Coefficient  +0.02      -0.02 

Ground  Reflectivity  (%)  -0.03      +0.03 

Segment  Azimuth  (degrees)  -0.01      +0.01 

West  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 
Vegetation  Height  (ft)  +0.01      -0.01 

Vegetation  Crown  (ft)  +0.02      -0.02 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.02      -0.02 

East  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 
Vegetation  Height  (ft)  +0.02      -0.02 

Vegetation  Crown  (ft)  +0.01      -0.01 

Vegetation  Offset  (ft)  -0.01      +0.01 

Vegetation  Density  (%)  +0.02      -0.02 

Segment  5b,  Prickly  Pear  Segment  MT41I006  020 

Current  conditions 

"English",  "Segment  Inflow  (cfs)",  "  1 .500" 

"English",  "Inflow  Temperature  (°F)",  "59.700" 

"English",  "Segment  Outflow  (cfs)",  "16.500" 

"English",  "Accretion  Temp.  (°F)",  "55.000" 

"English",  "Latitude  (degrees)",  "46.660" 

"English",  "Segment  Length  (mi)",  "6.830" 

"English",  "Upstream  Elevation  (ft)",  "3708.00" 
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'English",  "Downstream  Elevation  (ft)",        "3650.00" 

'English",  "Width's  A  Term  (s/ft2)",  "15.000" 

'English",  "  B  Term  where  W  =  A*Q**B",        "0.190" 

'English",  "Manning's  n",  "0.034" 

'English",  "Air  Temperature  (°F)",  "78.740" 

'English",  "Relative  Humidity  (%)",  "32.400" 

'English",  "Wind  Speed  (mph)",  "7.100" 

'English",  "Ground  Temperature  (°F)",  "55.000" 

'English",  "Thermal  gradient  (j/m2/s/C)",      "1.650" 

'English",  "Possible  Sun  (%)",  "90.000" 

'English",  "Dust  Coefficient",  "5.000" 

'English",  "Ground  Reflectivity  (%)",  "25.000" 

'English",  "Solar  Radiation  (Langleys/d)",     "630.578" 

'English",  "Total  Shade  (%)",  "7.040" 

•English",  "Segment  Azimuth  (degrees)",        "30.000" 

'West  Side  Variables" 

'English",  "Topographic  Altitude  (degrees)",  "6.000" 

'English",  "Vegetation  Height  (ft)",  "5.000" 

'English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "10.000" 

'English",  "Vegetation  Density  (%)",  "15.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "4.000" 

'English",  "Topographic  Altitude  (degrees)",  "10.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "5.000" 

'English",  "Vegetation  Offset  (ft)",  "25.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "83.734" 

'Dam  at  Head  of  Segment", "Unchecked" 
'  Maximum  Air  Temp  (°F)", "Unchecked" 
'Solar  Radiation", "Disabled" 
'Total  Shade", "Disabled" 
'Month/day","08/07" 

"Predicted  Mean  (°F)  =  66.31" 

"Estimated  Maximum  (°F)  =  76.03" 

"Approximate  Minimum  (°F)  =  56.59" 

"Mean  Equilibrium  (°F)  =  73.42" 

"Maximum  Equilibrium  (°F)  =  83.14" 

"Minimum  Equilibrium  (°F)  =  63.70" 

Sensitivity  for  mean  temperature  values  (10%  variation)      SSTEMP  (2.0.8) 
Original  mean  temperature  =  66.3 1°F 

Temperature  change  (°F) 
if  variable  is: 
Variable  Decreased  Increased    Relative  Sensitivity 


Segment  Inflow  (cfs) 

-0.05 

+0.05 

Inflow  Temperature  (°F) 

-0.02 

+0.02 

Segment  Outflow  (cfs) 

+0.38 

-0  41  *  *  *  * 

Accretion  Temp.  (°F) 

-2.11 

+2  11  ****************** 

Width's  A  Term  (s/ft2) 

-0.45 

+0  51  *  *  *  * 
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B  Term  where  W  =  A*Q**B 
Manning's  n  +0.00 


-0.20 
+0.00 


+0.20  ** 


Air  Temperature  (°F) 
Relative  Humidity  (%) 
Wind  Speed  (mph) 
Ground  Temperature  (°F) 
Thermal  gradient  (j/mVs/C) 
Possible  Sun  (%) 


-0.54      +0.55  ***** 
+0.18      -0.19** 
-0.17      +0.17* 
+0.04      -0.04 
-0.30      +0.42  **** 


Dust  Coefficient  +0.02      -0.02 

Ground  Reflectivity  (%)  -0.03      +0.03 

Segment  Azimuth  (degrees)  0.00       0.00 

West  Side: 
Topographic  Altitude  (degrees)     +0.01       0.00 


+0.01      -0.01 
+0.00       0.00 
-0.01      +0.01 
+0.00       0.00 


Vegetation  Height  (ft) 

Vegetation  Crown  (ft) 

Vegetation  Offset  (ft) 

Vegetation  Density  (%) 

East  Side: 

Topographic  Altitude  (degrees)     +0.00       0.00 

Vegetation  Height  (ft)  +0.04      -0.04 

Vegetation  Crown  (ft)  +0.02      -0.02 

Vegetation  Offset  (ft)  -0.02      +0.02 

Vegetation  Density  (%)  +0.05      -0.05 

Natural  conditions 


"English",  "Segment  Inflow  (cfs)",  "21.300" 

"English",  "Inflow  Temperature  (°F)",  "67.670" 

"English",  "Segment  Outflow  (cfs)",  "36.300" 

"English",  "Accretion  Temp.  (°F)",  "55.000" 

"English",  "Latitude  (degrees)",  "46.660" 

"English",  "Segment  Length  (mi)",  "6.830" 

"English",  "Upstream  Elevation  (ft)",  "3708.00" 

"English",  "Downstream  Elevation  (ft)",        "3650.00" 

"English",  "Width's  A  Term  (s/ft2)",  "15.000" 

"English",  "  B  Term  where  W  =  A*Q**B",        "0.190" 

"English",  "Manning's  n",  "0.034" 

"English",  "Air  Temperature  (°F)",  "78.740" 

"English",  "Relative  Humidity  (%)",  "32.400" 

"English",  "Wind  Speed  (mph)",  "7.100" 

"English",  "Ground  Temperature  (°F)",  "55.000" 

"English",  "Thermal  gradient  (j/m2/s/C)",      "1.650" 

"English",  "Possible  Sun  (%)",  "90.000" 

"English",  "Dust  Coefficient",  "5.000" 

"English",  "Ground  Reflectivity  (%)",  "25.000" 

"English",  "Solar  Radiation  (Langleys/d)",     "630.578" 

"English",  "Total  Shade  (%)",  "30.302" 

"English",  "Segment  Azimuth  (degrees)",        "30.000" 
"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "10.000" 

"English",  "Vegetation  Height  (ft)",  "25.000" 
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English",  "Vegetation  Crown  (ft)",  "10.000" 

'English",  "Vegetation  Offset  (ft)",  "5.000" 

'English",  "Vegetation  Density  (%)",  "50.000" 

'East  Side  Variables" 

'English",  "Segment  Azimuth  (degrees)",        "10.000" 

'English",  "Topographic  Altitude  (degrees)",  "15.000" 

'English",  "Vegetation  Height  (ft)",  "10.000" 

'English",  "Vegetation  Crown  (ft)",  "2.000" 

'English",  "Vegetation  Offset  (ft)",  "55.000" 

'English",  "  Maximum  Air  Temp  (°F)",  "83.734" 

'Dam  at  Head  of  Segment","Unchecked" 

'  Maximum  Air  Temp  (°F)","Unchecked" 

'Solar  Radiation","Disabled" 

'Total  Shade","Disabled" 

'Month/day","08/07" 

"Predicted  Mean  (°F)  =  65.82" 

"Estimated  Maximum  (°F)  =  71.98" 

"Approximate  Minimum  (°F)  =  59.66" 

"Mean  Equilibrium  (°F)  =  70.80" 

"Maximum  Equilibrium  (°F)  =  79.10" 

"Minimum  Equilibrium  (°F)  =  62.50" 


Restoration  9.  Increase  vegetation  density  under  current  flow 


"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"English", 

"West  Side 

"English", 

"English", 

"English", 

"English", 


'Segment  Inflow  (cfs)", 
'Inflow  Temperature  (°F)", 
'Segment  Outflow  (cfs)", 
Accretion  Temp.  (°F)", 
'Latitude  (degrees)", 
'Segment  Length  (mi)", 
'Upstream  Elevation  (ft)", 


"1.500" 
"59.700" 
"16.500" 
"55.000" 
"46.660" 
"6.830" 
"3708.00" 


'Downstream  Elevation  (ft)",        "3650.00" 
'Width's  A  Term  (s/ft2)",  "15.000" 

'  B  Term  where  W  =  A*Q**B",        "0.190" 
'Manning's  n",  "0.034" 

Air  Temperature  (°F)",  "78.740" 

'Relative  Humidity  (%)",  "32.400" 

'Wind  Speed  (mph)",  "7.100" 

'Ground  Temperature  (°F)",  "55.000" 

'Thermal  gradient  (j/m7s/C)",      "  1 .650" 
'Possible  Sun  (%)",  "90.000" 

'Dust  Coefficient",  "5.000" 

'Ground  Reflectivity  (%)",  "25.000" 

'Solar  Radiation  (Langleys/d)",     "630.578" 
'Total  Shade  (%)",  "34.466" 

'Segment  Azimuth  (degrees)",        "30.000" 


Variables" 


'Topographic  Altitude  (degrees)",  "10.000" 
'Vegetation  Height  (ft)",  "25.000" 

'Vegetation  Crown  (ft)",  "10.000" 

'Vegetation  Offset  (ft)",  "5.000" 
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"English",  "Vegetation  Density  (%)",  "50.000" 

"East  Side  Variables" 

"English",  "Segment  Azimuth  (degrees)",        "10.000" 

"English",  "Topographic  Altitude  (degrees)",  "15.000" 

"English",  "Vegetation  Height  (ft)",  "10.000" 

"English",  "Vegetation  Crown  (ft)",  "2.000" 

"English",  "Vegetation  Offset  (ft)",  "55.000" 

"English",  "  Maximum  Air  Temp  (°F)",  "83.734" 

"Dam  at  Head  of  Segment","Unchecked" 

"  Maximum  Air  Temp  (°F)","Unchecked" 

"Solar  Radiation","Disabled" 

"Total  Shade'V'Disabled" 

"Month/day","08/07" 

"Predicted  Mean  (°F)  =  64.12" 

"Estimated  Maximum  (°F)  =  7 1 .50" 

"Approximate  Minimum  (°F)  =  56.74" 

"Mean  Equilibrium  (°F)  =  70.25" 

"Maximum  Equilibrium  (°F)  =  78.28" 

"Minimum  Equilibrium  (°F)  =  62.22" 

Restoration  10.  Inflow  from  restoration  8  in  segment  MT4 11006  030 

"English",  "Segment  Inflow  (cfs)",  "21.300" 

"English",  "Inflow  Temperature  (°F)",  "69.710" 

"English",  "Segment  Outflow  (cfs)",  "36.300" 

"English",  "Accretion  Temp.  (°F)",  "55.000" 

"English",  "Latitude  (degrees)",  "46.660" 

"English",  "Segment  Length  (mi)",  "6.830" 

"English",  "Upstream  Elevation  (ft)",  "3708.00" 

"English",  "Downstream  Elevation  (ft)",        "3650.00" 

"English",  "Width's  A  Term  (s/ft2)",  "  1 5.000" 

"English",  "  B  Term  where  W  =  A*Q**B",        "0.190" 

"English",  "Manning's  n",  "0.034" 

"English",  "Air  Temperature  (°F)",  "78.740" 

"English",  "Relative  Humidity  (%)",  "32.400" 

"English",  "Wind  Speed  (mph)",  "7.100" 

"English",  "Ground  Temperature  (°F)",  "55.000" 

"English",  "Thermal  gradient  (j/m2/s/C)",      "1.650" 

"English",  "Possible  Sun  (%)",  "90.000" 

"English",  "Dust  Coefficient",  "5.000" 

"English",  "Ground  Reflectivity  (%)",  "25.000" 

"English",  "Solar  Radiation  (Langleys/d)",     "630.578" 

"English",  "Total  Shade  (%)",  "5.910" 

"English",  "Segment  Azimuth  (degrees)",        "30.000" 
"West  Side  Variables" 

"English",  "Topographic  Altitude  (degrees)",  "6.000" 

"English",  "Vegetation  Height  (ft)",  "5.000" 

"English",  "Vegetation  Crown  (ft)",  "10.000" 

"English",  "Vegetation  Offset  (ft)",  "10.000" 

"English",  "Vegetation  Density  (%)",  "15.000" 

"East  Side  Variables" 
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"English", 
"English", 
"English", 
"English", 
"English", 
"English", 


"Segment  Azimuth  (degrees)",        "4.000" 
"Topographic  Altitude  (degrees)",  "10.000" 


"Vegetation  Height  (ft)", 
"Vegetation  Crown  (ft)", 
"Vegetation  Offset  (ft)", 
"  Maximum  Air  Temp  (°F)", 
"Dam  at  Head  of  Segment", "Unchecked" 
"  Maximum  Air  Temp  (°F)","Unchecked" 
"Solar  Radiation","Disabled" 
"Total  Shade'V'Disabled" 
"Month/day",  "08/07" 

"Predicted  Mean  (°F)  =  67.86" 
"Estimated  Maximum  (°F)  =  75.72" 
"Approximate  Minimum  (°F)  =  59.99" 
"Mean  Equilibrium  (°F)  =  73.59" 
"Maximum  Equilibrium  (°F)  =  83.37" 
"Minimum  Equilibrium  (°F)  =  63.82" 


"10.000" 

"5.000" 

"25.000" 

"83.734" 
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1.0  INTRODUCTION 

This  supplemental  monitoring  and  assessment  strategy  presents  an  overview  of  future  monitoring 
needs  in  the  Lake  Helena  watershed  that  have  been  identified  during  the  development  of  the  draft 
water  quality  restoration  plan  and  TMDLs.  The  monitoring  strategy  is  described  in  general 
terms  at  this  time,  and  a  more  detailed  Sampling  and  Analysis  Plan  (SAP)  should  be  developed 
during  the  implementation  phase  of  the  TMDL.  Focused  monitoring  and  assessment  efforts  are 
needed  to  fulfill  three  primary  goals: 

•  Obtain  additional  data  to  address  information  gaps  and  uncertainty  in  the  current  analysis 
(data  gaps  monitoring  and  assessment) 

•  Ensure  that  identified  management  actions  are  undertaken  (implementation  monitoring) 

•  Ensure  that  management  actions  are  having  the  desired  effect  (effectiveness  monitoring) 

Data  gaps  monitoring  and  assessment  needs  are  described  in  Section  2.0,  and  implementation 
and  effectiveness  monitoring  are  presented  in  Sections  3.0  and  4.0,  respectively.  Specific 
sampling  and  analysis  methods  are  described  in  more  detail  in  Section  5.0. 
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2.0  DATA  GAPS  MONITORING  AND  ASSESSMENT 

Monitoring  to  fill  data  gaps  and  improve  certainty  in  the  assumptions  applied  within  the  Lake 
Helena  water  quality  restoration  plan  is  the  highest  priority  because  these  data  are  needed  to 
confirm  the  appropriateness  of  specific  restoration  measures.  For  example,  only  interim  nutrient 
targets  have  been  established  for  the  streams  in  the  Lake  Helena  watershed  due  to  uncertainties 
associated  with  specific  impairment  thresholds,  as  well  as  the  technical  and  economic  feasibility 
of  attaining  the  proposed  in-stream  targets.  Similarly,  nutrient  targets  have  not  yet  been  selected 
for  Lake  Helena  due  to  limited  water  quality  data  and  an  incomplete  understanding  of  the  inter- 
relationships between  Lake  Helena  and  Hauser  Reservoir.  Limited  recent  data  have  also 
precluded  a  complete  understanding  of  metals  and  temperature  impairments  for  some  stream 
segments.  Additional  monitoring  and  assessment  is  therefore  needed  to  address  these  and  other 
data  gaps  and  should  include  the  following: 

•  Watershed  Hydrology  and  Groundwater/Surface  Water  Interactions  -  Additional 
investigation  is  needed  to  more  fully  understand  surface  water/groundwater  inter- 
relationships in  the  Lake  Helena  watershed  and  to  discern  the  effects  of  various  water 
management  practices  on  surface  water  quality.  Specific  needs  include  a  water  balance 
study  for  the  Helena  Valley  portion  of  the  watershed  to  examine  the  effects  of  inter- 
basin  transfers  (Missouri  River  via  the  Helena  Valley  Irrigation  District),  surface  water 
withdrawals,  storm  water  and  wastewater  discharges,  gains  and  losses  from 
groundwater,  and  flow  reversal  from  Hauser  Reservoir  to  Lake  Helena.  A  focused  study 
is  also  needed  to  evaluate  natural  and  artificial  sources  of  groundwater  recharge  in  the 
Helena  Valley,  including  canal  losses,  storm  water  discharges,  individual  and 
community  septic  systems,  irrigated  fields,  and  their  implications  to  ground  and  surface 
water  quality. 

•  In-stream  Nutrient  Target  Setting  and  Source  Assessment  -  Additional  monitoring  is 
needed  to  understand  the  relationships  between  in-stream  nutrient  concentrations  and 
beneficial  use  impairments  in  the  Prickly  Pear  and  Tenmile  Creek  drainages. 
Furthermore,  some  data  gaps  remain  with  regard  to  identifying  specific  sources  of 
nutrient  loading,  particularly  in  lower  Prickly  Pear  Creek. 

•  Lake  Helena  and  Hauser  Reservoir  Nutrient  Dynamics  and  Target  Setting  -  Recent 
water  quality  and  limnological  data  for  Lake  Helena  and  the  Causeway  Arm  of  Hauser 
Reservoir  are  extremely  limited.  Seasonal,  multi-year  data  are  needed  to  more  fully 
document  present  conditions,  to  refine  a  nutrient  loading/lake  response  model,  to 
understand  water  quality  and  hydrologic  relationships  between  Lake  Helena  and  Hauser 
Reservoir,  and  to  provide  a  basis  for  nutrient  target  setting. 

•  Metals  Impairment  Confirmation  and  Source  Assessment  -  Additional  metals  data  are 
needed  for  some  segments  to  confirm  and  define  suspected  impairments,  and  to  help 
characterize  the  magnitude  and  seasonality  of  contributing  source  areas. 


• 


Temperature  -  Factors  contributing  to  temperature  impairments  in  Prickly  Pear  Creek 
are  not  well  understood  due  to  limited  data.  Specifically,  the  influences  of  irrigation 
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water  withdrawals,  groundwater/surface  water  interactions,  wastewater  discharges, 
riparian  vegetation,  and  stream  channel  characteristics  should  be  further  quantified  in 
order  to  allow  fine-tuning  of  restoration  prescriptions. 

•     Modeling  Tool  Development  -  The  Lake  Helena  restoration  plan  recommends  the 
development  of  modeling  tools  to  help  predict  the  water  quality  consequences  of  land 
use  changes  and  various  management  measures  (see  Section  3.2.3.2  of  Volume  II). 
Additional  data  collection  is  recommended  to  support  recalibration  and  fine-tuning  of 
the  existing  watershed-scale  nutrient  loading  and  lake  response  models. 

Plans  for  addressing  each  of  these  primary  data  deficiencies  are  described  in  more  detail  in  the 
following  paragraphs. 

2.1     Watershed  Hydrology  and  Groundwater/Surface  Water  Interactions 

The  hydrology  of  the  Lake  Helena  watershed  is  relatively  complex  and  is  further  complicated  by 
intensive  land  and  water  management.  Preliminary  analyses  have  shown  that  the  hydrology  of 
the  lower  watershed  is  heavily  influenced  by  the  seasonal  importation  of  Missouri  River  water 
via  the  Helena  Valley  Regulating  Reservoir  and  the  Helena  Valley  Irrigation  Canal.  Some  of 
this  imported  water  is  directly  discharged  back  to  Lake  Helena  in  the  form  of  canal  surplus  water 
or  irrigation  return  flows.  Other  portions  enter  the  valley  groundwater  system  through  canal 
losses  and  from  irrigated  fields.  At  the  same  time,  the  lower  reaches  of  Prickly  Pear  and  Tenmile 
Creeks  are  seasonally  dewatered  because  of  irrigation,  while  Prickly  Pear  Creek  is  the  receiving 
water  body  for  several  wastewater  discharges.  Hundreds  of  individual  septic  systems,  storm 
water  outfalls,  canals  and  ditches,  and  irrigated  fields  discharge  water  to  the  Helena  Valley 
aquifer,  and  an  extensive  network  of  tile  drains  throughout  the  valley  artificially  lowers  the 
elevation  of  the  shallow  groundwater  and  discharges  the  drainage  directly  to  Lake  Helena.  To 
further  complicate  matters,  evidence  suggests  that  where  Lake  Helena  discharges  to  Hauser 
Reservoir  at  the  Lake  Helena  Causeway,  flow  direction  sometimes  reverses  depending  upon  the 
operation  of  Hauser  Dam  and/or  the  magnitude  of  local  storm/runoff  events.  Understanding  how 
water  moves  through  the  watershed  on  a  seasonal  and  annual  basis,  and  how  groundwater  and 
surface  waters  interact,  is  a  critical  first  step  in  managing  for  improved  water  quality. 

This  study  element  would  establish  a  water  balance  for  the  Helena  Valley  portion  of  the  Lake 
Helena  watershed.  A  comprehensive  flow  gaging  network  would  be  established  on  lower 
Prickly  Pear  and  Tenmile  creeks,  in  various  canals  and  ditches,  and  at  the  Lake  Helena 
Causeway.  Irrigation  diversions  and  wastewater  discharges  would  also  be  monitored,  either 
directly  or  through  permit  and  water  rights  records.  A  series  of  flow  recorders  (Aquarods)  would 
be  installed  at  strategic  locations  and  surface  flows  would  be  gaged  periodically  over  the  course 
of  several  years  representing  wet  and  dry  conditions.  The  temporal  and  spatial  extent  of  stream 
dewatering  and  points  of  irrigation  withdrawal  would  be  documented.  An  additional  study 
element  would  evaluate  and  quantify  the  potential  water  quality  benefits  that  could  accrue  from 
supplementing  chronically  low  summer  stream  flows  in  lower  Prickly  Pear  and  Tenmile  Creeks. 
We  will  also  support  the  Lewis  and  Clark  County  Water  Quality  Protection  District's  continuing 
efforts  to  fund  and  initiate  a  groundwater  monitoring  program  in  the  Helena  Valley  for  purposes 
of  identifying  and  quantifying  sources  of  recharge  and  to  help  define  groundwater/surface  water 
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interactions.  The  ultimate  goal  of  this  monitoring  element  is  to  improve  our  understanding  of 
basin  hydrology  and  to  provide  a  basis  for  fine-tuning  watershed  models  and  predictive 
capabilities. 

2.2    In-stream  Nutrient  Target  Setting  and  Source  Assessment 

To  better  understand  the  relationship  between  in-stream  nutrient  concentrations,  benthic  algae, 
and  dissolved  oxygen  (DO)  levels  in  lower  Prickly  Pear  Creek,  water  quality  data  should  be 
collected  to  support  the  development  of  a  more  refined  water  quality  model.  Options  include 
using  the  existing  LSPC  modeling  framework  (i.e.,  using/refining  the  LSPC  model  that  has  been 
set  up  for  the  metals  analysis)  or  a  steady-state  dissolved  oxygen  model  such  as  QUAL2K. 
Setting  up  and  calibrating  nutrient/DO  models  typically  require  data  that  describe  physical 
channel  characteristics  and  in-stream  processes  that  control  DO  concentrations.  Two  intensive 
water  quality  surveys  and  two  hydraulic  studies  (transect  measurements  and  dye  studies)  are 
proposed  during  two  different  flow/temperature  conditions  in  order  to  provide  the  necessary 
data.  Proposed  monitoring  stations  are  listed  below  and  study  elements  are  described  in  the 
paragraphs  that  follow: 

•  City  of  Helena  wastewater  treatment  plant  (WWTP)  effluent  ditch  at  confluence  with 
Prickly  Pear  Creek 

•  Prickly  Pear  Creek  immediately  upstream  of  City  of  Helena  WWTP 

•  Prickly  Pear  Creek  immediately  downstream  of  City  of  Helena  WWTP 

•  Prickly  Pear  Creek  below  confluence  with  Tenmile  Creek 

•  Prickly  Pear  Creek  at  Lake  Helena 

2.2.1  Hydraulic  Studies 

Hydraulic  studies  are  required  to  estimate  the  velocity  of  Prickly  Pear  Creek  throughout  the 
study  area.  Physical  channel  measurements  (cross  sections  and  longitudinal  profiles)  should  be 
performed  at  transects  throughout  the  study  area  to  determine  the  physical  channel  dimensions. 
Additionally,  dye  studies  should  be  performed  to  estimate  stream  velocities  for  use  in  the 
estimation  of  flow/velocity  relationships  and  prediction  of  travel  times.  Distribution  of  dye 
concentrations  will  help  calculate  longitudinal  dispersion  while  peak-to-peak  time  will  support 
velocity  estimates.  Two  separate  dye  sampling  events  should  be  performed  to  estimate  the 
velocities  under  two  flow  regimes  (snowmelt  runoff  and  summer  low  flow).  The  timing  of  these 
studies  would  require  that  no  significant  rainfall  events  (>  0.5  inches)  have  occurred  in  the 
previous  seven  days,  and  the  creek  has  reached  steady  state  flows  during  the  sampling  period. 
Daily  flow  measurements  should  also  be  recorded  for  Tenmile  and  Prickly  Pear  creeks  during  the 
studies. 

2.2.2  General  Water  Quality  Characterization 

Field  sampling  for  general  water  quality  parameters  (temperature,  pH,  conductivity,  DO, 
streamflow)  should  be  performed  at  all  transect  locations,  intensive  survey  sites,  and  at  the 
mouth  of  significant  tributaries  to  Prickly  Pear  Creek.  Sampling  will  be  performed  using 
handheld  instruments  and  all  pertinent  data  will  be  recorded  in  a  field  log.  Data  from  this 
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sampling  effort  would  be  used  to  characterize  the  overall  water  quality  in  the  study  area  and  to 
identify  changes  in  water  quality  that  would  indicate  previously  unidentified  pollutant  sources. 
Streambed  descriptions  of  channel  roughness,  available  area  for  plant  growth  (%),  sediment 
thickness,  percent  sediment/silt  coverage,  and  percent  cloud  cover  and  shade  cover  should  also 
be  recorded. 

2.2.3  Dissolved  Oxygen  Sag  Point  Analysis 

The  point  in  a  stream  below  a  wastewater  discharge  where  in-stream  dissolved  oxygen 
concentrations  reach  their  lowest  level  is  referred  to  as  the  DO  sag  point.  Field  measurements 
can  be  used  to  identify  the  location  of  the  sag  point  and  to  determine  the  distance  required  for  the 
dissolved  concentrations  to  return  to  ambient  levels.  Field  results  for  general  water  quality 
parameters  should  be  collected  at  several  locations  (approximately  every  250  meters)  in  the 
section  of  Prickly  Pear  Creek  between  the  City  of  Helena  wastewater  outfall  and  the  Tenmile 
Creek  confluence.  These  data  would  be  used  to  support  the  model  calibration/validation  efforts 
and  would  provide  a  basis  for  assessing  model  accuracy  for  critical  in-stream  locations. 

2.2.4  Detailed  Water  Quality  Characterization  (Intensive  Survey) 

Detailed  intensive  surveys  are  required  to  gain  a  more  complete  understanding  of  water  quality 
conditions  in  Prickly  Pear  Creek.  These  surveys  would  combine  field  observations  with  the 
collection  of  water  samples  for  analysis  of  parameters  such  as  ammonia  and  biological  oxygen 
demand  in  order  to  characterize  the  effects  of  oxygen  demanding  wastes.  Two  separate  intensive 
sampling  events  are  recommended  to  provide  a  detailed  understanding  of  in-stream  water 
quality.  As  with  the  hydrologic  studies,  timing  would  require  that  no  significant  rainfall  events 
(>  0.5  inches)  have  occurred  in  the  previous  seven  days,  and  that  the  creek  has  reached  steady 
state  flows  during  the  sampling  period. 

Sediment  samples  should  also  be  collected  for  analysis.  These  samples  will  be  analyzed  for 
sediment  composition  (sand,  silt,  and  clay  fractions)  and  total  organic  content  for  comparison 
with  the  sediment  oxygen  demand  component  in  the  model. 

The  intensive  surveys  should  consist  of  field  measurements  as  well  as  the  collection  of  water 
quality  samples  for  lab  analysis  (Table  2-1).  Field  measurements  would  include  the  same 
general  water  quality  monitoring  to  be  performed  at  the  transect  locations  as  well  as  diel  (24- 
hour)  monitoring  of  DO  at  a  location  near  the  observed  maximum  in-stream  sag.  This  diel 
survey  would  be  used  to  characterize  the  rates  and  extent  of  DO  and  pH  fluctuations  downstream 
of  the  City  of  Helena  wastewater  outfall. 
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Table  2-1.    Prickly  Pear  Creek  nutrient/DO  intensive  survey  parameter  list. 

Variable 

Number  of 
Surveys 

Sampling 
Frequency 

Sampling  Locations 

Temperature 

2 

4/Day 

All 

Dissolved  Oxygen 

2 

4/Day 

All  (plus  diel  study) 

Conductivity 

2 

4/Day 

All 

pH 

2 

4/Day 

All 

Sediment  Composition 

2 

1/Day 

All 

CBOD5  (Filtered) 

2 

4/Day 

All 

CBOD5  (Unfiltered) 

2 

2/Day 

All 

CBOD20  (Filtered) 

2 

4/Day 

All 

CBOD20  (Unfiltered) 

2 

2/Day 

All 

BOD20 

2 

2/Day 

All 

Kjeldahl-N 

2 

2/Day 

All 

NH3 

2 

4/Day 

All 

N03 

2 

4/Day 

All 

N02 

2 

2/Day 

All 

TSS 

2 

2/Day 

All 

vss 

2 

2/Day 

All 

TOC 

2 

4/Day 

All 

Total  Phosphorus 

2 

2/Day 

All 

Orthophosphorus 

2 

2/Day 

All 

Macrophytes 

2 

2/Day 

All 

Benthic  Chlorophyll  a 

2 

2/Day 

All 

2.2.5  Nutrient  Source  Assessment  Monitoring 

Existing  monitoring  data  that  can  be  used  to  identify  specific  nutrient  sources  in  lower  Prickly 
Pear  Creek  are  limited.  In  many  cases,  monitoring  stations  bracketed  long  reaches  of  the  creek 
and  assumptions  have  been  made  about  the  nature  of  sources  that  are  likely  to  be  present 
between  these  stations.  The  City  of  Helena  wastewater  has  traditionally  been  used  to  irrigate  hay 
fields  located  to  the  west  of  Prickly  Pear  Creek  during  much  of  the  summer  season.  As  such, 
direct  discharges  to  Prickly  Pear  Creek  occur  intermittently  and  at  variable  rates.  Additionally, 
Prickly  Pear  Creek  through  its  lower  reaches  receives  tile  drainage  and  groundwater  discharge, 
and  adjacent  lands  sustain  a  variety  of  uses  that  may  contribute  nutrients  to  the  creek. 

Synoptic  surveys  should  be  performed  on  a  quarterly  basis  at  a  series  of  stations  beginning  at  the 
Wylie  Drive  crossing  just  north  of  East  Helena  and  continuing  to  Lake  Helena.  The  surveys 
would  document  sequential  nutrient  loading  from  all  sources  through  this  segment  of  the  creek 
during  multiple  seasons  and  under  a  range  of  streamflow  conditions.  All  surface  discharges  and 
water  withdrawals  will  be  monitored  to  account  for  gains  and  losses  of  nitrogen  and  phosphorus 
loading.  Groundwater  contributions  (or  losses  to  groundwater)  will  also  be  accounted  for.  The 
City  of  Helena's  wastewater  would  be  monitored  for  nutrient  content  and  flow  rates  at  the 
facility  and  at  the  point  of  discharge  to  Prickly  Pear  Creek,  and  irrigation  usage  and  volumes 
would  be  recorded.  Collectively,  the  data  will  be  used  to  establish  a  nutrient  loading  budget  and 
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source  quantification  for  each  of  the  synoptic  sampling  events.  The  study  results  would  be  used 
to  adjust  the  nutrient  allocations  and  control  strategy  for  Prickly  Pear  Creek,  if  warranted. 

2.3     Lake  Helena  and  Hauser  Reservoir  Nutrient  Dynamics  and  Target  Setting 

Available  data  that  can  be  used  to  describe  the  trophic  status  and  trends  in  Lake  Helena  and 
Hauser  Reservoir  are  extremely  limited.  A  concerted  monitoring  program  is  needed  to  confirm 
the  degree  of  nutrient  impairment  that  may  be  present,  to  provide  a  basis  for  nutrient  target 
setting,  and  to  understand  how  discharged  water  from  how  Lake  Helena  affects  water  quality  and 
beneficial  uses  in  Hauser  Reservoir.  Furthermore,  because  Lake  Helena  is  a  manmade  water 
body  with  unusual  hydraulic  and  water  quality  characteristics,  it  may  prove  to  be  more 
appropriate  to  set  nutrient  targets  for  the  Causeway  Arm  of  Hauser  Reservoir  instead  of  for  Lake 
Helena  proper.  Lastly,  a  nutrient  TMDL  and  restoration  plan  will  eventually  need  to  be 
developed  for  Hauser  Reservoir  and  the  Missouri  River,  and  it  is  important  that  restoration 
strategies  for  Lake  Helena  watershed  are  consistent  with  those  developed  for  downstream  water 
bodies. 

In  addition  to  the  hydrologic  investigations  and  water  quality  modeling  studies  that  are  described 
in  other  sections  of  this  appendix,  we  propose  to  undertake  a  concerted  three-year  limnological 
and  water  quality  study  of  Lake  Helena  and  Hauser  Reservoir  together  with  selected  inflows.  A 
series  of  nine  fixed  reservoir  stations,  shown  in  Table  2-2  below,  should  be  monitored  on  a 
monthly  or  more  frequent  basis. 


Table  2-2.    Proposed  Lake  Helena  and  Hauser  Reservoir  nutrien 

t  monitoring 

stations. 

Waterbody 

Site  ID 

Site 
Type 

Description 

Lat 

Long 

Lake 
Helena 

M09LHLNO01 

Historic 

Lake  Helena  PPL  Inlet  Station,  150  yards 
off  FWP  boat  access  off  mouth  of  Silver 
Creek 

46.69869 

111.95731 

M09LHLN101 

Historic 

Lake  Helena  PPL  Outlet  Station.  Lake 
Helena  side  of  the  causeway 

46.70259 

111.9014 

M09LHLNC01 

Historic 

EPA/FWP  #  2  middle  of  the  lake/deep 
station 

46.69678 

111.9178 

M09LHLNE01 

Historic 

EPA/FWP  Lake  Helena  Deep  Station 

46.69875 

111.9013 

Causeway 
Arm 

C3 

Historic 

BOR  Causeway  Station,  downstream  of 
Lake  Helena 

46.  70432 

111.90142 

C2 

Historic 

BOR  Causeway  Station  in  middle  of  the 
Causeway  Arm 

46.71839 

111.87737 

C1 

Historic 

BOR  Causeway  Station,  near  mouth  of 
Hauser  Reservoir 

46.73539 

111.89065 

Hauser 
Reservoir 

HA4 

Historic 

BOR,  Upstream  of  Causeway  Inflow  Station 

46.73549 

111.87840 

HA5 

Historic 

BOR,  Montana  Fish,  Wildlife  and  Parks 
Buoy  at  Dam 

46.76302 

1 1 1 .88460 
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Recommended  reservoir  monitoring  variables  include  total  water  depth,  water  temperature,  pH, 
alkalinity,  specific  conductance,  turbidity,  total  suspended  sediment,  Secchi  depth,  chlorophyll  a, 
the  full  complement  of  nutrient  variables,  total  recoverable  metals  (arsenic  and  lead),  and 
dissolved  oxygen.  Water  samples  should  be  taken  at  three  different  depths  at  each  sample 
location:  0.5  meters  below  the  surface,  at  mid-depth,  and  one  meter  from  the  bottom.  The 
chlorophyll  samples  should  be  collected  as  a  composite  from  throughout  the  euphotic  zone. 
Field  parameters  (temperature,  dissolved  oxygen,  pH,  and  conductivity)  should  be  measured  0.5 
meters  below  the  surface  and  at  one  meter  intervals  throughout  the  water  column. 

Once  annually,  bottom  sediment  samples  should  be  collected  for  analysis  of  metals 
concentrations  (see  Section  2.5  below).  During  summer,  samples  should  be  collected  for 
identification  and  relative  quantification  of  resident  phytoplankton  algae,  and  the  occurrence  of 
any  algae  blooms  should  be  noted.  Missouri  River  sampling  locations  should  include  all  of  the 
above  sampling  variables  except  for  Secchi  depth,  chlorophyll  a,  DO  depth  profiles,  sediment 
quality,  and  phytoplankton. 

Synoptic  monitoring  would  be  conducted  in  the  inflows  to  Lake  Helena,  including  Prickly  Pear, 
Tenmile  and  Silver  creeks,  as  well  as  tile  drains  and  irrigation  waterways.  Monitoring  would  be 
timed  to  coincide  with  spring  runoff,  summer  storm  events,  and  baseflow  conditions  to  further 
refine  the  understanding  of  potential  nutrient,  sediment,  and  metals  sources.  The  proposed 
tributary  monitoring  sites  and  main  irrigation  drains  are  shown  in  Table  2-3. 

Grab  water  samples  would  be  analyzed  for  the  following  field  and  laboratory  parameters: 

•  Field  Parameters  -  Temperature,  stream  flow,  pH,  dissolved  oxygen,  turbidity. 

•  Laboratory  Parameters  -  the  full  complement  of  nutrient  variables,  total  suspended 
solids  (TSS),  hardness,  and  total  recoverable  metals  (arsenic,  cadmium,  copper,  lead,  and 
zinc). 

The  Lake  Helena  inflow  monitoring  should  be  closely  coordinated  with  water  quality  and 
hydrology  monitoring  activities  described  in  Sections  2.1  and  2.2  of  this  appendix. 


Public  Review  Draft  H-9 


Date  Gaps  Monitoring 


Appendix  H 


Table  2-3.    Proposed  Lake  Helena  inflow  monitoring 

stations. 

Waterbody 

Site  ID 

Site  Type 

Description 

Lat 

Long 

Tributary 
Streams 

M09SLRC01 

Historic 

Silver  Creek  downstream  of 
frontage  road 

46.67638800 

112.01055500 

USGS  06064150 

Historic 

Tenmile  Creek  above 
Prickly  Pear  Creek  near 
Helena 

46.66076917 

1 1 1 .98999560 

USGS 
463939111582801 

Historic 

Prickly  Pear  Creek  above 
Tenmile  Creek  near  East 
Helena 

46.66076940 

111.97527250 

Irrigation 
Ditches 

M09SCIDC01 

Historic 

Silver  Creek  Ditch,  near 
mouth  above  Lake  Helena 

46.  6928000 

111.9721 

M09HVIFD01 

Historic 

Helena  Valley  Field  Drain, 
near  mouth  near  Valley 
Drive 

46.6848000 

111.91010000 

M09HVIFD02 

Historic 

Helena  Valley  Field  Drain, 
near  mouth  @  Helberg  Lane 

46.6798000 

111.9463000 

Reservoir  and  inflow  monitoring  data  would  be  interpreted  annually  and  combined  with  the 
results  of  the  hydrologic  investigations  and  modeling  efforts  to  refine  nutrient  targets  and  source 
allocations  for  Lake  Helena  and/or  Hauser  Reservoir.  Water  column  and  sediment  metals  and 
turbidity  data  will  be  used  to  reevaluate/confirm  suspected  metals  and  sediment  impairments  in 
Lake  Helena  and  its  inflows. 

2.4     Metals  Monitoring  Strategy 

Future  metals  monitoring  in  the  Lake  Helena  watershed  to  address  existing  data  gaps  should 
address  the  following  objectives: 

•  Uncertainties  associated  with  impairment  determinations 

•  Refinement  of  metals  sources  and  seasonality 

•  Uncertainties  associated  with  the  modeling  process 

Each  of  these  objectives  is  detailed  below. 

2.4.1  Addressing  Metals  Impairment  Uncertainties 

Table  2-4  identifies  stream  segments  in  the  Lake  Helena  watershed  with  limited  metals  data. 
These  segments  should  be  sampled  a  minimum  of  5  to  10  times  each  over  a  representative  time 
period  which  includes  wet,  dry  and  normal  precipitation  years  in  order  to  better  determine 
impairment  status.  Samples  should  be  taken  during  both  base  flow  periods  and  during  episodic 
storm  events.  Data  would  be  used  be  used  to  confirm  suspected  impairment  issues  and  to  refine 
TMDLs  and  source  allocations.  The  data  would  also  be  used  to  determine  if  a  TMDL  is  required 
for  mercury  in  Silver  Creek. 
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Table  2-4.    Lake  Helena  watershed  segments  requiring  impairment  status  confirmation. 

Segment 

Reason  for  Additional  Monitoring 

Prickly  Pear  Creek  from  the  Headwaters  to  Spring  Creek  (MT41I006_060) 

Borderline  levels  of  cadmium  and 
copper 

Prickly  Pear  Creek  from  Spring  Creek  to  Lump  Gulch  (MT41 1006_050) 

Borderline  levels  of  arsenic  and 
copper 

Prickly  Pear  Creek  from  Wylie  Drive  to  Helena  Wastewater  Treatment  Plant 
Discharge  (MT41I006_030) 

Limited  data 

Prickly  Pear  Creek  from  Helena  WWTP  Discharge  Ditch  to  Lake  Helena 
(MT41 1006_020) 

Limited  data 

Golconda  Creek  from  the  Headwaters  to  the  Mouth  (MT41I006_070) 

Limited  data;  borderline  levels  of 
zinc 

Corbin  Creek  from  the  Headwaters  to  the  Mouth  (MT41I006_090) 

Limited  data  for  current  conditions 

Spring  Creek  from  Corbin  Creek  to  the  Mouth  (MT41 1006_080) 

Limited  data 

North  Fork  Warm  Springs  Creek  from  the  Headwaters  to  the  Mouth 
(MT41I006_180) 

Borderline  levels  of  lead 

Skelly  Gulch  (Tributary  of  Greenhorn  Creek)  (MT41I006_220) 

Limited  data 

Granite  Creek  from  headwaters  to  mouth  (Austin  Creek  -  Greenhorn  Creek  - 
Sevenmile  Creek)  (MT41I006_179) 

No  representative  data 

Jennie's  Fork  from  the  Headwaters  to  the  Mouth  (MT41I006_210) 

Limited  data 

Silver  Creek  from  the  Headwaters  to  the  Mouth  (MT41I006_150) 

Borderline  copper  levels,  limited 
mercury  data 

Lake  Helena 

Borderline  cadmium 

2.4.2  Refinement  of  Metals  Sources  and  Seasonality 

The  presently  available  metals  monitoring  data  include  limited  runoff  sampling  events  and,  as 
such,  the  importance  of  wet  weather-related  metals  sources  may  be  under-represented  in  the 
source  allocations.  The  data  generated  from  the  metals  impairment  confirmation  monitoring 
described  above  would  be  screened  to  examine  general  locations  of  metals  sources.  In  instances 
where  very  large  in-stream  increases  are  noted,  especially  during  wet  weather  monitoring  events, 
additional  source  assessment  monitoring  and  field  reconnaissance  may  be  required  to  positively 
identify  and  quantify  sources  of  metals  loading. 

2.4.3  Addressing  Modeling  Uncertainties 

Additional  metals  monitoring  are  needed  to  better  refine  the  LSPC  modeling  analysis.  For 
example,  one  limitation  of  the  LSPC  model  is  that,  in  the  absence  of  better  data,  it  assumed  the 
same  metals  soil  concentrations  on  a  unit-weight  basis  throughout  the  watershed.  Sampling  of 
sediment  metals  concentrations  by  sediment  source  and  by  geographic  location  is  recommended 
to  improve  this  aspect  of  the  model.  In  addition,  it  was  difficult  to  calibrate  the  model  to  storm 
events  because  of  a  lack  of  available  data  during  these  periods.  Monitoring  of  storm  water 
runoff  from  representative  sources  should  therefore  be  performed  to  better  estimate  the 
concentration  of  metals  during  wet  weather  events. 
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2.5    Temperature  Monitoring  Strategy 

Future  water  temperature  monitoring  in  the  Lake  Helena  watershed  should  address  the  following 
objectives: 

•  Uncertainties  associated  with  impairment  determinations 

•  Refinement  of  impairment  causes  and  seasonality 

2.5.1  Addressing  Temperature  Impairment  Uncertainties 

The  frequency,  magnitude,  and  timing  of  temperature  impairments  in  Prickly  Pear  and 
McClellan  creeks  are  not  well  documented  and  additional  data  collection  is  recommended  to 
confirm  suspected  problems  and  to  fine-tune  restoration  approaches.  In-stream  temperature 
monitoring  should  be  conducted  at  several  locations  from  June  to  October  for  a  representative 
time  period  that  includes  wet,  dry,  and  normal  precipitation  years.  This  time  period  is  when  flow 
levels  and  warmer  air  temperatures  create  concerns  for  resident  fisheries.  Continuous  recording 
thermographs  set  to  record  temperature  every  half  hour  should  be  deployed  at  established  Prickly 
Pear  Creek  sampling  sites  in  the  segments  of  concern,  as  well  as  at  additional  monitoring  sites  to 
fill  voids  in  the  available  data.  The  Montana  DEQ's  Standard  Operating  Procedures  (SOP)  for 
Temperature  Data  Loggers  should  be  employed  to  ensure  that  quality  data  are  collected  (see 
Section  5.0  of  this  appendix). 

2.5.2  Refinement  of  Temperature  Impairment  Causes 

The  various  causes  that  contribute  to  temperature  impairments  in  Prickly  Pear  and  McClellan 
creeks  are  poorly  quantified  and  additional  data  collection  is  recommended  to  determine  their 
relative  importance  and  to  adjust  restoration  approaches,  if  warranted.  At  a  minimum,  additional 
temperature  data  need  to  be  collected  for  wastewater  discharges,  and  additional 
streamflow/hydrologic  information  is  needed  for  Prickly  Pear  Creek  and  its  tributaries.  Riparian 
condition  assessments  or  percent  shade  measurements  along  Prickly  Pear  Creek  are  also 
desirable  but  are  a  much  lower  priority  than  the  other  monitoring  needs. 

The  permitted  point  source  dischargers  along  lower  Prickly  Pear  Creek  should  monitor  the 
temperature  of  their  effluent  at  least  monthly  during  a  representative  one-year  time  period  (Table 
2-5).  Ambient  temperature  monitoring  upstream  and  well  downstream  of  the  point  source  outfall 
locations  is  also  recommended. 

Table  2-5.    Point  source  discharge  temperature  monitoring  stations  for  lower  Prickly  Pear 

Creek. 


Segment 

MPDES  Permit 

Description 

MT41I006_040 

MT0000451 

Ash  Grove  Cement  Company* 

MT41 1006_040 

MT0000426 

Air  Liquide  America  Corporation 

MT41I006_040 

MT0030147 

ASARCO 

MT41I006_040 

MT0022560 

City  of  East  Helena  WWTP 

MT41I006_020 

MT0000949 

City  of  Helena  WWTP 

"Should  discharge  occur. 
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Late-season  (August  and  October)  synoptic  streamflow  monitoring  runs  should  be  conducted  on 
Prickly  Pear  Creek  from  Montana  City  downstream  to  Lake  Helena  in  at  least  two  years 
representing  wet  and  dry  weather  conditions.  Flow  gaging  sites  should  be  adequately  spaced 
such  that  inflows  from  tributaries  and  outflows  from  diversions  are  adequately  captured. 
Streamflow  gaging  should  be  conducted  according  to  the  Montana  Water  Quality  Monitoring 
Standard  Operating  Procedures  (SOP)  (see  Section  5.0).  This  task  could  be  readily 
accomplished  as  an  add-on  to  the  hydrologic  studies  that  are  described  in  Section  2.1  above. 
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2.6     Modeling  Tool  Development 

Relatively  simple  models  (G WLF  and  BATHTUB)  were  chosen  to  simulate  nutrient  and 
sediment  loads  in  the  Lake  Helena  watershed.  This  was  primarily  due  to  the  lack  of  data 
necessary  to  calibrate  a  more  complex  nutrient  and  sediment  model  (see  Appendix  C).  The 
GWLF  and  BATHTUB  models  provided  monthly  output,  and  were  not  capable  of  simulating 
daily  interactions  between  nutrients,  dissolved  oxygen,  and  in-stream  algal  growth. 

More  complex  models  are  available  to  simulate  nutrient  and  sediment  loads  and  could  be  used  in 
the  ongoing  management  of  the  Lake  Helena  watershed.  For  example,  they  could  be  used  to 
more  thoroughly  evaluate  the  impacts  of  various  wastewater  treatment  controls  in  Prickly  Pear 
Creek,  or  to  evaluate  possible  residential  development  within  the  watershed.  Potential  impacts 
with  and  without  increased  levels  of  controls  can  be  evaluated  and  compared  to  expected  costs  so 
that  water  quality  impacts  are  factored  into  planning  decisions. 

The  Loading  Simulation  C++  model  (LSPC)  is  a  watershed  model  that  is  capable  of  providing 
hourly  output,  and  is  capable  of  simulating  the  interactions  between  nutrient  loads,  dissolved 
oxygen,  and  algae.  LSPC  has  already  been  set  up  to  model  metals  in  the  Lake  Helena  watershed, 
and  could  also  be  used  to  model  nutrients  and  sediment  loads.  Output  from  LSPC  could  be 
directly  compared  to  Montana  DEQ's  numeric  dissolved  oxygen  criteria,  and  to  potential  targets 
for  algae  (phytoplankton  or  periphyton).  Furthermore,  hourly  (or  daily)  nutrient  loads  and 
concentrations  are  better  suited  for  determining  compliance  with  water  quality  targets  and 
standards. 

Similarly,  a  more  complex  lake  model  such  as  the  Army  Corps  of  Engineers  CE-QUAL-W2 
model  could  be  used  to  simulate  conditions  in  Lake  Helena  and  possibly  Hauser  Reservoir.  CE- 
QUAL-W2  is  also  capable  of  modeling  nutrient-DO-algae  interactions,  and  provides  hourly 
output.  Furthermore,  the  CE-QUAL-W2  model  can  be  linked  to  the  LSPC  watershed  model. 

Much  of  the  additional  data  needed  to  calibrate  the  LSPC  and  CE-QUAL-W2  models  is 
described  in  Sections  2.1,  2.2  and  2.3.  Water  quality  samples  should  be  collected  at  least  at  a 
monthly  frequency,  and  should  also  target  storm  events,  low-flows  events,  and  baseflow  events 
to  allow  for  model  calibration  during  these  periods.  Additional  data  that  would  allow  for  a  more 
thorough  calibration  include: 

•  Detailed  imperviousness  study  of  the  urban  areas  of  the  watershed. 

•  Representative  sampling  of  groundwater  nutrient  concentration  throughout  the  watershed. 
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3.0  IMPLEMENTATION  MONITORING 

The  purpose  of  implementation  monitoring  is  to  document  whether  or  not  management  practices 
were  applied  as  designed.  Objectives  of  an  implementation  monitoring  program  include: 

•  Measuring,  documenting,  and  reporting  the  watershed-wide  extent  of  BMP 
implementation  and  other  restoration  measures,  including  point  source  controls 

•  Evaluating  the  general  effectiveness  of  BMPs  as  applied  operationally  in  the  field. 

•  Determining  the  need  and  direction  of  BMP  education  and  outreach  programs 

Implementation  monitoring  consists  of  detailed  visual  monitoring  of  BMPs,  with  emphasis 
placed  on  determining  if  they  were  implemented  or  installed  in  accordance  with  approved  design 
criteria.  This  type  of  information  would  create  an  inventory  of  where  BMPs  have  been  applied 
as  well  as  their  site-specific  effectiveness.  The  various  watershed  stakeholders  should  take  the 
lead  in  performing  the  implementation  monitoring  because  it  is  likely  to  vary  by  the  type  of 
BMPs  that  are  applied,  by  geographic  location  and,  perhaps,  by  land  ownership  or  management 
jurisdiction.  For  example,  the  USFS  has  the  most  expertise  in  assessing  forestry  BMPs  whereas 
the  City  of  Helena  personnel  are  most  familiar  with  urban  storm  water  controls. 

Additional  discussion  regarding  implementation  monitoring  is  not  presented  herein.  It  is 
envisioned  that  the  watershed  stakeholders  responsible  for  implementation  activities  will  work 
with  EPA,  DEQ,  and  the  local  watershed  protection  district  under  the  umbrella  of  the  Lake 
Helena  Watershed  Committee  to  develop  implementation  monitoring  plans  on  a  case-by-case 
basis. 
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4.0  EFFECTIVENESS  MONITORING  AND  ADAPTIVE  MANAGEMENT 

Montana  statutes  require  that  MDEQ  evaluate  all  TMDLs  for  their  effectiveness  five  years  after 
they  have  been  completed  and  approved  (MCA  75-5-703(9)(c)).  A  formal  review  of  the  Lake 
Helena  TMDL  will  therefore  be  conducted  in  201 1 .  The  review  will  use  the  water  quality  targets 
that  have  been  identified  for  each  pollutant  in  the  Lake  Helena  restoration  plan  to  assess  overall 
progress  toward  meeting  the  stated  water  quality  restoration  goals.  This  effort  will  include  a 
combination  of  water  quality  and  biological  monitoring  and  habitat  assessments  collectively 
aimed  at  determining  the  effectiveness  of  the  various  restoration  measures.  Although  this 
assessment  can  be  made  based  on  data  collected  by  MDEQ  only  in  year  five,  a  much  more 
thorough  assessment  will  be  possible  if  additional  data  are  collected  during  the  intervening  years. 
Due  to  MDEQ  resource  constraints,  these  additional  data  will  need  to  be  collected  by  watershed 
stakeholders.  Some  suggested  effectiveness  monitoring  activities  are  presented  below  and 
additional  measures  may  be  selected  by  stakeholders  within  the  proposed  Lake  Helena 
Watershed  Committee.  In  addition  to  evaluating  the  overall  effectiveness  of  the  Lake  Helena 
plan  in  restoring  water  quality,  the  various  proposed  effectiveness  monitoring  elements  will 
provide  a  feedback  mechanism  that  can  be  used  to  verify  TMDL  assumptions  and  to  fine-tune 
restoration  approaches  through  adaptive  management. 

4.1  Nutrients 

Nutrient  effectiveness  monitoring  in  Prickly  Pear  Creek  should  consist  of  monthly  sampling  of 
general  water  quality  in  201 1,  as  well  as  targeted  collection  of  attached  algae  and  dissolved 
oxygen  data  during  the  critical  summer  months.  One  purpose  of  this  monitoring  is  to  assess  the 
degree  to  which  the  implemented  point  and  non-point  source  controls  have  reduced  ambient 
nutrient  concentrations  compared  to  the  available  historical  data.  Another  purpose  is  to 
determine  whether  in-stream  nutrient  reductions  have  lead  to  corresponding  decreases  in  algal 
standing  crops  and  the  magnitude  of  dissolved  oxygen  sags.    Nutrient  effectiveness  monitoring 
should  also  be  conducted  in  Lake  Helena  and  Hauser  Reservoir  in  201 1  using  the 
nutrient/limnologic  parameters  that  were  previously  described  in  Section  2.3  above. 

4.2  Sediment 

Sediment  water  quality  endpoints  should  be  assessed  on  a  maximum  interval  of  five  years  in 
order  to  judge  the  degree  of  target  acquisition.  However,  biannual  data  collection  at  fixed  plots 
is  more  applicable,  and  should  be  conducted  following  the  implementation  of  restoration 
activities,  with  subsequent  data  collection  in  every  fifth  year.  Three  years  of  data  collection 
every  five  years  will  provide  a  basis  for  trend  analysis,  and  an  evaluation  of  the  level  of  in- 
stream  benefits  associated  with  the  various  restoration  measures.  The  exception  to  the  biannual 
data  collection  strategy  is  suspended  sediment  sampling,  which  should  occur  on  a  more  frequent 
basis  (quarterly,  if  resources  can  support  this  level  of  intensity). 

4.3  Temperature 

Temperature  monitoring  of  Prickly  Pear  Creek  segments  should  be  conducted  seasonally  for  a 
minimum  of  three  years  following  the  implementation  of  control  measures.  Montana  DEQ 


Public  Review  Draft  H-17 


Effectiveness  Monitoring  and  Adaptive  Management 


Appendix  H 


protocols  should  be  used  for  all  sampling  events,  and  the  data  should  be  recorded  and  submitted 
to  the  MDEQ.  The  effectiveness  monitoring  strategy  for  temperature  should  include  in-stream 
temperature  and  streamflow  monitoring  and  the  collection  of  weather  data  to  determine 
representativeness  of  the  results.  Records  from  the  nearest  NOAA  weather  station  should  be 
used  to  monitor  local  weather  for  the  area  of  interest.  The  three  active  NOAA  climate  stations  in 
the  Lake  Helena  watershed  are  listed  in  Table  4-1.  If  a  local  weather  station  is  not  found  that  can 
provide  the  appropriate  information,  then  an  optional  weather  station  capable  of  logging 
parameters  such  as  temperature,  barometric  pressures,  wind  speed,  precipitation,  dew  point,  or 
solar  radiation  may  be  deployed. 


Table  4-1. 


Active  NOAA  climate  stations  in  the  Lake  Helena  Watershed. 


Station  Name 

Coop-ID 

Elevation  (ft) 

Austin  1  W 

240375-4 

4,790 

Helena  WSO 

244055-4 

3,830 

Rimini  4  NE 

247055-4 

4,700 

4.4     Metals 

Effectiveness  monitoring  for  metals  should  consist  of  sampling  the  metals  of  concern,  along  with 
hardness,  pH,  and  instantaneous  flow.  Monthly  sampling  in  201 1  is  recommended  at  the  mouth 
of  every  listed  segment  throughout  the  Lake  Helena  watershed.  Additional  sampling  during 
runoff  events  (from  snowmelt  and  summer  storms)  is  also  recommended.  The  data  will  be 
evaluated  for  the  presence  and  spatial  persistence  of  any  numeric  criteria  violations. 
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5.0  SAMPLING  AND  ANALYSIS  METHODS  AND  QUALITY 
ASSURANCE  CONSIDERATIONS 

Where  applicable,  MDEQ  standard  operating  procedures  should  be  followed  for  the  sampling 
described  herein  to  ensure  consistency  across  statewide  TMDL  monitoring  programs.  MDEQ 
methods  are  described  in  the  following  document: 

•     Montana  Water  Quality  Monitoring  Standard  Operating  Procedures  (SOP)  (available  at: 
http://deq.mt.gov/wqinfo/monitoring/SOP/sop.asp,  specifically  sections: 
o     10.0  -  Sample  Collection 
o     1 1 .0  -  Methods  for  Collecting,  Analyzing,  and  Reporting  Water  Quality  and 

Sediment  Chemical  Data 
o     1 2.0  -  Methods  of  Assessing  the  Biological  Integrity  of  Surface  and  Groundwater 
o     13.0  -  Methods  for  Assessing  the  General  Health  and  Physical  Integrity  of 
Surface  Waters. 

Quality  assurance  and  quality  control  (QA/QC)  procedures  for  all  monitoring,  assessment,  and 
reporting  activities  described  in  this  appendix  should  be  addressed  in  a  monitoring  quality 
assurance  project  plan  (QAPP)  developed  specifically  for  the  Lake  Helena  restoration  project. 
The  QAPP  should  be  developed  following  MDEQ  guidance  available  at: 
http://deq.mt.gov/wqinfo/QAProgram/index.asp. 
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Appendix  I Introduction 

1.0  INTRODUCTION 

There  are  nine  centralized  wastewater  treatment  systems  in  the  Lake  Helena  Watershed: 

Eastgate  Subdivision 

Treasure  State  Acres  Subdivision 

Tenmile  and  Pleasant  Valley  Subdivisions 

Leisure  Village  Mobile  Home  Park 

Mountain  View  Academy 

Fort  Harrison  (closed) 

Evergreen  Nursing  Facility 

City  of  Helena  WWTP 

City  of  East  Helena  WWTP 

Golden  Estates  Subdivision 

These  facilities  are  described  in  Appendix  E.  Total  nitrogen  and  total  phosphorus  loads  were  estimated 
from  each  of  these  facilities  and  the  loads  were  put  into  context  with  the  loads  from  all  other  potential 
sources  in  the  watershed.  The  City  of  Helena  and  East  Helena  comprise  approximately  17  and  4  percent 
of  the  total  nitrogen  load,  and  38  and  3  percent  of  the  total  phosphorus  load,  respectively,  in  the  Prickly 
Pear  Creek  Watershed.  Loads  from  the  remaining  facilities  are  negligible  at  the  Prickly  Pear  Creek 
Watershed  scale  (i.e.,  each  comprising  less  than  1  percent  of  the  total  load). 

It  has  been  estimated  that  it  will  be  necessary  to  reduce  overall  TN  and  TP  loading  in  the  Prickly  Pear 
Creek  Watershed  by  80  and  87  percent,  respectively,  to  attain  the  interim  nutrient  targets  presented  in 
Section  3.2.3  of  Volume  II  (i.e.,  TN  =  0.33  mg/1,  TP  =  0.04  mg/1).  To  attain  nutrient  load  reductions  of 
this  magnitude,  it  will  be  necessary  to  seek  the  maximum  attainable  nutrient  load  reductions  from  all 
significant  point  and  nonpoint  sources. 

This  document  presents  a  phased  plan  to  reduce  nutrient  loading  from  the  City  of  Helena  and  City  of  East 
Helena  wastewater  treatment  plants.  A  phased  approach  is  proposed  in  recognition  of  the  fact  that  both 
the  Cities  of  Helena  and  East  Helena  have  recently  committed  significant  amounts  of  money  to  upgrade 
their  facilities  and,  further  upgrades  to  reduce  nutrient  loading  may  pose  both  financial  and  technical 
challenges.  A  phased  approach  is  also  necessary  given  uncertainty  over  the  ability  to  attain  the  nutrient 
targets  in  Prickly  Pear  Creek  (see  Volume  II,  Section  3.2.3.1)  and  because  potential  nutrient  limits  to 
protect  Lake  Helena  and  Hauser  Reservoir  have  not  yet  been  identified.  This  phased  plan  also 
incorporates  considerable  flexibility  through  an  adaptive  management  strategy  presented  in  Section  4.0. 
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Proposed  Approach 


2.0  PROPOSED  APPROACH 

The  proposed  approach  includes  three  phases,  where  nutrient  discharge  concentrations  and  loads  will  be 
reduced  in  steps.  Phase  I  is  voluntary.  The  goal  of  Phase  I  ("No  Increases")  is  to  limit  TN  and  TP 
concentrations  and  loads  to  the  existing  levels  (as  calculated  based  on  past  performance  of  the  two 
facilities)  while  further  studies  are  conducted  to: 

•  Better  understand  the  impact  of  the  wastewater  discharges  on  Prickly  Pear  Creek, 

•  Evaluate  current  facility  operations  to  optimize  the  level  of  treatment  that  can  be  attained  with  the 
current  infrastructure,  and  conduct  an  alternatives  analysis/feasibility  study  to  determine  the  cost 
and  technological  requirements  for  meeting  the  nutrient  targets 

•  Better  understand  water  quality  conditions  and  appropriate  nutrient  limits  for  Lake  Helena  and 
Hauser  Reservoir 

The  goal  of  Phase  II  ("Optimization")  is  to  begin  to  reduce  nutrient  concentrations  and  loads  by 
optimizing  the  infrastructure  that  currently  exists.  The  goal  of  Phase  III  ("Water  Quality-Based  Limits") 
is  to  implement  the  necessary  actions  to  reach  the  level  of  treatment  to  meet  the  TP  and  TN  targets  for 
Prickly  Pear  Creek. 

Concentration  and  load  limits  for  the  three  phases  and  both  facilities  are  presented  in  Table  2-1.  It  should 
be  noted  that  the  limits  presented  in  Table  2-1  will  likely  be  modified  in  the  future  in  accordance  with  the 
adaptive  management  strategy  outlined  in  Volume  II,  Section  3.2.3.1  and  the  adaptive  management 
strategy  discussed  below. 


Table  2-1.  Tentative  Concentration  and  Load  Limits. 


Phase 

Target 

City  of  Helena 

City  of  East  Helena 

Limits 

Percent  Reduction 
from  Current 

Limits 

Percent  Reduction 
from  Current 

Phase  I 

TP  Concentration  (mg/l) 

5.02 

0% 

3.6 

0% 

TP  Load  (tons/yr) 

22.2 

0% 

0.99 

0% 

TN  Concentration  (mg/l) 

7.7 

0% 

23.2 

0% 

TN  Load  (tons/yr) 

34.1 

0% 

6.41 

0% 

Phase  II 

TP  Concentration  (mg/l) 

1.0 

80% 

1.0 

72% 

TP  Load  (tons/yr) 

8.57 

61% 

0.59 

40% 

TN  Concentration  (mg/l) 

4.0 

48% 

4.0 

83% 

TN  Load  (tons/yr) 

34.28 

0% 

2.37 

63% 

Phase 

III 

TP  Concentration  (mg/l) 

0.04 

99% 

0.04 

99% 

TP  Load  (tons/yr) 

0.34 

98% 

0.02 

98% 

TN  Concentration  (mg/l) 

0.33 

96% 

0.33 

99% 

TN  Load  (tons/yr) 

2.83 

92% 

0.19 

97% 
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The  voluntary  Phase  I  concentration  limits  are  based  on  current  performance.  For  the  City  of  Helena,  the 
concentrations  are  based  on  monthly  averages  from  June  2001  through  January  2005  (post  upgrade).  For 
the  City  of  East  Helena,  the  concentrations  are  based  on  monthly  averages  from  March  2003  to  May  2005 
(post  upgrade).  TP  and  TN  loads  are  based  on  concentrations  multiplied  by  a  conversion  factor  (1.3825) 
and  the  average  observed  effluent  flow  (3.20  million  gallons  per  day  (MGD)  for  City  of  Helena  and  0.20 
MGD  for  the  City  of  East  Helena).  The  Phase  II  concentration  limits  are  based  on  the  best  attainable 
level  of  treatment  in  the  literature  (EPA,  1997).  The  Phase  II  load  limits  assume  design  flows  of  6.2  and 
0.43  MGD  for  Helena  and  East  Helena,  respectively.  The  Phase  III  concentration  limits  are  the  TN  and 
TP  targets  presented  in  Section  3.2.3  of  Volume  II.  Concentration  limits  for  all  three  phases  are  30-day 
averages. 
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3.0  COORDINATION  AND  TIMING 

Point  sources  are  regulated  through  the  National  Pollutant  Discharge  Elimination  System  (NPDES) 
Program.  According  to  the  Montana  Water  Quality  Act  (MCA  75-5-703  (6)  (b)),  after  development  of  a 
TMDL  and  upon  approval  of  the  TMDL,  MTDEQ  is  required  to  incorporate  waste  load  allocations 
developed  for  point  sources  during  the  TMDL  process  into  appropriate  wastewater  discharge  permits.  As 
shown  in  Figure  3-1,  the  proposed  approach  has  been  coordinated,  in  time,  with  point  source  discharge 
permit  renewals  and  the  rule  making  process  for  adoption  of  numeric  standards  for  nutrients. 

In  recognition  of  the  fact  that  nutrient  loads  need  to  be  reduced  as  soon  as  possible,  implementation  of  the 
largely  non-regulatory  non-point  source  controls  is  proposed  as  the  first  step  in  the  proposed  approach. 
Although  it  is  proposed  that  non-point  source  controls  be  implemented  immediately,  it  is  acknowledged 
that  implementing  non-point  source  controls  may  be  an  ongoing  process  for  many  years.  During  the 
initial  two  to  three  years  of  the  implementation  phase  of  this  approach,  point  source  dischargers  are  also 
asked  to  voluntarily  conduct  monitoring,  and  optimization  and  feasibility  studies  to  develop  a  better 
understanding  of  the  fate  of  their  discharges  in  the  receiving  water  bodies  and  to  determine  the 
technological  and  financial  practicality  of  solutions  to  reduce  point  source  nutrient  loading  (see  Figure  3- 
1 ).  The  point  source  dischargers  are  also  asked  to  voluntarily  maintain  existing  TN  and  TP  effluent 
concentrations  and  loads  (i.e.,  no  increases)  during  this  phase. 

As  a  parallel  effort,  EPA  and  DEQ  are  committed  to  conducting  the  "supplemental  study  elements" 
presented  in  Volume  II,  Section  3.2.3.2.  Additionally,  DEQ  will  proceed  with  the  rule  making  process 
for  the  adoption  of  numeric  nutrient  standards.  Ultimately,  these  two  efforts  will  result  in  the  selection  of 
"final"  nutrient  threshold  values  for  the  waters  in  the  Lake  Helena  Watershed.  Upon  adoption  by  the 
Montana  Board  of  Environmental  Review,  they  will  be  officially  incorporated  into  rule.  Once  this  is 
complete,  the  nutrient  targets  (see  Volume  II,  Section  3.2.3)  and  associated  TMDLs  in  Appendix  A  will 
be  revised  and  wastewater  discharge  permits  will  be  officially  renewed  using  the  revised  targets  (i.e., 
official  standards  at  that  point  in  time)  to  develop  water  quality  based  discharge  limits.  Point  source 
dischargers  will  be  provided  time  to  make  the  necessary  infrastructure  upgrades.  During  this  time  period, 
point  source  dischargers  will  be  expected  to  meet  limits  based  on  the  optimization  study  conducted 
previously. 
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4.0  ADAPTIVE  MANAGEMENT 

There  are  a  number  of  adaptive  management  elements  incorporated  into  this  proposed  phased  wasteload 
allocation  plan  to  provide  a  mechanism  to  adjust  the  limits  and  timeline  based  on  new  or  improved 
information.  For  example,  the  Phase  II  concentration  limits  are  based  on  treatment  levels  achievable  with 
various  combinations  of  unit  operations  and  processes  as  documented  in  the  literature  (e.g.,  EPA,  1997). 
Final  limits  will  be  determined  using  the  results  of  the  facility  optimization  evaluations  conducted  in 
Phase  I.  The  adaptive  management  strategy  presented  in  Volume  II,  Section  3.2.3.1,  addressing  the 
nutrient  targets,  provides  a  mechanism  to  facilitate  modification  of  the  Phase  III  limits,  if  deemed 
appropriate  or  necessary  in  the  future.  Also,  the  concept  of  effluent  trading  is  proposed  as  a  means  to 
modify  the  load  limits  in  the  waste  load  allocations,  assuming  that  it  results  in  an  overall  watershed  scale 
nutrient  load  reduction.  The  details  would  have  to  be  worked  out  through  the  MPDES  pennit  process. 
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